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PRO-ACTIVE COMMUNICATIONS 
STANDARDS INVOLVEMENT ~ 


Standards are crucial to the development and explosive 
growth of the communications industry. Several internation- 
al committees and organizations develop and promote stan- 
dards to ensure interoperability and interconnectivity. Na- 
tional Semiconductor Corporation takes an active part in the 
development and definition of these standards and produc- 
es a wide range of products that meet the requirements of 
these standards. Complete silicon solutions for IEEE 802.3 
CSMA/CD Ethernet and FDD! are a part of National's com- 
munications portfolio, one of the broadest in the semicon- 
ductor industry. : ; 


FDDI (Fiber Distributed Data Interface) 


The Fiber Distributed Data Interface is a 100 Mbit/sec. Lo- 
_ cal Area Network that uses a token passing access method 
and uses optical fiber as the medium with twisted pair wiring 
medium specifications to come in the future. Like Ethernet, 
FDDI has maximized the value of standardization and con- 
formed to the Open Systems Interconnect (OSI) model and 
is specified by the ANSI X3T9.5 committee. The rich func- 
tionality that has been integrated into FDDI to meet the 
needs of a number of market segments means that it can be 
the one standard satisfying the requirements of broad, high- 
speed LANs. FDDI offers a low-cost means for bridging 
Ethernet to a high-speed fiber optic link, connecting local 
islands of Ethernet workgroups to similar islands located in 
another part of a company or office. 

For FDDI to grow into a successful LAN, network equipment 
manufacturers need a practical and cost-effective standard 
chip set. National, already the leading supplier of 
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IEEE 802.3 network silicon solutions, has developed a high- 
performance, cost-effective solution, the DP83200 FDDI 
chip set. 


“ ETHERNET: IEEE 802.3 


The IEEE 802.3 CSMA/CD Ethernet Protocol has become 
the most widely accepted standard for Local Area Networks 
connecting personal computers and workstations with infor- 
mation resources, servers and other peripherals. 


The CSMA/CD (Carrier Sense Multiple Access with Colli- 
sion Detection) protocol defines how a node will gain ac- 
cess to transmit over the cable. The node first monitors the 
cable to ensure no transmissions are in progress (Carrier 
Sense). Any node may then decide to transmit (Multiple Ac- 
cess). If more than one node decides to transmit then all 
nodes must be able to detect this condition (Collision Detec- 
tion), stop their transmissions and retry. 


PHYSICAL LAYER SPECIFICATIONS 

The four IEEE 802.3 Physical Layer Specifications, summa- 
rized in Table |, differ primarily in the cable schemes, includ- 
ing media and topology. 10Base5 (Thick Coax Ethernet) 
uses a thick double-shielded coaxial cable at 10 Mbit/sec. 
data rate in a bus configuration. 10Base2 (Thin Coax Ether- 
net) maintains the same 10 Mbit/sec. data rate and bus 
topology, but uses single-shielded coaxial cable. 1Base5 
(StarLAN) uses inexpensive twisted pair cabling in a star 
topology at only 1 Mbit/sec. data rate. The newest IEEE 
802.3 Physical Layer Specification, 10Base-T for Twisted 
Pair Ethernet, combines the installation convenience of in- 
expensive twisted pair cable and star topology of 1Base5 at 
the 10 Mbit/sec. data rate for performance compatibility 
with 10Base5 and 10Base2 Ethernet networks. 
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Introduction to Local Area Network Standards and Products 


TABLE I. IEEE 802.3 Physical Layer Specifications 


Parameter 


Thick Coax 

10 Mbit/sec. 

500 Meters | 

Bus (Multi-Point) 
0.4” Diam. 500, 
Double Shield Coax 
(RG11) 

Precision TAP 


Designator 

Data Rate 
Segment Length 
Topology 

Cable Type 


(RG58) 
Connection BNC “T” 
COMPREHENSIVE ETHERNET SOLUTIONS 

The demands for high performance, smaller chip count, and 
increased functionality have become significant factors in 
the selection of Ethernet silicon solutions. National offers a 
wide variety of Ethernet industry-standard silicon and devel- 


opment evaluation tools to meet the diverse needs of net- | 


work product designers and manufacturers. ' 


Integrated Network Interface Controller and ENDEC prod- 
ucts for 8-bit and 16-bit designs include the single-chip 
DP83902 Serial Network Interface Controller for Twisted 
Pair (ST-NIC™), the DP83901 Serial Network Interface 
Controller (SNIC), the DP8390 Network Interface Controller 
(NIC), and the DP83910 CMOS Serial Network Interface 
(CSNI). 16-bit and 32-bit network interface controller and 
interconnectivity requirements are addressed by the 
DP83932 Systems Oriented Network Interface Controller 
(SONICTM). SONIC provides exceptional 16-bit or 32-bit 
Host-to-Ethernet interface management and performance 
with all of the major state-of-the-art CISC and RISC micro- 
processor architectures. 


(( Corporate-Wide FDDI Backbone S=——> 


Thick Coax Ethernet 
(100 Nodes, 500 meters) 


185 meters 


i 30 nodes 


Multiport 


Thin Coax 
Ethernet 
Work Group 
Clusters 


FIGURE 1. Ethernet IEEE 802.3 Network 


t0Bases toBase2 


Thin Coax 
10 Mbit/sec. 
185 Meters 
Bus (Multi-Point)’ 
0.2” Diam. 500, 
Single Shield Coax 


CORR 


viii 


' 10Base-T 
Twisted Pair 
10 Mbit/sec. 
100 Meters Nominal 
Star (Point-to-Point) 
24 Gauge, 1002. 
Twisted Pair 


StarLAN 

1 Mbit/sec. 

500 Meters . 

Star (Point-to-Point) 
24 Gauge, 1002 
Twisted Pair 


8-Pin, RJ-45 8-Pin, RJ-45 

IEEE 802.3 Physical Layer Tansceiver products include the 
industry-standard DP8392 Coaxial Transceiver Interface 
(CTI) for 10Base5 and 10Base2; and the DP83922 Twisted 
Pair Transceiver Interface (TPI) for 10Base-T. 


Repeater Interface ‘Controller products are designed to . 
meet the needs of intelligent Multi-Port Repeater or Hub 
designs. The DP83950 Repeater Interface Controller 
(RICT™) implements the IEEE 802.3 Repeater Specification, 
the 10Base-T Specification, and the Hub Management Draft 
Specification. Designs incorporating both RIC and SONIC 
provide the necessary hardware platform for Managed Hubs 
which support Simple. Network Management Protocol 
(SNMP), Common Management Information Protocol 
(CMIP) and other network management protocols. Simple, 
unmanaged Multi-Port Repeater or Hub design require- 
ments are met by the Low End Repeater Interface Control- 
ler (LERICT), 


National offers an extensive selection of Evaluation Plat- 
forms, Demonstration Software, Application Notes, and Sys- 
tem Briefs to assist network product designers and manu- 
facturers both in silicon selection and product development. 


> Ethernet to — 
FDDI Bridge 


Bridged 
Twisted Pair 
Multiport 
Repeater 


100 meters. . .: 


Twisted Pair 
Ethernet 


Work Group . fe 
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DP83902 Serial Network Interface Controller 


for Twisted Pair ans werd 


General Description 


The DP83902 Serial Network Interface Controller for Twist- 
ed Pair (ST-NIC) is a microCMOS VLSI device designed for 
easy implementation of CSMA/CD local area networks. 
These include Ethernet (10BASE5), Thin Ethernet 
(10BASE2) and Twisted-pair Ethernet (10BASE-T). The 
overall ST-NIC solution provides the Media Access Control 
(MAC) and Encode-Decode (ENDEC) with an AUI interface, 
and 10BASE-T transceiver functions in accordance with the 
-IEEE 802.3 standards. 


The DP83902’s 10BASE-T transceiver fully peau with 
the IEEE standard. This functional block incorporates the 
receiver, transmitter, collision, heartbeat, loopback, jabber, 
and link integrity blocks as defined in the standard. The 
transceiver when combined with equalization resistors, 
transmit/receive filters, and pulse transformers provides a 
complete physical interface from the DP83902’s ENDEC 
module and the twisted pair medium. 


The integrated ENDEC module allows Manchester encod- - 
ing and decoding via a differential transceiver and phase’ 


lock loop decoder at 10 Mbit/sec. Also included are colli- 
sion detect translator and diagnostic loopback capability. 
The ENDEC module interfaces directly to the transceiver 
module, and also provides a fully IEEE compliant AUI (At- 
tachment Unit Interface) for connection to other media 
transceivers. . (Continued) 


1.0 System Diagram 


Features 

g Single chip solution for IEEE 802.3, 10BASE-T 

u Integrated ‘controller, ENDEC, and transceiver 

m Full AU! interface 

m@ No external precision components required 

3 levels of loopback supported 

Transceiver Module 

u Integrates transceiver electronics, including: 
— Transmitter and receiver 
— Collision detect, heartbeat and jabber timer 
— Link integrity test 

a Link disable for use with pre-standard twisted pair im- 
plementations 

m Integrated smart receive squelch 

a Polarity detection/correction — 

ENDEC Module 

a 10 Mb/s Manchester eneading! cecealis, plus clock re- 

“covery 

@ Transmitter half or full step mode 

mg Squelch on receive and collision pairs . 

@ Lock time 5 bits typical 

o Decodes Manchester data with up to +18 ns jitter 

MAC/Controller Module 

BH 100% DP8390 software/hardware compatible 

g@ Dual 16-bit DMA channels 

g 16-byte internal FIFO 

a Efficient buffer management implementation 

@ Independent system and network clocks 

& Supports physical, multicast and broadcast address fil- 
tering 

m Network statistics storage 
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. General Description (continued) 


The Media Access Control function which is provided by the 
Network Interface Control module (NIC) provides simple 
and efficient packet transmission and reception control by 
means of unique dual DMA channels and an internal FIFO. 
Bus arbitration and memory control logic are integrated to 
reduce board cost and area overheads. 


DP83902 provides a comprehensive single chip solution for 
10BASE-T IEEE 802.3 networks and is designed for easy 
interface to other transceivers via the AUI interface. 


Due to the inherent constraints of CMOS processing, isola- 
tion is required at the AUI differential signal interface for 
10BASE5 and 10BASE2 applications. Capacitive or induc- 
tive isolation may be used. . 


Connection Diagrams 
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2.0 Pin Description 


PLCC 


BUS INTERFACE PINS 


PQFP 
Pin No. 


99, 100, 
1,2 


4-8, 
10-12, 


14, 15, 17, . 
18, 22, 23, 


25, 26: 


8- 


1 | RA3-RAO fia 


ADO-AD15 | 1/0, Z 


Description 


INTERRUPT: Indicates that the DP83902 requires CPU attention after reception 
transmission or completion of DMA transfers. The interrupt is cleared BY writing to 
the ISR (Interrupt Status Register). All interrupts are maskable. 


WRITE ACKNOWLEDGE: Issued from system to DP83902 to indicate that data has 
been written to the external latch. The DP83902 will begin a write aye to place the 
data in local memory. 


PORT READ: Enables data from external latch on to local bus during a memory 
write cycle to local memory (remote write operation). This allows asynchronous 
transfer of data from the system memory to local memory. " 


REGISTER ADDRESS: These four pins are used to select a register to be read or 
written. The state of these inputs is ignored when the DP83902 is not in slave mode 
(CS high). © 
MULTIPLEXED ADDRESS/DATA BUS: 
¢ Register Access, with DMA inactive, CS low and ACK returned from DP83902, 
pins ADO-AD7 are used to read and write register data. AD8-AD15 float during I/ 
O transfers, SRD, SWR pins are used to select direction of transfer. 
© Bus Master with BACK input asserted. 
During t1 of memory cycle ADO-AD15 contain address. 
During t2, t38, t4 ADO-AD15 contain data (word transfer mode). 
During t2, t3, t4 ADO-AD7 contain data, AD8-AD15 contain address (byte 
transfer mode). 
Direction of transfer is indicated by DP83902 on MWR, MRD lines. 


ADDRESS STROBE 0: 

¢ Input: with DMA inactive and CS low, latches RAO-RA3 inputs on falling edge. If 
high, data present on RAO-RAG will flow through latch. 

© Output: When Bus Master, latches address bits (ADO-AD15) to.external memory 
during DMA transfers. 


CHIP SELECT: Chip Select places controller in slave mode for .P access to 
internal registers. Must be valid through data portion of bus cycle. RAO-RA@ are 
used to select the internal register. SWR and SRD select direction of data transfer. 


MASTER WRITE STROBE: (Strobe for DMA transfers) 
Active low during write cycles (t2, t8, tw) to buffer memory. Rising edge coincides 
with the presence of valid output data. TRI-STATE® until BACK asserted. 


MASTER READ STROBE: (Strobe for DMA transfers) 


Active during read cycles (t2, t3, tw) to buffer memory. Input data must be valid on 
rising edge of MRD. TRI-STATE until BACK asserted. 


SLAVE WRITE STROBE: Strobe from CPU to write an internal register selected by 
RAO-RAS. Data is latched into the DP83902 on the rising edge of this input. 


SLAVE READ STROBE: Strobe from CPU to read an internal register selected by 
RAO-RAS. The register data is output when SRD goes low. 


ACKNOWLEDGE: Active low when DP83902 grants access to CPU. Used to insert 
WAIT states to CPU until DP83902 is synchronized for a register read or write 
operation. 


BUS CLOCK: This clock is used to establish the period of the DMA memory cycle. 
Four clock cycles (t1, t2, t3, t4) are used per DMA cycle. DMA transfers can be 
extended by one BSCK increment using the READY input. 


READ ACKNOWLEDGE: Indicates that the system DMA or host CPU has read the 
data placed in the external latch by the DP83902. The DP83902 will begin a read 
cycle to update the latch. 


PORT WRITE: Strobe used to latch data from the DP83902 into external latch for 
transfer to host memory during Remote Read transfers. The rising edge of PWR 
coincides with the presence of valid data on the local bus. 
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Description 
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READY: This pin is set high to insert wait states during a DMA transfer. The 
DP83902 will sample this signal at t3 during DMA transfers. 


PORT REQUEST/ADDRESS STROBE 1 

¢ 32-BIT MODE: If LAS is set in the Data Configuration Register, this line is 
programmed as ADS1. It is used to strobe addresses A16-—A31 into external 
latches. (A16-A31 are the fixed addresses stored in RSARO, RSAR1). ADS1 will 
remain at TRI-STATE until BACK is received. 

© 16-BIT MODE: If LAS is not set in the Data Configuration Register, this line is 
programmed as PRQ and is used for Remote DMA Transfers. The DP83902 

‘initiates a single remote DMA read or write operation by asserting this pin. In this 

mode PRQ will be a standard logic output. 

Note: This line will power up as TRI-STATE until the Data Configuration Register is programmed. 


BUS ACKNOWLEDGE: Bus Acknowledge is an active high signal indicating that the 
CPU has granted the bus to the DP83902. If immediate bus access is desired, 
BREQ should be tied to BACK. Tying BACK to Vcc will result in a deadlock. 


BUS REQUEST: Bus Request is an active high signal used to request the bus for 
DMA transfers. This signal is automatically generated when the FIFO needs 
servicing. 


RESET: Reset is active low and places the DP83902 in a reset mode immediately. 
No packets are transmitted or received by the DP83902 until STA bit is set. Affects 
Command Register, Interrupt Mask Register, Data Configuration Register and 
Transmit Configuration Register. The DP83902 will execute reset within 10 BSCK 
cycles. 


POLARITY: A TTL/MOS active high output. This signal is normally in the low state. 
When the TP! module detects seven consecutive link pulses or three consecutive 
received packets with reversed polarity POL, is asserted. 


TRANSMIT ENABLE/TRANSMIT: A TTL/MOS active high output. It is asserted for 
approximately 50 ms whenever the DP83902 transmits data in either AUI or TPI 
modes. 


COLLISION: A TTL/MOS active high output. It is asserted for approximately 50 ms 
whenever the DP83902 detects a collision in either the AUI or TPI modes. 


FACTORY TEST INPUT: Used to check the chip’s internal functions. This should be 
tied low during normal operation. 


TWISTED PAIR TRANSMIT OUTPUTS: These high drive CMOS level outputs are 
resistively combined external to the chip to produce a differential output signal with 
equalization to. compensate for Intersymbol Interference (ISI) on the twisted pair 
medium. , 


TWISTED PAIR RECEIVE INPUTS: These inputs feed a differential amplifier which 
passes valid data to the ENDEC module. 


-GOOD LINK/LINK DISABLE: This pin has a dual function both input and output. 
The function is latched by the DP83902 on the rising edge of the Reset signal i 1.e.: 

on the chip returning to normal operation after reset. 

As an output this pin is configured as an open drain N-channel device and is suitable 
for driving a LED. It will be latched as output on removal of chip reset if connected to 
a LED or left open circuit. Under normal conditions (the twisted pair link is not 
broken) the output will be low, and the LED will be lit. The open drain output will Be 
switched off if the twisted pair link has been detected to be broken. It is 
recommended that the color of the LED be green. This output will be pulled high ir in 
AUI mode, by an internal resistor of approximately 15 kN. 

When this pin, which has an internal pull-up resistor to Vpp, is tied low it becomes 
an input and the link integrity checking is disabled. 
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2.0 Pin Description (continued) 
Description | 


20 MHz: This is a TTL/MOS level signal. It is a buffered version of the oscillator 
X2. It is suitable to drive external logic. 


EXTERNAL OSCILLATOR INPUT 


GND/X2 GROUND/ X2: This pin should normally be connected to ground. It is possible to 
use a crystal oscillator using X1 and GND/X2 if certain precautions are taken. 
-Contact National Semiconductor for more information. 
‘MODE SELECT: When high, TX+ and TX— are the same voltage in the idle 
state. When low, Transmit+ is positive with respect to Transmit— in the idle 
; state, at the transformer’s primary. : 
72 AUI/TPI AUI/TPI SELECT: A TTL level active high input that selects either the AUI 
interface or the TPI module for interface with the ENDEC module. When high the 
, AU is selected, when low the TPI is selected. 
73, 74 TX—, TX+. AUI TRANSMIT OUTPUT: Differential driver which sends the encoded data to . 
z the transceiver. The outputs are source followers which require 2702 pulldown 
resistors. 


82, 83 78,79 | RX—-,RAX+ a AUI RECEIVE INPUT: Differential receive input pair from the transceiver. 
84, 85 80, 81 o- ,CD+ | -1- | AUI COLLISION INPUT: Differential collision pair input from the transceiver. 


87 FACTORY TEST INPUT: For normal operation tied to Voc. When low enables 
the ENDEC module to be tested independently of the DP83902 module. 


88 Ms CARRIER SENSE/RECEIVE: A TTL/MOS level active high signal. It is asserted 
: for approximately 50 ms whenever valid transmit or receive data is detected 
while in AUI mode or receive data is detected while in TP! mode. 


POSITIVE 5V SUPPLY PINS 
NEGATIVE (GROUND) SUPPLY PINS: It is suggested that.a decoupling 


capacitor be connected between the Vcc and GND pins. 


93 VCO 5V SUPPLY PIN: Care should be taken to reduce noise on this pin as it 
supplies power to the analog VCO to the Phase Lock Loop. 


92 ; VCO GROUND SUPPLY PIN: Care should be taken to reduce noise on this pin 
as it supplies ground to the analog VCO to the Phase Lock Loop. 


63 iz TPI RECEIVE 5V SUPPLY: Power pin supplies 5V to the Twisted Pair Interface 
Receiver. 


6 ee TPI RECEIVE GROUND: Ground pin for the Twisted Pair Interface Receiver. 


61 TPI TRANSMIT 5V SUPPLY: Power pin Supper 5V to the Twisted Pair Interface 
Transmitter. 


60 Laem aaa TPI TRANSMIT GROUND: Ground pin for the Twisted Pair Interface Transmitter, 
81 eo AUI RECEIVE 5V SUPPLY: Power pin supplies 5V to the AUI Interface Receiver. 


86 27 Suet AUI RECEIVE GROUND: Ground pin for the AUI Interface Receiver. 


80 AU! TRANSMIT 5V SUPPLY: Power pin supplies 5V to AUI Interface 
Transmitter. 


79, i ss oe AU! TRANSMIT GROUND: Ground pin for the AU! Interface Transmitter. 


NO CONNECTION 


3, 9, 13, 16, 25, NO CONNECTION. Do not connect to these pins. 
19, 24, 35, : ; 
38, 40, 44, 
53, 54, 57, 62, 
67, 73, 78, - 
91,94, 97 
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Typical Connection to Twisted Pair Cable 
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Recommended integrated modules are: 
1) Pulse Engineering PE65431 
2) Belfuse 0556-2006-01 or 0556-3392-00 
3) Valor FL1012. 
ST-NIC Twisted Pair Interface 
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4.0 Functional Description (Refer to Figure 1) 


TWISTED PAIR INTERFACE (TPI) MODULE 
The TPI consists of five main logical functions: 


a) The Smart Squelch, responsible for determining when 
valid data is present on the differential receive inputs 
(RXI+). 

b) The Collision function checks for simultaneous transmis- 
sion and reception of data on the TXO+ and RXI+ pins. 


c) The Link Detector/Generator checks the integrity of the 
cable connecting the two twisted pair MAUs. 


d) The Jabber disables the transmitter if it attempts to trans- 
mit a longer than legal packet. 


e) The Tx Driver & Pre-emphasis transmits Manchester en- 
coded data to the twisted pair network via the summing 
resistors and transformer/filter. 


SMART SQUELCH 


The ST-NIC implements an intelligent receive squelch on 
the RXI+ differential inputs to ensure that impulse noise on 
the receive inputs will not be mistaken for a valid signal. 


The squelch circuitry employs a combination of amplitude 
and timing measurements to determine the validity of data 
on the twisted pair inputs. 


The diagram shows the operation of the smart squelch. 


The signal at the start of packet is checked by the smart 
squelch and any pulses not exceeding the squelch level 
(either positive or negative, depending upon polarity) will be 
rejected. Once this first squelch level is overcome correctly 
the opposite squelch level must then be exceeded within 
150 ns. Finally the signal must exceed the original squelch 
level within a further 150 ns to ensure that the input wave- 
form will not be rejected. The checking procedure results in 
the loss of typically three bits at the beginning of each pack- 
et. 


Only after all these conditions have been satisfied will a 
control signal be generated to indicate to the remainder of 
the circuitry that vaild data is present. At this time the smart 
squelch circuitry is reset. 


Valid data is considered to be present until either squelch 
level has not been generated for a time longer than 150 ns, 
indicating End of Packet. Once good data has been detect- 
ed the squelch levels are reduced to minimize the effect of 
noise causing premature End of Packet detection. 


- <150ns <150ns 


Veo= 
reduced - 


Vig 


COLLISION 


~ A collision is detected by the TPI module when the receive 


and transmit channels are active simultaneously. If the TPl 
is receiving when a collision is detected it is reported to the 
controller immediately. If, however, the TPI is transmitting 
when a collision is detected the collision is not reported until 
seven bits have been received while in the collision state. 
This prevents a collision being reported incorectly due to 


~ noise on the network. The signal to the controller remains 


for the duration of the collision. 


Approximately 1 ys after the transmission of each packet a 
signal called the Signal Quality Error (SQE). consisting of 
typically 10 cycles of 10 MHz is generated. This 10 MHz 
signal, also called the Heartbeat, ensures the continued 
functioning of the collision circuitry. 


LINK DETECTOR/GENERATOR 


The link generator is a timer circuit that generates a link 
pulse as defined by the 10BASE-T specification that will be 
generated by the transmitter section. The pulse which is 
100 ns wide is transmitted on the TXO+ output, every 
16 ms, in the absence of transmit data. 


The pulse is used to check the integrity of the connection to 
the remote MAU. The link detection circuit checks for valid 
pulses from the remote MAU and if valid link pulses are not 
received the link detector will disable the transmit, receive 
and collision detection functions. 


The GDLNK output can directly drive a LED to show that 
there is a good twisted pair link. For normal conditions the 
LED will be on. The link integrity function can be disabled as 
described in the Pin Description Section. 


JABBER 


The jabber timer monitors the transmitter and disables the 
transmission if the transmitter is active for greater than 
26 ms. The transmitter is then disabled for the whole time 
that the ENDEC module’s internal transmit enable is assert- 
ed. This signal has to be deasserted for approximately 
750 ms (the unjab time) before the Jabber re-enables the 
transmit outputs. Bo eh Sor 


TRANSMIT DRIVER 


The transmitter consists of four signals, the true and com- 
plement Manchester encoded data (TXO +) and these sig- 
nals delayed by 50 ns (TXOd+). 


>150ns 


end of packet 
—_— 
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4.0 Functional Description (Continued) 


These four signals are resistively combined, TXO+ with 
TXOd— and TXO- with TXOd+. This is known as digital 
pre-emphasis and is required to compensate for the twisted 
pair cable which acts like a. low pass filter causing greater 
attenuation to the 10 MHz (50 ns) pulses of the Manchester 
encoded waveform than the 5 MHz (100 ns) pulses. 


An example of how these signals are combined is shown in 
the following diagram. 


Data 
ee etd ae: Nl cae eel ae Pa 


Combined 
waveform 
with 
Pre~emphasis 
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The signal with pre-emphasis shown above is generated by 
resistively combining TXO+ and TXOd-—. This signal along 
with its complement is passed to the transmit filter. - 


STATUS INFORMATION 


Status information is provided by the ST-NIC on the 
CRS/RX, TXE/TX, COL and POL outputs as described in 
the pin description table. These outputs are suitable for driv- 
ing status LEDs via an appropriate driver circuit. 


The POL output is normally low, and will be driven high 
when seven consecutive link pulses or three consecutive 
receive packets are detected with reversed polarity. A polar- 
ity reversal can be caused by a wiring error at either end of 
the TPI cable. On detection of a polarity reversal the condi- 
tion is latched and POL is asserted. The TP! corrects for this 
error internally and will decode received data correctly, elim- 
inating the need to correct the wiring error. 


ENCODER/DECODER (ENDEC) MODULE 
The ENDEC consists of four main logical blocks: 


a) The Manchester encoder accepts NRZ data from the 
controller, encodes the data to Manchester, and trans- 
_ mits it differentially to the transceiver, through the differ- 
“ential transmit driver. 

b) The Manchester decoder receives Manchester data from 
the transceiver, converts it to NRZ data and clock pulses, 
and sends it to the controller. 

c) The collision translator indicates to the controller the 
presence of a valid 10 MHz collision signal to the PLL. 


MANCHESTER ENCODER AND DIFFERENTIAL DRIVER 


The differential transmit pair, on the secondary of the trans- 
former, drives up to 50 meters of twisted pair AUI cable. 
These outputs are source followers which requee we 2700 
pull-down resistors to ground. 


The DP83902 allows both half-step and full- tap to be com- 
patible with Ethernet and IEEE 802.3. With the SEL pin low 
(for Ethernet !). Transmit+ is positive with respect to Trans- 


mit-—- during idle; with SEL high (for IEEE 802.3), Transmit+ 
and Transmit— are equal in the idle state. This provides 
zero differential voltage to operate with transformer coupled 
loads. 


MANCHESTER DECODER 


The decoder consists of a differential receiver and a PLL to 
separate a Manchester decoded data stream into internal 
clock signals and data. The differentia! input must be exter- 
nally terminated with two 39N resistors connected in series 
if the standard 78 transceiver drop cable is used. In thin 
Ethernet applications, these resistors are optional. To pre- 
vent noise from falsely triggering the decoder, a squelch 
circuit at the input rejects signals with levels less than 
—175 mV. Signals more negative than —300 mV are de- 
coded. Data becomes valid typically within 5 bit times. The 
DP83902 may tolerate bit jitter up to 18 ns in the received 
data. The decoder detects the end of a frame when no more 
mid-bit transitions are detected. 


COLLISION TRANSLATOR 


When in AUI mode, when the Ethernet transceiver (DP8392 
CTI) detects a collision, it generates a 10 MHz signal to the 
differential collision inputs (CD+) of the DP83902. When 
these inputs are detected active, the DP83902 uses this 
signal to back off its current transmission and reschedule 
another one. 


The collision differential inputs are terminated the same way 
as the differential receive inputs. The squelch circuitry is 
also similar, rejecting pulses with levels less than —175 mV. 


NIC (Media Access Control) MODULE 


RECEIVE DESERIALIZER | 


The Receive Deserializer is activated when the input signal 
Carrier Sense is asserted to allow incoming bits to be shift- 
ed into the shift register by the receive clock. The serial 
receive data is also routed to the CRC generator/checker. 
The Receive Deserializer includes a synch detector which 
detects the SFD (Start of Frame Delimiter) to establish 
where byte boundaries within the serial bit stream are locat- 
ed. After every eight receive clocks, the byte wide data is 
transferred to the 16-byte FIFO and the Receive Byte Count 
is incremented. The first six bytes after the SFD are 
checked for valid comparison by the Address Recognition 
Logic. lf the Address Recognition Logic does not recognize 
the packet, the FIFO is cleared. 


CRC GENERATOR/CHECKER 


During transmission, the CRC logic generates a local CRC 
field for the transmitted bit sequence. The CRC encodes all 
fields after the SFD. The CRC is shifted out MSB first follow- 
ing the last transmit byte. During reception the CRC logic 
generates a CRC field from the incoming packet. This local 
CRC is serially compared to the incoming CRC appended to 
the end of the packet by the transmitting node. If the local 
and received CRC match, a specific pattern will be generat- 
ed and decoded to indicate no data errors. Transmission 
errors result in different pattern and are detected, resulting 
in rejection of a packet (if so programmed). 


TRANSMIT SERIALIZER 


The Transmit Serializer reads parallel data from the FIFO 
and serializes it for transmission. The serializer is clocked by 
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4.0 Functional Description (continuea) 


the transmit clock generated internally. The serial data is 
also shifted into the CRC generator/checker. At the begin- 
ning of each transmission, the Preamble and Synch Gener- 
ator append 62 bits of 1,0 preamble and a 1,1 synch pat- 
tern. After the last data byte of the packet has been serial- 
ized the 32-bit FCS field is shifted directly out of the CRC 
generator. In the event of a collision the Preamble and 
Synch generator is used to generate a 32- bit JAM pattern of 
all 1’s. 


ADDRESS RECOGNITION | Loaic 


The address recognition logic compares the Destination Ad- 
dress Field (first 6 bytes of the received packet) to the Phys- 
ical address registers stored in the Address Register Array. 
If any’ one of the six bytes does not match the pre-pro- 
grammed physical address, the Protocol Control Logic re- 
jects the packet. All multicast destination addresses are fil- 
tered using a hashing technique. (See register description.) 
If the multicast address indexes a bit that has-been set in 
the filter bit array of the Multicast Address Register Array 
the packet is accepted, otherwise it is rejected by the Proto- 
col Control Logic: Each destination address is also checked 
for all 1s which is the reserved broadcast address. 


FIFO AND BUS OPERATIONS 


Overview 


To accommodate the different rates at which data comes 
from (or goes to) the network and goes to (or comes from) 
the system memory, the ST-NIC contains a 16-byte FIFO for 
buffering data between the media.. The FIFO threshold is 
programmable. When the FIFO has filled to its programmed 
threshold, the local DMA channel transfers these bytes (or 
words) into local memory. It is crucial that the local DMA is 
given access to the bus within a minimum bus latency time; 
otherwise a FIFO underrun (or overrun) occurs. 


FIFO underruns or overruns are caused by two conditions: 
(1) the bus latency is so long that the FIFO has filled (or 
emptied) from the network before the local DMA has serv- 
iced the FIFO and (2) the bus latency has slowed the 
throughput of the local DMA to a point where it is slower 
than the network data rate (10 Mbit/sec). This second con- 
dition is also dependent upon DMA clock and word width 
(byte wide or word wide). The worst case condition ultimate- 
ly limits the overall bus latency which the ST-NIC can toler- 
ate. 


is 


Beginning of Receive 


At the beginning of reception, the ST-NIC stores the entire 
Address field of each incoming packet in the FIFO to deter- 
mine whether the address matches the ST-NIC’s Physical 
Address Registers or maps to one of its Multicast Registers. 
This causes the FIFO to accumulate 8 bytes. Furthermore, 
there are some synchronization delays in'the DMA PLA. 
Thus, the actual time to when BREQ is asserted from the 
time the Start of Frame Delimiter (SFD) is detected is 
7.8 ys. This operation affects the bus latencies at 2- and 
4-byte thresholds ‘during the first receive BREQ since the 
FIFO must be filled to 8 bytes (or 4 words) before i issuing a 
BREQ. 


End of Receive 

When the end of a packet i is detected by the ENDEC mod- 
ule, the ST-NIC enters its end of packet processing se- 
quence, emptying its FIFO and writing the status information 
at the beginning of the packet. The ST-NIC holds onto the 


bus for the entire sequence. The longest time BREQ may be 
extended occurs when a packet ends just as the ST-NIC 
performs its last FIFO burst. The ST-NIC, in this case, per- 
forms a programmed burst transfer followed by flushing the 
remaining bytes in the FIFO, and completes by writing the 
header information to memory. ‘The following slope occur 
during this sequence. 2 


1. ST-NIC issues BREQ because the FIFO threshold has 
been reached. 


2. During the burst, packet ends, resulting in BREQ extend- 
ed. 


3. ST-NIC flushes remaining bytes from FIFO. 


4. ST-NIC performs internal processing to prepare for writ- 
ing the header. 


5. ST-NIC writes 4-byte (2-word) header. 
6. ST-NIC de-asserts BREQ. 


FIFO Threshold Detection 


To assure that no overwriting of data i in the FIFO, the FIFO 
logic flags a FIFO overrun as the 13th byte is written into the 
FIFO, effectively shortening the FIFO to 13 bytes. The FIFO 
logic also operates differently in Byte Mode and in Word 
Mode. In Byte Mode, a threshold is indicated when the n+ 1 
byte has entered the FIFO; thus, with an 8-byte threshold, 
the ST-NIC issues Bus Request (BREQ) when the 9th byte 
has entered the FIFO. For Word Mode, BREQ is not gener- 
ated until n+2 bytes have entered the FIFO. Thus, with a 
4 word threshold (equivalent to an 8-byte threshold), BREQ 
is issued when the 10th byte has entered the FIFO. 


Beginning of Transmit 


Before transmitting, the ST-NIC atone a prefetch from 
memory to load the FIFO. The number of bytes prefetched 
is the programmed FIFO threshold. The next BREQ is not 
issued until after the ST-NIC actually begins Manet 
data, i.e., after SFD. 


Reading the FIFO 


During normal operation, the FIFO must not.be read. The 
ST-NIC will not issue an ACKnowledge back to the CPU if 
the FIFO is read. The FIFO should only be read during loop- 
back diagnostics. 


PROTOCOL PLA 


The protocol PLA is responsible for implementing the IEEE 
802.3 protocol, including collision recovery with random 
backoff. The Protocol PLA also formats packets during 
transmission and strips preamble and synch during recep- 
tion. 


DMA AND BUFFERCONTROLLOGIC - 


The DMA and Buffer Control Logic is used to control two 
16-bit DMA channels. During reception, the local DMA 
stores packets in a receive buffer, ring, located in buffer 
memory. During transmission the Local DMA uses pro- 
grammed pointer and length registers to transfer a packet 
from local buffer memory to the FIFO. A second DMA chan- 
nel is used as.a slave DMA to transfer data between the 
local buffer memory and the host system. The Local DMA 
and Remote DMA are internally arbitrated, with the Local 
DMA channel having highest priority. Both DMA channels 
use a common external bus clock to generate all required 
bus timing. External arbitration is performed with a standard 
bus request, bus acknowledge handshake protocol. 





5.0 Transmit/Receive Packet 


Encapsulation/Decapsulation 


A standard IEEE 802.3 packet consists of the following 
fields: preamble, Start of Frame Delimiter (SFD), destination 
address, source address, length, data, and Frame Check 
Sequence (FCS). The typical format is shown in Figure 2. 
The packets are Manchester encoded and decoded by the 
ENDEC module and transferred serially to the NIC module 
using NRZ data with a clock. All fields are of fixed length 
except for the data field. The ST-NIC generates and ap- 
pends the preamble, SFD and FCS: field during transmis- 
sion. The Preamble and SFD fields are stripped during re- 
ception. (The CRC is passed through to buffer memory dur- 
ing reception.) 


PREAMBLE AND START OF FRAME DELIMITER (SFD) 


The Manchester encoded alternating 1 0 preamble field is 
used by the ENDEC to acquire bit synchronization with an 
incoming packet. When transmitted each packet contains 


62 bits of alternating 1,0 preamble. Some of this preamble: 


will be lost as the packet travels through the network. The 
preamble field is stripped by the NIC module. Byte align- 
ment is performed with the Start of Frame Delimiter (SFD) 
pattern which consists of two consecutive 1’s. The ST-NIC 
does not treat the SFD pattern as a byte, it detects only the 
two bit pattern. This allows any preceding preamble within 
the SFD to be used for phase locking. 


DESTINATION ADDRESS 


The destination address indicates the destination of the. 


packet on the network and is used to filter unwanted pack- 


ets from reaching a node. There are three types of address © 


formats supported by the ST-NIC: physical, multicast and 
broadcast. The physical address is a unique address that 
corresponds only to a single node. All physical addresses 
have an MSB of “0”. These addresses are compared to the 
internally stored physical address registers. Each bit in the 
destination address must match in order for the ST-NIC to 
accept the packet. Multicast addresses begin with an MSB 
of “1”. The ST-NIC filters multicast addresses using a stan- 
dard hashing algorithm that maps all multicast addresses 


PREAMBLE 


into a 6-bit value. This 6-bit value indexes a 64-bit array that 
filters the value. If the address consists of all 1's it is a 
broadcast address, indicating that the packet is intended for 
all nodes. A promiscuous mode allows reception of all pack- 
ets: the destination address is not required to match any 
filters. Physical, broadcast, multicast, and promiscuous ad- 
dress modes can be selected. 


SOURCE ADDRESS 


The source address is the physical address of the node that 
sent the packet. Source addresses cannot be multicast or 
broadcast addresses. This field is simply passed to buffer 
memory. : ; 


LENGTH/TYPEFIELD = = Fig 
The 2-byte length field indicates the number ot bytes that 
are contained in the data field of the packet. This field is not 


* . . interpreted by the ST-NIC. 


DATA FIELD 
The data field consists of anywhere from 46 to 1500 bytes. 


Messages longer than 1500 bytes need to be broken into 


multiple packets. Messages shorter than 46 bytes will re- 
quire appending a pad to bring the data field to the minimum 
length of 46 bytes. If the data field is padded, the number of 
valid data bytes is indicated in the length field. The ST-NIC 
does not strip or append pad bytes for short packets, 
or check for oversize packets. 


FCS FIELD 


The Frame Check Sequence (FCS) is a 32-bit CRC field 
calculated and appended to a packet during transmission to 
allow detection of errors when a packet is received. During 
reception, error free packets result in a specific pattern in 
the CRC generator. Packets with improper CRC will be re- 
jected. The AUTODIN Il (X82 + X26 + X23 + X22 + X16 + 
X12 + X11 + X10 + X8 + X7 + X5 + X4 + X2 + X1 + 1) 
polynomial is used for the CRC calculations. 


DESTINATION SOURCE LENGTH DATA FCS 


46B- 
1500B 
he ae ee 


_ STRIPPED 
BY NIC 


OPERATIONS 


TRANSMIT 


” “OPERATIONS APPENDED 


BY NIC 


B=BYTES 
b=BITS 


FIGURE 2 


TRANSFERRED VIA DMA 


TRANSFERRED VIA DMA 


CALCULATED AND 
APPENDED BY - 
NIC 
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6.0 Direct Memory Access Control (DMA) 


The DMA capabilities of the ST-NIC greatly simplify the use 
of the DP83902 in typical configurations. The local DMA 
channel transfers data between the FIFO and memory. On 
transmission, the packet is‘DMAed from memory to the 
FIFO in bursts. Should a collision occur (up to 15 times), the 
packet is retransmitted with no processor intervention. On 
reception, packets are DMAed from the FIFO to the receive 


buffer ring (as explained below). 


A remote DMA channel is also provided on the ST-NIC to 
accomplish transfers between a buffer memory and system 
memory. The two DMA channels can alternatively be com- 
bined to form a single 32-bit address with 8- or 16-bit data. 


DUAL DMA CONFIGURATION 


An example configuration using both the local and remote 
DMA channels is shown below. Network activity is isolated 


on a local bus, where the ST-NIC’s local DMA channel per- 
forms burst transfers between the buffer memory and the 
ST-NIC’s FIFO. The Remote DMA transfers data between 
the buffer memory and the host memory via a bidirectional 
1/0 port. The Remote DMA provides local addressing capa- 
bility and is used as a slave DMA by the host. Host side 
addressing must be provided by a host DMA or the CPU. 
The ST-NIC allows Local and Remote DMA operations to 
be interleaved. ; 


SINGLE CHANNEL DMA OPERATION 

If desirable, the two DMA channels can be combined to 
provide a 32-bit DMA address. The upper 16 bits of the 
32-bit address are static and are used to point to a 64 kbyte 
(or 32k.word) page of memory where packets are to be 
received and transmitted. 


Dual Bus System 


CONTROLLER - 


FIFO DATA 
~ TRANSFERS 


16: BYTE FIFO 


LOCAL ADDRESS 
————4 |_| 


REMOTE DMA 
REMOTE 
ADDRESS 


“HANDSHAKE 
SIGNALS =< 


LOCAL BUS 


SYSTEM 


64K BUFFER 
’ MEMORY 


a 


SYSTEM 
DMA 


CONTROLLER 
PROCESSOR 


ADDRESS 
SYSTEM 


WLLL 


MAIN 


1/0 PORT MEMORY 
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7.0 Packet Reception 


The Local DMA receive channel uses a Buffer Ring Struc- 
ture comprised of a series of contiguous fixed length 
256-byte (128 word) buffers for storage of received packets. 
The location of the Receive Buffer Ring is programmed in 
two registers, a Page Start and a Page Stop Register. Ether- 
net packets consist of a distribution of shorter link control 
packets and longer data packets, the 256-byte buffer length 
provides a good compromise between short packets and 
longer packets to most efficiently use memory. In addition 
these buffers provide memory resources for storage of 
back-to-back packets in loaded networks. The assignment 
of buffers for storing packets is controlled by Buffer Man- 
agement Logic in the ST-NIC. The Buffer Management Log- 


ic provides three basic functions: linking receive buffers for 
long packets, recovery of buffers when a packet is rejected, 
and recirculation of buffer pages that have been read by the 
host. 


At initialization, a portion of the 64 kbyte (or 32k word) ad- 
dress space is reserved for the receive buffer ring. Two 8-bit 
registers, The Page Start Address Register (PSTART) and 
the Page Stop Address Register (PSTOP) define the physi- 
cal boundaries of where the buffers reside. The ST-NIC 
treats the list of buffers as a logical ring; whenever the DMA 
address reaches the Page Stop Address, the DMA is reset 
to the Page Start Address. 


ST-NIC Receive Buffer Ring 


BUFFER RAM 
(UP TO 64K BYTES) 


BUFFER 1 
BUFFER 3 


BUFFER n 


PAGE START 
ADDRESS 


PAGE STOP 
ADDRESS 


256 BYTES 
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7.0 Packet Reception (continued) 


INITIALIZATION OF THE BUFFER RING 


Two static registers and two working registers control the 
operation of the Buffer Ring. These are the Page Start Reg- 
ister, Page Stop Register (both described previously), the 
Current Page Register.and the Boundary Pointer Register. 
The Current Page Register points. to the first buffer used to 
store a packet and is used to restore the DMA for writing 
status to the Buffer Ring or for restoring the DMA address in 
the event of a Runt packet, a CRC, or Frame Alignment 
error. The Boundary Register points to the first packet in the 
Ring not yet read by the host. If the local DMA address ever 
reaches the Boundary, reception is aborted. The Boundary 
Pointer is also used to initialize the Remote DMA for remov- 


ing a packet and is advanced when a packet is removed. A 
simple analogy to remember the function of these registers 
is that the Current Page Register acts as a Write Pointer.and 
the Boundary Pointer acts as a. Read Pointer. . 
Note: The Page Start Register must not be initialized to OOH. . © 
BEGINNING OF RECEPTION | | - 
When the first packet begins arriving the ST-NIC begins 
storing the packet at the location pointed to by the Current 
Page Register. An offset of 4 bytes is saved in this first 


buffer to allow room for storing receive status correspond- 
ing to this packet. - ; 


Buffer Ring at Initialization 


PAGE 
STOP 
PREGISTER 


CURRENT. PAGE 
REGISTER: - 


BOUNDARY 
PAGE ; 
START 


REGISTER 


256 BYTES 
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Received Packet Enters the Buffer Pages 


CURRENT 
PAGE 
REGISTER 


BEGIN DATA 
RECEPTION 


4 BYTE OFFSET FOR 


PACKET HEADER 


TL/F/11157-11 





7.0 Packet Reception (continued) 
LINKING RECEIVE BUFFER PAGES 


If the length of the packet exhausts the first 256-byte buffer, 
the DMA performs a forward link to the next buffer to store 
the remainder of the packet. For a maximum length packet 
the buffer logic will link six buffers to store the entire packet. 
Buffers cannot be skipped when linking, therefore a packet 
will always be stored in contiguous buffers. Before the next 
buffer can be linked, the Buffer Management Logic per- 
forms two comparisons. The first comparison tests for 
equality between the DMA address of the next buffer and 
the contents of the Page Stop Register. If the buffer ad- 
dress equals the Page Stop Register, the buffer manage- 
ment logic will restore the DMA to the first buffer in the 


Receive Buffer Ring value programmed in the Page Start 
Address Register. The second comparison tests for equality 
between the DMA address of the next buffer address and 
the contents of the Boundary Pointer Register. If the two 
values are equal the reception is aborted. The Boundary 
Pointer Register can be used to protect against overwriting 
any area in the receive buffer ring that has not yet been 
read. When linking buffers, buffer management will never 
cross this pointer, effectively avoiding any overwrites. If the 
buffer address does not match either the Boundary Pointer 
or Page Stop Address, the link to the next. buffer is per- 
formed. | ~~ 


Linking Receive Buffer Pages ~ 


CURRENT 
PAGE 
REGISTER 


1) Check for = to PSTOP 
2) Check for = to Boundary 
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7.0 Packet Reception (Continued) 


Buffer Ring Overflow . 


If the Buffer Ring has been filled and the DMA reaches th 
Boundary Pointer Address, reception of the incoming pack- 
et will be aborted by the ST-NIC. Thus, the packets previ- 
ously received and still contained in the Ring will not be 
destroyed. 


In heavily loaded network which cause overflows of the Re- 
ceive Buffer Ring, the ST-NIC may disable the locat DMA 
and suspend further receptions even if the Boundary regis- 
ter is advanced beyond the Current register. To guarantee 
this will not happen, a software reset must be issued during 
all Receive Buffer Ring overflows (indicated by the OVW bit 
in the Interrupt Status Register). The following procedure is 
required to recover from a Receiver Buffer Ring Overflow. 


If this routine is not adhered to, the ST-NIC may act.in an 
unpredictable manner. It should also be noted that it is not 
permissible to service an overflow interrupt by continuing to 
empty packets from the receive buffer without implementing 
the prescribed overflow routine. A flow chart of the ST-NIC’s 
overflow routine follows. 

Note: It is necessary to define a variable in the driver, which will be called 

“Resend”. 
1. Read and store the value of the TXP bit in the ST-NIC 
Command Register. 


2. Issue the STOP command to the ST-NIC. This is accom- 
plished by setting the STP bit in the ST-NIC’s Command 
Register. Writing 21H to the Command Register will stop 
the ST-NIC. 


3. Wait for at least 1.6 ms. Since the ST-NIC will complete 
any transmission or reception that is in progress, it is 
necessary to time out for the maximum possible duration 
of an Ethernet transmission or reception. By waiting 
1.6 ms this is achieved with some guard band added. 
Previously, it was recommended that the RST bit of the 


Interrupt Status Register be polled to insure that the 


pending transmission or reception is completed. This bit 
is not a reliable indicator and subsequently should be 
ignored. 


. Clear the ST-NIC’s Remote Byte Count registers 
(RBCRO and RBCR1). 


. Read the stored value of the TXP bit from step 1, above. 


If this value is a 0, set the “Resend” variable to a O and 
jump to step 6. 

If this value is a 1, read the ST-NIC’s Interrupt Status 
Register. If either the Packet Transmitted bit (PTX) or 
Transmit Error bit (TXE) is set to a 1, set the “Resend” 
variable to a 0 and jump to step 6. If neither of these bits 
is set, place a 1 in the “Resend” variable and jump to 
step 6. 


This step determines if there was a transmission in prog- 
ress when the stop command was issued in step 2. If 
there was a transmission in progress, the ST-NIC’s ISR 
is read to determine whether or not the packet was rec- 
ognized by the ST-NIC. If neither the PTX nor TXE bit 
was set, then the packet will essentially be lost and re- 
transmitted only after a time-out takes place in the upper 
level software. By determining that the packet was lost at 
the driver level, a transmit command can be reissued to 
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the ST-NIC once the overflow routine is completed (as in 
step 11). Also, it is possible for the ST-NIC to defer indef- 
initely, when it is stopped on a busy network. Step 5 also 
alleviates this problem. Step 5 is essential and should 
not be omitted from the overflow routine, in order for the 
ST-NIC to operate correctly. 


Overflow Routine Flow Chart 


- Get OVW Interrupt 
Check‘ and remember the TXP 
bit in the Command Register ‘ 
Issue STOP command 
Wait 1.6 ms 


Clear RBCRO and RCBR1 registers 


Check 
saved TXP value 


Look at ISR 


0 
Set Resend to a 0 
1 
Set Resend to a 1 Set Resend to a 0 


Put ST-NIC in loopback 
Issue START command 
Remove packet(s) 
Reset OVW bit in the ISR - 


Take ST=NIC out of loopback 





Resend = 0 Does 
the packet need to 
be resent 


Resend = 1 


Issue transmit command to the ST-NIC 
(set TXP in Command Register to a 1) 
Set Resend to 0 
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7.0 Packet Reception (Continuea) 


6. 


Place the ST-NIC in either mode 1 or mode 2 loopback. 
This can be accomplished by setting bits D2 and D1, of 
the Transmit Configuration Register, to “0,1” or ‘1,0”, 


respectively. . 
. Issue the START command to the ST-NIC. This can be 


accomplished by writing 22H to the Command Register. 
This is necessary to activate the ST-NIC’s Remote DMA 
channel. 


. Remove one or more packets from the receive buffer 


ring. 


. Reset the overwrite warning (OVW, overflow) bit in the 


Interrupt Status Register. 


10. Take the ST-NIC out of loopback. This is done by writ- 
ing the Transmit Configration Register with the value it 
contains during normal operation. (Bits D2 and D1 
should both be programmed to 0.) 


. If the “Resend” variable is set to a 1, reset the ‘‘Re- 
send” variable and reissue the transmit command. This 
is done by writing a value of 26H to the Command Reg- 
ister. If the “Resend” variable is 0, nothing needs to be 
done. 

Note 1: If Remote DMA is not being used, the ST-NIC does not need to be 


started before packets can be removed from the receive buffer ring. Hence, 
step 8 could be done before step 7. 


Note 2: When the ST-NIC is in STOP mode, the Missed Talley Counter is 
disabled 


‘Received Packet Aborted If It Hits Boundary 


PACKET ARRIVING 


SECOND PACKET 


RECEPTION 
ABORTED BY 


ST-NIC OVERFLOW 


FIRST 
PACKET 
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7.0 Packet Reception (continued) 


Enabling the ST-NIC On An Active Network 


After the ST-NIC has been initialized the procedure for dis- 
abling and then re-enabling the ST-NIC on the’ network is 
similar to handling Receive Buffer ang. overflow as de- 
scribed previously. 


1. Program Command Hleatster {OF page 0 (Command Hag. 
ister = 21H) - 


. Initialize Data Configuration Register (DCR) | 
. Clear Remote Byte Count Registers (RBCRO, RBCA1) 
. Initialize Receive Configuration Register (RCR) 


. Place the ST-NIC in LOOPBACK mode 1 or 2 (T ransmit 
Configuration Register = 02H or 04H) 


. Initialize Receive Buffer Ring: Boundary Pointer 
(BNDRY), Page Start (PSTART), and Page Stop 
(PSTOP) ; 


. Clear Interrupt Status Register (ISR) by writing OFFH to 
it. 
. Initialize Interrupt Mask Register (IMR) 


. Program Command Register for page 1 (Command Reg- 
ister = 61H) 


i. Initialize Physical Address Registers (PARO- PARS5) 


ii. Initialize Multicast Address Registers (MARO-MAR7) 


iii. Initialize CURRent pointer 


10. Put ST-NIC in START mode (Command Register. = 
22H). The local receive DMA is still not active since ane 
_ ST-NIC is in LOOPBACK. - 
. Initialize the Transmit Configuration for the intended 
value. The ST-NIC is now ready for transmission and 
reception. ow id 


END OF PACKET OPERATIONS 


At the end of the packet the ST-NIC determines whither the 
received packet is to be accepted or rejected. It either 
branches to a routine to store the Buffer Header or to anoth- 
er routine that recovers the buffers used to store the packet. 


SUCCESSFUL RECEPTION 


If the packet is successfully received, the DMA is restored 
to the first buffer used to store the packet (pointed to by the 


‘Current Page Register). The DMA then stores the Receive 


Status, a Pointer to where the next packet will be stored 
(Buffer 4) and the number of received bytes. Note that the 
remaining bytes in the last buffer are discarded and recep- 
tion of the next packet begins on the next empty 256-byte 
buffer boundary. The Current Page Register is then initial- 
ized to the next available buffer in the Buffer Ring. (The 


‘location of the next buffer had been previously calculated 


and temporarily stored in an internal scratchpad register.) 


Termination of Received Packet—Packet Accepted 


CURRENT 
PAGE 
"| REGISTER 


STATUS 
NEXT PAGE 


LENGTH (L)_| 
LENGTH (H)_| 





CURRENT 
PAGE 
REGISTER 


+—>| PACKET STATUS 
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7.0 Packet Reception (continued) 


BUFFER RECOVERY FOR REJECTED PACKETS 


If the packet is a runt packet or contains CRC or Frame 
Alignment errors, it is rejected. The buffer management log- 
ic resets the DMA back to the first buffer page used to store 
the packet (pointed to by CURR), recovering all buffers that 
had been used to store the rejected packet. This operation 
will not be performed if the ST-NIC is programmed to accept 
either runt packets or packets with CRC or Frame Alignment 


errors. The received CRC is always stored in buffer memory 
after the last byte of received data for the packet. 


Error Recovery 


If the packet is rejected as shown, the DMA is restored by 
the ST-NIC by reprogramming the DMA starting address 
pointed to by the Current Page Register. 


Termination of Receive Packet—Packet Reject 


cO6E8dG 


CURRENT 
PAGE 
REGISTER 


CURRENT 
PAGE 


REGISTER 
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7.0 Packet Reception (continued) 


REMOVING PACKETS FROM THE RING 


Packets are removed from the ring using the Remote DMA 
or an external device. When using the Remote DMA the 
Send Packet command can be used. This programs the Re- 
mote DMA to automatically remove the received packet 
pointed to by the Boundary Pointer. At the end of the trans- 
fer, the ST-NIC moves the Boundary Pointer, freeing addi- 
tional buffers for reception. The Boundary Pointer can also 
be moved manually by programming the Boundary Register. 
Care should be taken to keep the Boundary Pointer at least 
one buffer behind the Current Page Pointer. 


The following is a suggested method for maintaining the 
Receive Buffer Ring pointers. 


1. At initialization, set up a software variable (next__pkt) to 
indicate where the next packet will be read. At the begin- 
ning of each Remote Read DMA operation, the value of 
next__ pkt will be loaded into RSARO and RSAR1. 


. When initializing the ST-NIC set: 
BNDRY = PSTART 

CURR = PSTART + 1 
next_pkt = PSTART + 1 


. After a packet is DMAed from the Receive Buffer. Ring, 
the Next Page Pointer (second byte in the ST-NIC buffer 
header is used to updte BNDRY and next_pkt. 
next_pkt = Next Page Pointer 
BNDRY = Next Page Pointer — 1 
lf BNDRY <PSTART then BNDRY = PSTOP — 1 

Note the size of the Receive Buffer Ring is reduced by one 


256-byte buffer, this will not, however, impede the operation 
of the ST-NIC. 


STORAGE FORMAT FOR RECEIVED PACKETS 


The following diagrams describe the format for how re- 
ceived packets are placed into memory by the local DMA 
channel. These modes are selected in the Data Configura- 
tion Register. She 


AD15 AD8 AD7 “ADO 


Next Packet Pointer Receive Status 
Receive Byte Count 1 Receive Byte Count 0 


| Byte 


BOS = 0, WTS = 1 in Data Configuration Register. This format is used with 
Series 32xxx, or 680x0 processors. 


AD15 AD8 AD7 ADO 


’ Next Packet Pointer _ Receive Status 
Receive Byte Count 0 Receive Byte Count 1 


BOS = 1, WTS = 1 in Data Configuration Register. This format is used with 
680x0 type processors. (Note: The Receive Count ordering remains the 
same for BOS = 0 or 1.) 


BOS = 0, WTS = 0 in Data Configuration Register. This format is used with 
general 8-bit processors. 





1st Received Packet Removed by Remote DMA 


CURRENT 
PAGE 


BOUNDARY 
POINTER 


NEW 
PACKET ARRIVING 


SECOND PACKET 


BOUNDARY 
POINTER 


REMOTE DMA 
REMOVES PACKET 
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8.0 Packet Transmission 


The Local DMA is also used during transmission of a pack- 
et. Three registers control the DMA transfer during trans- 
mission, a Transmit Page Start Address Register (TPSR) 
and the Transmit Byte Count Registers (TBCRO, 1). When 
the ST-NIC receives a command to transmit the packet 
pointed to by these registers, buffer memory data will be 
moved into the FIFO as required during transmission. The 
ST-NIC will generate and append the preamble, synch and 
CRC fields. 


General Transmit Packet Format 


Destination Address 


Byte Source Address 6 Bytes 
Count |. Type/Length 2 Bytes 


TBCRO, 1 Data 2 46 Bytes 
Pad (If Data < 46 Bytes) 


TRANSMIT PACKET ASSEMBLY 


The ST-NIC requires a contiguous assembled packet with 
the format shown. The transmit byte count includes the 
Destination Address, Source Address, Length Field and 
Data. It does not include preamble and CRC. When trans- 
mitting data smaller than 46 bytes, the packet must be pad- 
ded to a minimum size of 64 bytes. The programmer is re- 
sponsible for adding and stripping pad bytes. 


TRANSMISSION 


Prior to transmission, the TPSR (Transmit Page Start Regis- 
ter) and TBCRO, TBCR1 (Transmit Byte Count Registers) 
must be initialized. To initiate transmission of the packet the 
TXP bit in the Command Register is set. The Transmit 
Status Register (TSR) is cleared and the ST-NIC begins to 
prefetch transmit data from memory (unless the ST-NIC is 
currently receiving). If the interframe gap has timed out the 
ST-NIC will begin transmission. 


CONDITIONS REQUIRED TO BEGIN TRANSMISSION 


In order to transmit a packet, the following three conditions 
must be met: 


1. The Interframe Gap Timer has timed out the first 6.4 ps 
of the Interframe Gap. 


2. At least one byte has entered the FIFO. (This indicates 
that the burst transfer has been started.) 

3. If a collision has been detected the backoff timer has 
expired. 

In typical systems the ST-NIC prefetchs the first burst of 

bytes before the 6.4 jxs timer expires. The time during which 

ST-NIC transmits preamble can also be used to load the 

FIFO. 


Note: If carrier sense is asserted before a byte has been loaded into the 
FIFO, the ST-NIC will become a receiver, 


COLLISION RECOVERY 


During transmission, the Buffer Management logic monitors 
the transmit circuitry to determine if a collision has occurred. 
If a collision is detected; the Buffer Management logic will 
reset the FIFO and restore the Transmit DMA pointers for 
retransmission of.the packet. The COL bit will be set in the 
TSR and the NCR (Number of Collisions Register) will be 
incremented. If 15 retransmissions each result in a collision 
the transmission will be aborted and the ABT bit in the TSR 
will be set. 

Note: NCR reads as zeroes if excessive collisions are encountered. 


Transmit 6 Bytes 
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TRANSMIT PACKET ASSEMBLY FORMAT 


The following diagrams describe the format for how packets 
must be assembled prior to transmission for different byte 
ordering schemes. The various formats are selected in the 
Data Configuration Register. 


D15 D8 D7 DO 


Source Address 5 


BOS = 0, WTS = 1 in Data Configuration Register. 
This format is used with Series 32xxx, or 808xx processors. 
D15 D8 D7 DO 


BOS = 1, WTS = 1 in Data Configuration Register. 
This format is used with 680x0 type processors. 


D1 DO 
| 


BOS = 0, WTS = 0 in Data Configuration Register. 
This format is used with general 8-bit processors. 


Note: All examples above will result in a transmission of a packet in order of 
DAO, DA1, DA2, DAS ... bits within each byte will be transmitted 
least significant bit first. 


DA = Destination Address. 
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9.0 Remote DMA 


The Remote DMA channel is used to both assemble pack- 
ets for transmission, and to remove received packets from 
the Receive Buffer Ring. It may also be used as a general 
purpose slave DMA channel for moving blocks of data or 
commands between host memory and local buffer memory. 
There are three modes of operation, Remote Write, Remote 
Read, or Send Packet. 


Two register pairs are used to control the Remote DMA, a 
Remote Start Address (RSARO, RSAR1) register pair and a 
Remote Byte Count (RBCRO, RBCR1) register pair. The 
Start Address Register pair points to the beginning of the 
block to be moved while the Byte Count Register pair is 
used to indicate the number of bytes to be transferred. Full 
handshake logic is provided to move data between local 
buffer memory and a bidirectional 1/O port. 


REMOTE WRITE 


A Remote Write transfer is used to move a block of data 
from the host into local buffer memory. The Remote DMA 
will read data from the I/O port and sequentially write it to 
local buffer memory beginning at the Remote Start Address. 
The DMA Address will be incremented and the Byte Coun- 
ter will be decremented after each transfer. The DMA is 
terminated when the emote Byte Count Register reaches 
zero. 


REMOTE READ 


A Remote Read transfer is used to move a block of data 
from local buffer memory to the host. The Remote DMA will 


sequentially read data from the local buffer memory, begin- 
ning at the Remote Start Address, and write data to the !/O 
port. The-DMA Address will be incremented and the Byte 
Counter will be-decremented after each transfer. The DMA 
is tomminated when the Remote ve Count Register reach- 
es zero. 


SEND PACKET COMMAND 


The Remote DMA channel can be automatically initialized 
to transfer a single packet from the Receive Buffer Ring. 
The CPU begins this transfer by issuing a “‘Send Packet” 
Command. The DMA will be initialized to the value of the 
Boundary Pointer Register and the Remote Byte Count 
Register pair (RBCRO, RBCR1) will be initialized to the value 
of the Receive Byte Count fields found in the Buffer Header 
of each packet. After the data is transferred, the Boundary 
Pointer is advanced to allow the buffers to be used for new 
receive packets. The Remote Read will terminate when the 
Byte Count equals zero. The Remote DMA is then prepared 
to read the next packet from the Receive Buffer Ring. If the 
DMA pointer crosses the Page Stop Register, it is reset to 
the Page Start Address. This allows the Remote DMA to 
remove packets that have wrapped around to the top of the 
Receive Buffer Ring. 

Note 1: In order for the ST-NIG to correctly execute the Send Packet Com- 


mand, the upper Remote Byte Count Register (RBCR1) must first 
“be loaded with OFH. 


Note 2: The Send Packet command cannot be used with 680x0 type proc- 
essors. 


Remote DMA Autoinitialization from Buffer Ring 


BOUNDARY 
POINTER - 





BOUNDARY 
POINTER 


y Y= ENDS HERE 


: REGISTERS LOADED 
' BY AUTOSEND COMMAND 


REMOTE BYTE | REMOTE BYTE 
COUNT 1 COUNT 0 
, "9" 


BOUNDARY REMOTE REMOTE 
POINTER START ADD 1 § START ADD 0 
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10.0 Internal Registers 


All registers are 8-bit wide and mapped into four. pages 
which are selected in the Command Register (PSO, PS1). 
Pins RAO-RAS are used to address registers within each 
page. Page 0 registers are those registers which are com- 


10.1 REGISTER ADDRESS MAPPING 


COMMAND 
REGISTER 


PSO, PS1 


RAO=RA3 


10.2 REGISTER ADDRESS ASSIGNMENTS 
Page 0 Address Assignments (PS1 = 0, PSO = 0) 


RAO-RAS/ RD | WR 
Command (CR) Command (CR) 


01H Current Local DMA | Page Start Register 
Address 0 (CLDAO) | (PSTART) 

02H Current Local DMA Page Stop Register 
Address 1 (CLDA1) . | (PSTOP) 

03H Boundary Pointer Boundary Pointer 
(BNRY) (BNRY) . 

04H Transmit Status Transmit Page Start 
Register (TSR) Address (TPSR) 

05H Number of Collisions | Transmit Byte Count 
Register (NCR) Register 0 (TBCRO) 

O6H FIFO (FIFO) Transmit Byte Count 

Register 1 (TBCR1) 

07H Interrupt Status Interrupt Status 
Register (ISR) Register (ISR) 

08H Current Remote DMA | Remote Start Address 
Address 0 (CRDAO) | Register 0 (RSARO) 


monly accessed during ST-NIC operation while page 1 reg- 
isters are used primarily for initialization. The registers are 
partitioned to avoid having to perform two write/read cycles 
to access commonly used registers. 


COMMAND COMMAND 
PAGE 0 PAGE 0 
* (READ) (WRITE) 
COMMAND 
PAGE 1 
(WRITE) 
COMMAND 
PAGE 2 
(WRITE) 
COMMAND 


TEST." 
PAGE 


COMMAND 
PAGE 1 
(READ) 


PAGE 2 
(READ) 


TEST 
PAGE 


TL/F/11157~18 


Current Remote DMA | Remote Start Address 
Address 1(CRDA1) {| Register 1 (RSAR1) 


A Remote Byte Count 
.. | Register 0 (RBCRO) 
B Reserved | Remote Byte Count 
Register 1 (RBCR1) 
C Receive Status Receive Configuration 
Register (RSR) Register (RCR) 
E 
OF 


H 
OAH | 
OBH 
OCH 
ODH 
OEH 
H 


Reserved 


Transmit Configuration 
Register (TCR) 


Tally Counter 0 
(Frame Alignment 
Errors) (CNTRO) 


Tally Counter 1 
(CRC Errors) 
(CNTR1) 

Tally Counter 2 
Missed Packet 
Errors) (CNTR2) 


Data Configuration 
Register (DCR) 


Interrupt Mask 
Register (IMR) 
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10.0 Internal Registers (Continued) 
Page 1 Address Assignments (PS1 = 0, PSO = 1) 


RAo-RAS | RD | WR 
Command (CR) Command (CR) 


01H Physical Address Physical Address 
Register 0 (PARO) Register 0 (PARQ) 
Physical Address Physical Address 
Register 1 (PAR1) Register 1 (PAR1) 
Physical Address Physical Address 
Register 2 (PAR2) Register 2 (PAR2) 


Physical Address 
Register 4 (PAR4) 


Physical Address _ 
Register 4 (PAR4) 


Physical Address Physical Address 
Register 5 (PAR5) Register 5 (PARS5) 
Current Page ‘Current Page 
Register (CURR) Register (CURR) 


Multicast Address Multicast Address 
Register 0 (MARO) | Register 0 (MARO) 
Multicast Address | Multicast Address 
Register 1(MAR1) | Register 1 (MAR1) 
Multicast Address Multicast Address 
Register 2(MAR2) | Register 2 (MAR2) 
Multicast Address Multicast Address 
Register 3 (MAR3) Register 3 (MAR3) 
Multicast Address Multicast Address 
Register 4 (MAR4) | Register 4 (MAR4) 
Multicast Address Multicast Address 

_ Register 5 (MARS5) Register 5 (MAR5) 
Multicast Address Multicast Address 
Register 6 (MAR6) 

Multicast Address 


Register 6 (MAR6) 
Multicast Address 
Register 7 (MAR7) 


Register 7 (MAR7) 





= 
Bad 


Physical Address Physical Address 
Register 3 (PAR3) Register 3 (PAR3) | ° 
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Page 2 Address Assignments (PS1 = 1, PSO = 0) 


Rao-RA3| RD | WR 
Command (CR) ~ | Command (CR) 


01H Page Start Register Current Local DMA 
(PSTART) Address 0 (CLDAO) 
Page Stop Register Current Local DMA 
(PSTOP) Address 1 (CLDA1) 
Remote Next Packet | Remote Next Packet 
Pointer Pointer 
4H Transmit Page Start Reserved 
Address (TPSR) 
Local Next Packet Local Next Packet 
Pointer Pointer 
6H Address Counter Address Counter 
(Upper) (Upper) 
7H Address Counter Address Counter 
(Lower) (Lower) 


eceive Configuration | Reserved 
Register (ROR) ; ; 


0A 
0B 
0c 


Transmit 


Configuration 
Register (TCR) 


Data Configuration © Reserved 
Register (DCR) 


Note: Page 2 registers should only be accessed for diagnostic purposes. 
They should not be modified during normal operation. 


Page 3 should never be modified. 





0 
0 
0 
0 
0 
0 
0 
0 
0 


H 
2H 
3H 
5H 
8H 
9 
H 
H 
H 
EH 





OFH Interrupt Mask 
Register (IMR) 





10.0 Internal Registers (Continued) 
10.3 REGISTER DESCRIPTIONS 


COMMAND REGISTER (CR) 00H (READ/WRITE) 

The Command Register is used to initiate transmissions, enable or disable Remote DMA operations and to select register 
pages. To issue a command the microprocessor sets the corresponding bit(s) (RD2, RD1, RDO, TXP). Further commands may 
be overlapped, but with the following rules: (1) If a transmit command overlaps with a remote DMA operation, bits RDO, RD1, 
and RD2 must be maintained for the remote DMA command when setting the TXP bit. Note, if a remote DMA command is re-is- 
sued when giving the transmit command, the DMA will complete immediately if the remote byte count register has not been 
reinitialized. (2) If a remote DMA operation overlaps a transmission, RDO, RD1, and RD2 may be written with the desired values 
and a 0” written to the TXP bit. Writing a ‘0” to this bit has no effect. (3) A remote write. DMA may not overlap remote read 
operation or vice versa. Either of these operations must either complete or be aborted before the other operation may start. Bits 
.PS1, PSO, RD2, and STP may be set any time. 


7 6 5 4 3 2 1 0 
[Pst | pso | roa | ot | ro | txe | sta | stP | 


Description 


cO6E8d0 


Stop: Software reset command, takes the controller offline, no packets will be received or transmitted. Any 
reception or transmission in progress will continue to completion before entering the reset state. To exit this 
state, the STP bit must be reset and the STA bit must be set high. To perform a software reset, this bit 
should be set high. The software reset has executed only when indicated by the RST bit in the ISR being set 
to 1. STP powers up high. 

Note: If the ST-NIC has previously been in start mode and the STP is set, both the STP and STA bits will remain set. 


_ Start: This bit is used to activate the ST-NIC after either power up, or when the ST-NIC has been placed ina 
reset mode by software command or error. STA powers up low. 


Transmit Packet: This bit must be set to initiate the transmission of a packet. TXP is internally reset either 
after the transmission is completed or aborted. This bit should be set only after the Transmit ae Count and 
Transmit Page Start registers have been programmed. 


Remote DMA Command: These three encoded bits control operation of the Remote DMA channel. RD2 
can be set to abort any Remote DMA command in progress. The Remote Byte Count Registers should be 
cleared when a Remote DMA has been aborted. The Remote Start Addresses are not restored to the 
starting address if the Remote DMA is aborted. 
RD2 RD1 RDO , 

0 Not Allowed 

0 Remote Read 

1 Remote Write (Note 2) 

1 Send Packet 

x Abort/Complete Remote DMA (Note 1) 


Note 1: If a remote DMA operation is aborted and the remote byte count has not decremented to zero. PRQ will remain high. A read 
acknowledge (RACK) on a write acknowledge (WACK) will reset PRQ low. 


Note 2: For proper operation of the Remote Write DMA, there are two steps which must be performed before using the Remote Write 
DMA. The steps are as follows: 


!) Write a non-zero value into RBCRO. 
ll) Set bits RD2, RD1, and RDO to 0, 0, and 1. 
Il) Set RBCRO, 1 and RSARO, 1. 
IV) Issue the Remote Write DUA Command (RD2, RD1, RDO = 0, 1, 0). 





Page Select: These two encoded bits select which register page is to be accessed with addresses RAO-3. 
PS1 PSO 


0 Register Page 0 
0 Register Page 1 
1 Register Page 2 
1 Reserved 
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10.0 Internal Registers (continued) 
10.3 REGISTER DESCRIPTIONS (Continued) 


INTERRUPT STATUS REGISTER (ISR) 07H (READ/WRITE) 


This register is accessed by the host processor to determine the cause of an rigid Any interrupt can be rnaekea in the 
Interrupt Mask Register (IMR). Individual interrupt bits are cleared by writing a “1” into the corresponding bit of the ISR. The INT 
signal is active as long as any unmasked signal is set, and will not go low until all unmasked bits in this register have been 
cleared. The ISR must be cleared after power up by writing it with all 1’s. 


1 0 


Description 
Packet Received: Indicates packet received with no errors. 
Packet Transmitted: Indicates packet transmitted with no errors. 


Receive Error: Indicates that a packet was received with one or more of the follewing errors: 
— CRC Error 
— Frame Alignment Error 
— FIFO Overrun 
— Missed Packet 


Transmit Error: Set when packet transmitted with one or more of the following errors: 
— Excessive Collisions 
— FIFO Underrun 


‘Overwrite Warning: Set when receive buffer ring storage resources have been exhausted. 
(Local DMA has reached Boundary Pointer) 


Counter Overflow: Set when MSB of one or more of the Network Tally Counters has been set. 


Remote DMA Complete: Set when Remote DMA operation has been completed. 


Reset Status: Set when ST-NIC enters reset state and cleared when a Start Command is issued | 
to the CR. This bit is also set when a Receive Buffer Ring overflow occurs and is cleared when 
one or more packets have been removed from the ring. Writing to this bit has no effect. . 

Note: This bit does not generate an interrupt, it is merely a status indicator. . 
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10.0 Internal Registers (continued) 
10.3 REGISTER DESCRIPTIONS (Continued) 


INTERRUPT MASK REGISTER (IMR) OFH (WRITE) 


The Interrupt Mask Register is used to mask interrupts. Each interrupt mask bit corresponds to a bit in the Interrupt Status 
Register (ISR). If an interrupt mask bit is set, an interrupt will be issued whenever the corresponding bit in the ISR is set. If any bit 
in the IMR is set low, an interrupt will not occur when the bit in the ISR is set. The IMR powers up to all zeroes. 


7 6 § 4 3 2 1 0 
| — | Roce} onte |ovwe] Txee | Axee | prxe | PRXE: 


Description 


c06E8dd 


Packet Received Interrupt Enable 
0: Interrupt Disabled 
1: Enables Interrupt when packet received 


Packet Transmitted Interrupt Enable 
0: Interrupt Disabled 
1: Enables Interrupt when packet is transmitted 


Receive Error Interrupt Enable 
0: Interrupt Disabled 
1: Enables Interrupt when packet received with error 


Transmit Error Interrupt Enable 
0: Interrupt Disabled 
1: Enables Interrupt when packet transmission results in error 


Overwrite Warning Interrupt Enable 
0: Interrupt Disabled 
1: Enables Interrupt when Buffer Management Logic lacks sufficient buffers to store incoming packet 


Counter Overflow Interrupt Enable 
0: Interrupt Disabled 
1; Enables Interrupt when MSB of one or more of the Network Statistics counters has been set 


DMA Complete Interrupt Enable 
0: Interrupt Disabled 
1: Enables Interrupt when Remote DMA transfer has been completed 


Reserved Reserved 
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10.0 Internal Registers (continued) 
10.3 REGISTER DESCRIPTIONS (Continued) 


DATA CONFIGURATION REGISTER (DCR) OEH (WRITE) 


This Register is used to program the ST-NIC for 8- or 16-bit memory interface, select byte ordering in 16-bit applications and 
establish FIFO thresholds. The DCR must be Initlalized prior to mcane the Remote a bea Count CT tes: LAS is set on 


power up. 


7 6 5 4 3 2 1 o- 


Description 





Word Transfer Select 
0: Selects byte-wide DMA transfers 
1: Selects word-wide DMA transfers 


; WTS establishes byte or word transfers for both Remote and Local DMA transfers 
Note: When word-wide mode is selected up to 32k words are addressable; AO remains low. 


Byte Order Select 
0: MS byte placed on AD15-AD8 and LS byte on AD7-ADO. (32xxx, 80x86) 
1: MS byte placed on AD7—ADO and LS byte on AD15-A8. (680x0) 


; Ignored when WTS is low 


Long Address Select 
0: Dual 16-bit DMA mode 
1: Single 32-bit DMA mode 


; When LAS is high, the contents of the Remote DMA registers RSARO, 1 are issued as A16—A31 Power up 
high ‘ 


Loopback Select 
0: Loopback mode selected. Bits D1 and D2 of the TCR must also be programmed! for eheOpnars operation 
1: Normal Operation 


Auto-Initialize Remote 

0: Send Command not executed, ali packets removed from Buffer Ring under program control 

1: Send Command executed, Remote DMA auto-initialized to remove packets from Buffer Ring _ . 
Note: Send Command cannot be used with 680x0 byte processors. : 


FIFO Threshold Select: Encoded FIFO threshold. Establishes point at which bus is requested when filling or 
emptying the FIFO. During reception, the FIFO threshold indicates the number of bytes (or words) the FIFO has 
filled serially from the network before bus request (BREQ) is asserted. 
Note: FIFO threshold setting determines the DMA burst length. 
Receive Thresholds 

FT1 FTO WordWide Byte Wide 

0 0 1 Word 2 Bytes 

0 1 2 Words 4 Bytes 

1 0 4 Words 8 Bytes 

1 1 6 Words 12 Bytes 
During transmission, the FIFO threshold indicates the number of bytes (or words) the FIFO has filled from the 
Local DMA before BREQ is asserted. Thus, the transmission threshold is 16 bytes less the received threshold. 
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10.0 Internal Registers (Continued) 
10.3 REGISTER DESCRIPTIONS (Continued) 


c06E8dG 


TRANSMIT CONFIGURATION REGISTER (TCR) ODH (WRITE) 


The transmit configuration establishes the actions of the transmitter section of the ST-NIC during transmission of a packet on 
the network. LB1 and LBO which select loopback mode power up as 0. 


D1 
and 
D2 


CRC 
LBO 
and 
ATD 


OFST |. 





7 6 5 4 3 2 1 0 
| — | = | = Jorst] ato | vet | Leo | crc] 
Description 


Inhibit CRC 

0: CRC appended by transmitter 

1: CRC inhibited by transmitter 

In loopback mode CRC can be enabled or disabled to test the CRC logic 


Encoded Loopback Control: These encoded configuration bits set the type of loopback that is to be 
performed. Note that loopback in mode 2 places the ENDEC Module in loopback mode and that D3 of the 
DCR must be set to zero for loopback operation. 
LBi LBO 
Mode 0 0 0 Normal Operation (LPBK = 0) 
Mode 1 0. 1 Internal NIC Module Loopback (LPBK = 0) 
Mode 2 1 0 Internal ENDEC Module Loopback (LPBK = 1) 
Mode 3 1 1 External Loopback (LPBK = 0) 


Auto Transmit Disable: This bit allows another station to disable the ST-NIC’s transmitter by transmission 
of a particular multicast packet. The transmitter can be re-enabled by resetting this bit or by reception of a 
second particular multicast packet. : eos 

1: Reception of multicast address hashing to bit 62 disables transmitter, reception of multicast address 
hashing to bit 63 enables transmitter. 


Collision Offset Enable: This bit modifies the backoff algorithm to allow prioritization of nodes. 

0: Backoff Logic implements normal algorithm. ©. - 

1: Forces Backoff algorithm modification to 0 to 2min(3 +n, 10) slot times for first three collisions, then follows 
standard backoff. (For the first three collisions, the station has higher average backoff delay making a low 
priority mode.) 


Reserved 
Reserved 


Reserved 
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10.0 Internal Registers (continued) 
10.3 REGISTER DESCRIPTIONS (Continued) 


TRANSMIT STATUS REGISTER (TSR) 04H (READ) 

This register records events that occur on the media during transmission of a packet. It is cleared when the next transmission is 
initiated by the host. All bits remain low unless the event that corresponds to a particular bit occurs during transmission. Each 
transmission should be followed by a read of this register. The contents of this register are not specified until after the first 


transmission. 


PTX 


. Reserved 
COL 


ABT 


CRS 


FU 





7. 6 5 a Be BR GeO 
[owe] cox | Fu | cas | ast | cou | — | Prx, 
Description 


Packet Transmitted: Indicates transmission without error. (No excessive collisions or FIFO 
underrun) (ABT = “0”, FU = “0”) 


Reserved 


“ Transmit Collided: Indicates that the transmission collided at least once with another station on 


the network. The number of collisions is recorded in the Number of Collisions Registers (NCR). 


Transmit Aborted: Indicates the ST-NIC aborted transmission because of excessive collisions. 
(Total number of transmissions including original transmission attempt equals 16.) 


Carrler Sense Lost: This bit is set when carrier is lost during transmission ot me packet. 
Transmission is not aborted on loss of carrier. 


FIFO Underrun: If the ST-NIC cannot gain access of the bus beloe the FIFO empties, this biti is 
set. Transmission of the packet will be aborted. 


CD Heartbeat: Failure of the transceiver to transmit a collision signal after transmission of a 
packet will set this bit. The Collision Detect (CD) heartbeat signal must commence during the first 
6.4 us of the Interframe Gap following a transmission. In certain collisions, the CD Heartbeat bit 
will be set even though the transceiver is not performing the CD heartbeat test. 


Out of Window Collision: Indicates that a collision occurred esd a slot time (51.2 ys). 
Transmissions rescheduled as in inormal collisions. 
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10.0 Internal Registers (Continueg) 
10.3 REGISTER DESCRIPTIONS (Continued) 


c06E8dd 


RECEIVE CONFIGURATION REGISTER (RCR) OCH (WRITE) 
This register determines operation of the ST-NIC during reception of a packet and is used to program what Lypes of nakkoia’ to 


one 


. D6 
D7 


AM 





7 6 5&5 4 3 2 0 
|= | — |mon| pro] am | as | ar | sep | 
Description 


Save Errored Packets 

0: Packets with receive errors are rejected. ’ 

1: Packets with receive errors are accepted. Receive errors are CRC and Frame Alignment 
errors. 


Accept Runt Packets: This bit allows the receiver to accept packets that are smaller than 64 ., 
bytes. The packet must be at least 8 bytes long to be accepted as a runt. 

0: Packets with fewer than 64 bytes rejected. 

1: Packets with fewer than 64 bytes accepted. 


Accept Broadcast: Enables the receiver to accept a packet with an all 1’s destination address. 
0: Packets with broadcast destination address rejected. 
1: Packets with broadcast destination address accepted. 


Accept Multicast: Enables the receiver to accept a packet with a multicast address. All multicast 
addresses must pass the hashing array. 

0: Packets with multicast destination address not checked. 

1: Packets with multicast destination address checked. 


Promiscuous Physical: Enables the receiver to accept all packets with a physical address.’ 
0: Physical address of node must match the station address programmed i in PARO—PARS. 
1: All packets with physical addresses accepted. 


Monitor Mode: Enables the receiver to check addresses and CRC on incoming packets without 
buffering to memory. The Missed Packet Tally counter will be incremented for each recognized 


‘packet. 


0: Packets buffered to memory. 


- 1: Packets checked for address match, good CRC and Frame Alignment but not buffered to 


memory. 
Reserved 


Reserved 


Note: D2 and D3 are “OR’d” together, i.e., if D2 and D3 are set the ST-NIC will accept broadcast and multicast addresses as well as its own physical address. To 
establish full promiscuous mode, bits D2, D3, and D4 should be set. In addition the multicast hashing array must be set to all 1’s in order to accept all multicast 
addresses, ; 
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10.0 Internal Registers (continued 
10.3 REGISTER DESCRIPTIONS (Continued) 


RECEIVE STATUS REGISTER (RSR) OCH (READ) : 

This register records status of the received packet, including information on errors and the type of address match, either 
physical or multicast. The contents of this register are written to buffer memory by the DMA after reception of a good packet. If 
packets with errors are to be saved the receive status is written to memory at the head of the erroneous packet if an erroneous 
packet is received. If packets with errors are to be rejected the RSR will not be written to memory. The contents will be cleared 
when the next packet arrives. CRC errors, Frame Alignment errors and missed packets are counted internally by the ST-NIC 
which relinguishes the Host from reading the RSR in real time to record errors for Network ee Managenent Functions. The 
contents of this register are not specified until after the first reception. 





_ (ers[Los Tor [oe] ro Tr Tene [ om), 


péscription 


Packet Received Intact: Indicates packet received without error. ‘(its CRC, FAE, FO, and MPA 
are zero for the received packet.) — 


CRC Error: Indicates packet received with CRC error. Increments Tally Counter (CNTR1). This 


bit will also be set for Frame Alignment errors. 


‘Frame Alignment Error: Indicates that the incoming packet did not end on a byte boundary ae 


the CRC did not match at the last byte boundary. Increments Tally Counter (CNTRO). 


’ FIFO Overrun: This bit is set when the FIFO i is not serviced causing overflow during reception. 


Reception of the packet will be aborted. 


Missed Packet: Set when a packet intended for node cannot be accepted by ST-NIC because of 
a lack of receive buffers or if the controller is in monitor mode and did not buffer the packet to 
memory. Increments Tally Counter (CNTR2). 


Physical/ Multicast Address: Indicates whether received packet had a physical or multicast 
address type. 
0: Physical Address Match - 


' +1: Multicast/Physical Address Match 


Receiver Disabled: Set when receiver disabled by entering Monitor mode. Reset when receiver 
is re-enabled when exiting Monitor mode. . 


Deferring: Set when internal Carrier Sense or Collision signals are generated in the ENDEC 
module. If the transceiver has asserted the CD line as a result of the jabber, this bit will stay set 
indicating the jabber condition. 


Note: Following coding applies to CRC and FAE bits. 


FAE . 


0 
0 
{ 
1 


CRC 


0 
1 
0 
1 


Type of Error 


No Error (Good CRC and <6 Dribble Bits): 


CRC Error 


IMegal, Will Not Occur 
Frame Alignment Error and CRC Error 
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10.0 Internal Registers (Continued) 
10.4 DMA REGISTERS 


DMA Registers 


15 
PAGE START 


(TPSR) 
(TBCRO, 1) 


LOCAL DMA TRANSMIT REGISTER 
8|7 O- 


TRANSMIT BYTE COUNT 


CHANNEL 


LOCAL DMA RECEIVE REGISTER 
15 8|7 


(PSTART). 
__ (PSTOP) 
(CURR) 


(BRNY) 
NOT 
READABLE 


(CLDAO, 1) 


REEEIVE BYTE COUNT 


REMOTE DMA REGISTERS 
15 8|7 


(RSARO, 1) 
(RBCRO, 1) 


(CRADO, 1) 


The DMA Registers are partitioned into groups; Transmit, 

Receive and Remote DMA Registers. The Transmit regis- 

ters are used to initialize the Local DMA Channel for trans- 

mission of packets while the Receive Registers are used to 
initialize the Local DMA Channel for packet Reception. The 

Page Stop, Page Start, Current and Boundary Registers are 

used by the Buffer Management Logic to supervise the Re- 

ceive Buffer Ring. The Remote DMA aed are used to 
initialize the Remote DMA. 

Note: In the figure above, registers are shown as 8 or-16 bits wide. Although 
some registers are 16-bit internal registers, all registers are accessed 
as 8-bit registers. Thus the 16-bit Transmit Byte Count Register is 
broken into two 8-bit registers, TBCRO, TBCR1. Also TPSR, PSTART, 

‘ PSTOP, CURR and BNRY only check or control the upper 8 bits of 
address information on the bus. Thus, they are shifted to positions 
.. 15-8 in the diagram above. 


10.5 TRANSMIT DMA REGISTERS . 


TRANSMIT PAGE START REGISTER (TPSR) 


This register points to the assembled packet to be transmit. 
ted. Only: the eight higher order addresses are specified 
since all transmit packets are assembled on 256-byte page 
boundaries. The bit assignment is shown below. The values 
placed in bits D7-D0O will be used to initialize the higher 
order address (A8-A15) of the Local DMA for transmission. 
The lower order bits (A7-A0) are initialized to zero. 


REMOTE DMA ADDRESS 


1-35 


CURRENT LOCAL DMA ADDRESS 


START ADDRESS 
BYTE COUNT CURRENT 


REMOTE 
DMA 
CHANNEL © 


TL/F/11157-19 


ee eae tka 


TPSR 


(ar- ~AO Intialized to Zero) 


TRANSMIT BYTE COUNT REGISTER 0, 1 
(TBCRO, TBCR1) 


These two registers indicate the length of the packet to be 
transmitted in bytes. The count must include the number of 
bytes in the source, destination, length and data fields. The 
maximum number of transmit bytes allowed is 64 Kbytes. 
The ST-NIC will not truncate transmissions longer than 
1500 bytes. The bit assignment is shown below: 


7 6 5 4 38.2 14 0 
TBORI 
7..6 8 4:8 244 0 


TBCRO Ls 
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10.0 Internal Registers (Continued) 
10.6 LOCAL DMA RECEIVE REGISTERS 


PAGE START AND STOP REGISTERS (PSTART, PSTOP) 


The Page Start and Page Stop Registers program the start- 
ing and stopping address of the Receive Buffer Ring. Since 
the ST-NIC uses fixed 256-byte buffers aligned on page 
boundaries only the upper 8 bits of the start and stop ad- 
dress are specified. 


PSTART, PSTOP Bit Assignment. 


7 6 5 4 3 2 1 0 
PSTART, 
PSTART. [ass] ata] Ata] ar2] Avs [ato] A | AB 
BOUNDARY (BNRY) REGISTER 
This register is used to prevent overflow of the Receive 
Buffer Ring. Buffer management compares the contents of 
this register to the next buffer address when linking buffers 


together. If the contents of this register match the next buff- 
er address the Local DMA operation is aborted. 


7 6 5 4 3 2 1 0 


BNRY 


CURRENT PAGE REGISTER (CURR) 

This register is used internally by the Buffer Management 
Logic as a backup register for reception. CURR contains the 
address of the first buffer to be used for a packet reception 
and is used to restore DMA pointers in the event of receive 
errors. This register is initialized to the same value as 
PSTART and should not be written to again unless the con- 
troller is Reset. 


7 6 5 4 °3 2 14 ~«0 
CURR 
CURRENT LOCAL DMA REGISTER 0,1 (CLDAO, 1) 


These two registers can be accessed to determine the cur- 
rent local DMA address. 


7 6 5 4 383 2 4 40 


oupat [ais] ata] ata] ai2[ att [ato] ao | AB 


ae 7 6 5 4 3 2 1 = 0 
cLDAO 
10.7 REMOTE DMA REGISTERS 


REMOTE START ADDRESS REGISTERS (RSARQO, 1) 


Remote DMA operations are programmed via the Remote 
Start Address (RSARO, 1) and Remote Byte Count 
(RBCRO, 1) registers. The Remote Start Address is used to 


point to the start of the block of data to be transferred and 


the Remote Byte Count is used to indicate the length of the 
block (in bytes). 


7 6 5 4 3 2 4 «0 
RSARt 

7 6 5 4 38 2 1 0 
rsaro| a7 | a6 | as | a4 | a3 | a2 | at | A0_ 


REMOTE BYTE COUNT REGISTERS (RBCRO, 1) 
4 3 2 1 


7 6 5 0 
RBCRI BOS 





97 °6 #5 4 38 2 4 0 
"-RBORO| BC | Bos | BCs | 804] Bos | BC2 | Bo1 | Bo 
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Note: RSARO programs the start address bits AO-A7. 
RSAR1 programs the start address bits A8—-A15. 
Address incremented by two for word transfers, and by one for byte 
transfers. Byte Count decremented by two for word transfers and by 
one for byte transfers. 
RBCRO programs LSB byte count. 
RBCR1 programs MSB byte count. 


CURRENT REMOTE DMA ADDRESS (CRDAO, CRDA1) 


The Current Remote DMA Registers contain the current ad- 
dress of the Remote DMA. The bit assignment is shown 
below: 


7 6 5 4 3 2 1 0 
cRDAt 

7 6 5 4 3 2 1 0 
CRDAO 


10.8 PHYSICAL ADDRESS REGISTERS (PARO-PARS5) 


The physical address registers are used to compare the 
destination address of incoming packets for rejecting or ac- 
cepting packets. Comparisons are performed on a byte- 
wide basis. The bit assignment shown below relates the se- 
quence in PARO-PARS to the bit sequence of the received 
packet. - . 


D7. D6 DS D4 D3 D2 D1 ODO 
PARO DAS | DAS | DAS 
PARI 


| 
PAR 


Destination Address 





Source 


Note: P/S = Preamble, Synch 
DAO = Physical/Multicast Bit 


10.9 MULTICAST ADDRESS REGISTERS (MARO-MAR7) 


The multicast address registers provide filtering of multicast 
addresses hashed by the CRC logic. All destination ad- 
dresses are fed through the CRC logic and as the last bit of 
the destination address enters the CRC, the 6 most signifi- 





10.0 Internal Registers (continued) 


cant bits of the CRC generator are latched. These 6 bits are 
then decoded by a 1 of 64 decode to index a unique filter bit 
(FBO-63) in the multicast address registers. If the filter bit 
selected is set, the multicast packet is accepted. The sys- 
tem designer would use a program to determine which filter 
bits to set in the multicast registers. All multicast filter bits 
that correspond to multicast address accepted by the node 
are then set to one. To accept all multicast packets all of 
the registers are set to all ones. 


Note: Although the hashing algorithm does not guarantee perfect filtering of 
multicast address, it will perfectly filter up to 64 multicast addresses if 
these addresses are chosen to map into unique locations in the multi- 
cast filter. ; 


CRC GENERATOR 


(X=31 TO X=26) 


CLK 


1 OF 64 DECODE 


FILTER BIT ARRAY 


SELECTED BIT 
"0" = REJECT ''1" = ACCEPT 
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D6 DS D4 D3 D2 OD1_ ODO 
MARO| FB7 | FB6 
MARI 
MAR|FB65| Fes4|FB53| Fese|FB51| Fas0|FB49| Fede 
MAR? |FB63| Fe62|FB6'| Faso |FBs9| Fase|FBS7| Fase 


If address Y is found to hash to the value 32 (20H), then 
FB32 in MAR4 should be initialized to “1”. This will cause 
the ST-NIC to accept any multicast packet with the address 
Y. 
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10.10 NETWORK TALLY COUNTERS 


Three 8-bit counters are provided for monitoring the number 
of CRC errors, Frame Alignment Errors and Missed Pack- 
ets. The maximum count reached by any counter is 192 
(COH). These registers will be cleared when read by the 
CPU. The count is recorded in binary in CTO-CT7 of each 
Tally Register. 


Frame Alignment Error Tally (CNTRO) 


This counter increments every time a packet is received 
with a Frame Alignment Error. The packet must have been 
recognized by the address recognition logic. The counter is 
cleared after it is read by the processor. 


7 6 5 4 3 2 1 0 


CNTRO 


CRC Error Tally (CNTR1) 


This counter is incremented every time a packet is received 
with a CRC error. The packet must first be recognized by 
the address recognition logic. The counter is cleared after it 
is read by the processor. 7. 


7 .6 5 4 3 2 1 0 


ONTRI 


Frames Lost Tally Register (CNTR2) ; 


This counter is incremented if a packet cannot be received 
due to lack of buffer resources. In monitor mode, this coun- 
ter will count the number of packets that pass the address 
recognition logic. , 


8 a 6 5 4 3 2 1 0 


onTR2 


FIFO 


This is an 8-bit register that allows the CPU to examine the 
contents of the FIFO after loopback. The FIFO will contain 
the last 8 data bytes transmitted in the loopback packet. 
Sequential reads from the FIFO will advance a pointer in the 
FIFO and allow reading of all 8 bytes. 


7 6 5 4 1 0 


3 2 
FIFO [08 | pas | ps2 | opt | p60 | 


Note: The FIFO should only be read when the ST-NIC has been pro- 
grammed in loopback mode. 


NUMBER OF COLLISIONS (NCR) 


This register contains the number of collisions a node expe- 
riences when attempting to transmit a packet. If no colli- 
sions are experienced during a transmission attempt, the 
COL bit of the TSR will not be set and the contents of NCR 
will be zero. If there are excessive collisions, the ABT bit in 
the TSR will be set and the contents of NCR will be zero. 
The NCR is cleared after the TXP bit in the CR is set. 


7 6 5 4 3 2 1 0 


nor | — | — | — | — | Noa{c2] net | Noo 
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11.0 Initialization Procedures 

The ST-NIC must be initialized prior to transmission or re- 
ception of packets from the network. Power.on reset is ap- 
plied to the ST-NIC’s reset pin. This clears/sets the follow- 
ing bits: 


| __ Register| Resetits | setBits | 
| Interrupt Status (sR) | | RST 
| Interrupt Mask (MA) | lsits | 
| DataControl(oor) | | LAS 
| TransmitConfg.(ToR) | upt,.80 | 


The ST-NIC remains in its reset state until a Start Command 
is issued. This guarantees that no packets are transmitted 
or received and that the ST-NIC remains a bus slave until all 
appropriate internal registers have been programmed. After 
initialization the STP bit of the command register is reset 
and packets may be received and transmitted. ; 


Initialization Sequence - . 
The following initialization procedure is mandatory. 
. Program Command Register for Page 0 (Command 
Register = 21H) er 
. Initialize Data Configuration Register (DCR) 
. Clear Remote Byte Count Registers (RBCRO, RBCR1) 
. Initialize Receive Configuration Register (RCR) 


5. Place the ST-NIC in LOOPBACK mode 1 or 2 (Transmit 
Configuration Register = 02H or 04H) — 


. Initialize Receive Buffer Ring: Boundary Pointer 
(BNDRY), Page Start (PSTART), and. Page Stop 
_(PSTOP) se on 
. Clear Interrupt Status Register (ISR) by writing OFFH to 
it 
. Initialize Interrupt Mask Register (IMR) . 
. Program .Command. Register for page 1 (Command 
Register = 61H) 
I) Initialize Physical Address Registers (PARO-PARS) 
Il) Initialize Multicast Address Registers (MARO-MARS) 
_ IN) Initialize CURRent pointer 
. Put ST-NIC in START mode (Command Register = 
“ 22H). ge 2 ca 5? 8 
. Initialize the Transmit Configuration Register for the in- 
tended value. The ST-NIC is now ready for transmission 
and reception. ee ose ae 
Before receiving packets, the user must specify the location 
of the Receive Buffer Ring. This is programmed in the Page 
Start and Page Stop Registers. In addition, the Boundary 
and Current Page Register must be initialized to the value of 
the Page Start Register. These registers will be modified 
during reception of packets. ; a 
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12.0 Loopback Diagnostics 


Three forms of local loopback are provided on the ST-NIC. 
The user has the ability to loopback through the deserializer 
on the controller, through the ENDEC module or the Trans- 
ceiver. Because of the half duplex architecture of the 
ST-NIC, loopback testing is a special mode of operation 
with the following restrictions: ; 


Restrictions During Loopback | 
The FIFO is split into two halves, one half is used for trans- 
mission and the other for reception. Only 8-bit fields can be 
fetched from memory so two tests are required for 16-bit 
systems to verify integrity of the entire data path. During 
loopback the maximum latency from the assertion of BREQ 
to BACK is 2.0 ps. Systems that wish to.use the loopback 
test but do not meet this latency can limit the loopback to 
7 bytes without experiencing underflow. Only the last 
8 bytes of the loopback packet are retained in the FIFO. 
The last 8 bytes can be read through the FIFO register 
which will advance through the FIFO to allow reading the 
receive packet sequentially. 


Destination Address| = (6 Bytes) Station Physical Address 


si 
2 Bytes 
= 46 to 1500 Bytes. 


Appended by ST-NIC 
if CRC = “0” inTCR 


When in word-wide mode with Byte Order Select set, the 


‘loopback packet.must be assembled in the even byte loca- 


tion as shown below. (Loopback only operates with byte 
wide transfers.) as Ms na _~ 
LS Byte (AD8=15) | MS Byte.(ADO-7) 


WIs="1"" BosS='"1" (DCR. Bits) 
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When in word-wide mode with Byte Order Select low, the 
following format must be used for the loopback packet. 


MS Byte (AD8=15) LS Byte (ADO=7) 


[sous | + 





WTS = "4 te BOS = "or 


(DCR Bits) 
TL/F/11157-55 


Note: When using loopback in word mode 2n bytes must be programmed in 
TBCRO, 1. Where n = actual number of bytes assembled in even or 
odd location. 





12.0 Loopback Diagnostics (Continued) 


To initiate a loopback the user first assembles the loopback 
packet then selects the type of loopback using the Transmit 
Configuration register bits LBO, LB1. The transmit configura- 
tion register must also be set to enable or disable CRC gen- 
eration during transmission. The user then issues a normal 
transmit command to send the packet. During loopback the 
receiver checks for an address match and if CRC bit in the 
TCR is set, the receiver will also check the CRC. The last 8 
bytes of the loopback packet are buffered and can read out 
of the FIFO using the FIFO read port. 


Loopback Modes 

MODE 1: Loopback through the NIC Module (LB1 = 0, 
LBO = 1): If this loopback is used, the NIC Modules’s serial- 
izer is connected to the deserializer. ; 
MODE 2: Loopback through the ENDEC Module (LB1 = 1, 
LBO = 0): If the loopback is to be performed through the 
SNI, the ST-NIC provides a control (LPBK) that forces the 
ENDEC module to loopback all signals. 

MODE 3: Loopback to cable (LB1 = 1, LBO = 1). Packets 
can be transmitted to the cable in loopback mode to check 
all of the transmit and receive paths and the cable itself. 


Note: Collision and Carrier Sense can be generated by the ENDEC module 
and are masked by the NIC module. It is not possible to go directly 
between the loopback modes, it is necessary to return to normal oper- 
ation (OOH) when changing modes. 


Reading the Loopback Packet ; 
The last 8 bytes of a received packet can be examined by 8 
consecutive reads of the FIFO register. The FIFO pointer is 


incremented after the rising edge of the CPU’s read strobe 
by internally synchronizing and advancing the pointer. This 


may take up to four bus clock cycles, if the pointer has not 
been incremented by the time the CPU reads the FIFO reg- 
ister again, the ST-NIC will insert wait states. 


Note: The FIFO may only be read during Loopback. Reading the FIFO ai 
‘any other time will cause the ST-NIC to malfunction. : 


Alignment of the Received Packet in the FIFO 


Reception of the packet in the FIFO begins at location zero, 
after the FIFO pointer reaches the last location in the FIFO, 
the pointer wraps to the top of the FIFO overwriting the 
previously received data. This process is continued until the 
last byte is received. The ST-NIC then appends the received 
byte count in the next two locations of the FIFO. The con- 
tents of the Upper Byte Count are also copied to the next 
FIFO location. The number of bytes used in the loopback 
packet determines the alignment of the packet in the FIFO. 
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The alignment for a 64-byte packet is shown below. 


FIFO 
Location 


FIFO 
Contents 


Second Byte Read | 
; 
oo 

| , 

:; 

Last Byte Read 


For the following alignment in the FIFO the packet length 
should be (N x 8) + 5 Bytes. Note that if the CRC bit in the 
TCR is set, CRC will not be appended by the transmitter. If 
the CRC is appended by the transmitter, the 1st four bytes, 
bytes N-3 to N, correspond to the CRC. 


First Byte Read 


FIFO 
Location 


FIFO 
Contents 


0 
Byte N-3 (CRC1) 
Byte N-2 (CRC2) 


First Byte Read 
Second Byte Read 
Byte N-1 (CRC3) 7 ° 


Last Byte Read 


LOOPBACK TESTS, 

Loopback.capabilities are provided to allow certain tests to 

be performed to validate operation of the DP83902 ST-NIC 

prior to transmitting and receiving packets on a live network. 

Typically these tests may be performed during power up of 

a node. The diagnostic provides support to verify the follow- 

ing: , 

1. Verify integrity of data path. Received data is checked 
against transmitted data. oe 

2. Verify the CRC logic’s capability to generate good CRC 
on transmit, verify CRC on receive (good or bad CRC). 
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12.0 Loopback Diagnostics (Continued) 
3. Verify. that the.Address Recognition Logic can: ' 

a) Recognize address match packets 

b) Reject packets that fail to match an address 


LOOPBACK OPERATION IN THE ST-NIC 

Loopback i is a modified form of transmission using only half 
of the FIFO. This places certain restrictions on the use of 
loopback testing. When loopback mode is selected in the 
TCR, the FIFO is split. A packet.should be assembled in 
memory with programming of TPSR and TBCRO, TBCR1 
registers. When the transmit command is issued the follow- 
ing operations occur: , 


Transmitter Actions 


1. Data is transferred from memory.by the DMA until the 
FIFO is filled. For each transfer TBCRO and TBCR1 are 
decremented. (Subsequent burst transfers are initiated 
.when the number of bytes in the FIFO drops below the 
programmed threshold.) 


2, The ST-NIC generates 56 bits of peampiene followed by an 
. 8-bit synch pattern:: 


3. Data transferred from FIFO to serializer. 


4. If CRC = 1in TCR, the CRC is not calculated by ST-NIC, 
and the last byte transmitted is the last byte from the 
FIFO (Allows software CRC to be appended). If CRC = 
0, ST-NIC calculates and appends four bytes of CRC. 


5. At end of Transmission PTX bit set in ISR. 
Receiver Actions 
1, Wait for synch, all preamble stripped. 


2. Store packet in FIFO, increment receive ee count for 
each incoming byte. 


3. If CRC = 1 in TRC, receiver checks incoming packet for 
CRC errors. If CRC = 0 in TCR, receiver does not check 
CRC.errors, CRC error bit always set in RSR (for address 
matching packets). 


4. At the end of receive, the receive byte count is written 
into the FIFO, and the receive status register is updated. 
The PRX bit is typically set in the RSR even if the address 
does not match. lf CRC errors are forced, the packet 
must match the address filters in order for the CRC error 
‘bit j in the RSR to be set. 

EXAMPLES . 

The following examples show what results can be expected 

from a properly operating ST-NIC during loopback. The re- 

strictions and results of each type of loopback are listed for 
reference. The loopback tests are divided into two sets of 


tests. One to verify the data path; CRC generation and byte 
count through all three paths. The second set of tests uses 
internal loopback to verify the receiver’s CRC checking and 
address recognition. For all of the tests the DCR was pro- 
grammed to 40H. 


-——Path__|ren/rcR} Tsk | ASR | SA | 


ST-NIC Internal 
ree 1) Roc 2) ies 3) 


Note 1: Since carrier sense and collision detect are generated in the EN- 
DEC module, they are blocked during NIC loopback. Carrier and CD 
heartbeat are not seen and the CRS and CDH bits are set. 

: CRC errors are always indicated by the receiver if CRC is appended 
by the transmitter. 

: Only the PTX bit in the ISR is set, the PRX bit is only set if status is 
written to memory. In loopback this action does not occur and the 
PRX bit remains 0 for all loopback modes. 


Note 4: All values are hex. 
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Note 1: CDH is set, CRS is not set since it is generated me the external 
: encoder/decoder. . : ; 


ran [reno ar TSR ce 


a External 
Bac 1) acs 2) 


Note 1: CDH and CRS should not be set. The TSR however, could aiso 
Contain 01H, 03H, 07H and a variety of other values depending on 
whether collisions were encountered or the packet was deferred... 


: The ISR will contain 08H if Packet i is not transmittable. 


: During external loopback the ST-NIC is now exposed to network 
traffic. It is therefore possible for the contents of both the Receive 
portion of the FIFO and the RSR to be corrupted by any other 
packet on the network. Thus in a live network the contents of the 
FIFO and RSR should not be depended on. The ST-NIC will still 
abide by the standard CSMA/CD protocol in external loopback 
mode. (i.e., The network will not be disturbed by the loopback pack- 
et.) 


Note 4 “All values are hex. 


CRC AND ADDRESS RECOGNITION 


The next three tests exercise the address recognition logic 
and CRC. These tests should be performed using ‘internal 
loopback only so that the ST-NIC is isolated from interfer- 
ence from the network. These tests also require the capabil- 
ity to generate CRC in software. 

The address recognition logic cannot be directly jested: The 
CRC and FAE.bits in the RSR are only set if the address in 
the packet matches the address filters. If errors are expect- 
ed to be set and they are not set, the packet has been 
rejected on the basis of an address mismatch. The following 
sequence of packets will test the address recognition logic. 
The DCR should be set to 40H and the TCR should be set 
03H with a software generated GRC. | 


.’ Packet Contents “| seein | 
accel ame oa 


Matching . _ 01 (Note 1) . 
Matching 02 (Note 2) 
‘Non-Matching 01 


Note 1: Status will read 21H if multicast address used. 
Note 2: Status will read 22H if multicast address used. 


Note 3: In test A, the RSR is set up. In test B the address is found to match 
since the CRC is flagged as bad. Test C proves that the address 
recognition logic can distinguish a bad address and does not notify 
the RSR of the bad CRC. The receiving CRC is proven to work in 
test A and test B. 


Note 4: All values are hex. 


NETWORK MANAGEMENT FUNCTIONS 


Network management capabilities are required for mainte- 
nance and planning of a local area network. The ST-NIC 
supports the minimum requirement for network manage- 
ment in hardware, the remaining requirements can be met 
with software counts. There are three events that software 
alone can not track during reception of packets: CRC errors, 
Frame Alignment errors, and missed packets. 





12.0 Loopback Diagnostics (Continued) 


Since errored packets can be rejected, the status associat- 
ed with these packets is lost unless the CPU can access the 
Receive Status Register before the next packer arrives. In 
situations where another packet arrives very quickly, the 
CPU may have no opportunity to do this. The ST-NIC counts 
the number of packets with CRC errors and Frame Align- 
ment errors. 8-Bit counters have been selected to reduce 
overhead. The counters will generate interrupts whenever 
their MSBs are set so that a software routine can accumu- 
late the network statistics and reset the counter before 
overflow occurs. The counters are sticky so that when they 
reach a count of 192 (COH) counting is halted. An additional 


counter is provided to count the number of packets the ST- . 


NIC misses due to buffer overflow or being offline. 
The structure of the counters is shown below: 


FRAME ALIGNMENT ERRORS COUNTER 
CRC ERRORS COUNTER nae 





MISSED PACKETS COUNTER ; 


Additional information required for network management is 
available in the. Receive and Transmit Status Registers. 
Transmit status is available after each transmission for infor- 
mation regarding events during transmission. 
Typically, the following statistics might be gathered in soft- 
ware: 
Traffic: Frames Sent OK 

Frames Received OK 

Multicast Frames Received 

Packets Lost Due to Lack of Resources 

Retries/Packet 


CRC Errors 

Alignment Errors 
Excessive Collisions 
Packet with Length Errors 
Heartbeat Failure 


MSB . 
MSB => INTERRUPT 
MSB 


TL/F/11157-20 
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13.0 Bus Arbitration and Timing 
The ST-NIC operates in three possible modes: 

« BUS MASTER (WHILE PERFORMING DMA) 

¢ BUS SLAVE (WHILE BEING ACCESSED BY CPU) 


* IDLE 


BUS SLAVE 
_ (ACCESSED 
AS 


PERIPHERAL) STOP 4 
INT ERROR 


COMPLETE 


BUS MASTER 
(PERFORMS 
DMA) 


Upon power-up the ST-NIC is in an indeterminate state. Af- 
ter receiving a hardware reset the ST-NIC is a bus slave in 
the Reset State, the receiver and transmitter are both dis- 
abled in this state. The reset state can be re-entered under 
three conditions, soft reset (Stop Command), hard reset 
(RESET input) or an error that shuts down the receiver of 
transmitter (FIFO underflow or overflow). After initialization 
of registers, the ST-NIC is issued a Start command and the 
ST-NIC enters Idle state. Until the DMA is required the 
ST-NIC remains in idle state. The idle state is exited by a 
request from the FIFO on the case of receiver or transmit, or 
from the Remote DMA in the case of Remote DMA 


RESET PIN ASSERTED 
FOR 8 BSCK AND 16 X1 


_ CLOCKS 
(EITHER SIMULTANEOUSLY . 
OR SEQUENTIALLY) 


START 


LOCAL & REMOTE 


BURST COMPLETE 
+ EMPTY + FILL 
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operation. After acquiring the bus in a BREQ/BACK hand- 
shake the Remote or Local DMA transfer is completed and 
the ST-NIC re-enters the idle state. 


DMA TRANSFERS TIMING 


The DMA can be programmed for the following types of 
transfers: 

16-Bit Address, 8-bit Data Transfer 

16-Bit Address, 16-bit Data Transfer 

32-Bit Address, 8-bit Data Transfer 

32-Bit Address, 16-bit Data Transfer 
All DMA transfers use BSCK for timing. 16-Bit Address 
modes require 4 BSCK cycles as shown below: 


16-Bit Address, 8-Bit Data 


| 


| T3 | T4 | 


100-7 


ADSO 


MWR,MRD \ / 


TL/F/11157-22 
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-16-Bit Address, 16-Bit Data 
as = 12 | - TS | 7) | 


BSCK | | me! rae | aaa | 


c06E8d0 


108-15 


TL/F/11157-23 
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32-Bit Address, 16-Bit Data 
T=14 af | 12 


_ BSCK 


ADSI 


ADSO 
MWR, MRD 


TL/F/11157=25 
Note: In 32-bit address mode, ADS1 at TRI-STATE after the first T1-T4 states: thus, a 4.7k pull-down resistor is required for 32-bit address. 
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13.0 Bus Arbitration and Timing (Continued) 


When in 32-bit mode four additional BSCK cycles are re- 
quired per burst. The first bus cycle (T1’-T4’) of each burst 
is used to output the upper 16-bit addresses. This 16-bit 
address is programmed in RSARO and RSAR1 and points to 
a 64k page of system memory. All transmitted or received 
packets are constrained to reside within this 64k page. 


FIFO BURST CONTROL 

All Local DMA transfer are burst transfers, once the DMA 
requests the bus and the bus is acknowledged, the DMA will 
transfer an exact burst of bytes programmed in the Data 
Configuration Register (DCR) then relinquish the bus. If 
there are remaining bytes in the FIFO the next burst will not 
be initiated until the FIFO threshold is exceeded. If desired 


_the DMA can empty/fill the FIFO when it acquires the bus. If 


BACK is removed during the transfer, the burst transfer will 


_ be aborted. (DROPPING BACK DURING A DMA CYCLE IS 


NOT RECOMMENDED.) 


BREQ / \ 


BACK / SS Ee ee oN 


ADO=15 C worot YX WORD? sve» XK WORDN 
— “ONE BURST: 


where N = 1, 2, 4, or 6 Words or N = 2, 4, 8, or 12 Bytes when in byte mode. 


INTERLEAVED LOCAL OPERATION 


If a remote DMA transfer is initiated or in progress when a 
packet is being received or transmitted, the Remote DMA 
transfer will be interrupted for higher priority Local DMA 


BREQ 


BACK 


ADO=15 


Note that if the FIFO requires service while a remote DMA is 
in progress, BREQ is not dropped and the Local DMA burst 
is appended to the Remote Transfer. When switching from 
a local transfer to a remote transfer, however, BREQ is 
dropped and raised again. This allows the CPU or other. 
devices to fairly contend for the bus. 


FIFO AND BUS OPERATIONS 


Overview 


To accommodate the different rates at which data comes 
from (or goes to) the network and goes to (or comes from) 
the system memory, the ST-NIC contains a 16-byte FIFO for 
buffering data between the bus and the media. The FIFO 
threshold is programmable, allowing filling (or emptying) the 
FIFO at different rates. When the FIFO has filled to its pro- 
grammed threshold, the local DMA channel transfers these 
bytes (or words) into local memory. It is crucial that the local 
DMA is given access to the bus within a minimum bus laten- 
cy time; otherwise a FIFO underrun (or overrun) occurs. 


To understand FIFO underruns or overruns, there are two 
causes which produce this condition— 7 
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transfers. When the Local DMA transfer is completed the 
Remote DMA will rearbitrate for the bus and continue its 
transfers. This is illustrated below: 


REMOTE LOCAL BURST 


TL/F/11157-27 


. the bus latency is so long that the FIFO has filled (or 
emptied) from the network before the local DMA has 
serviced the FIFO. 


. the bus latency or bus data rate has slowed the through- 

- put of the local DMA to a point where it is slower than the 
network data rate (10 Mb/s). This second condition is 
also dependent upon DMA clock and word width (byte 
wide or word wide). 


- The worst case condition ultimately limits the overall bus 


latency which the ST-NIC can tolerate. 


FIFO Underrun and Transmit Enable 


During transmission, if a FIFO underrun occurs, the Trans- 
mit enable (TXE) output may remain high (active). Generally, 
this will cause a very large packet to be transmitted onto the 
network. The jabber feature of the transceiver will terminate 
the transmission, and reset TXE. 


. To prevent this problem, a properly designed system will not 


allow FIFO underruns by giving the ST-NIC a bus acknowl- 
edge within time shown in the maximum bus latency curves 
shown and described later. . 


FIFO at the Beginning of Receive 


At the beginning of reception, the ST-NIC stores entire Ad- 
dress field of each incoming packet in the FIFO to deter- 
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mine whether the packet matches its Physical Address Reg- 
isters or maps to one of its Multicast Registers. This causes 
the FIFO to accumulate 8 bytes. Furthermore, there are 
some synchronization delays in the OMA PLA. Thus, the 
actual time that BREQ is asserted from the time the Start of 
Frame Delimiter (SFD) is detected is 7.8 js. This operation 
affects the bus latencies at 2- and 4-byte thresholds during 
the first receive BREQ since the FIFO must be filled to 8 
bytes (or 4 words) before issuing a BREQ. 


FIFO Operation at the End of Receive 


When Carrier Sense goes low, the ST-NIC enters its end of 
packet processing sequence, emptying its FIFO and writing 
the status information at the beginning of the packet, Figure 
$. The ST-NIC holds onto the bus for the entire sequence. 
The longest time BREQ may be extended occurs when a 
packet ends just as the ST-NIC performs its last FIFO burst. 
The ST-NIC, in this case, performs a programmed burst 
transfer followed by flushing.the remaining bytes in the 
FIFO, and completes by writing the header information to 
memory. The following steps occur. during this.sequence. 


. ST-NIC issues BREQ because the FIFO threshold has 
been reached 


. During the burst, packet ends, resulting in BREQ extend- 
ed. , 


. ST-NIC flushes remaining bytes from FIFO 


. ST-NIC performs internal processing to prepare for writ- 
ing the header. 


. ST-NIC writes 4-byte (2-word) header 
. ST-NIC deasserts BREQ 


End of Packet Processing (EOPP) times for 10 MHz and 
20 MHz have been tabulated in the table below. 


| Mode | Threshold | BusClock | EOPP | 


2 Bytes 
4 Bytes 
8 Bytes 





End of Packet Processing Times for Various FIFO 
Thresholds, Bus Clocks and Transfer Modes 


Threshold Detection (Bus Latency) 


To assure that no overwriting of data in the FIFO occurs, the 
FIFO logic flags a FIFO overrun as the 13th byte is written 
into the FIFO, effectively shortening the FIFO to 13 bytes. 
The FIFO logic also operates differently in Byte Mode and in 
Word Mode. In Byte Mode, a threshold is indicated when 
the n+1 byte has entered the FIFO; thus, with an 8-byte 
threshold, the ST-NIC issues Bus Request (BREQ) when 
the 9th byte has entered the FIFO. For Word Mode, BREQ 


is not generated until the n+ 2 bytes have entered the FIFO. 
Thus, with a 4-word threshold (equivalent to 8-byte thresh- 
old), BREQ is issued when the 10th byte has entered the 
FIFO. The two graphs, following, indicate the maximum al- 
lowable bus latency for Word and Byte transfer modes. 


End of Packet Processing 


BREQ : / \ 


Burst Length 


1-45 


Empty FIFO 


Internal Processing 


to issue Status 
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13.0 Bus Arbitration and nng (Continued). ; ; 
ee = is the scograninied FIFO threshold. The next BREQ is not 


The FIFO at the Beginning of Transmit 

Before transmitting, the ST-NIC performs a prefetch from issued until after the. ST-NIC actually begins transmitting 

memory to load the FIFO. The number of bytes prefetched data, i.e., after SFD. The Mano Prefetch diagrarn illus- 
: hes cits ; trates this process. 


Transmit Prefetch Timing 


Tolrated Bus Latency = [(No. of Bytes Stored in. FIFO) x 800]- 400 ns 
- or-(12. Bytes ~ FIFO Threshold) 


- whichever is less 


Burst Length — Burst Length 
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Maximum Bus Latency for Byte Mode Maximum Bus Latency for Word Mode 


WAAC word threshold 


fae 
AWS 


oC NNN 
BIN \S N i 
[me 


AS 
BAN 


Wee Z beth wet Te 2 N \ Bale : os 
aoe 15 


DMA Clock feet a ni ra DMA Clock (MHz) 
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13.0 Bus Arbitration and Timing (Continued) 


REMOTE DMA-BIDIRECTIONAL PORT CONTROL 


The Remote DMA transfers data between the local buffer 
memory and a bidirectional port (memory to I/O transfer). 
This transfer is arbited on a byte by byte basis versus the 
burst transfer used for Local DMA transfers. This bidirec- 
tional port is also read/written by the host. All transfers 
through this port are asynchronous. At any one time trans- 
fers are limited to one direction, either from the port to local 
buffer memory (Remote Write) or from local buffer memory 
to the port (Remote Read). 


Bus Handshake Signals for Remote DMA Transfers 


BIDIRECTIONAL PORT DMA SIGNALS 
SNIC SIGNALS 


WACK 
PRD 


RACK 


2 0 ee l’),.°) 
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REMOTE READ TIMING 


1. The DMA reads byte/word from local buffer memory and 
writes byte/word into latch, increments the DMA address 
and decrements the byte count (RBCRO, 1). 

2. A Request Line (PRQ) is asserted to inform the system 
that a byte is available. 

3. The system reads the port, the read strobe (RACK) is 
used as an acknowledge by the Remote DMA and it goes 
back to step 1. 

Steps 1~3 are repeated until the remote DMA is complete. 

Note that in order for the Remote DMA to transfer a byte 

from memory to the latch, it must arbitrate access to the 

local bus via a BREQ, BACK handshake. After each byte or 
word is transferred to the latch, BREQ is dropped. If a Local 

DMA is in progress, the Remote DMA is held off until! the 

local DMA is complete. 


BREQ / \ . 
BACK / \ 


BYTES WRITTEN 
TO LATCH 


WAIT FOR 
HOST BY HOST 


ee 


BYTE READ 


—_—_—_ 
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13.0 Bus Arbitration and ee (Continued) _ 


REMOTE WRITE TIMING 


A Remote Write operation transfers data from the |/O port 
to the local buffer RAM. The ST-NIC initiates a transfer by 
requesting a byte/word via the PRQ. The system transfers a 
byte-word to the latch via Tow. This write strobe is detected 
by the ST-NIC and PRQ is removed. By removing the PRQ, 
the Remote DMA holds off further transfers into the latch 
until the current byte/word has been transferred-from the 
latch, PRQ is reasserted and the next transfer can-begin. 


* Pra nee 


WACK 


BYTE WRITTEN 
————__ T0 LATCH BY 
SYSTEM 


cae 


REMOTE DMA WRITE SPECIAL 
CONSIDERATIONS : 


Setting PRQ Using the Remote Read 
Under certain conditions the ST-NIC bus state machine may 


issue MWR and PRD. before PRQ for the first DMA transfer. . 


of a Remote Write Command. If this occurs this could cause 
data corruption, or cause the remote DMA count.to be dif- 
ferent from the main CPU count causing the system to “lock 
up”. 


——- | _~——— BY REMOTE DMA AND 


1. ST-NIC asserts PRO. System writes byte/word into latch. 
ST-NIC removes PRQ. 


2, Remote DMA reads contents of port and ‘writes byial 
word to local buffer memory, increments address and 
decrements byte count (RBCRO, Abs 


3. Go back to step 1. 


Steps 1-3 are iopeatod until the femote DIMA, is com- 
ee 


BYTE READ FROM LATCH 


—_—_—_—P 
WRITTEN TO LOCAL 


BUFFER MEMORY |. 
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the master read cycle is performed safely, elimingting the 


__ possibility of data corruption. 


To prevent this condition when implementing a Remote... 


DMA Write, the Remote DMA Write command should first 
be preceded by a Remote DMA Read command to insure 
that the PRQ signal is asserted before the ST-NIC starts its 


port read cycle. The reason for this is that the state machine” ~ 


that asserts PRQ runs independently of the state machine 
that controls the DMA signals. The DMA machine assumes 
that PRQ is asserted, but actually may not be. To remedy 
this situation, a single Remote Read cycle should be insert- 
ed before the actual DMA Write Command is given. This will 


ensure that PRQ is asserted when the Remote DMA Write is - 
subsequently executed. This single Remote Read cycle is 


called a “dummy Remote Read”. In order for the dummy 
Remote Read cycle to operate correctly, the Start Address 
should be programmed to a known, safe location in the buff- 
er memory space, and the Remote Byte count should be 
programmed to a value greater than 1. This will ensure that 


Remote Write with High Speed Buses 

When implementing the Remote DMA Write solution with 
high speed buses and CPU’s, timing may cause the system 
to hang. Therefore additional considerations are required. 


‘ Aproblem occurs when the system can execute the dummy 


Remote Read and then start the Remote Write before the 
ST-NIC has had a chance to execute the Remote Read. If 
this happens the. PRQ signal will not get set, and the Re- 
mote Byte Count and Remote Start Address for the Remote 
Write operation could be corrupted. This is shown by the 
hatched waveforms in the following timing diagram. The ex- 
ecution of the Remote Read can be delayed by the local 
DMA operations (particularly during end-of-packet process- 
ing). 


“ To ensure the dummy Remote Read does execute, a delay 
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must be inserted between writing the Remote Read Com- 
mand, and starting to write the Remote Write Start Address. 
(This time is designated in the next figure by the delay ar- 
rows.) The recommended method to avoid this problem is 
after the Remote Read command is given, to poll both bytes 
of the Current Remote DMA Address Registers. When the 
address has incremented PRQ has been set. Software 
should recognize this and then start the Remote Write. 





13.0 Bus Arbitration and Timing (continued) 


An additional caution for high speed systems is that the . Read the Current Remote DMA Address (CRDA) (both 
polling must follow guidelines specified in the Time Between . bytes)... - 1 nets 
Chip Selects section. That is, there must be at least 4 bus . Compare to previous CRDA value if different go to 6. 
clocks between chip selects. (For example when BSCK = ~ 

20 MHz, then this time should be 200 ns). 


The general flow for executing a Remote Write is: - 


. Delay and jump to 3. 


. Set up for the Remote Write command, by setting the 
Remote Byte Count and the Remote Start Address (note 


1. Set Remote Byte Count to a value > 1 and Remote Start that if the Remote Byte count in step 1 can be set to the 
Address to unused RAM (one location before the trans- transmit byte count plus one, and the Remote Start Ad- 
mit start address is usually a safe location). . dress to one less, these will now be incremented to the 

. Issue the “dummy” Remote Read command. - ‘correct values.) - 


. Issue the Remote Write command. 


DMA Read Start Address _ Byte Count Write 
SOLAN TALS 
Delay 
—S el aaa ee 
MRD . we ¢ r . . 


Remote read not executed before 


| se Sle 


Note: The dashed lines indicate incorrect timing as described in text. 
Timing Diagram for Dummy Remote Read 


Dummy | Remote Write | Remote Write | Remote | 
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13.0 Bus Arbitration and Timing (continueg) 


SLAVE MODE TIMING ~~ 


When GS is low, the ST-NIC becomes a bus slave. The CPU 
can then read or write any internal registers. All register 
accesses are byte wide. The timing for register access is 
shown below. The host CPU accesses internal registers 
with four address lines, RAO-RA3, SRD and SWR strobes. 


ADSO is used to latch the address when interfacing to a 
multiplexed, address data bus. Since the ST-NIC may be a 
local bus master when the host CPU attempts to read or 
write to the controller, an ACK line is used to hold off the 
CPU until the ST-NIC leaves master mode. Some number of 
BSCK cycles is also required to allow the ST-NIC to syn- 
chronize to the read or write cycles, — 


Write to Register 


RAO=RA3 


ADSO / \ 
ACK : 


Read from Register 
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ADSO / \ | | 

ADO-AD? 
a ey aaa 
a aii a An es 


TIME BETWEEN CHIP SELECTS 

The ST-NIC requires that successive chip selects be no 
closer than 4 bus clocks (BSCK) together. If the condition is 
violated, the ST-NIC may glitch ACK. CPUs that operate 
from pipelined instructions (i.e., 386) or have a cache (i.e., 
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486) can execute consecutive I/O cycles very quickly. The 
solution is to delay the execution of consecutive I/O cycles 
by either breaking the pipeline or forcing the CPU to access 
outside its cache. 


Time between Chip Selects 


cs >4 BSCK 
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14.0 Preliminary Electrical Characteristics 


Absolute Maximum Ratings 


If Military/Aerospace specifled devices are required, 
please contact the National Semiconductor Sales 
Office/Distributors for availability and specifications. 


Supply Voltage (Vcc) 

DC Input Voltage (Vin) 

DC Output Voltage (Vout) 

Storage Temperature Range (TstaG) 
Power Dissipation (PD) , 
Lead Temp. (TL) (Soldering, 10 sec.) 
ESD Rating (Rzap = 1.5k, Czap = 120 pF) 
Clamp Diode Current 


—0.5V to Voc + 0.5V 
—0.5V to Vcc + 0.5V 
-65°C to + 150°C 
800 mW 
260°C 
1.5 kV 
+20 mA 


—0.5V to.+7.0V . 


Note: Absolute Maximum ratings are those values beyond 
which the safety of the device cannot be guaranteed. They 
are not meant to imply that the device should be operated at 
these limits. 


Note: A// specifications in this datasheet are valid only if the 
mandatory isolation is employed and all differential signals 


- are taken to exist at the AU/ or TP! side of the isolation. 


Preliminary DC Specifications Ta = 0°C to 70°C, Vcc = 5V +5%, unless otherwise specified. 


Symbol Parameter 


Minimum High Level Output Voltage 
(Notes 1, 4) 


Minimum Low Level Output Voltage 
(Notes 1, 4) 


Minimum High Level Input Voltage (Note 2) 


VoH 


Minimum High Level Input Voltage 
For RACK WACK (Note 2) 


Maximum Low Level Input Voltage (Note 2) 


Maximum Low Level Input Voltage 
For RACK, WACK (Note 2) 


Good Link Output Voltage ; 
Input Current 


Minimum TRI-STATE 
Output Leakage Current (Note 5) 


Average Supply Current 


(Note 3) 





lon = —20 pA 
lon = —2.0mA 


lo. = 20 pA 
lo = 2.0mA 


ae ae 


lo. = 16mA | 
Vi = Voc or GND 


Vout = Vcc or GND 
X 


lout = 0 pA 
VIN = Voc or GND 


Voc —0.1 
3.5 


tl a 
1 aay ho 
oO 


—10 


1 = 20 MHz Clock 


Note 1: These levels are tested dynamically using a limited amount of functional test patterns, please refer to AC test load. 


Note 2: Limited functional test patterns are performed at these input levels. The majority of functional tests are performed at levels of OV and 3V. 
Note 3: This is measured with a 0.1 .F bypass capacitor between Voc and GND. 


Note 4: The low drive CMOS compatible Voy and Voy limits are not tested directly. Detailed device characterization validates that this specification can be 
guaranteed by testing the high drive TTL compatible Vo, and Voy specification. 


Note 5: RAO-RA3, PRD, WACK, BREQ and INT pins are used as outputs in test mode and as a result are tested as if they are TRI-STATE input/outputs. For these 


Pins the input leakage specification its Ioz. 
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14.0 Preliminary Electrical Characteristics (Continued) 
Preliminary DC Specifications Ta = 0°C to 70°C, Voc = 5V +5%, unless otherwise specified. (Continued) 


symbol | Parameter | Conaitions, =| min | Max | Units 


AUI INTERFACE PINS (TX+, RX+, and CD+) ; 


Diff. Output Voltage (TX+) 780 Termination, and 2702 ae i 


Diff. Output Voltage Imbalance (TX +) 780, Termination, and 2700 
(Note 1) from Each to GND 


Undershoot Voltage (TX +) (Note 1) 782. Termination, and 270 Se 
Diff. Squelch Threshold ~175 
(RX+ and CD +) (Note 1) 
Diff. Input Common Mode Voltage 5.25 
(RX+ and CD+) (Note 1) = . 
OSCILLATOR PINS (X1 AND X2) 

X1 Input High Voltage X1 is Connected to an Oscillator 

‘| and GND/X2 is Grounded 
X1 Input Low Voltage X1 is Connected to an Oscillator 

and GND/X2 is Grounded 


Typical: 40 mV 


X1 Input Current. GND/X2 is Grounded 
Vin = Voc or GND 


TWISTED PAIR INTERFACE PINS (TXO+, TXOd+, and RXI+) 
TXOd+, TXO+ Low Level lo. = 25 mA 45 
Output Resistance 
TXOd+, TXO+ High Level loy = 25mA 
Output Resistance 
Receive Threshold : 
+ 
Turn-On Voltage i 


Turn-Off Voltage (Note 1) ~ 





Differential Mode Input Voc = 5.0V 34 
Voltage Range (Note 1) ; 


Note 1: This parameter is guaranteed by design and is not tested. 
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15.0 Switching Characteristics ac specs Dps3902 Note: All Timing is Preliminary 


Register Read (Latched Using ADSO) 


TL/F/11157-33 


Symbol Parameter Units 


rss Register Select Setup to ADSO Low ns 
rsh Register Select Hold from ADSO Low 
aswi Address Strobe Width In 

ackdv Acknowledge Low to Data Valid - 

rdz ; Read Strobe to Data TRI-STATE (Note 3) 
rackl Read Strobe to ACK Low (Notes 1,2) | 
rackh Read Strobe to ACK High 


rsrsl Register Select to Slave Read Low, 
Latched RSO-3 


Note 1: ACK is not generated unti! CS and SRD are low and the ST-NIC has synchronized to the register access. The ST-NIC will insert an integral number of Bus 
Clock cycles until it is synchronized. In Dual Bus systems additional cycles will be used for a local or remote DMA to complete. Wait states must be issued to the 
CPU until ACK is asserted low. 


Note 2: CS may be asserted before or after SRD. If CS is asserted after SRD, rackl is referenced from falling edge of CS. CS can be de-asserted concurrently with 
SRD or after SRD is de-asserted. 

Note 3: These limits include the RC delay inherent in our test method. These signals typically turn off within 15 ns, enabling other devices to drive these lines with 
no contention. 


ns 


an 


ns 
ns 
ns 
n*bcyc + 30 ns 


ns 


ns 


(o) 
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15.0 Switching Characteristics ac Specs DP83902 Note: All Timing is Preliminary (Continued) 


Register Read (Non-Latched, ADSO = 1) 


rsrh 


NNN _f77 
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Parameter 


Register Select to Read Setup 
(Notes 1, 3) 


Register Select Hold from Read 


Read Strobe to Data TRI-STATE (Note 2) 
Read Strobe to ACK Low (Note 3) n ; 


Read Strobe to ACK High 


*bcyc + 30 





7 awe 


A 
-ACK Low to Valid Data lean gs a 


Note 1: rsrs includes flow-through time of latch. Jess 
Note 2: These limits include the RC delay inherent in our test method. These signals typically turn off within 15 ns enabling other devices to drive these lines with 
no contention. ; os : 


Note 3: CS may be asserted before of after RAO-3, and SRD, since address decode begins when ACK is asserted. If CS is asserted after RAO-3, and SAD, rackl 
is referenced from falling edge of CS. i, af : 
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Register Write (Latched Using ADSO) 


RAO=RAS ae 


rss—— rsh 


ADSO 
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was 


rwdh Register Write Data Hold 


ns 
ns 
ns 
ns — 
ns 
ns 
ns 
n*bcyc + 30 ns 


wackh Write Strobe High to ACK High 
wackl Write Low to ACK Low (Notes 1, 2) 
rswsl Register Select to Write Strobe Low 


Note 1: ACK is not generated until CS and SWR are low and the ST-NIC has synchronized to the register access. In Dual Bus Systems additional cycles will be 
used for a local DMA or Remote DMA to complete. 


Note 2: CS may be asserted before or after SWR. If CS is asserted after SWR, wackl is referenced from falling edge of CS. 


ns 


ww Write Strobe Width from ACK | 50 
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15.0 Switching Characteristics ac Specs DPs3902 Note: All Timing is Preliminary (Continued) 


Register Write (Non-Latched, ADSO = 1) 


. » rswh 


ADO-7 


symbol | Parameter | in =| Max 
rows___|__—Register SelecttoWrite Setup (Note) | 18 | 
rswn____|__—RegisterSelectHoldiromwrite | | 
rds | __—RegisterWriteDatasewp | af 


wah | RegisterWriteDataHold | at | 
wack | __WriteLowtoACKLow(Notea) || ntboyo + 90 
wackh |__WriteHightoACKHigh | | 8 
ww | WritewidtniromacR | 8 


Note 1: Assumes ADSO is high when RAO-3 changing. . 


TL/F/11157-36 


Units 
ns 
ns 
ns 
ns 
ns 
ns 


ns 


Note 2: ACK is not generated until CS and SWR are low and the ST-NIC has synchronized to the register access. In Dual Bus systems additional cycles will be 


used for a local DMA or remote DMA to complete. ; . 
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DMA Control, Bus Arbitration 


14 ™ 14 T1 Tm 13 4 °'T1 T 813 


11 T2 T3 T4 T1 T2 T3 14 11 T2 
ry 

fa aE pS 

BACK é 

ti Wa as Gan ee 


ADO-15 bain A ix Ca 


MWR, MRD ¥ @eaenee 


FIRST TRANSFER FIRST TRANSFER 
IF BACK SEEN ON IF BACK NOT GIVEN 


FIRST T1 ON FIRST TI 


a TT 
[bus Gvekio Bus Roqesttighiortecaiowa | _——~(| so 
[Bus ecko Bus RoqesttighorRomoieoNA [it as 
[BusRequostlowitomBuscck | do 
[retnowiedge Seupto Bus Gio eey «| a 
[Bus cockinconscieratio ———SSSCdSSSi 
[Bus ockie ConviRecaseowseg | «dt 


Note 1: BACK must be setup before T1 after BREQ is asserted. Missed setup will slip the beginning of the DMA by four bus clocks. The Bus Latency will influence 
the allowable FIFO threshold. ys bal 2s (ss 
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Note 2: During remote DMA transfers only, a single bus transfer is performed. During local DMA operations burst mode transfers are performed. 


Note 3: These limits include the RC delay inherent in our test method. These signals typically turn off within 15 ns enabling other devices to drive these lines with 
no contention. : 





1-57 


DP83902 


15.0 Switching Characteristics Ac specs pps3902 Note: All Timing is Preliminary (Continued) 


DMA Address Generation 
11 
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Symbol Parameter 

bcyc Bus Clock Cycle Time (Note 2) 
beh Bus Clock High Time . 

bel Bus Clock Low Time 

bcash Bus Clock to Address Strobe High 
beasl Bus Clock to Address Strobe Low 
aswo Address Strobe Width Out 

beadv Bus Clock to Address Valid 

bcadz ‘ .- Bus Clock to Address TRI-STATE (Note 3) 
ads Address Setup to ADSO/1 Low 
adh ‘-- Address Hold from ADSO/1 Low 


Note 1: Cycles T1’, T1’, T3’ < T4’ are only issued for the first transfer in a burst 32-bit mode has been selected. 
Note 2: The rate of bus clock must be high enough to support transfers to/from the FIFO at a rate greater than the serial network transfers from/to the FIFO. 


Note 3: These limits include the RC delay inherent in our test method. These signals typically turn off within 15 ns, enabling other devices to drive these lines with 
no contention. 


= 
on 


ns 


ns 


ns. 


aw 
& 


ns 


PS 
A 


ns 


ns 


hb 
a 


ns 
ns 


ns 


ns 
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15.0 Switching Characteristics ac specs DPs3902 Note: All Timing is Preliminary (Continued) 
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DMA Memory Read 


T2 T3 


drw 
asds 
MRD 
_ds 


dh 
(8,16 BIT NODE) ean TIT TELIEE "07 _Y7777 


am a 


AD8=15, 
(8 BIT MODE) ee eee 


dsada 


, fl 
(t¢ err Mone} (#5 _ Y/R Cm YZ 
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symbol | Parameter | min | Max | Units 
bor | BusClocktoReadStobetow | || 
bern | BusClocktoReadStrobeHigh | | 

ds | DataSetuptoReadStrobeHigh | 2 | 

dh | DalaHoldtromRead Strobe high | 

drw DMA Read Strobe Width Out = 


Nemo Ce High to Address TRISTATE | “beh +a 
asds_ |. Address StrobetoDataStobe | |b + 1 
dsada 

avrh 


Note 1: During a burst A8-A15 are not TRI-STATE if byte wide transfers are selected. On the last transfer A8-A15 are TRI-STATE as shown above. 


Note 2: These limits include the RC delay inherent in our test method. These signals typically turn off within bch + 15 ns, enabling other devices to drive these 
lines with no contention. 
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15.0 Switching Characteristics ac Specs DP83902 Note: All Timing is Preliminary (Continued) 


DMA Memory Write 
T3 


BSCK 
ADSO 


MWR 
aswd wds ——>|_wdh 


| 7 ial , 
(8, 16 BIT MODE) er XLLT TA a (_ wt Y7777 


a 
; AD8=15 
(8 BIT. MODE) SEs AB~15 


<-——— wds 


a | ilgiepees had 
(16 BiT NODE) (wets ___X/777K ona (00-015) (_we5 Y//// 
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| Parameter | in S| Mex 
| BusClocktowriteStobeLow | | 
| BusClocktowriteStrobeHign | | 
| DataSetuptoMWAHigh | tbc 30 | 


Data Hold from MWR Low a 
Write Strobe to Address TRI-STATE (Notes 1, 2) 





Address Strobe to Data Strobe Ne ete ee bel.+ 10 


Address Strobe to Write Data Valid bel'+ 30 


Note 1: When using byte mode transfers A8-A15 are only TRI-STATE on the last transfer, waz timing is only valid for last transfer in a burst. 


Note 2: These limits include the RC delay inherent in our test method. These signals typically turn off within bch + 15 ns, enabling other devices to drive these 
lines with no contention. ~ ; : ai 
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15.0 Switching Characteristics ac specs pP83902 Note: All Timing is Preliminary (Continued). 


Wait State Insertion 


12 


T3 Tw 
WS ewr 
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| Parameter | Min S| Max 
External Wait Setup to T3 OClock (Note 1) a a eee 


External Wait Release Time (Note 1) 


Note 1: The addition of wait states affects the count of deserialized bytes and is limited to a number of bus clock cycles depending on the bus clock and network 
rates. The allowable wait states are found in the table below. (Assumes 10 Mbit/sec data rate.) 


# of Wait States 
Byte Transfer Word Transfer 


2 


ea ian (a Ea 


Table assumes 10 MHz network clock. 


~ tbsck 
. The number of allowable wait states in word mode can be 


The number of allowable wait states in byte mode can be 
calculated using: 


8 tnw ) 


#W (byte mode) = (=. ae 


= Number of Wait States 
Network Clock Period 
= BSCK Period 


#W 
tnw 


- calculated using: 
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5 tnw ) 


#W word mode) = (; tbsck 
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15.0 Switching Characteristics Ac specs pPs3902 Note: All Timing is Preliminary (Continued) ” 


Remote DMA (Read, Send Command) 
| T2 | T3 | 4 


BSCK 


| Parameter | in | Max 
J BusGiocktoPortwriteLow | 
| 


Port Request Low from Read Acknowledge High 


“Remote Acknowledge Read Strobe Pulse Width 


Note 1: Start of next transfer is dependent on where RACK is generated relative to BSCK and whether a local DMA is pending. 
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15.0 Switching Characteristics ac Specs DP83902 Note: All Timing is Preliminary (Continued) ' 
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Remote DMA (Read, Send Command) Recovery Time 


parameter | Min | Max 
| BusGlocktoPortwritelow | Ta 


Remote Acknowledge Read Strobe Pulse Width 


Read Acknowledge High to Next Port Write Cycle 
(Notes 2, 3, 4) : 


ee ee 
Port Request Low from Read Acknowledge High a a 
a 





Note 1: Start of next transfer is dependent on where RACK is generated relative to BSCK and whether or not a local DMA is pending. 
Note 2: This is not a measured value but guaranteed by design. : ; 

Note 3: RACK must be high for a minimum of 7 BSCK. 

Note 4: Assumes no local DMA interleave, no CS, and immediate BACK. 
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15.0 Switching Characteristics Ac specs DP83902 Note: All Timing is Preliminary (Continued) 


* | Remote DMA (Write Cycle) - 


| Parameter | in | Ma 
Bus Clock to Port Request High (Note 1) ee ee 


WACK to Port Request Low Me 


WACK Pulse Width a ae 
Bus Clock to Port Read Low (Note 2) ‘ ioe i Se. | 
Bus Clock to Port Read High ee ee 


Note 1: The first port request is issued in response to the remote write command. It is subsequently issued on T1 clock cycles following completion of remote DMA 
cycles. 


Note 2: The start of the remote DMA write following WACK is dependent on where WACK is issued relative to BSCK and whether a local DMA is pending. 
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15.0 Switching Characteristics Ac specs DPs3902 Note: All Timing is Preliminary (Continued) 


Remote DMA (Write Cycle) Recovery Time 
} wp | w fom. J wi. fo 


bprdh 


bprqh 
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Symbol Parameter Units 


| 

born ns 

woral ns 
WACK 

bpral ns 

bprdh 


wprq * -|-- Remote Write Port Request to Port 
Request Time (Notes 3, 4, 5) 


Note 1: The first port request is issued in response to the remote write command. It is subsequently issued on T1 clock cycles following completion of remote DMA 


ns 


BSCK 


wackw Pulse Width ns 


cycles... . : ' 

Note 2: The start of the remote DMA write following WACK is dependent on where WACK is issued relative to BSCK and whether a local DMA is pending. 
Note 3: Assuming wackw < 1 BSCK, and no local DMA interleave, no CS, immediate BACK, and WACK goes high before T4. 

Note 4: WACK must be high for a minimum of 7 BSCK. 

Note 5: This is not a measured value but guaranteed by design. 


Reset Timing 


BSCK 


TXC 
. rte . 
RESET ‘ 


Parameter 


Reset Pulse Width (Note 1)  BSCK Cycles or TXC Cycles 
(Note 2) 


Note 1: The RESET pulse requires that BSCK and TXC be stable. On power up, RESET should not be raised until BSCK and TXC have become stable. Several 
registers are affected by RESET. Consult the register descriptions for details. 


Note 2: The slower of BSCK or TXC clocks will determine the minimum time for the RESET signal to be low. 
If BSCK < TXC then RESET = 8 x BSCK 
If TXC < BSCK then RESET = 8 x TXC 


TL/F/11157-64 





1-65 


cO6E8dG 





DP83902 


15.0 Switching Characteristics ac Specs DP83902 Note: All Timing is Preliminary (Continued) © 


AUI Transmit Timing (End of Packet) 
| trol 


: , ; ; ; very * “TL/F/11157-46 


Parameter 





. . Transmit Output High before Idle (Half Step) . . 200 | 
Transmit Output Idle Time (Half Step) - a ood, al 


AUI/TPI Receive End of Packet Timing,” 


Rx# or RXI+ 


Rx= or RXl- \ / \ / \ : ——— 


TL/F/11157-47 


< ‘ : 


ee 
Receive End of Packet Hold Time after Logic “1” (Note 1) | 208 | 





_ Receive End of Packet Hold Time after Logic ‘0” (Note 1) 


Note 1: This parameter is guaranteed by design and is not tested. 
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15.0 Switching Characteristics Ac specs DPa3902 Note: All Timing is Preliminary (Continued). : 
| | Link Pulse Timing * ele 


cO6E8dG 


tipw d 


“+ TLF/11157~48 


Parameter 





; ' Time between Link Output Pulses I tes See 
_| Link Integrity Output Pulse Width | BO 


TPI Transmit and End of Packet Timing 


br pola 





TL/F/11157-49 | 


Pp Parameter | in S| Max 
amare TL 
(TXO+ to TXOd +) (Note 1) 
[_TransmitHoldTime atEnd ofPacket XO) Note) | 250 -~| ——*S 
| _ Transmit Hold Time atEndof Packet (TXOd:+) (Note) | 200, | 


Note 1: This parameter is guaranteed by design and is not tested. 
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16.0 AC Timing Test Conditions 


All specifications are valid only if the mandatory isolation is 
employed and all differential signals are taken to be at the 
AUI side of the pulse transformer. 


Input Pulse Levels (TTL/CMOS) 
Input Rise and Fall Times (TTL/CMOS) 


Input and Output Reference 
Levels (TTL/CMOS) 


Input Pulse Levels (Diff.) 


Input and Output 
Reference Levels (Diff.) 


TRI-STATE Reference Levels 


GND to 3.0V 


1.3V 
—350 mV to —1315 mV 


50% Point of 
the Differential 


Float (AV) +0.5V 


Output Load (See Figure Below) 


Voc $1 (NOTE 2) 





(NOTE 1) 
i 


TL/F/11157-50 

Note 1: 50 pF, includes scope and jig capacitance. . 

Note 2: S1 = Open for timing tests for push pull outputs. 
S1 = Voc for Vo, test. ° , 
$1 = GND for Voy test. 


S1 = Voc for High Impedance to active low and 
active low to High Impedance measurements. 


S1 = GND for High Impedance to active high and 
active high to High Impedance measurements. 


5ns° 
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Pin Capacitance T, = 25°c, f = 1 MHz 


| symbol | Parameter | typ | units | 


DERATING FACTOR 
Output timing is measured with a purely capacitive load of 


50 pF. The following correction factor can be used for other 
loads: C_ = 50 pF + 0.3 ns/pF. 193 


AUI Transmit Test Load 


TX+ 
. 7202 27 pH | 
oe ke Serna 


TL/F/11157-51 


Note: In the above diagram, the TX+ and TX— signals are taken from the 
AUI side of the isolation (pulse transformer). The pulse transformer 
used for all testing is the Pulse Engineering PE64103. 





ZANational 


Semiconductor 
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DP83901A | | 
Serial Network Interface Controller (SNIC) 


General Description Features 


The DP83901A Serial Network Interface Controller (SNIC)is | ™ Compatible with IEEE 802.3, 10BASE5, 10BASE2, 
a microCMOS VLSI device designed for easy implementa- 10BASE-T 

tion of CSMA/CD local area networks. These include Ether- Dual 16-byte DMA channels 

net (10BASE5), Thin Ethernet (10BASE2) and Twisted-pair 16-byte internal FIFO 

Ethernet (10BASE-T). The overall SNIC solution provides Network statistics storage 

the Media Access Control (MAC) and Encode-Decode Supports physical, multicast and broadcast address 
(ENDEC) functions in accordance with the IEEE 802.3 stan- filtering 

Gale. 10 Mbit/sec Manchester encoding and decoding plus 
The integrated ENDEC module allows Manchester encod- clock recovery 

ing and decoding via a differential transceiver and phase No external precision components required 

lock loop at 10 Mbit/sec. Also included is a collision detect Efficient buffer management implementation 

translator and diagnostic loopback capability. (Continued) sTransmiites-can be selected tor half or fill stepimods 


Integrated squelch on receive and collision pairs 

3 levels of loopback supported 

Utilizes independent system and network clocks 
Lock Time 5 bits typical 

Decodes Manchester data with up to + 18 ns jitter 


1.0 System Diagram 


PCB OR AUI 
TRANSCEIVER OR MAU CONNECTION STATION OR DTE 


DP8392 
COAXIAL 
TRANSCEIVER 
INTERFADE 
(cTl) 





TWISTED 


DP83922 TWISTED 
PAIR TRANSCEIVER 
INTERFACE 


10BASE-T MAU 
TL/F/10469-1 
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General Description (continued) 


The MAC function (NIC) provides simple and efficient pack- 
et transmission and reception control by means of unique 
dual DMA channels and an internal FIFO. Bus arbitration 
and memory control logic are integrated to reduce board 
cost and area overheads. 


SNIC used in conjunction with the DP8392 Coaxial Trans- | 


ceiver Interface (CTI) provides a comprehensive 2 chip solu- 
tion for IEEE 802.3 networks and is designed for easy inter- 
face to the latest 1OBASE-T transceivers. 


Due to the inherent.constraints of CMOS processing, isola- 


‘tion is required at the differential signal interfaces for 


10BASE5 and 10BASE2 applications. Capacitive or induc- 
tive isolation may be used. 


N 
a 
< 
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Top View 


Order Number DP83901AV 
See NS Package Number V68A 





Pin Description - 


PinNo | PinName | 1/0 | 


BUS INTERFACE PINS 


RAO-RA3 pat 


- id ADO-AD15 | 1/0, 2 
ae e 





Description 


VLOG6GE8dG 


PORT READ: Enables data from external latch on to local bus during a memory write cycle to 
local memory (remote write operation). This allows asynchronous transfer of data from the 
system memory to local memory. 


REGISTER ADDRESS: These four pins are used to select a register to be read or written. The 
state of these inputs is ignored when the NIC is not | in slave mode (CS high). 


MULTIPLEXED ADDRESS/DATA BUS: | 

* Register Access, with DMA inactive, CS low and ACK returned from SNIC, pins ADO-AD7 are 
used to read and write register data. AD8-AD15 float during I/O transfers, SRD, SWR pins are 
used to select direction of transfer. 

© Bus Master with BACK input asserted. 
During t1 of memory cycle ADO-AD15 contain address. 
During t2, t3, t4 ADO-AD15 contain data (word transfer mode). 
During t2, t8, t4 ADO-AD7 contain data, AD8—AD15 contain address ieee transfer mode). 


Direction of transfer is indicated by SNIC on MWR, MR D lines. 


ADDRESS STROBE 0: 

e Input: with DMA inactive and CS low, latches RAO-RA3 inputs on falling edge. If high, data 
present on RAO-RA3 will flow through latch. 

© Output: When Bus Master, latches address bits (AO-At 8) to external memory during DMA 
transfers. 


CHIP SELECT: Chip Select places controller in slave mode for 1P access to internal registers. 
Must be valid through data portion of bus cycle. RAO-RA3 are used to select the internal 
register. SWR and SRD select direction of data transfer. 


MASTER WRITE STROBE: (Strobe for DMA transfers) 
Active low during write cycles (t2, t3, tw) to buffer memory. Rising edge coincides with the 
presence of valid output data. TRI-STATE® until BACK asserted. 


‘MASTER READ STROBE: (Strobe for DMA transfers) 


Active during read cycles (t2, t3, tw) to buffer memory. input data filet be valid on rising edge of 
MRD. TRI-STATE until BACK asserted. 


SLAVE WRITE STROBE: Strobe from CPU to write an internal register selected by RAOQ—RAS. 
Data is latched into the SNIC on the rising edge of this input. 


SLAVE READ STROBE: Strobe from CPU to read an internal register selected by RAO-RAS. 
The register data is output when SRD goes low. 


ACKNOWLEDGE: Active low when SNIC grants access to CPU. Used to insert WAIT states to 
CPU until SNIC is synchronized for a register read or write operation. 


BUS CLOCK: This clock is used to establish the period of the DMA memory cycle. Four clock 
cycles (t1; t2, t3, t4) are used per DMA cycle. DMA transfers can be extended by one BSCK 
increments using the READY input. 


READ ACKNOWLEDGE: Indicates that the system DMA or host CPU has read the data placed 
in the external latch by the SNIC. The SNIC will begin a read cycle to update the latch. 


PORT WRITE: Strobe used to latch data from the SNIC into external latch for transfer to host 
memory during Remote Read transfers. The rising edge of PWR coinexios with the presence of 
valid data on the local bus. 


READY: This pin is set high to insert wait states during a DMA transfer. The SNIC will sample this 
signal at t38 during DMA transfers. 
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Pin Description (Continuea) 


Description 


- PORT REQUEST/ADDRESS STROBE 1 » 
¢ 32-BIT MODE: If LAS is set in the Data Configuration Reaister, ‘this line is sseuranined 
as ADS7. It is used to strobe addresses A16-—A31 into external latches. (A16-A31 are the 
fixed addresses stored i in RSARO, RSAR1). ADS1 will remain at TRI- STATE until BACK is 
received, re 


"© 46-BIT MODE: If LAS is shot set i in the Data Configuration Register, this line is programmed as 
PRQ and is used for Remote’ DMA Transfers. The SNIC initiates a single remote DMA read or 
~~ write operation by asserting this pin: In this mode PRQ will be a standard logic output. 
Note: This line will power up as TRI-STATE until the Data Configuration Register is programmed. 


BUS ACKNOWLEDGE: Bus Acknowledge i is an active high signal indicating that the CPU has 
granted the bus to the SNIC. If immediate bus access is desired, BREQ should be tied to BACK. 
Tying BACK to Vcc will result in a deadlock. 


BUS REQUEST: Bus Request i is an active high signal used to request the bus for DMA transfers. 
This signal is automatically generated when the FIFO needs servicing. 


RESET: Reset is active low and places the SNIC in a reset immediately, no packets are 
transmitted or received by the SNIC until STA bit is set. Affects Command Register, Interrupt 
Mask Register, Data Configuration Register and Transmit Configuration Register. The SNIC will 
execute reset within 10 BSCK cycles and TXC cycles. 


INTERRUPT: Indicates that the SNIC requires CPU attention after reception transmission or 
completion of DMA transfers. The interrupt is cleared by wetng to the ISR’ iinterrupts Service - 
‘ Register). All interrupts are maskable. 


WRITE ACKNOWLEDGE: Issued from system to SNIC to indicate that data has been written to 
the external latch. ane SNIC wl begin a write cycle to sh the data in local memory. 


‘TRANSMIT OUTPUT: Differential driver which sends the encoded data to ‘the transceiver. The 
outputs are source followers which require 2702 pulldown resistors. 


- FACTORY TEST INPUT: Used to check the ae Ss internal functions. Tied low in normal 
operation. 


MODE SELECT: When high, Transmit+ andTransmit— are the same vonage in the idle state. 
When low, Transmit+ is positive with respect to Transmit— in the idle state, at the transformer’s 
primary. 


EXTERNAL OSCILLATOR INPUT 


GND/X2 GROUND/ X2: This in should normally be connected to ground. It is possible to use a crystal 
oscillator using X1 and GND/X2 if certain sagas are taken. Contact National 
Semiconductor for more information. 


56 SNISEL . FACTORY TEST INPUT: For normal operation tied to Vcc. When low enables the ENDEC 
module to be tested independently of the SNIC module. 


60, .| RX-~ RECEIVE INPUT: Differential receive input pair from the transceiver. 
61 | RX+ oon RG Ea ae ants 

62, oe ae COLLISION INPUT: Differential collision pair input from the transceiver. 
63 | CD+ ee - ‘ woes 


‘ 
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Pin Description (Continued) 


Pin No [Pin Name | 1/0 | Description 2 


POWER SUPPLY PINS 


be 7 
Ee oe 


21, 48, 
53, 55 
20, 33, 49 
54, 66 


ViO6ESda 


DIGITAL POSITIVE 5V SUPPLY PINS: 


DIGITAL NEGATIVE (GROUND) SUPPLY PINS: It is suggested that a decoupling capacitor be 
connected between the Vcc and GND pins. 


AUI RECEIVE 5V SUPPLY: Power pin supplies 5V to the AUI receiver. 
AUI RECEIVE GROUND: Ground pin for AU! receiver. 
AUI TRANSMIT 5V SUPPLY: Power pin supplies 5V to the AUI transmitter. 


‘ AUI TRANSMIT GROUND: Ground pin for AUI transmitter 


VCO 5V SUPPLY: Care should be taken to reduce noise on this pin as it supplies 5V to the 
ENDEC's Phase Lock Loop. 


VCO GROUND PIN: Care should be taken to revues noise on this pin as itis the ground to the 
ENDEC’s Phase Lock Loop. 


NO CONNECTION: Do not connect to these pins. 





3.0 Block Diagram 


i 
x 


CONTROL 





PLL PROTPCOL 
DECODER PLA 


MANCHESTER 
ENCODER 





COMMAND BUS CLOCK © , 


& ADDRESS 
REGISTER 
“ARRAYS 


DMA CONTROL : 
BUS . 
CONTENTION 
SIGNALS 





Te COLLISION 


‘| RCV DATA / CLK 


DESERIALIZER 
LOGIC 
SERIALIZER 
LOGIC 


CRC 
GENERATION 
& CHECKING 


ADDRESS/DATA 


16 BYTE FIFO 
CONTROL 


& 
IDLE 


PREAMBLE 
LOGIC 


FIGURE 1 


TL/F/10469-3 
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4.0 Functional Description (Refer to Figure 7) 


ENCODER/DECODER (ENDEC) MODULE 
The ENDEC consists of four main logical blocks: , 
a) The Manchester encoder accepts NRZ data from the 


controller, encodes the data to Manchester, and trans- 


mits it differentially to the transceiver, through the differ- 
ential transmit driver. 


b) The Manchester decoder receives eilanchOaler data from 


the transceiver, converts it to NRZ data and clock pulses, - 


and sends it to the controller. 


c) The collision translator indicates to the controller the . 


presence of a valid 10 MHz collision signal to the PLL. 


MANCHESTER ENCODER AND DIFFERENTIAL DRIVER 


The differential transmit pair, on the secondary of the em- 
ployed transformer, drives up to 50 meters of twisted pair 
AUI cable. These outputs are source followers which require 
two 2709 pull- -down resistors to ground. 

The DP83901A allows both half- -step and full-step to be 
compatible with Ethernet and IEEE 802.3. With the SEL pin 
low (for Ethernet I). Transmit+ is positive with respect to 
Transmit— during idle; with SEL high (for IEEE 802.3), 
Transmit+ and Transmit— are equal in the idle state. This 
provides zero differential voltage to operate with transform- 
er coupled loads. 


MANCHESTER DECODER 


The decoder consists of a differential receiver and a PLL to 
separate a Manchester decoded data stream into internal 


clock signals and, data. The differential input must be exter-_ 
nally terminated with two 390 resistors connected in series” 


if the standard 789 transceiver drop cable is used, in thin 
Ethernet applications, these resistors are optional. To pre- 


vent noise from falsely triggering the decoder, a squelch 


circuit at the input rejects signals with levels less than 
—175 mV. Signals more negative than —300 mV and a 
duration greater than 30 ns are decoded. Data becomes 
valid typically within 5 bit times. The DP83901A may tolerate 
bit jitter up to 18 ns in the received data. The decoder de- 
tects the end of a frame when no more mid-bit transitions 
are detected. 


COLLISION TRANSLATOR 


When the Ethernet transceiver (DP8392 CTI) detects a colli- 
sion, it generates a 10 MHz signal to the differential collision 
inputs (CD +) of the DP83901A. When these inputs are de- 


tected active, the DP83901A uses this signal to back off its 


current transmission and reschedule another one. 

The collision differential inputs are terminated the same way 
as the differential receive inputs. The squelch circuitry is 
also similar, rejecting pulses with levels less than — 175 mV. 


NIC (Media Access oneal MODULE 
RECEIVE DESERIALIZER 


_ The Receive Deserializer is activated when’ the put signal 


Carrier Sense is asserted to allow i incoming bits to be shift- 
ed into the shift.register by.the receive clock..The serial 
receive data is also routed to the CRC generator/checker. 
The Receive Deserializer includes a synch detector which 
detects the SFD (Start of Frame Delimiter) *to establish 


__ where byte boundaries within the serial bit stream are locat- 


ed. After every eight receive clocks, the byte wide data is 
transferred to the 16-byte FIFO and the Receive Byte Count 
is incremented. The first six bytes after the SFD are. 
checked for valid comparison by the Address Recognition 
Logic. If the Address Recognition Logic does not recognize 
the packet, the FIFO i is cleared. 


CRC GENERATOR/CHECKER 


* During transmission, the CRC logic- generates a local CRC 


field for the transmitted bit sequence. The CRC encodes all 
fields after the SFD. The CRC is shifted out MSB first follow- 
ing the last transmit byte. During reception the CRC logic 
generates a CRC field from the incoming packet. This local 
CRC is serially compared to the incoming CRC appended to | 
the end of the packet by the transmitting node. If the local 
and received CRC match, a specific pattern will be generat- 
ed and decoded to indicate no data-errors. Transmission 
errors result in different pattern and are detected, resulting 
in rejection of a packet (if so programmed). 


TRANSMIT SERIALIZER 


_ The Transmit Serializer reads parallel data from the FIFO 


and serializes it for transmission. The serializer is clocked by 
the transmit clock generated internally. The serial data is 
also shifted into the CRC generator/checker. At the begin- 
ning of each transmission, the Preamble and Synch Gener- 
ator append 62 bits of 1,0 preamble and a 1,1 synch pat- 
tern. After the last data byte of the packet has been serial- 
ized the 32-bit FCS field is shifted directly out of the CRC 
generator. In the event of a collision the Preamble and 
Synch generator is used to generate a 32-bit JAM pattern of 
all 1’s. 


ADDRESS RECOGNITION LOGIC 


The address recognition logic compares the Destination Ad- 
dress Field (first 6 bytes of the received packet) to the Phys- 
ical address registers stored in the Address Register Array. 
If any one of the six bytes does not match the pre-pro- 
grammed physical address, the Protocol Control Logic re- 
jects the packet. All multicast destination addresses are fil- 
tered using a hashing technique. (See register description.) 
If the multicast address indexes a bit that has been set in 
the filter bit array of the Multicast Address Register Array 


. the packet is accepted, otherwise it is rejected by the Proto- 
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4.0 Functional Description (Continued) 


col Control Logic. Each destination address is also checked 
for all 1’s which is the reserved broadcast address. 


FIFO AND BUS OPERATIONS 


Overview 


To accommodate the different rates at which data comes 
from (or goes to) the network and goes to (or comes from) 
the system memory, the SNIC contains a 16-byte FIFO for 
buffering data between the media. The FIFO threshold is 
programmable, allowing filling (or emptying) the FIFO at dif- 
ferent rates. When the FIFO has filled to its programmed 
threshold, the local DMA channel transfers these bytes (or 
words) into local memory. It is crucial that the local DMA is 
given access to the bus within a minimum bus latency time; 
otherwise a FIFO underrun (or overrun) occurs. 


FIFO underruns or overruns are caused by two conditions: 
(1) the bus latency is so long that the FIFO has filled (or 
emptied) from the network before the local DMA has serv- 
iced the FIFO and (2) the bus latency has slowed the 
throughput of the local DMA to point where it is slower than 
the network data rate (10 Mbit/sec). This second condition 
is also dependent upon DMA clock and word width (byte 
wide or word wide). The worst case condition ultimately lim- 
its the overall bus latency which the SNIC can tolerate. 
Beginning of Receive | 

At the beginning or reception, the SNIC stores entire Ad- 
dress field of each incoming packet in the FIFO to deter- 
mine whether the packet matches its Physical Address Reg- 
isters or maps to one of its Multicast Registers. This causes 
the FIFO to accumulate 8 bytes. Furthermore, there are 
some synchronization delays in the DMA PLA. Thus, the 
actual time that BREQ is asserted from the time the Start of 
Frame Delimiter (SFD) is detected is 7.8 ys. This operation 
affects the bus latencies at 2 and 4-byte thresholds during 
the first receive BREQ since the FIFO must be filled to 
8 bytes (or 4 words) before issuing a BREQ. ; 


End of Receive 

When the end of a packet is detected by the ENDEG mod- 
ule, the SNIC enters its end of packet processing sequence, 
emptying its FIFO and writing the’ status information at. the 
beginning of the packet. The SNIC holds onto the bus for 


the entire sequence. The longest time BREQ may be ex- - 


tended occurs when a packet ends just as the SNIC per- 
forms its last FIFO burst. The SNIC, in this case, performs a 
programmed burst transfer followed by flushing the remain- 
ing bytes in the FIFO, and completed by writing the header 
information to memory. The ne ee occur. curing 
this sequence. 


1. SNIC issues BREQ because the FIFO threshold has been 
reached. 


2. During the burst, packet ends, resulting in BREQ extend- 
ed. 


3. SNIC flushes remaining bytes from FIFO. 


4. SNIC performs internal processing to prepare for writing 


the header. 
5. SNIC writes 4-byte (2-word) header. 
6. SNIC de-asserts BREQ. 


FIFO Threshold Detection 


To assure that no overwriting of data in the FIFO, the FIFO 
logic flags a FIFO overrun as the 13th byte is written into the 
FIFO, effectively shortening the FIFO to 13 bytes.-The FIFO 
logic also operates differently in Byte Mode and in Word 


Mode. In Byte Mode, a threshold is indicated when the n+ 1. 


byte has entered the FIFO; thus, with an 8-byte threshold, 
the SNIC issues Bus Request (BREQ) when the 9th. byte 
has entered the FIFO. For Word Mode, BREQ is not gener- 


ated until the n+ 2 bytes have entered the FIFO. Thus, with. 
a 4 word threshold (equivalent to 8-byte threshold), BREQ is. 


issued when the 10th byte has entered the FIFO. 


Beginning of Transmit 
Before transmitting, the SNIC performs a prefetch from 
memory to load the FIFO. The number of bytes prefetched 


is the programmed FIFO threshold, The next BREQ is not 


issued until after the SNIC actually begins transmitting data, 
i.e., after SFD. 


Reading the FIFO 


During normal operation,.the FIFO: must not be read. The 
SNIC will not issue an ACKnowledge back to the CPU if the 
FIFO is read. The FIFO should only be read during loopback 
diagnostics. 


PROTOCOL PLA 

The protocol PLA is responsible for implementing the IEEE 
802.3 protocol, including collision recovery with random 
backoff. The Protocol PLA also formats packets during 
transmission and strips preamble and synch during recep- 
tion. 


- DMA AND BUFFER CONTROL LOGIC 


The DMA and Buffer Control Logic is used to control two 
16-bit DMA channels. During reception, the local DMA 
stores packets in a receive buffer ring, located in buffer 
memory. During transmission the Local DMA uses pro- 
grammed pointer and length registers to transfer a packet 
from local buffer memory to the FIFO. Asecond DMA chan- 


_ nel is used as a slave DMA to transfer data between the 
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local buffer memory and the host system. The Local DMA 
and Remote DMA are internally arbitrated, with the Local 
DMA channel having highest priority. Both DMA channels 
use a common external bus clock to generate all required 
bus timing. External arbitration is performed with a standard 
bus request, bus acknowledge handshake protocol. 
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5.0 Transmit/Receive Packet Encapsulation/Decapsulation 


A standard IEEE 802.3 packet consists of the following 
fields: preamble, Start of Frame Delimiter (SFD), destination 


address, source address, length, data, and Frame Check. 


Sequence (FCS). The typical format is shown in Figure 2. 
The packets are Manchester encoded and decoded by the 
ENDEC module and transferred serially to the NIC module 
using NRZ data with a clock. All fields are of fixed length 
except for the data field. The SNIC generates and appends 
the preamble, SFD and FCS field during transmission. The 
Preamble and SFD fields are stripped during reception. (The 
CRC is passed through to buffer memory during reception.) 


PREAMBLE AND START OF FRAME DELIMITER (SFD) 


The Manchester encoded alternating 1,0 preamble field is 
used:by the ENDEC to acquire bit synchronization with an 
incoming packet. When transmitted each packet contains 
62 bits of alternating 1,0 preamble. Some of this preamble 
will be lost as the packet travels through the network. The 
preamble field is stripped by the NIC module. Byte align- 
ment is performed with the Start of Frame Delimiter (SFD) 
pattern which consists of two consecutive 1’s. The SNIC 
does not treat the SFD pattern as a byte, it detects only the 
two bit pattern. This allows any preceding preamble within 
the SFD to be used for phase locking. ~ 


DESTINATION ADDRESS 


The destination address indicates the destination of the 
packet on the network and is used to filter unwanted pack- 
ets from reaching a node. There are three types of address 
formats supported by the SNIC: physical, multicast and 
broadcast. The physical address is a unique address that 
corresponds only to a single node. All physical addresses 
have an MSB of “0”. These addresses are compared to the 
internally stored physical address registers. Each bit in the 
destination address must match in order for the SNIC to 
accept the packet. Multicast addresses begin with an MSB 


PREAMBLE SFP 


DESTINATION SOURCE 


of “1”. The SNIC filters multicast addresses using a stan- 
dard hashing algorithm that maps all multicast addresses 
into a 6-bit value. This 6-bit value indexes a 64-bit array that 
filters the value. If the address consists of all 1’s it is a 
broadcast address, indicating that the packet is intended for 
all nodes. A promiscuous mode allows reception of all pack- 
ets: the destination address is not required to match any 
filters. Physical, broadcast, multicast, and promisenouss ad- 
dress modes can be selected. 


SOURCE ADDRESS 


The source address is the physical address of the node that 
sent the packet. Source addresses cannot be multicast or 
broadcast addresses. This field is simply passed to buffer 
memory. 


LENGTH FIELD 


The 2-byte length field indicates the number of bytes that 
are contained in the data field of the packet. This field is not 
interpreted by the SNIC. 


DATA FIELD 


The data field consists of anywhere from 46 to.1500 bytes. 
Messages longer than 1500 bytes need to be broken into 
multiple, packets. Messages shorter than 46 bytes will re- 
quire appending a pad to bring the data field to the minimum 
length of 46 bytes. If the data field is padded, the number of 
valid data bytes is indicated in the length field. The SNIC 
does not strip or append pad bytes for anon packets, 
or check for oversize packets. : 


FCS FIELD 

The Frame Check Sequence (FCS) is a 32-bit CRC field 
calculated and appended to a packet during transmission to 
allow detection of errors when a packet is received. During 
reception, error free packets result in a specific pattern in 
the CRC generator. Packets with improper CRC will be re- 
jected. The AUTODIN Il (X32 + X26 + X23 + X22 + X16 + 
X12 + X11 + X10 + X8 + X7 + X5 + X4 + X2 4+ XI + 1) 
ae is used for the CRC calculations. 
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6.0 Direct Memory Access Control (DMA) a3 


The DMA capabilities of the SNIC greatly simplify the use of 
the DP83901A in typical configurations. The local DMA 
channel transfers data between the FIFO and memory. On 
transmission, the packet is DMA’d from memory to the FIFO 
in bursts. Should a collision occur (up to 15 times), the pack- 
et is retransmitted with no processor intervention. On recep- 
tion, packets are DMAed from the FIFO to the receive buffer 
ring (as explained below). 

A remote DMA channel is also provided on the SNIC to 
accomplish transfers between a buffer memory and system 
memory. The two DMA channels can alternatively be com- 
bined to form a single 32-bit address with 8- or 16-bit data. 


DUAL DMA CONFIGURATION 


An example configuration using both the local and remote 
DMA channels is shown below. Network activity is isolated 


on a local bus, where the SNIC’s local DMA channel per- 
forms burst transfers between the buffer memory and the 
SNIC’s FIFO. The Remote DMA transfers data between the 
buffer memory and the host memory via a bidirectional 1/O 
port. The Remote DMA provides local addressing capability 
and is used as a slave DMA by the host. Host side address- 
ing must be provided by a host DMA or the CPU. The SNIC 
allows Local and Remote DMA operations to be interleaved. 


SINGLE CHANNEL DMA OPERATION 


If desirable, the two DMA channels can be combined to 
provide a 32-bit DMA address. The upper 16 bits of the 
32-bit address are static and are used to point to a 64 kbyte 
(or 32k word) page of memory where packets are to be 
received and transmitted. 


Dual Bus System 
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bes FIFO DATA : 
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7.0 Packet Reception 


The Local:DMA receive channel uses.a Buffer Ring Struc- 
ture comprised ofa series of contiguous. fixed length 
256-byte (128 word) buffers for storage of received packets. 
The location of the Receive Buffer Ring is. programmed in 
two registers, a Page Start and a Page Stop Register. Ether- 
net packets consist ofa distribution of. shorter link control 
packets and longer data packets, the 256-byte buffer length 
provides a good compromise between short packets and 
longer packets to most efficiently use. memory. In addition 
these buffers provide memory resources for storage of 
back-to-back packets in: loaded networks. The assignment 
of buffers for storing packets is controlled by Buffer Man- 


agement Logic in the SNIC.-The Buffer Management Logic 


a 


BUFFER RAM 
(UP TO 64K BYTES) 


- [BUFFER 1 


BUFFER 2 
BUFFER 3_[>——s 


BUFFER n 


PAGE START 
ADDRESS 


PAGE STOP - 
ADDRESS 
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> 
Pi 


provides three :basic functions: linking receive buffers for 
long packets, recovery of buffers when a packet is rejected, 
and recirculation of buffer pages that have been read by the. 
host: 5 te eg ad a eae 

At initialization, a portion of the ‘64 kbyte (or 32k word) ad- 
dress space is reserved for the receive buffer ring. Two 8-bit 
registers, The Page Start Address Register (PSTART) and 
the Page Stop Address Register (PSTOP) define the physi- 
cal boundaries of where the buffers reside. The SNIC treats. 
the list of buffers-as a logical ring; whenever. the DMA ad:-: 
dress reaches the Page Stop Address, the DMA is reset.to. 
the Page Start Address. :, mod Be ee 


NIC Receive Buffer Ring 


256 BYTES 
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7.0 Packet Reception (continued) 


INITIALIZATION OF THE BUFFER RING 


Two static registers and two working registers control the 
operation of the Buffer Ring. These are the Page Start Reg- 
ister, Page Stop Register (both described previously), the 
Current Page Register and the Boundary Pointer Register. 
The Current Page Register points to the first buffer used to 
store a packet and is used to restore the DMA for writing 
status to the Buffer Ring or for restoring the DMA address in 
the event of a Runt packet, a CRC, or Frame Alignment 
error. The Boundary Register points to the first packet in the 
Ring not yet read by the host. If the local DMA address ever 
reaches the Boundary, reception ‘is aborted. The Boundary 
Pointer is also used to initialize the Remote DMA for remov- 


ing a packet and is advanced when a packet is removed. A 
simple analogy to remember the function of these registers 
is that the Current Page Register acts as a Write Pointer and 
the Boundary Pointer acts as a Read Pointer. 

Note: The Page Start Register must not be initialized to OOH. 


BEGINNING OF RECEPTION 


When the first packet begins arriving the SNIC begins stor- 
ing the packet at the location pointed to by the Current Page 
Register. An offset of 4 bytes is saved in this first buffer to 
allow room for, storing receive status corresponding to this 
packet. es eo 


Buffer Ring at Initialization © 
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7.0 Packet Reception (continued) 


LINKING RECEIVE BUFFER PAGES | 


If the length of the packet exhausts the first 256- byte Bulle: 
the DMA performs a forward link-to-the next buffer to store 
the remainder of the packet. For a maximal length packet 
the buffer logic will link six buffers to store the entire packet. 
Buffers cannot be skipped when linking,.a packet will always 
be stored in contiguous buffers. Before the next buffer can 
be linked, the Buffer Management Logic performs two com- 
parisons. The first comparison tests for equality between 
the DMA address of the next buffer and the contents of the 
Page Stop Register. Ifthe buffer address equals the Page 
Stop Register, the buffer management logic will restore the 
DMA to the first buffer in the Receive Buffer Ring value 
programmed in the Page Start Address Register. The sec- 


ond comparison tests for equality between the _DMA ad- - ; 


r ’ s Te) casa eee, tee 


dress of the next. buffer.address and the'corttents. of the 
Boundary Pointer Register. If the two values are equal. the 
reception is aborted. The Boundary Pointer Register can be 
used to protect against overwriting any area jin the receive 
buffer ting that has ‘not yet been read. When linking buffers, 
buffer management will never cross this pointer, effectively 
avoiding any overwrites. if the buffer address .does not 
match either the Boundary. Pointer. or. ones Stop Address, 
the link to the next buffer i is performed. .. : 


Linking Buffers — 


Before the DMA can’ enter the next: contiguoiis 256- byte 


buffer, the address i is checked for equality to PSTOP and to 
the ‘Boundary Pointer. If neither are reached, the DMA is 


allowed to use the next buffer. 


Linking Receive Buffer Pages 


CURRENT 
PAGE 
REGISTER 


1) Check for = 
2) Check for = 


to PSTOP 
to Boundary 
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7.0 Packet Reception (continued) 
Buffer Ring Overflow 


If the Buffer Ring has been filled and the DMA reaches the 
Boundary Pointer Address, reception of the incoming pack- 


et will be aborted by the SNIC. Thus, the packets previously 
received and still contained in the Ring will not be de- 
stroyed. 

In heavily loaded network which cause overflows of the Re- 
ceive Buffer Ring, the SNIC may disable the local DMA and 
suspend further receptions even if the Boundary register is 
advanced beyond the Current register. To guarantee: this 


will not happen, a software reset must be issued during all - - 


Receive Buffer Ring overflows (indicated by the OVW bit in 


the Interrupt Status Register). The following procedure is _ 


required to recover from a Receiver Buffer Ring Overflow. 


If this routine is not adhered to, the SNIC may act in an 
unpredictable manner. It should also be noted that it is not 


permissible to service an overflow interrupt by continuing to, 


empty packets from the receive buffer without implementing 
the prescribed overflow routine. A flow chart of the SNIC’s 
overflow routine can be found on the next page. 


Note: It is necessary to define a variable in the driver, which will be called 
“Resend”. 


1. Read and store the value of the TXP bit in the SNIC’s’ 


Command Register. 

. Issue the STOP command to the SNIC. This is accom- 
plished by setting the STP bit in the SNIC’s Command 
Register. Writing 21H to the Command Register will stop 
the SNIC. 


. Wait for at least 1.6 ms. Since the SNIC will complete ~ 


any transmission or reception that is in progress, it is 
necessary to time out for the maximum possible dura- 
tion of an Ethernet transmission or reception. By waiting 
1.6 ms this is achieved with some guard band added. 


Previously, it was recommended that the RST bit of the © 


Interrupt Status Register be polled to insure: that: the 
pending transmission or reception is completed. This bit 
is not a reliable indicator and subsequently should be 
ignored. 


. Clear the SNIC’s Remote Byte Count registers (RBCRO- 


and RBCR1). ; 


. Read the stored value of the TXP bit from step 1, above. , 
If this value is a 0, set the “Resend” variable to a 0 and 


jump to step 6. 


lf this value is a 1, read the SNIC’s Interrupt Status Reg- - 
ister. If either the Packet Transmitted bit (PTX) or Trans- 


mit Error bit (TXE) is set to a 1, set the ‘‘Resend” vari- 
able to a 0 and jump to step 6. If neither of these bits is 
set, place'a 1 in the “Resend” variable and jump to step 
6. 


This step determines if there was a transmission in prog- 
ress when the stop command was issued in step 2. If 
there was a transmission in progress, the SNIC’s ISR is 
read to determine whether or not the packet was recog- 
nized by the SNIC. If neither the PTX nor TXE bit was 
. set, then the packet will essentially be lost and re-trans- 
mitted only after a time-out takes place in the upper lev- 
el software. By determining that the packet was lost at 
the driver level, a transmit command can be reissued to 
. the SNIC once the overflow routine is completed (as in 
step 11). Also, it is possible for the SNIC to defer indefi- 
nitely, when it is stopped on a busy network. Step 5 also 
alleviates this problem. Step 5 is essential and should 
not be omitted from the overflow routine, in order for the 
SNIC to operate correctly. 


. Place the SNIC in either mode 1 or mode 2 loopback. 
This can be accomplished by setting bits D2 and D1, of 
the Transmit Configuration Register, to “0,1” or “1,0”, 
respectively. 


. Issue the START command to the SNIC. This can be 
accomplished by writing 22H to the Command Register. 
This is necessary to activate the SNIC’s Remote DMA 
channel. 


. Remove one or more packets from the receive buffer 
ring. 

. Reset the overwrite warning (OVW, overflow) bit in the 
Interrupt Status Register. 


. Take the SNIC out of loopback. This is done by writing 
the Transmit Configuration Register with the value it 
contains during normal operation. (Bits D2 and D1 
should both be programmed to 0.) 


. If the “Resend” variable is set to a 1, reset the “‘Re- 
send” variable and reissue the transmit command. This 
is done by writing a value of 26H to the Command Reg- 

_ ister. If the “Resend” variable is 0, nothing needs to be 
done. 

Note 1; If Remote DMA is not being used, the SNIC does not need to be 


started before packets can be removed from the receive buffer ring. Hence, 
step 8 could be done before step 7. 


"Note 2: When the SNIC is in STOP mode, the Missed Talley Counter is 
disabled. 


Received Packet Aborted If It Hits Boundary 
‘SECOND PACKET 
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7.0 Packet Reception (continued) 


Overflow Routine Flow Chart 


Get OVW Interrupt 


; ‘Check and remember the TXP 
'.* I bit In the Command Register 

: Issue STOP command 
a Wait 1.6 ms 


Clear RBCRO and RCBR1 registers 
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saved TXP value 
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0 
Set Resend to a 0 TK + HE 
1 
Set Resend to a 1 Set Resend to a 0 


Put SNIC in loopback 
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Remove packet(s) 
Reset OVW bit in the ISR 
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(set TXP in Command Register to a 1) 
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7.0 Packet Reception (Continued) 


Enabling the SNIC On An Active Network ° i 
After the SNIC has been initialized the procedure for dis- 
abling and then re-enabling the SNIC on the network is simi- 
lar to handling Receive Buffer Ring overflow as described 
previously. a 

. Program Command Register for page 0 (Command 

Register = 21H) 

. Initialize Data Configuration Register (DCR) 

. Clear Remote Byte Count Registers (RBCRO, RBCR1) 

. Initialize Receive Configuration Register (RCR) ; 


. Place the SNIC in LOOPBACK mode 1 or 2 (Transmit 
Configuration Register = 02H or 04H) 


. Initialize Receive Buffer Ring: Boundary Pointer 
(BNDRY), Page Start (PSTART), and Page Stop 
(PSTOP) 

. Clear Interrupt Status Register (ISR) by writing OFFH to 
it. : 

. Initialize Interrupt Mask Register (IMR) 

. Program Command Register for page 1 (Command 
Register = 61H) ; fe 
i) Initialize Physical Address Registers (PARO—PARS5) | 
ii) Initialize Multicast Address Registers (MARO-MAR7) 
iii) Initialize CURRent pointer . 


10) Put SNIC in START mode (Command Register = 22H). 

. .. The local receive DMA is still not active since the SNIC 
is in LOOPBACK. 

11) Initialize the Transmit Configuration for the intended val- 
ue. The SNIC is now ready for transmission and recep- 

tion. : 


END OF PACKET OPERATIONS | 


At the end of the packet the SNIC determines whether the 
received packet is to be accepted or rejected. It either 
branches to a routine to store the Buffer Header or to anoth- 
er routine that recovers the buffers used to store the packet. 


SUCCESSFUL RECEPTION 


If the packet is successfully received, the DMA is restored 
to the first buffer used to store the packet (pointed to by the 
Current Page Register). The DMA then stores the Receive 
Status, a Pointer to where the next packet will be stored 


- (Buffer 4) and the number. of received bytes. Note that the 


remaining bytes in the last buffer are discarded and recep- 
tion of the next packet begins on the next empty 256-byte 


-. buffer boundary. The Current Page Register is then initial- 


ized to the next available buffer in the Buffer Ring. (The 
location of the next buffer.had been previously calculated 
and temporarily stored in an internal scratchpad register.) 


if 


Termination of Received Packet—-Packet Accepted 


STATUS 
NEXT PAGE 


LENGTH (L)_| 
LENGTH (H)_| 





CURRENT 
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REGISTER 
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7.0 Packet Reception (Continued) 


BUFFER RECOVERY FOR REJECTED PACKETS 


If the packet is a runt packet or contains CRC or Frame 
Alignment errors, it is rejected. The buffer management log- 
ic resets the DMA back to the first buffer page used to store 
the packet (pointed to by CURR), recovering all buffers that 
had been used to store the rejected packet. This operation 
will not be performed if the SNIC is programmed to accept 
either runt packets or packets with CRC or Frame Alignment 


errors. The received CRC is always stored in buffer memory 
after the last byte of received data for the packet. 


Error Recovery 


If the packet is rejected as shown, the DMA i is ‘restored by 
the SNIC by reprogramming the DMA eee address 
pointed to by the Current Page Register. : 


Termination of Receive Packet—Packet Reject 


CURRENT 
PAGE 
REGISTER 
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7.0 Packet Reception (continued) 


REMOVING PACKETS FROM THE RING 


Packets are removed from the ring using the Remote DMA 
or an external device. When using the Remote DMA the 
Send Packet command can be used. This programs the Re- 
mote DMA to automatically remove the received packet 
pointed to by the Boundary Pointer. At the end of the trans- 
fer, the SNIC moves the Boundary Pointer, freeing addition- 
al buffers for reception. The Boundary Pointer can also be 
moved manually by programming the Boundary Register. 
Care should be taken to keep the Boundary Pointer at least 
one buffer behind the Current Page Pointer. 


The following is a suggested method for maintaining the 
Receive Buffer Ring pointers. 


. At initialization, set up a software variable (next_pkt) to 
indicate where the next packet will be read. At the begin- 
ning of each Remote Read DMA operation, the value of 
next_ pkt will be loaded into RSARO and RSAR1. 

. When initializing the SNIC set: 

BNDRY = PSTART 
CURR = PSTART + 1 
next_pkt = PSTART + 1 


. After a packet is DMAed from the Receive Buffer Ring, 
the Next Page Pointer (second byte in the SNIC buffer 
header is used to updte BNDRY and next__pkt. 
next_pkt = Next Page Pointer 
BNDRY = Next Page Pointer — 1 _ 
lf BNDRY <PSTART then BNDRY = PSTOP — 1 

Note the size of the Receive Buffer Ring is reduced by one 


256-byte buffer, this will not, however, impede the operation 
of the SNIC. . 


STORAGE FORMAT FOR RECEIVED PACKETS 


The following diagrams describe the format for how re- 
ceived packets are placed into memory by the local DMA 
channel. These modes are selected in the Data Configura- 
tion Register. 


AD15 . AD8 AD7 ADO 


Next Packet Pointer Receive Status 
Receive Byte Count 1 Receive Byte Count 0 
Byte 2 _ Byte1 


BOS = 0, WTS = 1 in Data Configuration Register. This format is used with 
Series 32xxx, or 808xx processors. 


AD15 | 


Next Packet Pointer Receive Status 
Receive Byte Count 0 ‘Receive Byte Count 1 
Byte 1 


AD8 AD7 ADO 


BOS = 1, WTS = 1 in Data Configuration Register. This format is used with 
680x0 type processors. (Note: The Receive Count ordering remains the 
same for BOS = O or 1.) ‘ 


BOS = 0, WTS = 0 in Data Configuration Register. This format is used with 
general 8-bit processors. 
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1st Received Packet Removed by Remote DMA 
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8.0 Packet Transmission 


The Local DMA is.also used during transmission of a pack- 
et. Three registers control the DMA transfer during trans- 
mission, a Transmit Page Start Address Register (TPSR) 
and the Transmit Byte Count Registers (TBCRO, 1). When 
the SNIC receives a command to transmit the packet point- 
ed to by these registers, buffer memory data will be moved 
into the FIFO as required during transmission. The SNIC will 
generate and append the preamble, synch and CRC fields. 


. General Transmit Packet Format 
Transmit |, Destination Address 


. Byte 


6 Bytes 


i" Source Address 6 Bytes 


Count Type/Length 2 Bytes 


TBCRO,1) _____Data__—_| 246 Bytes 
.. [Pad (If Data < 46 Bytes) 


TRANSMIT PACKET ASSEMBLY 


_The SNIC requires a contiguous assembled packet with the 
‘format shown. The transmit byte count includes the Destina- 


tion Address, Source Address, Length Field and Data. It 
does not include preamble and CRC. When transmitting 
data smaller than 46 bytes, the packet must be padded to a 
minimum size of 64 bytes. The programmer is responsible 
for adding and stripping pad bytes. 


TRANSMISSION 


Prior to transmission, the TPSR (Transmit Page Start Regis- 
ter) and TBCRO, TBCR1 (Transmit Byte Count Registers) 
must be initialized. To initiate ttansmission of the packet the 
TXP bit in the Command Register is set. The Transmit 
Status Register (TSR) is cleared and the SNIC begins to 
prefetch transmit data from memory (unless the SNIC is cur- 
rently receiving). -If the interframe gap has timed out the 
SNIC will begin transmission. , 


CONDITIONS REQUIRED TO BEGIN TRANSMISSION 

In order to transmit a packet, the following three conditions 

must be met: : 

1. The Interframe Gap Timer has timed out the first 6.4 ps 
of the Interframe Gap. : 

2. At least one byte has entered the FIFO. (This indicates 
that the burst transfer has been started.) 

3. If a collision had been detected then before transmission 
the packet time must have timed out. 

In typical systems the SNIC prefetchs the first burst of bytes 

before the 6.4 ys timer expires. The time during which SNIC 

transmits preamble can also be used to load the FIFO, | 


Note: If carrier sense is asserted before a byte has been loaded into the’ 


FIFO, the SNIC will become a receiver. 


COLLISION RECOVERY 


During transmission, the Buffer Management logic monitors 
the transmit circuitry to determine if a collision has occurred. 
If a collision is detected, the Buffer Management logic will 
reset the FIFO and restore the Transmit DMA pointers for 
retransmission of the packet. The COL bit will be set in the 
TSR and the NCR (Number of Collisions Register) will be 
incremented. If 15 retransmissions each result in a collision 
the transmission will be aborted and the ABT bit in the TSR 
will be set. - 
Note: NCR reads as zeroes if excessive collisions are encountered. 





TRANSMIT PACKET ASSEMBLY FORMAT 


The following diagrams describe the format for how packets 
must be assembled prior to transmission for different byte 
ordering schemes. The various formats are selected in the 
Data Configuration Register. -. yo 


D15 ‘D8 D7 


; DO 
Source Address 5 ~ Source Address 4 «. 
____Datad 


BOS = 0, WTS = 1 in Data Configuration Register. 
This format is used with Series 32xxx, or 808xx processors. 


D15 Ds D7 Do 
Destination Address 0 


BOS = 1, WTS = 1 in Data Configuration Register. 
This format is used with 680x0 type processors. 


Di ~ DO 


‘|___ Destination Adcress2 | 
|__ Destination Address4 | 
{Destination Address | 
|____ Source addresso 
(| Source Address 


BOS = 0, WTS = 0 in Data Configuration Register. 


This format is used with general 8-bit processors. 


_ Note: “All examples above will result in a transmission of a packet in order of 
DAO, DA1, DAS ... bits within each byte will be transmitted least 
significant bit first. 


DA = Destination Address. 








9.0 Remote DMA 


The Remote DMA channel is used to both assemble pack- 
ets for transmission, and to remove received packets from 
the Receive Buffer Ring: It may also be used as a general 
purpose slave DMA channel for moving blocks of data or 
commands between host memory and local buffer memory. 
There are three modes of operation, Remote Write, Remote 
Read, or Send Packet. 


Two register pairs are used to control the Remote DMA, a 
Remote Start Address (RSARO, RSAR1) and a Remote 
Byte Count (RBCRO, RBCR1) register pair. The Start Ad- 
dress Register pair points to the beginning of the block to be 
moved while the Byte Count Register pair is used to indicate 
the number of bytes to be transferred. Full handshake logic 
is provided to move data between local buffer memory and 
a bidirectional |/O port. 


REMOTE WRITE 


A Remote Write transfer is used to move a block of data 
from the host into local buffer memory. The Remote DMA 
will read data from the I/O port and sequentially write it to 
local buffer memory beginning at the Remote Start Address. 
The DMA Address will be incremented and the Byte Coun- 
ter will be decremented after each transfer. The DMA is 
terminated when the Remote Byte Count Register reaches 
a count of zero. , 


REMOTE READ 


A Remote Read transfer is used to move a block of data 
from local buffer memory to the host. The Remote DMA will 


sequentially read data from the local buffer memory, begin- 
ning at the Remote Start Address, and write data to the I/O 
port. The DMA Address will be incremented and the Byte 
Counter will be decremented after each transfer. The DMA 
is terminated when the Remote Byte Count Register reach- 
es zero. 


SEND PACKET COMMAND 


The Remote DMA channel can be automatically initialized 
to transfer a single packet from the Receive Buffer Ring. 
The CPU begins this transfer by issuing a “Send Packet” 
Command. The DMA will be initialized to the value of the 
Boundary Pointer Register and the Remote Byte Count 
Register pair (RBCRO, RBCR1) will be initialized to the value 
of the Receive Byte Count fields found in the Buffer Header 
of each packet. After the data is transferred, the Boundary 
Pointer is advanced to allow the buffers to be used for new 
receive packets. The Remote Read will terminate when the 
Byte Count equals zero. The Remote DMA is then prepared 
to read the next packet from the Receive Buffer Ring. If the 
DMA pointer crosses the Page Stop Register, it is reset to 
the Page Start Address. This allows the Remote DMA to 
remove packets that have wrapped around to the top of the 
Receive Buffer Ring. 


Note 1: In order for the SNIC to correctly execute the Send Packet Com- 
mand, the upper Remote Byte Count Register (RBCR1) must first 
be loaded with OFH. 


Note 2: The Send Packet command cannot be used with 680x0 type proc- 
essors. 


Remote DMA Autoinitialization from Buffer Ring 
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10.0 Internal Registers 


All registers are 8-bit wide and mapped into four pages 
which are selected in the Command Register (PSO, PS1). 
Pins RAO-RA3 are used to address registers within each 
page. Page 0 registers are those registers which are com- 


10.1 REGISTER ADDRESS MAPPING 


COMMAND 
REGISTER 


PSO, PS1 


SWR 
RO 
SCS 
RAO=RA3 


10.2 REGISTER ADDRESS ASSIGNMENTS 
Page 0 Address Assignments (PS1 = 0, PSO = 0) 


fRao-rao] wD |W 


Command (CR) Command (CR) ; 


Current Local DMA Page Start Register = 
Address 0 (CLDAO) =| (PSTART) 


02H Current Local DMA Page Stop Register 
Address 1 (CLDA1) | (PSTOP) - 
03 Boundary Pointer. 


Ned 
(BNRY) 

05H 

06H 

07H 

08H 


(BNRY) 


04H Transmit Status Transmit Page Start 
Register (TSR) Address (TPSR) 
Number of Collisions | Transmit Byte Count | 
Register (NCR) Register 0 (TBCRO) 
FIFO (FIFO) Transmit Byte Count 
Register 1 (TBCR1) 


Interrupt Status 


Interrupt Status 

Register (ISR) Register (ISR) 

Current Remote DMA |} Remote Start Address 
Address 0 (CRDAO) | Register 0 (RSARO) 
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monly accessed during SNIC operation while page 1 regis- 
ters are used primarily for initialization. The registers are 
partitioned to avoid having to perform two write/read cycles 
to access commonly used registers. 


PAGE 0 
_ (READ) 


PAGE 0 
(WRITE) 


COMMAND 
PAGE 1 
(WRITE) 


PAGE 2 
(WRITE) 


COMMAND 
PAGE 2 
(READ) 

COMMAND 
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09H Current Remote DMA | Remote Start Address 
Address 1 (CRDA1) | Register 1 (RSAR1) 


Reserved | Remote Byte Count 
Register 0 (RBCRO) 
Reserved Remote Byte Count 
Register 1 (RBCR1) 
Receive Status . Receive Configuration 
Register (RSR) Register (RCR) 


Transmit Configuration 
Register (TCR) 


Tally Counter 0 
(Frame Alignment 
Errors) (CNTRO) 


Tally Counter 1 
(CRC Errors) 
(CNTR1) 


Tally Counter 2 
Missed Packet 
Errors) (CNTR2) 


Data Configuration 
Register (DCR) 


Interrupt Mask 
Register (IMR) 








10.0 Internal Registers (continued) . jt. ee Big see 
Page 1 Address Assignments (PS1 = 0, PSO = 1) Page 2 Address Assignments (PS1 = 1, PSO = 0) 


RAO-RA3| RD 
Command(CR) 


VELO6E8da 


Rao-Ras | RD | WR 
| 00H | Command(CR) | Command (CR) 


01H Physical Address | Physical Address 
Register 0 (PARO) Register 0 (PARO) 


Command (CR) 
i ‘| Page Start Register Current Local DMA 
ne (PSTART) - Address 0 (CLDAO) 
Physical Address Physical Address : 02H Page Stop Register Current Local DMA 
Register 1(PAR1) | Register 1 (PAR1) .| (PSTOP) Address 1 (CLDA1) 
Physical Address Physical Address 03H ‘~ | Remote Next Packet | Remote Next Packet 
Register 2 (PAR2) Register 2 (PAR2) Pointer Pointer 
i 04H _| Transmit Page Start Reserved 
- | Address (TPSR) 
Physical Address Physical Address 05H _| Local Next Packet Local Next Packet 
Register 4 (PAR4) Register 4 (PAR4) ..}| Pointer. Pointer. 
Physical Address. . |. Physical Address 06H -| Address Counter Address Counter 
Register 5 (PAR5) Register 5(PAR5) |. - ‘+ _.! (Upper) . (Upper) — 
07H ; Address Counter 
08H 
09H 
OAH 
OBH .. 


(Lower) (Lower) 


Multicast Address Multicast Address | osH | 
Register 0 (MARO) | Register 0 (MARO) | osH_ | 
Multicast Address Multicast Address | 
Register 1 (MAR1) Register 1 (MAR1) — 
“OCH © | Receive Configuration | Reserved 
7 Register (RCR) - ; 


Current Page. Current Page _ 
Register (CURR) Register (CURR) - 


00 
02 
04 
05 
06 
07 
09 i 
0A 
| 0B Multicast Address | Multicast Address | 
eo ~ Register 3 (MAR3) | Register 3 (MAR3) 
0c Multicast Address Multicast Address 
Register 4 (MAR4) | Register 4 (MAR4) | °° 





Transmit © Reserved 
‘Configuration = 
Register (TCR) 
; 7 OEH Data Configuration Reserved 
Multicast Address Multicast Address ‘ Register (DCR) 
Register 5 (MAR5) | Register 5 (MARS5) 
; : _ OFH Interrupt Mask Reserved 
aoullicast Address Multicast Address (cee Register (IMR) 
Register 6 (MAR6) Register 6 (MAR6) 
., Note: Page 2 registers should only be accessed for diagnostic purposes. 
Multicast Address Multicast Address ; They should not be modified during normal operation. 
Register 7 (MAR7) | Register 7(MAR7) | . _ |. Page 3 should never be modified. 


Physical Address Physical Address _ 
Register 3 (PAR3) Register 3(PAR3) |: 





H 
H, 
H 

H 

H 
H 
H 
H-— 
a 
H. 
H - 
H 

H 





Multicast Address Multicast Address 
Register 2 (MAR2) "| Register 2 (MAR2) 
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10.0 Internal Registers (Continued) 
10.3 REGISTER DESCRIPTIONS 


COMMAND REGISTER (CR) 00H (READ/WRITE) 


The Command Register is used to initiate transmissions, enable « or disable Remote DMA operations: and -to select register 
pages. To issue a command the microprocessor sets the corresponding bit(s) (RD2, RD1; RDO, TXP). Further commands may 
be overlapped, but with the following rules: (1) If a transmit command overlaps with a remote DMA operation, bits RDO, RD1, 
and RD2 must be maintained for the remote DMA command when setting the TXP bit. Note, if a remote DMA command is re-is- 
sued when giving the transmit command, the DMA will complete immediately if the remote byte count register has not been. 
reinitialized. (2) If a remote DMA operation overlaps a transmission, RDO, RD1, and RD2 may be written with the desired values 
and a “0” written to the TXP bit. Writing a “0” to this bit has no effect. (3) A remote write DMA may not overlap remote read 
operation or visa versa. Either.of these operations must either complete or be aborted before the other operation may start. Bits 
PS1, PSO, RD2, and STP may be set any time. ; 





" can be set to abort any Remote DMA command in progress. The Remote Byte Count Registers should be . 


a oe ae ao 
sees Tas eo ToT : 


Description 


Stop: Software reset command, takes the controller offline, no packets will be received or transmitted. Any 
reception or transmission in progress will continue to completion before entering the reset state. To exit this 
state, the STP bit must be reset and the STA bit must be set high. To perform a software reset, this bit 


- should be set high. The software reset has executed only when indicated oe the RST bitin the ISR rer eet 


to 1. STP powers up high. 
Note: If the SNIC has previously been in start mode and the STP is set, both the STP and STA bits will remain set. 


Start: This bit is used to activate the SNIC after either power up, or when the SNIC has been miplacen ina 
reset mode by software command or error. STA powers up low. : 


Transmit Packet: This bit must be set to initiate transmission of a packet. TXP is internally reset either after 


the transmission is completed or aborted. This bit should be set only after the Transmit ae Count and 


Transmit Page Start registers have been programmed. 
Remote DMA Command: These three encoded bits control operation of the Remote DMA channel. RD2 


cleared when a Remote DMA has been aborted. The Remote Start Addresses are not restored to the . 
starting address if the Remote DMA is aborted. : 
RD2 RD1 RDO. ; 

0 0 * 0: Not Allowed 


0 0 4 ~ Remote Read 


0 1. Oo Remote Write (Note 2) ° 
0 tT 1 Send Packet ; 
1 X xX Abort/Complete Remote DMA (Note 1) 


Note 1: If a remote DMA operation is aborted and the remote byte count has not decremented to zero. PRQ will remain high. A read 
acknowledge (RACK) on a write acknowledge (WACK) will reset PRQ low. . 


Note 2: For proper operation of the Remote Write DMA, there are two steps which must be performed before using the Remote Write 
DMA. The steps are as follows: 


|) Write a non-zero value into RBCRO. 
ll) Set bits RD2, RD1, and RDO to 0, 0, and 1. 
Ill) Issue the Remote Write DUA Command (RD2, RD1, RDO = 0, 1, 0). 


Page Select: These two encoded bits select which register page is to be accessed with addresses RAO-3. 
PS1 PSO 

0 Register Page 0 

0 Register Page 1 

1 Register Page 2 

1 Reserved 





10.0 Internal Registers (Continued) 
10.3 REGISTER DESCRIPTIONS (Continued) 
INTERRUPT STATUS REGISTER (ISR) 07H (READ/WRITE) 


vioeeeda 


This register is accessed by the host processor to determine the cause of an nieript Any. iiterlit can be masked in the 
Interrupt Mask Register (IMR). Individual interrupt bits are cleared by writing a ‘1” into the corresponding bit of the ISR. The INT 
signal is active as long as any unmasked signal is set, and will not go low until all unmasked bits in this register have been 
cleared. The ISR must be cleared after power up by writing it with all 1’s. 





fate va tesla oe onal 


Description 
Packet Received: Indicates packet received with no errors. 
Packet Transmitted: Indicates packet transmitted with no errors. 


Receive Error: Indicates that a packet was received with one or more of the folawing errors: 
— CRC Error 
— Frame Alignment Error. 
— FIFO Overrun 
— Missed Packet 


Transmit Error: Set when packet transmitted with one or more of the plows errors: 
— Excessive Collisions . a i "48 
— FIFO Underrun 


_Overwrite Warning: Set when receive buffer ring storage resources have been exhausted. . 


(Local DMA has reached Boundary Pointer) 
Counter Overflow: Set when MSB of one or more of the Network Tally Counters has been set. 


Remote DMA Complete: Set when Remote DMA operation has been completed. 


Reset Status: Set when SNIC enters reset state and cleared when a Start Commandis issued to. 
the CR. This bit is also set when a Receive Buffer Ring overflow occurs and is cleared when one 
or more packets have been removed from the ring. Writing to this bit has no effect. 

Note: This bit does not generate an interrupt, it is merely a status indicator. 
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10.0 Internal Registers (continued) 
10.3 REGISTER DESCRIPTIONS (Continued) 


INTERRUPT MASK REGISTER (IMR) OFH (WRITE) 


The Interrupt Mask Register is used to mask interrupts. Each interrupt mask bit eéoreapends to a bit in the siitaiuiak Status 
Register (ISR). If an interrupt mask bit is set, an interrupt will be issued whenever the corresponding bit in the ISR is set. If any bit 
in the IMR is set low, an interrupt will not occur when the bit in the ISR is set. The IMR powers up to all zeroes. 


Bit. Symbol . 


RDCE 





7 6 5 4 3 2 1 0 
| — | Roce | cute |ovwe| rxee | rxee | prxe | PRXE: 


Description 


. Packet Received Interrupt Enable 


0: Interrupt Disabled 
1: Enables Interrupt when packet received 


. Packet Transmitted Interrupt Enable 


0: Interrupt Disabled 
1: Enables Interrupt when packet is transmitted 


Receive Error Interrupt Enable 
_ 0: Interrupt Disabled _ 
1: Enables Interrupt when packet received with error 


Transmit Error Interrupt Enable 
0: Interrupt Disabled 
1: Enables Interrupt when packet transmission results in error 


Overwrite Warning Interrupt Enable - 
-0: Interrupt Disabled : 
1: Enables Interrupt when Buffer Maricgement Logic lathe) sufficient buffers to store incoming packet 


Counter Overflow interrupt Enable 
_ 0: Interrupt Disabled © 
1: Enables interrupt when MSB of one or more of the Network Statistics counters has been set 


DMA Complete interrupt Enable - 
0: Interrupt Disabled 
1: Enables Interrupt when Remote DMA transfer has been completed 


Reserved 
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10.0 Internal Registers (continued) 
10.3 REGISTER DESCRIPTIONS (Continued) 
DATA CONFIGURATION REGISTER (DCR) OEH (WRITE) 


VLO6E8dG 


This Register is used to program the SNIC for 8- or 16-bit memory interface,.select byte ordering in 16-bit applications and 
establish FIFO thresholds. The DCR must be initialized prior to loading the Remote Byte Count Registers. LAS is set on 


power up. 





7 6 5 4 3 2 1 0 
| — | ri | eto [arm] ts | tas [ 80s | wrs| 
Description 


Word Transfer Select 
0: Selects byte-wide DMA transfers 
1: Selects word-wide DMA transfers 


; WTS establishes byte or word transfers for both Remote and Local DMA transfers 
Note: When word-wide mode is selected up to 32k words are addressable; AO remains low. 


Byte Order Select 
0: MS byte placed on AD15—AD8 and LS byte on AD7-ADO. (32xxx, 80x86) 
1: MS byte placed on AD7-ADO and LS byte on AD15-—A8. (680x0) 


: Ignored when WTS is low 


Long Address Select 
0: Dual 16-bit DMA mode 
1: Single 32-bit DMA mode 


; When LAS is high, the contents of the Remote DMA registers RSARe 1 are issued as A16-A31 Power up 
high 


Loopback Select 
0: Loopback mode selected. Bits D1 and D2 of the TCR must also be programmed for Loopback operation 
1: Norma! Operation 


Auto-Initialize Remote 

0: Send Command not executed, all packets removed from Buffer Ring under program contro! 
1: Send Command executed, Remote DMA auto-initialized to remove packets from Buffer Ring 
Note: Send Command cannot be used with 680x0 byte processors. 


FIFO Threshold Select: Encoded FIFO threshold. Establishes point at which bus is requested when filling or 
emptying the FIFO. During reception, the FIFO threshold indicates the number of bytes (or words) the FIFO has 
filled serially from the network before bus request (BREQ) is asserted. 
Note: FIFO threshold setting determines the DMA burst length. 
Receive Thresholds 

FT1 FTO WordWide Byte Wide 

0 0 1 Word 2 Bytes 

0 1 2 Words 4 Bytes 

1 0 4 Words 8 Bytes 

1 1 6 Words 12 Bytes 


During transmission, the FIFO threshold indicates the number of bytes (or words) the FIFO has filled from the 
Local DMA before BREQ is asserted. Thus, the transmission threshold is 16 bytes less the received threshold. 
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10.0 Internal Registers (Continued) 
10.3 REGISTER DESCRIPTIONS (Continued) 


TRANSMIT CONFIGURATION REGISTER (TCR) ODH (WRITE): © 


The transmit configuration establishes the actions of the transmitter section of the SNIC’ cing transmission of a packet on the 
network. LB1 and LBO which select loopback mode power up as 0. 





7 6 5 4 3 2 1 0 
| — | — | = Jorsr] ato | ust | te0 | crc | 
-- Description 


Inhibit CRC 

0: CRC appended by transmitter 

1: CRC inhibited by transmitter ‘ 
In loopback mode CRC can be enabled or disabled to test the CRC logic 


Encoded Loopback Control: These encoded configuration bits set the type of loopback that is to be 
performed. Note that loopback in mode 2 places the ENDEC Module in Noopback mode and that D3 of the 


‘DCR must be set to zero for loopback operation. 


LB1 LBO 
Mode 0 0 0  . Normal Operation(LPBK = 0) 
Mode 1 0 1- — Internal NIC Module Loopback (LPBK = 0) 
Mode 2 1 0 Internal ENDEC Module Loopback (LPBK = 1) 
Mode 3 1 1 External Loopback (LPBK = 0) . 


Auto Transmit Disable: This bit allows another station to disable the SNIC’s transmitter by transmission of a 
particular multicast packet. The transmitter can be re-enabled by resetting this bit or by Fecepnen ofa 
second particular multicast packet. 

1: Reception of multicast address hashing to bit 62 disables transmitter, reception of multicast address . 
hashing to bit 63 enables transmitter. 


Collision Offset Enable: This bit modifies the backoff aigoiinin to allow prioritization of nodes. 


0: Backoff Logic implements normal algorithm. 

1: Forces Backoff algorithm modification to 0 to 2min(3+n, 10) slot times for first three collisions, then follows 
standard backoff. (For the first three poueions, the station has higher everege backoff delay making alow 
priority mode.) 


Reserved 


- Reserved 


Reserved 
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10.0 Internal Registers (continued) 
10.3 REGISTER DESCRIPTIONS (Continued) 
TRANSMIT STATUS REGISTER (TSR) 04H (READ) a 


VLOGE8dd 


This register records events that occur on the media during transmission of a sacha It is cleared when the next transmission is 
initiated by the host. All bits remain low unless the event that corresponds to a particular bit occurs during transmission. Each 
transmission should be followed by a read of this register. The contents of this register are not specified until after the first 


transmission. 


PTX 


Reserved 
COL 


ABT 





7 6 5 4 3 2 1 0 
fowc| cow | Fu | crs | ast | cou] — | Prx, 
Description 


Packet Transmitted: Indicates transmission without error. ane excessive collisions or FIFO 
underrun) (ABT = “0”, FU = e):. 


Reserved 


Transmit Collided: Indicates that the transmission collided at least once with another station on 
the network. The number of collisions is recorded in the Number of Collisions Registers (NCR). 


Transmit Aborted: Indicates the SNIC aborted transmission because of.excessive collisions. 
(Total number of transmissions including original transmission attempt equals 16.) 


Carrier Sense Lost: This bit is set when Carrier is lost during transmission of the packet. 
Transmission is not aborted on loss of carrier. 


FIFO Underrun: If the SNIC cannot gain access of the bus before the FIFO empties, this bit is 
set. Transmission of the packet will be aborted. 


CD Heartbeat: Failure of the transceiver to transmit a collision signal after transmission of a 


- packet will set this bit. The Collision Detect (CD) heartbeat signal must commence during the first 


6.4 ys of the Interframe Gap following a transmission. In certain collisions, the CD Heartbeat bit 
will be set even though the transceiver is not performing the CD heartbeat test. 


Out of Window Collision: Indicates that a collision occurred after a slot time (51.2 ps). 
_. Transmissions rescheduled as in normal collisions. 
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10.0 Internal Registers (continued) 
10.3 REGISTER DESCRIPTIONS (Continued) 
RECEIVE CONFIGURATION REGISTER (RCR) OCH (WRITE) 


! 


D6 
D7 


Note: D2 and D3 are “‘OR'd” together, i.e., if D2 and D3 are set the SNIC will accept broadcast and multicast addresses as well as its own physical address. To 
establish full promiscuous mode, bits D2, D3, and D4 should be set. In addition the multicast hashing array must be set to all 1’s in order to accept all multicast 
addresses, 


This oo Goleunins eeperalien of the SNIC cua reception of a LpaGhet and is: used to rogram what agg a rpackots to 
accept. . ; . : 


7 6 5 4 3 2 1 0 
[= [= [won] reo [an [ao [an [5°] 


"Description - 


’ Save Errored Packets 


eis 


0: Packets with receive errors are rejected. 


’ 1: Packets with receive errors are accepted. Receive errors are GAC and Frame Aligsinint 


errors. 


Accept Runt Packets: This bit allows the receiver to accept packets that are smaller than 64 


_ . bytes, The packet must be at least 8 bytes long to be accepted as a runt. 
0: Packets with fewer than 64 bytes rejected. 


1: Packets with fewer than 64 bytes accepted. 


Accept Broadcast: Enables the receiver to accept a packet with an all 1’s destination address. 
0: Packets with broadcast destination address rejected. 
1: Packets with broadcast destination address accepted. 


Accept Multicast: Enables the receiver to accept a packet with a multicast address, all multicast. 
addresses must pass the hashing array. 


0: Packets with multicast destination address not checked. 


1: Packets with multicast destination address checked. 


Promiscuous Physical: Enables the receiver to accept all packets with a physical address. 
0: Physical address of node must match the station address programmed in PARO-PARS. 
1: All packets with physical addresses accepted.. 


Monitor Mode: Enables the receiver to check addresses and CRC on incoming Saeko without 
buffering to memory. The Missed Packet Tally counter will be incremented for each recognized 
packet. 

0: Packets buffered to memory. 

1: Packets checked for address match, good CRC and Frame Alignment but not buffered to 
memory. 


Reserved 


Reserved 
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10.0 Internal Registers (Continued) 
10.3 REGISTER DESCRIPTIONS (Continued) 


RECEIVE STATUS REGISTER (RSR) OCH (READ) © 

This register records status of the received packet, including information on errors and the type of address match, either 
physical or multicast. The contents of this register are written to buffer memory by the DMA after reception of a good packet. If 
packets with errors are to be saved the receive status is written to memory at the head of the erroneous packet if an erroneous 
packet is received. If packets with errors are to be rejected the RSR will not be written to memory. The contents will be cleared 
when the next packet arrives. CRC errors, Frame Alignment errors and missed packets are counted internally by the SNIC which 
relinguishes the Host from reading the RSR in real time to record errors for Network Management Functions. The contents of 
this register are not specified until after the first reception. 


7 6 5 4 3.2 “ 4. 0 
[oFR | ois | PHY | Mpa| FO | Fac | crc | PRX 
‘ Description 


Packet Received Intact: Indicates packet received without error. (Bits CRC, FAE, FO, and MPA 
are zero for the received packet.) 


VLOGE8dd 


CRC Error: Indicates packet received with CRC error. Increments Tally Counter (CNTR1). This 
bit will also be set for Frame Alignment errors. 


Frame Alignment Error: Indicates that the incoming packet did not end on a byte boundary and 
the CRC did not match at last byte boundary. Increments Tally Counter (CNTRO). 


FIFO Overrun: This bit is set when the FIFO is not serviced causing overflow during reception. 
Reception of the packet will be aborted. 


nn 7 oO v0 
i 
m oO x< 


Missed Packet: Set when a packet intended for node cannot be accepted by SNIC because of a 
lack of receive buffers or if the controller is in monitor mode and did not buffer the packet to 
memory. Increments Tally Counter (CNTR2). 


= 
U 
> 


Physical/Multicast Address: Indicates whether received packet had a physical or multicast 
address type. 

0: Physical Address Match 

-1: Multicast/Physical Address Match 


Receiver Disabled: Set when receiver disabled by entering Monitor mode. Reset when receiver 
is re-enabled when exiting Monitor mode. 


PHY 


oO 
7 
ee) 


Deferring: Set when interna! Carrier Sense or Collision signals: are generated in the ENDEC 
module. If the transceiver has asserted the CD line as a result of the jabber, this bit will stay set 
indicating the jabber condition. 


Note: Following coding appre to CRC and FAE bits. 


FAE CRC Se Type of Error 
0 0 No Error (Good CRC and <6 Dribble at 
0 1 ‘CRC Error 
1 0 Ilegal, Will Not Occur 
1 1 Frame Alignment Error and CRC Error 
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10.0 Internal Registers (Continued) 
10.4 DMA REGISTERS 


DMA Registers _ .. 
._» > LOCAL DMA TRANSMIT. REGISTER 
15 87 0. 


-P PAGE START 


(TPsR) 
(TBCRO, 1) 


TRANSMIT BYTE COUNT cy ae DMA 


LOCAL 


CHANNEL 


LOCAL DMA RECEIVE REGISTER 


15 8|7 
| 


(PSTART) 
(PSTOP) 
~ (CURR) 
(BRNY) 


0 


/ - NOT [receive syte count |. . 
READABLE ° 


* (CLDAO, 1)” 


"REMOTE DMA REGISTERS 


15 "BIT: 
(RSARO, 1) 
(RBCRO, 1) 


The DMA Registers are partitioned into groups; Transmit, 
Receive and Remote DMA Registers. The Transmit regis- 
ters are used to initialize the Local DMA Channel for trans- 
mission of packets while the Receive Registers are used to 


initialize the Local DMA Channel for packet Reception. The — 


Page Stop, Page Start, Current and Boundary Registers are 

used by the Buffer Management Logic to supervise the Re- 

ceive Buffer Ring. The Remote DMA Registers are used to 
initialize the Remote DMA. 

Note: In the figure above, registers are shown as 8 or 16 bits wide. Although 
some registers are 16-bit internal registers, all registers are accessed 
as 8-bit registers. Thus the 16-bit Transmit Byte Count Register is 
broken into two 8-bit registers, TBCRO, TBCR1. Also TPSR, PSTART, 
PSTOP, CURR and BNRY only check or contro! the upper 8 bits of 
address information on the bus. Thus, they are shifted to positions 
15-8 in the diagram above. 


10.5 TRANSMIT DMA REGISTERS 


TRANSMIT PAGE START REGISTER (TPSR) 


This register points to the assembled packet to be transmit- 
ted. Only the eight higher order addresses are specified 
since all transmit packets are assembled on 256-byte page 
boundaries. The bit assignment is shown below. The values 
placed in bits D7-DO will be used to initialize the higher 
order address (A8-A15) of the Local DMA for transmission. 
The lower order bits (A7—A0) are initialized to zero. 


REMOTE DMA ADDRESS ~~ i 


(CRADO, 1) 
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CURRENT LOCAL DMA ADDRESS 


START ADDRESS 
BYTE COUNT CURRENT ‘ 


REMOTE 
DMA 
CHANNEL 


TL/F/10469-17 


_ Aeciounert 


LTPSR 


(A7-A0 Initialized to Zero) 


TRANSMIT BYTE COUNT REGISTER 0, 1 


(TBCRO, TBCR1) 


These two registers indicate the length of the packet tobe _ 
transmitted in bytes. The count must include the number of 
bytes in the source, destination, length and data fields. The 
maximum numberof transmit bytes allowed is 64 Kbytes. 
The SNIC will not truncate transmissions longer than mee 
bytes. The bit sesame: is shown below: 


sad 1 0 

TBORI 
7 6 5 4 3 2 1 0 

TBCRO 





10.0 Internal Registers (Continued) 
10.6 LOCAL DMA RECEIVE REGISTERS 


PAGE START AND STOP REGISTERS (PSTART, PSTOP) 
The Page Start and Page Stop Registers program the start- 
ing and stopping address of the Receive Buffer Ring. Since 
the SNIC uses fixed 256-byte buffers aligned on page 
boundaries only the upper 8 bits of the start and stop ad- 
dress are specified. 


PSTART, PSTOP Bit Assignment 
PSTART, 


7 6 5 4 3 2 4 «0 


BOUNDARY (BNRY) REGISTER 

This register is used to prevent overflow of the Receive 
Buffer Ring. Buffer management compares the contents of 
this register to the next buffer address when linking buffers 
together. If the contents of this register match the next buff- 
er address the Local DMA operation is aborted. 


_ +. ur? 6 & 4,3. 2 4° 0 
BNRY 
CURRENT PAGE REGISTER (CURR) 


This register is used internally by the Buffer Management 
Logic as a backup register for reception. CURR contains the 
address of the first buffer to be used fora packet reception 
and is used to restore DMA pointers in the event of receive 
errors. This register is initialized to the same value as 
PSTART and should not be written to again unless the con- 
troller is Reset. 


7 6 5 4 3 2 1 0 
cuRR 
CURRENT LOCAL DMA REGISTER 0,1 (CLDAO, 1) 


These two registers can be accessed to determine the cur- 
rent local DMA address. 


7 6 &§ 4° 3 2.-1 «0 
CLDAt 

| 7 6 5 ' 4 3 2 4 ~«0 
. CLDAQ 


10.7 REMOTE DMA REGISTERS 


REMOTE START ADDRESS REGISTERS (RSARQO, 1) 


Remote DMA operations are programmed via the Remote 
Start Address (RSARO, 1) and Remote Byte Count 
(RBCRO, 1) registers. The Remote Start Address is used to 
point to the start of the block of data to be transferred and 
the Remote Byte Count is used to indicate the length of the 
block m bytes). 


ee a a ee 
| sae [i 
7p 6 8 4 8 2 1 
rsaro| a7 | a6 | As | a4 | as | a2 | at | a0 | 
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REMOTE BYTE COUNT ace (RBCRO, 1): 
. 6. 5. 4 2 4 


RBCRI 
RBCRO 


Note: RSARO programs the start address bits AO-A7. 
RSAR1 programs the start address bits A8-A15. 
Address incremented by two for word transfers, and by one for byte 
transfers. Byte Count decremented by two for word transfers and by 
one for byte transfers. 
RBCRO programs LSB byte count. 
RBCR1 programs MSB byte count. 


CURRENT REMOTE DMA ADDRESS (CRDAO, CRDA1) 


The Current Remote DMA Registers contain the current ad- 
dress of the Remote DMA. The bit assignment is shown 
below: ; 





7 6 5 4 3 2 4 «0 
CRDA 
7 6 5 4 3 2:4 0 
crpao| a7 | as | as | aa | as | a2 | at | Ao | 


10.8 PHYSICAL ADDRESS REGISTERS (PARO-PARS) 


The physical address registers are used to compare the 
destination address of incoming packets for rejecting or ac- 
cepting packets. Comparisons are performed on a byte- 
wide basis. The bit assignment shown below relates the se- 
quence in PARO-PARS to the bit spied of the received 
packet. 


3 be D1 Do 


D5 
PARO 


‘PARI 


PARA 





PARS 


Destination Address Source 


Note: P/S = Preamble, Synch 
DAO = Physical/Multicast Bit 


10.9 MULTICAST ADDRESS REGISTERS (MARO-MAR7) 
The multicast address registers provide filtering of multicast 
addresses hashed by the CRC logic. All destination ad- 


dresses are fed through the CRC logic and as the last bit of 
the destination address enters the CRC, the 6 most signifi- 
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10.0 Internal Registers (continued) 

cant bits of the CRC generator are latched. These 6 bits are 
then decoded by a 1 of 64 decode to index a unique filter bit 
(FBO-63) in the multicast address registers. If the filter bit 


selected is set, the multicast packet is accepted. The sys- 


tem designer would use a program to determine which filter 

bits to set in the multicast registers. All multicast filter bits 

that correspond to multicast address accepted by the node 

are then set to one. To accept all multicast packets all of 

the registers are set to all ones. 

Note: Although the hashing algorithm does not guarantee perfect filtering of 
multicast address, it will perfectly filter up to 64 multicast addresses if 


these addresses are chosen to map into unique locations in the multi- 
cast filter. , 


CRC GENERATOR 


(X=31 TO X=26) 


CLK © 


1 OF 64 DECODE 


SELECTED BIT 
"Q" = REJECT "1" = ACCEPT 


TL/F/10469-18 


FILTER BIT ARRAY - 


D7 D6 DS D4 D3 D2 Di obO 
MARO| FB7 | Fee | Fs | Fad | Fes | FB2 | rex | FEO | 
MARI 


‘MARE 


MAR? 


lf address Y is found to hash to the value 32 (20H), then 
FB32 in MAR4 should be initialized to “1”. This will cause 
the SNIC to accept any multicast packet with the address Y. 
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10.10 NETWORK TALLY COUNTERS 


Three 8-bit counters are provided for monitoring the number 
of CRC errors, Frame Alignment Errors and Missed Pack- 
ets. The maximum count reached by any counter is 192 
(COH). These registers will be cleared when read by the 
CPU. The count is recorded in binary in CTO-CT7 of each 
Tally Register. et ; ; 


Frame Alignment Error Tally (CNTRO) 


This counter increments every time a packet is received 
with a Frame Alignment Error. The packet must have been 
recognized by the address recognition logic. The counter is 
cleared after it is read by the processor. fo 


7 6 5 4 3 2 4 0 
CNTRO 


CRC Error Tally (CNTR1) 


This counter is incremented every time a packet is received 
with a CRC error. The packet must first be recognized by 
the address recognition logic. The counter is cleared after it 
is read by the processor. . 


7 6 5 4 3... 2 1 0 
ontai [or7] cre] ers] cra] cra] ore] ers] ero] 
Frames Lost Tally Register (CNTR2) We. . 


This counter is incremented if a packet cannot be received 
due to lack of buffer resources. In monitor mode, this coun- 
ter will count the number of packets that pass the address 
recognition logic. 


eo ee oe 
CNTR 


FIFO 


This is an 8-bit register that allows the CPU to examine the 
contents of the FIFO after loopback. The FIFO will contain 
the last 8 data bytes transmitted in the loopback packet. 
Sequential reads from the FIFO will advance a pointer in the 
FIFO and allow reading of all 8 bytes. . 


7 6 5 4 3 2 1 0 


FIFO | 084] pas | op2 | 081 | ps0 


Note: The FIFO should only be read when the SNIC has been programmed 
in loopback mode. . . 


NUMBER OF COLLISIONS (NCR) 


This register contains the number of collisions a node expe- 
riences when attempting to transmit a packet. If no colli- 
sions are experienced during-a transmission attempt, the 
COL bit of the TSR will not be set and the contents of NCR 
will be zero. If there are excessive collisions, the ABT bit in 
the TSR will be set and the contents of NCR will be zero. 
The NCR is cleared after the TXP bit in the CR is set. 


7 6 5 4 41 0 


“nor | — | — | — | — | Noo} oa] net | Noo] 





11.0 Initialization Procedures 


The SNIC must be initialized prior to transmission or recep- 
tion of packets from the network. Power on reset is applied 
to the SNIC’s reset pin. This clears/sets the following bits: 


| Register| Reset Bits | setBits_| 
[ interrupt Status (ism) | | ST 
[ Interrupt Mask (mA) | anpits. | | 
| DataContoliocry | | LAS 

jteriso | | 


The SNIC remains in its reset state until a Start Command is 
issued. This guarantees that no packets are transmitted or 
received and that the SNIC remains a bus slave until all 
appropriate internal registers have been programmed. After 
initialization the STP bit of the command register is reset 
and packets may be received and transmitted. 


Transmit Config. (TCR) 


Initialization Sequence 
The following Initialization procedure is mandatory. 

. Program Command Register for Page 0 (Command 
Register = 21H) ; 

. Initialize Data Configuration Register (DCR) 

. Clear Remote Byte Count Registers (RBCRO, RBCR1) 

. Initialize Receive Configuration Register (RCR) 

. Place the SNIC in LOOPBACK mode 1 or 2 (Transmit 
Configuration Register = 02H or 04H) . 

Initialize Receive Buffer Ring: Boundary Pointer 
(BNDRY), Page Start (PSTART), and Page Stop 
(PSTOP) ms Pesos 05 

. Clear Interrupt Status Register (ISR) by writing OFFH to 
it 

. Initialize Interrupt Mask Register (IMR) 

. Program Command Register for page 1 (Command 
Register = 61H) _ , ‘ 

1) Initialize Physical Address Registers (PARO-PARS) 
I!) Initialize Multicast Address Registers (MARO-MARS5) 
All) Initialize CURRent pointer 
10, Put SNIC in START mode (Command Register = 22H). 
11, Initialize the Transmit Configuration for the intended val- 
ue. The SNIC is now ready for transmission and recep- 
tion. mS ; 
Before receiving packets, the user must specify the location 
of the Receive Buffer Ring. This is programmed in the Page 
Start and Page Stop Registers. In addition, the Boundary 
and Current Page Register must be initialized to the value of 
the Page Start Register. These registers will be modified 
during reception of packets. 





12.0 Loopback Diagnostics | 


Three forms of local loopback are provided on the SNIC. 
The user has the ability to loopback through the deserializer 
on the controller, through the ENDEC module or the Coax 
Transceiver on the DP83901A SNIC. Because of the half 
duplex architecture of the SNIC, loopback testing is a 
special mode of operation with the following restric- 
tlons: ie 


Restrictions During Loopback 


The FIFO is split into two halves, one used for transmission 
the other for reception. Only 8-bit fields can be fetched from 
memory so two tests are required for 16-bit systems to veri- 
fy integrity of the entire data path. During loopback the maxi- 
mum latency from the assertion of BREQ to BACK is 2.0 ps. 
Systems that wish to use the loopback test yet do not meet 
this latency. can limit the loopback to 7, bytes without experi- 
encing underflow. Only the last 8 bytes of the loopback 
packet are retained in the FIFO. The last 8 bytes can be 
read through the FIFO register which will advance through 
the FIFO to allow reading the receive packet sequentially. 


Destination Address = (6 Bytes) Station Physical Address 
| - 
. 2 Bytes 
- = 46 to 1500 Bytes . 


Appended by SNIC 
if CRC = “0” in TCR 


When in word-wide mode with Byte Order Select set, the 
loopback packet must be assembled in the even byte loca- 
tion as shown below. (The loopback only operated with byte 
wide transfers.)’ - ~ . 


LS Byte (AD8=15) . MS Byte (ADO=7) 


(DCR Bits) 


WIS = nee Bos='"1" 


_TL/F/10469-50 


When in word-wide mode with Byte Order Select low, the 


following format must be used for the loopback packet. - 


. .. MS Byte (AD8=15) LS Byte (ADO-7) 


WIsS="1" BOS="0" (DCR Bits) 
TL/F/10469-51 
Note: When using loopback in word mode 2n bytes must be programmed in 
TBCRO, 1. Where n = actual number of bytes assembled in even or 
odd location. 
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12.0 Loopback Diagnostics (continue) 


To initiate a loopback the user first assembles the loopback 
packet then selects the type of loopback using the Transmit 
Configuration register bits LBO, LB1. The transmit configura- 
tion register must also be set to enable or disable CRC gen- 
eration during transmission. The user then issues a normal 
transmit command to send the packet. During loopback the 
receiver checks for an address match and if CRC bit in the 
TCR is set, the receiver will also check the CRC. The last 8 
bytes of the loopback packet are buffered and can read out 
of the FIFO using FIFO read port. « — a 


Loopback Modes a oe ee 
MODE 1: Loopback through the NIC Module (LB1 = 0, 
LBO = 1): If this loopback is used, the NIC Modules’s serial- 
izer is connected to the deserializer. me 


MODE 2: Loopback through the ENDEC Module (LB1 = 1, 
LBO = 0): If the loopback is to be performed through the 
SNI, the SNIC provides a control (LPBK) that forces the 
ENDEC module to loopback all signals. 
MODE 3: Loopback to Coax (LB1 = 1, LBO = 1). Packets 
can be transmitted to the coax in loopback: mode to check 
all'of the transmit and receive paths and the coax itself.’ 


Note: Collision and Carrier Sense can be generated by the ENDEC module 
and are masked by the NIC module. It is not possible to go directly 
between the loopback modes, it is necessary to return to normal oper- 
ation (00H) when changing modes. : Ge 2 a 


Note: The FIFO may only be read during Loopback. Reading the FIFO at 
any other time will cause the SNIC to malfunction. 


Reading the Loopback Packet 


The last 8 bytes of a received packet can be examined by 8 
consecutive reads of the FIFO register. The FIFO pointer is 
incremented after the rising edge of the CPU's read strobe 
by internally synchronizing and advancing the pointer. This 
may take up to four bus clock cycles, if the pointer has not 
been incremented by the time the CPU reads the FIFO reg- 
ister again, the SNIC will insert wait states. ~ 

Note: The FIFO may only be read during Loopback. Reading the FIFO at 


Allgnment of the Recelved Packet In the FIFO 


Reception of the packet in the FIFO begins at location zero, 
after the FIFO pointer reaches the last location in the FIFO, 
the pointer wraps to the top of the FIFO overwriting the 
previously received data. This process continued until the 
last byte is received. The SNIC then appends the received 
byte count in the.next two locations of the FIFO. The con- 
tents of the Upper. Byte Count are also.copied to the next 
FIFO location. The number of bytes used in the loopback 
packet determined the alignment of the packet in the FIFO. 


z 
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The alignment for a 64-byte packet is shown below. ~ 


_ FIFO | FIFO _ 
Location _ Contents 


: 


_- First Byte Read — 
_ Second Byte Read 


[erect | 
[cree 


For the following alignment in the FIFO the packet length 
should be (N x 8) + 5 Bytes. Note that if the CRC bit in the 
TCR is set, CRC will not be appended by the ‘transmitter. If 
the CRC is appended by the transmitter, the 1st four bytes, 
bytes N-3 to N, correspond to the CRC. | 


Last Byte Read _ 


FIFO. 
Location 


FIFO . 
Contents 


oerene —] Fret aj Road 

- Second Byte Read 
: 
‘Last Byte Read’ 





LOOPBACK TESTS 


Loopback capabilities are provided to allow certain tests to 
be performed to validate operation of the DP83901A SNIC 
prior to transmitting and receiving packets on a live network. 
Typically these tests may be performed during power up of 
anode. The diagnostic provides support to- verify, the follow- 
ing. .. ee apts teas Ah * iat 

1. Verify integrity of data path. Received data is checked 

against transmitted data. ars 
2..Merify CRC logic’s capability to generate. good CRC on 


. transmit, verity CRC.on receive (good or bad CRC). 





12.0 Loopback Diagnostics (continued) 
3. Verify that the Address Recognition Logic can 

a) Recognize address match packets 

‘b) Reject packets that fail to match an address 


LOOPBACK OPERATION IN THE SNIC 

Loopback is a modified form of transmission using only half 
of the FIFO. This places certain restrictions on the use of 
loopback testing. When loopback mode is selected in the 
TCR, the FIFO is split. A packet should be assembled in 
memory with programming of TPSR and TBCRO, TBCR1 
registers. When the transmit command is issued the follow- 
ing operations occur: 


Transmitter Actions 


. Data is transferred from memory by tl the DMA until the 
FIFO is filled. For each transfer TBCRO and TBCR1 are 
decremented. (Subsequent burst transfers are initiated 
when the number of bytes in the FIFO drops below the 
programmed threshold.) 


. The SNIC generates 56 bits of preamble followed by an 
8-bit synch pattern. 

. Data transferred from FIFO to serializer. 

. If CRC = 1 in TCR, no CRC calculated by SNIC, the last 
byte transmitted is the last byte from the FIFO (Allows 
software CRC to be appended). If CRC = 0, SNIC calcu- 
lates and appends four bytes of CRC. 

5. At end of Transmission PTX bit set in ISR. 

Receiver Actions 

1. Wait for synch, all preamble stripped. 

2. Store packet in FIFO, increment receive byte count for 
each incoming byte. 

3. If CRC = 1 in TRC, receiver checks incoming packet for 
CRC errors. If CRC = 0 in TCR, receiver does not check 
CRC errors, CRC error bit always set in RSR (for address 
matching packets). 

. At end of receive, receive byte count written into FIFO, 
receive status register is updated. The PRX bit is typically 
set in the RSR even if the address does not match. If 
CRC errors are forced, the packet must match the ad- 
dress filters in order for the CRC error bit in the RSR to be 
set. 


EXAMPLES 

The following examples show what results can be expected 
from a properly operating SNIC during loopback. The re- 
strictions and results of each type of loopback are listed for 
reference. The loopback tests are divided into two sets of 


tests. One to verify the data path, CRC generation and byte 
count through all three paths. The second set of tests uses 
internal loopback to verify the receiver’s CRC checking and 
address recognition. For all of the tests the DCR was pro- 
grammed to 40H. 


_—Patn__lron}acr| Ter | ASA | 16h _| 


SNIC Internal 
ee 1) ‘ees 2) ice 3) 


Note 1: Since carrier sense and collision detect are generated in the EN- 
DEC module. They are blocked during NIC loopback, carrier and 
CD heartbeat are not seen and the CRS and CDH bits are set. 

Note 2: CRC errors are always indicated by receiver if CRC is appended by 
the transmitter. 


Note 3: Only the PTX bit in the ISR is set, the PRX bit is only set if status is 
written to memory. In loopback this action does not occur and the 
PRX bit remains 0 for all loopback modes. 


Note 4: All values are hex. 
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fon | nen} Tem} RSA | ish 


—_ Internal 04 02 
‘isis 1) 


Note 1: CDH is set, CRS is not set since it is generated by the external 
encoder/decoder. 


rn [ren | a TsA_| ASR Ish 


an | External 





fics 1) Rae (Note 2) 


Note 1: CDH and CRS should not be set. The TSR however, could also 
contain 01H, 03H, 07H and a variety of other values depending on 
whether collisions were encountered or the packet was deferred. 


: Will contain O8H if packet is not transmittable. 


: During external loopback the SNIC is now exposed to network traf- 
fic, it is therefore possible for the contents of both the Receive 
Portion of the FIFO and the RSR to be corrupted by any other 
packet on the network. Thus in a live network the contents of the 
FIFO and RSR should not be depended on. The SNIC will still abide 
by the standard CSMA/CD protocol in external loopback mode. 
{i.e., The network will not be disturbed by the loopback packet.) 


Note 4: All values are hex. 


CRC AND ADDRESS RECOGNITION 


The next three tests exercise the address recognition logic 
and CRC. These tests should be performed using internal 
loopback only so that the SNIC is isolated from interference 
from the network. These tests also require the capability to 
generate CRC in software. 


The address recognition logic cannot be directly tested. The 
CRC and FAE bits in the RSR are only set if the address in 
the packet matches the address filters. If errors are expect- 
ed to be set and they are not set, the packet has been 
rejected on the basis of an address mismatch. The following 
sequence of packets will test the address recognition logic. 
The DCR should be set to 40H, the TCR should be set to 
03H with a software generated CRC. 


Packet Contents | Results —_| 
| Test | Address | CRC | ASR | 


Matching 01 (Note 1) 
Matching 02 (Note 2) 
Non-Matching 01 


Note 1: Status will read 21H if multicast address used. 
Note 2: Status will read 22H if multicast address used. 


Note 3: In test A, the RSR is set up. In test B the address is found to match 
since the CRC is flagged as bad. Test C proves that the address 
recognition logic can distinguish a bad address and does not notify 
the RSR of the bad CRC. The receiving CRC is proven to work in 
test A and test B. 


Note 4: All values are hex. 


NETWORK MANAGEMENT FUNCTIONS 


Network management capabilities are required for mainte- 
nance and planning of a local area network. The SNIC sup- 
ports the minimum requirement for network management in 
hardware, the remaining requirements can be met with soft- 
ware counts. There are three events that software alone 
can not track during reception of packets: CRC errors, 
Frame Alignment errors, and missed packets. 
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12.0 Loopback Diagnostics (continued) 


Since errored packets can be rejected, the status associat- 
‘ed with these packets is lost unless the CPU can access the 


Receive Status Register before the next packer arrives. In 
situations where. another packet arrives very quickly, the 
CPU may have no opportunity to do this. The SNIC counts 
the number of packets with CRC errors and Frame Align- 
ment errors. 8-Bit counters have been selected to reduce 
overhead. The counters will generate interrupts whenever 
their MSBs are set so that a software routine can‘accumu- 
late the network: statistics and reset the counter before 
overflow occurs. The counters are sticky so that when they 
reach a count of 192 (COH) counting is halted. An additional 
counter is provided to count the number of packets the 
SNIC misses due to buffer overflow or being offline: 


The structure of the counters is shown below: 


SB . 
J > INTERRUPT 
MSB—J 


 TL/F/10469-19 


' | FRAME ALIGNMENT ERRORS COUNTER 
CRC ERRORS COUNTER 





MISSED PACKETS COUNTER - 
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Additional information required for network management is 
available in the Receive-and Transmit Status Registers. 
Transmit status is available after each transmission for infor- 
mation regarding events during transmission. 


Typically, the following statistics might be gathered in sot 
ware: 


Traffic: Frames Sent OK 
Frames Received OK 
Multicast Frames Received 
Packets Lost Due to Lack of Resources 
Retries/Packet 


CRC Errors 

‘Alignment Errors’ 
Excessive Collisions 
Packet with Length.Errors 
Heartbeat Failure 


Errors: 





13.0 Bus Arbitration and Timing 


The SNIC operates in three possible modes: 
¢ BUS MASTER (WHILE PERFORMING DMA) 
¢ BUS SLAVE (WHILE BEING ACCESSED BY CPU) 


¢ IDLE 


BUS SLAVE 
(ACCESSED 
AS - 
PERIPHERAL) STOP , 
INT ERROR 


COMPLETE 


BUS MASTER 
(PERFORMS 
DMA) 


Upon power-up the SNIC is in an indeterminate state. After . 


receiving a hardware reset the SNIC is a bus slave in the 
Reset State, the receiver and transmitter are both disabled 
in this state. The reset state can be re-entered under three 
conditions, soft reset (Stop Command), hard reset (RESET 
input) or an error that shuts down the receiver of transmitter 
(FIFO underflow or overflow). After initialization of registers, 
the SNIC is issued a Start command and the SNIC enters 
Idle state. Until the DMA is required the SNIC remains in idle 
state. The idle state is exited by a request from the FIFO on 
the case of receiver or transmit, or from the Remote DMA in 
the case of Remote DMA operation. After acquiring 


RESET PIN ASSERTED 
FOR 8 BCK AND 16 X1" 


a r CLOCKS 
(EITHER SIMULTANEOUSLY 
‘OR SEQUENTIALLY) 


START 


LOCAL & REMOTE 


". BURST COMPLETE 
+ EMPTY + FILL 


TL/F/10469-20 


the bus in a BREQ/ BACK handshake the Remote or Local 
DMA transfer is completed and the SNIC re-enters the idle 
state. 


DMA TRANSFERS TIMING 


The DMA can be programmed for the following types of 
transfers: 


16-Bit Address, 8-bit Data Transfer 

16-Bit Address, 16-bit Data Transfer 

32-Bit Address, 8-bit Data Transfer 

32-Bit Address, 16-bit Data Transfer 
All DMA. transfers use BSCK for timing. 16-Bit Address 
modes require 4 BSCK cycles as shown below: 


16-Bit Address, 8-Bit Data 


‘Wis, aed 


| 13 | T4 | 





TL/F/10469-21 
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13.0 Bus Arbitration and Timing (Continued) 


16-Bit Address, 16-Bit Data 
| 1 | 12 | mae 7 ie ae 


BSCK | | | | | | | | ] 
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TL/F/10469-22 


32-Bit Address, 8-Bit Data 


' 


TL/F/10469-23 


MWRMRD 
TL/F/10469-24 


Note: In 32-bit address mode, ADS1 at TRI-STATE after the first T1-T4 states: thus, a 4.7k pull-down resistor is required for 32-bit address. 
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13.0 Bus Arbitration and Timing (Continued) 


When in 32-bit:mode. four: additional BSCK cycles are re- 
quired per burst. The first bus cycle (T1’-T4’) of each burst 
is used to output the upper 16-bit addresses. This 16-bit 
address is programmed in RSARO and RSAR1 and points to 
a 64k page of system memory. All transmitted or received 
packets are constrained to reside within this 64k page. 


where N.= 1, 2,4, 0r6 Words or N = 2, 4, 8, or 12 Bytes when in byte mode. 


INTERLEAVED LOCAL OPERATION 


If a remote DMA transfer is initiated or in progress when a 
packet is being received or transmitted, the Remote DMA 
transfer will be interrupted for higher priority Local DMA 


BREQ 


REMOTE KX LOCAL BURST 


Note that if the FIFO requires service while a remote DMA is 
in progress, BREQ is not dropped and the Local DMA burst 
is appended to the Remote Transfer. When switching from 
a local transfer to a remote transfer, however, BREQ is 
dropped and’ raised again. This allows the CPU or other 
devices to fairly contend for the bus. 


FIFO AND BUS OPERATIONS 


Overview 


To accommodate the different rates at which data comes 
from (or goes to) the network and goes to (or comes from) 
the system memory, the SNIC contains a 16-byte FIFO for 
buffering data between the bus and the media. The FIFO 
threshold is programmable, allowing filling (or emptying) the 
FIFO at different rates. When the FIFO has filled to its pro- 
grammed threshold, the local DMA channel transfers these 
bytes (or words) into local memory. It is crucial that the local 
DMA is given access to the bus within a minimum bus laten- 
cy time; otherwise a FIFO underrun (or overrun) occurs. 


To understand FIFO underruns or overruns, there are two 
causes which produce this condition— 
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FIFO BURST CONTROL 


All Local DMA transfer are ‘burst transfers, once the DMA 
requests the bus and the bus is acknowledged, the DMA will 
transfer an exact burst of bytes programmed in the Data 
Configuration Register (DCR) then relinquish the bus. If 
there are remaining bytes in the FIFO the next burst will not 
be initiated until the FIFO threshold is exceeded. If desired 
the DMA can empty/fill the FIFO when it acquires the bus. If 
BACK is removed during the transfer, the burst transfer will 
be aborted. (DROPPING BACK DURING A DMA CYCLE Is 
NOT RECOMMENDED. e ' 


TL/F/10469~25 


transfers. When the Local DMA transfer is completed the 
Remote DMA will rearbitrate for the bus and continue its 
transfers. This is illustrated below: 


TL/F/10469-26 


1. the bus latency is so long that the FIFO has filled (or 
emptied): from the network before the local DMA has 
serviced the FIFO. 


2. the bus latency or bus data rate has slowed the through- 
put of the local DMA to a point where it is slower than the 
network data rate (10 Mb/s). This second condition is 
also dependent upon DMA clock and word width (byte 
wide or word wide). 


The worst case condition ultimately limits the overall bus 
latency which the SNIC can tolerate. 


FIFO Underrun and Transmit Enable 


During transmission, if a FIFO underrun occurs, the Trans- 
mit enable (TXE) output may remain high (active). Generally, 
this will cause a very large packet to be transmitted onto the 
network. The Jabber feature of the transceiver will terminate 
the transmission, and reset TXE. 

To prevent this problem, a properly designed system will not 
allow FIFO underruns by giving the SNIC a bus acknowl- 
edge within time shown in the maximum bus latency curves 
shown and described later. 
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13.0 Bus Arbitration and Timing (Continued) 


FIFO AT THE BEGINNING OFRECEIVE > ' End of Packet Processing Times for Various FIFO 
At the beginning of reception, the SNIC stores entire Ad- Thresholds, Bus Clocks and Transfer Modes: 


dress field of each incoming packet in the FIFO to deter- | Mode | Threshold Busco | corr | 


mine whether the packet matches its Physical Address Reg- 
ister or maps to one of its Multicast Registers. This causes 
the FIFO to accumulate 8 bytes. Furthermore, there are 
some synchronization delays in the DMA PLA. Thus, the 
actual time that BREQ is asserted from the time the Start of 
Frame Delimiter (SFD) is detected is 7.8 ys. This operation 
affects the bus latencies at 2:byte and 4 byte thresholds 
during the first receive BREQ since the FIFO must be filled 
to 8 bytes (or 4 words) before issuing a BREQ. 


FIFO Operation at the End of Receive 


When Carrier Sense goes low, the SNIC enters its end of 
packet processing sequence, emptying its FIFO and writing _ 
the status information at the beginning of the packet, Figure 
§. The SNIC holds onto the bus for the entire sequence. The 
longest time BREQ may be extended occurs when a packet 
ends just as the SNIC performs ‘its last FIFO burst. The © 
SNIC, in this case, performs a programmed burst transfer 
followed by flushing the remaining bytes in the FIFO, and 
completes by writing the header information to memory. The 
following steps occur during this sequence. 


1. SNIC issues BREQ because the FIFO threshold has been 
reached 


2, During the burst, packet ends, resulting i in BREQ extend- 
ed. 


3. SNIC flushes remaining bytes from FIFO 


4, SNIC performs internal processing to prepare for writing 
the header. 


Lee 
seta sa 


Bus Latency (js) 





5. SNIC writes 4-byte (2-word) header — ws S 
6. SNIC deasserts BREQ - S byte < 
End of Packet Processing 15 20 


BREQ fe ae ee, _ DMA Clock (MHz) 


: Maximum Bus Latency for Word Mode 


TL/F/10469-54 


Internal Processing 
to issue Status 


_ TL/F/10469-53 
End of Packet Processing (EOPP) times for 10 MHz and 
20 MHz have been tabulated below. 


Bus Latency (ys) 


DMA Clock (MHz) 


" TL/F/10469-55 
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13.0 Bus Arbitration and Timing (Continued) 


Threshold Detection (Bus Latency) - 


To assure that no overwriting of data in the FIFO occurs, the 
FIFO logic flags a FIFO overrun as the 13th byte is written 
into the FIFO, effectively shortening the FIFO to 13 bytes. 
The FIFO logic also operates differently in Byte Mode and in 
Word Mode. In Byte Mode, a threshold is indicated when 


the n+1 byte has entered the FIFO; thus; with'an 8 byte — 


threshold, the SNIC issues Bus Request (BREQ) when the 
9th byte has entered the FIFO. For Word Mode, BREQ is 
not generated until the n+2 bytes have entered the FIFO. 
Thus, with a 4 word threshold (equivalent to 8 byte thres- 


hold), BREQ is issued when the 10th byte has entered the 
FIFO. The two graphs indicate.the maximum allowable bus 
latency for Word or Byte transfer modes. 


The FIFO at the Beginning of Transmit 


Before transmitting, the SNIC performs a prefetch from 
memory to load the FIFO. The number of bytes prefetched 
is the programmed FIFO threshold. The next BREQ is not 
issued until after the SNIC actually begins transmitting data, 
ie., after SFD. The Transmit Prefetch diagram illustrates 
this process. 


Transmit Prefetch Timing 


Tolerated Bus Latency = [(No. of Bytes Stored in FIFO) x 800] - 400ns 
or (12 Bytes - FIFO Threshold) 
whichever is less 


Burst Length 


Burst Length 


[Freente 1] 
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13.0 Bus Arbitration and Timing (Continued) =. 25... 


REMOTE DMA-BIDIRECTIONAL PORT CONTROL 


The Remote DMA transfers data between’ the local buffer 
memory and a bidirectional port (memory: to 1/0 transfer). 
This transfer is arbited on a:byte by byte basis versus the 
burst transfer used for. aaeuiaiee transfers. This bidirec- 


To : : nen 


BIDIRECTIONAL PORT . 
_SNIC SIGNALS 


PRO» pra 


REMOTE READ TIMING 
1. The DMA reads byte/word from local buffer memory and 


writes byte/word into latch, increments the DMA address" ” 


and decrements the byte count (RBCRO, 1). 


2. A Request Line (PRQ) i Is asserted to intorm tne system 


that a byte is available. 


3. The system-reads the- port; the read: giebe Fa ACK) is: . 


used as an acknowledge by the Remote DMA and it gces 
back e step 1. 


tional port is also read/written: by the host. All transfers 
through this ‘port are asynchronous. At any.one time trans- 
fers are limited:to one direction, either from the port to local 
buffer memory (Remote Write) or om loge buffer mere 
to the port (Remote pee . 


ot 


_ Bus Handshake nai for Remote DMA Transfers 


“2° ."DMA SIGNALS 2° 


iORD .:. - 
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"Steps 1-3 are repeated until the remote DMA is complete. 


Note that in order for the Remote DMA to transfer a byte 


“from memory to the latch, it must arbitrate access to the 


local bus via a BREQ,; BACK handshake. After each byte or 
word is transferred to the latch, BREQ is dropped. If a Local 
DMA is in progress, the Remote DMA is held off until the 
local DMA is complete. ~ °° 


BREQ / \ 
BACK / \ 


BYTES WRITTEN 
TO LATCH 


WAIT FOR 


BYTE READ 
HOST BY HOST 


TL/F/10469-28 





13.0 Bus Arbitration and Timing (Continued) 


REMOTE WRITE TIMING 


A Remote Write operation transfers data from the |/O port 
to the local buffer RAM. The SNIC initiates a transfer by 
requesting a byte/word via the PRQ. The system transfers a 
byte-word to the latch via IOW, this write strobe is detected 
by the SNIC and PRQ is removed. By removing the PRQ, 
the Remote DMA holds off further transfers into the latch 


until the current byte/word has been transferred-from the © 


latch, PRQ is reasserted and the next transfer can begin. 


BYTE WRITTEN 


1. SNIC asserts PRQ. System writes byte/word into latch. 
SNIC removes PRQ. 


2. Remote DMA reads contents of port and writes byte/ 
word to local buffer memory, increments address and 
decrements byte count (RBCRO, 1). 


3. Go back to step 1. 


Steps 1-3 are repeated until the remote DMA is com- 
plete. 


BYTE READ FROM LATCH 


—_———— TO LATCH BY s+ BY REMOTE DMA AND ———————> __ 


SYSTEM 


REMOTE DMA WRITE 


Setting PRQ Using the Remote Read 


Under certain conditions the SNIC’s bus state machine may 
issue MWR and PRD before PRQ for the first DMA transfer 
of a Remote Write Command. If this occurs this could cause 
data corruption, or cause the remote DMA count to be dif- 
ferent from the main CPU count causing the system to “lock 
up.” 

To prevent this condition when implementing a Remote 
DMA Write, the Remote DMA Write command should first 
be preceded by a Remote DMA Read command to insure 
that the PRQ signal is asserted before the SNIC starts its 
port read cycle. The reason for this is that the state machine 
that asserts PRQ runs independently of the state machine 
that controls the DMA signals. The DMA machine assumes 
that PRQ is asserted, but actually may not be. To remedy 
this situation, a single Remote Read cycle should be insert- 
ed before the actual DMA Write Command is given. This will 
ensure that PRQ is asserted when the Remote DMA 
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WRITTEN TO LOCAL 
BUFFER MEMORY 


TL/F/10469-29 


Write is subsequently executed. This single Remote Read 
cycle is called a “dummy Remote Read.” In order for the 
dummy Remote Read cycle to operate correctly, the Start 
Address should be programmed to a known, safe location in 
the buffer memory space, and the Remote Byte Count 
should be programmed to a value greater than 1. This will 
ensure that the master read cycle is performed safely, elimi- 
nating the possibility of data corruption. 


Remote Write with High Speed Buses 


When implementing the Remote DMA Write solution with 
high speed buses and CPU’s, timing problems may cause 
the system to hang. Therefore additional considerations are 
required. 


The problem occurs when the system can execute the dum- 
my Remote Read and then start the Remote Write before 
the SNIC has had a chance to execute the Remote Read. If 
this happens the PRQ signal will not get set, and the Re- 
mote Byte Count and Remote Start Address for the Remote 
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13.0 Bus Arbitration and Timing (Continued) 


” Remote Write 


Start, Address 


Dummy mcd ae 
DMA Read 


cs Required 
Delay. _ 


———— 


MRD 


Note: The dashed lines indicate incorrect timing as described in the text.’ 


Remote Write 
Byte Count 





¥v Remote read not executed before 
ee Uke 7p 
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FIGURE 9. Timing Diagram for Dummy Remote Read 


Write operation could be corrupted. This is shown by the 


hatched waveforms in the timing diagram of Figure 9. The” ’ 


execution of the Remote Read can be delayed by the local 


DMA operations (particularly during end-of-packet process- . 


ing). . 

To ensure the dummy Remote Read does execute, a delay 
must be inserted between writing the Remote Read Com- 
mand, and starting to write the Remote Write State Address. 
(This time is designated in Figure 9 by the delay arrows.) 


The recommended method to avoid this problem is after the _ 


Remote Read command is given, to poll both bytes of the 
Current Remote DMA Address Registers. When the ad- 
dress has incremented PRQ has been set. Software should 
recognize this and then start the Remote Write. , 


An additional caution for high speed systems is that the 
polling must follow guidelines specified in Time Between 
Chip Select section. That is, there must be at least 4 bus 
clocks between chip selects (for example when BSCK = 20 
MHz, then this time should be 200 ns). 
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The general flow for executing a Remote Write is: 
1. Set Remote Byte Count to a value >1 and Remote Start 
Address to unused RAM (one location before the transmit 
. Start address is usually a-safe location). 
. Issue the “dummy” Remote Read command. 
. Read the Current Remote DMA Address (CRDA) (both 
bytes). 
. Compare to previous CRDA value if different go to 6. 
. Delay and jump to 3. 
. Set up for the Remote Write command, by setting the 
Remote Byte Count and the Remote Start Address (note 
__ that if Remote Byte count in step 1 can be set to the 
transmit byte count plus one, and the Remote Start Ad- 
dress to one less, these will now be incremented to the 
correct values.) > : * 
. Issue the Remote Write command. 





13.0 Bus Arbitration and Timing (Continued) 


SLAVE MODE TIMING 


When GS is low, the SNIC becomes a bus slave. The CPU 
can then read or. write any internal registers: All register 
access is byte wide. The timing for register access is shown 
below. The host CPU accesses internal srnal registers with four 
address lines, RAO-RA3, SRD and SWR strobes. 


1 


ADSO is used to latch the address when interfacing to a 
multiplexed, address data- bus. Since the SNIC may be a 
local bus.master when the host CPU attempts to: read or 
write to the controller, an ACK line is used to hold off the 
CPU until the SNIC leaves master mode. Some number of 
BSCK cycles is also required to allow the SNIC to synchro- 
nize to the read or write cycles. , 


Write to Register , 


ADSO / \ 
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Read irom Register 


RAO=RA3 


CS 


TIME BETWEEN CHIP SELECTS 

The SNIC requires that successive chip selects be no closer 
than 4 bus clocks (BSCK) together. If the condition is violat- 
ed, the SNIC may glitch ACK. CPUs that operate from pipe- 
lined instructions (i.e., 386) or have a cache (i.e., 486) can 


(—Récister AboRess = ADDRESS 
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execute consecutive I/O cycles very quickly. The solution is 
to delay the execution of consecutive !/O cycles by either 
breaking the pipeline or forcing the CPU to access outside 
its cache. 


Time between Chip Selects 


sc TUUUUUUU UU 
cs >4 BSCK TL/F/10469~-58 
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14.0 Preliminary Electrical Characteristics | 


Absolute Maximum Ratings 

If -Military/Aerospace specified devices are required, 
please contact .the. National Semiconductor Sales 
Office/Distributors for availability and specifications. 


Supply Voltage (Vcc) —0.5V to +7.0V 
DC Input Voltage (Vin) “~0.5V to Voc + 0.5V 
DC Output Voltage (Vout) —0.5V to Voc + 0.5V 
Storage Temperature Range (Tstq) —65°C to + 150°C 
Power Dissipation (PD) 800 mW 
Lead Temp. (TL) (Soldering, 10 sec.) 260°C 
ESD Rating (Rzap = 1.5k, Czap = 120 pF) 1.5kV 


Note: Absolute Maximum ratings are those values beyond. 
which the safety of the device cannot be guaranteed, They 
are not meant to imply that the device should be operas at 
these limits. 

Note: A// specifications in this datasheet are valid only if he 


mandatory isolation is employed and all differential signals 
are taken to exist at the AU! side of the isolation. 


Preliminary DC maiaiballcalel a Ta = 0°C to 70°C, Veg = 5V +5%, unless otherwise specified. 


symbol Conditions | Min 


Minimum High Level Output Voltage lon = —20pA io = 1 
(Notes 1, 4) lon = —2.0mA 

Minimum Low Level Output Voltage 

(Notes 1, 4) 


Vin Minimum High Level Input Voltage (Note 2) 
Vin2 Minimum High Level Input Voltage 
For RACK WACK (Note 2) 
Minimum Low Level Input Voltage (Note 2) 
Minimum Low Level Input Voltage 
For RACK, WACK (Note 2) 
lin Input Current Vi = Vec or GND 


Minimum TRI-STATE Vout = Voc or GND 
Output Leakage Current (Note 5) 


X1 = 20 MHz Clock 
lout = 0 pA 
Vin = Voc or GND 


VoH 


VoL 


VIL 
ViL2 


loz 


loc Average Supply Current 


(Note 3) 


lo = = 20 ae 





o° 
cea 


+ 
o 


= 
as 
oO 


Note 1: These levels are tested dynamically using a limited amount of functional test patterns, please refer to AC test load. . 
Note 2: Limited functional test patterns are performed at these input levels. The majority of functional tests are performed at levels of OV and 3V. 
Note 3: This is measured with a 0.1 »F bypass capacitor between Voc and GND. 


Note 4: The low drive CMOS compatible Voy and Vo, limits are not tested directly. Detailed device characterization validates that this specification can be 
guaranteed by testing the high drive TTL compatible Vo_ and Voy specification. 


Note 5: RAO-RA3, PRD, WACK, BREQ and INT pins are used as outputs in test mode ane as a result are tested as if they are TRI- STATE input/outputs. For these 


pins the input leakage specification i is loz. 
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14.0 Preliminary Electrical Characteristics (continied) ..-) - "i 


Preliminary DC Specifications 1; = o°cto70°c, v = 5V"#5%, unless otherwise specified. 


DIFFERENTIAL PINS (TX+, RX+, and CD+) 


Diff. Squelch Threshold) = * ~175 
(RX+ and CD +) 

Diff. Input Common Mode Voltage _ 

(RX+ andCD+)(Note1)° 


OSCILLATOR PINS “ and GND/X2) 





‘X1 Input Low Xt inputLowVoltage as ‘| Same as Above: 


- | X1 Input Current GND/Xz2 is Grounded 
_{.Vin = VocorGND 


Note 1: This parameter is guaranteed by the isolation and is not tested. 
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15.0 Switching Characteristics ac specs DP83901A Note: All Timing is Preliminary 
Register Read (Latched Using ADSO) © 


pa0-Rks —{ 


NANA oar MLL]. 


— cee might 8 | : 


rackl ; rackh — 


“ADO=7 


TL/F/10469-32 


ene b oa © 


symbol | Parameter | Min | Max | Units 
rss | RegisterSelectSetuptoapsolow | 10 | | 
rsh | RegisterSelectHoldfromapsotow | 13, | ns 
aswi____ | Address Strobewiethin, == | ts | ts 
ackdv | AcknowiedgeLowtoDatavaid | | 5s 
réz |__ReadStrobetoData TRISTATE (Notes) | 18 | 70s 
rack __| __ReadStrobetoACK Low(Notes,2) |_| ntboyo +90 | ns 


rackh Read Strobe to ACK High ee ee eee ee 


rsrsl Register Select to Slave Read Low, 40 a 
Latched RSO-3 


Note 1: ACK is not generated until CS and SRD are low and the SNIC has synchronized to the register access. The SNIC will insert an integral number of Bus Clock 
cycles until it is synchronized. In Dual Bus systems additional cycles will be used for a local or remote DMA to complete. Wait states must be issued to the CPU until 
ACK is asserted low. 


Note 2: CS may be asserted before or after SRD. If CS is asserted after SRD, rackl is referenced from falling edge of CS. CS can be de-asserted concurrently with 
SRD or after SRD is de-asserted. 

Note 3: These limits include the RC delay inherent in our test method. These signals typically turn off within 15 ns, enabling other devices to drive these lines with 
ho contention. 
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15.0 Switching Characteristics ac specs DP83901A Note: All Timing is Preliminary (Continued) 
Register Read (Non-Latched, ADSO = 1) 


RAO-RAS ona EE aaa 


rsrh 


NNN W777] 


rsrs 


ViO6esda 


TL/F/10469-33 


Register Select to Read Setup 
(Notes 1, 3) 


Register Select Hold from Read 


Read Strobe to Data TRI-STATE (Note 2) 
n 


Read Strobe to ACK Low (Note 3) 
Read Strobe to ACK High 


*bceyc + 30 





ACK Low to Valid Data Roe etd 


Note 1: rsrs includes flow-through time of tatch. : 


Note 2: These limits include the RC delay inherent in our test method. These signals typically turn off within 15 ns enabling other devices to drive these lines with 
no contention. 


Note 3: CS may be asserted before of after RAO-3, and SRD, since address decode begins when ACK is asserted. If CS is asserted after RAO-3, and SRD, rackl 
is referenced from falling edge of CS. 
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15.0 Switching Characteristics Ac specs pP83901A Note: All Timing is Preliminary (Continued) 
- Register Write (Latched Using ADS0O).: 


rwds dh 
AD0= 7 nn . — ——K_ 7 
aie . a . _ ; TUF /10469-34 


Units 


Symbol | Parameter | win. | Max 

ss RegisterSelectSetuptopsolow | to | | ts 
rsh | ResisierSelectHoldfromapsolow | 17 | | 
-aswi_ | AddressStrobewidtnin | ts | ts 
_twis | RegisterWriteDataSeup | ao | ts 
_twn | Register Write DataHold | at fs 


ww | WrteStrobewiethtromacK | so] ns 
wackh | _WriteStrobeHigntoACKHigh || |g 
wack | WriteLowtoACKLow(Notest.2) |_| ntbcyo +30 |! ns 
rswsl____|_—RegisterSelecttowrteStrobolow || _to_ | | 


Note 1: ACK is not generated until CS and SWR are low and the SNIC has synchronized to the register access. In Dual Bus Systems additional cycles will be used 
for a local OMA or Remote DMA to complete. 


Note 2: CS may be asserted before or after SWR. If CS is asserted after SWR, wackl is referenced from falling edge of CS. 
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15.0 Switching Characteristics ac specs pP83901A Note: All Timing is Preliminary (Continued) 
Register Write (Non-Latched, ADSO = 1) 


RAO=RA3_ 


. 


2 
& 
| 


AD0=7 


ye “ my a TL/F/10469-35 


Symbol Parameter 


rss 
rswh 
rwds 
rwah 
wack! 
wackh 


ww sd]: ss Write Width from ACK 


Units 
15, ns 
ns 
20 ns 
a 
n*bcyc + 30 ns 
ns 


ns - 





Note 1: Assumes ADSO is high when RAO-3 changing. 


Note 2: ACK is not generated until CS and SWR are low and the SNIC has synchronized to the register access. In Dual Bus systems additional cycles will be used 
for a local DMA or remote DMA to complete. 
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15.0 Switching Characteristics Ac specs DP83901A Note: All Timing is Preliminary (Continued). |. 


-. DMA Control, Bus Arbitration. 
t 2 8B @ UN 2 8B Mm MW 2 RB M4 


— (-- ADD - X_DATA (\\ ADD X DATA 


. |... FIRST TRANSFER 
IF BACK SEEN ON IF BACK NOT GIVEN LAST TRANSFER 
~ FIRST T1 ON FIRST T1 


tes _-TL/F/10469-36 


t- 4 ' 


| Parameter | Min 
| _BusClocktoBusRequestHighforLocalDMA | 
| Bus Clock to Bus Request HighforRemoteDMA | 
Bus Request Low from Bus Clock — - * ee 
pore oka 

one 


Acknowledge Setup to Bus Clock (Note 1) cae bee sy 
Bus Clock to Control Enable ae vo 
Bus Clock to Control Release (Notes 2,3) — - 


Note 1: BACK must be setup before T1 after BREQ is asserted. Missed setup will slip the beginning of the DMA by four bus clocks: The Bus Latency will influence 
the allowable FIFO threshold and transfer mode (empty/fill vs exact burst transfer). : ; us : 


Note 2: During remote DMA transfers only, a single bus transfer is performed. During local DMA operations burst mode transfers are performed. 





Note 3: These limits include the RC delay inherent in our test method. Thase signals typically turn off within 15 ns enabling other devices to drive these lines with 
no contention. ; oe : a 
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15.0 Switching Characteristics ac Specs DP83901A Note: All Timing is Preliminary (Continued) 
Ti" (NOTE 1) ° Ta" Tm m4 
beyc i 


DMA Address Generation 
11 
: aga : 
7 
: —{__vo-ats_—_— 


Symbol. Parameter. ; '- Units 


TL/F/10469-37 


bcyc Bus Clock Cycle Time (Note 2) ns 
bch Bus Clock High Time ~ - ons 
bel Bus Clock Low Time 

beash Bus Clock to Address Strobe High 


beasl Bus Clock to Address Strobe Low. ~ 
aswo Address Strobe Width Out 


ns 


> 


ns 


pp 


ns 


ns 


beady 
beadz 
ads 
adh 


Note 1: Cycles T1’, T1', T3’ < T4’ are only issued for the first transfer in a burst 32-bit mode has been selected. 
Note 2: The rate of bus clock must be high enough to support transfers to/from the FIFO at a rate greater than the serial network transfers from/to the FIFO. 


Note 3: These limits include the RC delay inherent in our test method. These signals typically turn off within 15 ns, enabling other devices to drive these lines with 
no contention. 


a 


ns- 
ns 


ns 


ns 
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15.0 Switching. Characteristics Ac specs DP83901A Note: All Timing is Preliminary (Continued) 
* DMA Memory Read 


T2 T3 


drw 


asds 
MRD , 


ds 


(8, 16 BIT MODE) Cer YLLTTLTTTTT Rs —{ 7 Y///Z 


dsada 


avrh id 


‘(8 BIT NODE) ey ae 
(ie bir WoDd = SS, Cs Y//7Z 


TL/F/10469-38 


Symbol Parameter - | Min Units 


pS 
(oe) 


berl Bus Clock to Read Strobe Low ns 


ben | BusClocktoReadStiobeHigh | 
ds | DataSetuptoReadStrobeHign | 22 
ah | DataHoldfromRead Strobe High | 
cw 


raz Memory Read High to Address TRISTATE bch + 40 
(Notes 1, 2) 


asds __ Address Strobe to Data Strobe, | bt + 40 
dsada Data Strobe to Address Active beyc — 10 
avrh Address Valid to Read Strobe High *bcyc — 18 


Note 1: During a burst A8S—A15 are not TRI-STATE if byte wide transfers are selected. On the last transfer AS-A15 are TRI-STATE as shown above. 


Note 2: These limits include the RC delay inherent in our test method. These signals typically turn off within bch + 15 ns, enabling other devices to drive these 
lines with no contention. 


ns 
ns 
ns 


ns 
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15.0 Switching Characteristics Ac specs 0P83901A Note: Alll Timing is Preliminary (Continued) 


MWR 


AD0=7 
(8, 16 BIT MODE) 


AD8=15 


“" (8 BIT MODE) ° 


ADB=15 
- (16 BIT MODE) 


DMA Memory Write 


aswd wds——>|_wdh 


esl 
LLL __oata (00-07)| 
waz, 


aaa ee. 


ll eee 
(Cris X77 7K ona otis) —) 


0-79 LLL 


(“8 Y777Z 


_ TL/F/10469-39 


| Parameter | in =| Mex 
| BusClocktoWriteStrobeLow | 
[| BusClocktowritestrobeHign | | 
| DataSotuptoWAHigh | Btboyo 30 | 


Data Hold from WR Low = rel eee 


Write Strobe to Address TRISTATE (Notes 1,2). | = | _—_bch +.40 
Address Strobe to Data Strobe ia bel + 10 
Address Strobe to Write Data Valid FL bel + 80 


Note 1: When using byte mode transfers A8-A15 are only TRI-STATE on the last transfer, waz timing is only valid for last transfer ina burst. 


Note 2: These limits Include the RC delay inherent in our test method. These signals typically turn off within bch + 15 ns, enabling other devices to drive these 
lines with no contention. 
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15.0 Switching Characteristics ac Specs DP83901A Note: All Timing is Preliminary (Continued) 


Wait State Insertion 


T 
BSCK 


ADSO 


MRD /MWR 


~ READY 


2 T3 ™ 
ews ewr 


TL/F/10469-40 


| Parameter | Sin =S | Max 
External Wait Setup to T3 OClock (Note 1) i ae 
External Wait Release Time (Note 1) , a ee , 


Note 1: The addition of wait states affects the count of deserialized bytes and is limited to a number of bus clock cycles depending on the bus clock and network 
rates. The allowable wait states are found in the table below. (Assumes 10 Mbit/sec data rate.) 


# of Wait States 
Byte Transfer Word Transfer 
1 


ee eee ee ee 

ee 

ee rs Daren eee ae 
(ra aaa (as eee ee eee 


eS ge ce ee Se ah 


a ee ee ee eee 


Table assumes 10 MHz network clock. 
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The number of allowable wait states in byte mode can be 
calculated using: 


ate 
#W (byte mode) = (a 7 


#W = Number of Wait States 
thw Network Clock Period 
tbsck BSCK Period 


The number of allowable wait states in word mode can be 
calculated using: 


Stnw _ 1 ) 
2 tosck 


# Wwword mode) = ( 





15.0 Switching Characteristics ac specs DPs3901A Note: All Timing is Preliminary (Continued) 


Remote DMA (Read, Send Command) 
| T2 I T3 | 14 


bpwrh 


= ee 
PWR 


prgh 
PRQ 
prql 
rakw + 


| 


RACK 
ADO=15 —S re 


| Parameter | Min | Max 
Bus Clock to Port WriteLow ae Re aa 
Bus Clock to Port Write High fie Fl * AC 


Port Write High to Port Request High (Note 1) ars he ae 
Port Request Low from Read Acknowledge High a eae 
Remote Acknowledge Read Strobe Pulse Width ee ae ey 


Note 1: Start of next transfer is dependent on where RACK is generted relative to BSCK and whether a focal DMA is pending. 
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15.0 Switching Characteristics ac Specs DP83901A Note: All Timing is Preliminary (Continued) : « 


Remote DMA (Read, Send Command) Recovery Time 


so0e1§ — CHEE) Ce ge 


TL/F/10469-42 


Symbol oe ae a a 


bowl |. BusClocktoPortWritolow | | |g 
bowin | BusClocktoPortWriteHigh | | 
poh PorWrteHightoPotRequestHigh (Notet) |_| 30s 
pral__|__PortRequest Lowfrom Read Acknowledge High || 60 | ns 
rakw —| ete se eee = ns 


_. shpwh Read ecknowierae High to Next Port Write Cycle ae 
- (Notes 2, 3, 4) 


Note 1: Start of next transfer is dependent on where RACK Is generated relative to BSCK and whether a local DMA is pending. - 
Note 2: This is not a measured value but guaranteed by design. 
Note 3: RACK must be high for a minimum of 7 BSCK. - 


Note 4: Assumes no local DMA interleave, no CS, and Immediate BACK, 
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15.0 Switching Characteristics ac specs DP83901A Note: All Timing is Preliminary (Continued) 
Remote DMA (Write Cycle) 


VLO6E8d0 


TL/F/10469-43 


Bus Clock to Port Request High (Note 1) 


WACK to Port Request Low 
WACK Pulse Width 
Bus Clock to Port Read Low (Note 2) 





Bus Clock to Port Read High 


Note 1: The first port request is issued in response to the remote write command. It is subsequently issued on T1 clock cycles following completion of remote DMA 
cycles. 


Note 2: The start of the remote DMA write following WACK is dependent on where WACK is issued relative to BSCK and whether a local DMA is pending. 
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15.0 Switching Characteristics ac Specs DP83901A Note: All Timing is Preliminary (Continued) : © 
Remote DMA (Write Cycle) Recovery Time 


TL/F/10469-~44 


Units 


Symbol 


ns 


| min | Max 
borgh_ |» BusClocktoPortRequestHigh (Note 1) || 
worgl | WACKtoPortRequestlow | | ts 
wackw | WACKPulsewidtn | || 
bord! | BusClocktoPortReadLow(Note2) || 85 |g 
bordn ___|_——BusClocktoPortReadHigh | | 


wprq Remote Write Port Request to Port 
Request Time (Notes 3, 4, 5) 


Note 1: The first port request is issued in Reeporiee to the remote write command. It is subsequently issued on T1 clock cycles following completion of remote DMA 
cycles. : 


Note 2: The start of the remote DMA write following WACK is dependent on where WACK is issued relative to BSCK and whether a local DMA is pending. 
Note 3: Assuming wackw < 1 BSCK, and no local DMA interleave, no CS, immediate BACK, and WACK goes high before T4. 

Note 4: WACK must be high for a minimum of 7 BSCK. 

Note 5: This is not a measured value but guaranteed by design. © 


ns 


‘BSCK 
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15.0 Switching Characteristics ac specs DPa3901A Note: All Timing is Preliminary (Continued) 
-” Transmit Timing (End of Packet) oh Sas 


VLO6E8dG 


0 0 oe or 
$97 
' ‘ 


TL/F/10469-47 


TRANSMIT SPECIFICATIONS (End of Packet) 


| Parameter | in | Max 
Transmit Output High before Idle (Half Step) en 
Transmit Output Idle Time to +40 mV(HalfStep) | | 8000 


Reset Timing 


sce XT NS \S\S\S\S\S NI NSI NS NS 


TL/F/10469~45 


| Parameter | Min | Max 


Reset Pulse Width(Note1) | 8 | | BSCKCyclesorTXC Cycles (Note 2) 


Note 1: The RESET pulse requires the BSCK and TXC be stable. On power up, RESET should not be raised until BSCK and TXC have become stable. Several 
registers are affected by RESET. Consult the register descriptions for details. 
Note 2: The slower of BSCK or TXC clocks will determine the minimum time for the RESET signal to be low. TXC is X1 divided by 2. 

lf BSCK < TXC then RESET = 8 x BSCK 

If TXC < BSCK then RESET = 8 x TXC 


16.0 AC Timing Test Conditions 


All specifications are valid only if the mandatory isolation is S, (NOTE2) 
employed and all differential signals are taken to be at the y 
AUI side of the pulse transformer. 


Input Pulse Levels (TTL/CMOS) GND to 3.0V 

Input Rise and Fall Times (TTL/CMOS) 5ns 

Input and Output Reference Levies (TTL/CMOS) 1.3V 

Input Pulse Levels (Diff.) —350 mV to —1315 mV C, (NOTE 1) 
Input and Output 50% Point of L 


Reference Levels (Diff.) the Differential = 


TRI-STATE Reference Levels Float (AV) £0.5V ; TL/F/10469-48 
Note 1: 50 pF, includes scope and jig capacitance 


Output Load (See Figure Below) : Note 2: S1 = Open for timing tests for push pull outputs. 
$1 = Voc for Vo, test. 
S1 = GND for Voy test. 
$1 = Voc for High Impedance to active low and 
active low to High Impedance measurements. 
$1 = GND for High Impedance to active high and 
active high to High Impedance measurements. 
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Pin Capacitance 1, = 25°c, f= 1 MHz 


| Symbol | Parameter | Typ | Units | 
Cour 


DERATING FACTOR - Do 
Output timings are measured with a purely capacitive load 
for 50 pF. The following correction factor can be used for 
other loads: C; = 50 pF + 0.3 ns/pF. 


AUI Transmit Load 


TX+ 


TX= 
TL/F/10469-49 
Note: In the above diagram, the TX+ and TX— signals are taken from the 
AUI side of the isolation (pulse transformer). The pulse transformer 
used for all testing is the Pulse Engineering PE64103. 
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National 


Semiconductor 


DP8390D/ NS32490D Network Interface Controller 


. Table of Contents 


General Description 


The DP8390D/NS32490D Network interface Controller 
(NIC) is a microCMOS VLSI! device designed to ease inter- 
facing with CSMA/CD type local area networks including 
Ethernet, Thin Ethernet (Cheapernet) and StarLAN. The. 
NIC implements all Media Access Control (MAC) layer func- 
tions for transmission and reception of packets in accord- 
ance with the IEEE 802.3 Standard. Unique dual DMA chan- 
nels and an internal FIFO provide a simple yet efficient 
packet management design. To minimize system parts 
count and cost, all bus arbitration and memory support logic 
are integrated into the NIC. 

The NIC is the heart of a three chip set that implements the 
complete IEEE 802.3 protocol and node electronics as 
shown below. The others include the DP8391 Serial. Net- 
work Interface (SNI) and the DP8392 Coaxial Transceiver 
Interface (CTI). 


Features 
m= Compatible with IEEE 802.3/Ethernet II/Thin Ethernet/ 
StarLAN ; 
@ Interfaces with 8-, 16- and 32-bit microprocessor 
systems 
Implements simple, versatile buffer management | 
Requires single 5V supply Bus 
Utilizes low pone microCMOS process 
Includes 
— Two 16-bit DMA channels 
— 16-byte internal FIFO with mogrammable. threshold 
— Network statistics storage 
Supports physical, multicast, and broadcast address 
filtering 
Provides 3 levels of loopback . . 
Utilizes diabinlels system and network éibcks 


1.0 System Diagram 


G067ZESN/C06E8da 


1.0 SYSTEM DIAGRAM 
2.0 BLOCK DIAGRAM 
3,0 FUNCTIONAL DESCRIPTION 


4.0 TRANSMIT/RECEIVE PACKET ENCAPSULATION/ 
.DECAPSULATION 


5.0 PIN DESCRIPTIONS 
6.0 DIRECT MEMORY ACCESS CONTROL (DMA) 


. 7.0 PACKET RECEPTION > 


8.0 PACKET TRANSMISSION 
9.0 REMOTE DMA | 
10.0 INTERNAL REGISTERS - 
11.0 INITIALIZATION PROCEDURES 
12.0 LOOPBACK DIAGNOSTICS 
13.0 BUS ARBITRATION AND TIMING 


14.0 PRELIMINARY ELECTRICAL CHARACTERISTICS 
15.0 SWITCHING CHARACTERISTICS © | 
- 16.0 PHYSICAL DIMENSIONS 


“ABEE 802. 3 ‘Compatibie enierget thin Ethernet Local Area Network Chip Set. 
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COAX 
.. TRANSCEIVER - 


INTERFACE TRANSCEIVER 
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2.0 Block Diagram 
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FIGURE 1 


3.0 Functional Description 
(Refer to Figure 1) 


RECEIVE DESERIALIZER 


The Receive Deserializer is activated when the input signal 
Carrier Sense is asserted to allow incoming bits to be shift- 
ed into the shift register by the receive clock. The serial 
receive data is also routed to the CRC generator/checker. 
The Receive Deserializer includes a synch detector which 
detects the SFD (Start of Frame Delimiter) to establish 
where byte boundaries within the serial bit stream are locat- 
ed. After every eight receive clocks, the byte wide data is 
transferred to the 16-byte FIFO and the Receive Byte Count 
is incremented. The first six bytes after the SFD are 
checked for valid comparison by the Address Recognition 
Logic. If the Address Recognition Logic does not recognize 
the packet, the FIFO is cleared. 


CRC GENERATOR/CHECKER ae ae 


During transmission, the CRC logic generates ‘a local CRC 
field for the transmitted bit sequence. The CRC encodes all 
fields after the synch byte. The CRC is shifted out MSB first 
following the last transmit byte. During reception the CRC 
logic generates a CRC field from the incoming packet. This 
local CRC is serially compared to the incoming CRC ap- 
pended to the end of the packet by the transmitting node. If 
the local and received CRC match, a specific pattern will be 
generated and decoded to indicate no data errors. Trans- 


mission errors result in a different pattern anes are detected, 


resulting in rejection of a packet. 


TRANSMIT SERIALIZER 


The Transmit Serializer reads parallel data from the FIFO 
and serializes it for ttansmission. The serializer is clocked by 


the transmit clock generated by the Serial Network Interface 
(DP8391). The serial data is also shifted into the CRC gen- 
erator/checker. At the beginning of each transmission, the 
Preamble and Synch Generator append 62 bits of 1,0 pre- 
amble and a 1,1 synch pattern. After the last data byte of 


- the packet has been serialized the 32-bit FCS field is shifted 


directly out of the CRC generator. In the event of a collision 
the Preamble and Synch generator is used to generate a 
32-bit JAM pattern of all 1’s 


ADDRESS RECOGNITION LOGIC © 


The address recognition logic compares the Destination Ad- 
dress Field (first 6 bytes of the received packet) to the Phys- 
ical address registers stored in the Address Register Array. 
If any one of the six bytes does not match the pre-pro- 
grammed physical address, the Protocol Control Logic re- 
jects the packet. All multicast destination addresses are fil- 
tered using a hashing technique. (See register description.) 
If the multicast address indexes a bit that has been set in 
the. filter bit array of the. Multicast Address Register Array 
the packet is accepted, otherwise it is rejected by the Proto- 
col Control Logic. Each destination address is also checked 
for all'1’s which is the reserved broadcast address. 


FIFO AND FIFO CONTROL LOGIC 


The NIC features a 16-byte FIFO. During transmission the 
DMA writes data into the FIFO and the Transmit Serializer 


' reads data from the FIFO and-transmits it. During reception 
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the Receive Deserializer writes data into the FIFO and the 
DMA reads data from the FIFO. The FIFO control logic is 
used to count the number of bytes in the FIFO so that after 
a preset level, the DMA can begin a bus access and write/ 
read data to/from the FIFO before a FIFO underflow//over- 
flow occurs. 





3.0 Functional Description (Continued) 


Because the NIC must buffer the Address field of each in- 
coming packet to determine whether the packet matches its 
Physical Address Registers or maps to one of its Multicast 
Registers, the first local DMA transfer does not occur until 8 
bytes have accumulated in the FIFO. 


To assure that there is no overwriting of data in the FIFO, 
the FIFO logic flags a FIFO overrun as the 13th byte is 
written into the FIFO; this effectively shortens the FIFO to 
13 bytes. In addition, the FIFO logic operates differently in 
Byte Mode than in Word Mode. In Byte Mode, a threshold is 
indicated when the n + 1 byte has entered the FIFO; thus, 
with an 8-byte threshold, the NIC issues Bus Request 
(BREQ) when the 9th byte has entered the FIFO. For Word 
Mode, BREQ is not generated until the n + 2 bytes have 
entered the FIFO. Thus, with a 4 word threshold (equivalent 
to an 8-byte threshold), BREQ is issued when the 10th byte 
has entered the FIFO. 


PROTOCOL PLA 


The protocol PLA is responsible for implementing the IEEE 
802.3 protocol, including collision recovery with random 
backoff. The Protocol PLA also formats packets during 
transmission and strips preamble and synch during recep- 
tion. 


DMA AND BUFFER CONTROL LOGIC 


The DMA and Buffer Control Logic is used to control two 
16-bit DMA channels. During reception, the Local DMA 
stores packets in a receive buffer ring, located in buffer 
memory. During transmission the Local DMA uses pro- 
grammed pointer and length registers to transfer a packet 
from local buffer memory to the FIFO. A second DMA chan- 
nel is used as a slave DMA to transfer data between the 
local buffer memory and the host system. The Local DMA 
and Remote DMA are internally arbitrated, with the Local 
DMA channel having highest priority. Both DMA channels 
use a common external bus clock to generate all required 
bus timing. External arbitration is performed with a standard 
bus request, bus acknowledge handshake protocol. 


4.0 Transmit/Receive Packet 


Encapsulation/Decapsulation 


A standard IEEE 802.3 packet consists of the following 
fields: preamble, Start of Frame Delimiter (SFD), destination 
address, source address, length, data, and Frame Check 
Sequence (FCS). The typical format is shown in Figure 2. 


The packets are Manchester encoded and decoded by the: 


DP8391 SNI and transferred serially to the NIC using NRZ 
data with a clock. All fields are of fixed length except for the 
data field. The NIC generates and appends the preamble, 
SFD and FCS field during transmission. The Preamble and 
SFD fields are stripped during reception. (The CRC is 
passed through to buffer memory during reception.) 


PREAMBLE AND START OF FRAME DELIMITER (SED) 


two bit pattern. This allows any preceding preamble within 
the SFD to be used for phase locking. 


DESTINATION ADDRESS 


The destination address indicates the destination of the 
packet on the network and is used to filter unwanted pack- 
ets from reaching a node. There are three types of address 
formats supported by the NIC: physical, multicast, and 
broadcast. The physical address is a unique address that 
corresponds only to a single node. All physical addresses 
have an MSB of ‘0”. These addresses are compared to the 
internally stored physical address registers. Each bit in. the 
destination address must match in order for the NIC to ac- 
cept the packet. Multicast addresses begin with an MSB of 
“1”. The DP8390D filters multicast addresses using a stan- 
dard hashing algorithm that maps all multicast addresses 
into a 6-bit value. This 6-bit value indexes a 64-bit array that 
filters the value. If the address consists of all 1’s it is a 
broadcast address, indicating that the packet is intended for 
all nodes. A promiscuous mode allows reception of all pack- 
ets: the destination address is not required to match any 
filters. Physical, broadcast, multicast, and promiscuous ad- 
dress modes can be selected. 


SOURCE ADDRESS 


The source address is the physical address of the node that 
sent the packet. Source addresses cannot be multicast or 
broadcast addresses. This field is simply passed to buffer 


memory. 


LENGTH FIELD 


The 2-byte length field indicates the number of bytes that 
are contained in the data field of the packet. This field is not 
interpreted by the NIC. 


DATA FIELD 
The data field consists of anywhere from 46 to 1500 bytes. 


: Messages longer than 1500 bytes need to be broken into 


multiple packets. Messages shorter than 46 bytes will re- 
quire appending a pad to bring the data field to the minimum 
length of 46 bytes. If the data field is padded, the number of 
valid data bytes is indicated in the length field. The NIC 
does not strip or append pad bytes for short packets, 
or check for oversize packets. 


FCS FIELD 


The Frame Check Sequence (FCS) is.a 32-bit CRC field 
calculated and appended to a packet during transmission to 
allow detection of errors when a packet is received. During 
reception, error free packets result in a specific pattern in 
the CRC generator. Packets with improper CRC will be re- 


.. jected. The AUTODIN II (X32 + X26 + X23 + X22 + X16 + 


The Manchester encoded alternating 1,0 preamble field is. 
used by the SNI (DP8391) to acquire bit synchronization © 


with an incoming packet. When transmitted each packet 
contains 62 bits of alternating 1,0 preamble. Some of this 
preamble will be lost as the packet travels through the net- 
work. The preamble field is stripped by the NIC. Byte align- 
ment is performed with the Start of Frame Delimiter (SFD) 
pattern which consists of two consecutive 1’s. The NIC 
does not treat the SFD pattern as a byte, it detects only the 
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X12 + X11 + X10 + X8 + X7 + X5 + X4 + X2 + X1 + 1) 
polynomial is used for the CRC calculations. | 


PREAMBLE SFD DESTINATION SOURCE LENGTH DATA 


Pofa]«[«[s[ oom eo] 


STRIPPED 
BY NIC 


APPENDED 
BY NIC 


RECEIVE 
OPERATIONS 


TRANSMIT 
OPERATIONS 


TRANSFERRED VIA DMA 


_ 
CALCULATED 
B=BYTES APPENDED 


TRANSFERRED VIA DMA 


b=BMS By NIC 
TL/F/8582-3 


FIGURE 2 
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Connection Diagrams 
. Plastic Chip Carrier . , : Dual-In-Line Package 


+t MN - Oo e ~ 
e¢2e38e8233 
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2 1 68 67 66-65 64 63 62 61. 


36 37 38 39 29 (7 PRQ, ADS! 


oO & |o |& Io ix 
2S BEEBE 


~ TL/F/8582-5 

ae : TL/F/8582-4 
Order Number DP8390DN or DP8390DV : 
See NS Package Number N48A or V68A 


5.0 Pin Descriptions 
BUS INTERFACE PINS 


symbol | DIPPInNo — eg Description 


AODO-AD15 MULTIPLEXED ADDRESS/DATA BUS: 
¢ Register Access, with DMA inactive, CS low and KOK returned from NIC, pins 
. ADO-AD7 are used to read/write register data. AD8-AD15 float during I/O =’ 
transfers. SRD, SWH pins are used to select direction of transfer. 
¢ Bus Master with BACK input asserted. : 
During t1 of memory cycle ADO-AD15 contain address: 
_During t2, t3, t¢4 ADO-AD15 contain data (word transfer mode). 
During t2, t3, t4 ADO-AD7 contain data, AD8- AD15 comals address 
(byte transfer mode). 
Direction of transfer is indicated by NIC on MWR, WIRD i lines. 


ADDRESS STROBE 0 
¢ Input with DMA Inactive and CS low, latches RAO-RA3 inputs on fling edge. 
If high, data present on RAO-RAS will flow through latch. 
~ @ Output when Bus Master, latches address bits (A0-A15) to external memory 
during DMA transfers. 
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5.0 Pin Descriptions (Continued) 
BUS INTERFACE PINS (Continued) 


Symbol! DIP Pin No Description 


CHIP SELECT: Chip Select places controller in slave mode for »P access to 
internal registers. Must be valid through data portion of bus cycle. RAO-RA3 are 

- used to select the internal register. SWR and SRD select direction of data 
transfer. 


MASTER WRITE STROBE: Strobe for DMA transfers, active low during write 
cycles (t2, t3, tw) to buffer memory. Rising edge coincides with the presence of 
valid output data. TRI-STATE® until BACK asserted. =~ 


MASTER READ STROBE: Strobe for DMA transfers, active during read d cycles 
(t2, t3, tw) to buffer memory. Input data must be valid on rising wae of MRD. 
TRI-STATE until BACK asserted. 


SLAVE WRITE STROBE: Strobe from CPU to write an internal register selected 
by RAO-RA3. 


SLAVE READ STROBE: Strobe from CPU to read an internal eae selected 
by RAO-RA3. 


ACKNOWLEDGE: Active low when NIC grants access to CPU. Used to insert 
WAIT states to CPU until NIC is synchronized for a register read or write 
operation. 


REGISTER ADDRESS: These four pins are used to select a register to be read 
or written. The state of these inputs is ignored when the NIC is not in slave mode 
(CS high). 

PORT READ: Enables data from external latch onto local bus during a memory. . 
write cycle to local memory (remote write operation). This allows asynchronous: 
transfer of data from the system memory to local memory. 


WRITE ACKNOWLEDGE: Issued from system to NIC to indicate that data has 
been written to the external latch. The NIC will begin a write cycle to place the 
data in local memory. 


INTERRUPT: Indicates that the NIC requires CPU attention after reception 
transmission or completion of DMA transfers. The interrupt is cleared by writing 
to the ISR. All interrupts are maskable. 


RESET: Reset is active low and places the NIC in a reset mode immediately, no 
packets are transmitted or received by the NIC until STA bit is set: Affects 
Command Register, Interrupt Mask Register, Data Configuration Register and. - 
Transmit Configuration Register. The NIC will execute reset ee 10 BUSK 
cycles. 


_ BUS REQUEST: Bus Request is an active high signal used to request the bus for 
DMA transfers. This signal is automatically Benerated when the FIFO needs 
servicing. 


BUS ACKNOWLEDGE: Bus Acknowledge is an active high signal indicating iat 
the CPU has granted the bus to the NIC. If immediate bus access is desired, 
BREQ should be tied to BACK. Tying BACK to V¢¢ will result in a deadlock. 


‘PORT REQUEST/ADDRESS STROBE 1 » 

¢ 32-BIT MODE: If LAS is set in the Data Contauislien Register, this line is 
programmed as ADS‘1. It is used to strobe addresses A16-A31 into external 
latches. (A16-—A31 are the fixed addresses stored in RSARO, RSAR1 .) ADS1 
will remain at TRI-STATE until BACK is received. 

.© 16-BIT MODE: If LAS is not set in the Data Configuration Register, this line is 
programmed as PRQ and is used for Remote aM Transfers. In ins mode 
PRQ will be a standard logic output. 

NOTE: This line will power up as TRI-STATE until the Data Configuration 

Register is programmed. 


READY: This pin is set high to insert wait states during a DMA transfer. The NIC 
will sample this signal at t3 during DMA transfers. 


N 
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. NETWORK INTERFACE PINS ....- . 


5.0 Pin Descriptions (Continued) 
BUS INTERFACE PINS (Continued) 


Symbol | DIPPinNo | Function | 
pwAa. | a7 


Description 


PORT WRITE: Strobe used to latch data from the NIC into external latch for 


.” transfer to host memory during Remote Read transfers. The rising edge of PWR 
“coincides with the presence of valid data on the local bus. 


READ ACKNOWLEDGE: Indicates that the system DMA or host CPU has read 
. the data placed in ‘the external en by the NIC. The NIC will begin a read cycle 
- to update the latch. : 


“This clock is used to establish the period of the DMA memory cycle. Four clock 
cycles (t1, t2, t3, t4) are used per DMA cycle. DMA transfers can be extended by - 
“one BSCK increments using the READY input. 


COLLISION DETECT: This line becomes active when a collision has been 


.. detected on the coaxial cable. During transmission this line is monitored after 
’: preamble'and synch have been transmitted. At the end of each transmission this 
line is monitored for CD heartbeat. : 


- RECEIVE DATA: Serial NRZ data received from the ENDEC, clocked into the 
-: NIC on the rising edge of RXC. 


CARRIER SENSE: This signal i is provided by the ENDEC and indicates that 
carrier is present. This signal is active high.: 


RECEIVE CLOCK: Re- synchronized clock from the ENDEC used to clock data 
. from the ENDEC into the NIC. 


LOOPBACK: This output i is set high when the NIC is programmed to perform a 
loopback through the StarLAN ENDEC. 


_ TRANSMIT DATA: Serial NRZ Data output to the ENDEC. The data is valid on 
the rising edge of TXC. 


TRANSMIT CLOCK: This clock is used to ove timing for internal operation 
and to shift bits out of the transmit serializer. TXC is nominally a 1 MHz clock 
provided by the ENDEC. 


TRANSMIT ENABLE: This output becomes active when the first bit of the 
packet is valid on TXD and goes low after the last bit of the packet is clocked out | 
__ Of TXD. This signal connects directly to the ENDEC. This signal is active high. 


~+5V DCis required. It is suggested that a decoupling capacitor be connected 
between these pins. It is essential to provide a path to ground for the GND pin 
with the lowest possible impedance: 


6.0 Direct Memory Access Control (DMA) 
The DMA capabilities of the NIC greatly simplify use of the 


DP8390D in typical configurations. The local DMA channel: 


‘on a local bus, where the NC's iol DMA channel per-' 


’ forms burst transfers between the buffer memory and the 


transfers data between the FIFO and memory. On transmis-'-: ” 


sion, the packet is DMA’d from memory to.the FIFO in. 


bursts. Should a collision occur (up to 15 times), the packet 
is retransmitted with no processor intervention. On recep- 
tion, packets are DMAed from the FIFO to the receive buffer 
ring (as explained below). 


NIC’s FIFO. The Remote DMA transfers data between the . 
buffer memory'‘and the host memory via a bidirectional I/O: 


.: » port. The Remote DMA provides local addressing capability 
.. ,and is used as a slave DMA by the host. Host side address- 
_ ing must be provided by a host DMA or the CPU. The NIC 


A remote DMA channel is also provided on the NIC to ac: 


complish transfers between a buffer memory and system 


memory. The two DMA channels can alternatively be com- 
bined to form a.single 32- bit address with 8- or 16-bit data. 


DUAL DMA CONFIGURATION 


An example configuration using both the local and remote - 
DMA channels is shown below..Network activity is isolated. 
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allows Local and Remote DMA operations to be interleaved. 


‘SINGLE CHANNEL DMA OPERATION 


if desirable, the two DMA channels can be combined to 
- provide a 32-bit DMA address. The upper 16 bits of the 32- 


bit address are static and are used to point to a 64k byte (or 


~ 32k. word) page of memory where packets are to be re- 


ceived and transmitted. 


is 
i 








6.0 Direct Memory Access Control (DMA) (continued) 
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32-Bit DMA Operation — a 7.0 Packet Reception 


pP8390 The Local DMA receive channel uses a Buffer Ring Struc- 
ture comprised of a series of contiguous fixed length 256 

: byte (128 word) buffers for storage of received packets. The 

7 5 a location of the Receive Buffer Ring is programmed in two 

REMOTE: DMA : registers, a Page Start and a Page Stop Register. Ethernet 
cr maga [_ADDRESS(32-BIT) packets consist of a distribution of shorter link control pack- 

; ets and longer data packets, the 256 byte buffer length pro- 

HOST vides a good compromise between short packets and long- 
~ MEMORY er packets to most efficiently use memory. In addition these 
buffers provide memory resources for storage of back-to- 
back packets in loaded networks. The assignment of buffers 
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7.0 Packet Reception (continued) 


for storing packets is controlled by Buffer Management Log- 
ic in the NIC. The Buffer Management Logic provides three 
basic functions: linking receive buffers for long packets, re- 
covery of buffers when a packet is rejected, and recircula- 
tion of buffer pages that have been read by the host. 


At initialization, a portion of the 64k byte (or 32k word) ad- 


dress space is reserved for the receive buffer ring. Two 


eight bit registers, the Page Start Address Register 


(PSTART) and the Page Stop Address Register (PSTOP) - 
define the physical boundaries of where the buffers reside. . 


The NIC treats the list of buffers as a logical ring; whenever 
the DMA address reaches the Page Stop Address, the DMA 
is reset to the Page Start Address. 


INITIALIZATION OF THE BUFFER RING 


Two static registers and two working registers control the 
operation of the Buffer Ring. These are the Page Start Reg- 
ister, Page Stop Register (both described previously), the 
Current Page Register and the Boundary Pointer Register. 
The Current Page Register points to the first buffer used to 
store a packet and is used to restore the DMA for writing 
status to the Buffer Ring or for restoring the DMA‘address in 
the event of a Runt packet, a CRC, or Frame Alignment 
error. The Boundary Register points to the first packet in the 
Ring not yet read by the host. If the local DMA address ever 
reaches the Boundary, reception is aborted. The Boundary 
Pointer is also used to initialize the Remote DMA for remov- 
ing a packet and is advanced when a packet is removed. A 
simple analogy to remember the function of these registers 
is that the Current Page Register acts as a Write Pointer and 
the Boundary Pointer acts as a Read Pointer. 


Note 1: At initialization, the Page Start Register value should be loaded into 
both the Current Page Register and the Boundary Pointer Register. 


Note 2: The Page Start Register must not be initialized to OOH. 


"Receive Buffer Ring At Initialization 
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BEGINNING OF RECEPTION 


When the first packet begins arriving the NIC begins storing 
the packet at the location pointed to by the Current Page 


Register. An offset of 4 bytes is saved in this first buffer to 


allow room for storing receive status corresponding to this 
elite 


. “Received Packet Enters <a Pages 
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LINKING RECEIVE BUFFER PAGES 
If the length of the packet exhausts the first 256 byte buffer, 


. the DMA performs a forward link to the next buffer to store 


the remainder of the packet. For a maximal length packet 
the buffer logic will link six buffers to store the entire packet. 
Buffers cannot be skipped when linking, a packet will always 
be stored in contiguous buffers. Before the next buffer can 


’ be linked, the Buffer Management Logic performs two com- 


parisons. The first comparison tests for equality between 
the DMA address of the next buffer and the contents of the 
Page Stop Register. If the buffer address equals the Page 
Stop Register, the buffer management logic will restore the 
DMA to the first buffer in the Receive Buffer Ring value 
programmed in the Page Start Address Register. The sec- 
ond comparison tests for equality between the DMA ad- 
dress of the next buffer address and the contents of the 
Boundary Pointer Register. If the two values ‘are equal the 
reception is aborted. The Boundary Pointer Register can be 
used to protect against overwriting any area in the receive 
buffer ring that has not yet been read. When linking buffers, 
buffer management will never cross this pointer, effectively 
avoiding any overwrites. If the buffer address does not 
match either the Boundary Pointer or Page Stop Address, 
the link to the next buffer is performed. -_ 


Linking Buffers 

Before the DMA can enter the next contiguous 256 byte 
buffer, the address is checked for equality to PSTOP and to 
the Boundary Pointer. If neither are reached, the DMA is 
allowed to use the next buffer. 


Linking Receive Buffer Pages 


CURRERT 
PAGE 
REGISTER 


1) Check for = to PSTOP 
2) Check for = to Boundary 
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7.0 Packet Reception (continued) 


Received Packet Aborted if It Hits Boundary Pointer 
2NO PACKET 


(0) 


18T PACKET 


NEW PACKET 


ARRIVING RECEPTION 


ABORTED 8Y 
IC —- OVFLW 


BOUNDARY 
POINTER 
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Buffer Ring Overflow 


If the Buffer Ring has been filled and the DMA reaches the 
Boundary Pointer Address, reception of the incoming pack- 
et will be aborted by the NIC. Thus, the packets previously 
received and still contained in the Ring will not be de- 
stroyed. 


In a heavily loaded network environment the local DMA may 
be disabled, preventing the NIC from buffering packets from 
the network. To guarantee this will not happen, a software 
reset must be issued during all Receive Buffer Ring over- 
flows (indicated by the OVW bit in the Interrupt Status Reg- 
ister). The following procedure is required to recover 
from a Receiver Buffer Ring Overflow. 


If this routine is not adhered to, the NIC may act in an unpre- 
dictable manner. It should also be noted that it is not per- 
missible to service an overflow interrupt by continuing to 
empty packets from the receive buffer without implementing 
the prescribed overflow routine. A flow chart of the NIC’s 
overflow routine can be found at the right. 

Note: It is necessary to define a variable in the driver, which will be called 

“Resend”, 
1. Read and store the value of the TXP bit in the NIC’s 
Command Register. 


2. Issue the STOP command to the NIC. This is accom- 
plished be setting the STP bit in the NIC’s Command 
Register. Writing 21H to the Command Register will stop 
the NIC. OS 

Note: If the STP is set when a transmission Is In progress, the RST bit may 

not be set. In this case, the NIC is guaranteed to be reset after the 
fongest packet time (1500 bytes = 1.2 ms). For the DP8390D (but not 
for the DP8390B), the NIC will be reset within 2 microseconds after 
the STP bit is set and Loopback mode 1 is programmed. 

. Wait for at least 1.6 ms. Since the NIC will complete any 
transmission or reception that is in progress, It is neces- 
sary to time out for the maximum possible duration of an 
Ethernet transmission or reception. By waiting 1.6 ms this 
is achieved with some guard band added. Previously, it 

‘was recommended that the RST bit of the Interrupt 

Status Register be polled to insure that the pending 

' transmission or reception is completed. This bit is not a 
reliable indicator and subsequently should be ignored. 


. Clear the NIC’s Remote Byte Count registers (RBCRO 
and RBCR}). 
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; Get OVW Interrupt 


Check and remember the TXP 
bit in the Command Register 


Issue STOP command 
Wait 1.6 ms , 


Clear RBCRO and RCBR1 registers 


Check 
saved TXP value 


Look at ISR 


0 


Set Resend to a 0 
Set Resend to a 1] | Set Resend to a 0 


; Put NIC in loopback 
Issue START command 





Remove packet(s) 
. Reset OVW bit in the ISR 


Take NIC out of loopback 


Resend = 0 Does 
the packet need to © 
be resent 


Resend =1 


Issue transmit command to the NIC 
(set TXP in Command Register to a 1)] | 


Set Resend to 0 


Overflow Routine Flow Chart 
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5, Read the stored value of the TXP bit from step 1, above, 


If this value is a 0, set the “Resend” variable to a 0 and 
jump to'step 6. 

If this value Is a 1, read the NIC’s Interrupt Status Regis- 
ter. If either the Packet Transmitted bit (PTX) or Trans- 
mit Error bit (TXE) is set to a.1, set the ‘Resend’ vari- 
able to a 0 and jump to step 6. If neither of these bits is 
set, place a 1 In the Resend” variable and Jump to step 
6. ; 


This step determines if there was a transmission in prog- 
ress when the stop command was issued in step 2. If 
there was a transmission in progress, the NIC’s ISR is 
read to determine whether or not the packet was recog- 
nized by the NIC. If neither the PTX nor TXE bit was set, 
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7.0 Packet Reception (continued) 


then the packet will essentially be lost and re-transmit- 
ted only after a time-out takes place in the upper level 
software. By determining that the packet was lost at the 
driver level, a transmit command can be reissued to the 
NIC once the overflow routine is completed (as in step 
11). Also, it is possible for the NIC to defer indefinitely, 
when it is stopped on a busy network. Step 5 also allevi- 
ates this problem. Step 5 is essential and should not be 
omitted from the overflow routine, in order for the NIC to 
operate correctly. 


. Place the NIC in either mode 1 or mode 2 loopback. This 
can be accomplished by setting bits D2 and D1, of the 
Transmit Configuration Register, to “0,1” or “1,0”, re- 
spectively. 

. Issue the START command to the NIC. This can be ac- 
complished by writing 22H to the Command Register. 
This is necessary to activate the NIC’s Remote DMA 
channel. . 


. Remove one or more packets from the receive buffer 
ring. 

. Reset the overwrite. warning (OVW, overflow) bit in the 
Interrupt Status: Register. 


. Take the NIC out of loopback. This is done by writing the 
Transmit Configuration Register with the value it con- 
tains during normal operation. (Bits D2 and D1 should 
both be programmed to 0.) 

. If the “Resend” variable is set to a 1, reset the “Re- 
send” variable and reissue the transmit command. This 
is done by writing a value of 26H to the Command Reg- 
ister. If the “Resend” variable is 0, nothing needs to be 
done. 


Note: If Remote DMA is not being used, the NIC does not need to be started 
before packets can be removed from the receive buffer ring. Hence, 
step 8 could be done before step 7. | 


END OF PACKET OPERATIONS © 


At the end of the packet the NIC determines whether the 
received packet is to be accepted or rejected. It either 
branches to a routine to store the Buffer Header or to anoth- 
er routine that recovers the buffers used to store the packet. 


SUCCESSFUL RECEPTION 


If the packet is successfully received as shown, the DMA is 
restored to the first buffer used to store the packet (pointed 


Termination of Received Packet—Packet Accepted 


CURRENT 
PAGE 
REGISTER 


| 


jl PACKET STATUS 


TL/F/8582-10 





1-140 


to by the Current Page Register). The DMA then stores the 
Receive Status, a Pointer to where the next packet will be 
stored (Buffer 4) and the number of received bytes. Note 
that the remaining bytes in the last buffer are discarded and 
reception of the next packet begins on the next empty 256- 
byte buffer boundary. The Current Page Register is then 
initialized to the next available buffer in the Buffer Ring. (The 
location of the next buffer had been previously calculated 
and temporarily stored in an internal scratchpad register.) 


BUFFER RECOVERY FOR REJECTED PACKETS 


If the packet is a runt packet or contains CRC or Frame 
Alignment errors, it is rejected. The buffer management log- 
ic resets the DMA back to the first buffer page used to store 
the packet (pointed to by CURR), recovering alt buffers that 
had been used to store the rejected packet. This operation 
will not be performed if the NIC is programmed to accept 
either runt packets or packets with CRC or Frame Alignment 
errors. The received CRC is always stored in buffer memory 
after the last byte of received data for the packet. 


Termination of Received Packet—Packet Rejected 


PACKET, 
CRC, FAE 
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Error Recovery 


If the packet is rejected as shown, the DMA is restored by 
the NIC by reprogramming the DMA starting address point- 
ed to by the Current Page Register. 


REMOVING PACKETS FROM THE RING 


Packets are removed from the ring using the Remote DMA 
or an external device. When using the Remote DMA the 
Send Packet command can be used. This programs the Re- 
mote DMA to automatically remove the received packet 
pointed to by the Boundary Pointer. At the end of the trans- 
fer, the NIC moves the Boundary Pointer, freeing additional 
buffers for reception. The Boundary Pointer can also be 
moved manually by programming the Boundary Register. 
Care should be taken to keep the Boundary Pointer at least 
one buffer behind the Current Page Pointer. 


The following is a suggested method for maintaining the 
Receive Buffer Ring pointers. i 


1. At initialization, set up a software variable (next_pkt) to 
indicate where the next packet will be read. At the begin- 
ning of each Remote Read DMA operation, the value of 
next__pkt will be loaded into RSARO and RSAR1. 

. When initializing the NIC set: 
BNDRY = PSTART 
CURR = PSTART + 1 
next_pkt = PSTART + 1 





7.0 Packet Reception (continued) 


3. After a packet is DMAed from the Receive Buffer Ring, 
the Next Page Pointer (second byte in NIC buffer header) 
is used to update BNDRY and next__pkt. 


next_pkt = Next Page Pointer 
BNDRY = Next Page Pointer — 1 
lf BNDRY < PSTART then BNDRY = PSTOP — 1 


Note the size of the Receive Buffer Ring is reduced by one 
256-byte buffer; this will not, however, impede the operation 
of the NIC. 


In StarLAN applications using bus clock frequencies greater 
than 4 MHz, the NIC does not update the buffer header 
information properly because of the disparity between the 
network and bus clock speeds. The lower byte count is cop- 
ied twice into the third and fourth locations of the buffer 
header and the upper byte count is not written. The upper 


byte count, however, can be calculated from the current . 


next page pointer (second byte in the buffer header) and the 
previous next page pointer (stored in memory by the CPU). 
The following routine.calculates the upper byte count and 
allows StarLAN applications to be insensitive to bus clock 
speeds. Next__pkt is defined similarly as above. 


1st Received Packet Removed By Remote DMA 


Z 


WEW PACKET 
ARRIVING — ome 


i rom | PACKET 


REMOTE DMA 
REMOVES 
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upper byte count = next page pointer — next_pkt — 1 
if (upper byte count) < 0 then _ 
upper byte count = (PSTOP — next_pkt) + 

(next page pointer — PSTART) — 1 
if (lower byte count) > Ofchthen . 
upper byte count = upper byte count + 1 


STORAGE FORMAT FOR RECEIVED PACKETS 


The following diagrams describe the format for how re- 
ceived packets are placed into memory by the local DMA 
channel. These modes are selected in the Data Configura- 
tion Register. 

Storage Format 


AD15  - AD8. AD7 ADO 


Next Packet ’ Receive 
’ Pointer Status 


Receive Receive 
Byte Count 1 Byte Count 0 
Byte 2 


BOS = 0, WTS = 1 in Data Configuration Register. 
This format used with Series 32000 808X type processors. 








AD8 AD7 ADO 
Next Packet Receive 
Pointer Status 
Receive Receive 
Byte Count 0 Byte Count 1 


BOS = 1, WTS = 1 in Data Configuration Register. 


This format used with 68000 type processors. 
Note: The Receive Byte Count ordering remains the same for BOS=0 or 1. 


AD7 ADO 


Receive Status 
Next Packet 
Pointer 
Receive Byte 
Count 0 
Receive Byte 
Count 1 


BOS = 0, WTS = 0 in Data Configuration Register. 
This format used with general 8-bit CPUs. 


8.0 Packet Transmission 


The Local DMA is also used during transmission of a pack- 
et. Three registers control the DMA transfer during trans- 
mission, a Transmit Page Start Address Register (TPSR) 
and the Transmit Byte Count Registers (TBCRO,1). When 
the NIC receives a command to transmit the packet pointed 
to by these registers, buffer memory data will be moved into 
the FIFO as required during transmission. The NIC will gen- 
erate and append the preamble, synch and CRC fields. 


TRANSMIT PACKET ASSEMBLY 

The NIC requires a contiguous assembled packet with the 
format shown. The transmit byte count includes the Destina- 
tion Address, Source Address, Length Field and Data. It 
does not include preamble and CRC. When transmitting 
data smaller than 46 bytes, the packet must be padded to a 
minimum size of 64 bytes. The programmer is responsible 
for adding and stripping pad bytes. 


General Transmit Packet Format 


DESTINATION ADDRESS 6 BYTES 


SOURCE ADDRESS 6 BYTES 


TX BYTE COUNT " 
(TBCRO,1) TYPE LENGTH 2 BYTES 
> 46 BYTES 


PAD (IF DATA < 46 BYTES) 
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8.0 Packet iranermecier iconioes) 


TRANSMISSION 


Prior to transmission, the TPSR (Transmit Page Start Regis- 
ter) and TBCRO, TBCR1 (Transmit Byte Count Registers) 
must be initialized. To initiate transmission of the packet the 
TXP bit in the Command Register is set. The Transmit 
Status Register (TSR) is cleared and the NIG begins to pre- 
fetch transmit data from memory (unless the NIC is currently 
receiving). If the interframe- ‘gap has timed out Eine NIC will 
begin transmission. ‘ 


CONDITIONS REQUIRED TO BEGIN TRANSMISSION - 


In order to transmit a packet, the following three conditions 
must be met: 


1. The Intérframe Gap Timer has timed out the first 6.4 ps 
of the Interframe Gap (See appendix for Interframe Gap 
Flowchart) 


2. At least one byte has entered the FIFO. (This indicates 
that the burst transfer has been started) 


3. If the NIC had collided, the backoff timer has expired. 


In typical systems the NIC has already prefetched the first 
burst of bytes before the 6.4 ys timer expires. The time 
during which NIC transmits preamble: can also be used to 
load the FIFO. 


Note: If carrier sense is asserted before a byte has been loaded into the 
FIFO, the NIC will become a receiver. .. : 


COLLISION RECOVERY * 
During transmission, the Buffer Management logic monitors 
the transmit circuitry to determine if a collision has occurred. 
If a collision is detected, the Buffer Management logic will 
reset the FIFO and restore the Transmit DMA poiriters for 
retransmission of the packet. The COL bit will be set in the 
TSR and the NCR (Number .of Collisions Register) will be 
incremented. If 15 retransmissions each result in a collision 
the transmission will be aborted and the ABT Pe in the 138 
will be set. 

Note: NCR reads as zeroes If excessive collisions are ‘encountered. 


TRANSMIT PACKET ASSEMBLY FORMAT 


The following diagrams describe the format for how packets 
must be assembled prior to transmission for different byte 
ordering schemes. The various formats are selected In ns 
Data Configuration Register, ~~ 

_ DIS - 





BOS = 0, WTS = 1 In Data Configuration Reglster. 


This format is used with Series 32000, 808X type proces- 
sors. 
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. BOS =.1, WTS = 1 in Data Configuration Register. « - 
This format is used with 68000 type processors. 


BOS = 0, WTS = 0 in Data Configuration Register. 
This format is used with general 8-bit CPUs. 


Note: All examples above will result in a transmission of a packet in order of 
DAO, DA1, DA2, DAS... bits within each byte will be transmitted least 
significant bit first. at : : 


DA = Destination Address 
SA = Source Address 
TAL = Type/Length Field 


9.0 Remote DMA: 


The Remote DMA channel is used to both assemble pack- 
ets for transmission, and to remove received packets from 
the Receive Buffer Ring. It may also be used as a general 
purpose slave DMA channel for moving blocks of data or 
commands between host memory and local buffer memory, 
There are three modes of operation, Remote iter! Remote 
Read, or Send Packet. 


Two register pairs are used to control the Remote DMA, a 
Remote Start Address (RSARO, RSAR1) and a Remote 
Byte Count (RBCRO, RBCR1) register pair. The Start Ad- 
dress Register pair points to the beginning of the block to be 
moved while the Byte Count Register. pair is used to indicate 
the number of bytes to be transferred. Full: handshake logic 
is provided to move data between. local buffer memory and 
a bidirectional 1/0 Pott 


‘ 





9.0 Remote DMA (continueg) 


REMOTE WRITE 


A Remote Write transfer is used to move a block of data 
from the host into local buffer memory. The Remote DMA 
will read data from the !/O port and sequentially write it to 
local buffer memory beginning at the Remote Start Address. 
The DMA Address will be incremented and the Byte Coun- 
ter will be decremented after each transfer. The DMA is 
terminated when the Remote Byte Count Realster teaches 
a count of zero. 


REMOTE READ 


A Remote Read transfer is used to move a block of data 
from local buffer memory to the host. The Remote DMA will 
sequentially read data from the local buffer memory, begin- 
ning at the Remote Start Address, and write data to the I/O 
port. The DMA Address will be incremented and the Byte 
Counter will be decremented after each transfer. The DMA 
is terminated when the Remote Byte Count Register reach- 
es zero. 


REMOTE DMA WRITE 


Setting PRQ Using the Remote Read 


Under certain conditions the NIC’s bus state machine may 
issue /MWR and /PRD before PRQ for the first DMA trans- 
fer of a Remote Write Command. If this occurs this could 
cause data corruption, or cause the remote DMA count to 
be different from the main CPU count causing the system to 
“lock up”. 


To prevent this condition when implementing a Remote 
DMA Write, the Remote DMA Write command should first 
be preceded by a Remote DMA Read command to insure 
that the PRQ signal is asserted before the NIC starts its port 
read cycle. The reason for this is that the state machine that 
asserts PRQ runs independently of the state machine that 
controls the DMA signals. The DMA machine assumes that 
PRQ is asserted, but actually may not be. To remedy this 
situation, a single Remote Read cycle should be inserted 
before the actual DMA Write Command is given. This will 
ensure that PRQ is asserted when the Remote DMA Write is 
subsequently executed. This single Remote Read cycle is 


Remote Write 


Start Address 


Dummy 
DMA Read 


called a “dummy Remote Read.” In order for the dummy 
Remote Read cycle to operate correctly, the Start Address 
should be programmed to a known, safe location in the buff- 
er memory space, and the Remote Byte Count should be 
progammed to a value greater than 1. This will ensure that 
the master read cycle is performed safely, eliminating the 
possiblity of data corruption. 


Remote Write with High Speed Buses 


When implementing the Remote DMA Write solution i in pre- 
vious. section with high speed buses and CPU’s, timing 
problems may cause the system to hang. Therefore addi- 
tional considerations are required. 


The problem occurs when the system can execute the dum- 
my Remote Read and then start the Remote Write before 
the NIC has had a chance to execute the Remote Read. If 
this happens. the PRQ signal will not get set, and, the Re- 
mote Byte Count and Remote Start Address for the Remote 
Write operation could be corrupted. This is shown by the 
hatched waveforms in the timing diagram below. The execu- 
tion of the Remote Read can be delayed by the local DMA 
operations (particularly during end-of-packet processing). 


To ensure the dummy Remote Read does execute, a delay 
must be inserted between writing the Remote Read Com- 
mand, and starting to write the Remote Write Start Address. 
(This time is designated in figure below by the delay arrows.) 
The recommended method to avoid this problem is, after 
the Remote Read command is given, to poll both bytes of 
the Current Remote DMA Address Registers. When the ad- 
dress has incremented, PRQ has been set. Software should 
recognize this and then start the Remote Write. 


An additional caution for high speed systems is that the 
polling must follow guidelines specified at the end of Sec- 
tion 13. That is, there must be at least 4 bus clocks between 
chip selects. (For example, when BSCK = 20 MHz, then 
this time should be 200 ns.) 


The general flow for executing a Remote Write is: 


1. Set Remote Byte Count to a value >1 and Remote Start 
Address to unused RAM (one location before the transmit 
start address is usually a safe location). 


Write 


Byte Count 


Remote | ae 


Remote Write | 


“TTA TA 


Yt read no 


xecuted YEA 


CAS eS SLL 


Note: The dashed lines indicate incorrect timing. 
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Timing pigoean for Dummy Remote Read 
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9.0 Remote DMA (Continued) 


2: Issue the “dummy” Remote.Read command. | 


3. Read: the Current Remote DMA padress eBoy) oon 
’ .pytes). ° 

: Compare to previous CRDA value if different go to 6. 

. Delay and jump.to 3.. 

. Set up for the Remote “Write eaminand Ey: sattind the 
Remote Byte Count and the Remote Start Address (note 
that if the Remote Byte count in step 1 can be set to the 

- tramsmit byte count plus one, and the Remote Start Ad- 

. dress to'one less, these will now be incremented to’ the 

- correct: values.) ; 


7. Issue the Remote Write command. 
FIFO AND BUS OPERATIONS 


Overview - =: - 


To accommodate the ‘different'rates at which data comes 
from (or goes to) the network and goes to (or comes from) 
the system memory, ‘the NIC contains a 16-byte FIFO for 
buffering data between the bus and the’ media. The FIFO 
threshold is programmable, allowing filling (or emptying) the 
FIFO at different rates. When the FIFO:has filled to its pro- 
grammed threshold, the local DMA channel transfers these 
bytes (or words) ‘into local: memory. It is crucial that the local 
DMA is givenaccess to the bus within a minimum bus Iaten- 
cy time; otherwise a FIFO underrun (or overrun) ‘occurs. 


To understand FIFO underruns or overruns, there | are two 
causes which produce this: condition— 


1) the bus latency is so long that the FIFO has filled (or 
emptied) from the network before ‘the local DMA has 
serviced the FIFO. 


2) the bus latency or bus data rate has Slowed the through- 
put of the. local DMA to point. where it is slower than the 

E ‘network data rate (10 Mb/s). This second ‘condition jis 
‘also dependent upon DMA clock and word width (byte 
wide or word wide). 


The worst case condition ultimately limits the overail ‘bus 
latency which the NIC can tolerate. 


FIFO Underrun and Transmit Enable. a 


During transmission, if a FIFO underrun occurs, the Trans- 
mit enable (TXE) output may remain high (active). Generally, 
this will cause a very large packet to be transmitted onto the 
network. The jabber feature of the transceiver will terminate 
the transmission, and reset TXE. 


To prevent this problem, a properly designed system will not 


allow FIFO underruns by giving the NIC a bus acknowledge 
within time shown in the maximum bus latency curves 
shown and described later. . 

FIFO at the Beginning of Receive 

At the beginning of reception, the NIC stores entire Address 


field of each incoming packet in the FIFO to determine 


whether the packet matches its Physical Address Registers 
or maps to one of its Multicast Registers. This causes the 
FIFO to accumulate 8 bytes. Furthermore, there are some 


synchronization delays in the DMA PLA. Thus, the actual. 


FIFO Operation at the End of Receive -.-. - 


When Carrier Sense goes low, the ‘NIC enters its ahd: of 
packet processing sequence, emptying its FIFO and writing 
the status information at the beginning of.the packet, figure 
below. This NIC holds onto the bus for the entire sequence. 
The longest time BREQ may be extended occurs when a 
packet ends just.as the NIC performs its last FIFO burst. 
The NIC, in this case, performs a programmed burst transfer 
followed by flushing the remaining bytes in the FIFO, and 
completes by writing the header information to memory. The 
following steps occur during this sequence. ° 


1) NIC issues BREQ because the FIFO threshold has been 
: reached. 


2) During | the burst, packet, ends, resulting i in BREQ extend- 
ed. .. . 


3) NIC fishes remeirina pyies from FIFO. 


4) NIC performs internal: processing to prepare for writing 
the header. 


5) NIC writes 4-byte (2-word) header. -- 
6) NIC deasserts BREQ..._ 


Empty FIFO 


Burst Length 





Internal Processing as 
,, to Issue Status , 
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_End of Packet Processing 


End of Packet Processing (EOPP) times for 10 MHz and 
20 MHz have been tabulated i in ‘the table below. of ee 


‘End of Packet Processing Times for Varlous FIFO 
; enrese: Bus Clocks and Transfer Modes : 


‘Threshold Bun Glock. |” EOPP. 


Byte 


Threshold Detection (Bus Latency) 


“To assure that no overwriting of data in the FIFO, the FIFO 


time that BREQ is asserted from the time the Start of Frame - 


Delimiter (SFD) is detected is 7.8 js. This operation affects 


the bus latencies at 2 and 4 byte thresholds. during the first : 


receive BREQ since the FIFO must be filled to 8 bytes (4 
words) before issuing a BREQ. 


logic flags a FIFO overrun as the 13th byte is written into the 
FIFO, effectively shortening the FIFO to 13 bytes. The FIFO 


:, logic also operates differently in Byte Mode and in Word 
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Mode. In Byte Mode, a threshold is indicated when the n+1 








9.0 Remote DMA Ccontinuea) 


Maximum Bus Latency for Byte Mode 


Bus Latency (ys) 


15 20 | 


DMA Clock (MHz) 
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byte has entered the FIFO; thus, with an 8 byte threshold, 
the NIC issues Bus Request (BREQ) when the 9th byte has 
entered the FIFO. For Word Mode, BREQ is not generated 
until the n+ 2 bytes have entered the FIFO. Thus, with a 4 
word threshold (equivalent to 8 byte threshold), BREQ is 
issued when the 10th byte has entered the FIFO. The two 
graphs, the figures above, indicate the maximum allowable 
bus latency for Word and Byte transfer modes. 


The FIFO at the Beginning of Transmit 

Before transmitting, the NIC performs a prefetch from mem- 
ory to load the FIFO. The number of bytes prefetched is the 
programmed FIFO threshold. The next BREQ is not issued 
until after the NIC actually begins trasmitting data, i.e., after 
SFD. The Transmit Prefetch diagram illustrates this process. 


SEND PACKET COMMAND 


The Remote DMA channel can be automatically initialized 
to transfer a single packet from the Receive Buffer Ring. 


Maximum Bus Latency for Word Mode 


Cie 4 word threshold eae 
TV ie 2 word acs 
A a word te 


10 oo 20 





Bus Latency (ys) 


DMA Clock (MHz) 
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The CPU begins this transfer by issuing a “Send Packet” 
Command. The DMA will be initialized to the value of the 
Boundary Pointer Register and the Remote Byte Count 
Register pair (RBCRO, RBCR1) will be initialized to the value 
of the Receive Byte Count fields found in the Buffer Header 
of each packet. After the data is transferred, the Boundary 
Pointer is advanced to allow the buffers to be used for new 
receive packets. The Remote Read will terminate when the 
Byte Count equals zero. The Remote DMA is then prepared 
to read the next packet from the Receive Buffer Ring. If the 
DMA pointer crosses the Page Stop Register, it is reset.to 
the Page Start Address. This allows the Remote DMA to 
remove packets that have wrapped around to the top of the 
Receive Buffer Ring. 

Note 1: In order for the NIC to correctly execute the Send Packet Com- 


mand, the upper Remote Byte Count Register (RBCR1) must first 
be loaded with OFH. 


Note 2 The Send Packet command cannot be used with 68000 type pICe 
* essors. 


Transmit Prefetch Timing 


Tolerated Bus Latency =[(No. of Bytes Stored in FIFO) x 800] - 400ns 
or (12 Bytes - FIFO Threshold) 
whichever is less 


Burst Length 
TXE / 


[Frente] 


SFD 


Burst Length 
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9.0 Remote DMA Continued) 


Remote DMA Autoinitialization from Buffer Ring 


NEXT PACKET 
POINTER 


10.0 Internal Registers | 


All registers are 8-bit wide and mapped into two pages 
which are selected in the Command Register (PSO, PS1). 
Pins RAO-RA3 are used to address registers within each 
page. Page 0 registers are those registers which are com- 
monly accessed during NIC operation while page 1 registers 
are used primarily for initialization. The registers are parti- 
tioned to avoid having to perform two write/read cycles to 
access commonly used registers. 


RECEIVE BYTE 

COUNT (L) 
RECEIVE BYTE 
COUNT (H) 
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BOUNDARY 


REGISTERS LOADED BY 
AUTOSEND COMMAND 


REMOTE REMOTE 
BYTE COUNT 1 | BYTE COUNTO 


BOUNDARY 

POINTER 
REMOTE REMOTE 
START ADD 1 | START ADDO 
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10.1 REGISTER ADDRESS MAPPING 


COMMAND REGISTER 


ADDRESS 
DECODE 


'SWR 
ps 
[cs 
RAD=RA3 
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10.0 Internal Registers (continued) 


10.2 REGISTER ADDRESS ASSIGNMENTS - 


Page 0 Address Assignments (PS1 = 0, PSO =_0) 


RAO0-RA3 
| 00H Command (CR) Command (CR) 


00H 

01H Current Local DMA Page Start Register - 

Address 0 (CLDAO). | (PSTART) 

02H Current LocalDMA | Page Stop Register 

Address 1 (CLDA1) | (PSTOP) 
Boundary Pointer Boundary Pointer 
(BNRY) (BNRY) 

Transmit Status 


Register (TSR) 


Transmit Page Start 


05H’ 


Number of Collisions | Transmit Byte Count 
Register (NCR) Register 0 (TBCRO) 
FIFO(FIFO) -: .° | Transmit Byte Count 
Register 1 (TBCR1) 


Address (TPSR) 


Page 1 Address Assignments (PS1 = 0,PSO = 1) . 


| 00H | Command(CR) © | Command (CR) 
Physical Address 


00H ; 
01H Physical Address 
Register 0 (PARO). | Register 0 (PARO) 
02H Physical Address | Physical Address 
Register 1 (PAR1) Register 1 (PAR1) 
03H Physical Address Physical Address 
Register 2 (PAR2) Register 2 (PAR2) 
04H Physical Address Physical Address 
Register 3 (PAR3) Register 3 (PAR3) 
05H Physical Address _ | Physical Address 
Register 4 (PAR4) Register 4 (PAR4) 
06H Physical Address _| ' Physical Address 
- Register 5 (PAR5) | Register 5 (PARS5) 
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07H Interrupt Status Interrupt Status 
Register (ISR) Register (ISR) . 

08H Current Remote DMA | Remote Start Address 
Address 0 (CRDAO) | Register 0 (RSARO) 


07H Current Page ’ Current Page 
arr Register (CURR) |} Register (CURR) 
08H ‘ Multicast Address Multicast Address 
Register 0 (MARO) | Register 0 (MARO) 
09H Multicast Address Multicast Address 
Register 1 (MAR1) Register 1 (MAR1) 
OAH Multicast Address Multicast Address 
Register 2 (MAR2) | Register 2 (MAR2) 
OBH Multicast Address Multicast Address 
Register 3 (MAR3) | Register 3 (MAR3) 
Multicast Address Multicast Address 
Register 4 (MAR4) | Register 4 (MAR4) 


Multicast Address Multicast Address 
Register 5 (MAR5) | Register 5 (MAR5) 


Current Remote DMA | Remote Start Address 
Address 1 (CRDA1) | Register 1 (RSAR1) 
OAH Reserved Remote Byte Count 
Register 0 (RBCRO) 
0OBH Reserved Remote Byte Count 
Register 1 (RBCR1) 


OCH Receive Status Receive Configuration OCH 
Register (RSR) Register (RCR) 
H 


Transmit Configuration OD 
Register (TCR) 
Data Configuration OEH Multicast Address Multicast Address 
Register 6 (MAR6) | Register 6 (MAR6) 
OFH 


Register (DCR) 
Multicast Address Multicast Address 
Register 7 (MAR7) | Register 7 (MAR7) 


ODH Tally Counter 0 
(Frame Alignment 
Errors) (CNTRO) 
OEH 


E Tally Counter 1 
(CRC Errors) 
(CNTR1) 


Tally Counter 2 
(Missed Packet 
Errors) (CNTR2) 


Interrupt Mask 
Register (IMR) 
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10.0 Internal Registers (Continued 


Page 2 Address Assignments (PS1 = 1, PSO = 0) : 


Rao-Rag| RD | WR 
Command (CR) ___| Command (CR) 


Page Start Register | Current Local DMA 
(PSTART) _Address 0 (CLDAOQ) 
Page Stop Register | Current Local DMA 
(PSTOP) Address 1 (CLDA1) 
Remote Next Packet | Remote Next Packet 
Pointer Pointer 

Transmit Page Start | Reserved 

Address (TPSR) 

Local Next Packet Local Next Packet 
Pointer Pointer 


Address Counter Address Counter 


(Upper) (Upper) 


Address Counter Address Counter 
(Lower) — (Lower) 
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RA0-RA3 


| 08H | Reserved | Reserved _ 
| 09H | Reserved | Reserved | 


| oaH | Reserved | Reserved _| 


08H : 
OAH 
7 
OCH Receive Configuration - Reserved 
Register (RCR) ; 
Transmit Configuration Reserved 
Register (TCR) 
~ OEH Data Configuration. _ || Reserved 
Register (DCR) 
Interrupt Mask Register’ | Reserved 


(IMR) 


Note: Page 2 registers should only be accessed for diagnostic purposes. 
They should not be modified during normal! operation. ° 


Page 3 should never be modified. 








10.0 Internal Registers (Continued) 
10.3 Register Descriptions 


COMMAND REGISTER (CR) 00H (READ/WRITE) 


The Command Register is used to initiate transmissions, enable or disable Remote DMA operations and to select register 
pages. To issue a command the microprocessor sets the corresponding bit(s) (RD2, RD1, RDO, TXP). Further commands may 
be overlapped, but with the following rules: (1) If a transmit command overlaps with a remote DMA operation, bits RDO, RD1, 
and RD2 must be maintained for the remote DMA command when setting the TXP bit. Note, if a remote DMA command is re-is- 
sued when giving the transmit command, the DMA will complete immediately if the remote byte count register have not been re- 
initialized. (2) If a remote DMA operation overlaps a transmission, RDO, RD1, and RD2 may be written with the desired values 
and a “0” written to the TXP bit. Writing a “0” to this bit has no effect. (3) A remote write DMA may not overlap remote read 
operation or visa versa. Either of these operations must either complete or be aborted before the other operation may start. 


Bits PS1, PSO, RD2, and STP may be set any time. 
7 6 5 4 3 2 1 0 - 
[pst | pso | Roz | D1 | Abo | Txp | sta | sTP | 


Description 
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STOP: Software reset command, takes the controller offline, no packets will be received or 
transmitted. Any reception or transmission in progress will continue to completion before 
entering the reset state. To exit this state, the STP bit must be reset and the STA bit must be 
set high. To perform a software reset, this bit should be set high. The software reset has 
executed only when indicated by the RST bit in the ISR being set to a 1. STP powers up 
high. 

Note: If the NIC has previously been in start mode and the STP is set, both the STP and STA bits will remain set. 


START: This bit is used to activate the NIC after either power up, or when the NIC has been 
placed in a reset mode by software command or error. STA powers up low. 


TRANSMIT PACKET: This bit must be set to initiate transmission of a packet. TXP is 
internally reset either after the transmission is completed or aborted. This bit should be set — 


only after the Transmit Byte Count and Transmit Page Start registers have been 
programmed. 
. Note: Before the transmit command is given, the STA bit must be set and the STP bit reset. 


D3, D4, DS RDO, RD1, RD2 REMOTE DMA COMMAND: These three encoded bits control operation of the Remote DMA 
channel. RD2 can be set to abort any Remote DMA command in progress. The Remote Byte 

Count Registers should be cleared when a Remote DMA has been aborted. The Remote 
Start Addresses are not restored to the starting address if the Remote DMA is aborted. 
RD2 RD1 RDO : 

0 0 0 Not Allowed 

0 0 1 Remote Read 

0 1 0 Remote Write (Note 2) 

0 1 1 Send Packet 

1 X xX Abort/Complete Remote DMA (Note 1) 


Note 1: If a remote DMA operation is aborted and the remote byte count has not decremented to zero, PRQ (pin 29, 
DIP) will remain high. A read acknowledge (RACK) on a write acknowledge (WACK) will reset PRQ low. 


Note 2: For proper operation of the Remote Write DMA, there are two steps which must be performed before using 
the Remote Write DMA. The steps are as follows: 





i) Write a non-zero value into RBCRO. 

ii) Set bits RD2, RD1, RDO to 0, 0, 1. 

iii) Set RBCRO, 1 and RSARO, 1 

iv) !ssue the Remote Write DMA Command (RD2, RD1, RDO = 0, 1, 0) 


PSO, PS1 PAGE SELECT: These two encoded bits select which register page is to be accessed with 
addresses RAO-3. 
PS1 PSO 

0 Register Page 0 

0 Register Page 1 

1 Register Page 2 

1 Reserved 
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10.0 Internal Registers (Continued) 
10.3 Register Descriptions (Continued) 


INTERRUPT STATUS REGISTER (ISR) 07H (READ/WRITE) 


This register is accessed by the host processor to determine the.cause of an interrupt. Any interrupt can be masked in the 
Interrupt Mask Register (IMR). Individual interrupt bits are cleared by writing a ‘‘1” into the corresponding bit of the ISR. The INT 
signal is active as long as any unmasked signal is set, and will not go-low until all unmasked bits in this register have been 
cleared. The ISR must be cleared after poner up By writing it wid all 1’s. — 


Description 
PACKET RECEIVED: Indicates packet received with no errors. 
PACKET TRANSMITTED: Indicates packet transmitted with no errors. 


RECEIVE ERROR: Indicates that a packet was received with one or more of the 
following errors: 

—CRC Error 

—Frame Alignment Error 

—FIFO Overrun 

—NMissed Packet 


TRANSMIT ERROR: Set when packet transmitted with one or more of the 
following errors: 
—Excéssive Collisions 
‘FIFO Underrun 


- -OVERWRITE WARNING: Set when receive buffer ring storage resources have 
: been exhausted. (Local DMA has reached Boundary Pointer). 


COUNTER OVERFLOW: Set when MSB of one or more of the Network Tally 
Counters has been set. 


REMOTE DMA COMPLETE: Set when Remote DMA operation has been 
completed. . — 


‘RESET STATUS: Set when NIC enters reset state and cleared when a Start 

. ‘Command is issued to the CR. This bit is also set when a Receive Buffer Ring 

‘. overflow occurs and is cleared when one or more packets have been removed 
from the ring. Writing to this bit has no effect. 
NOTE: as bit goes not generate an lio de it is merely a status indicator. 
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10.0 Internal Registers (Continued) 
10.3 Register Descriptions (Continued) 


INTERRUPT MASK REGISTER (IMR) OFH (WRITE) 


The Interrupt Mask Register is used to mask interrupts. Each interrupt mask bit corresponds to a bit in the Interrupt Status 
Register (ISR). If an interrupt mask bit is set an interrupt will be issued whenever the corresponding bit in the ISR is set. If any bit 
in the IMR is set low, an interrupt will not occur when the bit in the ISR is set. The IMR powers up all zeroes. 


7 6 5 4 3 2 1 0 
| — [Roce] onte|ovwel txee|Axee | prxe]| prxe| 


Description 


PACKET RECEIVED INTERRUPT ENABLE 
0: Interrupt Disabled 
1: Enables Interrupt when packet received. 


PACKET TRANSMITTED INTERRUPT ENABLE | 

0: Interrupt Disabled 

1: Enables Interrupt when packet is transmitted. 
RECEIVE ERROR INTERRUPT ENABLE 

0: Interrupt Disabled 

1: Enables Interrupt when packet received with error. 


TRANSMIT ERROR INTERRUPT ENABLE 
0: Interrupt Disabled 
1: Enables Interrupt when packet transmission results in error. 
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OVERWRITE WARNING INTERRUPT ENABLE 
0: Interrupt Disabled 
1: Enables Interrupt when Buffer Management Logic lacks sufficient buffers to 


store incoming packet. 


COUNTER OVERFLOW INTERRUPT ENABLE 
0: Interrupt Disabled 
1: Enables Interrupt when MSB of one or more of the Network Statistics 
counters has been set. 


DMA COMPLETE INTERRUPT ENABLE 
0: Interrupt Disabled 
1: Enables Interrupt when Remote DMA transfer has been completed. 


reserved reserved 
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10.0 Internal Registers (continued) 
10.3 Register Descriptions (Continued) 


DATA CONFIGURATION REGISTER (DCR)  OEH (WRITE) 2 


This Register is used to program the NIC for 8- or 16-bit memory interface, select byte ordering'in 16-bit applications and 
establish FIFO threshholds. The DCR must be initialized prior to loading the Remote Byte Count Registers. LAS is set on 
power up. . _ ae 


D5, D6 


FTO, FT1 


7 6 5 4 3 2 1 0 
| — [Ft | Fro] arm] is | tas | Bos | wrs | 


Description 


WORD TRANSFER SELECT 
0: Selects byte-wide DMA transfers 
1: Selects word-wide DMA transfers 


: WTS establishes byte or word transfers 
for both Remote and Loca! DMA transfers 


- Note: When word-wide mode is selected, up to 32k words are addressable; AO remains low. 


BYTE ORDER SELECT 
0: MS byte placed on AD15-AD8 and LS byte on AD7—ADO. (32000, 8086) 
1: MS byte placed on AD7-ADO and LS byte on AD15-—AD8. (68000) 


; Ignored when WTS is low 


LONG ADDRESS SELECT 
0: Dual 16-bit DMA mode ~ 
1: Single 32-bit DMA mode 


; When LAS is high, the contents of the Remote DMA registers RSARO,1 are issued as A16-A31 
Power up high. . 


LOOPBACK SELECT 

0: Loopback mode selected. Bits D1, D2 of the TCR must also be programmed for Loopback 
operation. 

1: Normal Operation. 


AUTO-INITIALIZE REMOTE 

0: Send Command not executed, all packets removed from Buffer Ring under program control. 
1: Send Command executed, Remote DMA auto-initialized to remove packets from Buffer Ring. 
Note: Send Command cannot be used with 68000 type processors. 


FIFO THRESHHOLD SELECT: Encoded FIFO threshhold. Establishes point at which bus is 
requested when filling or emptying the FIFO. During reception, the FIFO threshold indicates the 
number of bytes (or words) the FIFO has filled serially from the network before bus request 
(BREQ) is asserted. 
Note: FIFO threshold setting determines the DMA burst length. 
RECEIVE THRESHOLDS 

FT1 FTO Word Wide Byte Wide 

0 0 1 Word 2 Bytes 

0 1 2 Words 4 Bytes 

1 0 4 Words 8 Bytes 

1 1 6 Words 12 Bytes 
During transmission, the FIFO threshold indicates the numer of bytes (or words) the FIFO has 
filled from the Local DMA before BREQ is asserted. Thus, the transmission threshold is 16 bytes 
less the receive threshold. 
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10.0 Internal Registers (Continue) 
10.3 Register Descriptions (Continued) 


TRANSMIT CONFIGURATION REGISTER (TCR) ODH (WRITE) 


The transmit configuration establishes the actions of the transmitter section of the NIC during transmission of a packet on the 
network. LB1.and LBO which select loopback mode power up as 0. 


Bit 


Symbol 


LBO, LB1 





_ OFST 


reserved 
reserved 
reserved 


7 6 5 4 3 2 1 0 
| = | — | = forsr] ato | vet | uso | crc | 


Description 


INHIBIT CRC — 
0: CRC appended by transmitter 
1: CRC inhibited by transmitter - 
; In loopback mode CRC can be enabled or disabled to test the CRC logic. 


ENCODED LOOPBACK CONTROL: These encoded configuration bits set the type of loopback 


.| that is to be performed. Note that loopback in mode 2 sets the LPBK pin high, this places the SNI 


in loopback mode and that D3 of the DCR must be set to zero for loopback operation: 
LB1 LBO 
Mode 0 | 0 0 Normal! Operation (LPBK = 0) 
‘Mode 1 0 | 1 Internal Loopback (LPBK = 0) 
Mode 2 1 0 _ External Loopback (LPBK = 1) 
Mode 3 1- 1 External Loopback (LPBK = 0) 


AUTO TRANSMIT DISABLE: This bit allows another station to disable the NIC’s transmitter by 
. transmission of a particular multicast packet. The transmitter can be re-enabled by resetting this 
bit or by reception of a second particular multicast packet. 

0: Normal Operation 

1: Reception of multicast address hashing to bit 62 disables transmitter, reception of multicast 


address hashing to bit 63 enables transmitter. 


COLLISION OFFSET ENABLE: This bit modifies the backoff algorithm to allow prioritization of 
nodes. , 

0: Backoff Logic implements normal algorithm. 

1: Forces Backoff algorithm modification to 0 to 2min(3+n,10) slot times for first three collisions, 
then follows standard backoff. (For first three collisions station has higher.average backoff delay 
making a low priority mode.) ; 


reserved 
reserved 


reserved 
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10.0 Internal Registers (Continued) 
10.3 Register Descriptions (Continued) 


TRANSMIT STATUS REGISTER (TSR) 04H (READ) 


This register records events that occur on the media during transmission of a packet. It is cleared when the next transmission is 
initiated by the host. All bits remain low unless the event that corresponds to a particular bit occurs during transmission. Each 
transmission should be followed by a read of this register. The contents of this register are not specified until after the first 
transmission. 


7.6 5.4 83 2 4 0 
lowc| cox Fu | crs | ast | cor[ — | Prx| 


Bit Description 


DO a PACKET TRANSMITTED: Indicates transmission without error. (No excessive 


collisions or FIFO underrun) ers = “0”, FU = “0”). 


Ey reserved 


D2 TRANSMIT COLLIDED: Indicates that the transmission collided at least once 
with another station on the network. The number of collisions is recorded i in the 
Number of Collisions Registers (NCR). 


TRANSMIT ABORTED: Indicates the NIC aborted transmission because of 
excessive collisions. (Total number of Panenmesiens including original 
transmission attempt equals 16). 


CARRIER SENSE LOST: This bit is set when carrier is lost during transmission 
of the packet. Carrier Sense is monitored from the end of Preamble/Synch until 
 TXENiI is dropped. Transmission is not aborted on loss of carrier. 


FIFO UNDERRUN: If the NIC cannot gain access of the bus before the FIFO 
empties, this bit is set. Transmission of the packet will be aborted. 


CD HEARTBEAT: Failure of the transceiver to transmit a collision signal after 
transmission of a packet will set this bit. The Collision Detect (CD) heartbeat 
signal must commence during the first 6.4 2s of the Interframe Gap following a 
transmission. In certain collisions, the CD Heartbeat bit will be set even though 
the transceiver is not performing the CD heartbeat test. 


OUT OF WINDOW COLLISION: Indicates that a collision occurred after a slot 
time (51.2 ys). Transmissions rescheduled as in normal collisions. 
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10.0 Internal Registers (continue) 
10.3 Register Descriptions (Continued) 


RECEIVE CONFIGURATION REGISTER(RCR) OCH (WRITE) 
This register determines operation of the NIC during reception of a packet and is used to program what types of packets to 


accept. 
P= [= Twos peo [aw [as Tan Tae 
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Bit Description 


DO SAVE ERRORED PACKETS 
0: Packets with receive errors are rejected. 
1: Packets with receive errors are accepted. Receive errors are CRC and Frame 
Alignment errors. 


ACCEPT RUNT PACKETS: This bit allows the receiver to accept packets that 
are smaller than 64 bytes. The packet must be at least 8 bytes long to be 
accepted as a runt. 

0: Packets with fewer than 64 bytes rejected. 

1: Packets with fewer than 64 bytes accepted. 


ACCEPT BROADCAST: Enables the receiver to accept a packet with an all 1’s 
destination address. 

0: Packets with broadcast destination address rejected. 

1: Packets with broadcast destination address accepted. 


ACCEPT MULTICAST: Enables the receiver to accept a packet with a multicast 
address, all multicast addresses must pass the hashing array. 

0: Packets with multicast destination address not checked. 

1: Packets with multicast destination address checked. 


ine " PROMISCUOUS PHYSICAL: Enables the receiver to accept all packets with a 





physical address. 


0: Physical address of node must match the station address programmed in 
PARO-PARS. 


1: All packets with physical addresses accepted. 


MONITOR MODE: Enables the receiver to check addresses and CRC on 
incoming packets without buffering to memory. The Missed Packet Tally counter | 
will be incremented for each recognized packet. 

0: Packets buffered to memory. 

1: Packets checked for address match, good CRC and Frame Alignment but not 
buffered to memory. 


D6 reserved 
07 reserved 


Note: D2 and D3 are “OR'd” together, i.e., if D2 and D3 are set the NIC will accept broadcast and multicast addresses as well as its own physica! address. To 
establish full promiscuous mode, bits D2, D3, and D4 should be set. In addition the multicast hashing array must be set to all 1's in order to accept all multicast 
addresses. 
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10.0 Internal Registers (continue) 
10.3 Register Descriptions (Continued) 


RECEIVE STATUS REGISTER (RSR)  0CH (READ) 


This register records status of the received packet, including information on errors and the type of address match, either 
physical or multicast. The contents of this register are written to buffer memory by the DMA after reception of a good packet. If 
packets with errors are to be saved the receive status is written to memory at the head of the erroneous packet if an erroneous 
packet is received. If packets with errors are to be rejected the RSR will not be written to memory. The contents will be cleared 
when the next packet arrives. CRC errors, Frame Alignment errors and missed packets are counted internally by the NIC which 
relinquishes the Host from reading the RSR in real time to record errors for Network Management Functions. The contents of 
this register are not specified until after the first reception. 


_ (rm os [er [na 0 [ene 


Description 


PACKET RECEIVED INTACT: Indicates packet received without error. (Bits 
CRC, FAE, FO, and MPA are zero for the received packet.) 


CRC ERROR: Indicates packet received with CRC error. Increments Tally 
Counter (CNTR1). This bit will also be set for Frame Alignment errors. ° 


FRAME ALIGNMENT ERROR: Indicates that the incoming packet did not end 
on a byte boundary and the CRC did not match at last byte boundary. Increments 
Tally Counter (CNTRO). 


FIFO OVERRUN: This bit is set when the FIFO is not serviced causing overflow 
_during reception. Reception of the packet will be aborted. 


MISSED PACKET: Set when packet intended for node cannot be accepted by 
NIC because of a lack of receive buffers or if the controller is in monitor mode 
and did not buffer the packet to memory. Increments Tally Counter (CNTR2). 


PHYSICAL/MULTICAST ADDRESS: Indicates whether received packet hada 
physical or multicast address type. 

0: Physical Address Match 

1: Multicast/Broadcast Address Match 


RECEIVER DISABLED: Set when receiver disabled by entering Monitor mode. 
Reset when receiver is re-enabled when exiting Monitor mode. 


DEFERRING: Set when CRS or COL inputs are active. If the transceiver has 
asserted the CD line as a result of the jabber, this bit will stay set ancicaung the 
jabber condition. 





Note: Following coding applies to CRC and FAE bits 


FAECRC Type of Error 
0 O No Error (Good CRC and <6 Dribble Bits) 
0. 1. CRC Error ; 
1 0 illegat, will not occur 
1. 1 Frame Alignment Error and CRC Error 
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10.0 Internal Registers (continued) 
10.4 DMA REGISTERS 


DMA Registers 


‘LOCAL DMA TRANSMIT REGISTERS 


15 " BI7 
PAGE START 


(TPsR) 
(TBCRO ,1) 


15 8|7 


(PSTART) 
(PSTOP) 
(curr) 

- (BRNY) 


‘NOT 
READABLE 


(CLDAO ,1) 


TRANSMIT BYTE COUNT 


LOCAL DMA RECEIVE REGISTERS 


RECEIVE BYTE COUNT 


_. REMOTE DMA REGISTERS 


15 8|7 
(RSARO ,1) 
(RBCRO 1) 


(CRADO ,1) 


The DMA Registers are partitioned into three groups; Trans- 
mit, Receive and Remote DMA Registers. The Transmit reg- 
isters are used to initialize the Local DMA Channel for trans- 
mission of packets while the Receive Registers are used to 
initialize the Local DMA Channel for packet Reception. The 
Page Stop, Page Start, Current and Boundary Registers are 
used by the Buffer Management Logic to supervise the Re- 
ceive Buffer Ring. The Remote DMA Registers are used to 
initialize the Remote DMA. ie 


Note: In the figure above, registers are shown as 8 or 16 bits wide. Although 
some registers are 16-bit internal registers, all registers are accessed 
as 8-bit registers. Thus the 16-bit Transmit Byte Count Register is 
broken into two 8-bit registers, TBCRO and TBCAt. Also TPSR, 
PSTART, PSTOP, CURR and BNRY only check or control the upper 8 
bits of address information on the bus. Thus they are shifted to posi- 
tions 15-8 in the diagram above. 


10.5 TRANSMIT DMA REGISTERS 
TRANSMIT PAGE START REGISTER (TPSR) 


This register points to the assembled packet to be transmit- 
ted. Only the eight higher order addresses are_ specified 
since all transmit packets are assembled on 256-byte page 
boundaries. The bit assignment is shown below. The values 
placed in bits D7-DO will be used to initialize the higher 
order address (A8-A15) of the Local DMA for transmission. 
The lower order bits (A7—-A0) are initialized to zero. 


’ Bit Assignment 


7 6 5 4 3 2 14 0 
TPSR 


(A7—A0 Initialized to zero) 
TRANSMIT BYTE COUNT REGISTER 0,1 (TBCRO, TBCR1) 


These two registers indicate the length of the packet to be 
transmitted in bytes. The count must include the number of 


START. ADDRESS 
BYTE COUNT 


CURRENT REMOTE DMA ADDRESS 
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- 0 


LOCAL 
DMA 
CHANNEL 


0 


CURRENT LOCAL DMA ADDRESS 


0 


REMOTE 


DMA 
CHANNEL 
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bytes in the source, destination, length and data fields. The 
maximum number of transmit bytes allowed is 64k bytes. 
The NIC will not truncate transmissions longer than 1500 
bytes. The bit assignment is shown below: 

7 6 5 4 3 2 $1 0 


TBCRY 


7 6 5 4 3 2 #1 ~~°0 
TBORO 
10.6 LOCAL DMA RECEIVE REGISTERS. i 
PAGE START STOP REGISTERS (PSTART, PSTOP) 
The Page Start and Page Stop Registers program the start- 
ing and stopping address of the Receive Buffer Ring. Since 
the NIC uses fixed 256-byte buffers aligned on page bound- 
aries only the upper eight bits of the start and stop address 
are specified. 
PSTART,PSTOP bit assignment : _ 

7 6 5 4 3 2 1 Oo 
ali 
BOUNDARY (BNRY) REGISTER 
This register is used to prevent overflow of the Receive 
Buffer Ring. Buffer management compares the contents of 
this register to the next buffer address when linking buffers 


together. If the contents of this register match the next buff- 
er address the Local DMA operation is aborted. 


7 6 °6= 65 4 3 2 1 O-- 
onny[are [ata [aro [are [ani [aro] 20 [ a8 
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10.0 Internal Registers (continue) 
CURRENT PAGE REGISTER (CURR) 


This register is used internally by the Buffer Management 
Logic as a backup register for reception. CURR contains the 
address of the first buffer to be used for a packet reception 
and is used to restore DMA pointers in the’event of receive 
errors. This register Is initialized to the same value as 
PSTART and should not be written to again unless the con- 
troller is Reset. 


10.8 PHYSICAL ADDRESS REGISTERS (PARO=-PARS) °: 


- The physical address registers are used to compare the 


destination address of incoming packets for rejecting or ac- 


‘cepting packets. Comparisons are performed on a byte- 


packet. 


a a re ee cc ee 
curR| ats | At4| Ata At2| ati | aro | ao | Ae | 


CURRENT LOCAL DMA REGISTER 0,1 (CLDAO,1) 


These two registers can be accessed to determine the cur- 
rent Local DMA Address. 


7 6 5 4 3 2 1 =~ 0 
CLDAt 
7 6 5 4 3 2 1 0 
oLpao| a7 | as | as | aa | as | a2 | At | a0 | 


10.7 REMOTE DMA REGISTERS 
REMOTE START ADDRESS REGISTERS (RSARO, 1) 


Remote DMA operations are programmed via the Remote ~ 


wide basis. The bit assignment shown below relates the se- 
quence in PARO-PARS to the bit sequence of the received 


7 D7 D6 D5 D4 DS D2 Di bo 
PARO| DA7 | DAs | Das | DA4 | DAS | Daz | DAt | DAO. 
PARI 
PAR2|DA23|DA22| DA21 |DAz0|DA19|DA18| DA17|DAt6| 


-PARS 


PARA 





_ ARS 


Start Address (RSARO,1) and Remote Byte Count | 


(RBCRO,1) registers. The Remote Start Address is used to 
point to the start of the block of data to be transferred and 
the Remote Byte Count is used to indicate the length of the 
block (in bytes). ‘ 

7 6 5 4 3 2 1 


RSARI 
Ps 6 6 5 4 3 0 
rsaro| 7 | a6 | as | As 


6.4.3.2 REMOTE BYTE COUNT REGISTERS (RBCRO,1) 
7 6° 5 4 3: 2 1 0 


scr [acts]scia|scis[a012|B011]Bcr0] 809] aca! 


5 4 °3 2 14 0 





RBCRO) B07 | 8C6 | BOs 


Note: ‘ . : 


RSARO programs the start address bits AO-A7. : 

RSAR1 programs the start address bits A8~A15. . 
Address incremented by two for word transfers, and by one for byte trans- 
fers. "1 arb , 
Byte Count decremented by two for word transfers and by one for byte 
transfers. ‘ : . 
RBCRO programs LSB byte count. 

RBCR1 programs MSB byte count. 


CURRENT REMOTE DMA ADDRESS (CRDAO, CRDA1) 

The Current Remote DMA Registers contain the current ad- 

dress of the Remote DMA. The bit assignment is shown 

below: 
7 6 5 4 3 2 1 0 


CRDAt 
7. 6 . 5 4 3 2 1 0 
crpao| a7 | a6 | as | a4 | aa | a2 | at | A0_ 


ane 
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Destination Address Source 


Note: 
P/S = Preamble, Synch 


DAO = Physical/Multicast Bit 


10.9 MULTICAST ADDRESS REGISTERS (MARO-MAR7) 


The multicast address registers provide filtering of multicast 
addresses hashed by the CRC logic. All destination ad- 


- dresses are fed through the CRC logic and as the last bit of 


the destination address enters the CRC, the 6 most signifi- 
cant bits of the CRC generator are latched. These 6 bits are 
then decoded by a 1 of 64 decode to index a unique filter bit 
(FBO-63) in the multicast address registers. If the filter bit 
selected is set, the multicast packet is accepted. The sys- 
tem designer would use a program to determine which filter 
bits to set in the multicast registers. All multicast filter bits 
that correspond to multicast address accepted by the node 
are then set to one. To accept all multicast packets all of 
the registers are settoallones. , . 


Note: Although the hashing algorithm does not guarantee perfect filtering of 
multicast address, it will perfectly filter up to 64 multicast addresses if 
these addresses are chosen to map into unique locations in the multi- 
cast filter. : ; . 


CRC GENERATOR , 


(X=31 TO X=26) 


1 CLK 


1 OF 64 DECODE 


SELECTED BIT 
"0" = REJECT "1" = ACCEPT. 
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10.0 Internal Registers (Continue) 
Dé DS D4 OD D1 OD 
5 


D7 3 D2 0 
MARo| F87 | FB6 | Fe FBS FBO 
MARI FBI 
MaR2|FB23) FB22| Fe21|Fe20| Fa19|FB16|FB17/ FBI 
MaRs| F831 |FB30|FB29|FB28|FB27|FB26|FB25|FB24 
Man7|F563| Fe62| FB61|FB60|Faso|FBse|FB57| Fase 


If address Y is found to hash to the value 32 (20H), then 
FB32 in MAR4 should be initialized to ‘1’. This will cause 
the NIC to accept any multicast packet with the address Y. 
NETWORK TALLY COUNTERS — . 


Three 8-bit counters are provided for monitoring the number 
of CRC errors, Frame Alignment Errors and Missed Pack- 
ets. The maximum, count reached by any counter is 192 
(COH). These registers will be cleared when read by the 
CPU. The count is recorded in binary in CTO-CT7 of each 
Tally Register.. 


Frame Alignment Error Tally (CNTRO) — . 
This counter is incremented every time a packet is received 
with a Frame Alignment Error. The packet must have been 
recognized by the address recognition logic. The counter is 
cleared after it is read by the processor. ~ 


7 6 5 4 3. 2. 1° *O 
ontao| cr7 | cre | crs] cra] ors | ora] crs | oro] 
CRC Error Tally (CNTR1) FE se, 


This counter is incremented every time a packet is received 

with a CRC error. The packet must first be recognized by 

the address recognition logic. The counter is cleared after it 

is read by the processor. a 
7 6 5 4 3° 2 1 0 


CNTR 
Frames Lost Tally Register (CNTR2) | : 
This counter is incremented if a packet cannot be received 
due to lack of buffer resources. In monitor mode, this coun- 
ter will count the number of packets that pass the address 
recognition logic. ae 

7 6. 5 4 2 41 0 


ontra{ er | ore [crs [ors cre] cre ov [ro] 


FIFO 

This is an eight bit register that allows the CPU to examine 
the contents of the FIFO after loopback. The FIFO will con- 
tain the last 8 data bytes transmitted in the loopback packet. 
Sequential reads from the FIFO will advance a pointer in the 
FIFO and allow reading of all 8 bytes. - © : mt 


' 7 6 5 4...3 2. #1 O.. 

FIFO| 087 | DBé | 085 | 084 | 083] p82 | 051] DBO 

Note: The FIFO should only be read when the NIC has been programmed in 
loopback mode. 


NUMBER OF COLLISIONS (NCR) 


This register contains the number of collisions a node expe- 
riences when attempting to transmit a packet. If no colli- 
sions are experienced during a transmission attempt, the 
COL bit of the TSR will not be set and the contents of NCR 
will be zero. If there are excessive collisions, the ABT bit in 
the TSR will be set and the contents of NCR will be zero. 
The NCR is cleared after the TXP bit in the CR is set. 


7 6 5 4 3: 2 #41 ~« O 
won| — | — | — | — [nos] nce] not] neo | 


11.0 Initialization Procedures 


The NIC. must be initialized prior to transmission or recep- 
tion of packets from the network. Power on reset is applied 
to the NIC’s reset pin. This clears/sets the following bits: 


Register . Reset Bits | SetBits | 
Command Register (CR) TXP,STA | RD2,STP 
Interrupt Status (ISR): © haa 


Data Control (DCR) ese. al 
Transmit Config. (TCR) — LB1, LBO 


The NIC remains in its reset state until a Start Command is 
issued, This guarantees that no packets are transmitted or 
received and that the NIC remains a bus slave until all ap- 
propriate internal registers have been programmed. After 
initialization the STP bit of the command register is reset 
and packets may be received and transmitted. 





Interrupt Mask (IMR) All Bits P| 


Initialization Sequence 
The following initialization procedure is mandatory. 

1) Program Command Register for Page 0 (Command 
Register = 21H) 

2) Initialize Data Configuration Register (DCR) 

3) Clear Remote Byte Count Registers (RBCRO, RBCR1) 

4) Initialize Receive Configuration Register (RCR) 

5) Place the NIC in LOOPBACK mode 1 or 2 (Transmit 
Configuration Register = 02H or 04H) 

6) Initialize Receive -Buffer Ring: Boundary Pointer 
(BNDRY), Page Start (PSTART), and Page Stop 
(PSTOP) . 

7) Clear Interrupt Status Register (ISR) by writing OFFh to 
it. 

8) Initialize Interrupt Mask Register (IMR) 

9) Program Command Register for page 1 (Command 
Register = 61H) ‘ 
i)Initialize Physical Address Registers (PARO-PARS5) 

ii) Initialize Multicast Address Registers (MARO-MAR7) 
iii) Initialize CURRent pointer 
10) Put NIC in START mode (Command Register = 22H). 


The local receive DMA is still not active since the NIC is 
in LOOPBACK. 

11) Initialize the Transmit Configuration for the intended val- 
ue. The NIC is now ready for transmission and recep- 
tion. 
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11.0 Initialization Procedures 


(Continued) 


Before receiving packets, the user must specify the location 
of the Receive Buffer Ring. This is programmed in the Page 
Start and Page Stop Registers. In addition, the Boundary 
and Current Page Registers must be initialized to the value 
of the Page Start Register. These registers will be modified 
during reception of packets. 


12.0 Loopback Diagnostics 


Three forms of local loopback are provided on the NIC. The 
user has the ability to loopback through the deserializer on 
the DP8390D NIC, through the DP8391 SNI, and to the coax 
to check the link through the transceiver circuitry. Because 
of the half duplex architecture of the NIC, loopback 
testing is a special mode of operation with the follow- 
ing restrictions: 


Restrictions During Loopback 


The FIFO is split into two halves, one used for transmission 
the other for reception. Only 8-bit fields can be fetched from 
memory so two tests are required for 16-bit systems to veri- 
fy integrity of the entire data path. During loopback the maxi- 
mum latency from the assertion of BREQ to BACK is 2.0 ps. 
Systems that wish to use the loopback test yet do not meet 
this latency can limit the loopback packet to 7 bytes without 
experiencing underflow. Only the last 8 bytes of the loop- 
back packet are retained in the FIFO: The last 8 bytes can 
be read through the FIFO register which will advance 
through the FIFO to allow reading the receive packet se- 
quentially. ; 


DESTINATION ADDRESS] = (6 bytes) Station Physical Address 


| 
= 46 to 1500 bytes 
Appended by NICif CRC = “0” in TCR 


When in word-wide mode with Byte Order Select set, the 
loopback packet must be assembled in the even byte loca- 
tions as shown below. (The loopback only operates with 
byte wide transfers.) 


“MS BYTE (ADO=7) 


DATA 


WIs="{" = BOS="1" (OCR BITS) 


LS BYTE (AD8=15) 
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When in word-wide mode with Byte:Order Select low, the 
following format must be used for the loopback packet. 


’_MS BYTE (AD8=15) ‘LS BYTE (ADO=7) 


} DATA ; i 1 


Wis ="1" BOS ="0": (DCR BITS) 
TL/F/8582-16 
Note: When using loopback in word mode 2n bytes must be programmed in 
TBCRO, 1. Where n = actual number of bytes assembled in even or 
odd location. : : 
To initiate a loopback the user first assembles the loopback 
packet then selects the type of loopback using the Transmit 
Configuration register bits LBO, LB1. The transmit configura- 
tion register must also be set to enable or disable CRC gen- 
eration during transmission. The user then issues a normal 
transmit command to send the packet..During loopback the 
receiver checks for an address match and if CRC bit in the 
TCR is set, the receiver will also check the CRC. The last 8 
bytes of the loopback packet are buffered and can be read 
out of the FIFO using the FIFO read port. © 


Loopback Modes 


MODE 1: Loopback Through the Controller (LB1 = 0, LBO 
If the loopback is through the NIC then the serializer is sim- 
ply linked to the deserializer and the receive clock is derived 
from the transmit clock... 


MODE 2: Loopback Through the SNI (LB1:-= 1, LBO = 0). 


If the loopback is to be performed through the SNI; the NIC 
provides a control (LPBK) that forces the SNI to loopback 
all signals. ; , 

MODE 3: Loopback to Coax (LB1 = 1, LBO = 1). 

Packets can be transmitted to the coax in loopback mode to 
check all of the transmit and receive paths and the coax 
itself... 


Note: In MODE 1, CRS and COL lines are not indicated in any status regis- 
ter, but the NIC will still defer if these lines are active. In MODE 2, 
COL is masked and in MODE 3 CRS and COL are not masked. It is 
not possible to go directly between the loopback modes, it is neces- 
sary to return to normal operation (00H) when changing modes. 


Reading the Loopback Packet 


The last eight bytes of a received packet can be examined 
by 8 consecutive reads of the FIFO register. The FIFO 
pointer is incremented after the rising edge of the CPU’s 
read strobe by internally synchronizing and advancing the 
pointer. This may take up to four bus clock cycles, if.the 
pointer has not been incremented by the time the CPU 
reads the FIFO register again, the NIC will insert wait states 


Note: The FIFO may only be read during Loopback. Reading the FIFO at 
any other time will cause the NIC to malfunction. : 








12.0 Loopback Diagnostics (Continued) 
Alignment of the Received Packet in the FIFO 


Reception of the packet in the FIFO begins at location zero, 
after the FIFO pointer reaches the last location in the FIFO, 
the pointer wraps to the top of the FIFO overwriting the 
previously received data. This process continues until the 
last byte is received. The NIC then appends the received 
byte count in the next two locations of the FIFO. The con- 
tents of the Upper Byte Count are also copied to the next 
FIFO location. The number of bytes used in the loopback 
packet determines the alignment of the packet in the FIFO. 


The alignment for a 64-byte packet is shown below. 
FIFO FIFO 
LOCATION . CONTENTS 


> First Byte Read 
wes — Second Byte Read 

; 

- 


For the following alignment in the FIFO the packet length 
should be (N X 8) + 5 Bytes. Note that if the CRC bit in the 
TCR is set, CRC will not be appended by the transmitter. If 
the CRC is appended by the transmitter, the last four bytes, 


bytes N-3 to N, correspond to the CRC. 
FIFO FIFO 
LOCATION CONTENTS 


BYTE N-4 _— 
BYTE N-3 (CRC1) AR_ Second Byte Read 


Last Byte Read 


First Byte Read 


[orren vie cow] + 


LOOPBACK TESTS 

Loopback capabilities are provided to allow certain tests to 
be performed to validate operation of the DP8390D NIC pri- 
or to transmitting and receiving packets on a live network. 
Typically these tests may be performed during power up of 
anode. The diagnostic provides support to verify the follow- 
ing: 

1) Verify integrity of data path. Received data is checked 

against transmitted data. 


2) Verify CRC logic’s capability to generate good CRC on 
transmit, verify CRC on receive (good or bad CRC). 


3) Verify that the Address Recognition Logic can 
a) Recognize address match packets 
b) Reject packets that fail to match an address 


Last Byte Read 
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LOOPBACK OPERATION IN THE NIC 


Loopback is a modified form of transmission using only half 
of the FIFO. This places certain restrictions on the use of 
loopback testing. When loopback mode is selected in the 
TCR, the FIFO is split. A packet should be assembled in 
memory with programming of TPSR and TBCRO,TBCR1 


registers. When the transmit command is issued the follow- 


ing operations occur: 


Transmitter Actions 


1) Data is transferred from memory by the DMA until the 
FIFO is filled. For each transfer TBCRO and TBCR1 are 
decremented. (Subsequent burst transfers are initiated 
when the number of bytes in the FIFO drops below the 
programmed threshold.) 


2) The NIC generates 56 bits of preamble followed by an 
8-bit synch pattern. 


3) Data transferred from FIFO to serializer. 


4) If CRC=1 in TCR, no CRC calculated by NIC, the last 
byte transmitted is the last byte from the FIFO (Allows 
software CRC to be appended). If CRC=0, NIC calcu- 
lates and appends four bytes of CRC. 


5) At end of Transmission PTX bit set in ISR. 


Receiver Actions 
1) Wait for synch, all preamble stripped. 


2) Store packet in FIFO, increment receive byte count for 
each incoming byte. 


3) If CRC=0 in TCR, receiver checks incoming packet for 
CRC errors. If CRC=1 in TCR, receiver does not check 
CRC errors, CRC error bit always set in RSR (for address 
matching packets). : 


4) At end of receive, receive byte count written into FIFO, 
receive status register is updated. The PRX bit is typically 
set in the RSR even if the address does not match. If 
CRC errors are forced, the packet must match the ad- 
dress filters in order for the CRC error bit in the RS to be 
set. 


EXAMPLES 


The following examples show what results can be expected 
from a properly operating NIC during loopback. The restric- 
tions and results of each type of loopback are listed for 
reference. The loopback tests are divided into two sets of 
tests. One to verify the data path, CRC generation and byte 
count through all three paths. The second set of tests uses 
internal loopback to verify the receiver’s CRC checking and 
address recognition. For all of the tests the DCR was pro- 
grammed to 40h. 


| PaTH | Tor | RcR | TSR | ASR | ISR | 





[Nicintermal | 02 | 00 | 591) | 02) 


Note 1: Since carrier sense and collision detect inputs are blocked during 
internal loopback, carrier and CD heartbeat are not seen and the CRS and 
CDH bits are set. 


Note 2: CRC errors are always indicated by receiver if CRC is appended by 
the transmitter. 


Note 3: Only the PTX bit in the ISR is set, the PRX bit is only set if status is 
written to memory. In loopback this action does not occur and the PRX bit 
remains 0 for all loopback modes. 


Note 4: All values are hex. 
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12.0 Loopback Diagnostics (Continued) 


PATH TCR 
NIC External | 04 | 


Note 1: CDH is set, CRS is not set since it is generated by the external 
encoder/decoder. or 


NIC External 


Note 1: CDH and CRS should not be set. The TSR however could also 
contain 01H,03H,07H and a variety of other values depending on whether 
collisions were encountered or the packet was deferred. 


Note 2.Will contain 08H if packet is'not transmittable. 


Note 3: During external loopback the NIC is now exposed to network traffic, 
it is therefore possible for the contents of both the Receive portion of the 
FIFO and the RSR to be corrupted by any other packet on the network. Thus 
in a live network the contents of the FIFO and RSR should not be depended 
on. The NIC will still abide by the standard CSMA/CD protocol in external 
loopback mode. (i.e. The network will not be disturbed by the loopback 
packet). 


Note 4: All values are hex. 


CRC AND ADDRESS RECOGNITION 


The next three tests exercise the address recognition logic 
and CRC. These tests should be performed using internal 
loopback only so that the NIC is isolated from interference 
from the network. These tests also foguite the capability to 
generate CRC in software. : 


The address recognition logic cannot be directly tested. The 
CRC and FAE bits in the RSR are only set if the address of 
the packet matches the address filters. If errors are expect- 
ed to be set and they are not set, the packet has been 
rejected on the basis of an address mismatch. The following 
sequence of packets will test the address recognition logic. 
The DCR should be set to 40H, the TCR should be set to 
03H with a software generated CRC. es 


' Packet Contents <a 
Test | Address [cn | ns 


Matching 
‘Matching 7 
Non-Matching : 01 


01(1) 
02(2) 





Note 1: Status will read 21H if multicast address used. 
Note 2: Status will read 22H it multicast address used. 


Note 3: In test A, the RSR is set up. In test B the address is found to match 
since the CRC is flagged as bad. Test C proves that the address recognition 
logic can distinguish a bad address and does not notify the RSR of the bad 
CRC. The receiving CRC is proven to work in test A and test B. 


Note 4: All values are hex. 
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NETWORK MANAGEMENT FUNCTIONS 


Network management capabilities are required for mainte: 
nance and planning of a local area network. The NIC sup- 
ports the minimum requirement for network management in 
hardware, the.remaining requirements can be met with soft- 
ware counts. There are three events that software alone 
can not track during reception of. packets: CRC errors, 
Frame Alignment errors, and. missed packets. 


Since errored packets can be rejected, the status associat- 
ed with these packets is lost unless the CPU can access the 
Receive Status Register before the next packet arrives. In 
situations where another packet arrives very quickly, the 
CPU may have no opportunity to do this. The NIC counts 
the number of packets with CRC errors and Frame Align- 
ment errors. 8-bit counters have been selected to reduce 
overhead. The counters will generate interrupts whenever 
their MSBs are set so that a software routine can accumu- 
late the network statistics and reset the counters before 
overflow occurs. The counters are sticky so that when they 
reach a count of 192 (COH) counting is halted. An additiona! 
counter is provided to count the number of packets NIC 
misses due to buffer overflow or being offline. 


The structure of the counters is shown below: 


FRAME ALIGNMENT ERRORS, COUNTER 


INTERRUPT 


CRC ERRORS COUNTER 





MISSED PACKETS COUNTER. 
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Additional information required for network management is 
available in the Receive and Transmit Status Registers. 
Transmit status is available after each transmission for infor- 
mation regarding events during transmission. 


Typically, the following statistics might be gathered in soft- 
ware: 


Traffic: Frames Sent OK: : 
_ Frames Received OK 
Multicast Frames Received ~ 
Packets Lost Due to Lack of Resources 


Retries/Packet 


CRC Errors 

Alignment Errors 
Excessive Collisions © 
Packet with Length Errors 
Heartbeat Failure’ 


Errors: 





13.0 Bus Arbitration and Timing 


The NIC operates in three possible modes: 


BUS MASTER (WHILE PERFORMING DMA) 
BUS SLAVE (WHILE BEING ACCESSED BY CPU) 


IDLE 


BUS SLAVE STOP + 
(ACCESSED AS INT ERROR 
PERIPHERAL) 


BUS MASTER 
(PERFORMS DMA) 
BACK 


Upon power-up the NIC is in an indeterminant state. After 


receiving a Hardware Reset the NIC comes up as a slave in 


the Reset State. The receiver and transmitter are both dis- | 


abled in this state. The reset state can be reentered under 


three conditions, soft reset (Stop Command), hard reset.. 


(RESET input) or an error that shuts down the receiver or 


transmitter (FIFO underflow or overflow). After initialization’ 


of registers, the NIC is issued a Start command and the NIC 
enters Idle state. Until the DMA is required the NIC remains 
in an idle state. The idle state is exited by a request from the 
FIFO in the case of receive or transmit, or from the Remote/ 


DMA in the case of Remote DMA operation. After acquiring ~* 
the bus in a BREQ/BACK handshake the Remote or Local — 


DMA transfer is completed and the NIC reenters the idle 
state. p> Ar < J 


POR 


LOCAL & REMOTE 


BURST COMPLETE 
+ EMPTY + FULL 
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DMA TRANSFERS TIMING . 
The DMA can be programmed for the following types of 
transfers: 
'16-Bit Address, 8-bit Data Transfer 
16-Bit Address, 16-bit Data Transfer 


- -. 32-Bit Address, 8-bit Data Transfer 


32-Bit Address, 16-bit Data Transfer 


All DMA transfers use BSCK for timing. 16-Bit Address 
modes require 4 BSCK cycles as shown below: 


16-Bit Address, 8-Bit Data 


TL/F/8582-65 
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13.0 Bus Arbitration and Timing (Continued 


16-Bit Address, 16-Bit Data 


| 11 | T2 | 13 | 14 | 
BSCK | | ; | | | | 


ADO~7 DATA 


ADB=15 C as-15 DATA 
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32-Bit Address, 8-Bit Data 


TL/F/8582-67 . . 


eats deren —_—_—_—_—) 
MWR, MRD 
TL/F/8582-68 


Note: In 32-bit address mode, ADS1 is at TRI-STATE after the first T1-T4 states; thus, a 4.7k pull-down resistor is required for 32-bit address mode. 
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13.0 Bus Arbitration and Timing (Continued) 


When in 32-bit mode four additional BSCK cycles are re- 
quired per burst. The first bus cycle (T1'-T4') of each burst 
is used to output the, upper 16-bit addresses. This 16-bit 
address is programmed in RSARO and RSAR1 and points to 
a 64k page of system memory. All transmitted or received 
packets are constrained to reside within this 64k page. - 


FIFO BURST CONTROL 


All Local DMA transfers are burst transfers, once the DMA 
requests the bus and the bus is acknowledged, the DMA will 


transfer an exact burst of bytes programmed in the Data 
Configuration Register (DCR) then relinquish the bus. If 
there are remaining bytes in the FIFO the next burst will not 
be initiated until the FIFO threshold is exceeded. If desired 
the DMA can empty/fill the FIFO when it acquires the bus. If 
BACK is removed during the transfer, the burst transfer will 
be aborted. (DROPPING BACK DURING A DMA CYCLE IS 
NOT RECOMMENDED.) _ 


erg / — \ 
BACK . / ae : \ 


fos ——— ONE BURST ra 


where N = 1, 2, 4, or 6 Words or N = 2, 4, 8, or 12 Bytes when in byte mode ~ 


INTERLEAVED LOCAL OPERATION 


If a remote DMA transfer is initiated or in progress when a 
packet is being received or transmitted, the Remote DMA 
transfer will be interrupted for higher priority Local DMA 


TL/F/8582~-69 


transfers. When the Local DMA transfer is completed the 
Remote DMA will rearbitrate for the bus and continue its 
transfers. This is illustrated below: 


= ee as 
ADO=15 LOCAL BURST 





BUS MASTER 


Note that if the FIFO requires service while a remote DMA is 
in progress, BREQ is not dropped and the Local DMA burst 
is appended to the Remote Transfer. When switching from 
a local transfer to a remote transfer, however, BREQ is 
dropped and raised again. This allows the CPU or other 
devices to fairly contend for the bus. 


REMOTE DMA-BIDIRECTIONAL PORT CONTROL 
The Remote DMA transfers data between the local buffer 


memory and a bidirectional port (memory to 1/0 transfer). 


TL/F/8582-70 


This transfer is arbited on a byte by byte basis versus the 
burst transfer used for Local DMA transfers. This bidirec- 
tional port is also read/written by the host. All transfers 
through this port are asynchronous. At any one time trans- 
fers are limited to one direction, either from the port to local 
buffer memory (Remote Write) or from local buffer memory 
to the port (Remote Read). 


Bus Handshake Signals for Remote DMA Transfers 


BIDIRECTIONAL PORT 
NIC SIGNALS 
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DMA SIGNALS 
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13.0 Bus Arbitration and slum (Continued) - 


REMOTE READ TIMING 

1) The DMA reads byte/word from local buffer memory and 
writes byte/word into latch, increments the DMA address 
and decrements the byte count (RBCRO, 1). 

2) A Request Line (PRQ) is asserted to. inform the system 
that a byte is available. _ 

3) The system reads the port, the read strobe (RACR) is 
used as an acknowledge by the Remote DMA and it goes 
back to step 1. 


Steps 1-3 are repeated -until the remote DMA is com- 
plete. ae as 

Note that in order for the Remote’ DMA to srerister a byte 
from memory to the latch, it must arbitrate access: to the 
local bus via a BREQ; BACK handshake. After each byte or 
word is transferred to the latch, BREQ is dropped. If a Local 
DMA is in progress, the Remote DMA is held off-until. the 
local DMA is complete. , 


pac ee N 


BYTE WRITTEN 
TO LATCH 


REMOTE WRITE TIMING 
A Remote Write operation transfers data from the I/O port 


to the local buffer RAM. The NIC initiates a transfer by re- 


questing a byte/word via the PRQ.: The system transfers a 
byte/word to the latch via TOW, this write strobe is detected 
by the NIC and PRQ is removed. By removing the PRQ, the 
Remote DMA holds off further transfers into the latch until 
the current byte/word has been transferred from the latch, 
PRQ is reasserted and the next transfer can begin. 


WAIT FOR 
HOST . BY Host 


BYTE READ 
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1) NIC asserts PRQ. System writes ere into latch. 
NIC removes PRQ. 

2) Remote DMA reads contents “of port and writes 
byte/word to local buffer memory, increments address 
and decrements byte count (RECRO, 1). 

3) Go back to step 1. 

' Steps 1-3 are repeated until ing remote DMA is com- 

: _Pilete. 


ADSO / \ ian 


+——————_ BYTE WRITTEN TO. ————> ~+———— BYTE READ FROM LATCH 9 =———> 


LATCH BY SYSTEM 


BY REMOTE DMA AND 
WRITTEN TO LOCAL 


BUFFER MEMORY 
TL/F/8582-73 








13.0 Bus Arbitration and Timing (continue) 


SLAVE MODE TIMING 


When GS is low, the NIC becomes a bus slave. The CPU 
can then read or write any internal registers. All register 
access is byte wide. The timing for register access is shown 
below. The host CPU accesses internal registers with four 
address lines, RAO-RA3, SRD and SWR strobes. 


ADSO is used to latch the address when interfacing to a 
multiplexed, address data bus. Since the NIC may be a local 
bus master when the host CPU attempts to read or. write to 
the controller, an ACK line is used to hold off the CPU until 
the NIC leaves master mode. Some number of BSCK cycles 
is also required to allow the NIC to synchronize to the read 
or write cycle. 


Write to Register 


RAO=RA3 REGISTER ADDRESS 
ADSO / \ 


TL/F/8582-74 


Read from Register 


RAO=RA3 REGISTER ADDRESS : 


ADSO / \ . 
ADO=AD7 DATA 


TIME BETWEEN CHIP SELECTS 

The NIC requires that successive chip selects be no closer 
than 4 bus clocks (BSCK) together, below. If the condition is 
violated, the NIC may glitch/ACK. CPUs that operate from 
pipelined instructions (i.e. 386) or have a cache (i.e. 


TL/F/8582~75 


486) can.execute consecutive I/O cycles very quickly.. The 
solution is to delay the execution of consecutive I/O cycles. 
by either breaking the pipeline or forcing the CPU to access. 
outisde it’s cache. 


Time between Chip Selects 


cs >4 BSCK 


TL/F/8582-A1 
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14.0 Preliminary Electrical Charactenetics 


Absolute Maximum Ratings _ 


If Military/Aerospace specified devices are required, 
please contact the National Semiconductor Sales 
Office/Distributors for availability and specifications. 


Supply Voltage (Voc) rs —0.5V to +7.0V 
DC Input Voltage (Vin) —0.5V to Vcc + 0.5V 
DC Output Voltage (Vout) —0.5V to Vcc + 0.5V 
Storage Temperature Range (Tstq) —65°C to + 150°C 
Power Dissipation (PD) . 500 mw 
Lead Temp. (TL) (Soldering, 10 sec.) 260°C 
ESD rating (Rzap = 1.5k, Czap = 120 pF) 1600V 


Preliminary DC Specifications Ta = 0°C to 70°C, Voc = 5V +5%, unless otherwise specified 


symbol | Parameter |_———Conditions_ ——{_—sin_—|_—Max__| Units 
Vou Minimum High Level Output Voltage © lon = —20 pA Voc ~ 0.1 

(Notes 1, 4) ae lon = —2.0mA 3.5 
VoL Minimum Low Level Output Voltage lo, = 20 pA 0.1 

(Notes 1, 4) lo. = 2.0 mA 0.4 
Vin Minimum High Level Input Voltage .. 20 

(Note 2) ; 

Minimum High Level Input Voltage 27 

for RACK, WACK (Note 2) ; 

Minimum Low Level Input Voltage 

(Note 2) 


Minimum Low Level Input Voltage 
For RACK, WACK iio 2) 


| InputCurent = Current | W=VccorGnD | or GND 


Maximum TRI-STATE ae = Voc or GND 
Output Leakage Current 


Average Supply Current , : TXCK = 10 MHz 
(Note 3) : RXCK = 10 MHz — 
, BSCK = 20 MHz 
lout = 0 pA 
Vin = Voc or GND 


Note 1: These levels are tested dynamically using a limited amount of functional test patterns, please refer to AC Test Load. 
Note 2: Limited functional test patterns are performed at these input levels. The majority of functional tests are performed at levels of OV and 3V. 
Note 3: This is measured with a 0.1 4F bypass capacitor between Voc and GND. 


Note 4: The low drive CMOS compatible Vou and VoL limits are not tested directly. Detailed device characterization validates that this specification can be 
guaranteed by testing the high drive TTL compatible Vo, and Vox specification. 
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15.0 Switching Characteristics ac Specs ppa390D Note: All Timing is Preliminary 


Register Read (Latched Using ADSO) 


G06PCESN/A06E8dG 


TL/F/8582-76 


Units - 


Symbol Parameter 


rss Register Select Setup to ADSO Low 

rsh Register Select Hold from ADSO Low” 

aswi Address Strobe Width In 

ackdv Acknowledge Low to Data Valid 

Read Strobe to Data TRI-STATE 

* rackl Read Strobe to ACK Low (Notes 1, 3) 
rackh Read Strobe to ACK High 


rsrsl Register Select to Slave Read Low, 
Latched RSO~3 (Note 2) 


ns 


ns 


ns 


ns 


~ 
[o) 


rdz ns 
n*bcye + 30 ns 


ns 


ns 


~ 
a 


Note 1: ACK is not generated until CS and SRD are low and the NIC has synchronized to the register access. The NIC will insert an integral number of Bus Clock 
cycles until itis synchronized. In Dual Bus systems additional cycles will be used for a local or remote DMA to complete. Wait states must be issued to the CPU until 
ACK is asserted tow. 


Note 2: CS may be asserted before or after SRD. If CS is asserted after SRD, rackl is referenced from falling edge of CS. CS can be de-asserted concurrently with 
SRD or after SRD is de-asserted. 

Note 3: These limits include the RC delay inherent in our test method. These signals typically turn off within 15 ns, enabling other devices to drive these lines with 
no contention. 
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15.0 Switching Characteristics (Continued) . 


Register Read (Non Latched, ADSO = 1) 


NANNY 


rsrs 


TL/F/8582-77 


Units 


Symbol 


rsrs Register Select to Read Setup 
(Notes 1, 3) 


~ sth Register Select Hold from Read 
sey ACK Low to Valid Data ~ 


Read Strobe to Data TRI- STATE: 
(Note 2) 


rackl - Read Strobe to ACK Low (Note 3) 


ns . 


ns 


ns. 
ns. 


n*bcyc + 30 : ‘ns 
ns . 


rackh . Read Strobe to ACK High 


Note 1: rsrs includes flow-through time of latch. 


Note 2: These limits include the RC delay inherent in our test method. These ssdghale typically turn off within 15 ns enabling other dovices to drive these lines with 
no contention. 

Note 3: CS may be asserted before or after RAO-3, and SRD, since address decode begins when ACK is asserted. If CS is asserted after RAO-3, and SRD, rack1 
is referenced from falling edge of CS. 


~ 
o 





1-170 


15.0 Switching Characteristics (Continued) 


. Register Write (Latched Using ADSO) 


G06P7ZESN/A06E8dG 


z 
> 
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Symbol 
rsh 
aswi 
rwds 


Units 
ns 
“ns 
ns 
ns 
rwdh 
wackn | WriteStrobeHigh toACKHigh | || 
wack! || -WriteLowtoACK Low (Notes 1,2) | | ntbcye +90 | ns 
rewsl_ | __RegisterSelecttoWriteStrobeLow {| _—to | |g 


Note 1: ACK is not generated until CS and SWR are low and the NIC has synchronized to the register access. In Dual Bus Systems additional cycles will be used 
for a local DMA or Remote DMA to complete. 


Note 2: CS may be asserted before or after SWRA. If CS is asserted after SWRA, wackl is referenced from falling edge of CS. 


ns 
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15.0 Switching Characteristics (continued) 


Register Write (Non Latched, ADSO = 1) 


‘ADO~7 
TL/F/8582-79 


Symbol __ Units 


rsws Register Select to Write Setup 
ns 
Register Select Hold from Write - Ag 
rwds --- ‘Register Write Data Setup ; “ns 


H - 15. 
dh: Register Write Data Hold ae) | ns 


wackl = -|_—-:- Write Low to ACK Low ets Meet, Se gill ad 
+. 
(Note 2) ee Le eaten 


rswh: ~ 





‘ns ° 





wackh _ Write High toACK High. a ss en . 
wetestis Write Width fromACK =. eS oe ns” 


Note 1: Assumes ADSO is high when RAO-3 changing. 


Note 2: ACK is not generated until CS and SWR are low and the NIC has synchronized to the register access. In Dual Bus systems additional cycles will be used for 
~ alocal DMA or remote DMA to complete. «- -- os . . oi : : 
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15.0 Switching Characteristics (Continued). 


DMA Control, Bus Arbitration 
™: 1 #2 #3 4 Th 2 #3 .%H %W .12 3 TH 


brqhl : 
: ky brqhr 


. ee 


FO NNO O S'S @, 


33 — = ~ : - = 
MWR, MRD. 
. 5 aie . me eeeaane . x “ 
FIRST TRANSFER FIRST TRANSFER gos 
IF BACK SEEN ON IF BACK NOT GIVEN LAST TRANSFER 
FIRST Tt. 2... ON FIRST Tt. : : 
TL/F/8582-80 


| Parameter | in S| Max 
| BusClocktoBusRequestHighforLocalDMA™ | | aa 
|__ Bus ClocktoBusRequest High forRemoteDMA | | 38 
| _BusRequestLowtromBusGiock | | 


Acknowledge Setup to Bus Clock 
(Note 1) 


Bus Clock to Control Enable | a eee 


Bus Clock to Control Release 
(Notes 2, 3) 





Note 1: BACK must be setup before T1 after BREQ is asserted. Missed setup will slip the beginning of the DMA by four bus clocks. The Bus Latency will influence 
the allowable FIFO threshold and transfer mode (empty/fill vs exact burst transfer). ies ; 


Note 2: During remote DMA transfers only, a single bus transfer is performed. During local DMA operations burst mode transfers are performed. 


Note 3: These limits include the RC delay inherent in our test method. These signals typically turn off within 15 ns enabling other devices to drive these lines with 
no contention. 
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15.0 Switching Characteristics (Continued) .. 


, ‘DMA Address Generation . 
TI’ (NoTE1) 12) TS ee. a 


BSCK:. ” 
- ADSI 
._ ADSO 


ADO=15 


TL/F/8582-81 


Symbol | ” Parameter Units 


beyc : Bus Clock Cycle Time - > 
* WNote2) 7 


bch Bus Clock High Time 
- bel 


ns 


ns 


Bus Clock Low Time i 


ns 


ao 


ns 


beash . Bus Clock to Address Strobe High 
beas|. .. . |... Bus Clock to Address Strobe Low i 


aswo Address Strobe Width Out.. . - 


-beadve. fo. Bus Clock to-Address Valid ee 


beadz Bus Clock to Address TRI-STAT! 
ote Ps (Note 3) ...- -- : wee 


ads . « Address Setup to ADSO/1 Low. --- beh—-15 - 
adh *. Address Hold from ADS0/1 Low 


Note 1: Cycles 71’, T2’, T3’, T4’ are only issued for the first transfer in a burst when 32-bit mode has been selected. a ee 
Note 2: The rate of bus clock must be high enough to support transfers to/from the FIFO at a rate greater than the serial network transfers from/to the FIFO. 


Note 3: These limits include the RC delay inherent in, our test method. These signals typically turn off within 15 ns, enabling other devices to drive these lines with 
no contention. Pa, He . , 


ns. 
ns.-- 
ns - 


ns 





ns 


: pie 
BIR 


ns 
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15.0 Switching Characteristics (continued) 


DMA Memory Read 
I 12 |. 13 


ADSO 


‘ = 


RD 
dsada 
ds 


oa eee dh 
(2,16 a eb) 7h LT TTT TK —_ 7X77 
ayrh 


(a ar MODE ; | | 
(16 ait MODE) (8-5 YASS L/L LLA_oata_} (A015 X// 


TL/F/8582-82 


Symbol | Parameter | win, S| ax | Units 
bo | __BusClocktoReadStrobelow | | 

bon | BusClocktoReadStrobenigh | | 

ds | DataSetupioReadStobeHign | 5 | 

dh | DataHoldfromRead Strobe High | 

dw 


raz Memory Read High to Address TRI-STATE bch + 40 
(Notes 1, 2) : Ach 
asds Address Strobe to Data Strobe bel + 10 


dsada Data Strobe to Address Active poe beyc.— 10 
avrh "Address Valid to Read StrobeHigh = 3*beye — 15 


Note 1: During a burst A8-A15 are not TRI-STATE if byte wide transfers are selected. On the last transfer A8—A15 are TRISTATE as shown above. 


Note 2: These limits include the RC delay inherent in our test method. These signals typically turn off within bch + 15 ns, enabling other devices to drive these 
lines with no contention. 
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15.0 Switching Characteristics (Continued) =... 


DMA.Memory Write 
“2 ' | 


— aswd wds wdh 


(8, 16 em MOE) SLL A _pata (00-07) GH. 
AD8=15 —— - 
(8 BIT MODE) Ces | 


(16 ait WoDe} (noras XZ ZA ont (00-015) {80-7 


TL/F/8582-83 


symbol | Parameter | Min | Max | Units 
bowl | _—BusClocktoWriteStrobelow | fw 
bown ns 
was arboyo— 90 [tes Tne 
wah beh 7 fT 


waz Write Strobe to Address TRI-STATE _ tae Bar: ie Pe snes 
(Notes 1, 2) i . eo birt 

asds Address Strobe to Data Strobe * bel + 10 ns 

aswd : Address Strobe to Write Data Valid  bel.+ 30 ns 


Note 1: When using byte mode transfers A8—A15 are only TRI-STATE on the last transfer, waz timing is only valid for last. transfer in a burst. 
Note 2: These limits include the RC delay inherent in our test method. These signals typically turn off within bch +. 15.ns, enabling other devices to drive these 
lines with no contention.. _ ; ee bes . ; eyG:4; : ; sy 
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15.0 Switching Characteristics (Continued) 


Wait State Insertion 
T2 | 13 | ™w 


MRD/MWR 


TL/F/8582-45 


Parameter 


External Wait Setup to.T3 |. Clock 
(Note 1) 


External Wait Release Time 
(Note 1) es 


Note 1: The addition of wait states affects the count of deserialized bytes and is limited to a number of bus clock cycles depending on the bus clock and network 
rates. The allowable wait states are found in the table below. (Assumes 10 Mbit/sec data rate.) 


— —= The number of allowable wait states in byte mode can be calculated using: 
# of Wait States: a 
_ {_8tnw 
Byte Transfer Word Transfer *Wioyte mode) = \ Ze tbsck |): 


#W = Number of Wait States 
tnw _ = Network Clock Period 
tbsck = BSCK Period 


- The number of allowable wait states in word mode can be calculated using: 


5 thw’ ) 


#W word mode) = (5 tbsck 


Table assumes 10 MHz network clock. 
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15.0 Switching Characteristics (continued) . 


Symbol 
bpwrl 
bpwrh 
prqh 


prql 


rakw 


Remote DMA (Read, Send Command) 
|, | T3 | 14 


ae Te a 
BusClocktoPotWrteLow || | 
BusClocktoPotwrteign | | 


’ Port Write High to Port 30 

Request High (Note 1) 

Port Request Low from 

Read Acknowledge High . 

Remote Acknowledge fe a! 
Read Strobe Pulse Width 


Note 1: Start of next transfer is dependent on where RACK is generated relative to BSCK and whether a local DMA is pending. 
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—TL/F/8582-84 


Units 
ns 
ns 


‘ns... 





15.0 Switching Characteristics (continued) - 


Remote DMA (Read, Send Command) Recovery Time 


—s 


TL/F/8582-85 


Units 


bpwrl Bus Clock to Port Write Lo ns 

bpwrh Bus Clock to Port Write High ns 

prqh ; Port Write High to Port as 
Request High (Note 1) 


pra! .. : Port Request Low from 
Read Acknowledge High 


rakw Remote Acknowledge 


Read Strobe Pulse Width - 
rhpwh . Read Acknowledge High to 


Next Port Write Cycle 
(Notes 2,3,4) 





Note 1: Start of next transfer is dependent on where RACK is generated relative to BSCK and whether a local DMA is pending. 
Note 2: This is not a measured value but guaranteed by design. : : 

Note 3: RACK must be high for a minimum of 7 BUSCK. 

Note 4: Assumes no local DMA interleave, no CS, and immediate BACK. 
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15.0 Switching Characteristics (continued). 


Remote DMA (Write Cycle) ° - 
| 


TL/F/8582-86 


| Parameter | in | Max 


Bus Clock to PortRequestHigh- 
(Note1) 


; WACK to Port Request Low : 


WACK Pulse Width ~~ ; 


Bus Clock to Port Read Low 
(Note 2) 


Bus Clock to Port Read High 


Note 1: The first port request is issued in response to the remote write command. It is subsequently issued on Ti clock cycles following completion of remote DMA 
cycles. : 


Note 2: The start of the remote DMA write following WACK is dependent on where WACK is issued relative to BUSCK and whether a local DMA is pending. 
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15.0 Switching Characteristics (continued) 


Remote DMA (Write Cycle) Recovery Time 
13 | 14 {71 | 72 | 13 


TL/F/8582-87 


Symbol 


bprqh Bus Clock to Port Request High 
(Note 1) 


wpraql . WACK to Port Request Low 
A ; 


Units 


ns 


Me We 
wackw WACK Pulse Width a a a 
bprdl Bus Clock to Port Read Low | 40 

(Note 2) : 
bprdh Bus Clock to Port Read High aaa ee ee 


wprq Remote Write Port Request 


to Port Request Time 
(Notes 3,4,5) 





Note 1: The first port request is issued in response to the remote write command. It is subsequently issued on T1 clock cycles following completion of remote DMA 
cycles. ts 


Note 2: The start of the remote DMA write following WACK is dependent on where WACK is issued relative to BUSCK and whether a local DMA is pending. 
Note 3: Assuming wackw < 1 BUSCK, and no loca! DMA interleave, no CS, immediate BACK, and WACK goes high before T4. 

Note 4: WACK must be high for a minimum of 7 BUSCK. 

Note 5: This is not a measured value but guaranteed by design. 
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15.0 Switching Characteristics (Continued) ~ . 


Serial Timing—Recelve (Beginning of Frame) 


TL/F/8582-88 


symbol | Parameter =| sin. =~ | ~—s Max | Units 

a li. abeocveCoekHighting. 2. haa ao | = 

rel . Receive Clock Low Time ; Pe ae aa . ns 

reyc © Receive Clock Cycle Time | goo ss] 200 ns 
17 


rds Receive DataSetup Timeto - ee 
Receive Clock High (Note 1) - 
rdh Receive Data Hold Time from ng 
Receive Clock High : ; 
pis First Preamble Bitto Synch ~~ reyc 
; (Note 2) cycles 


Note 1: All bits entering NIC must be properly decoded, if the PLL is still locking, the clock to the NIC should be disabled or CRS delayed. Any two sequential 1 data 
bits will be interpreted as Synch. ; ; 


Note 2: This is a minimum requirement which allows reception of a packet. 


Serlal Timing—Recelve (End of Frame) 


' TL/F/8582-89 


| Parameter | Min S| Max 
Minimum Number of Receive Clocks 
after CRS Low (Note 1) 
Maximum of Allowed Dribble Bits/Clocks 
(Note 2) 
Receive Recovery Time 40 
(Notes 4,5) 
Receive Clock to Carrier Sense Low 
(Note 3) 


Note 1: The NIC requires a minimum number of receive clocks following the de-assertion of carrier sense (CRS). These additional clocks are provided by the 
DP8391 SNI. If other decoder/PLLs are being used additional clocks should be provided. Short clocks or glitches are not allowed. 


Note 2: Up to 5 bits of dribble bits can be tolerated without resulting in a receive error. 
Note 3: Guarantees to only load bit N, additional bits up to tdrb can be tolerated. 


Note 4: This is the time required for the receive state machine to complete end of receive processing. This parameter is not measured but is guaranteed by design. 
This is not a measured parameter but is a design requirement. 


Note 5: CRS must remain de-asserted for a minimum of 2 RXC cycles to be recognized as end of carrier. 
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15.0 Switching Characteristics (Continued) 


Serial Timing—Transmit (Beginning of Frame) 
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txcsdh 
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Symbol | Parameter =| Min. | Max | Units 


txch Transmit Clock High Time ns 


txcl: Transmit Clock Low Time oe ns 
txcyc Transmit Clock Cycle Time | goo | 200s” ns 


txcenh Transmit Clock to Transmit Enable High _ - 
(Note 1) 


txcsdv_ Transmit Clock to Serial Data Valid Pe al ; ns 


txesdh Serial Data Hold Time from 
‘Transmit Clock High 


Note 1: The NIC issues TXEN coincident with the first bit of preamble. The first bit of preamble. is always ai. 


ns 


ns 


Serial Timing—Transmit (End of Frame, CD Heartbeat) 


ieee aa Ee 


Txp BIT N~2 


TL/F/8582-91 


ee 


TXEN Low to Start of Collision’ — txeye: 

Detect Heartbeat (Note 1) cycles 

Collision Detect Width txcyc 
cycles 


Note 1: If COL is not seen during the first 64 TX clock cycles following de-assertion of TXEN, the CDH bit in the TSR is set. 
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15.0 Switching Characteristics (continueg «. 


Serial Timing—Transmit (Collision) 
Naf Sef Ff Sf Nef" 


COL 


;—__—__—__—_4 


TL/F/8582-92 


| Parameter | in =| Max 


Delay from Collision to First 
Bit of Jam (Note 1) ; 


Note 1: The NIC must synchronize to collision detect. If the NIC is in the middle of serializing a byte of data the remainder of the byte will be serialized. Thus the jam 
pattern will start anywhere from 1 to 8 TXC cycles after COL is asserted. : 


Note 2: The NIC always issues 32 bits of jam. The jam is all 1's data. 





Reset Timing 


ve ULL 


TL/F/8582-93 


| Parameter | Min. =| Max 





Reset Pulse Width (Note 1) ' BSCK Cycles or TXC 2 ad 
ee ie (Note 2) 


Note 1; The RESET pulse requires that BSCK and TXC be stable. On power up, BERET should not be raised until BECK and TXC have become stable. Several 
registers are affected by RESET. Consult the register descriptions for details. Bo 


Note 2: The slower of BSCK or TXC clocks will determine the minimum time for the RE SET signal to be low. 
If BSCK < TXC then RESET = 8 xX BSCK 
If TXG < BSCK then RESET = 8 xX TXC 
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AC Timing Test Conditions Pin Capacitance T, = 25°C, f = 1 MHz 


Input Pulse Levels GND to 3.0V Description | Typ | Max | Unit | 


Input Rise and Fall Times 5ns Cin Input 
Input and Output Reference Levels 1.3V Capacitance 


TRI-STATE Reference Levels Float (AV) £0.5V vane 
Output Load (See Figure below) aor Output 
Capacitance 


Note: This parameter is sampled and not 100% tested. 


DERATING FACTOR 

Output timings are measured with a purely capacitave load 

for 50 pF. The following correction factor can be used for 

other loads: 

CL = 50 pf: +0.3 ns/pF (for all outputs except TXE, TXD, 
and LBK) 


G06P7ESN/G06E8dG 
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Note 1: C, = 50 pF, includes scope and jig capacitance. 
Note 2:S1 = Open for timing tests for push pull outputs. 
$1 = Voc for Vor test. 
$1 = GND for Voy test. 
$1 = Voc for High Impedance to active low and active low to High 
Impedance measurements. 


$1 = GND for High Impedance to active high and active high to 
High Impedance measurements. 
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ZANAtional 


Semiconductor 


DP83910A 


PRELIMINARY 


CMOS Serial Network Interface 


General Description 


The DP83910A CMOS Serial Network Interface (SNI) is a 
direct-pin equivalent of the bipolar DP8391. SNI and pro- 
vides the Manchester data encoding and decoding func- 


tions for IEEE 802.3 Ethernet/Thin-Ethernet type local area - 


networks. The SNI interfaces the DP8390 Network Interface 
Controller (NIC) to the DP8392 CTI or an Ethernet transceiv- 
er cable. When transmitting, the SNI converts non-return-to- 
zero (NRZ) data from the controller into Manchester data 
and sends the converted data differentially to the transceiv- 
er. Conversely, when receiving, a Phase Lock Loop de- 
codes the 10 Mbit/s data from the transceiver into NRZ 
data for the controller. 


The DP83910A operates in conjunction with the DP8392 
Coaxial Transceiver Interface (CTI) and the DP8390 Net- 
work Interface Controller (NIC) to form a three-chip set that 
implements a complete IEEE 802.3 compatible network as 
shown below. The DP83910A is a functionally complete 
Manchester encoder/decoder including a balanced driver 


_ and receiver, on-board crystal oscillator, collision signal 


translator, and a diagnostic loopback feature. The 
DP83910A, fabricated CMOS, typically consumes less than 


1.0 System Diagram 


70 mA of current. However, as.a result of being CMOS, the 
DP83910A’s differential signals must be isolated in both 
Ethernet and thin wire Ethernet. 


Features 

@ Compatible with Ethernet 1 
10BASE2, and 10BASE-T 

m Designed to interface with 10BASE-T transceivers 

@ Functional and pin-out duplicate of the DP8391 

™ 10 Mbits/s Manchester encoding/decoding with receive 
clock recovery 

m@ Requires no precision components 

m Decodes Manchester data with up to 18 ns of jitter 

| 

a 


IEEE 802.3; 


10BASE5, 


Loopback capability for diagnostics 

m Externally selectable half or full step modes of opera- 
tion at transmit output 

m@ Squelch circuitry at the receive and collision inputs to 
reject noise 

m TTL/MOS compatible controller interface 


IEEE 802.3 Compatible Ethernet/Thin-Ethernet/10 BaseT 
Local Area Network Chip Set 


TRANSCEIVER OR MAU 


PCB 
CONNECTION 
OR 
AUI CABLE 


DP8392 
COAXIAL 
TRANSCEIVER 
INTERFACE 


ZzZo-aPrrouwn— 


1OBASE-T MAU 


DP83922 
TWISTED-PAIR 
TRANS- 
CEIVER 
(TP!) 


zo-oaAaPrPrlrouw— 


STATION OR OTE 


DP8390 
NETWORK 
INTERFACE 
CONTROLLER 


Zor-arrown— 


AUI CABLE ° 


TL/F/9365-1 
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2.0 Block Diagram 


Peewee eee eee eee eee 


DATA 
ECEIVER 


TRANSMIT 
DRIVER 


3.0 Functional Description 
The DP83910A consists of five main logical blocks: 


a) The oscillator generates the 10 MHz transmit clock signal 
for system timing. 


b) The Manchester encoder accepts NRZ data from the 
controller, encodes the data to Manchester, and trans- 
mits it differentially to the transceiver, through the differ- 
ential transmit driver. 


c) The Manchester decoder receives Manchester data from 
the transceiver, converts it to NRZ data and clock pulses, 
and sends it to the controller. 


d) The collision translator indicates to the. controller the 
presence of a valid 10 MHz collision signal to the PLL. 


e) The loopback circuitry, when asserted, routes the data 
from the Manchester encoder back to the PLL decoder. 


3.1 OSCILLATOR 


The oscillator is controlled by a 20 MHz parallel resonant 
crystal connected between X1 and X2 or by an external 
clock on X1. The 20 MHz output of the oscillator is divided 
by 2 to generate the 10 MHz transmit clock for the control- 
ler. The oscillator also provides internal clock signals to the 
encoding and decoding circuits. 


If a crystal is connected to the DP83910A, it is recommend- 
ed that the circuit shown in Figure 7 be used and that the 
components used meet the following: 


Crystal XT1: AT cut parallel resonant crystal 

Series Resistance: <100 

Specified Load Capacitance: 13.5 pF 

Accuracy: 0.005% (50 ppm) 
C1, C2: Load Capacitor, 27 pF. 
The resistor, R1, in Figure 7 may be required in order to 
minimize frequency drift due to changes in the Voc supply 
voltage. If R1 is required, it’s value must be carefully select- 
ed. R1 decreases the loop gain. Thus, if R1 is made too 
large, the loop gain will be greatly reduced and the crystal 
will not oscillate. If R1 is made too small, normal variations 
in the Vcc may cause the oscillation frequency to drift out of 
specification. As the first rule of thumb, the value of R1 
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Note 1: The resistor R1 may be required in order to minimize frequency drift 
due to changes in the Vcc. See text description. 


FIGURE 1. Crystal Connection to DP83910A 
(see text for component values) 


should be made equal to five times the motional resistance 
of the crystal. 


The motional resistance of 20 MHz crystals is usually in the 
range of 102 to 30N. This implies that a reasonable value 
for R1 should be in the range of 509-150. 


The decision of whether or not to include R1 should be 
based upon measured variations of crystal frequency as 
each of the circuit parameters is varied. 


According to the IEEE 802.3 standard, the entire oscillator 
circuit (crytsal and amplifier) must be accurate to 0.01%. 
When using a crystal, the X1 pin is not guaranteed to pro- 
vide a TTL compatible logic output, and should not be used 
to drive external standard logic. If additional logic needs to 
be driven, then an external oscillator should be used, as 
described in the following. 


3.2 OSCILLATOR MODULE OPERATION 


lf the designer wishes to use a crystal clock oscillator, one 
that provides the following should be employed: 

1) TTL or CMOS output with a 0.01% frequency tolerance 
2) 40%-60% duty cycle 

3) 22 TTL load output drive (lo, = 3.2 mA) 
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3.0 Functional Description (continued) 


The circuit is shown in Figure 2. (Additional output drive may 
be necessary if the oscillator must also drive other compo- 
nents.) When using a clock oscillator it is still recommended 
that the designer connect the oscillator output to the X1 pin 
and tie the X2 pin to ground. 


3.3 MANCHESTER ENCODER AND 
DIFFERENTIAL DRIVER 


The encoder begins operation when the Transmit Enable 
input (TXE) goes high and converts clock and NRZ data to 
Manchester data for the transceiver. For the duration of 
TXE remaining high, the Transmitted Data (TXD) is encoded 
for the transmit-driver pair (TX +). TXD must be valid on the 
rising edge of Transmit Clock (TXC). Transmission ends 
when TXE goes low. The last transition is always positive; it 
occurs at the center of the bit cell if the last bit is a one, or at 
the end of the bit cell if the last bit is a zero. 


The differential transmit pair from the secondary of the iso- 


lation transformer drives up to 50 meters of twisted pair AU! — 


cable. These outputs are source followers which require two 
2700. pull-down resistors to ground. 

The DP83910A allows both half-step and full-step to be 
compatible with Ethernet | and IEEE 802.3. With the SEL pin 
low (for Ethernet |), transmit+ is positive with respect to 
transmit— during idle; with SEL high (for IEEE 802.3), 
transmit+ and transmit— are equal in the idle state. This 
provides zero differential voltage to operate with transform- 
er coupled loads. 


TL/F/9965~ 16 
FIGURE 2. DP83910A Connection for Oscillator Module 


4.0 Connection Diagrams 
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~ Top View _ 
Order Number DP83910AV 
See NS Package Number V28A 


3.4 MANCHESTER DECODER 


The decoder consists of a differential receiver and a PLL to 
separate Manchester encoded data stream into clock sig- 
nals and NRZ data. The differential input must be externally 
terminated with two 392 resistors connected in series if the 
standard 782 transceiver drop cable is used; in Thin-Ether- 
net applications, these resistors are optional. To prevent 
noise from falsely triggering the decoder, a squelch circuit at 
the input rejects signals with levels less than —175 mV. 


Once the input exceeds the squelch requirements, Carrier 


Sense (CRS) is asserted. Receive data (RXD) and receive 
clock (RXC) become valid typically within 6 bit times. The 
DP83910A may tolerate bit jitter up to 18 ns in the received 
data. 


The decoder detects the end of a frame when no more 
midbit transitions are detected. Within one and a half bit 
times after the last bit, carrier sense is de-asserted. Receive 
clock stays active for five more bit times after CRS goes low 
to guarantee the receive timings of the DP8390 NIC. 


3.5 COLLISION TRANSLATOR 


When the Ethernet transceiver (DP8392 CTI) detects a colli- 
sion, it generates a 10 MHz signal to the differential collision 
inputs (CD +) of the DP83910A. When these inputs are de- 
tected active, the DP83910A translates the 10 MHz signal 
to an active high level for the controller. The controller uses 
this signal to back off its current transmission and resched- 
ule another one. 


The collision differential inputs are terminated the same way 
as the differential receive inputs. The squelch circuitry is 
also similar, rejecting pulses with levels less than — 175 mV. 


3.6 LOOPBACK FUNCTIONS 


When the Loopback input (LBK) is asserted high, the 
DP83910A redirects its transmitted data back into its re- 
ceive path. This feature provides a convenient method for 
testing both chip and system level integrity. The transmit 
driver and receive Tape ewcultly are disabled in loopback 
Wad 
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Top View : 


Order Number DP83910AN 
See NS Package Number N24C 
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Interface for Ethernet and Thin Wire Ethernet Using Single Jumper for Thin/Thick Selection 
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6.0 Pin eel Sei 


24-Pin DIP L_aeinece | name | vo | 


a 


HE 
re 


Description 


COLLISION DETECT OUTPUT: Generates an active high signal when 
10 MHz collision signal is detected. 


RECEIVE DATA OUTPUT: NRZ data output from the PLL. This signal 
must be sampled on the rising edge of receive clock. 


CARRIER SENSE: Asserted on the first valid high-to-low transition on 
the RX+ pair. Remains active until 1.5 bit times after the last bit in 
data. 


RECEIVE CLOCK: The receive clock from the Manchester data after 
the PLL has locked. Remains active 5 bit times after deasserting CRS. 


MODE SELECT: When high, transmit+ and transmit— are the same 
voltage in the idle state. When low, transmit+ Is positive with respect 
to transmit— in the idle state, at the transformer’s primary. 


GROUND PIN 


LOOPBACK: When high, the loopback mode is enabled. 
CRYSTAL OR EXTERNAL OSCILLATOR INPUT 


CRYSTAL FEEDBACK OUTPUT: Used in crystal connections only. 
Connected to ground when using an external oscillator.. 


TRANSMIT DATA INPUT: NRZ data input from the controller. The 
data is combined with the transmit clock to produce Manchester data. 
TXD is sampled on the rising edge of transmit clock. 


TRANSMIT CLOCK: The 10 MHz clock derived from the 20 MHz 


. oscillator. 


TRANSMIT ENABLE: The encoder begins operation when this input is 
asserted high. 


TRANSMIT OUTPUT: Differential line driver which sends the encoded 
data to the transceiver. The outputs are source followers which require 
2702 pull-down resistors. 


NO CONNECTION: This may be tied to Vsg for the PLCC version to be 
compatible with the DP8391. 


NO CONNECTION 


_ FACTORY TEST INPUT: Used to check the chip’s internal functions. 


May be tied low or have a 0.01 yf bypass capacitor to ground (for 
compatibility with the bipolar DP8391) during normal operation. 


POWER CONNECTION 


NO CONNECTION 
RECEIVE INPUT: Differential receive input pair from the transceiver. 


COLLISION INPUT: Differential collision pair input from the 
transceiver. 
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7.0 Absolute Maximum Ratings 


If Military/Aerospace specified devices are required, Lead Temperature (Soldering, 10 sec.) 260°C 
please contact the National Semiconductor Sales ESD (Rzap = 1.5k, Czap = 120 pF) >2kV 
Office/Distributors for availability and specifications. : (Pin 4 = 1.5 kV) 


Supply Voltage (Vcc) —0.5V to +7V Note: Absolute maximum ratings are those values beyond 
DC Input Voltage (Vin) —0.5V to Vcc +0.5V which the safety of the device cannot be guaranteed. They 
DC Output Voltage (Vout) —0.5V toVcoc +0.5V : are not meant to imply that the device should be operated at 


Differential Input Voltage —5.5 to + 16V Dessau: 
*Note: An asterisk following a parameter’s symbol indicates that the param- 


Differential Output Voltage Oto16V eter has been characterized but not tested. 


Power Dissipation 500 mW Note: All specifications in this datasheet are valid only if the mandatory 
Storage Temperature ~65°C to + 150°C isolation is employed and all differential signals are taken to exist at the AUI 
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side of the pulse transformer. 


8.0 DC Specifications T, = oc to 70°C, Vog = 5V +5% 


symbol | __—Parameter_— | Conditions, =| Min | Typ | Max | Units 
Controller Interface Pins (COL, RXD, CRS, RXC, SEL, LBK, TXD, TXC and TXE)..-. 

Input High Voltage aaa ae ee ae 

InputLowVoltage | | 

| -10 | 


Input Leakage Vin-= VocorGND- thoes 
Output High Voltage (TTL) loy = 2.0mA - 3.5 a 


: (CMOS) Ion = 20 pA Voc — 0.1 


Output Low Voltage (TTL) lo, = 2.0 mA 0.4 
(CMOS) lon = 20 pA 0.1 

Operating Vcc Supply j Hees a ee 

Current (Note 1) 10 Mbit/sec 70 

Stand By Vcc Supply. . et 

Current (Note 2) 10 Mbit/sec 


Differential Pins (TX+,RX+,andCD+) | 


Diff. Output Voltage (TX+) | | 789 Termination, and a 

Diff. Output Voltage 78. Termination, and E 

Imbalance (TX+) _ 2702 from each to GND (Figure 4) 

‘Undershoot Voltage (TX +) 780, Termination, and 
2702 from each to GND (Figure 4) 

Diff. Squelch Threshold — , ; Bes 

(RX+ and CD +) : 


Diff. Input Common Mode 
Voltage (RX+ and CD+) 
(Note 3) 


Oscillator Pins (X1 and X2) 3 ta- 
X1 Input High Voltage X1 is connected to an oscillator, 
and X2 is grounded 
X1 Input Low Voltage X1 is connected to an oscillator, 
and X2 is grounded 


X1 Input Current X1 is connected to an oscillator, 
and X2 is grounded. 
Vin = Voc or GND 


Note 1: This measurement was made while the DP83910A was undergoing transmission, reception, and collision detection. Also, this value was not measured 
instantaneously, but averaged over a span of several milliseconds. (Vij = 2.4V or 0.4V and Ip = 0 mA). 

Note 2: This measurement was made while the DP83910A was sitting idle with TXE low. Also, this value was not measured instantaneously, but averaged over a 
span of several milliseconds. (Vij, = 2.4V or 0.4V and Ip = 0 mA). 





Note 3: This parameter is guaranteed by design and is not tested. 
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9.0 Switching Characteristics 1, = 0°C to 70°C, Vgc = 5V +5% 
Oscillator Specification _ | 


| Parameter | Min | ax | 
X1toTransmitGlockHigh || 8 
| xttotransmitClocktow | 8 | 


Transmit Timing (Start of Packet) 


TL/F/9365~4, 


Transmit Specifications (Start of Packet) 


Symbol Parameter | Min | 


ttch — Transmit Clock High Time (Note 1) 


99.99 100.01 


ttcc* Transmit Clock Cycle Time (Note 1) . 


trol Transmit Clock Low Time (Note 1) : = | 40 


trcr* Transmit Clock Rise Time (20% to 80%) (C= 30 pF) 
trcr* Transmit Clock Fall Time (80% to 20%) (C = 30 pF) 
tTEs Transmit Enable Setup Time to Rising Edge of TXC (Note 1) 


40 
40 
tps Transmit Data Setup Time from Rising Edge of TXC(Note1) | 20 ‘| 


tron Transmit Data Hold Time 
from Rising Edge of TXC 


‘ttod . Transmit Output Delay from Rising Edge of TXC (Note 1) 
tror* Transmit Output Fall Time (80% to 20%) 

tror* Transmit Output Rise Time (20% to 80%) 

tToj* Transmit Output Jitter 


7 
7 


0.5 Typical . 


Note 1: This parameter is measured using the fifty percent point of each clock edge. 
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9.0 Switching Characteristics (continued) 
Transmit Timing (End of Packet) 


TX +/- 


1X +/2 FI if eS 
pe TL/F/9365-5 


Transmit Specifications (End of Packet) 


Transmit Enable Hold Time from Rising Edge of TXC 


Transmit Output High before Idle (Half Step) 
Transmit Output Idle Time (Half Step) . 


Receive Timing (Start of Packet) 


1ST BIT 
RX +/= 
terson 


DECODED 
CRS 





RXC 
a | 


RXD 
ne 


TL/F/9365-6 


Receiver Specifications (Start of Packet) 


Symbol Parameter 


trod Receive Clock Duty Cycle (Note 1) 


tracr* Receive Clock Rise Time (20% to 80%, Cr_ = 30 pF) 


tact" Receive Clock Fall Time (80% to 20%, Cr_=30pF) | ‘| 


torsion 
toar 
trod | ReceiveDataOutputDelay | 880 
taps | Receive DataOutputStableatterGoing Vaid | 90 | 
totor__|__ Differential Inputs Turm-OnPulse(Note2) | 90 | 
taov___|__ReceiveDataQutputValid from FallingEdgeofAXC_ | | 10 


Note 1: This parameter is measured using the fifty percent point of each clock edge. 
Note 2: This parameter was characterized with a differential input of -375 mV on the receive pair inputs. 


7 
7 
70 
700 
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9.0 Switching Characteristics (Continued) 
‘Receive Timing (End of Packet) 


| 1 | 0 1 1 | IDLE 


5 Extra Clocks 


CRS 
TL/F/9365-7 


Receiver Specifications (End of Packet) 


torsoft Carrier Sense Turn Off Delay (Note 1) 
’ ‘Minimum Number of RXCs after CRS Low (Note 2) Bit Times 


Note 1: When CRS goes low, it will go low a minimum of 2 receive clocks. 
Note 2: The DP8390 Network Interface Controller (NIC) requires a minimum of 5 receive clocks after CRS goes low to function properly. 


Collision Timing 


CD +/- WY 
tcoL on 


t COL off 
; COL 


TL/F/9365-8 


Collision Specifications | 


tcoLon Collision Turn On Delay 


tcOLoft Collision Turn Off Delay 


Differential Inputs Turn-On 
Pulse (Squelch, Note 1) 


Note 1: This parameter was characterized with a differential input of —375 mV on the'collision input pair. 
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9.0 Switching Characteristics (Continued) 


Loopback Timing 


LBK 
. = t Les t Leh 


TXE 


CRS / : : 
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Loopback Specifications 


Loopback Setup Time (Note 1) 
Loopback Hold Time (Note 1) 


Note 1: This parameter is guaranteed by design and is not tested. 


AC Timing Test Conditions 


All specifications are valid only if the mandatory isolation is - 
employed and all differential signals are taken to be at the 
AUI side of the pulse tranformer. . 
Input Pulse Levels (TTL/CMOS) GND to 3.0V 
Input Rise and Fall Times (TTL/CMOS) 5 ns 
Input and Output Reference Levels 

(TTL/CMOS) “ 1.3V 
Input Pulse Levels 

(Diff.) —350 to —1315 mV - 


Input and Output 50% Point of 
Reference Levels (Diff.) the Differential 


| Parameter | Typ_| Units _ 
i 


Output Capacitance 





.¢ 


TIL/MOS OUTPUTS 


TL/F/9365-12 


FIGURE 4 





nea 50 pF : 
an TL/F/9365~10 
FIGURE 3 


Note: In the above diagram, the TX+ and TX— signals are taken from the 
AUI side of the isolation (pulse transformer). The pulse transformer used for 
all testing is the Pulse Engineering PE64103. 





1-195... 





DP8391A/NS32491A 


ZA National 


Semiconductor 


DP8391A/NS32491A Serial Network Interface 


General Description 


The DP8391A Serial Network Interface (SNI) aioe the 


Manchester data encoding and decoding functions for 
IEEE 802.3 Ethernet/Cheapernet type local area networks. 
The SNI interfaces the DP8390 Network Interface Controller 
(NIC) to the Ethernet transceiver cable. When transmitting, 
the SNI converts non-return-to-zero (NRZ) data from the 
controller and clock pulses into Manchester encoding and 
sends the converted data differentially to the transceiver. 
The opposite process occurs on the receive path, where a 
digital phase-locked loop decodes 10 Mbit/s signals with as 
much as +18 ns of jitter. 


The DP8391A SNI is a functionally complete Manchester 
encoder/decoder including ECL like balanced driver and re- 


ceivers, on board crystal oscillator, collision signal Metals 


tor, and a diagnostic loopback circuit. 


The SNI is part of a three chip set that implements the com- 
plete IEEE compatible network node electronics as shown 
below. The other two chips are the DP8392 Coax Transceiv- 
er Interface (CTI) and the DP8390 Network Interface Corr 
troller (NIC). 


Incorporated into the CTI ¢ are the transceiver, collision and 
jabber functions. The Media Access Protocol and the buffer 
management tasks are performed by the NIC. There is an 
isolation requirement on signal and power lines between the 
CTI and the SNI. This is usually accomplished by using a set 
of miniature pulse transformers that come in a 16-pin plastic 
DIP for signal lines. Power isolation, however, is done by 
using a DC to DC converter. 


Features 
= Compatible with Ethernet Il, 
10Base2, and 10Base-T 


IEEE 802.3; 10Base5, 


1.0 System Diagram 


m 10 Mb/s Manchester encoding/decoding with receive 
clock recovery 


Patented digital phase locked loop (DPLL) decoder re- 


quires no precision external components 

m Decodes Manchester data with up to +18 ns of jitter 

mg Loopback capability for diagnostics 

m Externally selectable half or full step modes of opera- 
tion at transmit output . 


@ Squelch circuits at the receive and collision inputs re- 
ject noise 


m High voltage protection at transceiver interface (1 6V) | 
m= TTL/MOS compatible controller interface 
m Connects directly to the transceiver (AUI) cable 


Table of Contents 
1.0 System Diagram ° ' 
2.0 Block Diagram 


_ 8.0 Functional Description 


3.1. Oscillator. 

3.2 Encoder 

3.3 Decoder 

3.4 Collision Translator 

3.5 Loopback 

4.0 Connection Diagrams 

5.0 Pin Descriptions 

6.0 Absolute Maximum Ratings 
7.0 Electrical Characteristics 
8.0 Switching Characteristics 
9.0 Timing and Load Diagrams 
10.0 Physical Dimensions 


IEEE 802.3 Compatible Ethernet/Cheapernet Local Area Network Chip Set 
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2.0 Block Diagram 


TRANSCEIVER 
CABLE 


RECEIVE 
PAIR 
(RX +, RX) 


TRANSMIT 
PAIR 
(1x +,1™% -) 


COLLISION 
PAIR 
(cb+, cD) 


3.0 Functional Description 
The SN! consists of five main logical blocks: 


a) the oscillator—generates the 10 MHz transmit clock sig- 
nal for system timing. “ ap neh ane 

b) the Manchester encoder and differential output driver— 
accepts NRZ data from the controller, performs Man- 
chester encoding, and transmits it differentially to’ th 


transceiver. wu 


c)'the Manchester decoder—receives Manchester data 
from the transceiver, converts it to NRZ data and clock 
pulses, and sends them to the controller. 


d) the collision translator—indicates to the controller the 
presence of a valid 10 MHz signal at its input. 

@) the loopback circuitry—when asserted, switches encod- 
ed data instead of receive input signals to the digital 
phase-locked loop. 


3.1 OSCILLATOR | 


The oscillator is controlled by a 20 MHz parallel resonant: 


crystal connected between X1 and X2 or by an external 
clock on X1. The 20 MHz output of the oscillator is divided 
by 2 to generate the 10 MHz transmit clock for the control- 
ler. The oscillator also provides internal clock signals to the 
encoding and decoding circuits. 


Crystal Specification 
Resonant frequency 
Tolerance 
Stability 


20 MHz 
+0.001% at 25°C 
+0.005% 0-70°C 
Type AT-Cut 
Circuit Parallel Resonance 


The 20 MHz crystal connection to the SNI requires special 
care. The IEEE 802.3 standard requires a 0.01% absolute 
accuracy on the transmitted signal frequency. Stray capaci- 
tance can shift the crystal’s frequency out of range, causing 


CONTROLLER 
INTERFACE 


RECEIVE DATA(RXD) 
RECEIVE CLOCK (RXC) 
_ CARRIER SENSE (CRS) 


LOOP BACK (LBK) 


20 MHz XTAL 
(x1, X2) 


TRANSMIT CLOCK (TXC) 


TRANSMIT DATA (TXD) 
TRANSMIT ENABLE (TXE) 
MODE SELECT (SEL) 


COLLISION 


DECODER COLLISION DETECT (COL) 


‘TL/F/9357-2 


FIGURE 1 


the transmitted frequency to exceed its 0.01% tolerance. 
The frequency marked on the crystal is usually measured 
with a fixed shunt capacitance (C,) that is specified in the 
crystal’s data sheet. This capacitance for 20 MHz crystals is 
typically 20 pF. The capacitance between the X1 and X2 
pins of the SNI, of the PC board traces and the plated 
through holes plus any stray capacitance such as the sock- 
et capacitance, if one is used, should be estimated or mea- 
sured. Once the total sum of these capacitances is deter- 
mined, the value of additional external shunt capacitance 
required can be calculated. This capacitor can be a fixed 
5% tolerance component. The frequency accuracy should 
be measured during the design phase at the transmit clock 
pin (TXC) for a given pc layout. Figure 2 shows the crystal 


connection. 


20MHz CL=cP 
‘| (NOTE 1) 


X2 
TL/F/9357-3 


CL = Load capacitance specified by the crystal’s manufacturer 


CP = Total parasitic capacitance including: 
- a) SNI input capacitance between X1 and X2 (typically 5 pF) 
b) PC board traces, plated through holes, socket capacitances 
Note 1: When using a Viking (San Jose) VXB49N5 crystal, the external ca- 
pacitor is not required, as the C, of the crystal matches the input 
capacitance of the DP8391A. : 


FIGURE 2. Crystal Connection 
3.2 MANCHESTER ENCODER AND DIFFERENTIAL 


. DRIVER : 
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The encoder combines clock and data information for the 
transceiver. Data encoding and transmission begins with the 
transmit enable input (TXE) going high. As long as TXE re- 
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3.0 Functional Description (continuea) 

mains high, transmit data (TXD) is encoded out to the trans- 
mit-driver pair (TX +). The transmit enable and transmit data 
inputs must meet the setup and hold time requirements with 


respect to the rising edge of transmit clock. Transmission: 


ends with the transmit enable input going low. The last tran- 
sition is always positive at the transmit output pair. It will 
occur at the center of the bit cell if the last bit is one, or at 
the boundary of the bit cell if the last bit is zero. 


The differential line driver provides ECL like signals to the 
transceiver with typically 5 ns rise and fall times. It can drive 
up to 50 meters of twisted pair AUI Ethernet transceiver 
cable. These outputs are source followers which need ex- 


ternal 2700 pulldown resistors to ground. Two different 


modes, full-step or half-step, can be selected with SEL in- 


carrier sense (CRS) is asserted. Receive data (RXD) and 
receive clock (RXC) become available typically within 6 bit 
times. At this point the digital phase-locked loop has locked 
to the incoming signal. The DP8391A decodes a data frame 
with up to + 18 ns of jitter correctly. 


' The decoder detects the end of a frame when the normal 


mid-bit transition on the differential input ceases. Within one 


‘and a half bit times after the last bit, carrier sense is de-as- 


put. With SEL low, transmit + is positive with respect to - 
transmit — in the idle state. With SEL high, transmit + and — 


transmit — are equal in the idle state, providing zero differ- 
ential voltage to operate with transformer coupled loads. 
Figures 4, 5 and 6 illustrate the transmit timing. . 


3.3 MANCHESTER DECODER 


The decoder consists of a differential input circuitry and a 
digital phase-locked loop to separate Manchester encoded 
data stream into clock signals and NRZ data. The differen- 
tial input should be externally terminated if the standard 
780, transceiver drop cable is used. Two 392 resistors con- 
nected in series and one optional common mode bypass 
capacitor would accomplish this. A squelch circuit at the 
input rejects signals with pulse widths less than 5 ns (nega- 
tive going), or with levels less than — 175 mV. Signals more 
negative than —300 mV and with a duration greater than 
30 ns are always decoded. This prevents noise at the input 
from falsely triggering the decoder in the absence of a valid 
signal. Once the input exceeds the squelch requirements, 


4.0 Connection Diagram 


serted. Receive clock stays active for five more bit times 
before it goes low and remains low until the next frame. 
Figures 7, 8 and 9 illustrate the receive timing. 


. 3.4 COLLISION TRANSLATOR 


The Ethernet transceiver detects collisions on the coax ca- 
ble and generates a 10 MHz signal on the transceiver cable. 
The SNI’s collision translator asserts the collision detect 
output (COL) to the DP8390 controller when a 10 MHz sig- 


. nalis present at the collision inputs. The controller uses this 


signal to back off transmission and recycle itself. The colli- 
sion detect output is de-asserted within 350 ns after the 10 
MHz input signal disappears. 

The collision differential inputs (+ and —) should be termi- 
nated in exactly the same way as the receive inputs. The 
collision input also has a squelch circuit that rejects signals 
with pulse widths less than 5 ns (negative going), or with 
levels less than —175 mV. Figure 70 illustrates the collision 
APA: 


3.5 LOOPBACK FUNCTIONS 
Logic high at loopback input (LBK) causes the SNI to route 


~ serial data from the transmit data input, through its encoder, 


returning it through the phase-locked-loop decoder to re- 


‘ceive data output. In loopback mode, the transmit driver is in 


idle state and the receive and collision input circuitries are 
disabled. 


Top View 
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*Refer to the Oscillator section 
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FIGURE 3a 


Order Number DP8391AN 
See NS Package Number N24C 
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PCC Connection Diagram 


*Refer to the Oscillator section 
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Pin Descriptions 
Pin No. 


r- 
oO 
Az 


Ey 
to [2 


_ 
- 


— 
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Description 


Collision Detect Output. A TTL/MOS level active high output. A 10 MHz 
(+25%-15%) signal at the collision input will produce a logic high at COL 
output. When no signal is present at the collision input, COL output will go low. 


Receive Data Output. A TTL/MOS level signal. This is the NRZ data output 
from the digital phase-locked loop. This signal should be sampled by the 
controller at the rising edge of receive clock. 


Carrier Sense. A TTL/MOS level active high signal. It is asserted when valid 
data from the transceiver is present at the receive input. It is de-asserted one 
and a half bit times after the last bit at receive input. 


Receive Clock. A TTL/MOS level recovered clock. When the phase-locked loop 
locks to a valid incoming signal a 10 MHz clock signal is activated on this output. 
This output remains low during idle (5 bit times after activity ceases at receive 
input). 


Mode Select. A TTL level input. When high, transmit + and transmit — outputs 
are at the same voltage in idle state providing a “zero” differential. When low, 
transmit + is positive with respect to transmit — in idle state. 


Negative Supply Pins. 
Loopback. A TTL level active high on this input enables the loopback mode. 
Crystal or External Frequency Source Input (TTL). 


Crystal Feedback Output. This output is used in the crystal connection only. It 
must be left open when driving X1 with an external frequency source. 


Transmit Data. A TTL level input. This signal is sampled by the SN at the rising 
edge of transmit clock when transmit enable input is high. The SNI combines 
transmit data and transmit clock signals into a Manchester encoded bit stream 
and sends it differentially to the transceiver. 


Transmit Clock. A TTL/MOS level 10 MHz clock signal derived from the 20 
MHz oscillator. This clock signal is always active. 


Transmit Enable. A TTL level active high data encoder enable input. This signal 
is also sampled by the SNI at the rising edge of transmit clock. 


Transmit Output. Differential line driver which sends the encoded data to the 
transceiver. These outputs are source followers and require 2702 pulldown 
resistors to GND. 


No Connection. 


Bypass Capacitor. A ceramic capacitor (greater than 0.001 uF) must be 
connected from this pin to GND. 


Positive Supply Pins. A 0.1 F ceramic decoupling capacitor must be 
connected across VCC and GND as close to the device as possible. 


No Connection. 
Receive Input. Differential receive input pair from the transceiver. 


Collision Input. Differential collision input pair from the transceiver. 
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6.0 Absolute Maximum Ratings Recommended Operating 


Supply Voltage (Vcc) 7V Conditions 

Input Voltage (TTL) 0 to 5.5V Supply Voltage (Vcc) BV + 5% 
Input Voltage (differential) | —5.5 to + 16V Ambient Temperature (DIP) 0° to 70°C 
Output Voltage (differential) 0 to 16V (PCC) 0° to 55°C 
Output Current (differential) —-40mA Note: Absolute maximum ratings are those values beyond 
Storage Temperature —65° to 150°C which the safety of the device cannot be guaranteed. They 
300°C are not meant to imply that the device should be operated at 


Lead Temperature (soldering, 10 sec) these linits 


Package Power Rating for DIP at 25°C 2.95W* 
(PC Board Mounted) 
Derate Linearly at the rate of 23.8 mW/°C 

Package Power Rating for PCC at 25°C 1.92W* 
Derate Linearly at the rate of 15.4 mW/°C 

*For actual power dissipation of the device please refer to 

Section 7.0. 

ESD rating 2000V 


7.0 Electrical Characteristics 
Voc = 5V +5%, Ta = 0°C to 70°C for DIP and 0°C to 55°C for PCC (Notes 1 & 2) 


Symbol Parameter Test Conditions 
Vin___| Input High Voltage (TTL) eco 
Vinxia__|_Input High Voltage (x1) 


Voc— 1.5 


VIHX1b Input High Voltage (X1) 1k Series Resistor Voc 


input Low Voltage (TTL and X1) eee ae a 
Input High Current (TTL) Vin = Veco 
Input High Current (RX+ CD+) Vin = Veco 


—300 
—700 


Input Low Current (TTL) Vin = 0.5V 
Input Low Current (RX+ CD+) Vin = 0.5V 


Input Clamp Voltage (TTL) 
Ouptut High Voltage (TTL/MOS) 
Output Low Voltage (TTL/MOS) 
Output Short Circuit Current (TTL/MOS) [ise on eae 


Differential Output Voltage (TX +) 782, termination, and +550 +1200 
2702 from each to GND 


Diff. Output Voltage Imbalance (TX+) same as above fret +40 
Diff. Squelch Threshold (RX+ CD+) 


Diff. Input Common Mode Voltage(RX+CD+) | s—s—<‘is—sYSC 8 
Power Supply Current 10Mbit/s aa 270 


8.0 Switching Characteristics voc = 5v +5%, Ta = 0°C to 70°C for DIP and 0°C to 55°C for PCC (Note 2) 
Symbol Parameter | Figure | Min | Typ | Max | Units 
OSCILLATOR SPECIFICATION 

txTH X1 to Transmit Clock High 

txTL X1 to Transmit Clock Low 


Transmit Clock Duty Cycle at 50% (10 MHz) 


Transmit Clock Rise Time (20% to 80%) 
Transmit Clock Fall Time (80% to 20% 
Transmit Data Setup Time to Transmit Clock Rising Edge 4&12 ES a eae 


Transmit Data Hold Time from Transmit Clock Rising Edge | 4ai2 | Oo | 
Transmit Enable Setup Time to Trans. Clock Rising Edge | 4812 | 


Transmit Enable Hold Time from Trans. Clock Rising Edge 
Note 1: All currents into device pins are positive, all currents out of device pins are negative. All voltages are referenced to ground unless otherwise specified. 
Note 2: All typicals are given for Voc = 5V and Ta = 25°C. 
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8.0 Switching Characteristics 


Voc = 5V £5%, Ta = 0°C to 70°C for DIP and 0°C to 55°C for PCC (Note 2) (Continued) . : - 


symbol [Parameter Figure. | “Min | Typ | Max | Unite 
TRANSMIT SPECIFICATION (Continued) ea 
pe ae 
| | 


=e 
La 


el 

ae 

Eee 

| 200 | 

Hg 

Receive Clock Duty Cycle at 50% (10 MHz) | 40 | 
Receive Clock Rise Time (20% to 80%) el 
Receive Clock Fall Time (80% to 20%) | | 
Receive Data Rise Time (20% to 80%) =a 
era 

Paid 

ae 

Eee. 

26a 

ees 

ae 


Receive Data Fall Time (80% to 20%) 


40 
4 





COLLISION SPECIFICATION 


tcOLon Collision Turn On Delay 10&12 ns 
tcOLoft Collision Turn Off Delay | 10812 | | ns 


LOOPBACK SPECIFICATION 


tLBs Loopback Setup Time Lae i) OF 23] ns 
ttan__|_Loopback Hold Time es i ae ns 


Note 2: All typicals are given for Vog = 5V and Ta = 26°C. 


9.0 Timing and Load Diagrams 


he eit . TL/F/9357-6 | 
FIGURE 4. Transmit Timing - Start of Transmission 
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9.0 Timing and Load Diagrams (Continued) 


VL6PZESN/VIL6E8dG 


TL/F/9357-7 


FIGURE 5. Transmit Timing - End of Transmission (last bit = 0) 





‘ : TL/F/9357-8 
FIGURE 6. Transmit Timing - End of Transmission (last bit = 1) 
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9.0 Timing and Load Diagrams (Continued) 
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FIGURE 7. Receive Timing - Start of Packet 
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FIGURE 8. Receive Timing - End of Packet (last bit = 0) 
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9.0 Timing and Load Diagrams (continuew) 


[i folrfols| 
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FIGURE 9. Receive Timing - End of Packet (last bit = 1) _ 
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FIGURE 10. Collision Timing 
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FIGURE 11. Loopback Timing 


TIL/MOS OUTPUTS 


50 pF 


TL/F/9357~14 
*27 pH transformer is used for testing purposes, 100 »H transformers (Valor, LT1101, or Pulse Engineering 64103) are recommended for application use. 


FIGURE 12. Test Loads 
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DP8390 Network Interface 
Controller: An Introductory 
Guide 


OVERVIEW 


A general description of the DP8390 Network Interface Con- 
troller (NIC) is given in this application note. The emphasis 
is placed on how it operates, and how it can be used. This 
description should be read in conjunction with the DP8390 
data sheet. 


1.0 INTRODUCTION 


The DP8390 Network Interface Controller provides all the 
Media Access Control layer functions required for transmis- 
sion and reception of packets in accordance with the IEEE 


802.3 CSMA/CD standard. The controller was designed to — 


act as an advanced peripheral and serve as a complete 
interface between the system and the network. The on- 
board FIFO and DMA channels work together to form a 
straight-forward packet management scheme, providing (lo- 
cal) DMA transfers at up to 10 megabytes per second while 
tolerating typical bus latencies. 


A second set of DMA channels (remote DMA) ‘is provided 


on chip, and is integrated into the packet management 
scheme to aid in the system interface. The DP8390 was 
designed with the popular 8, 16 and 32 bit microprocessors 
in mind, and gives. system designers several architectural 
options. The NIC is fabricated using National Semiconduc- 
tor’s double metal 2 micron microCMOS process, yielding 
high speed with very low power dissipation. 


2.0 METHOD OF. OPERATION ..,, ........ 


The NIC is used as a standard peripheral device and is con- 
trolled through an array of on-chip registers. These registers 
are used during initialization, packet transmission and re- 
ception, and remote DMA operations. At initialization, the 
physical address and multicast filters are set, the receiver, 
transmitter and data paths are configured, the DMA chan- 
nels are prepared, and the. appropriate interrupts are 
masked. The Command Register (CR) is used to initiate 
transmission and remote DMA operations. 


.. «TX BYTE COUNT 


National Semiconductor 
Application Note 475 


Upon packet reception, ‘end of packet transmission, remote 
DMA completion or error conditions, an interrupt is generat- 
ed to indicate that an action should be taken. The proces- 
sor’s interrupt driven routine then reads the Interrupt Status 
Register (ISR) to determine the type of interrupt that oc- 
curred, and performs the appropriate actions. | 


’ 3.0 PACKET TRANSMISSION 


The NIC transmits packets in accordance with the CSMA/ 
CD protocol, scheduling retransmission of packets up to 15 
times on collisions according to the truncated binary expo- 
nential backoff algorithm. No additional processor interven- 


~ tion is required once the transmit command is given. 


6 BYTES 
6 BYTES 
2 BYTES 
2 46 BYTES 


. DESTINATION ADDRESS 
SOURCE ADDRESS 
TYPE LENGTH 


" (TBCRO.1) 





PAD (IF DATA < 46 BYTES) 


. , TL/F/9141-1 
FIGURE 1. Transmit Packet Format 


3.1TransmissionSetup é 


Aftera packet that conforms to the IEEE 820.3 specification 
is set up in memory, with 6 bytes of the destination address, 
followed by 6 bytes of the source address, followed by the 
data byte count and the data, it is ready for transmission 
(see Figure 1). To transmit a packet, the NIC is given the 
starting address of the packet (TPSR), the length of the 
packet (TPCRO, TBCR1), and then the PTX (transmit’pack- 
et) bit of the Command Register is set to initiate the trans- 
mission (see Figure 2). 


TRANSMIT 
BUFFER 


et he el 
DESTINATION ADDRESS 


SOURCE ADDRESS 
TYPE LENGTH 


; DATA 


FIGURE 2. Packet Transmission 
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3.2 Transmission Process 


Once the transmit command is given, if no reception is in 
progress, the transmit prefetch begins. The high speed local 
DMA channel bursts data into the NIC’s FIFO. After the first 
DMA transfer of the prefetch burst, if no carrier is present on 
the network, and the NIC is not deferring, the TXE (transmit 
enable) signal is asserted and the transmission begins. Af- 
ter the 62 bits of preamble (alternating ONEs and ZEROs) 
and the start of frame delimiter (two ONEs) are sent out, the 
data in the FIFO is serialized, and sent out as NRZ data (pin 
TxD) with a clock (TxC), while the CRC is calculated. When 
the FIFO reaches a threshold (X bytes empty) a new DMA 
burst is initiated. This process continues until the byte count 
reaches zero. After the last byte is serialized, the four bytes 
of the calculated CRC are serialized and appended to com- 
plete the packet. 


Should a collision occur, the current transmission stops, a 
jam sequence (32 Ones) transmitted (to ensure that every 
node senses a collision), and a retransmission of the packet 
is scheduled according to the truncated Binary Exponential 
Backoff Routine. 


3.3 Transmission Status. 


After the transmission is complete, an interrupt is generated 
and either the PTX bit (complete packet transmitted) or the 
TXE bit (packet transmission aborted) of the ISR (Interrupt 
Status Register) is set. The interrupt driven routine then 
reads the TSR to find out details of the transmission. If the 
PTX bit is set, the TSR can reveal if a carrier was present 
when the transmission was initiated (DFR), if the carrier was 
lost during the transmission (CRS—this would point to a 
short somewhere on the network), if the collision detect cir- 
cuitry is working properly (CDH), and if collision occurred 
(COL). Whenever a collision is encountered during transmis- 
sion, the: collision count register. (NCR) is incremented. 
Should a collision occur outside the 512 bit window (slot 
time), the OWC (Out of Window Collision) bit of the TSR is 
set. 


The TXE bit of the ISR is set if 16 collisions or a FIFO 
underrun occurs. If the transmission is aborted due to 16 
collisions, the ABT bit of the TSR is set. (If this occurs it is 
likely that there is an open somewhere on the network.) If 
the local DMA channel can not fill the FIFO faster than data 
is sent to the network, the FU bit (FIFO Underrun) of the 
TSR is set and the transmission is also aborted. This is a 
result of a system bandwidth problem and points to a sys- 
tem design flaw. System bandwidth considerations are dis- 
cussed further in Section 5.1.3. 


ADDRESS 


4.0 PACKET RECEPTION 


The bus topology used in CSMA/CD networks allows every 
node to receive every packet transmitted on the network. 
The receive filters determine which packets will be buffered 
to memory. Since every packet is not of interest, only pack- 
ets having a destination address that passes the node’s 
receive filters will be transferred into memory. The NIC of- 
fers many options for the receive filters and implements a 
complete packet management scheme for storage of in- 
coming packets. 


4.1 Reception Process 


When a carrier is first sensed on the network (i.e. CRS sig- 
nal is active), the controller sees the alternating ONE - 
ZERO preamble and begins checking for two consecutive 
ONEs, denoting the start of frame delimiter (SFD). Once the 
SFD is detected, the serial stream of data is deserialized 
and pushed into the FIFO, a byte at a time. As the data is 
being transferred into the FIFO, the first six bytes are 
checked against the receive address filters. If an address 
match occurs, the packet is DMAed from the FIFO into the 
receive buffer ring. If the address does not match, the pack- 
et is not buffered and the FIFO is reset. 


Each time the FIFO threshold is reached, a DMA burst be- 
gins and continues for the proper number of transfers. DMA 
bursts continue until the end of the packet (Section 5.1.2). 
At the end of a reception, the NIC prepares for an immedi- 
ate reception while writing the status of the previous recep- 
tion to memory. An interrupt is issued to indicate that a 
packet was received, and is ready to be processed. 


The CRC generator is free running and is reset whenever 
the SFD is detected. At every byte boundary the calculated 
value of the CRC is compared with the last four received 
bytes. When the CRS signal goes LOW, denoting the end of 
a packet, if the calculated CRC matches the received CRC 
on the last byte boundary, the packet is a good packet and 
is accepted. However, if the calculated and received CRCs 
do not match on the last byte boundary before CRS goes 
LOW, a CRC error is flagged (CRC bit of RSR set) and the 
packet is rejected, i.e. the receive buffer ring pointer 
(CURR) is not updated (Section 4.5). If the CRS signal does 
not go LOW on a byte boundary and a CRC error occurs, 
the incoming packet is misaligned, and a frame alignment 
error is flagged (FAE bit of RSR set). Frame alignment er- 
rors only occur with CRC errors. 


4.2 Address Matches 

The first bit received after the SFD indicates whether the 
incoming packet has a physical or multicast address. A 
ZERO indicates a physical address, that is, a unique map- 
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FIGURE 3. Packet Reception 
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ping between the received address and the node’s 48 bit 
physical address as programmed at intialization (PARO- 
PARS5). A ONE indicates a multicast address, meaning a 
packet intended for more than one node. 


Multicast addressing is useful where one node needs to 
send a packet. to multiple nodes, as in a query command. 
Multicast addressing provides a very fast way to perform 
address filtering in realtime, by using an on-chip hashing 
table. A hashing algorithm based on the CRC is used to map 
the multicast address into the 64 bit Multicast Address Filter 
(MAFO-7). 

After the CRC has been calculated on the destination ad- 
dress, the upper six bits of the CRC are used as an index 
into the Multicast Address Filter (MAF). If the selected filter 
bit is ONE, the packet is accepted, if the MAF bit is ZERO 
the packet is not accepted. 


A special multicast address is the broadcast address, which 
denotes a packet intended to be received by all nodes. The 
broadcast packet has an address of all ONEs (this address 
also maps into a bit in the MAF). 


The DP8390 also provides the ability to accept all packets 
on the network with a physical address. Promiscuous mode 
causes any packet with a physical address to be buffered 
into memory. To receive all multicast packets it is nesessary 
to set all of the MAF bits to ONE. 


4.3 Network Statistics 


Three eight bit counters are provided for monitoring receive 
packet errors. After an address match occurs if a Frame 
Alignment or CRC error occurs, or if a packet is lost due to 
insufficient buffer resources (see below), the appropriate 
counter is incremented. These counters are cleared when 
read. The counters trigger an interrupt when they reach a 
value of 128 (if not masked) to force the processor to read 
(and thus clear) their contents. The counters have a maxi- 
mum value of 192, providing a large latency between when 
the interrupt is asserted and when the counter overflows. 
When a CNT interrupt occurs, all three tally counters should 
be read and added into larger counters maintained by. the 
processor. 


4.4 Setting the Receive Configuration Register 


The Receive Configuration Register (RCR) is used in con- 
junction with the physical and multicast addresses to deter- 


BUFFER RAM 
(UP TO 64 KBYTES) 


UFFER #2 


PAGE START 
' AODRESS 


PAGE STOP 


~ i 





mine which packets should be accepted and placed in the 
receive buffer ring. The RCR is initialized to accept physical, 
multicast and/or broadcast packets, or alternatively to place 
the receiver in promiscuous mode to accept all packets with 
a physical address. If the MON bit of the RCR is set, placing 
the receiver in monitor mode, the receiver still checks the 
addresses of incoming packets according to the set up ad- 
dress filter, and network statistics are still gathered, but 
packets are not buffered into memory. , 


The minimum packet size in standard 802.3 networks is 64 
bytes long. Packets less than 64 bytes are considered runt 
packets and are normally rejected. However, in some appli- 
cations it may be desirable to accept such packets. By set- 
ting the AR bit of the RCR, runt packets are accepted. 


For diagnostic purposes it may be desirable to examine er- 
rored packets, and not overwrite them with good packets as 
is done in normal operation. By setting the SEP bit of the 
RCR, errored packets are saved and their status is written 
to memory. 


4.5 Receive Buffer Ring 


As packets are received they are placed into the receive 
buffer ring, and as they are processed they are removed 
from this ring. At initialization, an area of memory is allocat- 
ed to act as the receive buffer ring, and the NIC’s buffer 
management scheme then makes efficient use of this mem- 
ory. The efficiency is helped significantly because the ring 
pointers are contained on chip, and the DMA channels can 
work at up to a 10 Mbyte/sec transfer rate. A second DMA 
channel, the remote DMA channel, is available for transfer- 
ring packets out of the receive buffer ring. 


The employed buffer management scheme effectively 
works as a large packet FIFO. This buffer management 
scheme is very appropriate for most networking applications 
because packets are generally processed in the order they 
are received. 3 


Four pointers are used to control the ring; the (1) page start 
(PSTART) and (2) page stop (PSTOP) pointers to determine 
the size of the buffer ring, the (3) current page (CURR) 
pointer, to determine where the: next packet will be loaded, 


| 
“756 BYTES 
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FIGURE 4. The Receive Buffer 
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FIGURE 5. Receive Packet Buffering 


and the (4) boundary (BNRY) pointer, to show where the 
next packet to be unloaded (or processed) lies. As packets 
are received, the boundary pointer follows the current page 
pointer around the ring. The page start and stop pointers 
remain unchanged during operation. 


The receive buffer ring is divided into 256 byte buffers, and 
these buffers are linked together as required by the re- 
ceived packets (see Figure 4). Up to 256 of these buffers 
can be linked together in the receive buffer ring, yielding a 
maximum buffer size of 64K bytes. Since all NIC registers 
are 8 bits wide, the ring pointers refer to 256 byte bounda- 
ries within a 64K byte space. 


At initialization, PSTART register is loaded with the begin- 
ning page address of the ring, and PSTOP is loaded with the 
ending page address of the ring. 


On a valid reception, the packet is placed in the ring at the 
page pointed to by CURR plus a 4 byte offset (see Figure 5). 
The packet is. transferred to the ring, a DMA burst at a time. 
When necessary, buffers are automatically linked together, 
until the complete packet is received. The last and first buff- 
ers of the ring buffer are linked just as the first and seconds 
buffers. At. the end of. a reception, the status from 
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FIGURE 6. Packet Rejection 
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the Receive Status Register (RSR), a pointer to the next 
packet, and the byte count of the current packet are written 
into the 4 byte offset. 


If a receive error occurs (FAE, CRC) CURR is not updated 
at the end of a reception, so the next packet received over- 
writes the bad packet (see Figure 6). This feature can be 
disabled (by setting the save errored packet (SEP) bit in the 
RCR) to allow examination of errored packets. 


At receiving nodes, collision fragments may be seen as runt 
packets. A runt packet is a packet less than 64 bytes (512 
bits) long, and since a collision must occur in the first 512 bit 
times, the packet will be truncated to less than 64 bytes. 
After runt packets are received, the CURR is not updated, 
so the next packet received will overwrite the runt packet. 
This standard feature can also be suppressed by setting the 
AR bit in the TCR. This is useful when it is desirable to 
examine collision fragments, and in non-standard applica- 
tions where smaller packets are desirable. 


Once packets are in the receive ring they must be process- 
ed. However, the amount of processing that occurs while 
the packet is in the buffer ring varies according to the imple- 
mentation. As packets are removed from the buffer ring, the 


boundary pointer (BNRY) must be updated. The BNRY al- 


ways follows CURR around the ring (see Figure 7). 
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FIGURE 7. Removing Packets From Receive Buffer Ring 
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If the current local DMA address ever reaches BNRY, the 
ring is full. In this case, the current and any additional recep- 
tions are aborted and tallied until the BNRY pointer is updat- 
ed. Packets already present in the ring will not be overwrit- 
ten (see Figure 8). All missed packets will increment the 
missed packet tally counter. When enough memory is allo- 
cated for the receive buffer ring, the overwrite warning (set- 
ting of the OVW bit of the ISR) should seldom occur. 
——— PACKET 


an 


18T PACKET 


NEW PACKET RECEPTION 
ARRIVING ABORTED BY 


BOUNDARY 
POINTER 


NIC — OVFLW 





: TL/F/9141-9 
FIGURE 8. Receive Buffer Ring Overwrite Protection 


A second set of DMA channels has been included on the 
DP8390 to aid in the transfer of packets out of the buffer 
ring. These Remote DMA channels can work in close co-op- 


eration with the receive buffer ring to provide a very effec: 


tive system interface (87). 


If the BNRY is placed outside of the buffer ring, no overwrite 
protection will be present, and incoming packets may over- 


write packets that have not been processed. This may be. 
useful when evaluating the DP8390, but in normal operation. 


it is not recommended. 


When the CURR and BNRY pointers are equal, the buffer 
ring can either be completely empty or completely full. To 
ensure that the NIC does not misinterpret this condition, it is 
necessary to guarantee that the value of the BNRY pointer 
does not equal the value of the CURR pointer. It is recom- 
mended that the BNRY pointer be kept one less than CURR 
pointer when the ring is empty, and only be equal to CURR 
when the ring is full, as shown below. 
1. Use a variable (NXTPKT) to indicate from where the next 
packet will be removed (possibly using Remote DMA) 
2. At initialization set: : 
BNRY = PSTART 
CURR = PSTART + 1. 
NXTPKT = PSTART + 1 


3. After each packet is removed from the ring, use the next 
packet pointer in the header information (the second byte 
of the header), HNXTPKT, and set: 

NXTPKT = HNXTPKT 
BNRY = HNXTPKT — 14 
If BNRY < PSTART then BNRY = PSTOP — 1 


’ The above procedure is not necessary if the Send Packet 


Command is used to remove packets from the ring as ex- 
plained in section 7. 


5.0 SYSTEM/NETWORK INTERFACE 


The DP8390 offers considerable flexibility when designing a 
system/network interface. This flexibility allows the design- 
er to choose the appropriate price/performance combina- 
tion while easing the actual design process. 


5.1 Interfacing Considerations 


Several features have been included on the NIC to allow it 
to easily be integrated into many systems. The size of the 
data paths, the byte ordering, and the bus latencies are all 
programmable. In addition, the clock the DMA channels use 
is not coupled to the network clock, so the NIC’s DMA can 
easily be integrated into memory systems. | , 


5.1.1 Data Path 


The NIC can interface with 8, 16, and 32 bit microproces- 
sors. The data paths are configurable for both byte- wide 
and word-wide transfers (bit WTS in DCR). When in word- 
wide mode, the byte ordering is programmable to accommo- 
date both popular byte ordering schemes. All NIC registers 
are 8 bits wide to allow 8, 16 and 32 bit processors to ac- 
cess them with no additional hardware. If the NIC’s 16 ad- 
dress lines (64K bytes) do not provide an adequate address 
space, the two DMA channels can be concatenated to form 
a 32 bit DMA address (bit LAS in DCR). 


5.1.2 Local DMA 


The DMA transfers between the FIFO and’ memory during 
transmission and reception occur in bursts. The bursts be- 
gin when the FIFO threshold is reached. Since only a single 
FIFO is required (because a node cannot receive and trans- 
mit simultaneously), the threshold takes on different mean- 
ings during transmission and reception. During reception the 
FIFO threshold refers to the number of bytes in the FIFO. 
During transmission the FIFO threshold refers to the num- 
ber of empty bytes in the FIFO (16 - # bytes in FIFO). The 
FIFO threshold is set to 2, 4, 8 or 12 Byles (1, 2,4 or 6 
words) in the DCR (bits FTO, FT1). 


The number of transfers that occur in a burst depends on 
whether the Exact Transfer or Empty/Fill mode is used (bit 
BMS in DCR). When in Exact Transfer mode, a number of 
bytes/words equal to the FIFO threshold will be transferred 
in each burst. The Empty/Fill mode continues the transfers 
until the FIFO is empty, during recortons; and full, during 
transmissions (see Figure 9). 


BREQ / | \ 
BACK / \ . 


ADO=15 WORD! AWORDZ E annwnnnone__)X WORDN 
ONE BURST 


where N = 1, 2, 4 or 6 Words or N = 2, 4, 8, or 12 Bytes when in byte mode 
FIGURE 9. Local DMA Burst 
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Before a burst can begin, the NIC must first arbitrate to 
become master of the bus. It requests the bus by activating 
the BREQ signal and waiting for acknowledgment with the 
BACK signal. Once the NIC becomes the master of the bus, 
the byte/word transfers may begin. The frequency of the 
DMA clock is not related to the network clock, and can be 
input (pin 25) as any frequency up to 20 MHz. For 10 Mbit/ 
sec networks the DMA clock can be as slow as 6 MHz. This 
allows tailoring of the DMA channel, to the system. The lo- 
cal DMA channel can burst data into and out of the FIFO at 
up to 10 Mbyte/sec (8X the speed of standard Ethernet). 
This means that during transmission or reception the net- 
work interface could require as little as one eighth of the bus 
bandwidth. 


5.1.3 Bus Analysis 


Two parameters useful in analysis of bus systems are the 
Bus Latency and the Bus Utilization. The Bus Latency is the 
maximum time between the NIC assertion of BREQ and the 
system granting of BACK. This is of importance because of 
the finite size of the NIC’s internal FIFO. If the bus latency 
becomes too great, the FIFO overflows during reception 
(FIFO overrun error), and becomes empty during transmis- 
sion (FIFO underrun error). Both conditions result in an error 
that aborts the reception or transmission. In a well designed 
system these errors should never occur. The Bus Utilization 
is the fraction of time the NIC is the master of the bus. It is 
desirable to minimize the time the NIC occupies the bus, in 
order to maximize its use by the rest of the system. When 
designing a system it is necessary to guarantee the NIC a 
certain Bus Latency, and it is desirable to minimize the Bus 
Utilization required by the NIC. 


Associated with each DMA burst is a DMA set up and recov- 
ery time. When a packet is being transferred either to or 
from memory it will be transferred in a. series of bursts. If 
more byte/word transfers are accomplished in each burst, 
fewer bursts are required to transfer the complete packet, 
and less time is spent on DMA set up and recovery. Thus, 
when longer bursts are used, less bus bandwidth is required 
to complete the same packet transfer. 


The Empty(/Fill) mode guarantees longer bursts because 
as the byte/word transfers are taking place, serialized data 
is still filling(/emptying) the FIFO, and these additional 
bytes/words must also be transferred out of(/into) the 
FIFO. The least NIC bus utilization occurs when the bursts 
are as long as possible. This occurs when the threshold is 
as high as possible, and Empty/Fill mode is used. The de- 
termination of the threshold is related to the maximum bus 
latency the system can guarantee the NIC. 


If the NIC is required to guarantee other devices a certain 
bus latency, it can only remain master of the bus for a cer- 
tain amount of time. In this case, the Exact Transfer burst 
mode is desirable because the NIC only remains master of 
the bus for a certain amount of time. 
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6.0 INTERFACE OPTIONS 


The network interface can be incorporated into evens in 
several ways. The network interface can be controlled by 
either a system processor or a dedicated processor, and 
can utilize either system memory or buffer memory. This 
section covers the basic interface architectures. 


6.1 Single Bus System. 

The least complex implementation places the NIC on the 
same bus as the processor (see Figure 10). The DP8390 
acts as both a master and a slave on this bus; a master 
during DMA bursts, and a slave during NIC register access- 
es. This architecture is commonly seen on motherboards in 
personal computers and low cost workstations, but until re- 
cently without an integrated network interface. A major is- 
sue in such designs is the bus bandwidth for use by the 
processor. The DP8390 is particularly suitable for such ap- 
plications because of its bus utilization characteristics. Dur- 
ing transmissions and receptions, the only time the NIC be- 
comes a bus master, the DP8390 can require as little as 
one- eighth the bus bandwidth. In: addition, the previously 
mentioned bus tailoring features, ease its integration into 
such systems. 


PROCESSOR | 


OTHER 


MEMORY DEVICES 
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FIGURE 10. Single Bus Configuration 


The design must only be able to guarantee the NIC a maxi- 
mum bus latency (<1.6 ps for 10 Mbit/s networks), be- 
cause of the finite size of the on-chip FIFO. In bus systems 
where the NIC is the highest priority device, this should 
present no problem. However, if the bus contains other de- 
vices such as Disk, DMA and Graphic controllers that re- 
quire the bus for more than 10 ps during high priority or real 
time activities, meeting this maximum bus latency criteria 
could present a problem. 


Likewise, many existing single bus systems make no provi- 
sion for external devices to become bus masters, and if they 
do, it is only under several restrictions. In such cases, an 
interface without the mentioned bus latency restrictions is 
highly desirable. 
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6.2 Dual Port Memory 


One popular method of increasing the apparent bis latency 
of an interface, has the added effect of shielding the system 
bus from the high priority network bandwidth. In this applica- 
tion, the Dual Port Memory (DPM) allows the system bus to 
access the memory through one port, while the network in- 
terface accesses it through the other port. In this way, all of 
the high priority network bandwidth is localized on a dedicat- 
ed bus, with little effect on the system bus (see Figure 17). 


- PROCESSOR 


‘OTHER 


MEMORY ~ DEVICES 


; TL/F/9141-12 
FIGURE 11. DPM Configuration 


Dual Port Memories are typically smaller than the main 
memory and little, if any, processing can occur while the 
packets are in the DPM. Therefore, the processor (or if 
available, DMA controller) must transfer data between the 


DPM and the main memory before beginning packet pro- . 


cessing. In this example, the DPM acts as a large packet 
FIFO. 


Such configurations provide popular solutions. Aside from 
the extra complexity of the software and the DPM conten- 
tion logic, higher performance can be achieved. 


6.3 Dual Port Memory Equivalent 


The functional equivalent of a Dual Port Memory implemen- 
tation can be realized for low cost with the DP8390. This 
configuration makes use of the NIC’s Remote DMA capabili- 
ties and requires only a buffer memory, and a bidirectional 
I/O port (see Figure 12). The complete network interface, 
with 8k x 8 of buffer memory, easily fits onto a half size |BM- 
PC card (as in the Network Interface Adapter, NIA, for the 
IBM-PC.) 
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PROCESSOR 


BUFFER 
MEMORY 


BI-DIRECTIONAL 


MEMORY 1/0 PORT 


’ TL/F/9141-13 
FIGURE 12. DPM Equivalent Configuration 


The high priority network bandwidth is decoupled from the 
system bus, and the system interracts with the buffer mem- 
ory using a lower priority bi-directional I/O port. For exam- 
ple, when a packet is received the local DMA channel trans- 
fers it into the buffer memory, part of which has been config- 
ured as the receive buffer ring. The remote DMA channel 
then transfers the packet on a byte by byte (or word by 
word) basis to the I/O port. At this point, as in the previous 
example, the processor (or. if available, DMA channel), 
through a completely asynchronous protocol, transfers the 
packet into the main memory. 


6.4 Dual Processor Configuration 


For higher performance applications, it is desirable to off- 
load the lower-level packet processing functions from the 
main system (see Figure 77). A processor placed on a local 
bus with the NIC, memory and a bi-directional I/O port could 
accomplish these lower-level tasks, and communicate with 
the system processor through a higher level protocol. This 
processor could be responsible for sending acknowledge- 
ment packets, establishing and breaking logical links, as- 
sembling and disassembling files, executing remote pIOrS: 
dure calls, etc. 


PROCESSOR 


BI=DIRECTIONAL 


MEMORY \/0, PORT 


TL/F/9141-14 
FIGURE 13. Dual Processor Configuration 











7.0 REMOTE DMA 


A second set of DMA channels is built into the DP8390 to 
aid in the system integration (as discussed above). Using a 
‘simple asynchronous protocol, the Remote DMA channels 
are used to transfer data between dedicated network mem- 
ory, and common system memory. In normal operation, the 
remote DMA channels transfer data between the network 
memory and an I/O port, and the system transfers between 
the I/O port and the system memory. The system transfers 
are typically accomplished using either the processor, or a 
DMA controller. 


The Remote DMA channels work in both directions; pending 
transmission packets are transferred into the network mem- 
ory, and received packets are transferred out of the network 
memory. Transfers into the network memory are known as 
remote write operations, and transfers out of the network 
memory are known as remote read operations. A special 
remote read operation, send packet, automatically removes 
the next packet from the receive buffer ring. 


7.1 Performing Remote DMA Operations 


Before beginning a remote DMA operation, the controller 
must be informed of the network memory it will be using. 


Both the starting address (RSARO,1) and length (RBCRO,1) 
are set before initiating the remote DMA operation. The re- 
mote DMA operation begins by setting the appropriate bits 
in the Command Register (RDO-RD3). When the remote 
DMA operation is complete (all of the bytes transferred), the 
RDC bit (Remote DMA Complete) in the ISR (Interrupt 
Status Register) is set and the processor receives an inter- 
rupt, whereupon it takes the appropriate action. When the 
Send packet command is used, the controller automatically 
loads the starting address, and byte count from the receive 
buffer ring for the remote read operation, and upon comple- 
tion updates the boundary pointer (BNRY) for the receive 
buffer ring. Only one remote DMA operation can be active at 
a time. 

7.2 Hardware Considerations 


The Remote DMA capabilities of the NIC were designed to 
require minimal external components and provide a simple 
implementation. An eight bit bi-directional port can be imple- 
mented using just two 374 latches (see the DP8390 
Hardwre Design Guide). All of the control circuitry is provid- 
ed on the DP8390. In addition, bus arbitration with the local 
DMA is accomplished within the NIC in such a way as to not 
lock out other devices on the bus (see the DP8390 Data- 
sheet). 
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PC-AT® Compatible 
DP83902 | | | 
ST-NIC Ethernet Evaluation 
Board a 
(DP83902EB-AT). 


OVERVIEW - 

The National Semiconductor ST-NIC Evaluation Board de- 
sign provides IBM® AT’s and AT Compatibles with Thick 
Ethernet, Thin Ethernet, and Twisted Pair connections. This 
low parts count Evaluation Board is compatible with the AT 
bus and requires only a 14 size slot for insertion. The board 
uses the DP83902 (ST-NIC) to: interface to twisted pair 
Ethernet. The ST-NIC also has an AUI Port which allows 
interface to thick wire Ethernet, or thin wire Ethernet by the 
addition of the DP8392 Coaxial Transceiver Interface (CTI). 
The dual DMA (local and remote) capabilities of the ST-NIC, 
along with 16 Kbytes of buffer RAM, allow the entire Net- 
work Interface Adapter to appear as a standard |/O Port to 
the system. The NIC module's local DMA channel buffers 
packets between the local memory (16 Kbytes of buffer 
RAM) and the network, while the NIC module’s remote DMA 
channel passes data between the local memory and the 
system by way of an I/O Port. This I/O Port architecture 
which isolates the CPU from the network traffic proves to be 
the simplest method to interface the DP83902 to the sys- 
tem. 


TP Interface 
Transmit Equalization 
and Receive Termination 


DP83902 
ST=-NIC 
Ethernet 
Controller 


AUI Interface 


National Semiconductor 
Application Note 752 


HARDWARE FEATURES 

m@ Half-size IBM PC-AT I/O Card Form Factor . 

w Utilizes DP83902 Serial Network Interface 
Controller for Twisted Pair (ST-NIC) 

m 16 Kbyte on-board Packet Buffer 

m Simple I/O port interface to IBM PC-AT 

mw Interfaces to Thick Ethernet, Thin Ethernet, and 
Twisted Pair 

m Boot EPROM Socket 

The detailed schematics for. this design are shown.at the 

end of this document. 


NETWORK INTERFACE OPTIONS 


The evaluation board supports three physical layer options: 
Thick Ethernet, Thin Ethernet, and Twisted Pair. The block 
diagram for these interfaces can be seen in Figure 7. When 
using Thick Ethernet, a drop cable is connected to an exter- 
nal transceiver which is in turn connected to a standard 
Ethernet network, eliminating the need for an internal trans- 
ceiver. This configuration may be obtained by connecting 
the pins on JB3 while leaving JB2 open, and connecting 
JB9 (AUTP) low. 


RJ45 
(ISO 8877) 
10BASE~T 
Connector 


Common 
Mode Choke 


Thin Ethernet 
BNC Connector 
DP8392 


Coax 
Trans- 
ceiver 
Interface 


“a 15 Pin "D" 
“4 AU Connector 


TL/F/11158-1 


FIGURE 1. Physical Layer Adapter Interface Block Diagram 
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When using Thin Ethernet, a transceiver (the CTI) is avail- 
able on-board to allow the direct connection to the network 
via the evaluation board. This transceiver (the CTI) forms 
the link between the differential ECL signals of the SNI mod- 
ule and the non-differential ECL signal of the thin-wire coaxi- 
al cable. A DC-DC Convertor is provided on the board to 
supply the CTI with —9V isolated voltage source. The Thin 
Ethernet solution is made by connecting the pins on JB2, 
leaving JB3 open and JB9 (AUTP) should be connected to 
Ground. 


When using the Twisted Pair, JB9 (AUTP) needs to be con- 
nected to Vcc. The ST-NIC allows direct connection to the 
network using the RJ-45 phone jack. The remaining circuitry 
includes pre-emphasis resistors, a filter, a transformer/filter 
and a common mode choke. The transformer/filter decou- 
ples the DC component and eliminates any possible voltage 
spikes. 


DP83902EB—AT Status LEDs 


= 


RX TX 
Oo 0 0 9O 


i 


NATIONAL 
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eed 
| 
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FIGURE 2. Layout of ST-NIC Evaluation Board 
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The diagram in Figure 2 illustrates the layout of the board. It 
shows the various jumpers, ICs, LEDs, and the connectors 
for the three physical layer options. The transmit pre-em- 
phasis resistors R27—R30 provide equalization to the twist- 
ed pair transmit outputs. This boosts the higher harmonics 
of the signal in order to compensate for losses in these 
harmonics over the twisted pair cable. R19 and R20 are 
502 each and when combined form the required 1002 ter- 
mination on the receive side. 


BUS INTERFACE 


The block diagram, Figure 3, illustrates the architecture of 
the ST-NIC Evaluation Board. The ST-NIC Board as seen by 
the system appears only to be an I/O port. With this archi- 
tecture the ST-NIC board has its own local bus to access 
the board memory. The system never has to intrude further 
than the I/O ports for any packet data operation. This 1/O 
architecture isolates the system bus and the local bus, 
thereby preventing interference by the system when the ST- 
NIC is doing real-time accesses such as ensmting and 
receiving pane 


DP83902 ———— R20 
ST-NIC R26 ———— 
—i R19 
R28 ——— ze 
——~ R27 


U13 R30 -——— 
——— R29 


OO0O0O OC] 


AUI PORT 


3 
JB3 : 


O00000 
OOooo0o 


Pulse Tfmr 
lolezerelelm| 


DC to DC 
Converter ~ 


TL/F/11158-2 


oSZ-NV 





AN-752 


BOARD ARCHITECTURE 


1/O Map of ST-NIC Board 


The ST-NIC Board requires a 32-byte I/O space to allow for 
decoding the data buffers, the reset port, and the ST-NIC 
registers. The first 16 bytes (300h-30Fh) are used to ad- 
dress the ST-NIC registers (8 bits wide) and the next 8 bytes 
(310h-317h) are used to address the data buffers which 
are 16 bits wide. Finally, the reset port (also software select- 
able) may be addressed by 318h-31Fh. 


TABLE |. 1/0 MAP in PC AT 


‘ Part 


300h-30Fh - ST-NIC Chip Select 
310h-317h Data Buffers 
318h-31Fh Reset 





Although in the description above the I/O map is positioned 
at the addresses 300-31F, it may also be placed in the 
following address spaces: 320~—33F, 340-35F, 360-—37F. 
These alternate address spaces may be selected by the two 
jumpers pins JP1 and JPO (refer to JB4 in Figure 4). 


DP83902 


ST=NIC | apo-apis 


- TABLE Il. Optional Address Spaces 
: JUMPERS 


Space 
ON ON 300h-31FH 
ON — 320h-33FH 


ON ; 340h-35FH 
360h-37FH 


DP83902’s Local Memory Map 


There are only two items mapped into the local memory 
space. These two items being the 8K x 16 buffer RAM and 
the ID address PROM. The buffer RAM is used for tempo- 
rary storage of transmit and receive packets. 


TABLE III. ST-NIC’s Local Memory Map 


7FFFh 
RAM 
4000h 


SFFFh 


0000h 


Al4-A19 


EEPROM 
Socket 


LDO=LO7 


PC=AT SYSTEM BUS 


ADDRESS 
DECODE/ 


PORT 
HANDSHAKE 
LOGIC 


PALS 
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FIGURE 3. Block Diagram of ST-NIC Evaluation Board’s System interface 





JBI (Ds) ae TEST) sa ATF) 
FIGURE 4. Factory Configuration for JB1, JB4, JB5, JB6, JB7, JB8 and JB9 


For transmit packets, the remote DMA puts data from the 
i/O ports into the RAM and the local DMA moves the data 
from the RAM to the ST-NIC. For the receive packets, the 
local DMA carries the data from the ST-NIC to the RAM and 
the remote DMA moves the data from the RAM to the I/O 
ports. The ID address PROM (74S288 32 x 8) contains the 
physical address of the evaluation board. Each PROM holds 
its own unique physical address which is installed during its 
manufacture. Besides this address, the PROM also contains 
some identification bytes that can be checked by the driver 
software. At the initialization of the evaluation board the 
software commands the ST-NIC to transfer the PROM data 
to the I/O Port where it is read by the CPU. The CPU then 
loads the ST-NIC’s physical address registers. The following 
chart shows the contents of the PROM. 


TABLE IV. PROM Contents 


Room Location Contents. 
Location 
00h Ethernet Address 0 
(Most Significant Byte) 
EthernetAddress1 


Ethernet Address 2 
Ethernet Address 3 


[0h ett acess 4 
ee 
ce el ee ee) 
a a 
a 
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Data and Address Paths 


The following paragraph may be better understood by look- 
ing at the block diagram shown earlier in Figure 3. Twenty 
address lines from the PC go onto the ST-NIC Board, but 
only four of them actually go to the ST-NIC. These four ad- 
dresses along with the NIOR (low-asserted I/O read) or 
NIOW (low-asserted I/O write) and the CS (ST-NIC chip se- 
lect signal) allow the PC to read or write to the ST-NIC’s 
registers. If the system wants to read from or write to the 
ST-NIC registers, the data (only 8 bits) must pass through 
the 245 buffer. All of the packet data will pass through the 
1/O ports (the 374’s). Each 374 is unidirectional and can 
only drive 8 bits, therefore it is necessary to have four 374’s. 
Two of which drive data from the ports to the board memory 
and two of which drive the data from the ports to the AT 
bus. Even the PROM, which can only be addressed by the 
ST-NIC, sends its 8 bits of data out through the 374’s. When 
the. PROM does this, two of the 374’s will be enabled but 
only the lower 8 bits will be read by the system. The RAM is 
also accessed by the ST-NIC. However, it is addressed by 
14 bits and drives out 16 bits of data. The PALs receive 7 
address lines among many other signals such as NIOR, 
NIOW, NACK, MRD, etc. With these signals the PALs do all 
of the decodes, such as selecting the ST-NIC Board, the 
ST-NIC chip, the RAM, and the PROM. 


EPROM SOCKET 


The EPROM socket is provided so that the user may add an 
EPROM to the system. This EPROM would normally contain 
a program and a driver to enable the PC-AT to be booted up 
through the network. The chips necessary to interface the 
EPROM to the system are the 27128 (EPROM), a 16L8 
(PAL), and a 74ALS244 (buffer). Also, JB5 must be placed 
in the proper selection as described in the jumper section. 
The PAL decodes SA14-SA19, along with SMRDC (system 
memory read), in order to generate the EPROMEN signal. 
This signal, issued when the PC wants to execute the pro- 
gram stored in the EPROM, enables the EPROM and the 
244 buffer. 
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EVALUATION BOARD OPERATION 


The following pages will describe the slave accesses to the 
ST-NIC and the local DMA and remote DMA operation. — 


Register Operations 


Accesses to the board are register operations to the 
DP83902, which are done to set up the ST-NIC and to con- 
trol the operation of the ST-NIC’s DMA channels. 


REGISTER READ 


To begin the register read, the CPU drives the four address 
lines (SAO-SA3) to the ST-NIC and the SA3-SA9 address 
lines to the PAL. These address lines are decoded by the 
PAL in order to generate a chip select to the ST-NIC. The 
CPU also drives the NIOR line which the ST-NIC sees as 
the NSRD (slave read). Once the ST-NIC receives this 
NSRD, it then sends out a high assertion on NACK, ac- 
knowledging that it is in slave mode but not yet ready to 
complete the read. The NACK signal is used by the PAL to 
assert the IOCHRDY (used to insert wait states) signal false. 
The ST-NIC then drives out the data from its internal regis- 
ters to the 245 buffer. The 245 buffer is then enabled and 
the data is driven onto the AT BUS. When the ST-NIC is 
ready, it asserts NACK true and the PAL asserts IOCHRDY 
true. Asa result, NIOR is driven high by the CPU, thereby 
deasserting the NSRD. On the rising edge of the NIOR, the 
data which is on the AT BUS is latched into the system. The 
addresses are removed at the same time, causing the ST- 


NIC chip select to become deasserted, ending the register . 


read cycle. 


REGISTER WRITE .. a 


To begin the register write, the CPU drives the SAO-SA3 
address lines to the ST-NIC and the SA4-SA9 address 
lines to the PAL. With these address lines, the PAL decodes 
to 300-30F (the ST-NIC registers) thereby enabling the chip 
select for the ST-NIC. The CPU then drives the NIOW 
strobe which the ST-NIC sees as NSWR (slave write). Once 
the ST-NIC receives this NSWR it sends back a low asser- 
tion on NACK to acknowledge that it is in slave mode and 
ready to perform the write. When the CPU receives this sig- 
nal, it puts data out onto the AT BUS where it goes into the 
245 buffer. The 245 buffer then drives the data to the ST- 
NIC, but the data is not latched into the ST-NIC until the 
rising edge of NIOW. The system drives NIOW high, thereby 
deasserting the NSWR and latching the data. The address- 
es also are taken away and the chip select then goes high 
(deasserted). This ends the cycle of the register write. 


Remote Transfers  — 


Remote DMA transfers are operations performed by the ST- 
NIC on the board. These operations occur when the ST-NIC 
is programmed to transfer packet data between the PC-AT 
and the card’s on-board RAM. These transfers take place 
through the I/O Port interfacing. ee 


REMOTE READ 


To program the ST-NIC for a remote read, the CPU must 
make five slave accesses to the ST-NIC. The CPU must 
write the Remote Start Address (2 bytes), the Remote Byte 
Count (2 bytes), and issue the Remote DMA Read Com- 
mand. The addresses and byte count require two transfers 
because they are both 16 bits, yet only 8 bits can be written 
per transfer. 
i 
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Once the ST-NIC has received all of the above data, it 
drives out BREQ and waits for BACK. The ST-NIC immedi- 
ately receives BACK because it is tied to the BREQ line. 


‘(BREQ can be tied to BACK because there are no other 


devices contending for the local bus.) After receiving BACK, 
the ST-NIC drives out the address from which the data is 
required to be read. This address flows into the 373’s and is 
latched by ADSO. From here, the address flows to the RAM. 
The RAM waits until it receives MRD from the ST-NIG and 
then it drives the data into the 374 ports. The 374 ports then 
latch the data on the rising edge of the PWR strobe from the 
ST-NIC. PRQ is then sent out by the ST-NIC to let the sys- 
tem know that there is data waiting in the ports. 


If the AT reads the I/O ports before the ST-NIC has loaded 
the 374’s, then the port request (PRQ) from the ST-NIC will 
not yet be driven. This unasserted PRQ signal causes the 
AT’s ready line to be set low, indicating that the ST-NIC has 
yet to load the data. After the data is in the ports, the system 
must then read the 374 data ports. This begins with the AT 
driving out an address which is decoded (inside the PAL) to 
the data I/O Ports (310-31F). The PAL then drives RACK 
to the ST-NIC, indicating that the CPU is ready to accept 
data. This RACK signal then reads the data from the 374 
ports onto the AT BUS. The system deasserts NIOR which 
finishes the cycle. 


REMOTE WRITE 


Like the remote read, the remote write cycle also begins 
with five slave accesses into the internal registers. The CPU 
must write the Remote Start Address (2 bytes), the Remote 
Byte Count (2 bytes), and issue the Remote DMA Write 
Command. The ST-NIC then issues a PRQ. The CPU re- 
sponds by sending an NIOW, indicating that it is ready to 
write to the ports. The CPU also drives out the address 
which corresponds to the |/O Ports. This address goes into 
the PAL and helps to decode to WACK. This WACK signal 
latches the data into the 374 ports The ST-NIC issues a 
BREQ and immediately receives a BACK since the two lines 
are tied together. (BREQ can be tied to BACK because 
there are no other devices contending for the local bus.) 
The ST-NIC, upon receiving the BACK, drives out address 
lines to the 373’s. These address lines are latched by ADSO 
and then are driven to the RAM. ST-NIC sends out a PRD 
and a NMWR which drives the data from the 374 ports into 
the already specified address of the onboard memory. PRD 
and NMWR are then deasserted and the cycle ends. 


Network Transfers 


Transfers to and from the network are controlled by the 
DP83902’s local DMA channel which transfers packet data 
to/from the ST-NIC’s internal FIFO from/to the card buffer’s 
RAM. 


RECEIVE 


The data comes off of the network, is deserialized and is 
stored in the FIFO inside of the ST-NIC. The ST-NIC then 
issues a BREQ and immediately receives BACK since the 
lines are tied together. After receiving BACK, the ST-NIC 
drives the address lines to the 373’s. The 373’s are latched 
by ADSO and the address is allowed to flow to the RAM. 
Then the ST-NIC drives out NMWR along with the data from 
the FIFO. The data flows into the RAM under the address 
given earlier. The NMWR strobe is then deasserted, ending 
the cycle. 








TRANSMIT 


To begin the transmit cycle, the ST-NIC issues a BREQ and 
waits for the BACK. Since the BREQ and BACK lines are 
tied together, the BACK signal is received immediately. 
Upon reception of this signal, the ST-NIC drives out the ad- 
dress to the 3793's which latch the address with the ADSO 
strobe. The address then flows to.the onboard memory. 
NMRB, driven by ST-NIC, causes the RAM to drive the data 
out of the given address and into the ST-NIC. The ST-NIC 
then latches the data into the FIFO on the rising edge of 
NMRD. This high assertion of NMRD signifies the ending of 
this cycle. From the FIFO, the data is serialized and trans- 
mitted onto the network. 


BOARD CONFIGURATION 


On the DP83902EB-AT ST-NIC AT board, there are nine 
jumper blocks as seen in the diagram below. The following 
pages wiill explain how to configure these jumpers. 


Physical Layer 


TABLE V. Physical Layer Selection 


Physical Layer 
Selected 


Pa [| 
| On| 


Twisted Pair 
Thin Ethernet 


Thick Ethernet. 


Off 


| tow | of | on 
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If JB9 is tied to Vcc then the twisted pair interface will be 
selected. If JB2 is closed while JB3 Is open, and JB9Q Is 
connected to Ground, then the Thin Ethernet option will be 
selected. And finally if JB3 is closed while JB2 Is open, and 
JB9 Is low, then the Thick Ethernet option will be selected. 


Interrupt Lines, Board Addresses, 
and EPROM Addresses 


On JB4, there are six possible connections. Four of these 
are to select an interrupt line. The available interrupt lines 
include INT3, INT4, INT5, and INT9. The last two possible 
connections, JP1 and JPO, are used to select the base ad- 
dress for the board. However, if JB5 is connected to Vcc, 
then these last two connections select the address of the 
EPROM also. The possible selections and the jumpers are 
shown in Table VI. The factory configuration uses the INT3 
line for interrupts and has JP1 and JPO in the on position. 
This factory configuration is shown in Figure 4, along with 
the factory configurations for JB1, JB5, JB6, JB7, JB8, and 
JB9. The square pin indicates pin 1 of the jumpers. 


TABLE VI. Base Address and EPROM Address 


Base EPROM 
Address a 


ee ee |__c800n 
jon | of | azon-saFn_| cocoon 
;_of | On | s4on-s6n | Do00h 


jo | of | a60n-s7Fn_| 400m 
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PAL EQUATIONS 


PAL #1(U1) 

In this first PAL, the output signals are NIO16, NIOEN, 
NSTNICB, and NCSROM. (The N’s before the signals indi- 
cate that the signal is low asserted.) Since it is necessary to 
assert NIO16 as soon as possible, this first PAL has been 
selected to be a 10 ns “‘D” PAL. The NIO16 signal must be 
TRI-STATE® when it is not asserted. Therefore, we use an 
enable signal (NIOEN) which is equal to the decode for the 
1/O Ports (310-31F) and NAEN high (NAEN high signifies 
that the system DMA does not have control of the bus). The 


PAL 1 


module iodec; 

flag ‘-rl’; 

title * 

date: 9/13/89 
functions: 

ST-NIC BOARD DECODE, 
ul device ‘p1618’; 


“input pins: 

NEN16, NAEN, SA9 

SA8, SA7, SA6 

SA5, SA4, SA3 

JPO, JP1, NMRD 

Al4 

“output pins: 
NSTNICB, NIOEN, NIO16 
NCSROM 


“constants 
R= XSF 
Z2= .2.; 


equations 
NSTNICB = ! (!NAEN 


& SA9 
# !NAEN & 

& 

& 


& 
SA9 & 
SA9Q & 
SA9 & SA8 

!(!NAEN & SA9 & SA8 & 

& !NEN16 & SA4 & 
# !NAEN & SAO & SA8 & 
& !NENL6 & SA4 & 
# !NAEN & SA9 & SA8 & 
& !NEN16 & SA4 & 
# !NAEN & SA9 & SA8 & 
& !NEN16 & SA4 & 
NCSROM = !(!A14 & !NMRD); 
enable NIO16 = !NIOEN; 
NIO1L6 = OQ; 
end iodec; 


SA8 
SA8 
# !NAEN SA8 
# !NAEN 


NIOEN = 


!SA3 
!SA7 
!SA3 
!SA7 
!SA3 
!SA7 
!SA3); 


I016 DECODE, AND CHIP 


!SA7 
!SA7 
!SA7 
!SA7 
!SA7 & 
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enable signal (NIOEN) loops back into the PAL to bring 
NIO16 out of TRI-STATE. The NIO16 signal is set to zero so 
that whenever it is enabled it will be asserted. 


The STNICB signal consists of simple address decodes 
along with NAEN. The addresses decode to one of four 
address slots which were earlier mentioned in the board 
configuration section. The NCSROM is a very simple signal 
as it consists only of AD14 and NMRD. AD14 comes from 
the ST-NIC and selects either the PROM (when low) or the 
onboard RAM (when high). 


SELECT PROM’ ; 


'SA6 & !SAS & !JP1 & !JPO 
'SA6 & SAS & !JP1 & JPO 
SA6 & !SA5 & JP1 & !JPO 
SA6 & SAS & JP1 & JPO); 

'SA6 & !SA5 & !JP1 & !JPO 


& !SA6 & SA5 & !JP1 & JPO 


& SA6 & !SA5 & JP1 & !JPO 


& SA6 & SAS & JP1 & JPO 


TL/F/11158-5 














PAL #2 


In this PAL, there are eight outputs which include NRESET, 
NSOUT, NRDYEN, NIOCHRDY, NCS, NRACK, and 
NWACK. The first two outptus (NRESET and NSOUT) are 
part of an R-S flip flop as shown below: 


R= PIN (NIOR) Q (NRESET) 


S- PIN (NIOW) /Q(NSOUT) 


TL/F/11158-6 
FIGURE 5. RS Flip-Flop 


NRESET is given by the NOR of the high asserted R-input 
pin and the NSOUT signal. NSOUT is given by the NOR of 
the high asserted S-input pin and the NRESET signal. The 
NOR gates are enabled by the low assertion of NRSTDRV. 
When the system first boots up, it will disable the NOR 
gates by asserting the RSTDRV signal. But due to the pull- 
up and pull-down resistors, the output <NRESET, 
NSOUT> will be set to <0, 1>. Once RSTDRV becomes 
deasserted, the output will remain at <0, 1>. The only way 
to get out of reset is to assert the S-pin high which is done 
by an NIOW and an address decode to 318-31F. After the 
system has booted up, the ST-NIC may be reset through 
software. This would be done by setting the R-pin high with 
an NIOR and an address decode to 318-31F. To escape 
from reset, we once again set the S-pin high with an NIOW 
and address decode of 318-31F. The above description of 
logic is also shown in Truth Table VII. 
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TABLE VII. R-S Flip Flop Truth Table 


By using the NIOR and NIOW which are never asserted at 
the same time, this insures that the R-pin and the S-pin will 
never be asserted at the same time. The next two signals 
(NRDYEN and NIOCHRDY) are quite similar to NIOEN and 
NIO16 in PAL#1. All of the decode takes place in the en- 
able signal (NRDYEN). This decode consists of addresses 
300-30F without NACK or the addresses 310-318 without 
PRQ. If the NRDYEN signal is asserted, then NIOCHRDY 
will be driven low. At all other times, the NIOCHRDY strobe 
will be in TRI-STATE. This PAL must also be a 10 ns ‘‘D” 
PAL. 


NCS is decoded by NSTNICB (from PAL #1) along with the 
low assertion of SA4 and either NIOR or NIOW. Its decode 
is in the address range of 300-30F. The last two signals are 
NRACK and NWACK. NRACK occurs with an address de- 
code to 310-318, an NIOR, and a PRQ. The NWACK signal 
only differs from the NRACK by the NIOR/NIOW signal and 
therefore consists of an address decode to 310-31F, an 
NIOW and a PRQ. INT is just sent through the PAL to be 
buffered. The buffered signal which comes out of the PAL is 
INTO. 
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PAL 2 


module reset; 
flag ‘-r1’;. 
title ' 


date: 9/13/89 


functions: 


RESET LATCH, STNIC SELECT, IOCHRDY, RACK, 


BUFFER INTERRUPT’ ; 
u2 device ‘p1618'; 


“input pins: 


NSTNICB, NIOW, NIOR = pin 1, 2, 3; 
1 5, GF 


RSTDRV, NACK,. PRQ /4 


SA4, SA3, INT 7, 8, 93 


“output pins: 


INTO, NRACK, NWACK - 12, 13, 14; 
NRESET, NSOUT, NRDYEN . 15, 16, 
NIOCHRDY, NCS 18, 19; 


“constants 
X= .X.3 
2s 2.3 


equations 


17; 


NCS =.!(!NSTNICB & !NIOR & !SA4 #-!NSTNICB &!NIOW &1SA4); 
NRACK = .! (!NSTNICB & PRQ & !NIOR .& 
NWACK. = ! (!NSTNICB & PRQ & !NIOW-& 


NRDYEN =.!(!NSTNICB & !NIOR & 
# !INSTNICB & !NIOW & 
. # !NSTNICB:. & !PRQ & 
# !NSTNICB & !PRQ & 
enable NIOCHRDY =!NRDYEN; 
NIOCHRDY = Q; 
enable NRESET = !RSTDRV; 
NRESET = !(!NSTNICB & 
enable NSOUT = !RSTDRV; 


!SA4 
!SA4 
!NIOR - 
!NIOW 


!INIOR 


NSOUT = !(!NIOW # NRESET); 


INTO = INT; 
end reset; 


SA4:& !SA3);. 
SA4. & .!SA3); 

& NACK 

&. NACK 

& SA4 & !SA3 

& SA4 & !SA3); 


&.SA4 & SA3 # NSOUT); 
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PAL #3 


The third PAL only does a decode to enable the optional 
EPROM. This decode consists of an address decode to 
C800h, CCOO0h, DOOOh, or D400h depending on JP1 and 
JPO as shown in the board configuration section. JP2 must 


PAL 3 


module epromdec; 
flag ‘-r0’; 
title * 

date: 9/13/89 
function: 

EPROM DECODE’ ; 


ul6 device ‘p1618’; 
“input pins: 


AO, Al3, EN16 
SMRDC, SA19, SA18 
Al7, SA16, SA15 
Al4, NAEN, JP2 
PO, JP1 


‘output pins: 


EPROMEN 
A013 


“constants 
KS Kee 


equations 


NEPROMEN = !(SA19 & SA18 & !SA17 & !SA16 & 
& JP2 & !JP1 & !JPO & !NSMRDC 

# SA19 & SA18 & !SA17 !SA16 & SAI15 
& JP2 & !JP1 & JPO !NSMRDC 





& JP2 & JP1 & !JPO !NSMRDC 
# SA19 & SA18 & !SA17 SA16 & !SA15 
& JP2 & JP1 & JPO & !NSMRDC); 
A013 = !(!AO & EN16 # !A13 & !EN16); 


| end epromdec; 
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also be jumpered for selection of the EPROM. NAEN, a low 
asserted signal should be high to indicate that the DMA 
does not have control of the bus and the NSMRDC signal 
should be asserted high since the CPU is doing a system 
memory read. 


SA15 & !SA14 & !NAEN 


& SA14 & !NAEN 


& 
& 
# SA19 & SA18 & !SA17 & SA16 & !SA15°& !SA14 & !NAEN 
& 
& 


& SA14 & !NAEN 


TL/F/11158-8 
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BILL OF MATERIALS FOR DP83902EB-AT ST-NIC ETHERNET ADAPTER 


CAPACITORS 


Cl, C20.01 pF 


C12..C19 
C20 

C21 

C22..C29 
C30. .C32 
C33. .C037 
C38. .C42 


RESISTORS 


R1..R3 
R4..R6 
R7..R10 
R11 

R12, R13 
R14..R17 
R18 

R19. .R20 
R21 

R22. .R25 
R26 

R27. R30 
R31. «R34 


IC’s 
Ul, U2 


4.7K 
TBD 
4.7K 


16L8D 
16L8B 
74ALS245 
74ALS374 
HM6264 
7448373 
748288 
DP83902 
DP8392 
T4HCO4N 
27128 
74ALS244 


SOV 10% 


25V 
1 KV 
50V 
50V 
1 KV 
50V 
20% 
20% 
50V 
20% 
50V 
20% 


1/4W 
1/4W 
1/4W 
1/2W 
1/4W 
1/4W 
1/4W 
1/4W 
1/4W 
1/4W 
1/4W 
1/4W 
1/4W 


Monolythic 

20% Tantalum 

10% Ceramic Disk 

10% Ceramic Disk 

20% Monolythic 
Spark Gap 

20% Monolythic 

Tantalum 

Tantalum 

20% Monolythic 

Tantalum 

20% Monolythic 

Tantalum 


PAL 
PAL 
8K x 8 STATIC RAM 100 ns 


PROM 
ST-NIC 


. CTI 


20 MHz 0.01% 


EPROM (not supplied on board) 


Crystal Oscillator 
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MAGNETICS 


Ul4 PM7102 VALOR DC-DC Convertor. 
Tl PE64103 Pulse Engineering 
T2 RX and TX Filter & Transformer. Pulse Engineering PE65431. 


MISCELLANEOUS 


DS1 GREEN Smm LOW CURRENT LED CURRENT=Ip=3.5m 
DS2 AMBER Smm LOW CURRENT LED CURRENT=Ip=3.5 mA 
DS3 RED Smm LOW CURRENT LED CURRENT=Ip=2.0 mA- 
DS4 YELLOW 5mm LOW CURRENT LED CURRENT=Ip=2.0 mA 
DSS GREEN Smm LOW CURRENT LED .CURRENT=Iy=3.5 mA 
JBl 1x3 SHUNT BLOCK WITH .1” SPACING BETWEEN PINS . 
JB2 2x6 SHUNT BLOCK WITH .1” SPACING BETWEEN PINS 
JBS 2x6 SHUNT BLOCK WITH .1” SPACING BETWEEN PINS 
JB4 2x6 SHUNT BLOCK WITH .1” SPACING BETWEEN PINS 
JB5-JB9 1x3 SHUNT BLOCK WITH .1” SPACING BETWEEN PINS 


SOCKETS/MECHANICAL 


20 PIN 0.3” DUAL IN-LINE FOR Ul, U2, U16 (PAL) 
28 PIN DUAL IN-LINE SOCKET FOR U18 (EPROM) 

., 84 PIN PLCC SOCKET FOR U13 (ST=NIC) AMP SOCKET 
BRACKET FOR MOUNTING IN PC-AT, SLOT 
G44 Basic Blank, 
RJ-45 CONNECTOR AMP 520252- 4 
BNC CONNECTOR RT/A Low Pro Amp 227161-7 
15 PIN D CONNECTOR Female AMP 747247=4 (or 747845-4) 
MAXCON SUB D Slide Lock MDA 51220-1 


BOARD ATTACHMENT COMPONENTS 


1) Screw: Bind Head Slotted 4-40 x .250, Steel, (90277A106) 
2) Washers: Lock Ext #4, Zinc/Steel, (91114A005) 
3) Washer: Flat #4, Zinc-CRS, (90126A005) 
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Bus Interface/NIC Section 


Ui6_ EPROMDEC 


31 AT BUS ieee 9 PROMEN. 


43_NSMRDC 


rrrrr>r>r> 
SZBATSaUS 


| 


PALI6L8D - 
lODEC 
{Ons 

9 


= 
a 
p44 
o 


—— Sas 2 ey, D7, 


Ea 
160 A 


5 
4_ Ph d 
13 JPO TY. 





16L8 


QO 
743 /OR AOR oR CS 
33 RSTORV _—RSTDR Eee 2 }—LIOCHRDY_ 


PeSAL SAIN nA (a 
PSL SAQA g 140d }___AWACK N 
A a) - (RACK 


TERRES i eS 


000000 
oo00000 


J2 AT BUS 


Ground 


Note: EN16 Is Connected 
to an AT Bus Ground, and 
is used to determine if the 
board Is In an 8 bit slot. 


TL/F/11158-9 
Note: All resistors to be 5%, /4W unless otherwise indicated 
Note: EN16 is actually a ground signal on the AT Bus J2 Connector. This signal is used to determine whether 8- or 16-bit mode should be used. 


DP83902EB-AT ST-NIC Ethernet Evaluation Board Schematic 
(Bus Interface/NIC Section) 
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ADDRESS BUS 
<= 


CONTROL BUS 
A! 


ae ae 
47k PO 


sna 
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a 
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7PWR 
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DP83902EB-AT ST-NIC Ethernet Evaluation Board Schematic (Continued) 
(Bus Interface/NIC Section) 
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RX1/TXO Ja 


BNC_CONN 


DC TO OC Rn 
CONVERTER - 0. C4 al 


0.0tuF Savoy ‘& SPARK_GAP 


15PinDConn 
DP83902 


ST=NIC 


T9990 


ADDRESS /wro (> 35. 
BUS 7a Co——4 
> ‘4080 [——22] 


<<909090092"90 


uo 


ADIS 


822-1 


Pulse Engineering 


= : Ds! Rat +5V 
3 i t Grean 430 ¢ 
1 $2 [3 
= w 

CONTROL 

BUS 

> 


LRACK dtl 
/ Gest 3} 


VL 


: TL/F/11158-11 
Note: All resistors to be 5%, 14W unless otherwise indicated 
Note: Capacitors 39 to 42 are for the Vcc signals off of the AT Bus. 


DP83902EB-AT PC-AT Ethernet Evaluation Board 








DP839EB-ATN IBM® 
PC-AT® Compatible 
DP83901 Serial Network 
Interface Controller (SNIC) 
Evaluation Board 


OVERVIEW 


The National Semiconductor SNIC Evaluation Board design 
provides IBM AT’s and AT Compatibles with Thick Ethernet, 
Thin Ethernet, and Twisted Pair connections. This low parts 
count evaluation board is compatible with the AT bus and 
requires only a 1% size slot for insertion. Besides using the 
DP83901 Serial Network Interface Controller (SNIC), the 
Coaxial Transceiver Interface (CTI) and the Twisted Pair In- 
terface (TPI) are also employed. The dual DMA (local and 
remote) capabilities of the SNIC, along with 16 kbytes of 
buffer RAM, allow the entire Network Interface Adapter to 
appear as a standard I/O Port to the system. The NIC’s 
local DMA channel buffers packets between the local mem- 
ory (16 kbytes of buffer RAM) and the network, while the 
NIC’s remote DMA channel passes data between the local 
memory and the system by way of an I/O Port. This I/O Port 
architecture which isolates the CPU from the network traffic 
proves to be the simplest method to interface the DP83901 
to the system. 


HARDWARE FEATURES 
m Fits in half-size IBM PC-AT I/O card form factor 


m@ Utilizes DP83901 Serial Network Interface Controller 
(SNIC) and DP83922 Twisted Pair Transceiver (TPI) 
m 16 kbyte on-board packet buffer 


TX/RX/CD 


TO SNIC 


TX/RX/CD 


National Semiconductor 


* Application Note 729 


Larry Wakeman 


mg Simple I/O port interface to IBM PC-AT 

m-Interfaces to thick Ethernet, thin Ethernet, and twisted 
pair aca 

mg Boot EPROM socket 


NETWORK INTERFACE OPTIONS 


The evaluation board supports three physical layer options: 
Thick Ethernet, Thin Ethernet, and Twisted Pair. These can 
be seen in Figure 7. When using Thick Ethernet, a drop 
cable is connected to an external transceiver which is in 
turn connected to a standard Ethernet network. For this 
physical layer, there is no need for an internal transceiver 
since it already has an external one. This configuration may 
be obtained by connecting the pins on JB3 while leaving 
JB1 and JB2 open. When using Thin Ethernet, a transceiver 
(the CTI) is available on-board to allow the direct connection 
to the network via the evaluation board. This transceiver 
(the CTI) forms the link between the differential ECL signals 
of the SNI and the non-differential ECL signal of the thin- 
wire coaxial cable. For proper operation, the CT! requires a 
DC-DC Converter to provide an isolated ground and a —9V 
source. In order to put this Thin Ethernet solution into opera- 
tion, the pins on JB2 need to be connected while JB1 and 
JB3 should be open. 


BNC 
CONNECTOR 
TX/RX/CD 


' 15=PIN D 
CONNECTOR 


TX/RX/CD 


TL/F/10800-1 


FIGURE 1. Physical Layer Adapter Interface Block Diagram 
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When using the Twisted Pair (telephone cable), another 


’ transceiver (the TPI) is available on-board which also allows 
- direct connection to the network. The voltage regulator.(the 

. LM317) provides the TPI chip with a constant +7V supply. 
* The remaining portion of the TPI circuit includes a common 


mode choke and a transformer. The transformer decouples 
the DC component and eliminates any possible voltage 
spikes. This twisted pair interface can be selected by using 
JB1 and leaving JB2 and JB3 open. Each of these three 
physical layer options can be selected simply by the place- 
ment of a jumper block (no software changes are needed). 


BUS INTERFACE 


The block diagram, Figure 2, ilustrates the architecture of 
the SNIC Evaluation Board. The SNIC Board as seen by the 
system appears only to be an I/O port. With this ‘architec- 
ture the SNIC board has its own local bus to access the 
board memory. The system never has to intrude further than 


‘the I/O ports for any packet data operation. This !/O archi- 


tecture isolates the system bus and the local bus, thereby 
preventing interference by the system when the SNIC is do- 


‘ing real-time accesses such as ene and receiving 


packets, 


LDO=LD7 


_AO=A3 


ADO=AD15 


FIGURE 2. Block Diagram of SNIC Evaluation Board’s System Interface 


BOARD ARCHITECTURES 


1/0 Map of SNIC Board 


The SNIC Board requires a 32-byte 1/0 space to allow for 
decoding the data buffers, the reset-port, and the SNIC reg- 
isters. The first 16 bytes (300h-30Fh) are used to’address 
the SNIC registers (8 bits wide) and the next 8 bytes (310h- 
317h) are used to address the data buffers which are 16 bits 
wide. Finally, the reset port may be addressed by 318h- 
31Fh. 


TABLE I. I/O Map In PC-AT 


Part Addressed 


300h-30Fh 


SNIC Chip Select - 
310h-317h - Data Buffers 
318h-31Fh = ’ Reset 





Although in the description above the I/O map is positioned 
at the addresses 300- -31F, it may also be placed in the 


“following address spaces: 320-33F, 340-35F, 360-37F. 


These alternate address spaces may be selected by the two 


_ jumpers (JP1 and JPO). 


ADDRESS] 
| DECODE 


PAL 


~ P0=D15 


PC=AT SYSTEM BUS 


ADDRESS 
DECODE/ 
PORT . 
HANDSHAKE 

Locic |. - 


PALS 


TL/F/10800-2 





TABLE II. Optional Address Spaces 


1/0 Address 
Space 
300h-31Fh 
on 320h-33Fh 


340h-35Fh 
360h-37Fh 


DP83901’s Local Memory Map _ 


There are only two.items. mapped into the local memory 
space. These two items being the 8k x 16 buffer RAM and 
the ID. address PROM. The buffer.RAM is used for tempo- 
rary storage of transmit and receive packets. For transmit 
packets, the remote DMA puts data from the 1/O ports into 
the-RAM and the local DMA moves the data from the RAM 
to the SNIC. For the receive packets, the local DMA carries 
the data from the SNIC to the RAM and the remote DMA 
moves the data from the RAM to the I/O ports. The ID 
address PROM (74S288 32 x 8) contains the physical ad- 
dress of the evaluation ‘board. Each PROM holds its own 
unique physica! address which is installed during its manu- 
facture. Besides this address, the PROM also contains a 
checksum. This checksum, calculated by exclusive OR-ing 
the six address bytes with each other, is provided in order to 
check the addresses. At the initialization of the evaluation 
board the software commands the SNIC to transfer the 
PROM data to the I/O Port where it is read by the CPU. The 
CPU then verifies the checksum and loads the SNIC’s phys- 
ical address registers. The following chart shows the con- 
tents of the PROM. 


TABLE II. SNIC’s Local Memory Map 
7FFFh 


4000h 
SFFFh 


0000h 
TABLE IV. PROM Contents 


ee 
(Most Significant Byte) 

| oth | Ethernet Address4 | 

[os etemet diese 

| oeh-opn | oh 

fe vite em | 

ee 
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Data and Address Paths 


The following paragraph may be better understood by !ook- 
ing at the block diagram shown earlier, in Figure 2. Twenty 
address lines from the PC go onto the SNIC Board, but only 
four of them actually go to the SNIC. These four addresses 
along with the NIOR (low-asserted I/O read) or NIOW (low- 
asserted I/O write) and the CS (SNIC chip select signal) 
allow the PC to read or write to the SNIC’s registers. If the 
system wants to read from or write to the SNIC registers, 
the data (only 8 bits) must pass through the 245 buffer. All 
of the packet data will pass through the I/O ports (the 
374’s). Each 374 is unidirectional and can only drive 8 bits, 
therefore it is necessary to have four 374’s. Two of which 
drive data’ from the ports to the board memory and two of 
which drive the data from the ports to the AT bus. Even the 
PROM, which can only be addressed by the SNIC, sends its 
8 bits of data out through the 374’s. When the PROM does 
this, two of the 374’s will be enabled but only the lower 8 
bits will be read by the system. The RAM is also accessed 
by the SNIC. However, it is addressed by 14 bits and drives 
out 16 bits of data. The PALs® receive 7 address lines 
among many other signals such as NIOR, NIOW, NACK, 
MRD, etc. With these’ signals the PALs do all of the de- 
codes, such as selecting the SNIC Board, the SNIC chip, 
the RAM, and the PROM. — 


EPROM Socket 


The EPROM socket is provided so that the user may add an 
EPROM to the board. This EPROM would normally contain 
a program and a driver to enable the PC-AT to be booted up 
through the network. The chips necessary to interface the 
EPROM to the system are the 27128 (EPROM), a 16L8 
(PAL), and a 74ALS244 (buffer). Also, JB8 must be placed 
in the proper selection as described in the jumper section. A 
PAL decodes SA14-SA19, along with SMRDC (system 
memory read), in order to generate the EPROMEN signal. 
This signal, issued when the PC desires to execute the pro- 
gram contained in the EPROM, enables the EPROM and 
the 244 buffer. . 


EVALUATION BOARD OPERATION 


The following pages will describe the slave accesses to the 
SNIC and the local DMA and remote DMA operation. © - 


Register Operations 


Accesses to the board are register. operations - -to the 


DP83901, which are done to set up the SNIC and to control 
the operation of the SNIC’s DMA: channels. . 


Register Read, 


To begin the register read, the CPU drives the four address 
lines (SAO-SA3) to the SNIC and the SA3-SA9 address 
lines to the PAL. These address lines are decoded by the 
PAL in order to generate a chip select to the SNIC. The CPU 
also drives the NIOR line which the SNIC sees as the NSRD 
(slave read). Once the SNIC receives this NSRD, it then 
sends out a high assertion on NACK, acknowledging that it 
is in slave mode but not yet ready to complete the read, The 
NACK signal is used by the PAL to assert the IOCHRDY 
signal false. The SNIC then drives out the data from its inter- 
nal registers to the 245 buffer. The 245 buffer is then en- 
abled and the data is driven onto the AT BUS. When the 
SNIC is ready, it asserts NACK true and the PAL asserts 
IOCHRDY true. As a result, NIOR is driven high by 
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the CPU, thereby deasserting the NSRD. On the rising edge 
of the NIOR, the data which is on the AT BUS is latched into 
the system. The addresses are removed at the same time, 
causing the SNIC chip select to become deasserted and 
therefore ending the register read cya 


Register Write 


To begin the register write, the CPU drives the SA0- SA3 
address lines to the SNIC and the SA4-SA9 address lines 
to the PAL. With these address lines, the PAL decodes to 
300-30F (the SNIC registers) thereby enabling the chip se- 
lect for the SNIC. The CPU then drives the NIOW strobe 
which the SNIC sees as NSWR (slave write). Once the SNIC 
receives this NSWR it sends back a low assertion on NACK 
to acknowledge that it is in slave mode and ready to perform 
the write. When the CPU receives this signal, it puts data out 
onto the AT BUS where it goes into the 245 buffer. The 245 
buffer then drives the data to the SNIC, but the data i is not 
latched into the SNIC until the rising edge of NIOW: The 
system drives NIOW high, thereby deasserting the NSWR 
and latching the data. The addresses also are taken away 
and the chip select then goes high (deasserted). This there- 
by ends the cycle of the register write. . : 


Remote Transfers 


Remote DMA transfers are operations sao ae the 
SNIC on the board. These operations occur when the SNIC 
is programmed to transfer packet data between the PC-AT 
and the card’s on-board RAM. These transfers take place 
through the I/O Port arene: 


Remote Read 


To program the SNIC for a remote read, the CPU must 
make five slave accesses to the SNIC. The CPU must write 
the Remote Start Address (2 bytes), the Remote Byte Count 
(2 bytes) and issue the Remote DMA Read Command. The 
addresses and byte count require two transfers because 
they are both 16 bits, yet only | 8 pits can be written per 
transfer. 


Once the SNIC has received all of the above data, it drives 
out BREQ and waits for BACK. For this design the SNIC 
immediately receives the BACK because it is tied to the 
BREQ line (BREQ can be tied to BACK because there are 
no other devices contending for the local bus). After receiv- 
ing the BACK, the SNIC drives out the address from which 
the data will be read. This address flows into the 373’s and 
is latched by ADSO. From here, the address flows to the 
RAM. The RAM waits until it receives NMRD from the SNIC 
and then it drives the data out of the address it. was given 
and into the 374 ports. The 374 ports then latch the data on 
the rising edge of the NPWR strobe from the SNIC. PRQ is 
then sent out by the SNIC to let the system know that there 
is data waiting in the ports. 

If the AT reads the I/O ports before the SNIC. has loaded 


the 374’s, then the port request (PRQ) from the SNIC will 
not yet be driven. This unasserted PRQ signal causes ‘the 


AT’s ready line to be set low, indicating that the SNIC has 
yet to load the data. After the data is in the ports, the system 
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must then read the 374 data ports. This begins with the AT 
driving out an address which is decoded (inside the PAL) to. 
the data I/O Ports (310-317). The PAL then drives RACK to 
the SNIC, indicating that the CPU is ready to accept data. 

This RACK signal then reads the data from the 374 ports 
onto the-AT BUS. The system deasserts NIOR which fin- 
ishes the cycle. 


Remote Write 


Like the remote read, the raivisle write cycle also begins 
with five slave accesses into the internal registers. The CPU 
must write the Remote Start Address (2 bytes), the Remote 
Byte Count (2 bytes) and issue the. Remote DMA Read 
Command. The SNIC then issues.a PRQ. The CPU re- 
sponds by sending’ a:NIOW, indicating that it is ready to 
write to the ports. The CPU also drives out the address 
which corresponds to the I/O Ports. This address goes into 
the PAL and helps to decode to WACK. This WACK signal 
latches the data into the 374 ports.. The SNIC issues a 
BREQ and immediately receives a BACK since the two lines 
are tied together (BREQ can be tied to BACK because there 
are no other devices contending for the local bus). The 
SNIC, upon receiving the BACK, drives out address lines to 
the.373’s. These address lines:are latched by ADSO and 
then are driven to the RAM. SNIC sends out a PRD and a 
MWR which drives the data from.the 374 ports into the al- 
ready specified address of the onboard memory. Soon af- 
terwards, the PRD and the MWR are: deasserted and the 
cycle ends. 


Network Transfers 


Transfers to and from the network are controlled by the 
DP83901's local DMA channel which transfers packet data 
to/from the SNIC’s internal FIFO from/to the card’s buffer 
RAM. 


Receive 


The data comes off of the network, is deserialized and is 
stored in the FIFO inside of the SNIC. The SNIC then issues 
a BREQ and immediately receives BACK since the lines are 
tied together. After receiving BACK, the SNIC drives the 
address lines to the 373’s. The 373’s are latched by ADSO 
and the address is allowed to flow to the RAM. Then the 
SNIC drives out NMWR along with the data from the FIFO. 
The data flows into the RAM at the address given earlier. 
After this, the NMWR strobe is deasserted mereby causing 
the cycle to end. 


Transmit — 


To begin the transmit cycle, the SNIC issues a BREQ and. 
waits for BACK. Since BREQ and BACK lines are tied to- 
gether, BACK signal is received immediately. Upon recep- 
tion of this signal, the SNIC drives out the address to the 
373’s which latch the address with the ADSO strobe. The 
address then flows to the onboard memory. NMRD, driven 
by SNIC, causes the RAM to drive the data out of the given 
address and into the SNIC. The SNIC then latches the data’ 
Into the FIFO on the rising edge of NMRD. This high asser- 
tion of NMRD signifies the ending of this cycle. From the 
FIFO, the data is serialized and transmitted onto the net- 
work. 





BOARD CONFIGURATION 


On this SNIC-AT board, there are six jumper blocks as seen 
in the diagram below. The following pages will explain how 
to configure these jumpers. 
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Physical Layer 
TABLE V. Physical Layer Selection 


| twisted pair pair 


| off | thinethernet 
ome ane eater 


If JB1 is closed while JB2 and JB3 are open, then the twist- 
ed pair interface will be selected. If JB2 is closed while JB1 
and JB3 are open, then the thin ethernet will be selected. 
And finally if JB3 is closed while JB1 and JB2 are open, 
then the thick ethernet will be selected. 


Interrupt Lines, Board Addresses, and 
EPROM Addresses 


On JB4, there are six possible connections. Four of these 


are to select an interrupt line. The available interrupt lines 
include INT3, INT4, INT5, and INT9. The last two possible 
connections, JP1 and JPO, are used to select the base ad- 
dress for the board. However, if JB6 is connected to Vcc, 
then these last two connections select the address of the 
EPROM also. The possible selections and the jumpers 
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which should be on (closed) are shown in Table VI. The 
factory configuration uses the INTS line for interrupts and 
has JP1 and JPO in the on position. This factory configura- 
tion is shown in Figure 3, along with the factory configura- 
tions for JB5 and JB6. 

TABLE VI. Base Address and EPROM Address 


fof [de [er 
Address Som 
| on | on | s00h-atFh_| caooh__| 
| on | off | s20n-aaFh_| cocoon 
Fer | on | a4on-asrn | Do00n 
Pot [of | a60n-a7en | D400 _| 








TL/F/10800-4 
FIGURE 3. Factory conlinmaion for JP4, JP5, and JP6 


Low Power SNIC Mode 


This low power mode is entirely dependent on JB5. The 
NLOPWR signal is low-asserted, so in most cases this sig- 
nal will be jumpered to Vcc. However, if LAN transmissions 
are not needed for an extended length of time, the 
NLOPWR signal may be jumpered to ground. This would 
turn off the SNI circuitry and conserve power. This feature is 
primarily provided because the DP83901 enables this func- 
tion, but can not be practically used in this design. 
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PAL EQUATIONS 


PAL #1 (U1) 


In this first PAL, the output signals are NIO16, NIOEN, 
NSNICB, and NCSROM. (The N's before the signals .indi- 
cate that the signal is low asserted). Since it is necessary to 
assert NIO16 as soon as possible, this first PAL has been 
selected to be a 10 ns “D”: PAL. The NIO16 signal must be 
TRI-STATE® when it is not asserted. Therefore, we use an 
enable signal (NIOEN) which is equal to the decode for the 
1/O Ports (310-31F) and NAEN high. (NAEN high signifies 
that the system DMA does not have control of the bus.) The 
enable signal (NIOEN) loops back into the PAL to bring 
NIO16 out of TRI-STATE. The NIO16 signal is set to zero so 
that whenever it is enabled it will be asserted. ~ 


PAL 1 


module iodec; '§. 
flag '-rl'; 

title 
date 39/13/89 
functions: 

SNIC BOARD DECODE, 
ul device 'pl618'; 
"input pins: 
NEN16, NAEN, SA9*. 
SA8, SA7, SAG. 
SA5, SA4, SAS 

JPO, JP1, NMRD 
Al4 . 


pin | 
pin-4, 
pin 
pin 
pin 


"output pins: 
NSNICB, NIOEN, NIO16 
NCSROM 


pin 
pin 


"constants . 
X= .X.3) 
Z = re 


saietionse 
NSNICB = 


t( ANAEN & ‘sag & SA8.& 
# INAEN & SAO & SA8 & 
# INAEN & SAO & SAB & 
# !NAEN & SAO & SAB & 


ISAT. & 
ISAT & 
ISA7 & SAG & 


ISAG & 


NIOEN = !(!NAEN & SAO & SAB & 
& !NENI6 & SA4 & !SA3 

# !NAEN & SAO & SAB & !SA7 & 
& INEN1G & SA4 & !SAS 

# '!NAEN & SAO & SAS & !SA7 & SAG & 
& !INENI6 & SA4 & !SA3 

# !NAEN & SAO & SAB & 
& !INENIG & SA4 & !SAS3) ; 

NCSROM = !( !A14 & !NMRD) ; 

enable NIO16 = !NIOEN; 

NIO16 = 03 
end iodec; 


'SA7 & !SA6 & 


!SA6 & SAS & 


{SAG & SA5 & 


{SAS & JPl & 


The SNICB signal consists of simple: address . decodes 
along with NAEN. The addresses decode to one of. four 
address slots which were earlier mentioned in the board 
configuration section. The NCSROM is a very simple. signal 
as it consists only of AD14 and NMRD. AD14 comes from 
the SNIC and selects either the PROM (when low) or the 
onboard RAM (when high). 


I016 DECODE, AND CHIP SELECT PROM’ ; 


{JPl & !JPO 
{JPL & JPO 
!{SA5 & JPl & !JPO 


{SA5 & 


{SA7 & SAG & SAS & JPl & JPO); 
!1SA5 & 


!JPl & !JPO 
!JPl & JPO 


!JPO 


!SA7 & SA6 & SAS & JPl & JPO 
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PAL #2 


In this PAL, there are eight outputs which include NRESET, 
NSOUT, NRDYEN, NIOCHRDY, NCS, NRACK, and 
NWACK. The first two outputs (NRESET and NSOUT) are 
part of an R-S flip-flop as shown below: 


R=PIN (NIOR) Q (NRESET) 


S=PIN (NIOW) /Q (NSCUT) 


TL/F/10800-5 
FIGURE 4. RS Flip-Flop 


NRESET is given by the NOR of the high asserted R-input 
pin and the NSOUT signal. NSOUT is given by the NOR of 
the high asserted S-input pin and the NRESET signal. The 
NOR gates are enabled by the low assertion of NRSTDRV. 
When the system first boots up, it will disable the NOR 
gates by asserting the RSTDRV signal. But due to the pull- 
up and pull-down resistors, the output <NRESET, 
NSOUT> will be set to <0,1>. Once RSTDRV becomes 
deasserted, the output will remain at <0,1>. The only way 
to get out of reset is to assert the S-pin high which is done 
by an NIOW and an address decode to 318-31F. After the 
system has booted up, the SNIC may be reset through soft- 
ware. This would be done by setting the R-pin high with an 
NIOR and an address decode to 318-31F. To escape from 
reset, we once again set the S-pin high with an NIOW and 


TABLE Vil. R-S Flip-Flop Truth Table 


Q a: ae 
(NRESET) (NSOUT) 
a ae eee a ee ee 


By using the NIOR and NIOW which are never asserted at 
the same time, this insures that the R-pin and the S-pin will 
never be asserted at the same time. The next two signals 
(NRDYEN and NIOCHRDY) are quite similar to NIOEN and 
NIO16 in PAL #1. All of the decode takes place in the en- 
able signal (NRDYEN). This decode consists of addresses 
300-30F without NACK or the addresses 310-318 without 
PRQ. If the NRDYEN signal is asserted, then NIOCHRDY 
will be driven low. At all other times, the NIOOCHRDY strobe 
will be in TRI-STATE. NCS is decoded by NSNICB (from 
PAL #1) along with the low assertion of SA4 and either 
NIOR or NIOW. Its decode is in the address range of 300- 
30F. The last two signals are NRACK and NWACK. NRACK 


. occurs with an address decode to 310-31F, an NIOR, and 


address decode of 318-31F. The above description of age 


is also shown in Truth Table VII. 
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a PRQ. The NWACK signal only differs from the NRACK by 
the NIOR/NIOW signal and therefore consists of an ad- 
dress decode to 310-318, an NIOW, anda PRQ. INT is just 
sent through the PAL to be buffered. The buffered signal 
which comes out of the PAL is INTO. 
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PAL 2 


module reset; 
flag ‘'-rl'; 
title ' 
date 39/13/89 
functions: — 


RESET LATCH, SNIC SELECT, IOCHRDY, 


BUFFER INTERRUPT! ; 
u2 device 'pl1618'; 
"input pins: 
NSNICB, NIOW, NIOR 
RSTDRV, NACK, PRQ 
SA4, SA3, INT 
"output pins: 
INTO, NRACK, NWACK 
NRESET, NSOUT, NRDYEN 
NIOCHRDY, NCS" 
"constants 
Pe Xe Kes 
Z='.2e3 
equations 
NCS = !(!NSNICB & INIOR & 
NRACK = !(!NSNICB & PRQ & !NIOR & 
NWACK = !(!NSNICB & PRQ & !NIOW & 
NRDYEN =. !(!NSNICB & INIOR & !SA4 
'# INSNICB & !NIOW & !SA4 
# INSNICB & !PRQ & !NIOR 
# '!NSNICB & !PRQ & !NIOW 
enable NIOCHRDY = !NRDYEN; 
, NIOCHRDY = 0; 
enable NRESET !IRSTDRV ; 
NRESET !( INSNICB & 
enable NSOUT = RSTDRV; 
NSOUT = !( INIOW # NRESET) ; 
INTO = INT; 
end reset; 


pin l, 2, 
pin 4, 5, 
pin 7; 8, 


{SA4 # 


INIOR 


INSNICB & 


RACK, WACK, 


33 
6; 
9; 


pin 12, 13, 14; ° 
pin 15, 16, 17; 
pin 18, 19; 


INIOW & 
'SAS) ; 
ISAS) ; 


1SA4) ; 
SA4 & 
SA4 & 
& NACK 
& NACK 
& SA4 & 
& SA4 & 


ISAS 
ISAS) ; 


& SA4 & SA3 # NSOUT); 
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PAL #3 A013 output is used to generate a signal to the lower byte 
The third PAL only does a decode to enable the optional RAM. This signal will route AO to the RAM when EN16 is 
EPROM. This decode consists of an address decode to high enabling 8-bit operation. 

C800h, CCOO0h, DOOOh, or D400h depending on JP1 and 

JPO as shown in the board configuration section. JP2 must 

also be jumpered for selection of the EPROM. NAEN, a low 

asserted signal should be high to indicate that the DMA 

does not have control of the bus and the NSMRDC signal 

should be asserted low since the CPU is doing a system 

memory read. 
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PAL 3 

module epromdec; 
flag ‘-xr0'; 
title ° 
date:9/13/90 
function: 

EPROM DECODE’ ; 


u21 device ‘p1618’; 
“input pins: 


AQ, Al3, EN16 
SMRDC, SA19, SA18 
Al7, SA16, SA15S 
Al4, NAEN, JP2 
PO, JP1 


“output pins: 


A013 
EPROMEN 


“constants 
X = .X.; 


equations 


NEPROMEN = !(SA19 & SA18 & !SA17 & !'SA16 & SA15 & 'SA14 & '!NAEN 
& JP2 & !JP1 & !JP0 & !NSMRDC 
# SA19 & SA18 & !SA17 & !SA16 & SA15 & SA14 & !NAEN 
& JP2 & !JP1 & JPO & !NSMRDC 
# SA19 & SA18 & !SA17 & SA16 & !SA15 & !SA14 & !NAEN 
& 
& 





& JP2 & JP1 & !JPO 'NSMRDC 
# SA19 & SA18 & !SA17 SA16 & !SA15 & SA14 & !NAEN 
& JP2 & JP1l & JPO & !NSMRDC); 


A013 = !('AO & EN16 # !A13 & !EN16);. 


end epromdec; 
TL/F/10800-10 
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Low Power Ethernet with 
the CMOS DP83910 Serial 
Network Interface 


INTRODUCTION 


This application note discusses the features of, and imple- . 


mentation techniques for, National Semiconductor's CMOS 
Serial Network Interface (SNI), the DP83910. Also, a com- 
parison of the CMOS SNI to National’s bipolar SNI 
(DP8391) on several key issues will be provided. In general, 
the DP83910 provides a low power Attachment Unit Inter- 
face (AUI) for a Carrier-Sense Multiple Access with Collision 
Detect (CSMA/CD) Ethernet system. In fact, when used in 
conjunction with National Semiconductor’s Network Inter- 
face Controller (NIC, DP8390) and Coaxial Transceiver In- 
terface (CTI, DP8392), the DP83910 provides for a com- 
plete IEEE 802.3 Ethernet and/or thin wire Ethernet solu- 
tion, as shown in Figure 7. 


FUNCTIONAL DESCRIPTION OF THE DP83910 


The CMOS SNI operates as an interface between an Ether- 
net transceiver and a local area network data controller. A 
functional block diagram of the DP83910 is shown in Figure 
2. The primary function of this interface is to perform the 
encoding and decoding that is necessary for the differential 
pair Manchester encoded data of the transceiver and the 
Non-Return-to-Zero (NRZ) serial data of the NIC to be com- 
patible with each other. In the case of a transmission, the 
SNI translates the NRZ serial data from a network control- 
ler’s transmit data line into differential pair Manchester en- 
coded data on a transceiver’s transmit pair. In order to 
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perform this operation, the NRZ bit stream is first received 
by the Manchester encoder. block of the SNI. Once the bit 
stream is encoded, it is transmitted out differentially on to 
the transmit differential pair through the transmit driver. 
When a reception takes place, the differential receive data 
from a transceiver is converted from Manchester encoded 
data into NRZ serial data and a receive clock, which are 
passed to the receive data and receive clock inputs of the 
Network Interface Controller. In executing this sequence, 
the DP83910’s data receiver takes the Manchester data 
from the differential receive lines and passes it to the phase 
locked loop (PLL) decoder block. The PLL block then de- 
codes the data and generates a data receive clock and a 
stream of NRZ serial data, which is presented to the NIC. In 
the case of National Semiconductor’s Network Interface 
Controller, the DP8390, the serial NRZ signals are called 
TXD and RXD. 


In addition to performing the Manchester encoding and de- 
coding function, the DP83910 also provides several impor- 
tant network signals to the network controller. A diagram of 
the interface between National Semiconductor’s NIC and 
the CMOS SNI can be found in Figure 3. The first of these 
signals is carrier sense (CRS), which indicates to the con- 
troller that data is present on the SNI’s receive differential 


‘pair. Secondly, the SNI provides the network controller with 


acollision detection signal (COL), which informs the control- 
ler that a collision is taking place somewhere on the net- 


IEEE 802.3 Compatible Ethernet/Thin Ethernet/10BaseT 
Si Local Area Network Chip Set 
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FIGURE 1. A Block Level Diagram of an Ethernet Node 
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FIGURE 2. DP83910 Block Diagram 
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FIGURE 3. Interface between the DP8390 and DP83910 


work. The SNI itself is informed of the collision when its 
coilision receiver detects a 10 MHz signal on the differential 


collision input pair. Finally, the DP83910 provides both the..... 
receive and transmit clocks (RXC:and TXC, respectively). ~ - 


The transmit clock is a divide by two derivative of the SNI’s 


oscillator inputs (X1 and X2), while the receive clock is gen- ~ 


erated directly from the frequency of the input data to the’ 


PLL. 


The DP83910 can also be placed in a loopback mode, in 
order to check the SNI’s receive and transmit interface to _ 


the network controller. In loopback, as pictured above, the 


SNI’s Manchester encoder block is essentially connected - 


directly to the PLL decoder block. This allows for the valida- 
tion of the Manchester encoding and decoding process 
without the variable of random network traffic. The SNI is 
placed in loopback mode when the loopback pin (LBK) is 
driven high. 


COMPARING THE DP83910 WITH THE DP8391 


The DP83910 is basically a CMOS version of the existing 
National Semiconductor bipolar SNI, the DP8391. The func- 
tionality of the two parts is identical. However, there are a 
few differences that exist between the two parts, in spite of 
the fact that they can be implemented as pin for pin compat- 
ible. The most fundamental difference between the two 
parts is the process under which each is manufactured. The 
DP83910 SNI is fabricated’ in a CMOS process, while the 


_DP8391 is made in a bipolar process. As a result of this, the 


“level of average power supply current needed by the 
> _ DP83910 is approximately 75 percent less than the 270 mA 
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required by the DP8391. Another significant difference be- 
tween the two parts is the CMOS SNI’s need for a pulse 
transformer to be placed between all of its differential sig- 
nals and those of the transceiver, regardless of whether a 
drop cable or thin wire Ethernet configuration is being imple- 
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mented. This is necessary due to the fact that the CMOS 
process will not guarantee the IEEE 802.3 16V fail safe 
specification if no isolation is provided to the differential sig- 
nals that go to the AUI cable. One consequence of the 
transformer requirement is that National Semiconductor de- 
fines the AUI interface at the transceiver side of the trans- 
former and only guarantees the correct operation of the 
CMOS SNI when the pulse transformer is employed in the 
system. 


In addition to the above process related differences, there 


are still two non-process related differences, which need to 
be mentioned. First, the phase locked loop in the bipolar 


SNI is digital, while the phase locked loop of the CMOS SNI — 


is analog. This is functionally transparent when designing 
with the DP83910; however, it does provide for a significant 
savings in power consumption. Finally, it should be noted 
that pin 17 (TEST) on the bipolar SNI is required to be tied 
to ground through a capacitor, while the same pin on the 
CMOS SNI can either be implemented in the same manner 
or connected directly to ground. A list of all the above men- 
tioned differences can be found in Table |. 


DESIGNING WITH THE DP83910 


In developing the DP83910, National Semiconductor per- 
formed extensive testing in its own Local Area Network Lab- 
oratory to assure that the CMOS SNI would provide an easi- 
ly implemented low power controller/transceiver interface 
for Ethernet system designers. This development and test- 
ing assured that the DP83910 was IEEE 802.3 and Ethernet 
compatible, able to interface with industry standard trans- 
ceivers (Ethernet, Twisted Pair Ethernet, and Fiber Optic 
Ethernet), and is capable of having the National Semicon- 
ductor DP8391 as a pin-for-pin replacement. In Figures 4 
and 5, two methods of implementing the DP83910 with the 
DP8392 are demonstrated. One significant feature of both 
designs is that it is possible to directly substitute a DP8391 
for the CMOS SNI and maintain the same functional quality. 


The DP83910 Transmitter Operation 


When operating as a transmitter, the DP83910 combines 
NRZ data received from the controller with a clock signal, 
which the SNI generates, and encodes them into a Man- 
chester serial bit stream. This encoded signal then appears 
differentially at the SNI’s TX+ output. In Ethernet 
(10Base5) applications, this signal is sent to the transceiver 
or the Medium Attachment Unit (MAU) through an AUI 
transceiver cable. This cable, which can be up to 50 meters 


in length, typically consists of four individually shielded twist- 
ed wire pairs (TX+, RX+, CD+, and PWR/GND), which 
are covered by an additional overall shield. The transmit 
signal pair, which has a differential characteristic impedance 
of 789, should be terminated at the receiving end of the 
cable. It should be noted that each of the TX+ and TX— 
source follower outputs needs to be connected to ground 
through a 2702 pull down resistor. 


When employing the CMOS SNI, it is important to place a 
pulse transformer between the differential transmit pair on 
the DP83910 and the differential transmit signal on the AUI 
cable or CTI, as shown in Figures 4 and 5. This transformer 
is required in order to provide the necessary isolation for the 
CMOS SNI to meet the IEEE 802.3 16V fail safe specifica- 
tion. However, the pulse transformer does reduce the trans- 
mission of noise onto the transceiver cable. Also, it should 
be noted that more inductive transformers will decrease the 
magnitude of the undershoot. Furthermore, it is imperative 
that the designer guarantee the inductive load seen be- 
tween the DP83910’s AUI interface and the CTI receiver be 
greater than 27 pH. Transformers with 50 wH to 150 pH 


loading, such as the Pulse Engineering PE64103 and Nano 


Pulse NP5417, are recommended, since they will minimize 
the inductive undershoot on the SNI’s TX+ output pair and 
reduce the noise seen by the CTI’s differential transmit input 


‘pair. It is important that the selected pulse transformer 


doesn’t excessively increase the rise and fall time nor lower 
the output amplitude despite the fact that it reduces the 
undershoot. 

The DP83910 provides both half and full step modes. The 
IEEE 802.3 standard requires the use of half step mode, in 


_which the transmit output goes to differential zero in idle. In 


full step mode, the transmitter enters idle and stays at a 
fixed level. This will eventually allow the pulse transformer 
to completely saturate. The desired mode of operation is 
chosen through the Mode Select pin (SEL) on the SNI. 


The DP83910 Data Receiver Operation 


While performing reception, the CMOS SNI receives differ- 
ential Manchester encoded serial data and converts it into 
NRZ serial data and a receive clock. The Manchester en- 
coded data, which is received from the CTI or AUI cable, 
must be isolated before it reaches the SNI. Hence, the 
DP83910 requires that there be a pulse transformer on the 
SNI’s side of the AUI interface. The actual employment of 
this transformer can be seen in both Figures 4 and 5. This 


TABLE I. Comparison of the DP8391 and DP83910 


ace ‘ DP8391 DP83910 


Process 


. ‘Power Consumption 
(Typical) ea 


Pulse Transformer 
(At DTE Side of AU! Interface) 


Phase Locked Loop 
Pin 17 | 
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| Bipolar | CMs 


| 


[| Digital | Analog 


PLL Filter/Capacitor 
; Required. . 


Test Pin/Capacitor | 
: Optional  —s 
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transformer is mandatory and it forms part of the internal DC 
biasing circuit used for the differential receivers. Further- 
more, the transformer is also needed to isolate the trans- 
ceiver cable against the 16V voltage fault specification in 
the IEEE 802.3 standard. The performance of the differen- 
tial receiver is not greatly affected by the selection of a 
pulse transformer. As a result, the pulse transformer select- 
ed for the transmitter design will also work correctly for the 
RX + data receiver. It should be noted here that the collision 
receiver is very similar to the data receiver and requires the 
same isolation. The collision input will be discussed more in 
the following section. 


Once the data arrives at the receiver inputs of the SNI, it is 
amplified and then decoded by the analog phase locked 
loop, which can receive Manchester data with +20 ns of 
random jitter. During the decoding process, the incoming 
signal is converted into NRZ data and a receive clock, 
which are sent to a network controller. Also, the differential 
data receiver has a built in filter to provide a static noise 
margin. This filter enables the SNI to reject signals that do 
not exceed the input squelch voltage and have less than a 
30 ns pulse width. 


Furthermore, since the DP83910 and pulse transformer 
constitute the AU! interface, the physical connection be- 
tween the AUI and the MAU interfaces is defined as being 
on the MAU side of the pulse transformer. In light of this, it is 
permissible, when incorporating the CMOS SNI in a thin wire 
Ethernet application, to have a 780 resistance appear 
across the differential receive and collision inputs to the 
CTI, as shown in Figure 5. 


The DP83910 Collision Pair Operation 


In addition to the data receiver, the DP83910 also provides 
a differential receiver for the collision pair, which is driven by 
the transceiver. This 10 MHz active signal, from the AUI 
Interface, is converted to a TTL signal, digitally stretched, 
and sent to the controller as the Collision Detect Output 
(COL). Just as with the data receiver, the differential colli- 
sion receiver has a built in filter that rejects pulses that do 
not exceed the input squelch voltage level and have a pulse 
width less than 30 ns. 


Optimal Ethernet and Thin Wire Ethernet Interface 


If it is necessary to design a LAN board that minimizes the 
number of switching devices (jumpers) to alternate between 
Ethernet and thin wire Ethernet, the solution in Figure 5 
could be employed. This solution, in contrast to the six 
jumper solution in Figure 4, requires only one switch, which 
enables and disables the power supply to the CTI. In the 
case of thin wire Ethernet, power would be supplied to the 
CTI, while during drop cable Ethernet operation the unused 
CTI would be powered down. Hence, no excessive power is 
required when thin wire Ethernet is not in use. Furthermore, 
since there is only one switch, it may be feasible to imple- 
ment that switch with a transistor as opposed to a jumper. 
The advantage to using a transistor is that the Ethernet/thin 
wire Ethernet option can now be made to be software se- 
lectable. This is accomplished by developing a control sig- 
nal, which the software can issue to switch the transistor. 
Also, in looking at Figure 5, it is seen that two pulse trans- 
formers are used. The first transformer (Y3) is required by 
the CMOS SNI, for the reasons previously mentioned. The 
second pulse transformer (Y2), however, is used to isolate 
the powered-down CTI from the AUI cable interface, when 
Ethernet is being used. As in Figure 4, the application in 
Figure § allows the direct substitution of a bipolar SNI, the 
DP8391, for the CMOS SNI. 
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The DP83910 Oscillator Inputs 


The oscillator inputs of the CMOS SNI can be driven with a 
crystal or an oscillator. In either case, the SNI oscillator 
must be driven with a 20 MHz signal that provides for the 
transmitted frequency to be accurate within 0.01% as speci- 
fied in IEEE 802.3 standard. When using an oscillator, the 
output of the oscillator should be tied to input X1 of the SNI 
and the X2 input of the SNI should be left unconnected or 
grounded. However, the employment of a crystal to gener- 
ate the 20 MHz signal at the SNI’s oscillator inputs requires 
a great deal of care. The frequency of the crystal is usually 
measured with a fixed load capacitance (C_, typically 
20 pF), which is specified in the crystal’s data sheet. In or- 
der to prevent any distortion in the transmitted frequency, 
the total capacitance across the crystal’s leads should 
equal its specified load capacitance. The capacitance that is 
seen by the crystal’s leads is the sum of the stray PC board 
capacitance (Cpcg) and the capacitance looking into the X1 
and X2 inputs (Cs). If this capacitance is smaller than the 
crystal’s load capacitance, a correctional capacitance (Cc) 


.can be placed across the crystal’s leads. This correctional 


capacitance would equal the difference between the crys- 
tal’s load capacitance and the sum of the stray PC board 
capacitance and the SNI’s X1 and X2 input capacitance. It 
should be noted that the input capacitance of the SNI that is 
seen across X1 and X2 is approximately a negligible 0.5 pF. 
Figure 6 displays a possible crystal setup. The selected 
crystal should meet the following specifications: 


Resonant frequency 
Tolerance 

Stability 

Type 

Circuit 


eter ae 
2 


0 MHz 


X2 eas ee 
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FIGURE 6. SNI Oscillator Input Circuit 


Improving Transmitter Overshoot 


Upon transitioning from a differential voltage of one polarity 
to another polarity (i.e., positive to negative), the magnitude 
of the differential transmit signal will reach a peak value. 
This peak at the transition points in the differential transmit 
waveform is referred to as the overshoot voltage. The over- 
shoot voltage of the DP83910 is below the maximum allow- 
able 1315 mV value that appears in the IEEE 802.3 stan- 
dard. However, the IEEE standard also defines the over- 
shoot voltage to be no greater than 1.12 times the nominal 
value (IEEE calls this nominal value V2). The DP83910 ex- 
ceeds this particular segment of the overshoot specifica- 
tion, as shown in Figure 7. However, exceeding the allowa- 
ble overshoot voltage value, as the CMOS SNI does, will 
have no functional affect on a system. Furthermore, the 
overshoot voltage can be altered to adhere to the IEEE 
802.3 specification by placing a capacitor across the differ- 
ential transmit pair at the primary (SNI side) of the required 
pulse transformer. This capacitor should be in the range of 
40 pF to 50 pF and will not degrade the performance of the 
CMOS SNI or system in any way. It should also be men- 
tioned that the DP8391, the bipolar SNI, will still be a pin-for- 
pin replacement for the CMOS SNI, in a design which em- 
ploys the capacitor for improving the overshoot. 
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FIGURE 7. TX + Differential Overshoot Voltage 
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Ethernet Network Interface 
Adapter for the Apple 
Macintosh II NuBus 


INTRODUCTION 


The gradual move in recent years towards distributed pro- 
cessing units with a need for these to communicate and the 
increasing demand for peripheral usage optimization has re- 
sulted in the fast growth of Local Area Networks. In an at- 


tempt to standardize communications between networks - 


the International Standards Organization (ISO) has pro- 


posed a seven layer reference model called the Open Sys- . 
tem Interconnect (OSI) which provides an independent. 


framework for all the emerging network standards. The 


IEEE has defined a number of these standards (802.3 to’ 


802.6) covering the two lower layer functions, physical and 
data link layers. 


National Semiconductor provides a ‘three chip set which 
supports the Ethernet/Thin-wire Ethernet standard (a sub- 
set of IEEE802.3) the DP8390 Network Interface Controller 
(NIC), DP83910 Serial Network Interface (SNI), and DP8392 
Coaxial Transceiver Interface (CTI)... 


The aim of this application note is to describe the implemen- 

_ tation of a Macintosh Il, Ilx and Ilcx to Ethernet/Thin-wire 
Ethernet interface solution using the NSC chip set. This so- 
lution takes the form of a network interface. adapter card 

_ Which on one side plugs into any of the six Macintosh II 
NuBus expansion slots and on the other supports two physi- 
cal layer options, Ethernet and thin-wire. Ethernet. 


The board easily interfaces to the Macintosh II NuBus inter- 
face with few external components. This application note 

- assumes the reader is familiar with NSC’s Ethernet chip set 
and the Macintosh I! NuBus. 


The note begins with a hardware overview ek the adapter 
card, and a background description of the NuBus interface. 
This is followed by a detailed description of hardware sup- 
ported by the main sequencer/arbitrator state diagram. This 
- covers arbitration and a detailed description of all the cycle 
types implemented on the card. The PAL equations and part 
list are included at the end of the note along with a detailed 
schematic and timing diagrams. . 


HARDWARE OVERVIEW 

The main function of this adapter card is to transfer Ether- 
net packet data to/from the Macintosh CPU via NuBus dur- 
ing LAN transmissions and receptions.’ The card supports a 
NuBus interface to the CPU and an Ethernet interface to the 
network. Data transfers between the interfaces are routed 
on the card’s local bus through 8k words of shared buffer 
memory which temporarily stores ethernet packet data, thus 
decoupling data transfers across the two interfaces. The 8k 
buffer memory can be raed to Sek By simply replacing 

‘the memory ICs. 


Figure 1 shows a simplified block agian of the adapter. 
Besides the basic DP8390 chip set this diagram illustrates 
the connection of the slot and cycle decode logic used to 
select the card, and generate read/write cycles. The arbiter 
controls whether the NIC or NuBus can access the buffer 
RAM. The RAM contains the transmit/received packet data, 
and the ROMs (actually one chip) contain the Ethernet Ad- 
dress and the Macintosh configuration information. The ad- 
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dress bus interface latches store the NuBus address from 


- the multiplexed address/data bus, and the data bus inter- 


face consists of buffers and latches to assemble the 16-bit 
RAM buffer data into a 32-bit word for the NuBus. 


Transmission/ Reception. 


For Ethernet transmissions the host CPU writes data into 
the transmit area of the adapter card buffer memory over 
the NuBus interface. The host CPU then sets up the NIC to 
transmit the data by writing to its internal registers. The NIC 
responds by fetching the data into its internal FIFO using its 
local DMA channel, from where it is sent-to the SNI-CTI and 


_onto the Ethernet cable. Once the data has been transmit- 


ted the NIC issues an interrupt back to the host CPU and 
sets a status bit in its internal register, 


For Ethernet receptions data is loaded from the Ethernet 
cable into.the internal FIFO of the NIC from the SNI and 
CTI. When a programmable threshold is reached in the 
FIFO, the NIC transfers the data into the receive aréa of the 
adapter card buffer memory using its local DMA channel. 


- Once a complete packet has been loaded into memory, the 


NIC sets up a pointer in its internal register, issues an inter- 
rupt to.the host CPU and‘sets a status bit in its internal 
register. The host processor responds by. reading the pack- 
et from the adapter card memory over the NuBus interface 
and updating the packet pointers stored in the NICs internal 
register.” 


General Adapter Architactuié Considerations 


A shared memory architecture has been chosen for this de- 
sign to maximize data throughput while not adding any extra 
cost or. intelligence on the card. The buffer memory: is 
mapped into the NuBus address space and a NuBus slave 
interface plus local bus arbitration logic is implemented on 
the adapter card. The reasoning for this gecislon. is given 


~ below. : ; 
“The DP8390 efficiently supports an input/output port archi- 


tecture, in which the adapter card makes use of the NICs 
Remote DMA facility to transfer network data between the 
buffer RAM and an input/output port interfacing to the Nu- 
Bus and to the host-CPU. This implementation is a slightly 
less expensive option. than others however the throughput 
of the port interface is somewhat limiting, and there are no 
memory. addressing limitations on the NuBus that would re- 
quire and I/O. port technique. 


A bus master architecture, in which the adapter card can 
gain ownership of the host CPU bus and transfer data di- 
rectly into.system memory is significantly more costly and 
with the current generation of controllers will not yield signif- 
icantly better performance across NuBus without going to 
the expense of adding an on-card processor... . . - 


- Thus, using a buffer RAM that is addressed directly by the 


NuBus and the Ethernet Controller, provides the flexibility of 
reading/writing data via the NuBus at fast speeds, and 
since the DP8390’s local DMA only utilizes a small percent- 
age of the RAM’s total access time (12%) the RAM is most- 
ly free for NuBus activity. 
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FIGURE 1. General Block Diagram for the NuBus Shared RAM Adapter 


Once the Shared Adapter RAM approach is chosen another 
architectural consideration is the width of the Buffer RAM 
and of the CPU bus transfers supported. Table | shows the 
options considered. The 16-bit Buffer memory and 32-bit 
NuBus transfer option was chosen as the best compromise 
on data throughput and component count/cost. 


~ General Hardware Overview 


Figure 2 shows a more detailed block diagram of the Adapt- 
er. This shows each block, ane eetalle the lie used to 
implement each block. 


The Ethernet to buffer memory interface is implemented us- 
ing National Semiconductor chip set. The DP8390 Network 


‘Interface Controller is a CMOS VLSI device designed to 


ease interfacing with IEEE 802.3 Ethernet type Local Area 


- Networks. ‘It implements all Media Access ‘Control ‘MAC 
“functions (a subset of the ISO data link layer) for transmis- 


sion and reception of packets in accordance with the IEEE 
802.3, standard. Its dual DMA channels and internal FIFO 
provide a simple yet efficient packet management design. 
All bus arbitration and memory support logic required by its 


.dual DMA channels are integrated into the NIC. 


The DP83910 Serial Network Interface is a CMOS com- 
bined analog and digital device which provides the Man- 
chester encoding and decoding functions of IEEE 802.3 


‘Ethernet type Local Area Networks. It contains ECL like bal- 


anced drivers and receivers, collision sore Hanelalon anda 
diagnostic loopback circuit. 

The DP8392 Coaxial Transceiver Interface is a bipsiat de- 
- vice used as a coaxial cable line driver/receiver for IEEE 
802.3: Ethernet Local Area Networks: In Ethernet applica- 


‘tions the transceiver is usually mounted within a dedicated 


enclosure (Media Access Unit) and connected to the SNI 
via a drop cable, while for Thin-wire Ethernet (low cost ver- 
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sion of Ethernet) the CTI is mounted on the same board as 
the SNI. Signal and power isolation requirements are met by 
placing a set of pulse transformers between the SNI and the 
CTI, and using a DC to DC converter to provide the CTI’s 
—9V supply. — 

The adapter card supports a 32-bit ftuBus interface to the 
host CPU, implemented using synchronous sequencer logic 
in the registered PAL 16R4. This interface supports trans- 
fers to the Network Interface Controller registers, the 
“Ethernet address/Mac configuration” ROM and the buffer 
memory. The two card interfaces must request use of the 
local bus before they can initiate a transfer to any of the on 
card devices. These requests are processed by arbitration 
logic which gives priority to the Ethernet interface. 

The 256 x 8 ROM (LS471) contains the unique Physical 
Address assigned to each Etherent board and the Configu- 
ration data required on each NuBus board which supplies 


' identifying information about the board. nls ROM can also 


‘contain device driver data. 


The address/data interface to NuBus consists of four F651s 
data transceivers to transfer 32-bit data from/onto the Nu- 
Bus, and three F533s and an F373 used to latch the ad- 
dress and the transfer mode.signals onto the adapter card. 
Data on NuBus is inverted and byte swapped, so inverting 
transceivers and latches are used. An exception to this is 
the F373 which is a non-inverting version of the F533 used 
to latch AD24-31 which are then compared with the ID lines 
of the particular NuBus slot. Also the card performs a hard- 
ware byte swap on the NuBus data. 


-On NuBus transfers, an F521 8-bit comparator aids in the 
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address decode function by determining whether or not the 


transfer is intended for the pasa card. 
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TABLE |. Adapter Card NuBus RAM Width Options 


NuBus 
Transfer 
Width 


teBits | 16Bits 


16 Bits 


Buffer 
Memory 


32 Bits 


NuBus 
Maximum 
Data Rate 


80 Mbits/sec 12.5% — 


Extra 
Devices 
Required 


Percent 
Bus 
Usage 


. 58 Mbits/sec 19%  2.Transceivers 
1-PAL16L8 
32 Bits 4 64 Mbits/sec 15.5% 2-Transceivers 
2-RAM 8k x 8 


2-Transceivers 
2-RAM 8k x8 
‘(80 ns) 


TABLE Il. Adapter Card Cycle Type Decoding 


= 
= 
c—) 
= 
= 


| Apo | Apt 


NUBUS BACKGROUND 


This section describes the NuBus implemented in the Mac- 
intosh Il expansion slots, and the Ethernet adapter card im- 
plementation of its interface. It covers NuBus’ main features 
and signals as used by the card, followed by a description of 
the address space and addressing modes and ending witha 
description of the NuBus interface protocol. 


NuBus is the bus chosen by Apple to drive the expansion 
slots of the Macintosh II. Its main features are: 


© 32-bit wide multiplexed address data lines 

® Synchronous 10 MHz clock cycle (75% duty cycle) 

e Read and Write cycles (Mac II does not support block 
transfers) eeu 

© |/O and interrupts are memory mapped 

¢ Geographical addressing lines ; 

Each slot has its own geographical addressing lines onto 

the adapter board. This is illustrated in Figure 3 by the super 

slot space in which each card has its own 256 Mbytes of 

memory space. Therefore no board configuration is re- 

quired. (Described later.) 


The Ethernet adapter card only implements a NuBus slave 





interface and therefore arbitration logic to gain bus master- ° 


ship has not been implemented. Note also. that no parity 
generating/checking logic has been implemented either. 


The Ethernet adapter board uses the following NuBus sig- 
nals: bv aby 


© Clock 
e Reset 
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® Card Slot Identification 

¢ Non-Master Request 

 Address/Data Signals/AD<31..0> 

® Control Signals /TM<1..0>, /START, /ACK(nowledge) 

The evaluation board supports single word transfers to the 

NIC registers, Address/Configuration ROM and the Buffer 

RAM. During the Start clock of a NuBus cycle the NuBus 

address and transfer mode lines are decoded on the card 

as shown in Figure 3, and as follows: 

e TM<1..0> determine the type of transfer (read/write), 

© AD<24..31> determine which NuBus slot is accessed. 

e AD<19..18> determine which adapter card device is ac- 
cessed (NIC, ROM or RAM) 

e AD<15..2> are used to access a particular location 
within the device. 

e AD<0..1>&<20..23> are ignored by the address de- 
code ; 

The adapter card responds to all NuBus cycles which ad- 

dress the card by generating an acknowledge signal ACK 

for one clock period and driving a status code on the trans- 

fer mode lines. Only two of the four NuBus defined transfer 

modes are supported by the card, transfer complete or bus 

error (see Table Ill). 


TABLE Ill. NuBus Status Codes 


Acknowledge 


Transfer Complete 














AD<31..28> AD<27..24> 


—_ 256 KB 


7 


256MB ) 1 | 
t | 0] 
SUPER SLOT 
SPACE 


SLOT SPACE 


AD<23..20> ie 18> 


CONFIGURATION 
ROM 


NIC 
REGISTERS 


BUFFER RAM 


UNUSED 


SLOT 
ALLOCATION 


ALLOCATION 
TL/F/10805-3 


FIGURE 3. NuBus and Adapter Card Address Space Mapping 


If the CPU requests a transfer to the adapter card NuBus 
slot which does not address a device on the card, or re- 
quests a write transfer to ROM, the board will respond with 
an error status encoding of the TM<1..0> lines during the 
ACK clock of the NuBus cycle. Otherwise a “Bus Transfer 
Complete” code is returned. 


Typical NuBus read and write cycle timings are shown in 
Figures 4 and 5. The first NuBus cycle asserts the START 
line going low and presenting the address and the transfer 
mode. A number of clock cycles may follow before the last 
cycle presents the data and status on the bus, and asserting 
the ACK signal. 


The adapter card does not implement the two other status 
codes supported by NuBus, ‘‘bus time out error’, and “try 
again later”. The design of the adapter card ensures that all 
NuBus cycles will be acknowledged within me NuBus time- 
out period. 


NuBus Address Space 


With a 32-bit architecture, the NuBus provides a 4 Giga- 
bytes of address space, Figure 3. The 4 Gigabyte space is 
divided into sixteen 256 Megabyte Super Slots. The Super 
Slot being accessed is determined by decoding 
AD<91..28>. The top Super Slot is divided into sixteen Slot 
spaces by 16 Megabytes each determined by decoding 
AD<27..24>. Six of these slots ($9 to $E) are implemented 
as NuBus expansion board connectors on the MAC Il. The 
interface adapter board may be plugged into any of these 
connectors. No hardware configuration.on the adapter card 
is required. 


24/32 Bit Addressing Modes 


The adapter card, by ignoring address bits AD<23..20>, 
supports both 32- and 24-bit addressing modes. 


When addressing the card in 24-bit mode, addresses of the 
form “$sx xxxx” where s is the slot number can be used. 
The Mac {I hardware translates this into a 32-bit address of 
the form “$FsOx xxxx”. 


When addressing the card in 32-bit mode addresses of the 
form “$Fsxx xxxx” can be used. Note that as the adapter 
card ignores address bits AD<23..20>, addresses of the 
form “$Fssx xxxx” access the same adapter card location 
in both 32- and 24-bit modes, and as Apple have indicated 
that to ensure compatibility with future versions of the Mac- 
intosh designers should not rely on 24-bit mode addressing, 
it is suggested that addresses of the form “$Fssx xxxx” are 
always used. 
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Although supporting 24-bit mode addressing limits the mem- 
ory range of each slot from 16M to 1M, this sufficiently cov- 
ers the need of an Ethernet adapter card and simplifies soft- 
ware development. The Macintosh slot manager puts the 
system in 24-bit addressing mode by default and the memo- 
ty manager plus some toolbox routines do not currently 
function properly in 32-bit mode. 


Adapter Card Address Space 


Once the slot is selected, the Network Interface Adapter’ s 
memory space is subdivided into four 256 kbyte blocks of 
memory determined by decoding AD<19..18>. 


NUBUS R(t) 


STATE | 


nBclK —_| 2 eae ee | 
(NUBUS CLOCK) 
» 1 Cas) — 
» — Ca); Camas) 
Sp ern 
/START = of 


—_—_—_—_—_ 
/ACK ; \ / 


TL/F/10805-4 


F(N) R(N#1) 


F(1) R(2) F(n=t) RON) 


FIGURE 4. NuBus Read Cycle 


NUBUS R(1) 


STATE | | 


(NUBUS CLOCK) 


en 
jsart—\____ 
a 
/ACK o—\ / 


TL/F/10805-5 


F(1) R(2) F(n=t) R(N) FN) R(N#1) 


FIGURE 5. NuBus Write Cycle 
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Figure 3 shows the sub-division of the Super Slot, Slot, and 
Adapter Board address space. 


It is important to note the following points when developing 
high level software to address the adapter card. If the NIC 
registers or the ROM are accessed as 8-bit devices, (by 
declaring a pointer to a character in Macintosh Program- 
mers Workshop (MPW) for example) or as 16-bit devices (by 
declaring a pointer to a short integer), incrementing these 
pointers will usually only modify the transfer mode (by incre- 
menting AD<1..0>) rather than increment the address to 
the device (NIC or RAM). [tis therefore recommended that if 
this form of addressing is used, the RAM, ROM and NIC are 
declared as 32-bit devices (by accessing them with a point- 
er to an integer). This will ensure only word transfers take 
place and each NuBus address increment will also incre- 
ment.the address to the onboard device. 


NuBus Timing Diagrams 


The NuBus clock has a 100 ns period (10 MHz) with a 75% 
duty cycle (75 ns “high” and 25 ns “low’). NuBus signals 
are driven at the rising edge and sampled at the falling edge 
of the clock. A transfer (read/write cycle) is initiated when 
the master asserts /START, drives the address:.on 
AD<31..0>, and: drives the .transfer mode.- signals 
TM<1..0> with the appropriate code to indicate the desired 
transfer. A transfer is completed when the slave responds 
by asserting ACK and driving the transfer mode signals with 
the appropriate status code. Please refer to (igre 4 and 
Figure 5 for the NuBus read/write cycles. 


For a read operation, once the master has acquired the bus, 
a read bus transaction involves the following steps: 


R(i): The bus master asserts/START and the appropri- 
ate /ADx and /TMx lines to initate the transfer. 


F1 ): The bus slaves sample the /ADx and /TMx lines. 


(NUBUS ERROR) 


_ /MYSLOT-/BERRLCT4-/LCTS 
(NUBUS TO RAM) 


_ FIGURE 6. State Diagram Sequencer: 


The bus master releases the /ADx, /TMx, and 
/START lines and waits for /ACK. 


The bus slave places the requested data onto the 
/ADx lines, asserts /ACK, and places the appro- 
priate status code on /TMO and TM1 lines. (Note 
N may be from 2 to 256) 


F(N):° The bus master samples the /ADx, /ACK, and 


TMx lines to receive the data and note and error 
condition. 

R(N+.1): The bus slave releases the /ADx and /ACK lines 
and the /TMx lines. This may be the R(1) tran- 
sition of the next transaction. 

For a write operation, once the master has acquired the bus, 

a write bus transaction involves the following steps: 


R(1): The bus master assert/START and the appropri- 


ate./ADx and /TMx lines to initiate the transfer. 


F(1): The bus slaves sample the /ADx and /TMx 
lines. ; 


R(2): | The bus master places the data on ‘the /ADx 
lines, releases /TMx, and /START lines and 
_ waits for /ACK. 


F(2)—F(N): The bus slave samples the /ADx lines to capture 
the data..The data may be sampled before or 
during the assertion of /ACK. 


R(N): The bus slave asserts /ACK, and places the ap- 
propriate status code on /TMO and TM1 lines 
when the data is accepted. (Note N pmey be from 
2 to 256) 
F(N):: ‘The bus master:samples the JACK and TMx 
lines to determine the end of a transaction. 


The bus master releases the /ADx while the bus 
‘slave ‘releases the /ACK lines and mee es 
lines. 


RIN+1): 


_QBREQ_ 


UCT-UNCONDITIONAL 


/QNICACK: MYSLOT 
/LCT4- BERR 


TRANSFER 


(NUBUS TO : 
NIC REGISTER) 


/MYSLOT-LCTS:BERR 
(NUBUS TO ROM) 


TL/F/10805-6 :, 
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TABLE IV. Adapter Card Cycle State Sequence for Various Cycle Types and Corresponding Diagrams 


Timing 
Diagram 


Figure A-4 
Figure A-5 
Figure A-1 
Figure A-2 
Figure A-3 


NuBus Bus Error So —> $1 $5 —> SO 
NIC to RAM Read/Write so — S6— SO Figure 14 


DETAILED HARDWARE DESCRIPTION 


The card’s main function is to transfer Ethernet packet data 
from the NuBus interface to the Ethernet cable during pack- 
et transmission, and from:the Ethernet cable to the NuBus 
interface during packet reception, via an 8k x 16 Buffer 
RAM, expandable to 32k x 16. In addition to this the NuBus 
interface is allowed direct read and write access to the NICs 
registers to control and monitor the NIC’s operations, and 
read access to. the “Ethernet address/Mac configuration” 
ROM. 


This transfer of packet data from Ethernet to host CPU is 
executed in two distinct stages, transfers between host CPU 
and buffer Memory, and transfers between buffer memory 
and Ethernet. The former is performed by the on-card Nu- 
Bus slave interface whereas the latter is performed by the 
NIC chip set. , 


A synchronous sequencer/arbiter implemented in a 


PAL16R¢4 running on the 10 MHz NuBus clock controls all 
transfers supported by the adapter card. The state diagram 
for its operation is shown in Figure 6. States S1 to S5 sup- 
port the NuBus slave interface, and state S6 supports the 
NICs interface. State SO is the idle state. The sequence of 
states for each bus cycle type is shown in Table IV. 


Arbitration for Local Card Bus by NIC/NuBus 


All addressable devices on the card (Buffer RAM, NIC regis- 
ters and ROM) share the common non-multiplexed local ad- 
dress and data buses. The two potential masters of this bus, 
the NuBus interface and the NIC, request access to the bus. 
Arbitration logic and the state sequencer resolve these re- 
quests. The sequencer only responds to master’s requests 
during the idle state (SO). Therefore cycles already in prog- 
ress are always allowed to complete before the bus is re- 
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allocated. Cycles always complete by returning to the idle 
state (SO). This prevents bus contention on the common 
local address bus at switchover time (NUBus/NIC) and en- 
ables arbitration to take place after every NuBus cycle or 
NIC local DMA burst. The NIC is given priority over the Nu- 
Bus interface, so that if a NIC and a NuBus interface re- 
quest are active when the sequencer is idle, the NIC cycle 
will be serviced first. The following bus latency discussion 
shows there is no real need to give one master priority over 
the other. 


Bus Latency Requirements 


This is defined as the time between a master issuing a re- 
quest and receiving an acknowledge. 


The NuBus interface bus latency allowable is determined by 
its 25.6 ws bus timeout period. The maximum NuBus bus 
latency that can be expected on this card, that is, the long- 
est Bus Request from the NIC, occurs if a packet ends just 
as the NIC performs its last FIFO burst. The local DMA burst 
plus the End of Packet processing operations add up to just 
over 4 ys, well within the allowable 25.6 ps. 


The NIC bus latency allowable is determined by the need to 
prevent its internal FIFO from overflowing during packet re- 
ception. The worst case bus latency the NIC can accommo- 
date running on a 20 Miz clock is a little more than 1 ps 
(refer to the DP8390 Datasheet addendum). The maximum 
NIC bus latency that can be expected on this card, that is, 
the longest NuBus cycle to the card, is 0.5 ws (five NuBus 
Clocks), well within the allowable 1 ps. 

Again, Table IV shows all the cycles supported by the card, 
and the state sequence followed by each one. The figures 
quoted display the timing diagram for each case. 
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NUBUS MASTER CYCLES. 


The CPU initiates NuBus ae by driving tt the address and 
transfer mode onto NuBus and asserting the Start signal 
during the first clock of the bus access. 


The adapter card latches the address onto the local bus on 
the falling edge of the first clock. A transparent latch is used 
so that the address is available on the local bus as soon as 
it is driven onto NuBus and address recognition can begin. 
A small asynchronous state machine in a control PAL® gen- 
erates the address latching signal, which opens the latch 
when START becomes active and latches the address on 
the next falling edge of the clock. Figure 7 shows the state 
machine diagram. 


The address is enabled onto the local bus by NBADOE pro- 
vided that the NIC is not already the bus master nor has 
issued a request while the sequencer is in the idle state. 


The top 8 bits of the address are compared with the slot ID 
driven from NuBus. 


The card, in response to the start signal, generates an en- 
able signal (EBSLOT) which allows the sequencer to pro- 
ceed onto the next NuBus cycle state (S1), provided the 
NIC bus request is not active and the above address com- 
parison is successful (MYSLOT is active). This enable signal 
is cleared at the end of the NuBus cycle when ACK be- 
comes active and prevents addresses not generated with a 
START signal from triggering the sequencer onto the S1 
state. Figure A-4 shows a detailed. timing diagram of the 
address recognition operation. Note that FAST devices 
have been selected for the address latches and comparator 


to enable address recognition to meet the set up time of the 


sequencer. 


$0 - 


11 
* NBADCK 


oe 
START#/NBCLK && 


YY 


START#/NBCLK 


TL/F/10805-7 
A = State Variable (Not Used) 
NBADCK = NuBus Address Clock 
FIGURE 7. State Diagram for Clock to Latch 
NuBus Address onto Ethernet Card 
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States:S1 to S4 cover the data portion of-a NuBus transfer. 
The signal DASB (Data Strobe) is ‘generated to’ qualify all 
the data enabling signals (NICCS, ROMCS, RAMOE, 
NBDBOE, DBNBOE). Note that during S2 DASB has to be 
released so that the state has a separate state number. This 
only affects NuBus to RAM cycles. Therefore during S2 the 
signal ‘TOP is used to qualify the data enabling signals 


(RAMOE, NBDBOE, DBNBOE). 


During S1 the address is further decoded with four possible 
outcomes. Each of the possible transfers initiated by NuBus. 
are described. 


Bus Error Transfer 


If the address is not recognized by any of the on-card devic- 
es or it is recognized by the ROM with transfer mode defin- 
ing a write cycle, a bus error condition is flagged to the CPU. 
The sequencer enters state S5 where the DASB signal is 
cleared, ACK is generated to-signal:the end of the cycle, 
and a’bus error code is driven onto the NuBus transfer 
mode lines. The’ sequencer then returns to idle on the next 
clock beat. Figure 8 shows a bming diagram for a NuBus 
error cycle. 


NuBus ROM Transfer 


lf.the address and transfer mode are decoded as a a read 
cycle to ROM, the address decoding PAL generates a ROM 
enabling signal to the ROM chip select input which drives its 
data onto the local bus. The control PALs generate the 
“Data bus to NuBus output enable” signal DBNBOE to en- 
able this data from the local bus onto NuBus. The sequenc- 
er transfers to state S4 on the next clock beat where ACK is 
driven onto NuBus together with the “transfer complete” 
code on the transfer mode signals. Figures 8 and A-7 show 
a basic and detailed timing diagram of the ROM read opera- 
tion. Note that ROM set up times are easily met. Very slow 
ROMs can be used on this design, up to 135 ns data enable 
time or 210 ns address, access time. 


NuBus NIC Transfer 


If the address and transfer mode are decoded as a read or 
write cycle to the NIC register, the address decoding PAL 
generates the NIC chip select signal NICCS, and the bottom 
four bits of the local address are sent to the NIC to select 
one of sixteen Possible NIC registers. The sequencer, Fig- 
ure 6, remains in state’S1 until the NIC generates acknowl- 
edge signal NICACK. This ‘signal is synchronized to the Nu- 
Bus ‘clock before it is fed into the synchronous state se- 
quencer PAL. The sequencer then proceeds onto state S4. 


See Figure 9 for a functional timing diagram of NuBus to 
NIC read and write cycles. 


If the cycle is a write, the control PAL generates the 
NBDBOET signal to enable the NuBus write data onto the 
local bus, and a small asynchronous state machine in the 
PAL generates the write enable signal to the NIC, SWR. 
Figure 10 shows the state machine diagram. This signal is 
cleared on the falling edge of the clock during the S4 state 
to provide the necessary write data hold time to the NIC. 
See Figure A-3 detailed timing diagram. 

If the cycle is a read, the control PAL generates DBNBOE to 


enable the NIC read data from the local bus onto NuBus. 
See Figure A-2 for a detailed timing diagram. 
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ROM DATA (READ) 


TL/F/10805~-8 
FIGURE 8. NuBus to ROM Read and Bus Error Cycles 
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ARBITER STATE 
_. NBCLK 
(NUBUS CLOCK) 
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(NUBUS START) 
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(NUBUS Maeno) _/ L/S 
NBADCK l—-\ is 
(NUBUS ADDRESS CLOCK) 


1), re 
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(CARD ADDRESS DECODE) ————— 
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/QNICACK ———— 
(SYNC Nic Pe cece 
/DBNBOE 
(DATA BUS TO NUBUS OUTPUT Gan ————— 
/NBDBOET et 
(NUBUS TO DATA BUS OUTPUT Pe TOP) 
/SRD i a ae 
(READ STROBE TO THE NIC 
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FIGURE 9. NuBus to NIC Register Read and Write Cycle 
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ACK & /DASB 


& /MYSLOT /NBDBOET 


TL/F/10805-9 
D = State Variable 
RAMWET = RAM Write Enable Top 
FIGURE 10. Write Enable Top State Diagram 


ACK&/DASB 





C = State Variable (Not Used) 
RAMWEB = RAM Write Enable Bottom 
FIGURE 11. Write Enable Bottom State Diagram 


NuBus to RAM Transfer 


The address and transfer mode are decoded as a raat or 
write cycle to the buffer RAM. The adapter card supports 
32-bit NuBus transfers to the 16-bit buffer RAM. This .is 
done by reading/writing to the RAM twice on every NuBus 
to RAM access, once during states S1 and S2 to access the 
least significant 16 bits of the NuBus word, and again during 
states S3 and S4 to access the most significant 16 bits of 
the NuBus word, after having incremented the bottom local 
address bit to the RAM (see the state diagram Figure 6). 
Therefore the NIC sees the buffer memory as an 8k x 16 
RAM whereas the NuBus sees it as a 4k x 32 RAM. Figure 
72 shows a basic timing diagram for a NuBus to RAM read 
and write cycle. 


TL/F/10805~11 


The NIC initiates local DMA cycles by driving its. Bus Re-. 
. quest line active. The sequencer/arbiter PAL, if in idle state . 


For read cycles’ data from the RAM read during states S1 
and S2 is stored in the top two NuBus transceivers by set- 
ting the transceivers in storage mode and clocking them on 
the falling edge of the NuBus clock during state S2 with the 
TBCK (Top Bus Clock) signal. This data is enabled onto 
NuBus bits 16-31 with the signal NBDBOET. During states 
S3 and S4 the next RAM location is read and its data driven 
onto NuBus bits 0-15 through the bottom two NuBus trans- 
ceivers, which are not set in storage mode (real time data 
mode). 


Therefore by the time the adapter card drives ACK back to 
NuBus during state S4, the least significant 16 bits of data, 
corresponding to the first RAM location read, which were 
stored during S2, are being enabled onto NuBus bits 16-31 


through the top two transceivers, and the most significant’ 
16 bits of data, corresponding to the second RAM location. 


read, are being enabled onto NuBus bits 0-15 through the 
bottom two NuBus transceivers. Figure A-4 at the end of 
this note, shows a detailed timing diagram of a NuBus to 
RAM read cycle. 


Note that the adapter card performs a hardware byte swap 
of NuBus data through the transceivers, so that the least 
significant byte of data from the RAM (Bits 0-7 on the local 
data bus of the first RAM location read) are driven onto byte 
3 of NuBus (bits 24-31). This byte will be carried on byte 
lane 3 in the MACII system onto byte 3 of the MC68020 
(data line bits 0-7). 


For write cycles, during states S1 and S2, the top two Nu- 
Bus transceivers (NuBus bits 16-31) are enabled onto the 
local data bus and their NuBus write data written into the 
Buffer RAM, with the bottom local address bit clear. During 
the next two states S3 and S4 the bottom two NuBus trans- 
ceivers (NuBus bits 0-15) are enabled onto the local data 
bus and their NuBus write data written into the next Buffer 
RAM location with the bottom local address bit set. Two 
separate write enable signals are generated (RAMWET and 
RAMWEB) and ANDed together on the card to generate 
RAMWE. Two small asynchronous state machines are used 
to generate these signals. Figure 10 and 17 show their state 
diagram. Figure A-5 shows a detailed timing diagram of a 
NuBus write cycle to RAM. Le 


Supporting 32-bit transfers on NuBus father than 16 only 
introduces one extra wait state per NuBus cycle to the RAM 
while doubling the data throughput per transfer. 


NIC MASTER CYCLE 


SO, will enter state S6 where it acknowledges the request 
and hands over control of the local bus to the NIC. Any 
requests from the NuBus interface will be held until the NIC 
completes its local DMA burst and clears its request line 
allowing the sequencer PAL to return to the idle state SO. 
Figure 14 shows an NIC to RAM cycle, its request coinciding 
with the start of a NuBus cycle, thus illustrating the arbitra- 
tion process. 


- Note the NIC runs on a separate 20 MHz clock, asynchro- 
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nous to the NuBus clock. Therefore NIC signals to the arbi- 
ter sequencer are first synchronized to the NuBus clock with 
a D-type latch (F175) before they are used by the synchro- 
nous sequencer PAL running on the NuBus clock. The sig- 
nals affected are BREQ and NICACK. 
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FIGURE 12. NuBus to RAM Read and Write Cycles 
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FIGURE 13. NuBus to RAM—Write Cycles with Arbitration 
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FIGURE 14. NIC to RAM—Write Cycles with Arbitration 
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title ‘Bus Controller 
Andrew Pagnon 7-3-89'; 


“ Modified for using Abel State_Machine language 
“32bit Nubus Version” 


“declarations” 
TRUE = 1; 
FALSE = 0; 


PAL1B device ‘P16R4‘; 


“inputs” 
NBCK 
QBREQ 
QNICACK 
MYSLOT 
LCT4 
BERR 
EBSLOT 
LCT5 
ONE 


“outputs” 
TMO pin 
TM1 pin 
ACK pin 
DASB pin 
BACK pin 
TOP pin 
NBADOE pin 
NICADOE pin 


“Declarations 
H,L,CK, XX = 1,0,.C.,.X.3 


input = [QBREQ, QNICACK, MYSLOT, LCT4, BERR, EBSLOT, LCTS} ; 


s0 “bl1il1l; 
sl = *b1010; 
s2 = “*b1110; 
33 “b1011; 
s4 “booll; 
s5 “b0111; 
86 “b1101; 





equations 


enable TMO = !ACK; 
!'7MO = BERR; 
TL/F/10805-20 
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enable TM1 = !ACK; 
!TM1 = !ACK; 


enable NBADOE = TRUE; ; Bh as 
!NBADOE = BACK & !ACK # BACK & !DASB # BACK & !QBREQ # BACK & !TOP; 


“ NBADOE = !BACK* + BREQ . (ACK* . DASB* , BACK* . TOP*)”. 
“NBADOE IS NOT ACTIVE IF BACK IS ACTIVE OR IF BREQ IS ACTIVE DURING SO” 


enable NICADOE = TRUE; 
!{NICADOE = QBREQ & ! BACK; 


state_diagram [ACK, DASB, BACK, TOP} 


State s0: case (input == [1,XX,XX, XX, XX, XX, XX] ) 
(input == (0,XX, 0,XX,XX, 0,XX)) 
(input == (0,XX, 1,XX,XX, XX, XX)}) 

endcase; 


case (input (XX, XX,XX,XX, 0,XX,XX)) :s5; 
(input (XX, 0, 0, 1,XX,XX)) :34; 
(input (XX, XX, 1, 1,XX, 1)) :34; 
(input (XX, XX, 1, 1,XX, 0)) :s2; 
(input (XX, 1, 0, 1,XX,XX}) :s1; 
endcase; 


goto s3; 
goto s4; 
goto s0; 
goto s0; 
case (input == [0,XX,XX, XX, XX, XX, XX)) 


(input == [1,XX, XX, XX, XX, XX, XX) ) 
endcase; 
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so” 
S6” 
S6” 
so” 
Si” 
So” 
ss” 
so” 
S6” 
So” 
$1” 


“NB TO NIC START CYCLE 


-> (.-Z2.,.2e,1,1,0,1,1,0); “HOLD NIC BREQ 
-> (.2.,.%.,1,1,1,1,0,1]; “CLEAR NIC BREQ 


-> [.2.,.2.,1,0,1,0,0,1); “NB TO NIC - 
“NIC BREQ - SET NB ACK S4” 


“RETURN TO IDLE 
“NIC MASTER 


=> [.20,.Ze,l,l,1,1,0,1); “RETURN TO IDLE 


IDLE WITH NO EBSLOT 
-> {.2.,.2.,1,0,1,0,0,1]3 “NB TO RAM 


NB TO RAM - 
“BERR SETS 
-> [.2.,.2.,1,1,1,1,1,1]; “IDLE NIC BREQ SETS 


-> [.2.,.2.,1,1,0,1,1,0]; “NIC MASTER 
“RETURN TO IDLE- 


“SET NIC BREQ 
“NB TO ROM - 


0 ,0,0,1,1,0,1]; “NICACK SETS 
; uw 


-2.,1,0,1,0,0,1]; “WAIT FOR NICACK 
-> [.2.,.%.,1,1,1,1,0,1); “RETURN TO IDLE 


NICADOE) ) 


-> [LoXeg Kage Roy Keg Knog Koy Rey XJ? 
-> (.2.,.2.,1,1,0,1,1,0); “NB TO MEM -NIC. MASTER S6” 


-> [.2.,.2.,1,1,1,1,0,1); “TEST FOR IDLE 


-> [Key Xeg Koy Keg Xoy Kay Key Xe] F 
-> [.Z.,.2.,1,1,0,1,1,0]; 


-> [Xe Keg Keg Kee Keg oXey Xe X.)F 


-> {.2Z., 
-> [ 0 t 


Coe I eee Boon Bee oe oe oe oe ee ee 
oooooooqo0o0°o0o0o°0o o& 


»s e6© & &®& & &® %&*& &®& &® & & & & & 


9 Odd A HOC eA HRA nA AHA Aa 


ASB, BACK, TOP, NBADOE, 


oooooo0o0oo0coeoooqoo0oo;9”jer 
-_es © &©& © &© S&S © Be eee ew Be we 
At A Ont KH ett et HA anda ete 


~~ e* & & & & & & & & & & & & & & 


~ 


ooooooo oon nct HOOK aAt AO 


. 2« © © &=& & & 8 & & & &e &® & & ®& 
VOOOVHOVO0V0VOO00 000 00 


et et ee ee es ee ee st 


-C.,1,1,0,0,1,0,0,0)} 


A 
1 
fa 
a 
fo} 
wn 
& 
g 
my 
g 
Yn 
fee) 
(2) 

- 
g 
(| 
a 
o 
iJ 
12) 
xa 
fs 
{e) 
ed 
y 
ot 
> >) 
wa 
13) 
«& 
16) 
H 
A 
a 
a 
z 
a 
a 
wa 
16) 
a 


test vectors 


. 
e 
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$1” 
$3” 


“RETURN TO IDLE 
“NIC MASTER 
“RETURN TO IDLE 
“STAY IN IDLE 


. 
‘ 
. 
’ 
° 
’ 
ry 


] 
] 


0 ,0,0,1,1,0,1); “ACK to NUBUS 
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-> (.Z.,.2. 
-> (.Z.,.2. 
-> [.2.,.2. 


=> [.2.,.2.,1,1,1,0,0,1]; “NIC BREQ-LTCH DA16-31 $2” 
-> (.2.,.2. 


-> (.Z.,.2.,1,0,1,1,0,1]; “EB DA0-15 


-> [ 0 ’ 


Add dant adia«det 
es 8 © & & & & 
Ont xt erin A OOS 


- &©& e& 8& &®& & & & 


00000000 


et ae ee st es es 
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module pal_2 


title ‘Memory decoder 
Andrew Pagnon 8-3-89'; 


“declarations” 
TRUE = i; 
FALSE = 0; 


PAL2 device ‘P16L8’; 


“inputs” 
LCTO pin 
LCTi pin 
LCT2 pin 
LCT3 pin 
LCT4 pin 
LCTS pin 
MYSLOT pin 
DASB pin, 
NICADOE pin 
MSRAMSL pin 


“outputs” 3 
RAMCS1 pin 
ROMCS pin 
NICCS pin 
RAMCS0 pin 
RAMCS3 pin 
RAMCS2 pin 


BERR pin 
SRD pin 


equations 


enable RAMCS0O = TRUE; 


'RAMCSO 
# LCTO LCT1l & !LCT2 & 
¥ !LCTO LCT1 & LCT2 & 
# !LCTO LCT1l & !LCT2 & 
# !LCT1 LecT4 & !LCTS & 


enable RAMCS1 = TRUE; 


!RAMCS1 
# Leto LCT1l & LCT2 & 
# !LCTO LCT1 & LCT2 & 
# !LCTO LCT1 & !LCT2 & 
# !LCT1 LCT4 & !LCTS & 


!NICADOE & !MSRAMSL 


{LCT3 & LCT4 & !LCTS 
!'LCT3 & LCT4 & !LCTS 
!'LCT3 & LCT4 & !LCT5 
!MYSLOT; “ Read ™ 


!NICADOE & !MSRAMSL 


!LCT3 & LCT4 & !LCTS 
!{LCT3 & LCT4 & !LCTS 
'LCT3 & LCT4 & !LCTS5 
'MYSLOT; “ Read “ 
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!MYSLOT 
!MYSLOT 
'MYSLOT 


!MYSLOT 
!MYSLOT 
!MYSLOT 
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enable RAMCS2 = TRUE; 
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!RAMCS2 = !NICADOE & MSRAMSL : ar Loe 

# ucT0 & LCTl & !LCT2 & LCT3 & LCT4 & !LCTS !MYSLOT “ Write byte 2” 
!LCTO & LCT1l & LCT2 & LCT3 & LCT4 & !LCT5 !IMYSLOT “ Write hw 1 * 
{LCTO & LCT1 & !LCT2 & !LCT3 & LCT4 & !LCT5 IMYSLOT “ Write word “ 
!'LCT1 & LCT4 & !LCTS & !MYSLOT; “ Read “ 


enable RAMCS3 = TRUE; 


!RAMCS3 = !NICADOE & MSRAMSL 

# = LCTO LcTl & LCT2 & LCT3 & LCT4 & !LCTS !MYSLOT “ Write byte 3 
# !LcTO LCT1 & LCT2 & LCT3 & LCT4 & !LCTS 'MYSLOT “ Write hw 1 “ 
# !LCTO LCT1 & !LCT2 & !LCT3 & LCOT4 & !LCTS 'MYSLOT “ Write word “ 
# !'LCT1 LCT4 & !LCTS & !MYSLOT; “ Read “ 


enable ROMCS = TRUE; 
tROMCS = !LCT1 & LCT4 & LCTS & !MYSLOT & !DASB; “ Read “* 


enable NICCS = TRUE; 
!NICCS = !DASB & !MYSLOT & !LCT4 & LCT5; “ NIC Register Read or Write “ 


enable SRD = TRUE; 
!SRD = !NICCS & !LCT1; “ NIC register read “ 


enable BERR = TRUE; 
'BERR = LCT1 & LCT4 & LCTS & !MYSLOT “ROM WRITE” 
# !LCT4 & !LCTS & !MYSLOT; “NOT IN CARD” 


test_vectors 
([LCT0, LCT1, LCT2, LCT3, LCT4, LCT5, MYSLOT, DASB, NICADOE, MSRAMSL] -> 
[RAMCSO, RAMCS1, RAMCS2, RAMCS3, ROMCS, NICCS, BERR, SRD}) ee os 
[Xeg Keg Keg Key Koy Keel, .X-70,0) -> [0,0,1,1,1,1,1,1] "NIC RD/WT RAM HWO" 
[Kop Koy oXey Koy Xey Xepl, .X., 0,1) -> 1,1);”NIC RD/WT RAM HW1" 
(1,1,0,0,0,1,0,0,1, .X.] -> WI NIC BYTEO" 

-> ; RD NIC WD” 

=> RD ROM WD” 

-> RD 


WD ” 
oX%.,1,.%. -> ; wr BYTEO" 


FS gates are as -> ; Wr BYTE1" 
Be ore re a -> 1, ;"NB WT BYTE2" 
Mis ee -> Wr BYTE3" 
Fb eee eee =>, wT HWO" 
EXep puke) -> ; WT HW1" 
iglee Kel -> ; WT wD” eo 
Es Op Oy Reg la cRe) -_> RD BY BERR” 
(0p) Xp Lely 0-0) Xe 2eeRV -> ; RD H1,BL BERR” 
(0:70)-15.0)05 07 0ce%5 lake] -> RD HO BERR” 
(ehup leuko Rip leleOpskep locked -> ; wT _ BERR” 
CiRieg cB iy Mey (607005589 2). = 11, 1505; IN CARD BERR” . 


(ger 





end pal _2 
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module pal 3 


title ‘Memory and buffer control 
Andrew Pagnon 23-3-89'; ~~ 


“declarations” © 
TRUE = 1; 
FALSE = 0; 


PAL3 device ‘P161L8’; 


“inputs” 
START pin 
NBCLK =< pin 
ACK pin 
DASB pin 
MYSLOT pin 
LCT1 pin 
MRD pin 
TOP 
LCT5 ’ pin 
RESET pin 


Se Me Se Se Me 


KFPw OTD UW hm WD PB 


[eS et 
. 


“outputs” 
DBNBOE 
NBADCK 
Cc 
RAMWEB 
NBDBOEB 
A 
EBSLOT 
ACKN 


equations 


enable A = TRUE; _ 
'R = A & !NBADCK & START & NBCLK # 'A & !NBADCK & START 
# 'A & !NBADCK & !NBCLK # !A & !NBADCK & !START & NBCLK; 


enable NBADCK = TRUE; : 
!NBADCK = A & NBADCK & !START & !NBCLK # A & !NBADCK & !START 
# A & !NBADCK & !NBCLK # A & !NBADCK & START & NBCLK 
# 3A & !NBADCK & START # !A & !NBADCK & !NBCLK; 


enable C = TRUE; : 
tc = !C & RAMWEB # !C & 'RAMWEB & ACK & !DASB 
+ C & RAMWEB & NBDBOEB; - : 


enable RAMWEB = TRUE; 

!RAMWEB = !C & RAMWEB & !NBDBOEB # !C & -!RAMWEB & ACK & !DASB- 
# !C & !RAMWEB & !ACK # !C & !RAMWEB & DASB 
# C & !RAMWEB & NBCLK; 
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enable NBDBOEB = TRUE; 
!'NBDBOEB = LCT1 & !DASB & !MYSLOT & TOP & !LCTS; 
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enable DBNBOE = TRUE; 
!DBNBOE = !LCT1 & !DASB & !MYSLOT 
# !LCT1 & !TOP & !MYSLOT; 


enable EBSLOT = TRUE; 
'EBSLOT = EBSLOT & !START & RESET # !EBSLOT & ACK & RESET; 


enable ACKN = !ACK; 
'ACKN = !ACK; 


test_vectors 

( (START, NBCLK, ACK, DASB, MYSLOT, LCT1, TOP, LCTS, RESET] 

[A, NBADCK, C, RAMWEB, NBDBOEB, DBNBOE, EBSLOT, ACKN] ) 

{1,1,1,1,1, .X.,1,.X.,0] -> [Xs Xog Xey Key Xe -X 

(1,0,1,1,1,.X%.,1,.X.,1] [Keg Keg Key eXeg Key eXoy Key 

(1,1,1,1,1, .X.,1,.X.,1]) [.X., .X.,.X.,-X.e1,1,1,.2.];3 

(1,0,1,1,1, .X.,1, .X.,1] [.X.,.X.,.X.,.X.,1,1,1, .2.);3 
[.X.,1,0,1,1,1,0, .2.J]#”S0,START LOW NBCKL HIGH” 
{1,1,0,1,1,1,0,.2.];”S0,MYSLOT* Low, S0" 


X.J; 
PP. ree lie 


"si" 
”S1,NBCLK2=0" 
”“S2 NBCLK3=1" 
"so" 
"“S2 we 
;”S2,NBCLK3=0" 


=e Me Me Me Me 


3”S3,NBCLK4=1" 
3”S3" 
7”°S3,NBCLK=0" 


“S0,START*=0, NBCLK5=1" 
”“S0,NIC OR ROM WRITE” 
”“S$0,NBCLK5=0" 
“$0,MYSLOT*=1" 
“S1,NBCLK6=1" 
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module pal_4 


title ‘32 bit Nubus control 
Andrew Pagnon 11-10-89'; 


“declarations” 
TRUE = 1; 
FALSE = 0; 


PAL6 device ‘P16L8’; 


“inputs” 

TOP pin 

NBCLK pin 

DASB pin 

BACK pin 

LADO pin 

MYSLOT pin 

ACK pin 

BERR pin 

LCT1 

LCT4 . ' . pin! 
LCTS pin. 


“outputs” 
RAMLADO 
TBCK 
NBDBOET 
RAMWET 
D 
DBNBOEB 


equations 


enable RAMLADO = TRUE; oo 
!RAMLADO = !BACK & !LADO # BACK & !TOP; 


enable TBCK = TRUE; 
!TBCK = TOP # NBCLK # !DASB; 


enable NBDBOET = TRUE; © ae AS 
!NBDBOET = LCT1 & !MYSLOT & !TOP “RAM” 


# LCT1 & !MYSLOT & !DASB & BERR & !LCT4; “NIC” © 


enable RAMWET = TRUE; 

!RAMWET = !D & RAMWET & !NBDBOET 

'D & !RAMWET & !DASB & !MYSLOT & ACK 
'D & !RAMWET & DASB: 

!D & !RAMWET & !ACK 

!D & !RAMWET & MYSLOT 

# D & !RAMWET & NBCLK; 


enable D = TRUE; 

{Dp = !D & RAMWET 
# !D & !RAMWET & !DASB & ACK & !MYSLOT 
# D & RAMWET & NBDBOET; 
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enable DBNBOEB = TRUE; 
!DBNBOEB = !LCT1 & !DASB & 
# !LCT1 & !TOP & 


{LCTS 
!LCTS; 


'MYSLOT & 
!MYSLOT & 


989-NV 


test_vectors 
({TOP, NBCLK, DASB, BACK, LADO, MYSLOT, ACK, BERR, LCT1, LCT4, LCT5] -> 
(RAMLADO, TBCK, NBDBOET, RAMWET, DBNBOEB) ) 
[1,1,1,0,1,1,1,1, .X.5 Xp .X-] -> [Xp Xe ye -Xey Key -X~) 7 “RESET” 
Keg Key K.) > [Xp -Xee Xo, Key -X.) } “RESET” 
X.,.X.) -> [1,0,1,1,1};”LAD0=1, BACK*=0" 
oX.,.X.) -> [1,0,1,1,1];7 
X.,.X.) -> [0,0,1,1,1] ;”LAD0=0, BACK*=0" 
X.,-X.] -> (0,0,1,1,1); 
-X.,.X.) -> [0,0,1,1,1]7 
X.,.X.,.X.) -> [(0,0,1,1,1]; 
-> [{1,0,0,0,1];”S1,NIC WT” 
-> [(1,0,0,0,1);”S1,NIC WI,NBCLK=0" 
-> [(0,0,0,0,1]);”"S4,NIC WT, ACK=0" 
-> [0,0,0,1,1};”S4,NIC WT, ACK=0,NBCLK=0" 
-> [0,0,1,1,1]);”S0" 


”"LADO=0, BACK*=1, TOP=1->RAMLAD0=1" 


{1,1,0,1, .X.,0,0,1,1,0,1] 
(1, 0,0, l, ~X.,0, 0,1, 1, 0, 1) 
{[1,1,1,1,.X.,0,1,1,1,0,1) 








[1,0,1,1, 
{0,1,0,1, 
(0,0,0,1, 
{1,1,0,1, 
(1,0,0,1, 
{1,1,1,1, 
(1,0,1,1, 
{0,1,0,1, 


{0,0,0,1,. 


{0,1,1,1, 
{0,0,1,1, 
{1,1,0,1, 
{1,0,0,1, 
{1,1,0,1, 
(1,0,0,1, 
(1,1,1,1, 
{1,0,1,1, 
{0, 1,0,1, 
(0,0,0,1, 
{1,1,1,1, 
(1,0,1,1, 
(1,1,1,1, 
{1,0,1,1, 
[0,1,0,1, 
(0,0,0,1, 
[1,1,1,1, 
{1,0,1,1, 
{1,1,1,1, 
{1,0,1,1, 
{0,1,0,1, 
[0,0,0,1, 
(0,1,1,1, 
(0,0,1,1, 
{1,1,0,1, 
{1,0,0,1, 


-X.,0,1,1,0,1,1) 
-X.,0,1,1,0,1,1) 
-X%.,0,1,1,0,1,1]) 
-X.,0,0,1,0,1,1) 
-X.,0,0,1,0,1,1)} 
-70,1,1,0,1,1] 
-70,1,1,0,1,0) 
-70,1,1,0,1,0) 
-70,1,1,0,1,0) 
-70,1,.X%.,0,1,0) 
-70,1,.X.,0,1,0) 
-X.,0,1,0] 
X.,0,1,0) 
X.,0,1,0] 
-X.,0,1,0] 
Xe, 
f 


0 
0 
0 


Fe ears en ee 71,0) 
Sf0et elt 0) 
.X.,0,1,1,1,1,0) 
0.50; 1, 15,170) 
iX ve OiOx sXe lie dy 01 
.X.,0,0, .X.,1,1,0] 
.Xo, 0,1, .X-,1,1,0) 
Fe teas ee We a 
Ki0 0; 14,7) 
(Xue 0r 1 ly tp] 
Mi (0,0, Xie 7 1) 
(Kei, 0 0; cKve bly) 
Kup hy lon Xigdr as 2 
.X.,0,1,1,1,1,0] 
.X.,0,1,1,1,1,0) 
Roy Op De ly 1p 170) 
i061; 

eee ee eee 
eX, 0; 1 

Kp0 ple 


-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
-> 
~> 
-> 
-> 
-> 
-> 
-> 
-> 


(0,0,1,1,1];"S0" 

(1,0,1,1,1];°S1,ROM 
([1,0,1,1,1];”S1,ROM 
(0,0,1,1,1];”S4,ROM 
(0,0,1,1,1];"S4,ROM 
(0,0,1,1,1];”S0" 

[0,0,1,1,1}];”S0" 

{1,0,1,1,0}];”S1,RAM 
{1,0,1,1,0];”%S1,RAM 
{1,0,1,1,0];”S2,RAM 
{1,1,1,1,0];”S2,RAM 
(0,0,1,1,0];”"S3,RAM 
{0,0,1,1,0];”S3,RAM 
([0,0,1,1,0];”S4,RAM 
{0,0,1,1,0];”S4,RAM 
{0,0,1,1,1]};”S0" 

{0,0,1,1,1};”S0" 

(1,0,0,0,1);”S1, RAM 
{1,0,0,0,1];"S1,RAM 
[0, 0, 1, 0, 1) 3”S5, RAM 
(0,0,1,1,1];”S5, RAM 
[0,0,1,1,1];”S0" 

[0,0,1,1,1]);”S0" 

(1,0,0,0,13;"S1,ROM 
(1,0,0,0,1);”S1,ROM 
[0,0,1,0,1);”S5,ROM 
(0,0,1,1,1);”S5,ROM 
([0,0,1,1,1]);7”S0" 

(0,0,1,1,1]);”S0" 

(1,0,0,0,1);”S1,RAM 
{1,0,0,0,1];”S1,RAM 
{1,0,0,0,1]);”%S2,RAM 
{1,1,0,1,1];”S2,RAM 
{0,0,1,1,1];”S3,RAM 
(0,0,1,1,1)7”S3,RAM 
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RD” 

RD, NBCLK#=0" 

RD, ACK=0" 

RD, ACK=0, NBCLK=0" 


RD” 

RD, NBCLK=0" 

RD” 

RD, NBCLK=0, TBCK=1" 
RD, TOP=1" 

RD, NBCLK=0" 

RD, ACK=0" 

RD, ACK=0, NBCLK=0" 


wr” 
WT, NBCLK=0" 

WT, BERR=0" 

WT, BERR=0, NBCLK=0" 


WT” 

WT, NBCLK=0" 

WT, BERR=0" 

WT, BERR=0, NBCLK=0" 


WT” 

WT, NBCLK=0" 

Wr” 

WT, NBCLK=0, TBCK=1" 
WT, TOP=1" 

WT, NBCLK=0" 
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[1,1,0,1,.X.,0,1,.X.,1,1,0) (0,0,1,1,1});”S4,RAM WT, ACK=0" 
(1,0,0,1,.X.,0,0,.X%.,1,1,0] [0,0,1,1,1];”S4,RAM WT, ACK=0,NBCLK=0" 
{1,1,1,1,.%.,0,1, .X.,1,1,0] [0,0,1,1,1};”S0" : : eg 
{1,0,1,1,.X.,0,1, .X.,0,1,1] [0,0,1,1,1];”"S0" 

(0,1,0,1, .X.,0,1, .X.,0,1,1] ([1,0,1,1,1]+”S1,ROM RD” 
{0,0,0,1,.X.,0,1,1,0,1,1] e {1,0,1,1,1];”S1,ROM RD, NBCLK=0" 
{1,1,0,1, .X.,0,0, .X.,0,1,1] {0,0,1,1,1]7”S4,ROM RD,ACK=0" .. | 
{1,0,0,1,.X%.,0,0, .X.,0,1,1] ~>,-[0,0,1,1,1];”S4,ROM RD, ACK=0,NBCLK=0" 
{1,1,1,1,.X.,0,1, .X.,0,1,1) (0,0,1,1,1);7”S0" . 
{1,0,1,1, .X.g1,1, .Xe— eXeg Xe X.). > -[1,0,1,1,1] "80" 
[1,1,1,1, -X.pl,1, .Xe~ -Xog Xap eX.) —> [1,0,1,1,1) 7”S0" 

[epee Kyi Keg 0709 Repo Rsg Kip Xcg eK Re] o> 

(0, .X.,.X%.,-%-, -X.) 7 ”"BACK*=0, LADERLAD=0" 

[Xe g Key Kee Op ly Xeg Xog Roy oXey Rez - HX) > 
(1,.X.,.X%.,.X.,.X.);”BACK*=0, LADERLAD=1" 


end pal_6 
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ARBITER STATE | 


| S4 
ae = ae ee 
ee 


__NBCLK 
(NUBUS CLOCK) 


=. /DASB 
(DATA STROBE) 


/ROMCS 
(ROM CHIP SELECT) 


| DATO=7 
(LOCAL DATA BUS) 


/ADD24=31 
(NUBUS MUX ADDRESS/DATA LINES) 


989-NV 


ROM DATA (READ) 


ROM DATA (READ) 


TL/F/10805-15 


FIGURE A-1, Detalled NuBus to ROM Read Timing © 


TIMINGS , 

A = 15 ns, 16R4B prop delay, NbCik to DaSb . 

B =. 15 ns, 16L8B prop delay, DaSb to ROMCS 

C = 8ns, F651 prop delay, Data Bus to NuBus 

D = 35 ns, Max ROM enable access time, ROMCS to Data 
Bus 

E = 21 ns, NuBus data set up time, NuBus data to NbClk 
low (S4) 


Note: The address to the ROM is valid midway through the SO state. There- 
fore the ROM address access time (70 ns) is not in the timing critical 
path. 
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ROM READ DATA SET UP TIME 


Spec TimesToBeMet — 

Read data set up time to NuBus © 
(NbCIk(S4)low) = 21.ns«- - 

(Tsu in Nubus spec) 


Adapter Card Times 

Read data set up time Boe 2 
Tep(S1) + Tew(S4) -A-B-—C-D 
100 + 75+ 15+ 15—8 — 35 
102 ns (81 ns to spare) 


Data hold times are as per RAM read cycles 





AN-686 


ARBITER STATE | 


NBCLK 
(NUBUS CLOCK) 


/NICACK 
» (NIC ACKNOWLEDGE) ° 


/QNICACK 
- (SYNC NIC: ACKNOWLEDGE) 


DATO=7 
ioe DATA BUS) 


/ADD24=31 
(NUBUS: MUX ADDRESS/DATA LINES) 


NIC DATA (READ) 


NIC DATA (READ) 


TL/F/10805-16 


FIGURE A-2. Detailed NuBus to DP8390 Read Timing 


TIMINGS 

A = 4ns, Min F175 prop delay, NICACK to QNICACK 

B = 10 ns, Typ 16R4B Set Up, QNICACK to NBCIk 

C = 8 ns, F651 prop delay, Data Bus to NuBus ~ : 
D = 55 ns, NIC Register access time, NICACK to Data Bus 
E = 21 ns, NuBus Data set up time, NuBus data to. NbCik 
Data hold times are as per RAM read cycles 
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NIC REGISTER READ DATA SET UP TIME 


Spec Times To Be Met 
Read data set up time to HuBustNpelkes)ow) = 21ns' 
(Tsu in NuBus spec) 


Adapter Card Times 


Read data set up time = 
Tew(S2)+A+B—C—D = 75+44+10- B— 55 
= 26 ns (5 ns to spare) 


(Note B is a typical value) - 











ARBITER STATE | 


NBCLK 
(NUBUS CLOCK) 


/DaSb 
“(DATA STROBE) 


/NBDBOET 
(NUBUS TO DATA OUTPUT ENABLE) 


/RAMWET (MWR 
(WRITE ENABLE TOP 


DATO=7 
(LOCAL DATA BUS) 


4=31 


/ADD24=31  <emem 
(NUBUS MUX ADDRESS/DATA LINES) 


989-NV 


“{ NUBUS DATA (WRITE) E 
— ( NUBUS DATA (WRITE) ) 


TL/F/10805-17 


FIGURE A-3. NuBus to NIC Write Timing 


TIMINGS 


A+B+C = 45 ns, 16R4B and 16L8B dela: 
NbCIk to RAMWET 


D = 52 ns, NuBus data enable (Ton+2Tpd), DaSb to 
ROMCS 


E = 8 ns, F651 prop delay, Data Bus-to NuBus 

F = 25 ns, Nubus data hold time (Tcp—Tew) 

G = 2 ns, F651 min prop delay, Local bus to NuBus 
For Tcp, Tew, Ton, Tpd see RAM read timings © 


NIC REGISTER WRITE DATA SET UP TIME | 


Spec Times To Be Met 
Write data set up time to end of MWR = 20 ns (NIC spec) 


Adapter Card Times 


Write data set up time to end of MWR = 
Tep(S1) + Tew(S2)—D—E = 115 ns (95 ns to spare). 
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NIC REGISTER WRITE DATA HOLD TIME 


SpecTimesToBeMet 
Write data hold time after MWR = 


Adapter Card Times 


Write data hold time after MWR = 
(C = 10 ns (D series PAL)) 


NIC REGISTER WRITE WIDTH FROM ACK 


17 ns.(NIC spec) 


F+E-C = 17 ns 


° Spec Times To Be Met 


Write width from ACK = he ns min (NIC spec) 


Adapter Card Times 
As RAMWET (MWR) is set before S4, 


' . ACK to RAMWET: > 75 ns'(>25 ns to spare). 
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aremer stare | 22 | st 2s'| oa @ | = | ss 
NBCLK | LJ [— | | [71 
(NUBUS CLOCK) "a see aad wh 


_A— 25 ns 


/ADD24=31 NUBUS ADDRESS ( | RAM DATA TO NUBUS 16-31 f RAM PATA To 


LADO=21 NUBUS ADDRESS . 
(LOCAL ADDRESS) j ’ - 
/MYSLOT . ; 
/RAMCS ae 
(RAM CHIP SELECT) - 
/DaSb 
(DATA STROBE) - all« 
/DBNBOE tia 


(TOP BUS CLOCK PULSE) 


/RAMOE 
~ (RAM OUTPUT ENABLE) 


/TOP ep H 
(TOP HALF OF 32 BIT WORD) 
/RAMLADD 


(RAM LOCAL ADDRESS 0) rz Peal 


DATO=15 ‘notes RAM DATA TO 
LOCAL DATA BUSM SD NUBUS 0215 

ae TL/F/10805-18 
FIGURE A-4. NuBus to RAM Read Timing and Address Recognition Timing 
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K = 8 ns, F651 prop delay, Local data bus to NuBus 
P = 15 ns, PAL16L8B prop delay, NbCIk(S2) low to TBCK 


Spec Times To Be Met 

RAM Read data set up time to NuBus 
(NbCIk(S4)low) = 
M = 21 ns (Tsu in NuBus spec) 

RAM Read data set up time in TBCK = 7 ns 
(F651 spec) 

TBCK minimum pulse width = 7 ns 
(F651 spec) 

Adapter Card Times 


NbCik(S1) to RAM Read data (bottom 16 bits) on local data 
bus = H+J+L = 130 ns 


Set up time to TBCK = Tcp(S1+S2)—130 = 70 ns 
(63 ns to spare) 


NbCIk(S3) to RAM Read data (32 bits) on NuBus = 
H+J+L+K = 138 ns 
Adapter Card Times 


Data buffer enabling signals are not cleared until after 
NbCik(S3) goes high 


Hold time on Local data bus after TBCK > 
Tep(S2)—Tew(S2)—P = 10 ns 

(> 10 ns to spare) 
Data must be held on NuBus while NbCIk(S4) is low and as 
buffer enabling signals are not cleared until the next rising 
edge of NbClk, NuBus hold time is met 
Address Recognition 


= 52 ns, Nubus address valid (Ton+ 2Tpd), 
NbClk to NuBus 


= 10 ns, F533 prop delay, Nubus to Local Address 
= 11 ns, F521 prop delay, Local address to MySlot 


ARBITER STATE 
NBCLK 
(NUBUS CLOCK) 


/DaSb 
(DATA STROBE) 


/NBDBOET/B 
(NUBUS TO DATA OUTPUT ENABLE) 


/RAMWET/B 
(RAM WRITE ENABLE TOP OR BOTTOM) 


/RAMWE 
(RAM WRITE ENABLE) 


/ADDO=31 
(NUBUS MUXED ADDRESS DATA LINES) 


/DATO=15 
(LOCAL DATA BUS) 


$1 OR S3 


TIMINGS pac 
A = 15ns, B series PAL prop delay, NbCik to DaSb or TOP 


B= 15 ns, PAL16L8B prop delay, DaSb or TOP to 
NBDBOE 


C = 15ns, PAL16L8B prop delay, NBDBOE to RAMWET/B 
D = 6.5 ns, F11 prop delay, RAMWET/B to RAMWE 


E = 52 ns, NuBus data turn on time, NbCIk(S1) to Local 
data bus 


F = 8 ns, F651 prop delay, Local data bus to NuBus 
RAM CE TO END OF WE 


Spec Times To Be Met 
RAM CE to end of RAMWE = 85 ns (RAM spec) 


Adapter Card Times 

RAMCE is driven during SO (See RAM read timing) 
RAMCE to end of RAMWE>Tcp(S1)+ Tcew(S2) = 175 ns 
(>90 ns to spare) 

RAM WE PULSE WIDTH 


Spec Times To Be Met 

RAMWE pulse width = 70 ns min (RAM spec) 

Adapter Card Times 

RAMWE pulse width > Tep(S1) + Tew(S2) -A—B-C—D = 
123.5 ns (53.5 ns to spare) 

DATA VALID TO END OF WE 

Spec Times To Be Met 

Data valid to end of RAMWE = 50 ns min (RAM spec) 
Adapter Card Times 


Data valid to end of RAMWE = Tep(S1)+Tcw(S2)—-E-F 
= 115 ns (65 ns to spare) 


989-NV 


S2 OR S4 


TL/F/10805-19 


FIGURE A-5. NuBus to RAM Write Timing 
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DATA HOLD AFTER END OF WE 


Spec Times To Be Met 
Data hold after end of RAMWE = Ons min (RAM Spec) 


4 


Adapter Card Times. 


Data buffer enabling signals are not. cleared. unitl after 
NbClk(S3) goes high a 


Data hold after end of RAMWE > 


Tep(S2 or $4)+ Tew(S2 or $4)- C-D = 3. 5 ns | < 
(>3.5 ns to spare) 
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DP839EB Network 
Evaluation Board 


GENERAL DESCRIPTION 


The DP839EB LAN Evaluation Board provides IBM PCs, 
IBM PC ATs and compatibles with Ethernet, Thin-Ethernet, 
Twisted Pair Ethernet and StarLAN connections. The 
DP839EB is compatible with the PC- ou and requires only a 
Y, size slot for installation. 


The LAN Evaluation Board utilizes the National Semicon- 
ductor IEEE 802.3 chip set consisting of the DP8390 Net- 
work Interface Controller, the DP8391 Serial Network Inter- 
face Adapter, and the DP8392 Coaxial Transceiver Inter- 
face. The dual DMA capabilities of the DP8390, coupled 
with 8 kBytes of local buffer RAM allow the evaluation board 
to appear as an I/O port to the system. 

The Evaluation Board provides the designer with a good 
example of an 8-bit controller implementation, that can be 
extrapolated to 16-bit buses. 

In addition, software is included with the board to facilitate 
low level functional check out of the board, and as a guide 


to programming the board. The source code is provided, . 


and can serve as a model for additional software develop- 
ment. 


Additionally the DP839EB is compatible with Novell Net- 
Ware™, and TCP/IP software support is available through 
third party developers. 

HARDWARE FEATURES 

¢ Half-size IBM PC card form factor 


¢ DP8390 IEEE 802.3 Chip Set utilizing dual DMA control- 
ler 


8 kByte on board packet buffer 


Interfaces to PC using DMA, or to an AT via string 1/0 
instructions 


Ethernet connector (15 pin D), Thin-Ethernet connector 
(BNC) 


¢ StarLAN with optional daughter card 
Low power operation 
¢ Utilizes DP8390, DP8391, and DP8392 


SOFTWARE FEATURES 


¢ No Software changes for conversion between Ethernet/ 
Cheapernet and StarLAN 2 


¢ Demonstration and diagnostic software available 


National Semiconductor 
Application Note 479 


NETWORK INTERFACE OPTIONS 


The evaluation board supports three physical layer options: 
Ethernet, Cheapernet and StarLAN. When using Ethernet, a 
drop cable is connected to an external transceiver which is 
connected to a standard Ethernet network. (See Figure 7). 
When using Cheapernet, a low cost version of Ethernet, a 
transceiver is available on-board allowing direct connection 
to the network via the evaluation board. (See Figure 2). 
When using a StarLAN network, an optional daughter card 
replaces the SNI function and implements the required elec- 
tronics to interface the DP8390 NIC to StarLAN. This config- 
uration is illustrated in Figure 3. No software changes are 
needed for conversion between any of the described config- 
urations. 


HARDWARE DESCRIPTION 


The block diagram shown in Figure 4 illustrates the architec- 
ture of the Network Interface Adapter. The system/network 
interface is partitioned at the DP8390 Network Interface 
Controller (NIC). The NIC acts as both a master and a slave 
on the local bus. During reception or transmission of pack- 
ets, the NIC is a master. When accessed by the PC, the NIC 
becomes a slave. The NIC utilizes a local 8-bit data bus 
connected to an 8k x 8 Static RAM for packet storage. The 
8k x 8 RAM is partitioned into a transmit buffer and a re- 
ceive buffer. All outgoing packets are first assembled in the 
packet buffer and then transmitted by the NIC. All incoming 
packets are placed in the packet buffer by the NIC and then 
transferred to the PC’s memory. The transfer of data be- 
tween the evaluation board and the PC is accomplished us- 
ing the PC’s DMA in conjunction with the NIC’s Remote 
DMA. Two LS374 latches implement a bidirectional I/O port 
with the PC bus. The 8-bit transceiver (LS245) allows the PC 


_ to access to the NIC’s internal registers for programming. A 


32 x 8 PROM located on the evaluation board contains the 
unique Physical Address assigned to each board. 


i | DBIS han 


DROP=CABLE: 


ETHERNET CABLE- 


TL/F/9179~1 


' FIGURE 1. Ethernet Connection 
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T CONNECTOR : 


‘ 7 . TL/F/9179-2 
FIGURE 2. Cheapernet Connector , 


CHEAPERNET 


BNC (= 


NIC 


emHernet &T! 


. D815 


* STARLAN 


PHONE 
JACK 
R= 45 


- BK x 8 
. STATIC RAM 


STARLAN DAUGHTER 
CARD INSTALLED 


8=WIRE 


PHONE CABLE / 


MODULAR PHONE eee ae 


CONNECTOR 
-RI- 45 
me? : es ane TL/F/9179-3 
FIGURE 3. StarLAN Connector 


‘ 


LOCAL BUS IBM PC BUS 


DO=D7. 


DP8390 f@ 


TL/F/9179-4 


FIGURE 4 


Since the NIC is accessing 8-bit memory, only a single de- 
multiplexing latch is required for the lower 8-bits of address. 
An LS373 is provided for this purpose. 


A 20L8 PAL provides the address decoding and support for 
DMA handshaking and wait state generation. 


SOFTWARE SUPPORT 


The evaluation board provides a simple programming inter- 
face for development of software. Several software pack- 
ages are provided for evaluation and development of net- 
works using the DP8390 Chip set. SDEMO is a demonstra- 
tion program that provides a low level interface to the 
DP8390 NIC for transmission and reception of packets. 
SDEMO supports register dumps and simple register modifi- 
cation. CONF is a conferencing program which supports 
simple message transfer. WORKSTAT: and SERVER sup- 
port file transfer between two nodes, one configured as a 
server and a second configured as a workstation. NLS, Net- 
work Load Simulator, is a program that simulates network 
loads based on statistical distributions of packet sizes, 
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bursts and intervals. NLS is useful for performance mea- 
surement and debug of software drivers. NES, Network 
Evaluation Software, consists of sample software drivers 
implementing a low level interface to the evaluation board. 


LOCAL MEMORY MAP — 


The DP8390 NIC accesses an 8k x 8 buffer RAM located in 
its 64 kbyte memory space. This buffer RAM is used for 
temporary storage of receive and transmit packets. Data 
from this RAM is transferred between the host (the PC) and 
the evaluation board using the DP8390 NIC’s remote DMA 
channel. An ID address PROM, containing the physical ad- 
dress of the evaluation board is also mapped into the mem- 
ory space of the NIC. 

Note: Partial decoding is performed on the PROM and RAM which will result 
in these devices appearing at other locations in the 64k memory 
space. The first occurrance of the PROM and RAM are used for pro- 
gramming purposes. 








8kx8 
BUFFER RAM 
PROM FORMAT 


Each evaluation board is assigned a unique network (physi- 
cal) address. This address is stored in a 748288 32 x 8 
PROM. The physical address is followed by a checksum. 
The checksum is calculated by exclusive OR-ing the 6 ad- 
dress bytes with each other. At initialization the software 
reads the PROM, verifies the checksum and loads the NIC’s 
physical address registers. The following format is used in 
the PROM: 


ffffh 


XYOMLIN 


la 
oO 


R23 cf F “IRQ- -DMA- ADD 


po 
U16 J4 


| Address | Contents 


ADDRESS 0 | 
(Physical Address Most 
. Significant Byte) 


ADDRESS 5 
(Physical Address Least 
Significant Byte) 


CHECKSUM 
(XOR OF ADDRESS 0-5) 
‘OPTIONAL 


REV. NUMBER 
MANUFACTURE LOT # 


MANUFACTURE 
DATE (MONTH) 
MANUFACTURE 
DATE(YEAR) 


RESERVED 


11h-1fh 


D connector 


RJ= 45 
Modular Phone 
Jack 


TL/F/9179-5 


FIGURE 5 
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1/0 SPACE 
The I/O space and Ethernet/Cheapernet configurations are 
selected using the various I/O jumpers. There are 4 sets of 
jumpers that should be programmed prior to installation of 
the evaluation board into the PC environment. There are: 
J4 1/O address, interrupt selection, DMA chan- 
nel assignment 
J1C-J7C, J7E Select Ethernet or Cheapernet . 
Figure 5 depicts the location of the jumpers on the evalua- 
tion board. 
The Factory Installed Configuration Is: 
J4 1/0 base = 300h 
Interrupt = IRQ3 
. DMA = DREQ1, DACK1 
J1C-J7C, J7E Cheapernet selected 
The evaluation board uses 32 I/O locations in the PC’s I/O 


space. The base address is fixed at 300h and is not select- 
able using jumpers. (See Switch settings section.) The I/O 


map is shown below: | 
COMMAND REGISTER 


BASE + 00h 
Oth . NIC REGISTER 
02h SPACE 
03h e 
04h 
O5h 
06h 
O7h 


Ofh 
10h 1/0 PORTS 


tfh e 


NOTES: The NIC’s Command Register is always mapped at Base + 0. The 
NIC registers are Base + 01 to Base + Of; Of will contain different 
registers depending on the value of bits PSO and PS1 in the Com- 
mand Register. These two bits select one of three register pages. 
For additional information consult the DP8390 data sheet. 


The NIC uses the remote DMA channel to read/write data from/to 
the 8k x 8 Buffer RAM on the evaluation board. Typically a DMA 
channel on the PC is used in conjunction with the NIC’s remote 
DMA. The I/O ports are then serviced by the DMA channel. If a 
- DMA channel on the PC is not available, the NIC’s DMA can still be 
used by accessing the I/O ports using programmed I/O. Reading 
the I/O port address will result in a RACK strobe to the NIC while 
writing the I/O port address will result in a WACK strobe to the NIC. 
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SWITCH SETTINGS 


Jumper J4 allows assignment of 1/O Address Bases, DMA 
channel assignments and Interrupt Request assignments. 
The jumper configuration is shown below and described in 
the following sections. 


I I | ! 
R R R R 
Q Q Q Q 
2 3 5 5 


TL/F/9179-6 


1/0 BASE ADDRESS 


The I/O Base Address for DP8390B boards is fixed at 300h 
and is not selectable. 


INTERRUPTS 


The NIC will generate interrupts based. on received and 
transmitted packets, completion of DMA and other internal 
events. The interrupt can be connected to Interrupts 2, 3, 4 
or 5 (IRQ 2, 3, 4, 5) via Jumper J4. Interrupt 5 is also provid- 
ed as a software driven DMA Channel. If Interrupt 5 is being 
used as a DMA channel Interrupt 5 cannot be chosen for 
the NIC interrupt. The figures below illustrate the jumper 
positions for the various interrupt levels. 


Interrupt 2 


NJ 


TL/F/9179-9 


Interrupt 3 
(Factory Installed) 


TL/F/9179-10 


. Interrupt 4 


TL/F/9179-11 





Interrupt 5 


TL/F/9179-25 


Note: Rev D demo software will not work unless the factory configuration for 
Jumper Block J4 is used. 


FACTORY CONFIGURATION: 


BSBBSBBSBBE 


TL/F/9179-26 


DMA 


The evaluation board may use 1 DMA channel on the PC 
expansion bus. DMA channel 4 or 3 can be selected. The 
corresponding DACK line must also be installed on Jumper 
J4. 


DMA Channel 1 
(Factory Installed) 


TL/F/9179-15 


DMA Channel 3 


NBRS 


If a DMA channel is not available an interrupt driven routine 
can be used to move data between the PC and the buffer 
memory on the evaluation board. Interrupt 5 is used for this 
function. 


TL/F/9179-16 


IRQ 5 for DMA 


TL/F/9179-17 


SELECTING ETHERNET OR CHEAPERNET 

Two 10 Mbit/sec Interface options are available, a connec- 
tion to an external transceiver via the DB-15 connector, ora 
direct interface to a BNC T-connector. Seven jumpers are 


used to select the appropriate option. These jumpers are . 


labeled J1C-J7C and J7E. 
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For Cheapernet the following jumpers should be shorted: 


og 


TL/F/9179-18 
(Factory Installed) 
For Ethernet the following jumpers should be shorted. 


TL/F/9179-19 
Double check the jumper positions prior to powering up the 
board. 
OSCILLATOR 


When the StarLAN daughter board is used, the 20 MHz os- 
cillator must be disconnected by removing jumper JB. The 
StarLAN daughter board provides the clock to the NIC. 


Ethernet, Cheapernet 
(Factory Installed) 


StarLAN 
(Removed) 
APPENDICES TL/F/9179-21 


The remainder of this document contains the evaluation 
board parts list, schematic and PAL descriptions. 
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PARTS LIST* 


Item # 


' Description 
RES.CC 4.7K 21%4W5% 


RES.CF39 2 1/,W5% 
RES.CF15K 2 Y,W5% 


. RES.CF1M 2. AW 5% 


RES.CF 270K 2 Y4W1% 


“RES.MK1K QYW1% 


CAP. FILM 0.01 uF 630V 
CAP. DIP TANT 100 pF 10V RD 
CAP. DIP 0.47 pF 50V 0.3LS 


_CAP. CER 0.01 nF 50V 0.2LS 


I.C. 74LS245 

1.C. 74LS374 

1L.C. 74LS373 

SRAM HM6264-100 
PROM 748288 

PAL20L8 
TRANSFORMER PE64103 
OSCILLATOR 20.00 MHz 
JUMPER, 2 POSITION 
CONN. 15 POS D-SUB 
CONN. MODULAR JACK 


- CONN. BNC, R/A PCB MOUNT 


HEADER, 2 PIN SINGLE ROW 
HEADER, 3 PIN SINGLE ROW 
HEADER, 44 PIN DOUBLE ROW 
SOCKET, 24 PIN DIP 
SOCKET, 24 PIN DIP (.300) 
SOCKET, 24 PIN (MACH) 
BRACKET, CNET 

SPACER, D-25 SET 

PCB - 

DC-DC CONVERTER, 2VP5U9 
1.C. DP8390BN 

1.C. DP8391N 

[.C. DP8392AN 

*551 A201-01 REV D Board 
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C1, C7-C17, C19 


JB, J7C, J7E 


Reference Designator 
Ri, R2, R3, R23 
R6, R7, R8, R9 

~ R10, R11, R12, R13 


R17 
R4, R5 
R14 
C4 
C03, C21 


C5, C6 


J1C-J6C 
J4 
U11 
Ui6 
U9 
J1 
J1 


~U10 
U11 
US 
U15 


a a ee 








PAL20L8 


Decode and DMA Interface Logic for the DP839EB 


DECODEL 


AS = AS AZT AG AS 


A4 PCRST /NMRD NA13 /IORD /IOWR GND 


PRQ /DACK /WAIT AEN /RACK /WACK /CSX /CSN /NICRST /CSROM /ACK VCC 


CSN = 
/AEN* AQ* A8* /A7* /A6G* /A5* 


NICRST = PCRST 


RACK = /AEN* A9* A8* /A7* /AG* 
DACK* IORD 


/AEN* AQ* A8* /AT7* /AG* 
DACK* IOWR 


CSN* IORD + 

CSN* IOWR + 
/AEN* AQ* A8* /A7* /AG* 
/AEN* AQ* A8* /A7* /AG* 


CSX = 


IF (CSX) 


WAIT = /ACK * CSN + 


/PRQ * /CSN 


CSROM = /NA1S3 * NMRD 


DESCRIPTION 


This PAL performs the I/O decodes for selecting the NIC, 
and the handshake signals for NIC’s remote DMA. The PAL 
supports the DMA channels of the PC for remote DMA 
transfers with the NIC and also allows the use of string I/O 
between 80286 PC’s and NIC’s remote DMA. 


DECODE1 fixes the I/O BASE of the card at 300h. NIC 
registers fall in the space 300h-30fh. To use the string I/O 
port, reads and writes are done to port 310h. 


Wait states are inserted (WAIT) to the PC bus when register 
accesses are given and the NIC is busy performing DMA 
operations. When the NIC is ready, /ACK is given and no 
(more) wait states are inserted. 


Wait states may also be inserted during remote DMA opera- 
tions and 80286 machines using string |/O’s. WAIT occurs 
during a remote read if the PC AT’s /IORD goes low before 
the DP8390’s PRQ goes high. Similarly, WAIT occurs during 


/AEN* AQ* A8B* /A7* /AG* /AS5* /A4* IOWR + 
/A4* IORD 
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PRQ* IORD + 


-PRQ* IOWR + 


a remote write if the PC AT’s /IOWR goes low before the 
NIC’s PRQ goes high. 


NIC registers are accessed when CSN (Chip Select NIC) is 
asserted. The IORD and IOWR terms are included to ensure 
that the address lines are valid when CSN is given. 


The RACK and WACK signals are used by the NIC’s remote 
DMA channel to acknowledge the end of a single read or 
write operation through the remote DMA I/O ports. These 
ports are addressable by the PC DMA channel with DACK 
and IORD or IOWR, or by addressing the I/O location 310h 
(with string I/O's). is 

CSX is used to enable the TRI-STATE output of WAIT dur- 
ing a register access CSN), and during ‘string 1/O to the 
remote DMA’s I/O port (CSX). 


CSROM provides address decode for the address PROM. 
The card’s unique Ethernet address is transferred to the 
system using the NIC’s remote DMA. 
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HM6264 


J3 
IBM 1/0 CHANNEL 
INTERFACE 


aw . 
u11/22 
> 
11/23 


1 
3 
5 
7 


9 J INT 
u11/42 

"1 2 [ / 

13 1 PRO 


15 u11/29 
17 


TL/F/9179-23 
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R1 RI,R2=4.7kO 


PE = 64103 


DP8391 


— 
4 


V 

GND 6 R4,R5 =2700 1% 

YCC 10,19 
C19 


-O1UF 
C4 


au 
9 a iB R6 R9,R8,R7,R6= 390 1% 


C6 i C6 
sgaaiel oe 


=> 
J4/2,4,6,8 


- 
J4/10,12,14 


U10 
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PRELIMINARY 


Systems-Oriented Network Interface Controller 


General Description 


The SONIC™ (Systems-Oriented Network Interface Con- 
troller) is a second-generation Ethernet Controller designed 
to meet the demands of today’s high-speed 32- and 16-bit 
systems. Its system interface operates with a 2-cycle DMA 
that typically consumes less than 3% of the bus bandwidth. 
Selectable bus modes provide both big and little endian 


byte ordering and a clean interface to standard microproc- - 


essors. The linked-list buffer management system of SONIC 
offers maximum flexibility in a variety of environments from 
PC-oriented adapters to high-speed motherboard designs. 


Furthermore, the SONIC integrates a fully-compatible IEEE © 


802.3 Encoder/Decoder (ENDEC) allowing for a simple 
2-chip solution for Ethernet when the SONIC is paired with 
the DP8392 Coaxial Transceiver Interface or the DP83922 
Twisted Pair Interface. 

For increased performance, the SONIC. implements a 
unique buffer management scheme to efficiently process 


receive and transmit packets in system memory. No inter- . 


mediate packet copy is necessary. The receive buffer man- 
agement uses three areas in memory for (1) allocating addi- 
tional resources, (2) indicating status information, and (3) 
buffering packet data. During reception, the SONIC stores 
packets in the buffer area, then indicates receive status and 
control information in the descriptor area. The system allo- 
cates more memory resources to the SONIC by adding de- 
scriptors to the memory resource’ area. The transmit buffer 


System Diagram 


management uses two areas in memory: one for indicating 


Status and contro! information and the other for fetching 
~ packet data. The system can create a transmit queue allow- 


ing multiple packets to be transmitted from a single transmit 
command. The packet data can reside on any arbitrary byte 
boundary and can exist in several non-contiguous locations. 


Features 
@ 32-bit non-multiplexed address and data bus 


@ High-speed, 2-cycle, interruptible DMA | 


Linked-list buffer management maximizes flexibility 
Two independent 32-byte transmit and receive FIFOs 
Bus compatibility for all standard microprocessors 
Supports big and little endian formats 
Integrated IEEE.802.3 ENDEC 
Complete address filtering for up to 16 physical and/or 
multicast addresses 
32-bit gerieral-purpose timer 
Full-duplex loopback diagnostics 
Fabricated in low-power CMOS 
132 PQFP package 
Full network management facilities support the 802.3 
layer management standard 

m Integrated support for bridge and repeater applications . 


IEEE 802.3 Ethernet/Thin-Ethernet/10BaseT Station 
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1.0 Functional Description 


The SONIC (Figure 1-71) consists of an encoder/decoder 
(ENDEC) unit, media access control (MAC) unit, separate 
receive and transmit FIFOs, a system buffer management 
engine, and a user programmable system bus interface unit 
on a single chip. SONIC is highly pipelined providing maxi- 
mum system level performance. This section provides a 
functional overview of SONIC. 


1.1 IEEE 802.3 ENDEC UNIT 


The ENDEC (Encoder/Decoder) unit is the interface be- 
tween the Ethernet transceiver and the MAC -unit. It pro- 
vides the Manchester data encoding and decoding func- 
tions for IEEE 802.3 Ethernet/Thin-Ethernet type local area 
networks. The ENDEC operations of SONIC are identical to 
the DP83910A CMOS Serial Network Interface device. Dur- 
ing transmission, the ENDEC unit combines non-return-zero 
(NRZ) data from the MAC section and clock pulses into 
Manchester data and sends the converted data differentially 
to the transceiver. Conversely, during reception, an analog 
PLL decodes the Manchester data to NRZ format and re- 
ceive clock. The ENDEC unit is a functionally complete 
Manchester encoder/decoder incorporating a balanced 
driver and receiver, on-board crystal oscillator, collision sig- 
nal translator, and a diagnostic loopback. The features in- 
clude: we 


© Compatible with Ethernet | and Il, IEEE 802.3 10base5 
and 10base2 


¢ 10Mb/s Manchester encoding/decoding’ with receive 
clock recovery ; oe as 


Requires no precision components - 

Decodes Manchester data with up to 18 ns of jitter 
Loopback capability for diagnostics 

Externally selectable half or full step modes of operation 
at transmit output 

Squelch circuitry at the receive and collision inputs reject 
noise te 
Connects to the transceiver (AUI) cable via external 
pulse transformer 5 


ENDEC UNIT 


a 
( 
( 
‘ 


AUI 


INTERFACE MANCHESTER 


ENCODER/ 
DECODER 
10 Mb/s 


Perr ewereeeee ele ewe eee eo @= ~ 


RECEIVE FIFO 
(32 BYTES) 


1.1.1 ENDEC Operation 


The primary function of the ENDEC unit (Figure 1-2) is to 
perform the encoding and decoding necessary for compati- 
bility between the differential pair Manchester encoded data 
of the transceiver and the Non-Return-to-Zero (NRZ) serial 
data of the MAC unit data line. In addition to encoding and 
decoding the data stream, the ENDEC also supplies all the 
necessary special signals (e.g., collision detect, carrier 
sense, and clocks) to the MAC unit. 


Manchester Encoder and Differential Output Driver: 
During transmission to the network, the ENDEC unit trans- 
lates the NRZ serial data from the MAC unit into differential 
pair Manchester encoded data on the Coaxial Transceiver 
Interface (e.g., National’s DP8392) transmit pair. To perform 
this operation the NRZ bit stream from the MAC unit is 
passed through the Manchester encoder block of the EN- 
DEC unit. Once the bit stream is encoded, it is transmitted 
out differentially to the transmit differential pair through the 
transmit driver. 7 


Manchester Decoder: During reception from the network, 
the differential receive data from the transceiver (e.g., the 
DP8392) is converted from Manchester encoded data into 
NRZ serial data and a receive clock, which are sent to the 
receive data and clock inputs of the MAC unit, To perform 
this operation the signal, once received by the differential 
receiver, is passed to the phase locked loop (PLL) decoder 
block. The PLL decodes the data and generates a data re- 
ceive clock and a NRZ serial data stream to the MAC unit. 


Special Signals: In addition to performing the Manchester 
encoding and decoding function, the ENDEC unit provides 
control and clocking signals to the MAC unit. The ENDEC 
sends a carrier sense (CRS) signal that indicates to the 
MAC unit that data is present from the network on the EN- 
DEC’s receive differential pair.;The MAC unit is also provid- 
ed with a collision detection signal (COL) that informs the 
MAC unit that a collision is taking place somewhere on the 
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FIGURE 1-1. SONIC Block Diagram 
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1.0 Functional Description (Continued) 


network. The ENDEC section detects this when its collision 
receiver detects a 10 MHz signal on the differential collision 
input pair. The ENDEC also provides both the receive and 
transmit clocks to the MAC unit. The transmit clock is one 
half of the oscillator input. The receive clock is extracted 
from the input data by the PLL. 

Oscillator: The oscillator generates the 10 MHz transmit 
clock signal for network timing. The oscillator is controlled 
by a parallel resonant crystal or by an external clock (see 
section 6.1.3). The 20 MHz output of the oscillator is divided 
by 2 to generate the 10 MHz transmit clock (TXC) for the 
MAC section. The oscillator provides an internal clock signal 
for the encoding and decoding circuits. 

The signals provided to the MAC unit from the on-chip EN- 
DEC are also provided as outputs to the user. 

Loopback Functions: The SONIC provides three loopback 
modes. These modes allow loopback testing at the MAC, 
ENDEC and external transceiver level (see section 1.7 for 
details). It is important to note that when the SONIC is trans- 
mitting, the transmitted packet will always be looped back 


by the external transceiver. The SONIC takes advantage of . 


this to monitor the transmitted packet. See the explanation 
of the Receive State Machine in section 1.2.1 for more infor- 
mation about monitoring transmitted packets. 


1.1.2 Selecting An External ENDEC 

An option is provided on SONIC to disable the on-chip EN- 
DEC unit and use an external ENDEC. The internal IEEE 
802.3 ENDEC can be bypassed by connecting the EXT pin 
to Voc (EXT = 1). In this mode the MAC signals are redirect- 
ed out from the chip, allowing an external ENDEC to be 
used. See section 5.2 for the alternate pin definitions. 


1.2 MAC UNIT 

The MAG: (Media Access Control) unit : pertannis the media 
access control functions for transmitting and receiving pack- 
ets over Ethernet. During transmission, the MAC unit frames 
information from the transmit FIFO and supplies serialized 
data to the ENDEC unit. During reception, the incoming in- 
formation from the ENDEC unit is deserialized, the frame 
checked for valid reception, and the data is transferred to 


the receive FIFO. Control and status registers on the SONIC | 


govern the operation of the MAC unit. 


1.2.1 MAC Receive Section 

The receive section (Figure 1-3) controls the MAC receive 
operations during reception, loopback, and transmission. 
During reception, the deserializer goes active after detecting 
the 2-bit SFD (Start of Frame Delimiter) pattern (section 
2.1). It then frames the incoming bits into octet boundaries 


ADDRESS 
RECOGNITION 
LOGIC 


DESERIALIZER 


=, 


and transfers the data to the 32-byte receive FIFO. Concur- 
rently the address comparator compares the Destination 
Address Field to the addresses stored in the chip’s CAM 
address registers (Content Addressable Memory cells). If a 
match occurs, the deserializer passes the remainder of the 
packet to the receive FIFO. The packet is decapsulated 
when the carrier sense input pin (CRS) goes inactive. At the 
end of reception the receive section checks the following: 


— Frame alignment errors 
— CRC errors 
— Length errors (runt packets) 
The appropriate status is indicated in the Receive Control 
register (section 4.3.3). In loopback operations, the receive 
section operates the same as during normal reception. 
During transmission, the receive section remains active to 
allow monitoring of the self-received packet. The CRC 
checker operates as normal, and the Source Address field 
is compared with the CAM address entries. Status of the 
CRC check and the source address comparison is indicated 
by the PMB bit in the Transmit Control register (section 
4.3.4). No data is written to the receive FIFO during transmit 
operations. 
The receive section consists of the follewing blocks detailed 
below. 
Receive State Machine (RSM): The RSM insures the prop- 
er sequencing for normal reception and self-reception dur- 
ing transmission. When the network is inactive, the RSM 
remains in an idle state continually monitoring for network 
activity. If the network becomes active, the RSM allows the 
deserializer to write data into the receive FIFO. During this 
state, the following conditions may prevent the complete 
reception of the packet. 
— FIFO Overrun—The receive FIFO has been completely 
filled before the SONIC could buffer the data to memory. 
— CAM Address Mismatch—The packet is rejected be- 
cause of a mismatch between the destination address of 
the packet and the address in the CAM. 
— Memory Resource Error—There are no more resources 
(buffers) available for buffering the incoming packets. 
— Collision or Other Error—A collision occured on the net- 
work or some other error, such as a CRC error, occurred 
(this is true if the SONIC has been told to reject packets 
on a collision, or reject packets with errors). 
If these conditions do not occur, the RSM processes the 
packet indicating the appropriate status in the Receive Con- 
trol register. 
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FIGURE 1-3. MAC Receiver 
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1.0 Functional Description (Continued) 


During transmission of a packet from the SONIC, the exter- 
nal transceiver will always loop the packet back to the 
SONIC. The SONIC will use this to monitor the packet as it 
is being transmitted. The CRC and source address of the 
looped back packet are checked with the CRC and source 
address that were transmitted. If they do not match, an error 
bit is set in the status of the transmitted packet (see Packet 
Monitored Bad, PBM, in the Transmit Control Register, sec- 
tion 4.3.4). Data is not written to the receive FIFO during this 
monitoring process unless Transceiver Loopback mode has 
been selected (see section 1.7). 


Receive Logic: The receive logic contains the command, 
control, and status registers that govern the operations of 
the receive section. It generates the control signals for writ- 
ing data to the receive FIFO, processes error signals ob- 
tained from the CRC checker and the deserializer, activates 
the “packet reject” signal to the RSM for rejecting packets, 
and posts the applicable status in the Receive Control regis- 
ter. «. / ; 
Deserializer: This section deserializes the serial input data 
stream and furnishes a byte clock for the address compara- 
tor and receive logic. It also synchronizes the CRC checker 
to begin operation (after SFD is detected), and checks for 
proper frame alignment with respect to CRS going inactive 
at the end of reception. 


Address Comparator: The address comparator latches the 
Destination Address (during reception or loopback) or 
Source Address (during transmission) and determines 
whether the address matches one of the entries in the CAM 
(Content Addressable Memory). 


CRC Checker: The CRC checker calculates the 4-byte 


Frame Check Sequence (FCS) field from the incoming data 
stream and compares it with the last 4-bytes of the received 
packet. The CRC checker is active for both normal recep- 
tion and self-reception during transmission. 


Content Addressable Memory (CAM): The CAM contains 
16 user programmable entries and 1 pre-programmed 
Broadcast address entry for complete filtering of received 
packets. The CAM can be loaded with any combination of 
Physical and Multicast Addresses (section 2.2). See section 
4.1 for the procedure on loading the CAM registers. 


1.2.2 MAC Transmit Section 


The transmit section (Figure 1-4) is responsible for reading 
data from the transmit FIFO and transmitting a serial data 
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stream onto the network in conformance with the IEEE 
802.3 CSMA/CD standard. The Transmit Section consists 
of the following blocks. 


Transmit State Machine (TSM): The TSM controls the 
functions of the serializer, preamble generator, and JAM 
generator. It determines the proper sequence of events that 
the transmitter follows under various network conditions. If 
no collision occurs, the transmitter prefixes a 62-bit pream- 
ble and 2-bit Start of Frame Delimiter (SFD) at the beginning 
of each packet, then sends the serialized data. At the end of 
the packet, an optional 4-byte CRC pattern is appended. If a 
collision occurs, the transmitter switches from transmitting 
data to sending a 4-byte Jam pattern to notify all nodes that 
a collision has occurred. Should the collision occur during 
the preamble, the transmitter waits for it to complete before 
jamming. After the transmission has completed, the trans- 
mitter writes status in the Transmit Control register (section 
4.3.4). , 


Protocol State Machine: The protocol state machine as- 
sures that the SONIC obeys the CSMA/CD protocol. Before 
transmitting, this state machine monitors the carrier sense 
and collision signals for network activity. If another node(s) 
is currently transmitting, the SONIC defers until the network 
is quiet, then transmits after its Interframe Gap Timer (9.6 
ps) has expired. The Interframe Gap time is divided into two 
portions. During the first 6.4 4s, network activity restarts the 
Interframe Gap timer. Beyond this time, however,.network 
activity is ignored and the state machine waits the remaining 
3.2 ws before transmitting. If the SONIC experiences a colli- 
sion during a transmission, the SONIC switches from trans- 
mitting data to a 4-byte JAM pattern (4 bytes of all 1’s), 
before ceasing to transmit. The SONIC then waits a random 
number of slot times (51.2 1s) determined by the Truncated 
Binary Exponential Backoff Algorithm before reattempting 
another transmission. In this algorithm, the number of slot 
times to delay before the nth retransmission is chosen to be 
a random integer r in the range of: 
O<r< oak 
where k = min(n,10) 

If a collision occurs on the 16th transmit attempt, the SONIC 
aborts transmitting the packet and reports an “Excessive 
Collisions” error in the Transmit Control register. 
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FIGURE 1-4. MAC Transmitter 
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1.0 Functional Description (Continued) 


Serializer: After data has been written into the 32-byte 
trarismit FIFO, the serializer reads byte wide data from the 
FIFO and sends a NRZ data stream to the Manchester en- 
coder.. The rate at which data is transmitted is determined 
by the transmit clock (TXC). The eealized data is transmit- 
ted after the SFD. 


Preamble Generator: The aisenible generator prefixes a 
62-bit ‘alternating “1,0” pattern and a 2-bit “1,1 SFD pat- 
tern at the beginning of each packet. This allows receiving 
nodes to synchronize to the incoming data. The preamble is 
always transmitted in its entirety even in the event of a colli- 
sion. This assures that the minimum collision fragment is 96 
bits (64 bits of normal preamble, and 4 i Le or rather 32 
bits, of the JAM pattern). 


CRC Generator: The CRC generator calculates the 4-byte 
FCS field from the transmitted serial data stream. If en- 
abled, the 4-byte FCS field is appended to the end of the 
transmitted packet (section 2.6). 


Jam Generator: The Jam generator produces a 4-byte pat- 
tern of all 1’s to assure that all nodes on the network sense 
the collision. When a collision occurs, the SONIC stops 
transmitting data and enables the Jam generator. If a‘colli- 
sion occurs during, the preamble, the SONIC finishes trans- 
mitting the ‘preamble before enabling the Jam generator 
(see Preamble Generator above). : 


1.3 DATA WIDTH AND BYTE ORDERING 


The SONIC can be programmed to operate with either 
32-bit or 16-bit wide memory. The data width is configured 
during initialization by programming the DW bit in the Data 
Configuration Register (DCR, section 4.3.2). If the 16-bit 
data path is selected, data is driven on pins D15-D0. The 
SONIC also provides both Little Endian and Big Endian 
byte-ordering capability for compatibility with NSC/Intel or 
Motorola microprocessors respectively by selecting the 
proper level on the BMODE pin. The byte ordering? is depict- 
ed at right. 
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Little Endian mode (BMODE = 0): The byte orientation for 


received and transmitted data in the Receive Buffer Area 
(RBA) and Transmit Buffer mee (TBA) of system memory is 
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1): The byte orientation for 
received and transmitted data in the RBA and TBA is as 


1.0 Functional Description (Continue) 
1.4 FIFO AND CONTROL LOGIC 


The SONIC incorporates two independent 32-byte FIFOs 
for transferring data to/from the system interface and from/ 
to the network. The FIFOs, providing temporary storage of 
data, free the host system from the real-time demands on 
the network. 


The way in which the FIFOS are emptied and filled is con- 
trolled by the FIFO threshold values and the Block Mode 
Select bits (BMS, section 4.3.2). The threshold values deter- 
mine how full or empty the FIFOs can be before the SONIC 
will request the bus to get more data from memory or buffer 
more data to memory. When block mode is set, the number 
of bytes transferred is set by the threshold value. For exam- 
ple, if the threshold for the receive FIFO is 4 words, then the 
SONIC will always transfer 4 words from the receive FIFO to 
memory. lf empty/fill mode is set, however, the number of 
bytes transferred is the number required to fill the transmit 
FIFO or empty the receive FIFO. More specific information 
about how the threshold affects reception and transmission 
of packets is discussed in sections 1.4.1 and 1.4.2 below. 


1.4.1 Receive FIFO 


To accommodate the different transfer rates, the receive 
FIFO (Figure 1-5) serves as a buffer between the 8-bit net- 
work (deserializer) interface and the 16/32-bit system inter- 
face. The FIFO is arranged as a 4-byte wide by 8 deep 
’ memory array (8-long words, or 32 bytes) controlled by 
three sections of logic. During reception, the Byte Ordering 
logic directs the byte stream from the deserializer into the 
FIFO using one of four write pointers. Depending on the 
selected byte-ordering mode, data is written either least sig- 
nificant byte first or most significant byte first to accommo- 
date little or big endian byte-ordering formats respectively. 


As data enters the FIFO, the Threshold Logic monitors the 
number of bytes written in from the deserializer. The pro- 
grammable threshold (RFT1,0 in the Data Configuration 
Register) determines the number of words (or long words) 
written into the FIFO from the MAC unit before a DMA re- 
quest for system memory occurs. When the threshold is 
reached, the Threshold Logic enables the Buffer Manage- 
ment Engine to read a programmed number of 16- or 32-bit 
words (depending upon the selected word width) from the 
FIFO and transfers them to the system interface (the sys- 
tem memory) using DMA. The threshold is reached when 
the number of bytes in the receive FIFO is greater than the 
value of the threshold. For example, if the threshold is 4 
words (8 bytes), then the Threshold Logic will not cause the 
Buffer Management Engine to write to memory until there 
are more than 8 bytes in the FIFO. 


The Buffer Management Engine reads either the upper or 
lower half (16 bits) of the FIFO in 16-bit mode or reads the 
complete long word (32 bits) in 32-bit mode. If, after the 
transfer is complete, the number of bytes in the FIFO is less 
then the threshold, then the SONIC is done. This is always 
the case when the SONIC is in empty/fill mode. If, however, 
for some reason (e.g. latency on the bus) the number of 
bytes in the FIFO is still greater than the threshold value, 
the Threshold Logic will cause the Buffer Management En- 
gine to do a DMA request to write to memory again. This 
later case is usually only possible when the SONIC is in 
block mode. 

When in block mode, each time the SONIC requests the 
bus, only a number of bytes equal to the threshold value will 
be transferred. The Threshold Logic continues to monitor 
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the number of bytes written in from the deserializer and en- 
ables the Buffer Management Engine every time the thresh- 
old has been reached. This process continues until the end 
of the packet. 


Once the end of the packet has been reached, the serializer 
will fill out the last word (16-bit mode) or long word (32-bit 
mode) if the last byte did not end on a word or long word 
boundary respectively. The fill byte will be OFFh. Immediate- 
ly after the last byte (or fill byte) in the FIFO, the received 
packets status will be written into the FIFO. The entire pack- 
et, including any fill bytes and the received packet status will 
be buffered to memory. When a packet is buffered to mem- 
ory by the Buffer Management Engine, it is always taken 
from the FIFO in words or long words and buffered to mem- 
ory on word (16-bit mode) or long word (32-bit mode) 
boundaries. Data from a packet cannot be buffered on odd 
byte boundaries for 16-bit mode, and odd word boundaries 
for 32-bit mode (see section 3.3). For more information on 
the receive packet buffering process, see section 3.4. 


1.4.2 Transmit FIFO 


Similar to the Receive FIFO, the Transmit FIFO (Figure 1-6) 
serves as a buffer between the 16/32-bit system interface 
and the network (serializer) interface. The Transmit FIFO is 
also arranged as a 4 byte by 8 deep memory array (8 long 
words or 32 bytes) controleld by three sections of logic. 
Before transmission can begin, the Buffer Management En- 
gine fetches a programmed number of 16- or 32-bit words 
from memory and transfers them to the FIFO. The Buffer 
Management Engine writes either the upper or lower half 
(16 bits) into the FIFO for 16-bit mode or writes the com- 
plete long word (32 bits) during 32-bit mode. 

The Threshold logic monitors the number of bytes as they 
are written into the FIFO. When the threshold has been 
reached, the Transmit Byte Ordering state machine begins 
reading bytes from the FIFO to produce a continuous byte 
stream for the serializer. The threshold is met when the 
number of bytes in the FIFO is greater than the value of the 
threshold. For example, if the transmit threshold is 4 words 
(8 bytes), the Transmit Byte Ordering state machine will not 
begin reading bytes from the FIFO until there are 9 or more 
bytes in the buffer. The Buffer Management Engine contin- 
ues replenishing the FIFO until the end of the packet. It 
does this by making multiple DMA requests to the system 
interface. Whenever the number of bytes in the FIFO is 
equal to or less than the threshold value, the Buffer Man- 
agement Engine will do a DMA request. If block mode is set, 
then after each request has been granted by the system, 
the Buffer. Management Engine will transfer a number of 
bytes equal to the threshold value into the FIFO. If empty/fill 
mode is set, the FIFO will be completely filled in one DMA 
request. ; ote 

Since data may be organized in big or little endian byte or- 
dering format, the Transmit Byte Ordering state machine 
uses one of four read pointers to locate the proper byte 
within the 4 byte wide FIFO. It also determines the valid 
number of bytes in the FIFO. For packets which begin or 
end at odd bytes in the FIFO, the Buffer Management En- 
gine writes extraneous bytes into the FIFO. The Transmit 
Byte Ordering state machine detects these bytes and only 
transfers the valid bytes to the serializer. The Buffer Man- 
agement Engine can read data from memory on any byte 
boundary (see section 3.3). See section 3.5 for more infor- 
mation on transmit buffering. . 
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1.0 Functional Description (continued) 


TO 
THE SERIALIZER 


10 16 OR 32 
SYSTEM INTERFACE 


DMA WORD ORDERING 
; LOGIC. 


“FIGURE 1-6. Transmit FIFO 


1.5 STATUS AND CONFIGURATION REGISTERS ©. 


The SONIC contains a. set of ‘status/control registers for 
conveying status and control information to/from. the host 
system. The SONIC uses these registers for loading com- 
mands generated from the system, indicating transmit and 
receive status, buffering data to/from memory, and provid- 
ing interrupt control. Each register is 16 bits in length. See 
section 4.0 for a description of the RIStEtS.: 


1.6 BUS INTERFACE © 


The system interface (Figure 1- 7) consists of the pins nec- 
essary for interfacing to a variety of buses. It includes the 
|/O drivers for the data and address lines, bus access con- 
trol for standard microprocessors, ready logic for synchro- 
nous or asynchronous systems, slave access control, inter- 
rupt control, and shared-memory access control. The func- 
tional signal groups are shown in Figure 1-7. See section 5.0 
for a complete description of the SONIC bus interface. 


1.7 LOOPBACK AND DIAGNOSTICS 


The SONIC furnishes three loopback modes for self- Stoathig 
trom the controller interface to the transceiver interface. 
The loopback function is provided to allow self-testing of the 
chip’s internal transmit and receive operations. During loop- 
back, transmitted packets are routed back to the receive 
section of the SONIC where they are filtered by the address 
recognition logic and buffered to memory if accepted. 
Transmit and receive status and interrupts remain active 
during loopback. This means that when using loopback, it is 
as if the packet was transmitted and received by two sepa- 
rate chips that are connected to the same bus and memory. 


MAC Loopback: Transmitted data is looped back at the 
MAC. Data is not sent from the MAC to either the internal 
ENDEC or an external ENDEC (the external ENDEC inter- 
face pins will not be driven), hence, data is not transmitted 
from the chip. Even though the ENDEC is not used in MAC 
loopback, the ENDEC clock (an oscillator or crystal for the 
internal ENDEC or TXC for an external ENDEC) must be 
driven. Network activity, such as a collision, does not affect 
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MAC loopback. CSMA/CD MAC protocol is not completely 
followed in MAC loopback. | 


ENDEC Loopback: Transmitted data is looped back at the 
ENDEC. If the internal ENDEC is used, data is switched 
from the transmit section of the ENDEC to the receive sec- 
tion (Figure 1-2). Data is not transmitted from the chip and 
the collision lines, CD+, are ignored, hence, network activi- 
ty does not affect ENDEC loopback. The LBK signal from 
the MAC tells the internal ENDEC to go into loopback mode. 
If an external ENDEC is used, it should operate in loopback 
mode when the LBK signal is asserted..CSMA/CD MAC 
protocol is followed even though data. is not transmitted 
from the chip. 

Transceiver Loopback: Transmitted data is looped back at 
the. external transceiver (which is always the case .regard- 
less of the SONIC’s loopback mode). CSMA/CD MAC pro- 
tocol is followed since data will be transmitted from the chip. 
This means that transceiver loopback is affected by network 
activity. The basic. difference between Transceiver Loop- 
back and normal, non-loopback, operations of the SONIC is 
that in Transceiver Loopback, the SONIC loads the receive 
FIFO and buffers the packet to memory. In normal opera- 
tions, the SONIC only monitors the packet that is looped 
back by the transceiver, but does not fill the receive FIFO 
and buffer the packet. 


1.7.1 Loopback Procedure 
The following procedure describes the loopback operation. 


1. Initialize the Transmit and Receive Area as described in 
sections 3.4 and 3.5. ~ 


2. Load one of the CAM address registers (see section 4.1), 
with the Destination Address of the packet if you are veri- 
fying the SONIC’s address recognition capability. 

3. Load.one of the CAM address registers with the Source 
Address of the packet if it is different than the Destination 
Address to avoid getting a Packet Monitored Bad (PMB) 

- error in the Transmit status (see section 4.3.4). 








1.0 Functional Description (Continued) 


4. Program the Receive Control register with the desiredre-. 


ceive filter and the loopback mode (LB1, LBO). 


5. Issue the transmit command (TXP) and enable the receiv- es 


er (RXEN) in the Command register. 
The SONIC completes the loopback operation after the 
packet has been completely received (or rejected if there is 
an address mismatch). The Transmit Control and Receive 
Control registers treat the loopback packet as in normal op- 
eration and indicate status accordingly. Interrupts are also 
generated if enabled in the Interrupt Mask register. 


Note: For MAC Loopback, only one packet may be queued for proper oper- 
ation. This restriction occurs because the transmit MAC section, 
which does not generate an Interframe Gap time (IFG) between 
transmitted packets, does not allow the receive MAC section to up- 
date receive status. There are no restrictions for the other maphack 
modes. 


D<31:0> 


A<31:1> 


BUS ACCESS 


‘ECS 

BRT 
MRW/MWR 
BMODE® 
BR/HOLD 
~BG/HLDA 
BGACK 
Ds . 
AS/ADS 


DSACKO/RDYi 


DSACKi* 
STERM 


1.8 NETWORK MANAGEMENT FUNCTIONS 


The SONIC fully supports the Layer Management IEEE 
802.3 standard to allow a node to monitor the overall per- 
formance of the network. These statistics are available on a 
per packet basis at the end of reception or transmission. In 
addition, the SONIC provides three tally counters to tabulate 
CRC errors, Frame Alignment errors, and missed packets. 
Table 1-1 shows the statistics indicated by the SONIC. 


INTERRUPT 


INT / INT 


SRW/SWR 

cs 

SAS 

. DSACKO* 
DSACK1/RDYo* 

. - SMACK* 
RA<5:0> 


“SLAVE 
ACCESS 


<— 
SMACK* SHARED 
wreo {< MEMORY 
ACCESS 


USRO 

USRI 

. USER 
PROGRAMMABLE 
PINS 


EXUSRO 
EXUSR1 
EXUSR2 
EXUSR3 
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*Note: DSACKO,1 are used for both Bus and Slave Access Control and are bidirectional. SMACK i is used for both Slave access and shared memory access. The 


BMODE pin selects Pelee NSC/Intel or Motorola type buses. 


FIGURE 1-7. SONIC Bus Interface Signals 


1-297 





aze6esda 





DP83932B 


1.0 Functional Description (Continued) 
TABLE 1-1. Network Management Statistics 


Register Used Bits Used 


Frames Transmitted OK: 
Single Collision Frames 
Multiple Collision Frames 

‘| — Collision Frames 
Frames with Deferred Transmissions 
Late Collisions 
Excessive Collisions 
Excessive Deferral 
Internal MAC Transmit Error 
Frames Received OK 
Multicast Frames Received OK 
Broadcast Frames Received OK 
Frame Check Sequence Errors 


Alignment Errors 


Frame Lost due to Internal MAC Receive Error 


TCR (Note) 


NCO-NC4 


[ (Note) | NCo-NCs 


TOR (Wot) | DEF 
TCR (Note) 
TCR (Note) 


TCR (Note) | EXC | 
TCR (Note) | BCMFU | 


BCM,FU 


"PTX, 
DEF 
OWC 
~ EXC . 
EXD 
RCR CRC 
RCR FAE 
[= Te 
ISR RFO 


Note: The number of collisions and the contents of the Transmit Control register are posted in the TXpkt.status field (see 
section 3.5.1.2). The contents of the Receive Control register are posted in the RXpkt.status field (see section 3.4.3.1). 


2.0 Transmit/Receive IEEE 802.3 Frame Format 


A standard IEEE 802.3 packet (Figure 2-1) consists of the 
following fields: preamble, Start of Frame Delimiter (SFD), 
destination address, source address, length, data and 
Frame Check Sequence (FCS). The typical format is shown 
in Figure 2-1. The packets are Manchester encoded and 
decoded by the ENDEC unit and transferred serially to/from 
the MAC unit using NRZ data with a clock. All fields are of 
fixed length except for the data field. The SONIC generates 
and appends the preamble, SFD and FCS field during trans- 
mission. The Preamble and SFD fields are stripped during 
reception. (The CRC is passed through to buffer memory 
during reception.) : ‘ 


PREAMBLE SFD DESTINATION 


SOURCE 


2.1 PREAMBLE AND START OF FRAME DELIMITER 
(SFD) 

The Manchester .encoded alternating 1,0 preamble field is 
used by the ENDEC to acquire bit synchronization with an 
incoming packet. When transmitted, each packet contains 
62 bits of an alternating 1,0 preamble. Some of this pream- 
ble may be lost as the packet travels through the network. 
Byte alignment is performed when the Start of Frame Delim- 
iter (SFD) pattern, consisting of two consecutive 1’s, is de- 
tected.. 


2.2 DESTINATION ADDRESS 


The destination address indicates the destination of the 
packet on the network and is used to filter unwanted pack- 
DATA 


LENGTH/TYPE FCS 


a Es ee 


"RECEIVE OPERATIONS ! 
' | 


STRIPPED BY 
SONIC 


1 
{ 
1 
I 
TRANSMIT OPERATIONS 
| 
' 
I 


PREFIXED BY ' 
SONIC ‘ 


Note: B = bytes 
b = bits 


WRITTEN TO MEMORY 


READ FROM MEMORY ' ' 


OPTIONALLY 
APPENDED 


ev Sone TL/F/10492-9 


FIGURE 2-1. IEEE 802.3 Packet Structure 
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2.0 Transmit/Receive IEEE 802.3 Frame Format (continuea) 


ets from reaching a node. There are three types of address 
formats supported by the SONIC: Physical, Multicast, and 
Broadcast. : 
Physical Address: The physical address is a unique ad- 
dress that corresponds only to a single node. All physical 
addresses have the LSB of the first byte of the address set 
to 0". These addresses are compared to the internally 
stored CAM (Content Addressable Memory) address en- 
tries. All bits in the destination address must match an entry 
in the CAM in order for the SONIC to accept the packet. 
Multicast Address: Multicast addresses, which have the 
LSB of the first byte of the address set to “1”, are treated 
similarly as Physical addresses, i.e., they must match an 
entry in the CAM. This allows perfect filtering of Multicast 
packet’s and eliminates the need for a hashing algorithm for 
mapping Multicast packets. 

Broadcast Address: If the address consists of all 1’s, itis a 
Broadcast address, indicating that the packet is intended for 
all nodes. 


The SONIC also provides a promiscuous mode which al- 
lows reception of all physical address packets. Physical, 
Multicast, Broadcast, and promiscuous address modes can 
be selected via the Receive Control register. 


2.3 SOURCE ADDRESS 

The source address is the physical address of the sending 
node. Source addresses cannot be multicast or broadcast 
addresses. This field must be passed to the SONIC’s trans- 
mit buffer from the system software. During transmission, 
the SONIC compares the Source address with its internal 
CAM address entries before monitoring the CRC of the self- 
received packet. If the source address of the packet trans- 
mitted does not match a value in the CAM, the packet moni- 
tored bad flag (PMB) will be set in the transmit status field of 
the transmit descriptor (see sections 3.5.1.2 and 4.3.4). The 
SONIC does not provide Source Address insertion. Howev- 
er, a transmit descriptor fragment, containing only the 
Source Address, may be created for each packet. (See sec- 
tion 3.5.1.) 


2.4 LENGTH/TYPE FIELD 

For [EEE 802.3 type packets, this field indicates the number 
of bytes that are contained in the data field of the packet. 
For Ethernet | and !I networks, this field indicates the type of 
packet. The SONIC does not operate on this field. 


2.5 DATA FIELD 7 

The data field has a variable octet length ranging from 46 to 
1500 bytes as defined by the Ethernet specification. Mes- 
sages longer than 1500 bytes need to be broken into multi- 
ple packets for IEEE 802.3 networks. Data fields shorter 
than 46 bytes require appending a pad to bring the com- 
plete frame length to 64 bytes.’ If the data field is padded, 
the number of valid bytes are indicated in the length field. 
The SONIC does not append pad bytes for short packets 
during transmission, nor check for oversize packets during 
reception. However, the user’s driver software can easily 
append the pad by lengthening the TXpkt.pkt_size field 
and TXpkt.frag_csize field(s) to at least 64 bytes (see sec- 
tion 3.5.1). While the Ethernet specification defines the 
maximum number of bytes in the data field the SONIC can 
transmit and receive packets up to 64k bytes. 

2.6 FCS FIELD 

The Frame Check Sequence (FCS) is a 32-bit CRC field 
calculated and appended to a packet during transmission to 
allow detection of error-free packets. During reception, an 
error-free packet results in a specific pattern in the CRC 
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generator. The AUTODIN II (X32 + X26 + X23 + X22 +-. 
X16 + X12 + X11 + X10 + XB + X7 + X5 + X44 
X2 + X1 + 1) polynomial is used for the CRC calculations. 
The SONIC may optionally append the CRC sequence dur- 
ing transmission, and checks the CRC both during normal 
reception and self-reception during a transmission (see sec- 
tion 1.2.1). 

2.7 MAC (MEDIA ACCESS CONTROL) CONFORMANCE 
The SONIC is designed to be compliant to the IEEE 802.3 
MAC Conformance specification. The SONIC implements 
most of the MAC functions in silicon and provides hooks for 
the user software to handle the remaining functions. The 
MAC Conformance specifications are summarized in Table 
2-1. , 


TABLE 2-1. MAC Conformance Specifications 


|. SupportBy 


User Driver 
Software 


- Conformance 
Test Name 


Minimum Frame Size ~ 
xX 
X 


Maximum Frame Size - 
Address Generation 


Address Recognition "4 


X 


Pad Length Generation 
Start Of Frame Delimiter -: 
Length Field 


PreambleGeneraton | x [|_| 
Order of it Transmission | x | ‘|_| 
Inconsistent Frame Lengti | x [x | 1 
NonntegralOctetCount | x [|_| 


Incorrect Frame Check xX 
Sequence , 


Frame Assembly | X | | 
FCSGenerationandinsertion| X | | 
CartierDeterenco |X | 


eeewiek ae 
Collision Detection as Pel de Ie | 
ColisionHanding |X | 
comme” [| | 
Retransmission 

Fosvaidation ‘| x | —+i| 
Frame Disassembly | X | |_| 
BacktoBack Frames | x | | _ 
FlowContol | X | CY 
fatempttimt st x | iL 
JamSizo(atersFo) | X | |_| 
iam Size (nPreambl) | x | | _ 


Note 1: The SONIC provides the byte count of the entire packet in the 
RXpkt.byte_count (see section 3.4.3). The user’s driver software may per- 
form further filtering of the packet based upon the byte count. 

Note 2; The SONIC dees not provide Source Address insertion; however, a 
transmit descriptor fragment, containing only the Source Address, may be 
created for each packet. See section 3.5.1. 

Note 3: The SONIC does not provide Pad generation; however, the user's 
driver software can easily append the Pad by lengthening the TXpkt.pkt_ 
size field and TXpkt.frag__size field(s) to at least 64 bytes. See section 3.5.1. 
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3.0 Buffer Management 


3.1 BUFFER MANAGEMENT OVERVIEW 


The SONIC’s buffer management scheme is based on sep- 
arate buffers and descriptors (Figures 3-2 and 3-17). Pack- 
ets that are received or transmitted are placed in buffers 
called the Receive Buffer Area (RBA) and the Transmit Buff- 
er Area (TBA). The system keeps track of packets in these 
buffers using the information in the Receive Descriptor Area 
(RDA) and the Transmit Descriptor Area (TDA). A single 
(TDA) points to a sirigle TBA, but multiple RDAs can point to 
a single RBA (one RDA per packet in the buffer). The Re- 
ceive Resource Area (RRA), which is another form of de- 
scriptor, is used to keep track of the actual buffer. 


When packets are transmitted, the system sets up the pack- 
ets in one or more TBAs with a TDA pointing to each TBA. 
There can only be one packet per TBA/TDA pair. A single 
TBA, however, may be made up of several fragments of 
data dispersed in memory. There is one TDA pointing to 
each TBA which specifies information about the buffer’s 
size, location in memory, number of fragments and status 
after transmission. The TDAs are linked together in a linked 
list. The system causes the SONIC to transmit the packets 
by passing the first TDA to the SONIC andi Healing the trans- 
mit command. 


Before a packet can be received, an RBA and RDA must be 
set up by the system. RDAs are made up as a linked list 
similar to TDAs. An RDA is not linked to a particular RBA, 
though. Instead, an RDA is linked specifically to a packet 
after it has been buffered into an RBA. More than one pack- 
et can be buffered into the same RBA, but each packet gets 
its own RDA. A received packet can not be scattered into 
fragments. The system only needs to tell the SONIC where 
the first RDA and where the RBAs are. Since an RDA never 
specifically points to an RBA, the RRA is used to keep track 
of the RBAs. The RRA is a circular queue of pointers and 
buffer sizes (not a linked list). When the SONIC receives a 
packet, it is buffered into a RBA and a RDA is written to so 
that it points to and'describes the new packet. If the RBA 
does not have enough space to buffer the next pect a 
new RBA is obtained from the RRA. 


3.2 DESCRIPTOR AREAS 


Descriptors are the basis of the buffer management scheme 
used by the SONIC. A RDA points to a received packet 
within a RBA, a RRA points to a RBA and a TDA points to a 
TBA which contains a packet to be transmitted. The con- 
ventions and registers used to describe these descriptors 
are discussed in the next three sections. 


3. 2.1 Naming Convention for Descriptors 


The fields which make up the descriptors are named in a 
consistent manner to assist in remembering the usage of 
each descriptor. Each descriptor name consists of three 
components in the following format. 


[RX/TX] [descriptor name]. [field] 


The first two capital letters indicate whether the descriptor is 
used for. transmission (TX) or reception (RX), and is then 


followed by the descriptor name having one of two names. 
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rsrc = Resource descriptor 
pkt = Packet descriptor 


The last component consists of a field name to distinguish it 
from the other fields of a descriptor. The field name is sepa- 
rated from the descriptor name by a period. (‘.””). An exam- 
ple of a descriptor is shown below. 


RX buff__ 0,1 


= descriptor consists of two 
fields. “0” and ‘1” 
respectively indicate the 
least and most significant 
portions of the descriptor. 


the “pointer” field of the 
descriptor 


rsrc. 


a descriptor for a buffer 
resource 


a descriptor used for 
reception 


3.2.2 Abbreviations © 


The abbreviations at right are used to describe the SONIC 
registers and data structures in memory. The “0” and “1” in 
the abbreviations indicate the least and most significant por- 
tions of the registers or descriptors. Table 3-1 lists the nam- 
ing convention abbreviations for descriptors. 


3.2.3 Buffer Management Base Addresses 


The SONIC uses three areas in memory to store descriptor 
information: the Transmit Descriptor Area (TDA), Receive 
Descriptor Area (RDA), and the Receive Resource Area 
(RRA). The SONIC accesses these areas by concatenating 
a 16-bit base address register with a 16-bit offset register. 
The base address register supplies a fixed upper 16 bits of 
address and the offset registers provide the lower 16 bits of 
address. The base address registers are the Upper Trans- 
mit Descriptor Address (UTDA), Upper Receive Descriptor 
Address (URDA), and the Upper Receive Resource Address 
(URRA) registers. The corresponding offset registers are 
shown below. 


Upper Address Registers 
URRA 


Offset Registers 
RSA,REA,RWP,RRP 
URDA CRDA 
UTDA CTDA 
See Table 3-1 for definition of register mnemonics. 
Figure 3-1 shows an example of the Transmit Descriptor 
Area and the Receive Descriptor Area being located by the 
UTDA and URDA registers. The descriptor areas, RDA, 
TDA, and RRA are allowed to have the same base address. 
i.e, URRA=URDA=UTDA. Care, however, must be taken 
to prevent these areas from overwriting each other. 
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TABLE 3-1. Descriptor Abbreviations 


BUFFER MANAGEMENT REGISTERS (Continued) 
TFC Transmit Fragment Count Register 


TFS Transmit Fragment Size Register 


TRANSMIT AND RECEIVE AREAS 
Receive Resource Area 


DA Receive Descriptor Area 

A Receive Buffer Area 
TDA Transmit Descriptor Area 

- TBA Transmit Buffer Area 
BUFFER MANAGEMENT REGISTERS ; 

RSA Resource Start Area Register - 
REA Resource End Area Register . 
Resource Read Pointer Register 
Resource Write Pointer Register 


Ww 


D)|D}D 
m6] 
> 


UTDA Upper Transmit Descriptor 
, Address Register 
URRA | Upper Receive Resource Address 
' Register 
URDA Upper Receive Descriptor Address 
Register 5! 


TRANSMIT AND RECEIVE DESCRIPTORS . 


RXrsre.buff__ptr0,1 | Buffer Pointer Field in the RRA 


RXrsrc.buff_wc0,1 | Buffer Word Count Fields in the 
RRA 


= 


Bt 
uv 


CRDA 


Current Receive Descriptor 


Address Register 


Current Receive Buffer Address 
. Register 


RXpkt.status Receive Status Field in the RDA - 


RXpkt.byte_count | Packet Byte Count Field in the. . 
~ | RDA 


’RXpkt.buff__ptro, 1 Buffer Pointer Fields in the RDA 


RXpktlink Receive Descriptor Link Fieldin 
RDA . 


RXpkt.in_use “In Use” Field in RDA ae 
TXpkt.frag__count | Fragment Count Field in TDA 


TXpkt.pkt_size Packet Size Fieldin TDA 
TXpkt.pkt_ptrO,1 Packet Pointer Fields in TDA 
TXpkt.frag__size Fragment Size Field in TDA 


TXpkt.link Transmit Descriptor Link Field in 
TDA 


CRBAO,1 


TCBAOQ,1 Temporary Current Buffer Address 


Register 


Remaining Buffer Word Count 
Register. 


Temporary Remaining Buffer Word 
Count Register 


EOBC — End of Buffer Count Register 
Transmit Packet Size Register - 
TSAO,1 Transmit Start Address Register 


CTDA Current Transmit Descriptor 
Address Register 


RBWCO,1 


’ ‘TRBWCO,1 





SONIC REGISTERS 


UTDA | CTDA he = he 
TRANSMIT DESCRIPTOR 
AREA 


(UP TO 32k WORDS OR 
(BASE) (OFFSET) 1 16k DOUBLE WORDS) 


Fao SS ~ ADDRESS RANGE 


RECEIVE DESCRIPTOR ! 











i 
(UP TO 32k WORDS OR § 
16k DOUBLE WORDS) 4 


FIGURE 3-1. Transmit and Receive Descriptor Area Pointers 
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3.0 Buffer Management (Continued) 
3.3 DESCRIPTOR DATA ALIGNMENT 


All fields used by descriptors (RXpkt.xxx, RXrsrc.xxx, and: 


TXpkt.xxx) are word quantities (16-bit) and must be aligned 
to word boundaries (AO0=0) for 16-bit memory and to.long 
word boundaries (A1,A0=0 ,0) for 32-bit memory.. The Re- 
ceive Buffer Area (RBA) must also be aligned to a word 


boundary in 16-bit mode and a long word boundary in 32-bit. 


mode. The fragments in the Transmit Buffer Area (TBA), 
however, may be aligned on any arbitrary byte boundary. 


3.4 RECEIVE BUFFER MANAGEMENT 


The Receive Buffer Management operates on three areas in 
memory into which data, status, and control information are- 
written during reception (Figure 3-2). These three areas’ 
must be initialized (section 3.4.4) before enabling the receiv- 


er (setting the RXEN bit in the Command register). The re- 
ceive resource area (RRA) contains descriptors that locate 
receive buffer areas in system memory. These descriptors 
are denoted by R1, R2, etc. in Figure 3-2. Packets (denoted 
by P1, P2, etc.) can then be buffered into the corresporiding 
RBAs. Depending on the size of each buffer area and the 
size of the packet(s), multiple or single packets are buffered 
into each RBA. The receive descriptor area (RDA) contains 
status and control information for each packet (D1; D2; etc. 
in Figure 3-2) corresponding to each received packet (D1 
goes with P1, D2 with P2, etc.). . 


When a packet arrives, the address recognition logic checks® 


the address for a Physical, Multicast, or Broadcast: match 


and if the packet is accepted, the SONIC buffers the packet, 
contiguously into the selected Receive Buffer Area (RBA).- 
Because of the previous’ end-of-packet processing, the 


SONIC assures that the complete packet is written into a 
single contiguous block. When the packet ends, the SONIC 
writes the receive status, byte count, and location of the 
packet into the Receive Descriptor Area (RDA). The SONIC 
then updates its pointers to locate the next available de- 


' scriptor and checks the remaining words available in the 


RBA. If sufficient space remains, the SONIC buffers the 
next packet immediately after the.previous packet. If the 
current buffer is out of space the SONIC fetches a: Re- 


source descriptor from the Receive: Resource ‘Area (RRA) 


acquiring an additional buffer that has been previously allo- 
cated by the system. 


RECEIVE RECEIVE’ 
| BUFFER AREA, 


RESOURCE AREA 3. 


3.4.1 Receive Resource Area (RRA) 


As buffer memory is consumed by the SONIC for storing 
data, the Receive Resource Area (RRA) provides a mecha- 
nism that allows the system to allocate additional buffer. 
space for the SONIC..The’system loads this area with re- 
source descriptors that the SONIC, in turn, reads as its cur- 
rent buffer space is used up. Each resource descriptor con-. 
sists of a 32- -bit buffer pointer locating the starting point of 
the RBA and a 32-bit Word Count that indicates the size of 
the buffer in words (2 bytes per word). The buffer pointer 
and word count are contiguously located using the format. 
shown in Figure 3-3 with each component composed of 16- 
bit fields. The SONIC stores this information internally and 
concatenates the corresponding fields to create 32-bit long 
words for the buffer pointer and word count. Note that in 32- 
bit mode the upper word (D<31: 16>): is not used by the’ 
SONIC. This area may be used for other purposes since the 
SONIC never writes into the RRA. : 


The SONIC organizes-the RRA as a circular queue fot offi 
cient processing of descriptors. Four registers define. the: 
RRA. The first two, the Resource Start Area (RSA) and the 
Resource End ‘Area (REA) registers, determine the starting 
and ending locations of the RRA, and the other two regis- 
ters update the RRA. The system adds descriptors. at the 
address ‘specified’ by the ‘Resource Write Pointer. (RWP), 
and the SONIC reads the next descriptor designated by the 
Resource Read Pointer (RRP). The RAP is advanced 4: 
words in 16-bit mode (4 long words in 32-bit mode) after the 
SONIC finishes reading the RRA and automatically wraps 
around to the beginning of the RRA once the end has been: 
reached. When a descriptor in the RRA is read, the, 
RxXrsc. buff__pto, 1 is loaded into the CRBAO,1 registers. and’ 
the RxXrsc. buff wen, is loaded into the RBWCO,1 Tegis- 
ters. : 


The alignment of the RRA is confined to either word or long 
word boundaries, depending upon the data width mode. In 
16-bit mode, the RRA must be aligned to a word boundary 
(AO is always zero) and in 32-bit mode, the RRA is aligned 


‘to a long word boundary (AO and A1 are always zero). 


RECEIVE 
DESCRIPTOR AREA .. . 


jer 
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FIGURE 3-2. Overview of Receive Buffer Management 








3.0 Buffer Management (continued) 


3.4.2 Receive Buffer Area (RBA) Note: The EOBC is a word count, not a byte count. Also, the value pro- 


: : 3 grammed into EOBC must be a double word (32-bit) quantity when 
The SONIC stores the actual data of a received packet in the SONIC is in 32-bit mode (e.g. in 32-bit mode, EOBC should be set 


the RBA. The RBAs are designated by the resource descrip- to 760 words, not 759 words even though the maximum size of an 
tors in the RRA as described above. The RXrsrc.buff__ IEEE 802.3 packet is 759 words). 

wc0,1 fields of the RRA indicate the length of the RBA. 

Whel 4he: SONIC. aes a ABA. ‘tron ene aa ae 3.4.2.2 Buffering the Last Packet in an RBA 
RXrsrc.buff_wc0,1 values are loaded into the Remaining 
Buffer Word Count registers (RBWCO,1). These registers 
keep track of how much space (in words) is left in the buffer. 
When a packet is buffered in a RBA, it is buffered contigu- 
ously (the SONIC will not scatter a packet into multiple buff- 
ers or fragments). Therefore, if there is not enough space 
left in a RBA after buffering a packet to buffer at least one 
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At the start of reception, the SONIC stores the packet be- 
ginning at the Current Receive Buffer Address (CRBAO,1) 
and continues until the reception is complete. Concurrent 
with reception, the SONIC decrements the Remaining Buff- 
er Word Count (RBWCO,1) by one in 16-bit mode or by two 
in 32-bit mode. At the end of reception, if the packet has 
crossed the EOBC boundary, the SONIC knows that the 
more maximum sized packet (the maximum legal sized next packet might not fit in the RBA. This check is done by 
packet expected to be received from the network), a new comparing the RBWCO,1 registers with the EOBC. If 
buffer must be acquired. The End of Buffer Count (EOBC) RBWCO,1 is less than the EOBC (the last packet buffered 
register is used to tell the SONIC the maximum packet size has crossed the EOBC boundary), the SONIC fetches the 
that the SONIC will need to buffer. next resource descriptor in the RRA. If RBWCO,1 is greater 

; than or equal to the EOBC (the EOBC boundary has not 
3.4.2.1 End of Buffer Count (EOBC) been crossed) the next packet reception continues at the 
The EOBC is a boundary in the RBA based from the bottom present location pointed to by CRBAO,1 in the same RBA. 
of the buffer. The value written into the EOBC is the maxi- Figure 3-4 illustrates the SONIC’s actions for (1) RBWC0,1 
mum expected size (in words) of the network packet that 2 EOBC and (2) RBWC0,1 < EOBC. See section 3.4.4.4 
the SONIC will have to buffer. This word count creates a line for specific information about setting the EOBC. 


in the RBA that, when crossed, causes the SONIC to fetch a Note: It is important that the EOBC boundary be “crossed.” In other words, 

new RBA resource from the RRA. ; case #1 in Figure 3-4 must exist before case #2 exists. If case #2 
occurs without case #1 having occurred first, the test for RBWCO,1 
< EOBC will not work properly and the SONIC will not fetch a new 
buffer. The result of this will be a buffer overflow (RBAE in the Inter- 
rupt Status Register, section 4.3.6). 


31 0 
recess ene RSA, START OF RESOURCE AREA 


RRP, NEXT RESOURCE DESCRIPTOR 
THE SONIC WILL READ 


NOT USED 
IN 32-BIT MODE RRA DESCRIPTOR 


RWP, NEXT AVAILABLE LOCATION 
THE SYSTEM MAY ADD A DESCRIPTOR 


no oe oe ee } REA, END OF RESOURCE AREA 
ORGANIZED AS A CIRCULAR QUEUE TL/F/10492-12 
FIGURE 3-3. Receive Resource Area Format 
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Case #1 


(RBWCO,1 = EOBC) (RBWCO,1 < EOBC) 
Case #1: SONIC buffers next packet insame RBA. ~ ; 
Case #2: SONIC detects an exhausted RBA and will buffer the next packet in another RBA. 


FIGURE 3-4. Receive Buffer Area 
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3.0 Buffer Management (continued) 
3.4.3 Receive Descriptor Area (RDA) | 


After the SONIC buffers a packet to memory, it writes 6 
words of status and control information into the RDA and 
then reads the link field to proceed to the next receive de- 
scriptor. In 32-bit mode the upper word, D<31:16>, is not 
used. This unused area in memory should not be used for 
other purposes:since the SONIC may still write into these 
locations. Each receive descriptor consists of the following 
sections (Figure 3-5). eae ‘ = 

receive status: indicates status of the received packet. The 
SONIC writes ‘the Receive Control register into this field. 
Figure 3-6 shows the receive status format. This field is 
loaded from the contents of the Receive Control register. 
Note that ERR, RNT, BRD, PRO, and AMC are configura- 
tion bits and are programmed during initialization. See sec- 
tion 4.3.3 for the description of the Receive Control register. 


“43° 12 11 





15. 14 10 9 8 
ere | ANT | BAD | PRO | Amc | tei. | Le0 | Me | 

ea ae ae | 3 ..2 1: O- 
LPKT cRCR | FAER 
FIGURE 3-6. Receive Status Format fy 
byte count: gives the length of the complete packet from 
the start of Destination Address to the end of FCS. 
packet pointer: a 32-bit pointer that locates the packet in 
the RBA. The SONIC writes the contents of the CRBAO,1 


" registers into this field. 7 
sequence numbers: this field displays the contents of two 


8-bit counters (modulo 256) that sequence the RBAs used: - 


and the packets buffered. These counters assist the system 
in determining when an RBA has been completely process- 


ed. The sequence numbers allow the system to tally the ~~ - 


packets that have been processed within a particular RBA. 


There are two sequence numbers that describe a packet: . : 
the RBA Sequence Number and the Packet Sequence 


descriptor. (That is, when the CRDA register has advanced 
to the next receive descriptor.) Generally, the SONIC releas- 
es control ‘after writing the status and control information 
into the RDA. If, however, the SONIC has reached the last 
descriptor in the list, it maintains ownership of the descriptor 
until the system has appended additional descriptors to the 
list. The SONIC then relinquishes control after receiving the 
next packet. (See section 3.4.6.1 for details on when the 
SONIC writes to this field). The receive packet descriptor 
format is shown in Figure 3-5. 


v3 15 


RXpkt.status 
RXpkt.byte_count 


0 
Prapeirve | 
[eeitinsse | 
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FIGURE 3-5. Receive Descriptor Format - 
3.4.4 Receive Buffer Management Initialization 
The Receive Resource, Descriptor, and Buffer areas (RRA, 
RDA, RBA) in memory and the appropriate SONIC registers 
must be properly initialized before the SONIC begins buffer- 
ing packets. This section describes the initialization pro- 
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_ cess. 


3.4.4.1 Initializing The Descriptor Page 
All descriptor areas (RRA, RDA, and TDA) used by the 


' SONIC reside within areas up to 32k (word) or 16k (long 


Number. When a packet is buffered to memory, the SONIC... 
maintains a single RBA Sequence Number for all packets in. -- 


an RBA and sequences the Packet Number for succeeding 


packets in the RBA. When the SONIC uses the next RBA, it. . 


increments the RBA Sequence Number and clears the 
Packet Sequence Number. The RBA’s sequence counter is 
not incremented when the read RRA command is issued in 
the Command register. The format of the Receive Se- 


quence Numbers are shown in Figure 3-7. These counters — 


are reset during hardware reset or by writing zero to them. 


15 8 7 0 


RBA Sequence Number Packet Sequence Number 
(modulo 256) (Modulo 256) : 


FIGURE 3-7. Receive Sequence Number Format 


receive link field: a 15-bit pointer (A15-A1) that locates 


the next receive descriptor. The LSB of this field is the End 


Of List (EOL) bit, and indicates the last descriptor in the list.. 


(Initialized by the system.) 7 : 


in use field: this field provides a handshake between the 
system and the SONIC to indicate the ownership of the de- 
scriptor. When the system avails a descriptor to the SONIC, . 
it writes a non-zero value into this field. The SONIC, in turn, 
sets this field to all “O’s” when it has finished processing the 


1-304 


word) pages. This page may be placed anywhere within the 
32-bit address range by loading the upper 16 address lines 
into the UTDA, URDA, and URRA registers. 


- 3.4.4.2 Initializing The RRA 


The initialization of the RRA consists of loading the four 
SONIC RRA registers and writing the resource descriptor 
information to memory. 


The RRA registers are loaded with the following values. 


Resource Start Area (RSA) register: The RSA is loaded 
with the lower 16-bit address of the beginning of the RRA. 
Resource End Area (REA) register: The REA is loaded 
with the lower 16-bit address of the end of the RRA. The 


'. end of the RRA is defined as the address of the last 


Rxrsrc.ptr0 field in the RRA plus 4 words in 16-bit mode or 4 

long words in 32-bit mode (Figure 3-3). 

Resource Read Pointer (RRP) register: The RFP is load- 

ed with the lower 16-bit address of the first resource de- 

scriptor the SONIC reads. 

Resource Write Pointer (RWP) register: The RWP is load- 

ed with the lower 16-bit address of the next vacant location 

where a resource descriptor will be placed by the system. 

Note: The RWP register must only point to either (1) the RXrsrc.ptrO field of 
one of the RRA Descriptors, (2) the memory address that the RSA 
points to (the start of the RRA), or (3) the memory address that the 
REA points to (the end of the RRA). When the RWP = RRP compari- 
son is made, it is performed after the complete RRA descriptor has 
been read and not during the fetch. Failure to set the RWP to any of 
the above values prevents the RWP = RRP comparison from ever 

_ becoming true. 











3.0 Buffer Management (continued) 


All RRA registers are concatenated with the URRA register 
for generating the full 32-bit address. 


The resource descriptors that the system writes to the RRA 
consists of four fields: (1) RXrsre.buff_ptrO, (2) 
RXrsre.buff_ptr1, (3) RxXrsrc.buff_we0, and . (4) 
RXrsrc.buff_we1. The fields must be contiguous (they can- 
not straddle the end points) and are written in the order 
shown in Figure 3-8. The “0” and ‘1” in the descriptors 
denote the least and most significant portions for the Buffer 
Pointer and Word Count. The first two fields supply the 32- 
bit starting location of the Receive Buffer Area (RBA), and 
the second two define the number of 16-bit words that the 
RBA occupies. Note that two restrictions apply to the Buffer 
Pointer and Word Count. First, in 32-bit mode, since the 
SONIC always writes long words, an even count must be 
written to RXrsrc.buff_wc0. Second, the Buffer Pointer 
must either be pointing to a word boundary in 16-bit mode 
(AO=0) or a long word boundary in 32-bit mode 
(A0,A1=0,0). Note also that the descriptors must be prop- 
erly aligned in the RRA as discussed in section 3.3. 

0 


31 
RSA,RRP =P» 
‘ RXrsrc.buff_ptrd 


RXrsrc.buff_ptri 


RXrsre.buff_wed 


NOT USED 
RWP—pi IN 32=BIT MODE 
( 


Jb 
i | f 
) 

REAP * mw eww wocce 
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FIGURE 3-8. RRA Initialization 


After configuring the RRA, the RRA Read command (setting 
RRRA ‘bit in the Command register) may be given. This 
command causes the SONIC to read the RRA descriptor in 
a single block operation, and load the following registers 
(see section 4.2 for register mnemonics): 

CRBAO register <— RXrsrc.buff__ptr0 

CRBA(1 register <— RXrsrc.buff__ptr1 

RBWCO register <— RXrsrc.buff__wc0 > 

RBWC1 register <— RXrsrc.buff_we1 


When the command has completed, the RRRA bit in the 
Command register is reset to ‘‘0”. Generally this command 
is only issued during initialization. At all other times, the RRA 
is automatically read as the SONIC finishes using an RBA. 


3.4.4.3 Initializing The RDA 


To accept multiple packets from the network, the receive. 


packet descriptors must be linked together via the 
RXpkt.link fields. Each link field must be written with a 15-bit 
(A15-A1) pointer to locate the beginning of the next de- 
scriptor in the list. The LSB of the RXpkt.link field is the End 
of List (EOL) bit and is used to indicate the end of the de- 
scriptor list. EOL = 1 for the last descriptor and EOL =0 for 
the first or middle descriptors. The RXpkt.in_use field indi- 
cates whether the descriptor is owned by the SONIC. The 
system writes a non-zero value to this field when the de- 


scriptor is available, and the SONIC writes all “‘0’s” when it - 


finishes using the descriptor. At startup, the Current Receive 


Descriptor Address (CRDA) register must be loaded with the ~ 


address of the first RXpkt.status field in order for 
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the SONIC to begin receive processing at the first descrip- 
tor. An example of two descriptors linked together is shown 
in Figure 3-9. The fields initialized by the system are dis- 
played in bold type. The other fields are written by the 
SONIC after a packet is accepted. The RXpkt.in_use field 
is first written by the system, and then by the SONIC. Note 
that the descriptors must be aligned properly as discussed 
in section 3.3. Also note that the URDA register is concate- 
nated with the CRDA register to generate the full 32-bit ad- 
dress. y 


CRDA REG. 
RXpkt.status 


RXpkt.byte_count 
RXpkt.pkt_ptrd 
RXpkt.pkt_ptr1 


RXpkt.seq_no 


RXpkt.link] EOL 


RXpkt.in_use 


RXpkt.status 
RXpkt.byte_count 
RXpkt.pkt_ptrO 
RXpkt.pkt_ptr1 

RXpkt.seq_no 
RXpkt.link 


RXpkt.in_use 


EOL 
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FIGURE 3-9. RDA Initialization Example 


3.4.4.4 Initializing the Lower 
Boundary of the RBA . 


A “false bottom” is set in the RBA by loading the End Of 
Buffer Count (EOBC) register with a value equal to the maxi- 
mum size packet in words (16 bits) that may be received. 
This creates a lower boundary in the RBA. Whenever the 
Remaining Buffer Word Count (RBWCO,1) registers. decre- 
ment below the EOBC register, the SONIC buffers the next 
packet into another RBA. This also guarantees that a pack- 
et is always contiguously buffered into a single Receive 
Buffer Area (RBA). The SONIC does not buffer a packet into 
multiple RBAs. Note that in 32-bit mode, the SONIC holds 
the LSB always low so that it properly compares with the 
RBWCO,1 registers. 


After a hardware reset, the: EOBC register is automatically 
initialized to 2F8h (760 words or 1520 bytes). For 32-bit ap- 
plications this is the suggested value for EOBC. EOBC de- 
faults to 760 words (1520 bytes) instead of 759 words (1518 
bytes) because 1518 is not a double word (32-bit) boundary 
(see section 3.4.2.1). If the SONIC is used in 16-bit mode, 
then EOBC should be set to 759 words (1518 bytes) be- 
cause 1518 is a word (16-bit) boundary. 


Sometimes it may be desired to buffer a single packet per 
RBA. When doing this, it is important to set EOBC and the 
buffer size correctly. The suggested practice is to set EOBC 
to a value that is at least 4 bytes, in 32-bit mode, or 2 bytes, 
in 16-bit mode, less than the buffer size. An example of. this 
for 32-bit mode is to set EOBC to 760 words (1520 bytes) 
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3.0 Buffer Management (Continued) 


and the buffer size to 762 words (1524 bytes). A similar 
example for 16-bit mode would be EOBC = 759 words 
(1518 bytes) and the buffer size set to 760 words (1520 
bytes). The buffer can be any size, but as long as the EOBC 
is 2 words, for 32-bit mode, or 1 word, for 16-bit mode, less 
than the buffer size, only one packet will be buffered in that 
RBA. 
Note 1: It is possible to filter out most oversized packets by setting the buff- 
_ e@rsize to 760 words (1520 bytes) in 32-bit mode or 759 words (1518 
bytes) in 16-bit mode. EOBC would be set to 758 words (1516 
bytes) for both cases. With this configuration, any packet over 1520 
bytes, in 32-bit mode, or 1518 bytes, in 16-bit mode, will not be 
completely buffered because the packet will overflow the buffer. 
When a packet overflow occurs, a Receive Buffer Area Exceeded 
interrupt (RBAE in the Interrupt Status Register, section 4.3.6) will 
occur, 


; When buffering one packet per buffer, it is suggested that the val- 
ues in Note 1 above be used. Since the minimum legal! sized Ether- 
net packet is 64 bytes, however, it is possible to set EOBC as much 
as 64 bytes less than the buffer size and still end up with one packet 
per buffer. Figure 3-10 shows this “range.” 


3.4.5 Beginning Of Reception 


At the beginning of reception, the SONIC checks its inter- 
nally stored EOL bit from the previous RXpkt.link field for a 
“4”, If the SONIC finds EOL = 1, it recognizes that after the 
previous reception, there were no more remaining receive 
packet descriptors. It re-reads the same RXpkt.link field to 
check if the system has updated this field since the last 
reception. If the SONIC still finds EOL= 1, reception ceas- 
es. {See section 3.5 for adding descriptors to the list.) Oth- 
erwise, the SONIC begins storing the packet in the RBA 
starting at the Current Receive Buffer Address (CRBAO,1) 
registers and continues until the packet has completed. 
Concurrent with the packet reception, the Remaining Buffer 
Word Count (RBWCO,1) registers are decremented after 
each word is written to memory. This register determines 
the remaining words in the RBA at the end of reception. 


3.4.6 End Of Packet Processing 


At the end of a reception, the SONIC enters its end of pack- 
et processing sequence to determine whether to accept or 
reject the packet based on receive errors and packet size. 
At the end of reception the SONIC enters one of the follow- 
ing two sequences: 


— Successful reception sequence : 
— Buffer recovery for runt packets or packets with errors 


RBA 


RANGE OF EOBC TO 
STORE 1 PACKET 
PER RBA - 


Range of EOBC = pase wce0,1 —2 to RXrsre.wc0,t —32) 
, FIGURE 3-10. Setting EOBC for Single Packet RBA 


3.4.6.1 Successful Reception 


If the SONIC accepts the packet, it first writes 5 words of 
descriptor information in the RDA beginning at the address 
pointed to by the Current Receive Descriptor Address 
(CRDA) register. It then reads the RXpkt.link field to ad- 
vance the CRDA register to the next receive descriptor. The 
SONIC also checks the EOL bit for a ‘'1” in this field. If 
EOL=1, no more descriptors are available for the SONIC. 
The SONIC recovers the address of the current RXpkt.link 
field (from a temporary register) and generates a ‘Receive 
Descriptors Exhausted” indication in the Interrupt Status 
register. (See section 3.4.7 on how to add descriptors.) The 
SONIC maintains ownership of the descriptor by not writing 
to the RXpkt:in_use field. Otherwise, if EOL=0, the SONIC 
advances the CRDA register to the next descriptor and re- 
sets the RXpkt.in_use field to all ‘0’s”. 


The SONIC accesses the complete 7 word RDA descriptor 
in a single block operation. 


The SONIC also checks if there is remaining space in the 
RBA. The SONIC compares the Remaining Buffer Word 
Count (RBWCO,1) registers with the static End Of Buffer 
Count (EOBC). If the RBWC is less than the EOBC, a maxi- 
mum sized packet will no longer fit in the remaining space in 
the RBA; hence, the SONIC fetches a resource descriptor 
from the RRA and loads its registers with the pointer and 
word count of the next available RBA. 


3.4.6.2 Buffer Recovery For Runt Packets Or 
Packets With Errors 


If a runt packet (less than 64 bytes) or packet with errors 
arrives and the Receive Control register has been config- 
ured to not accept these packets, the SONIC recovers its 
pointers back to the original positions. The CRBAO,1 regis- 
ters are not advanced and the RBWCO,1 registers are not 
decremented. The SONIC recovers its pointers by maintain- 
ing a copy of the buffer address in the Temporary Receive 
Buffer Address registers (TRBAO,1). The SONIC recovers 
the value in the RBWCO,1 registers from the Temporary 
Buffer Word Count registers (TBWCO,1). 


3.4.7 Overflow Conditions 

When an overflow condition occurs, the SONIC halts its 
DMA operations to prevent writing into unauthorized memo- 
ry. The SONIC uses the Interrupt Status register (ISR) to 
indicate three possible overflow conditions that can occur 


2 WORDS (32-BIT MODE) 
1 WORD (16-BIT MODE) 


32 WORDS 
(64 BYTES) 
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3.0 Buffer Management (continued) 


when its receive resources have been exhausted. The sys- 
tem should respond by replenishing the resources that have 
been exhausted. These overflow conditions (Descriptor Re- 
sources Exhausted, Buffer Resources Exhausted, and RBA 
Limit Exceeded) are indicated in the Interrupt Status register 
and are detailed as follows: 


Descriptor Resources Exhausted: This occurs when the 
SONIC has reached the last receive descriptor in the list, 
meaning that the SONIC has detected EOL= 1. The system 
must supply additional descriptors for continued reception. 
The system can do this in ‘one of two ways: 1) appending 
descriptors to the existing list, or 2) creating a separate list. 
1) Appending descriptors to the existing list. This is the eas- 
iest and preferred way. To do this, the system, after cre- 
_ating the new list, joins the new list to the existing list by 
simply writing the beginning address of the new list into 
the RXpkt.link field and setting EOL = 0. At the next 
reception, the SONIC re-reads the last RXpkt.link field, 
and updates its CRDA register to point to the next de- 
scriptor. 


Creating a separate list. This requires an additional step 
because the lists are not joined together and requires 
that the CRDA register be loaded with the address of the 
RXpkt.link field in the new list. : 


During this overflow condition, the SONIC maintains owner- 
ship of the descriptor (RXpkt.in_use # OOh) and waits for 
the system to add additional descriptors to the list. When 
the system appends more descriptors, the SONIC releases 
ownership of the descriptor after writing 0000h to the 
RXpkt.in_use field. ; 


Buffer Resources Exhausted: This occurs when the 
SONIC has detected that the Resource Read Pointer (RRP) 
and Resource Write Pointer (RWP) registers are equal (i.e., 
all RRA descriptors have been exhausted). The RBE bit in 
the Interrupt Status register is set when the SONIC finishes 
using the second to last receive buffer and reads the last 
RRA descriptor. Actually, the SONIC is not truly out of re- 
sources, but gives the system an early warning of an im- 
pending out of resources condition. To continue reception 
after the last RBA is used, the system must supply addition- 
al RRA descriptor(s), update the RWP register, and clear 
the RBE bit in the ISR. The SONIC rereads the RRA after 
this bit is cleared. 


RBA Limit Exceeded: This occurs when a packet does not 
completely fit within the remaining space of the RBA. This 
can occur if the EOBC register is not programmed to a value 
greater than the largest packet that can be received. When 
this situation occurs, the packet is truncated and the SONIC 
reads the RRA to obtain another RBA. Indication of an RBA 
limit being exceeded is signified by the Receive Buffer Area 
Exceeded (RBAE) interrrupt being set (see section 4.3.6). 
An RDA will not be set up for the truncated packet and the 
buffer space will not be re-used. To rectify this potential 
overflow condition, the EOBC register must be loaded witha 
value equal to or greater than the largest packet that can pe 
accepted. See section 3.4.2. 


3.5 TRANSMIT BUFFER MANAGEMENT 

To begin transmission, the system software issues the 
Transmit command (TXP=1 in the CR). The Transmit Buff- 
er Management uses two areas in memory for transmitting 
packets (Figure 3-717), the Transmit Descriptor Area (TDA) 
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and the Transmit Buffer Area (TBA). During transmission, 
the SONIC fetches control information from the TDA, loads 
its appropriate registers, and then transmits the data from 
the TBA. When the transmission is complete, the SONIC 
writes the status information'in the TDA. From a single 
transmit command, packets can either be transmitted singly 
or in groups if several descriptors have been linked togeth- 
er. = 
TRANSMIT 
_ BUFFER AREA 
: Ne NNN EN 


FRAGMENT 


TRANSMIT 
DESCRIPTOR AREA | 


PACKET #1 


frag—count = 1 
Et - 


regu 2 
EOL= 


PACKET #2 





TL/F/10492-18 
FIGURE 3-11. Overview of Transmit Buffer Management 


3.5.1 Transmit Descriptor Area (TDA) © 


The TDA contains descriptors that the system has generat- 
ed to exchange status and control information. Each de- 
scriptor corresponds to a single packet and consists of the 
following 16-bit fields. 


TXpkt.status: This field is written by the SONIC and pro- 
vides status of the transmitted packet. See section 3.5.1.2 
for more details. 


TXpkt.config: This field allows programming the SONIC to 
one of the various transmit modes. The SONIC reads this 
field and loads the corresponding configuration bits (PINTR, 
POWC, CRCI, and EXDIS).into the Transmit Control regis- 
ter. See section 3.5.1.1 for more details. 

TXpkt.pkt_size: This ied contains the ae count of ihe 
entire packet 

TXpkt. frag_.count: This field contains the number of flea: 
ments the packet is segmented into. 

TXpkt.frag_ptr0,1: This field contains a 32-bit pointer 
which locates the packet fragment to be transmitted in the 
Transmit Buffer Area (TBA). This pointer is not restricted to 
any byte alignment. 

TXpkt.frag_csize: This field contains the byte count of the 
packet fragment. The minimum fragment size is 1 byte. 


‘TXpkt.link: This field contains a 15-bit pointer (A15-A1) to 


the next TDA descriptor. The LSB, the End Of List (EOL) bit, 
indicates the last descriptor in the list when set to a “1”. 
When descriptors have been linked together, the SONIC 
transmits back- to- back packets from a sale transmit com- 
mand. 


The data of the packet does not need to be contiguous, but 
can exist in several locations (fragments) in memory. In this 
case, the TXpkt.frag__count field is greater than one, and 
additional TXpkt.frag__ptr0,1 and. TXpkt. frag_size fields 
corresponding to each fragment are used. The descriptor 
format is shown in Figure 3-12, Note that in 32- bit mode the 
upper word, D<31: 16>, is not used. 
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3.0 Buffer Management (Continued) 


0 


: 


ADDITIONAL POINTERS 
AND SIZE FIELDS IF 
FRAG_COUNT>1 


TXpkt.link EOL 
TL/F/10492-19 


. FIGURE 3-12. Transmit Descriptor Area 
3.5.1.1 Transmit Configuration 


The TXpkt.config field allows the SONIC to be programmed 
into one of the transmit modes before each transmission. At 
the beginning of each transmission, the SONIC reads this 
field and loads the PINTR, POWC, CRCI, and EXDIS bits 
into the Transmit Control register (TCR). The configuration 
bits in the TCR correspond directly with the bits in the 
TXpkt.config field as shown in Figure 3-13. See section 
4.3.4 for the description on the TCR. — 


NOT USED 
IN 32=BIT MODE 


15 14 13 12 11 


| 
7 6 5 4 3 
Lx | xt xi[ x] xxx] x | 
Note: x = don't care 


FIGURE 3-13. TXpkt.config Field 


3.5.1.2 Transmit Status 


At the end of each transmission the SONIC writes the status 
bits (<10:0>) of the Transmit Control Register (TCR) and 
the number of collisions experienced during the transmis- 
sion into the TXpkt.status field (Figure 3-14, res = re- 
served). Bits NC4-NCO indicate the number of collisions 
where NC4 is the MSB. See section 4.3.4 for the description 
of the TCR. 


15 14 #18 12 #11 «10. 8 


10 9 8 
2 1 0 
X X 


7 6 5 4 3 2 1 0 
[orst| exc | owc| res | pmp| FU | BoM] PTX 
a FIGURE 3-14. TXpkt.status Field 


3.5.2 Transmit Buffer Area (TBA) . 


The TBA contains the fragments of packets that are defined 
by the descriptors in the TDA. A packet can consist of a 
single fragment or several fragments, depending upon the 
fragment count in the TDA descriptor. The fragments also 
can reside anywhere within the full 32-bit address range, 
and be aligned to any byte boundary. When an odd byte 
boundary is given, the SONIC automatically begins reading 
data at the corresponding word boundary in 16-bit mode or 
a long word boundary in 32-bit mode. The SONIC ignores 
the extraneous bytes which are written into the FIFO during 
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odd byte alignment fragments. The minimum allowed frag- 
ment size is 1 byte. Figure 3-11 shows the relationship be- 
tween the TDA and the TBA for single and multi-fragmented 
packets. 


3.5.3 Preparing To Transmit 


All fields in the TDA descriptor and. the Current Transmit 
Descriptor Address (CTDA) register of the SONIC must be 
initialized before the Transmit Command (setting the TXP bit 
in the Command register) can be issued. If more than one 
packet is queued, the descriptors must be linked together 
with the TXpkt.link field. The last descriptor must have 
EOL=1 and all other descriptors must have EOL=0. To 
begin transmission, the system loads the address of the first 
TXpkt.status field into the CTDA register. Note that the up- 
per 16-bits of address are loaded in the Upper Transmit 
Descriptor (UTDA) register. The user performs the following 
transmit initialization. 


1) Initialize the TDA 


2) Load the CTDA register with the address of the first 
transmit descriptor 


3) Issue the transmit command 


Note that if the Source Address of the packet being trans- 
mitted is not in the CAM, the Packet Monitored Bad (PMB) 
bit in the TXpxt.status field will be set (see section 4.3.4). 


3.5.3.1 Transmit Process 


When the Transmit Command (TXP = 1 in the Command 
register) is issued, the SONIC fetches the control informa- 
tion in the TDA descriptor, loads its appropriate registers 
(shown below) and begins transmission. (See section 4.2 for 
register mnemonics.) ~ 

TCR <— TXpkt.config 

TPS <— TXpkt.pkt_size 

TFC <— TXpkt.frag__count 

TSAO <— TXpkt.frag__ptrO 

TSA1 <— TXpkt.frag__ptr1 

TFS <— TXpkt.frag__size 

CTDA < TXpkt.link 


(CTDA is loaded after all fragments have been read and 
successfully transmitted. If the halt transmit command is is- 
sued (HTX bit in the Command register is set) the CTDA 
register is not loaded.) i 


During transmission, the SONIC reads the packet descriptor 
in the TDA and transmits the data from the TBA. If 
TXpkt.frag__count is greater than one, the SONIC, after fin- 
ishing transmission of the fragment, fetches the next 
TXpkt.frag__ptr0,1 and TXpkt.frag__size fields and transmits 
the next fragment. This process continues until all frag- 
ments of a packet are transmitted. At the end of packet 
transmission, status is written in to the TXpkt.status field. 
The SONIC then reads the TXpkt.link field and checks if 
EOL = 0. If itis “0”, the SONIC fetches the next descriptor 
and transmits the next packet. If EOL = 1 the SONIC gen- 
erates a “Transmission Done”. indication in the Interrupt 
Status register and resets the TXP bit in the Command reg- 
ister. 

In the event of a collision, the SONIC recovers its pointer in 
the TDA and retransmits the packet up to 15 times. The 
SONIC maintains a copy of the CTDA register in the Tempo- 
rary Transmit Descriptor Address (TTDA) register. 


The SONIC performs a block operation of 6, 3, or 2 access- 
es in the TDA, depending on where the SONIC is in the 
transmit process. For the first fragment, it reads the 








3.0 Buffer Management (continued) 


TXpkt.config to TXpkt.frag__size (6 accesses). For the next 
fragment, if any, it reads the next 3 fields from TXpkt.frag__ 
ptrO to TXpkt.frag_-size (3 accesses). At the end of trans- 
mission it writes the status information to TXpkt.status and 
reads the TXpkt.link field (2 accesses). 


3.5.3.2 Transmit Completion 


The SONIC stops transmitting under two conditions. In the 
normal case, the SONIC transmits the complete list of de- 
scriptors in the TDA and stops after it detects EOL = 1. In 
the second case, certain transmit errors cause the SONIC 
to abort transmission. If F/FO Underrun, Byte Count Mis- 
match, Excessive Collision, or Excessive Deferral (if en- 
abled) errors occur, transmission ceases. The CTDA regis- 
ter points to the last packet transmitted. The system can 
also halt transmission under software control by setting the 
HTX bit in the Command register. Transmission halts after 
the SONIC writes to the TXpkt.status field. 


3.5.4 Dynamically Adding TDA Descriptors 


Descriptors can be dynamically added during transmission 
without halting the SONIC. The SONIC can also be guaran- 
teed to transmit the complete list including newly appended 
descriptors (barring any transmit abort conditions) by ob- 
serving the following rule: The last TXpkt.link field must 
point to the next location where a descriptor will be added 
(see step 3 below and Figure 3-75). The procedure for ap- 
pending descriptors consists of: 


1. Creating a new descriptor with its TXpkt.link pointing to 
the next vacant descriptor location and its EOL bit set to 
a eo hee 


2. Resetting the EOL bit to a “0” of the previously last de- 


scriptor. 


3. Re-issuing the Transmit command (setting the TXP bit in 
the Command register). 


Step 3 assures that the SONIC will transmit all the packets 
in the list. If the SONIC is currently transmitting, the Trans- 
mit command has no effect and continues transmitting until 
it detects EOL = 1. If the SONIC had just finished transmit- 
ting, it continues transmitting from where it had previously 
stopped. 


“4— LAST DESCRIPTOR OF LIST 





WILL BE PLACED 


° 
i) 
t 
t) 
i) 
4 
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ry 


s 

4 

‘ 

: 4— LOCATION WHERE NEXT DESCRIPTOR 
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4.0 SONIC Registers. 


The SONIC contains two sets of registers: The status/con- 
trol registers and the CAM memory cells. The status/control 
registers are used to configure, contro!, and monitor SONIC 
operation. They are directly addressable registers and occu- 
py 64 consecutive address locations in the system memory 
space (selected by the RAS5-RAO address pins). There are 
a total of 64 status/control registers divided into the follow- 
ing categories: : 

User Registers: These registers are accessed by the user 
to configure, control, and monitor SONIC operation. These 
are the only SONIC registers the user needs to access. Fig- 
ure 4-3 shows the programmer’s model and Table 4-1 lists 
the attributes of each register. 


Internal Use Registers: These registers (Table 4-2) are 
used by the SONIC during normal operation and are not 
intended to be accessed by the user. 


National Factory Test Registers: These registers (Table 
4-3) are for National factory use only and should never be 
accessed by the user. Accessing these registers during nor- 
mal operation can cause improper functioning of the 
SONIC. 


4.1 THE CAM UNIT : 


The CAM unit memory cells are indirectly accessed by pro- 
gramming the CAM descriptor area in system memory and 
issuing the LCAM command (setting the LCAM bit in the 
Control register). The CAM cells do not occupy’ address lo- 
cations in register space and, thus, are not accessible 
through the RA5—RAO address pins. The CAM control regis- 
ters, however, are part of the user register set and must be 
initialized before issuing the LCAM command (see section 
4.3.10). 


The Content Addressable Memory (CAM) consists of six- 
teen 48-bit entries for complete address filtering (Figure 4-1) 
of network packets. Each entry corresponds to a 48-bit des- 
tination address that is user programmable and can contain 
any combination of Multicast or Physical addresses. Each 
entry is partitioned into three 16-bit CAM cells accessible 
through CAM Address Ports (CAP 2, CAP 1 and CAP 0) with 

CAPO corresponding to the least significant 16 bits of the 

Destination Address and CAP2 corresponding to the most 

significant bits. The CAM is accessed in a two step process. 

First, the CAM Entry Pointer is loaded to point to one of the 

16 entries. Then, each of the CAM Address Ports is ac- 

cessed to select the CAM cell. The 16 user programmable 

CAM entries can be masked out with the CAM Enable regis- 

ter (see section 4.3.10). 

Note: It is not necessary to program a broadcast address into the CAM 
when it is desired to accept broadcast packets. Instead, to accept 
broadcast packets, set the BRD bit in the Receive Control register. If 
the BRD bit has been set, the CAM is still active. This means that it is 


possible to accept broadcast packets at the same time as accepting 
packets that match physical addresses in the CAM. 


4.1.1 The Load CAM Command 

Because the SONIC uses the CAM for a relatively long peri- 
od of time during reception, it can only be written to via the 
CAM Descriptor Area (CDA) and is only readable when the 





ace6esdd 





DP83932B 


4.0 SONIC euleters (Continued) *' 


CAM ENTRY 
POINTER REGISTER 
(5 BITS) 


CAM ENTRY DECODE 


CAM CELLS 


CAM ENABLE REGISTER 


CAM ADDRESS PORT 2 
(BITS 47-32) 


CAM ADDRESS. PORT ‘1 
(BITS 31 ~- 16) 


CAM ADDRESS PORT 0 
. (BITS 15-0) 
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FIGURE 4-1. CAM Organization 


SONIC is in software reset. The CDA resides in the same 
64k byte block of memory as the Receive Resource Area 
(RRA) and contains descriptors for loading the CAM regis- 
ters. These descriptors are contiguous and each descriptor 
consists of four 16-bit fields (Figure 4-2). In 32-bit mode the 
upper word, D<31:16>, is not used. The first field contains 
the value to be loaded into the CAM Entry Pointer and the 
remaining fields are for the three CAM Address Ports (see 
section 4.3.10). In addition, there is one more field after the 
last descriptor containing the mask for the CAM Enable reg- 
ister. Each of the CAM descriptors are addressed by the 
CAM Descriptor Pointer (CDP) register. 


After the system has initialized the. CDA, it can issue the 
Load CAM command to program the SONIC to read the 
CDA and load the CAM. The procedure for i issuing the Load 
sate command is as follows. 


. Initialize the Upper Receive Resource ee (URRA) 
* register. Note that the CAM Descriptor Area must reside 

within the same 64k page as the Receive Resource 
’ Area. (See section 4.3.9). 


uM. 
CAM DESCRIPTOR POINTER, CDP —Proeaaana= 


NOT USED 
IN 32-BIT MODE 


15 
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2. Initialize the CDA as described above. 


3.. Initialize the CAM Descriptor Count with the number of 
CAM descriptors. Note, only the lower 5 bits are used in 
this register. The other bits are don’t cares. (See section 
4.3.10). 

. Initialize the-CAM Descriptor Pointer to locate the first 
descriptor in the CDA: This register must be reloaded 
each time a new Load CAM command is issued. | 

5. Issue the Load CAM command (LCAM) in the Command 
register. (See section 4.3.1). 

If a transmission or reception is in progress, the CAM DMA 

function will not occur until these operations are complete. 

When the SONIC completes the Load CAM command, the 

CDP register points to the next location after the CAM En- 

able field and the CDC equals zero. The SONIC resets the 

LCAM bit in the Command register and sets the Load CAM 

Done (LCD) bit in the ISR. 


0 


DESCRIPTOR 0 


CAM Address Port 0 
CAM Address Port 1 
CAM Address Port 2 


FIGURE 4-2. CAM Descriptor Area Format 


DESCRIPTOR n 


CAM Entry Pointer 
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4.0 SONIC Registers (Continued) 


RA<5:0> 
Oh Command Register Status and Control Fields 


Oo 
g2e6esdd 


1 Data Configuration Register Control Fields 


Status and Receive Control Register Status and Control Fields 
Control Registers Transmit Control! Register Status and Control Fields 
Interrupt Mask Register Mask Fields 
Interrupt Status Register Status Fields 
Data Configuration Register 2 . Control Fields 


Transmit Upper Transmit Descriptor Address Register | Upper 16-bit Address Base 


Registers Current Transmit Descriptor Address Register| Lower 16-bit Address Offset. 


Upper Receive Descriptor Address Register {Upper 16-bit Address Base 
Current Receive Descriptor Address Register | Lower 16-bit Address Offset 
Upper Receive Resource Address Register | Upper 16-bit Address Base 
Resource Start Address Register Lower 16-bit Address Offset 


Receive 


Registers Resource End Address Register Lower 16-bit Address Offset 


Resource Read Register Lower 16-Bit Address Offset 


Resource Write Register Lower 16-bit Address Offset 


7 Count Value 
4 


Receive Sequence Counter Count Value 8 





CAM Address Port 2 Most Significant 16 bits of CAM Entry 


CAM Address Port 1 Middle 16 bits of CAM Entry 


CAM Address Port 0 Least Significant 16 bits of CAM Entry 


CAM Enable Register . | Mask Fields 


CAM 
Registers 


CAM Descriptor Pointer Lower 16-bit Address Offset 


CAM Descriptor Count 





A CRC Error Tally Counter Count Value 

Tally . 
Counters Frame Alignment Error Tally Count Value 
Missed Packet Tally Count Value 


Watchdog Watchdog Timer 0 Lower 16-bit Count Value 


Timer 


| 


Watchdog Timer 1 , Upper 16-bit Count Value _ 


Silicon Revision Register - Chip Revision Number 
FIGURE 4-3. Register Programming Model 
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4.0 SONIC Registers (Continued) 


4.2 STATUS/CONTROL REGISTERS 


This set of registers is used to convey status/control infor- 
mation to/from the host system and to control the operation 
of the SONIC. These registers are used for loading com- 
mands generated from the system, indicating transmit and 


ing interrupt control. The registers are selected by asserting 
chip select to the SONIC and providing the necessary ad- 
dress on register address pins RA5-RAO. Tables 4-1, 4-2, 
and 4-3 show the locations of all SONIC registers and 
where information on the registers can be found in the data 
sheet. 


receive status, buffering data to/from memory, and provid- 
oo TABLE 4-1. User Registers. 


COMMAND AND STATUS REGISTERS - 


ooh 
01 (Note 3) 
02 
a TOR 


Description 


BASE AES (section) 





05 Interrupt Status 


R/W 

04 RW 
R/W 

W 


3F (Note 3) R 


DCR2 
TRANSMIT REGISTERS 


Upper Transmit Descriptor Address 


UTDA 
CTDA 


4.3.8, 3.4.4.1 
4.3.8, 3.5.3 





R/W i 
R/W 
RECEIVE REGISTERS 

0D 
0E 
13 
14 URRA 
15 
16 
17 


18 ; : 


4.3.9, 3.4.4.1 
4.3.9, 3.4.4.3 
4.3.9, 3.4.2 
4.3.9, 3.4.4.1 
4.3.9, 3.4.1 
4.3.9,3.4.1 
4.3.9, 3.4.1 
4.3.9, 3.4.1 
4.3.9, 3.4.3.2 


Resource Write Pointer 
28 |__ReceiveSequence Counter | 


Receive Sequence Counter 
CAM REGISTERS 
21° 
22 (Note 1) 
23 (Note 1) 
24 (Note 1) 
25 (Note 2) 
. 26. 
27 
TALLY COUNTERS 
2C (Note 4) 


R/W 
R/W RSA 
R/W REA 
R/W © 
R/W RWP 
R/W / RSC 
R/W - CEP 4.1, 4.3.10 
4.1, 4.3.10 
4.1, 4.3.10 
4.1, 4.3.10 
4.1, 4.3.10 
4.1; 4.3.10 
4.1, 4.3.10 


| CAMAddressPot2 | 


CAP2 
CAP1 
CAPO 


R/W 
R/W 
R/W ‘CAM Descriptor Count 

CRC Error Tally ce 0 =e 


FAE Tally 
Missed Packet Tally 


CE 
CDP 
CDC 
CRCT 


FAET 
MPT 


R/W 
R/W 


2D (Note 4) 
2E (Note 4) R/W 
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4.0 SONIC Registers (Continued) 


TABLE 4-1. User Registers (Continued) 


WATCHDOG COUNTERS 


SILICON REVISION 
43.19 


Note 1: These registers can only be read when the SONIC is in reset mode (RST bit in the CR is set). The SONIC gives invalid data when these registers are read in 
non-reset mode. 


Note 2: This register can only be written to when the SONIC is in reset mode. This register is normally only loaded by the Load CAM command. 


Note 3: The Data Configuration registers, DCR and DCR2, can only be written to when the SONIC is in reset mode (RST bit in CR is set). Writing to these registers 
while not in reset mode does not alter the registers. 


Note 4: The data written to these registers is inverted before being latched. That is, if a value of FFFFh is written, these registers will contain and read back the 
value of 0000h. Data is not inverted during a read operation. 


Description 


RAS e RAG (section) 


4.3.12 
4.3.12 


TABLE 4-2. Internal Use Registers (Users should not write to these registers) 


Description 


(RA5-RAO) (section) 


Register Symbol 


arn ay; a 


TRANSMIT REGISTERS 
08 (Note 1) 


R 
R 


/W 
/W 
R/W 
R/W 


0C (Note 2) 


| | MaximumDeferral Timer | MOT 
RECEIVE REGISTERS 
REWC' 
|__Temporary Receive Buffer Address 


Temporary Receive Buffer Address 0 TRBAO © 
i TRBA1 


raWoo 
ewer 


1B 
ic 
1F 
ADDRESS GENERATORS 


1D R/W Address Generator 0 
1E R/W Address Generator 1 


Note 1: The data that is read from these registers is the inversion of what has been written to them. 
Note 2: The value that is written to this register is shifted once in 16-bit mode and shifted twice in 32-bit mode. 


R/W 
R/W 
R/W 
R/W 
R/W 
R/W 


ADDRO 
ADDR1 


TABLE 4-3. National Factory Test Registers 


access | Restor 


These registers are for factory use only. Users must not 
address these registers or improper SONIC operation 
can occur 


(RA5-RAO) Symbol 
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3.5.4 
4.3.4 


3.4.2, 3.4.4.2 
3.4.2, 3.4.4.2 
3.4.2, 3.4.4.2 
3.4.2, 3.4.4.2 
3.4.6.2 
3.4.6.2 
3.4.6.2 
3.4.6.2 


none 


Description 
(section) 
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4.0 SONIC Registers (Continued) 
4.3 REGISTER DESCRIPTION 


4.3.1 Command Register 

(RA<5:0> =Oh) 

This register (Figure 4-4 ) is used for issuing commands to the SONIC. These commands are issued by setting the correspond- 
ing bits for the function. For all bits, except for the RST bit, the SONIC resets the bit after the command is completed. With the 
exception of RST, writing a “0” to any bit has no effect. Before any commands can be issued, the RST bit must first be reset to 
“0”. This means that, if the RST bit is set, two writes to the Command Register are required to issue a command to the SOME) 


-one to clear the RST bit, and one to issue the command. 


This register also controls the general purpose 32-bit Watchdog Timer. After the Watchdog Timer register has been loaded, it 
begins to decrement once the ST bit has been set to ‘1”. An interrupt is issued when the count reaches zero if the Timer 
Complete interrupt is enabled in the IMR. 


During hardware reset, bits 7, 4, and 2 are set to a “1”; all others are cleared. During software reset bits 9, 8, 1, and 0 are 
cleared ante bits 7 and 2 are set to a “1”; all others are unaffected. 


13 1 
Te Ts Ts Ts Ts Kelme er] + Tao eos ed 


r=read only, r/w=read/write 


FIGURE 4-4. Command Register 


Field Meaning 
LCAM LOAD CAM 
RRRA READ RRA 
RST SOFTWARE RESET 
ST ~ START TIMER 
STP STOP TIMER 

RXEN RECEIVER ENABLE 
RXDIS RECEIVER DISABLE 
TXP TRANSMIT PACKET(S) 
HTX HALT TRANSMISSION 


Description 
Must be 0 


LCAM: LOAD CAM 

Setting this bit causes the SONIC to load the CAM with the descriptor thatis ee to by the CAM Descriptor 
.Pointer register. ’ 
. Note: This bit must not be set during transmission (TXP is set). The SONIC will lock up if both bits are set simultaneously. 


RRRA: READ RRA 

Setting this bit causes the SONIC to read the next RRA descriptor pointed to by the Resource Read Pointer (RRP) 
register. Generally this bit is only set during initialization. Setting this bit during normal operation can cause improper 
receive operation. 


RST: SOFTWARE RESET 
Setting this bit resets all internal state machines. The CRC generator i is disabled and the Tally counters are halted, 


’ but not cleared. The SONIC becomes operational when this bit is reset to ‘‘0”. A hardware reset sets this bit to art. 
It must be reset to “0” before the SONIC becomes operational. 


Must be 0. 


ST: START TIMER . 7 
Setting this bit enables the general-purpose watchdog timer to begin counting or to resume counting after it has 
been halted. This bit is reset when the timer is halted (i.e., STP is set). Setting this bit resets STP. 


STP: STOP TIMER 
Setting this bit halts the general-purpose watchdog timer and resets the ST bit. The timer resumes when the ST bit is 
set. This bit powers up as a 1”. Note: Simultaneously setting bits ST and STP stops the timer. 
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4.0 SONIC Registers (continued) 
4,3 REGISTER DESCRIPTION 


4.3.1 Command Register (Continued) 
(RA<5:0> =0h) 


‘Bit 
3 





aeecesda 


Description 


RXEN: RECEIVER ENABLE 

Setting this bit enables the receive buffer management engine to begin buffering data to memory. Setting this bit 
resets the RXDIS bit. Note: If this bit is set while the MAC unit is currently receiving a packet, both RXEN and RXDIS 
are set until the network goes inactive (i.e., the SONIC will not start putienng| in the middle of a packet being 
received). 


RXDIS: RECEIVER DISABLE —_«s—iw . 

Setting this bit disables the receiver from buffering data to memory or the Receive FIFO. If this bit is set during the 
reception of a packet, the receiver is disabled only after the packet is processed. The RXEN bit is reset when the 
receiver is disabled. Tally counters remain active regardless of the state of this bit. Note: If this bit is set while the 
SONIC is currently receiving a packet, both RXEN and RXDIS are set until the ca is fully received. 


TXP: TRANSMIT PACKET(S) 

Setting this bit causes the SONIC to transmit siekete which have been set up in the Transmit Descriptor Area (TDA). 
The SONIC loads its appropriate registers from the TDA, then begins transmission. The SONIC clears this bit after 
any of the following conditions have occurred: (1) transmission had completed (i.e., after the SONIC has detected 
EOL = 1), (2) the Halt Transmission command (HTX) has taken effect, or (3) a transmit abort condition has 
occurred. This condition occurs when any of the following bits in the TCR have been set: EXC, EXD, FU, or BCM. 
Note: This bit must not be set if a Load CAM operation is in progress (LCAM is set). The SONIC will lock up if both bits are set simultaneously. 


HTX: HALT TRANSMISSION 


‘Setting this bit halts the transmit command after the current transmission has completed. TXP is reset after 
_ transmission has halted. The Current Transmit Descriptor Address (CTDA) register points to the last cal 


transmitted. The SONIC samples met bit after writing to the TXpkt.status field. 


. a 
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4.0 SONIC Registers (Continue) 

4.3.2 Data Configuration Register 

(RA<5:0> = th) 

This register (Figure 4-5) establishes the bus cycle options for reading/writing data to/from 16- or 32-bit memory systems. | - 


During a hardware reset, bits 15 and 13 are cleared; all other bits are unaffected. (Because of this, the first thing the driver . 
software does to the SONIC should be to set up this register.) All bits are unaffected by a software reset. This register must only 
be accessed when the SONIC is in reset mode (i.e., the RST bit is set in the Command reglsten) 


jolts. * 
exevs]_0 [en [For [Poo [seus [use| ven wos [woo ow [ews [ner [aro] ter [Fro 


r/w r/w or/w or/w or/wor/weer/we et/we er/weet/weer/weset/weert/weat/w sor/w 
t/w=read/write ; 





_ FIGURE 4-5. Data Configuration Register 


Field - Meaning 

EXBUS EXTENDED BUS MODE 

LBR LATCHED BUS RETRY 
POO,PO1 PROGRAMMABLE OUTPUTS 
SBUS SYNCHRONOUS BUS MODE 
USRO, USR1 USER DEFINABLE PINS 

WCO,; WC1 WAIT STATE CONTROL - 

DW. DATA WIDTH SELECT 

BMS - BLOCK MODE SELECT FOR DMA 
RFTO,RFT1 = ~~ RECEIVE FIFO THRESHOLD 
TFTO, TFT1 TRANSMIT FIFO THRESHOLD 


Descelptlon 


EXBUS: EXTENDED BUS MODE 

Setting this bit enables the Extended Bus mode which enables the following: 

1)Extended Programmable Outputs, EXUSR <3:0>: This changes the TXD, LBK, RXC and RXD pins from the 
external ENDEC interface into four programmable user outputs, EXUSR <3:0> respectively, which are similar to 
USR <1:0>. These outputs are programed with bits 15-12 in the DCR2 (see section 4.3.7). On hardware reset, 
these four pins will be TRI-STATE and will remain that way until the DCR is changed. If EXBUS is enabled, then 
these pins will remain TRI-STATE until the SONIC becomes a bus master, at which time they will be driven according 
to the DCR2. If EXBUS is disabled, then these four pins work normally as external ENDEC interface pins. 

2)Synchronous Termination, STERM: This changes the TXC pin from the External ENDEC interface into a 
synchronous memory termination input for compatibility with Motorola style processors. This input is only useful 
when Asynchronous Bus mode is selected (bit 10 below is set to “‘0”) and BMODE = 1 (Motorola mode). On 
hardware reset, this pin will be TRI-STATE and will remain that way until the DCR is changed. If EXBUS is enabled, 
this pin will remain TRI-STATE until the SONIC becomes a bus master, at which time it will become the STERM 
input. lf EXBUS is disabled, then this pin works normally as the TXC pin for the external ENDEC interface. 

3)Asynchronous Bus Retry: Causes BRT to be clocked in asynchronously off the falling edge of bus clock. This only 
applies, however, when the SONIC is operating in asynchronous mode (bit 10 below is set to “0”). If EXBUS is not 
set, BRT is sampled synchronously off the rising edge of bus clock. (See section 5.4.6.) 


Must be 0. 


LBR: LATCHED BUS RETRY 

The LBR bit controls the mode of operation of the BRT signal (see pin description). It allows the BUS Retry operation 

to be latched or unlatched. 

0:Unlatched mode: The assertion of BRT forces the SONIC to finish the current DMA operation and get off the bus. 
The SONIC will retry the operation when BRT is deserted. 

1:Latched mode: The assertion of BRT forces the SONIC to finish the current DMA operation as above, however, the 
SONIC will not retry until BRT is deasserted and the BR bit in the ISR (see section 4.3.6) has been reset. Hence, the 
mode has been latched on until the BR bit is cleared. 

Note: Unless LBR is set to a “1”, BRT must remain asserted at least until the SONIC has gone idle. See section 5.4.6 and the timing for Bus Retry 

in section 7.0. 

PO1, POO: PROGRAMMABLE OUTPUTS 

The PO1,POO0 bits individually control the USR1,0 pins respectively when SONIC is a bus master (HLDA or BGACK is 

active). When PO1/PO0 are set to a 1 the USR1/USRO pins are high during bus master operations and when these 

bits are set to a 0 the USR1/USRO pins are low during bus master operations. 
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4.0 SONIC Registers (Continued) 


4.3.2 Data Configuration Register (Continued) 
(RA<5:0> = th) 


ace6esdda 


Description 


SBUS: SYNCHRONOUS BUS MODE 
The SBUS bit is used to select the mode of system bus operation when SONIC is a bus master. This bit selects the internal 
ready line to be either a synchronous or asynchronous input to SONIC during block transfer DMA operations. 
0: Asynchronous mode. RDYi (BMODE =0) or DSACKO,1 (BMODE = 1) are respectively internally synchronized 
at the falling edge of the bus clock (T2 of the DMA cycle). No setup or hold times need to be met with 
respect to this edge to guarantee proper bus operation. 
1: Synchronous mode. RDYi (BMODE =0) and DSACKO,1 (BMODE = 1) must respectively meet the iad and 
hold times with respect to the rising edge of T1 or T2 to guarantee proper bus operation. 


USR1,0: USER DEFINABLE PINS 

The USR1,0 bits report the level of the USR1,0 signal pins, respectively, after a chip hardware reset. If the USR1 ,0 signal pins 
are at a logical 1 (tied to Vcc) during a hardware reset the USR1,0 bits are set to a 1. If the USR1,0 pins are at a logical 0 (tied 
to ground) during a hardware reset the USR1,0 bits are set to a 0. These bits are latched on the rising edge of RST. Once set 
they remain set/reset until the next hardware reset. 


WC1,0: WAIT STATE CONTROL 
These encoded bits determine the number of additional bus cycles (T2 states) that are added during each DMA cycle. 
wei wco Bus Cycles Added 
0 0 0 
0 1 5. og il 
1 0 2 
1 1 3 
DW: DATA WIDTH SELECT 
These bits select the data path width for DMA operations. 
DW Data Width 
0 16-bit 
1 32-bit 


BMS: BLOCK MODE SELECT FOR DMA 

Determines how data is emptied or filled into the Receive or Transmit FIFO. 

0: Empty/fill mode: All DMA transfers continue until either the Receive FIFO has emptied or the Transmit FIFO has 
filled completely. , 

1: Block mode: All DMA transfers continue until the programmed number of bytes (RFTO, RFT1 aun reception or TFO, 
TF1 during transmission) have been transferred. (See note for TFTO, TFT1.) 


RFT1,RFTO: RECEIVE FIFO THRESHOLD 

These encoded bits determine the number of words (or long words) that are written into the receive FIFO from the MAC unit 

before a receive DMA request occurs. (See section 1.4.) 

RFT1 RFTO Threshold 
0 0 2 words or 1 long word (4 bytes) 
0 1 4 words or 2 long words (8 bytes) 
1 0 8 words or 4 long words (16 bytes) 


1 1 12 words or 6 long words (24 bytes) 
Note: In block mode (BMS bit = 1), the receive FIFO threshold sets the number of words (or long words) written to memory during a receive DMA block cycle. 


TFT1,TFTO: TRANSMIT FIFO THRESHOLD 
These encoded bits determine the minimum number of words (or long words) the DMA section maintains in the transmit FIFO. 
A bus request occurs when the number of words drops below the transmit FIFO threshold. (See section 1.4.) 
TFT1 TFTO Threshold 
0 0 4 words or 2 long words (8 bytes) 
0 1 - 8 words or 4 long words (16 bytes) 
1 0 12 words or 6 long words (24 bytes) 
1 1 14 words or 7 long words (28 bytes) 


Note: In block mode (BMS = 1), the number of bytes the SONIC reads in a single DMA burst equals the transmit FIFO threshold value. If the number of words 
or long words needed to fill the FIFO is less than the threshold value, then only the number of reads required to fill the FIFO in a single DMA burst will be made. 
Typically, with the FIFO threshold value set to 12 or 14 words, the number of memory reads needed is less than the FIFO threshold value. 
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4.0 SONIC Registers (Continued) 


4.3.3 Receive Control Register 
(RA<5:0> = 2h) 


- This register is used to filter incoming packets and provide status information of accepted packets (Figure 4-6). Setting any of 


bits 15-11 to a “1” enables the corresponding receive filter. If none of these bits are set, only packets which match the CAM — 
Address registers are accepted. Bits 10 and 9 control the loopback operations. © 


After reception, bits 8-0 indicate status information about the accepted packet and are set to gn whan the corwapondind: 
condition is true. If the packet is accepted, all bits in the RCR are written into the RXpkt.status field. Bits 8-6 and 3-0 are 
cleared at the reception of the next packet. 


This register is unaffected by a software reset. 


14 13 12 11 


[a [rt [a [as [ ue oo en 


r/w t/w r/w- tlw t/w or/wot/w 
r= read only, t/w= read/write 





" FIGURE 4-6. Receive Control Register 


Fleld Meaning 
ERR ACCEPT PACKET WITH ERRORS 
RNT | ACCEPT RUNT PACKETS 
BRD ACCEPT BROADCAST PACKETS « » 
PRO PHYSICAL PROMISCUOUS PACKETS 
AMC ACCEPT ALL MULTICAST PACKETS 
LBO,LB1 LOOPBACK CONTROL 
MC ..  MULTICASTPACKETRECEIVED _ 
BC BROADCAST PACKET RECEIVED 
LPKT LAST PACKET IN RBA 
CRS CARRIER SENSE ACTIVITY 
COL COLLISION ACTIVITY 
CRCR CRC ERROR 
FAER © FRAME ALIGNMENT ERROR 
LBK LOOPBACK PACKET RECEIVED 
PRX _ . PACKET RECEIVED OK 


Description 


ERR: ACCEPT PACKET WITH CRC.ERRORS OR COLLISIONS 
0: Reject all packets with CRC errors or when a collision occurs. _~ 
1: Accept packets with CRC errors and ignore collisions. 


RNT: ACCEPT RUNT PACKETS 

0: Normal address match mode. 

1: Accept runt packets (packets less than 64 bytes in lena. 
Note: A hardware reset clears this bit. 


BRD: ACCEPT BROADCAST PACKETS — 

0: Normal address match mode. 

1: Accept broadcast packets (packets with addresses that match the CAM are also cee 
Note: This bit is cleared upon hardware reset. was ; : 


PRO: PHYSICAL PROMISCUOUS MODE 

Enable all Physical Address packets to be accepted. 
0: normal address match mode. 

1: promiscuous mode. 


AMC: ACCEPT ALL MULTICAST PACKETS 

0: normal address match mode. 

1: enables all multicast packets to be accepted. Broadcast packets are also accepted regardless 
of the BRD bit. (Broadcast packets are a subset of multicast packets.) 
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4.0 SONIC Registers (Continued) 


4.3.3 Receive Control Register (Continued) 
(RA<5:0> = 2h) 


Bit 
10,9 


Description 


LB1,LB0: LOOPBACK CONTROL 
These encoded bits contro! loopback operations for MAC loopback, ENDEC loopback and Transceiver lookback. For 
proper operation, the CAM Address registers and Receive Control register must be initialized to accept the Destination 
address of the loopback packet (see section 1.7). 
Note: A hardware reset clears these bits. 
LB1 LBO Function 

0 0 no loopback, normal operation’ 

0 1 . MAC loopback 

1 0 ENDEC loopback 

: ee 1 Transceiver loopback 


MC: MULTICAST PACKET RECEIVED 
This bit is set when a packet is received with a Multicast Address. 


BC: BROADCAST PACKET RECEIVED 
This bit is set when a packet is received with a Broadcast Address. 


LPKT: LAST PACKET IN RBA 

This bit is set when the last packet is buffered into a Receive Buffer Area (RBA). The SONIC detects this condition 
when its Remaining Buffer Word Count (RBWCO,1) register is less than the End Of Buffer Count (EOBC) register. (See 
section 3.4.2.) 


CRS: CARRIER SENSE ACTIVITY 
Set when CRS is active. Indicates the presence of network activity. 


COL: COLLISION ACTIVITY 
Indicates that the packet received had a collision occur during reception. 


CRCR: CRC ERROR 
Indicates the packet contains a CRC error. If the packet also contains a Frame avanment error, FAER will be set 
instead (see below). 


FAER: FRAME ALIGNMENT ERROR 
Indicates that the incoming packet was not correctly framed on an 8-bit boundary. Note: if no CRC errors have 
occurred, this bit is not set (i.e., this bit is only set when both a frame alignment and CRC error occurs). 


LBK: LOOPBACK PACKET RECEIVED 
Indicates that the SONIC has successfully received a loopback packet. 


PRX: PACKET RECEIVED OK ; 
Indicates that a packet has been received without CRC, frame alignment, length (runt packet) errors or collisions. 
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4.0 SONIC Registers (continued) 


4.3.4 Transmit Control Register 
(RA<5:0> = 3h) 


This register is used to program the SONIC’s transmit actions and provide status information after a packet has been transmit- 
ted (Figure 4-7). At the beginning of transmission, bits 15, 14, 13 and 12 from the TXpkt.config field are loaded into the TCR to 


‘configure the various transmit modes (see section 3.5.1.1). When the transmission ends, bits 10-0 indicate status information 


and are set to a “1” when the corresponding condition is true. These bits, along with the number of collisions information, are 
written into the TXpkt.status field at the end of transmission (see section 3.5.1.2). Bits 9 and 5 are cleared after the TXpkt.status 
field has been written. Bits 10, 7, 6, and 1 are cleared at the commencement of the next transmission while bit 8 is set at this 
time. 


A hardware reset sets bits 8 and 1 to a “1”. This register is unaffected by a software reset. 


11 


15 14 13 12 10 9 8 7 6 5 4 ‘3 2: 1 0 
pinta Powo| croi|exois|_o | exo | per |Nors|crs.| exc|owc] o | rmel Fu | som] Prx | 
r r r r r r 20 r r r 





r/w or/w-ot/wsert'/w 
r=read only, r/w=read/write ; ; 
FIGURE 4-7. Transmit Control Register 


Meaning 
PROGRAMMABLE INTERRUPT 
PROGRAMMED OUT OF WINDOW COLLISION TIMER 
CRC INHIBIT 
DISABLE EXCESSIVE DEFERAL TIMER 
EXCESSIVE DEFERRAL 
DEFERRED TRANSMISSION 
NO CRS 
CRS LOST 
EXCESSIVE COLLISIONS 
OUT OF WINDOW COLLISION 
PACKET MONITORED BAD 
FIFO UNDERRUN 
BYTE COUNT MISMATCH 
PACKET TRANSMITTED OK 


Description 


PINTR: PROGRAMMABLE INTERRUPT 


This bit allows transmit interrupts to be generated under software control. The SONIC will issue an interrupt (PINT in 
the Interrupt Status Register) immediately after reading a TDA and detecting that PINTR is set in the TXpkt.config 
field. 


Note: In order for PINTR to operate properly, it must be set and reset in the TXpkt.config field by alternating TDAs. This is necessary because after 
PINT has been issued in the ISR, PINTR in the Transmit Control Register must be cleared before it is set again in order to have the interrupt issued 
for another packet. The only effective way to do this is to set PINTR to a 1 no more often than every other packet. 

POWC: PROGRAM “OUT OF WINDOW COLLISION” TIMER 

This bit programs when the out of window collision timer begins. 

0: timer begins after the Start of Frame Delimiter (SFD). 

1: timer begins after the first bit of preamble. 


CRCI: CRC INHIBIT 
0: transmit packet with 4-byte FCS field 
1: transmit packet without 4-byte FCS field 


EXDIS: DISABLE EXCESSIVE DEFERRAL TIMER: 
0: excessive deferral timer enabled 

1: excessive deferral timer disabled 

Must be 0. 


EXD: EXCESSIVE DEFERRAL 
Indicates that the SONIC has been deferring for 3.2 ms. The transmission is aborted if the excessive deferral timer is 
enabled (i.e. EXDIS is reset). This bit can only be set if the excessive deferral timer is enabled. 
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4.0 SONIC Registers (Continue) 


4.3.4 Transmit Control Register (Continued) 


(RA<5:0> 


= 3h) 


Description 


DEF: DEFERRED TRANSMISSION 
Indicates that the SONIC has deferred its transmission during the first attempt. If subsequent collisions occur, this bit 
is reset. This bit is cleared after the TXpkt.status field is written in the TDA. 


NCRS: NO CRS 

Indicates that Carrier Sense (CRS) was not present during transmission. CRS is monitored from the beginning of the 
Start of Frame Delimiter to the last byte transmitted. The transmission will not be aborted. This bit is set at the start 
of preamble and is reset if CRS is detected. Hence, if CRS is never detected throughout the entire transmission of 
the packet, this bit will remain set. 

Note: NCRS will always remain set in MAC loopback. 


CRSL: CRS LOST 

Indicates that CRS has gone low or has not been present during transmission. CRS is monitored from the beginning 
of the Start of Frame Delimiter to the last byte transmitted. The transmission will not be aborted. 

Note: if CRS was never present, both NCRS and CRSL will be set simultaneously. Also, CRSL will always be set in MAC loopback. 


EXC: EXCESSIVE COLLISIONS 
Indicates that 16 collisions have occurred. The transmission is aborted. 


OWC: OUT OF WINDOW COLLISION 

Indicates that an illegal collision has occurred after 51.2 ws (one slot time) from either the first bit of preamble or 
from SFD depending upon the POWC bit. The transmission backs off as ina normal transmission. This bit is cleared 
after the TXpkt.status field is written in the TDA. 


Must be 0. 


PMB: PACKET MONITORED BAD 
This bit is set, if after the receive unit has monitored the transmitted packet, the CRC has been calculated as invalid, 
a frame alignment error occurred or the Source Address does not match any of the CAM address registers. 


Note 1: The SONIC’s CRC checker is active during transmission. 


Note 2: If CRC has been inhibited for transmissions (CRCI is set), this bit will always be low. This is true regardless of Frame Alignment or Source 
Address mismatch errors, 


Note 3: If a Receive FIFO overrun has occurred, the transmitted packet is not monitored completely. Thus, if PMB is set along with the RFO bit in the 
ISR, then PMB has no meaning. The packet must be completely received before PMB has meaning. 
FU: FIFO UNDERRUN 


Indicates that the SONIC has not been able to access the bus before the FIFO has emptied. This condition occurs 
from excessive bus latency and/or slow bus clock. The transmission is aborted. (See section 1.4.2.) 


BCM: BYTE COUNT MISMATCH 
This bit is set when the SONIC detects that the TXpkt.pkt_size field is not equal to the sum of the TXpkt.frag__size 
field(s). Transmission is aborted. 


PTX: PACKET TRANSMITTED OK 

Indicates that a packet has been transmitted without the following errors: 
—Excessive Collisions (EXC) 

—Excessive Deferral (EXD) 

—FIFO Underrun (FU) 

—Byte Count Mismatch (BCM) 
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4.0 SONIC Registers (Continued) 
4.3.5 Interrupt Mask Register 
(RA<5:0> = 4h) 


This register masks the interrupts that can be generated from the ISR (Figure 4-8). Writing a “1” to the bit enables the 
corresponding interrupt. During a hardware reset, all mask bits are cleared. 


15 14 13 12 11 
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r/w=read/write , 


. FIGURE 4-8. Interrupt Mask Register 


‘Field ‘ ‘ Meaning 

BREN BUS RETRY OCCURRED ENABLE 

HBLEN HEARTBEAT LOST ENABLE. 

LCDEN LOAD CAM DONE INTERRUPT ENABLE 

PINTEN PROGRAMMABLE INTERRUPT ENABLE : 

PRXEN ° PACKET RECEIVED ENABLE ~ 

PTXEN PACKET TRANSMITTED OK ENABLE 

TXEREN TRANSMIT ERROR ENABLE 

TCEN TIMER COMPLETE ENABLE 

RDEEN RECEIVE DESCRIPTORS ENABLE 

RBEEN | RECEIVE BUFFERS EXHAUSTED ENABLE 

RBAEEN RECEIVE BUFFER AREA EXCEEDED ENABLE 
‘CRCEN CRG TALLY COUNTER WARNING ENABLE 

FAEEN FAE TALLY COUNTER WARNING ENABLE 

MPEN MP TALLY COUNTER WARNING ENABLE 

RFOEN RECEIVE FIFO OVERRUN ENABLE © - 


Description © 


Must be 0. 


BREN: BUS RETRY OCCURRED enabled: 
“0; disable 
1: enables interrupts when a Bus Retry operation is feqiested: 


HBLEN: HEARTBEAT LOST enable: 
0: disable 
-1: enables interrupts whena heartbeat lost condition occurs 


LCDEN: LOAD CAM DONE INTERRUPT enable: 
0: disable 
1: enables interrupts when the Load CAM command has finished 


PINTEN: PROGRAMMABLE INTERRUPT enable: 
0: disable 
1: enables programmable interrupts to occur when the PINTR bit the TXpkt. contig field i is set to ala 


PRXEN: PACKET RECEIVED enable: 
0: disable 
1: enables interrupts for packets accepted. 


PTXEN: PACKET TRANSMITTED OK enable: 
0: disable 
1: enables interrupts for transmit completions 


TXEREN: TRANSMIT ERROR enable: 
0: disable 
1: enables interrupts for packets transmitted with error. 
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4.0 SONIC Registers (Continued) 


4.3.5 Interrupt Mask Register (Continued) 
(RA<5:0> = 4h) 


ag2e6esdd 


; ‘Description 
TCEN: GENERAL PURPOSE TIMER COMPLETE enable: 
0: disable 
1: enables interrupts when the general purpose timer has rolled over from 0000 0000h to FFFF FFFFh. 
RDEEN: RECEIVE DESCRIPTORS EXHAUSTED enable: 
_ 0: disable 
1: enables interrupts when all receive descriptors in the RDA have been exhausted. 
RBEEN: RECEIVE BUFFERS EXHAUSTED enable: 
0: disable 
1: enables interrupts when all resource descriptors in the RRA have been exhausted. 
RBAEEN: RECEIVE BUFFER AREA EXCEEDED enable: 
0: disable 
1: enables interrupts when the SONIC attempts to buffer data vine the end of the Receive Buffer Area. 
CRCEN: CRC TALLY COUNTER WARNING enable: : 
0: disable 
1: enables interrupts when the CRC tally counter has rolled over from FFFFh to 0000h. 
FAEEN: FRAME ALIGNMENT ERROR (FAE) TALLY COUNTER WARNING enable: 
0: disable 
1: enables interrupts when the FAE tally counter rolled over from FFFFh to 0000h. 


MPEN: MISSED PACKET (MP) TALLY COUNTER WARNING enable: 
0: disable 
1: enables interrupts when the MP tally counter has rolled c over vitor FFFFh to 0000h. 


RFOEN: RECEIVE FIFO OVERRUN enable: ' 
0: disable 
1: enables interrupts when the receive FIFO has overrun. 
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4.0 SONIC Registers (Continued) 
4.3.6 Interrupt Status Register 
(RA<5:0> = 5h) 


This register (Figure 4-9) indicates the source of an interrupt when the INT pin goes active. Enabling the corresponding bits in 
the IMR allows bits in this register to produce an interrupt. When an interrupt is active, one or more bits in this register are set to 
a “1”. A bit is cleared by writing ‘“‘1” to it. Writing a “0” to any bit has no effect. 


This register is cleared by a hardware reset and unaffected by a software reset. 


* 10 


14 y 
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r/w=read/write , 





FIGURE 4-9. Interrupt Status Register 


. Field Meaning . 
BR BUS RETRY OCCURRED 
HBL CD HEARTBEAT LOST 
LCD LOAD CAM DONE 
' PINT PROGRAMMABLE INTERRUPT 
PKTRX PACKET RECEIVED 
TXDN TRANSMISSION DONE 
TXER TRANSMIT ERROR 
‘TC TIMER COMPLETE 
RDE RECEIVE DISCRIPTORS EXHAUSTED ~ 
RBE RECEIVE BUFFERS EXHAUSTED ~ . 
RBAE RECEIVE BUFFER AREA EXCEEDED 
CRC CRC TALLY COUNTER ROLLOVER 
FAE FRAME ALIGNMENT ERROR 
‘MP MISSED PACKET COUNTER ROLLOVER 
RFO RECEIVE FIFO OVERRUN 


Description. 


Must be 0. 


BR: BUS RETRY OCCURRED 


Indicates that a Bus Retry (BRT) operation has occurred. In Latched Bus Retry mode (LBR in the DCR), BR will only 
be set when the SONIC is a bus master. Before the SONIC will continue any DMA operations, BR must be cleared. In 
Unlatched mode, the BR bit should be cleared also, but the SONIC will not wait for BR to be cleared before 
requesting the bus again and continuing its DMA operations. (See sections 4.3.2 and 5.4.6 for more information on 
Bus Retry). 


HBL: CD HEARTBEAT LOST 


If the transceiver fails to provide a collision pulse (heart beat) during the first 6.4 ys of the Interframe Gap after 
transmission, this bit is set. 


LCD: LOAD CAM DONE 


Indicates that the Load CAM command has finished writing to all programmed locations in the CAM. (See section 
4.1.1.) 


PINT: PROGRAMMED INTERRUPT 


Indicates that upon reading the TXpkt.config field, the SONIC has detected the PINTR bit to be set. (See section 
4.3.4.) 


PKTRX: PACKET RECEIVED 


Indicates that a packet has been received and been buffered to memory. This bit is set after the RXpkt.seq__no field 
is written to memory. 


TXDN: TRANSMISSION DONE 

Indicates that either (1) there are no remaining packets to be transmitted in the Transmit Descriptor Area (i.e., the 
EOL bit has been detected as a “1”), (2) the Halt Transmit command has been given (HTX bit in CR is set to a ‘1”), 
or (3) a transmit abort condition has occurred. This condition occurs when any of following bits in the TCR are set: 
BCM, EXC, FU, or EXD. This bit is set after the TXpkt.status field has been written to. 
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4.3.6 Interrupt Status Register (Continued) 


(RA<5:0> 


Bit 
8 





NIC Registers (Continued) 


= 5h) 
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Description 
TXER: TRANSMIT ERROR 


Indicates that a packet has been transmitted with at least one of the following errors. 
—Byte count mismatch (BCM) 

—Excessive collisions (EXC) 

—FIFO underrun (FU) 

—Excessive deferral (EXD) 

The TXpkt.status field reveals the cause of the error(s). 


TC: GENERAL PURPOSE TIMER COMPLETE 
Indicates that the timer has rolled over from 0000 0000h to FFFF FFFFh. (See section 4.3.12.) 


RDE: RECEIVE DESCRIPTORS EXHAUSTED 
Indicates that all receive packet descriptors in the RDA have been exhausted. This bit is set when the SONIC 
detects EOL = 1. (See section 3.4.7.) 


RBE: RECEIVE BUFFER EXHAUSTED 
Indicates that the SONIC has detected the Resource Read Pointer (RRP) is saul to the Resource Write Pointer 
(RWP). This bit is set after the last field is read from the resource area. (See section 3.4.7.) 


Note 1: This bit will be set as the SONIC finishes using the second to last receive buffer and reads the last RRA descriptor. This gives the syetem an 
early warning of impending no resources. 


Note 2: The SONIC will stop reception of packets when the last RBA has been used and will not continue reception until additional receive buffers 
have been added (i.e., RWP is incremented beyond RAP) and this bit has been reset. 


Note 3: If additional buffers have been added, resetting this bit causes the SONIC to read the next resource descriptor pointed to by the RAP in the 
Receive Resource Area. Note that resetting this bit under this condition is similar to issuing the Read RRA command (setting the RRRA bit in the 
Command Register). This bit should never be reset until after the addtional resources have been added to the RRA. 

RBAE: RECEIVE BUFFER AREA EXCEEDED 

Indicates that during reception, the SONIC has reached the end of the Receive Buffer Area. Reception is aborted 
and the SONIC fetches the next available resource descriptors in the RRA. The buffer beige: is not re-used and an 
RDA is not set up for the truncated packet (see section 3.4.7). 


CRC: CRC TALLY COUNTER ROLLOVER 
Indicates that the tally counter has rolled over from FFFFh to 0000h. (See section 4.3.11.) 


FAE: FRAME ALIGNMENT ERROR (FAE) TALLY COUNTER ROLLOVER 
Indicates that the FAE tally counter has rolled over from FFFFh to 0000h. (See section 4.3.11.) 


MP: MISSED PACKET (MP) COUNTER ROLLOVER 
Indicates that the MP tally counter has rolled over from FFFFh to 0000h. (See section 4.3.11.) 


RFO: RECEIVE FIFO OVERRUN 

Indicates that the SONIC has been unable to access the bus before the receive FIFO has filled from the network. 
This condition is due to excessively long bus tateney and/or slow bus clock. Note that FIFO underruns are indicated 
in the TCR. (See section 1.4.1.) 
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4.0 SONIC Registers (continued) 


4.3.7 Data Configuration Register 2 
(RA<5:0> = 3Fh) 


’ This register (Figure 4-10) is for enabling the extended bus interface options. - 


A hardware reset will set all bits in this register to “0” except for the Extended Programmable Outputs which are unknown until 
written to. A software reset will not affect any bits in this register. This register should only Be written to when the SONIC is in 
software reset an RST bit in the Command oe is set). ae 


10 9 8 7 6 


is [sees [or [roo] © Ts [o[oToT om [nor [en row [ee 


r/w ot/wor/w 
FIGURE 4-10. Data Configuration Register 2. 


Field Meaning 
EXPO3..0 EXTENDED PROGRAMMABLE OUTPUTS | 
PH PROGRAM HOLD 
LRDY LATCHED READY 
PCM PACKET COMPRESS WHEN MATCHED 
PCNM PACKET COMPRESS WHEN NOT MATCHED 
RJCM REJECT ON CAM MATCH 


Description 


EXPO<3:0> EXTENDED PROGRAMMABLE OUTPUTS 

These bits program the level of the Extended User outputs (EXUSR <3:0>) when the SONIC is a bus master. 

Writing a ‘‘1” to any of these bits programs a high level to the corresponding output. Writing a “0” to any of these 

bits programs a low level to the corresponding output. EXUSR<3:0> are similiar to USR<1:0> except that - 
_EXUSR<3:0> are only available when the Extended Bus mode is selected (bit 15 i in the DCR is set to “1”, see 

section 4.3.2). 


Must be zero. 


PH: PROGRAM HOLD - 
When this bit is set to 0”, the HOLD request output is asserted/deasserted from the falling see of bus clock. If this 
bit is set to 1”, HOLD will be asserted/deasserted 1 clock later on the rising ease of bus clock. 


LRDY: LATCHED READY ; 

When this bit is set to a “1”, the ready input (RDYi) is latched to provide a fast setup time (< 10 ns) with respect to. 
the rising edge of bus clock. This provides better compatibility with NSC/Intel mode designs. This mode is only 
useful in synchronous mode when BMODE = 0. 


Note: When this mode Is selected, the SONIC will go into a Tx state before © entering the next T1 state, all there will bes an extra clock cycle” 
before the T1 state. 


PCM: PACKET COMPRESS WHEN MATCHED 

When this bit is set to a “1” (and the PCNM bit is reset to a 0”), the PCOMP output will be asserted if the 
destination address of the packet being received matches one of the entries in the CAM (Content Addressable 
Memory). This bit, along with PCNM, is used with the Management Bus of the DP83950, Repeater Interface 
Controller (RIC). See the DP83950 datasheet for more details on the RIC Management Bus. This mode is also called 
the Managed Bridge Mode. 

Note 1: Setting PCNM and PCM to “1” at the same time is not allowed. 

Note 2: If PCNM and PCM are both “0”, the PCOMP output will remain TRI-STATE until PCNM or PCM are changed. 


PCNM: COMPRESS WHEN NOT MATCHED 

When this bit is set to a “1” (and the PCM bit is set to 0”), the PCOMP output will be asserted if the destination 
address of the packet does not match one of the entries in the CAM. See the PCM bit above. This mode is also” 
called the Managed Hub Mode. 


Note: PCOMP will not be asserted if the destination address is a broadcast address. This is true regardless of the state of the BRD bit in the 
Receive Control Register. 


RJCM: REJECT ON CAM MATCH 

When this bit is set to 1”, the SONIC will reject a packet on a CAM match. Setting RJCM to “0” causes the SONIC 
to operate normally by accepting packets on a CAM match. Setting this mode is useful for a small bridge with a 
limited number of nodes attached to it. RJCM only affects the CAM, though. Setting RJCM will not invert the function 
of the BRD, PRO or AMC bits (to accept broadcast, all physical or multicast packets respectively) in the Receive 
Control Register (see section 4.3.3). This means, for example, that it is not possible to set RJCM and BRD to reject 
all broadcast packets. If RJCM and BRD are set at the same time, however, all broadcast packets will be accepted, 
but any packets that have a destination address that matches an address in the CAM will be rejected. 
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4.0 SONIC Registers (Continued) 


4.3.8 Transmit Registers 


The transmit registers described in this section are part of 
the User Register set. The UTDA and CTDA must be initial- 
ized prior to issuing the transmit command (setting the TXP 
bit) in the Command register. 


Upper Transmit Descriptor Address Register (UTDA): 
This register contains the upper address bits (A<31:16>) 
for accessing the transmit descriptor area (TDA) and is con- 
catenated with the contents of the CTDA when the SONIC 
accesses the TDA in system memory. The TDA can be as 
large as 32k words or 16k long words and can be located 
anywhere in system memory. This register is unaffected by 
a hardware or software reset. 


Current Transmit Descriptor Address Register (CTDA): 
The 16-bit CTDA register contains the lower address bits 
(A<15:1 >) of the 32-bit transmit descriptor address. During 
initialization this register must be programmed with the low- 
er address bits of the transmit descriptor. The SONIC con- 
catenates the contents of this register with the contents of 
the UTDA to point to the transmit descriptor. For 32-bit 
memory systems, bit 1, corresponding to address signal A1, 
must. be set to ‘‘0” for alignment to long-word boundaries. 
Bit 0 of this register is the End of List (EOL) bit and is used 
to denote the end of the list. This register is unaffected by a 
hardware or software reset. 


4.3.9 Receive Registers 


The receive registers described in this section are Banta of 
the User Register set. A software reset has no effect on 
these registers and a hardware reset only affects the EOBC 
and RSC registers. The receive registers must be initialized 


prior to issuing the receive command (setting the RXEN bit) 
in the Command register. 


Upper Receive Descriptor Address Register (URDA): 
This register contains the upper address bits (A<31:16>) 
for accessing the receive descriptor area (RDA) and is con- 
catenated with the contents of the CRDA when the SONIC 
accesses the RDA in system memory. The RDA can be as 
large as 32k words or 16k long words and can be located 
anywhere in system memory. This register is unaffected by 
a hardware or software reset. 


Current Receive Descriptor Address Register (CRDA): 
The CRDA is a 16-bit read/write register used to locate the 
received packet descriptor block within the RDA. It contains 
the lower address bits (A<15:1>). The SONIC concate- 
nates the contents of the CRDA with the contents of the 
URDA to form the complete 32-bit address. The resulting 
32-bit address points to the first field of the descriptor block. 
For 32-bit memory systems, bit 1, corresponding to address 
signal Ai, must be set to “O” for alignment to long-word 
boundaries. Bit 0 of this register is the End of List (EOL) bit 
and is used to denote the end of the list. This register is 
unaffected by a hardware or software reset. 


End of Buffer Word Count Register (EOBC): The SONIC 
uses the contents of this register to determine where to 
place the next packet. At the end of packet reception, the 
SONIC compares the contents of the EOBC register with 
the contents of the Remaining Buffer Word Count registers 
(RBWCO0,1) to determine whether: (1) to place the next 
packet in the same RBA or (2) to place the next packet in 
another RBA. If the EOBC is less than or equal to the re- 
maining number of words in the RBA after a packet is re- 
ceived (i.e, EOBC < RBWCO,1), the SONIC buffers the 
next packet in the same RBA. If the EOBC is greater than 
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the remaining number of words in the RBA after a packet is 
received (i.e., EOBC > RBWCO,1), the Last Packet in RBA 
bit, LPKT in the Receive Control Register, section 4.3.3, is 
set and the SONIC fetches the next resource descriptor. 
Hence, the next packet received will be buffered in a new 
RBA. A hardware reset sets this register to 02F8H (760 
words or 1520 bytes). See sections 3.4.2 and 3.4.4.4 for 
more information about using EOBC. 


Upper Receive Resource Address Register (URRA): The 
URRA is a 16-bit read/write register. It is programmed with 
the base address of the receive resource area (RRA). This 
16-bit upper address value (A<31:16>) locates the receive 
resource area in system memory. SONIC uses the URRA 
register when accessing the receive descriptors within the 
RRA by concatenating the lower address value from one of 
four receive resource registers (RSA, REA, RWP, or RRP). 


Resource Start Address Register (RSA): The RSA is a 
15-bit read/write register. The LSB is not used and always 
reads back as a 0. The RSA is programmed with the lower 
15-bit address (A<15:1>) of the starting address of the 
receive resource area. SONIC concatenates the contents of 
this register with the contents of the URRA to form the com- 
plete 32-bit address. 


Resource End Address Register (REA): The REA is a 
15-bit read/write register. The LSB is not used and always 
reads back as a 0. The REA is programmed with the lower 
15-bit address (A<15:1>) of the ending address of the re- 
ceive resource area. SONIC concatenates the contents of 
this register with the contents of the URRA to form the com- 
plete 32-bit address. 


Resource Read Pointer Register (RRP): The RRP is a 
15-bit read/write register. The LSB is not used and always 
reads back as a 0. The RAP is programmed with the lower 
15-bit address (A<15:1>) of the first field of the next de- 
scriptor the SONIC will read. SONIC concatenates the con- 
tents of this register with the contents of the URRA to form 
the complete 32-bit address. 


Resource Write Pointer Register (RWP): The RWP is a 
15-bit read/write register. The LSB is not used and always 
reads back as a 0. The RWP is programmed with the lower 
15-bit address (A<15:1>) of the next available location the 
system can add a descriptor. SONIC concatenates the con- 
tents of this register with the contents of the URRA to form 
the complete 32-bit address. In 32-bit mode, bit.1, corre- 
sponding to address signal A1, must be zero to insure the 
proper equality comparison between this register and the 
RRP register. 


Receive Sequence Counter Register (RSC): This is a 
16-bit read/write register containing two fields. The SONIC 
uses this register to provide status information on the num- 
ber of packets within a RBA and the number of RBAs. The 
RSC register contains two 8-bit (modulo 256) counters. Af- 
ter each packet is received the packet sequence number is 
incremented. The SONIC maintains a single sequence num- 
ber for each RBA. When the SONIC uses the next RBA, the 
packet sequence number is reset to zero and the RBA se- 
quence number is incremented. This register is reset to 0 by 
a hardware reset or by writing zero to it. A software reset 
has no affect. 


15 8 7 0 


RBA Sequence Number Packet Sequence Number 
(modulo 256) (Modulo 256) 
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4.0 SONIC Registers « (Continued) 


4.3.10 CAM Registers 


The CAM registers described in this section are part of the 
User Register set. They are used to program the Content 
Addressable Memory (CAM) entries that provide address 
filtering of packets. These registers, except for the CAM 
Enable register, are unaffected by a hardware or software 
reset. 


CAM Entry Pointer Register (CEP): The CEP is a 4-bit 
register used by SONIC to select one of the sixteen CAM 
entries. SONIC uses the least significant 4-bits of this regis- 
ter. The value of Oh points to the first CAM entry and the 
value of Fh points to the last entry. © 


CAM Address Port 2, 1, 0 Registers (CAP2, CAP1, 
CAPO): Each CAP is a 16-bit read-only register used to ac- 
cess the CAM cells. Each CAM cell is 16-bits wide and con- 
tains one third of the 48-bit CAM entry which is used by the 
SONIC for address filtering. The CAP2 register is used to 
access the upper bits (<47:32>), CAP1 the middle bits 
(<31:16>) and CAPO the lower bits (<15:0>) of the CAM 
entry. Given the physical address 10:20:30:40:50:60, which 
is made up of 6 octets or bytes, where 10h is the least 
significant byte and 60h is the most significant byte (10h 
would be the first byte received from the network and 60h 
would be the last), CAPO would be loaded with ene, CAP1 
with 4030h and CAP2 with 6050h. 


To read a CAM entry, the user first places the SONIC in 
software reset (set the RST bit in the Command register), 
programs the CEP register to select one of sixteen CAM 
entries, then reads CAP2, CAP1, and CAPO to obtain the 
complete 48-bit entry. The user can not write to the CAM 
entries directly. Instead, the user programs the CAM de- 


scriptor area in system memory (see section 4.1.1), then 
issues the Load CAM command (setting LCAM bit in the 
Command register). This causes the SONIC to read the de- 
scriptors from memory and loads the corresponding CAM 
entry through CAP2-0. 


LSB 
0 


Destination Address 


47 32 31 16 15 0 


_CAPO 


CAM Enable Register (CE): The CE is a 16-bit read/write 
register used to mask out or enable individual CAM entries. 
Each register bit position corresponds to a CAM entry. 
When a register bit is set to a “1” the corresponding CAM 
entry is enabled. When “0” the entry is disabled. This regis- 
ter is unaffected by a software reset and cleared to.zero 
(disabling all entries) during a hardware reset. Under normal 
operations the user does not access this register. Instead 
the user sets up this register through the last entry in the 
CAM descriptor area. The SONIC loads the CE register dur- 
ing execution of the LCAM Command. 


CAM Descriptor Pointer Register (CDP): The CDP is a 
15-bit read/write register. The LSB is unused and always 
reads back as 0. The CDP is programmed with the lower 
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address (A<15:1>) of the first field of the CAM descriptor 
block in the CAM descriptor area (CDA) of system memory. 
SONIC uses the contents of the CDP register when access- 
ing the CAM descriptors. This register must be programmed 
by the user before issuing the LCAM command. During exe- 
cution of the LCAM Command SONIC concatenates the 
contents of this register with the contents of the URRA reg- 
ister to form the complete 32-bit address. During the Load 
CAM operation this register is incremented to address the 
fields in the CDA. After the Load Command completes this 
register points to the next location after the CAM Descriptor 
Area. 


CAM Descriptor ‘Count Register (CDC): The CDC is a 
5-bit read/write register. It is programmed with the number 
of CAM descriptor blocks in the CAM descriptor area. This 
register must be programmed by the user before issuing the 
LCAM command. SONIC uses the value in this register to 
determine how many entries to place in the CAM during 
execution of the LCAM command. During LCAM execution 
SONIC decrements this register each time it reads a de- 
scriptor block. When the CDC decrements to zero SONIC 
terminates the LCAM execution. Since the CDC register is 
programmed with the number of CAM descriptor blocks in 
the CAM Descriptor Area, the value programmed into the 
CDC register ranges 1 to 16 (1h to 10h). 


4.3.11 Tally Counters 


The SONIC provides three 16-bit counters used for monitor- 
ing network statistics on the number of CRC errors, Frame 
Alignment errors, and missed packets. These registers roll- 
over after the count of FFFFh is reached and produce an 
interrupt if enabled’in the Interrupt Mask Register (IMR). 
These counters are unaffected by the RXEN bit in the CR, 
but are halted when the RST bit in the CR is set. The data 
written to these registers is inverted before being latched. 
This means that if a value of FFFFh is written to these regis- 
ters by the system, they will contain and read back the value 
0000h. Data is not inverted during a read operation. The 
Tally registers, therefore, are cleared by writing all ‘1’s” to 
them. A software or hardware reset does not affect the tally 
counters. 


CRC Tally Counter Register (CRCT): The CRCT is a 16-bit 
read/write register. This register is used to keep track of the 
number of packets received with CRC errors. After a packet 
is accepted by the address recognition logic, this register is 
incremented if a CRC error is detected. If the packet also 
contains a Frame Alignment error, this counter is not incre- 
mented. 


FAE Tally Counter Register (FAET): The FAET is a 16-bit 
read/write register. This register is used to keep track of the 
number of packets received with frame alignment errors. 
After a packet is accepted by the address recognition logic, 
this register is incremented if a FAE error is detected. 


Missed Packet Tally Counter Register (MPT): The MPT is 
a 16-bit read/write register. After a packet is received, this 
counter is incremented if there is: (1) lack of memory re- 
sources to buffer the packet, (2) a FIFO overrun, or (3) a 
valid packet has been received, but the receiver is disabled 
(RXDIS is set in the command register). 





4.0 SONIC Registers (continued) 


4.3.12 General Purpose Timer 


The SONIC contains a 32-bit general-purpose watchdog 
timer for timing user-definable events. This timer is ac- 
cessed by the user through two 16-bit read/write registers 
(WT1 and WTO). The lower count value is programmed 
through the WTO register and the upper count value is pro- 
grammed through the WT1 register. 


These two registers are concatenated together to form the 
complete 32-bit timer. This timer, clocked at 2 the Transmit 
Clock (TXC) frequency, counts down from its programmed 
value and generates an interrupt, if enabled (Interrupt Mask 
register), when it rolls over from 0000 0000h to FFFF 
FFFFh. When the counter rolls over it continues decrement- 
ing unless explicitly stopped (setting the STP bit). The timer 
is controlled by the ST (Start Timer) and STP (Stop Timer) 
bits in the Command register. A hardware or software reset 
halts, but does not clear, the General Purpose timer. 


31 16 15 0 


WT1 (Upper Count Value) WTO (Lower Count Value) 


4.3.13 Silicon Revision Register 

This is a 16-bit read only register. It contains information on 
the current revision of the SONIC. The initial silicon begins 
at 0000h and subsequent revision will be incremented by 
one. 


5.0 Bus Interface 


SONIC features a high speed non-multiplexed address and 
data bus designed for a wide range of system environments. 


The data bus can be programmed (via the Data Configura- 
tion Register) to a width of either 32- or 16-bits. SONIC con- 
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tains an on-chip DMA and supplies all the necessary signals 
for DMA operation. With 31 address lines SONIC can ac- 
cess a full 2 G-word address space. To accommodate dif- 
ferent memory speeds wait states can be added to the bus 
cycle by two methods. The memory subsystem can add wait 
states by simply withholding the appropriate handshake sig- 
nals. In addition, the SONIC can be programmed (via the 
Data Configuration Register) to add wait states. 


The SONIC is designed to interface to both the NSC/Intel 
and Motorola style buses. To facilitate minimum chip count 
designs and complete bus compatibility the user can pro- 
gram the SONIC for the following bus modes: 

— NSC/Intel bus operating in synchronous mode 

— NSC/inte! bus operating in asynchronous mode 

— Motorola bus operating in synchronous mode 

— Motorola bus operating in asynchronous mode 


The mode pin (BMODE) along with the SBUS bit in the Data 
Configuration Register are used to select the bus mode. 


This section describes the SONIC’s pin signals, provides 
system interface examples, and describes the various 
SONIC bus operations. 


5.1 PIN CONFIGURATIONS 


There are two user selectable pin configurations for SONIC 
to provide the proper interface signals for either the NSC/ 
Intel or Motorola style buses. The state of the BMODE pin is 
used to define the pin configuration. Figure 5-1 shows the 
pin configuration when BMODE = 1 (tied to Vcc) for the Mo- 
torola style bus. Figure 5-2 shows the pin configuration 
when BMODE=0 (tied to ground) for the NSC/Intel style 
bus. 
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5.0 Bus Interface (continued) 
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FIGURE 5-1. Connection Diagram (BMODE = 1) 
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5.0 Bus Interface (Continued) 
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FIGURE 5-2. Connection Diagram (BMODE= 0) 
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5.0 Bus Interface (Continued) 


5.2 PIN DESCRIPTION 


| = input, O = output, and Z = TRI-STATE 


Inputs are TTL compatible 


TRI = TRI-STATE drivers. These pins are driven high, low 
or TRI-STATE. Drive levels are CMOS compatible. 
These pins may also be inputs (depending on the 
ee 


TP = Totem pole like drivers. These drivers are driven ei- TRI-STATE when inactive and are driven low when 
ther high or low and are always driven. Drive levels active. These pins may also be inputs (depending 


are CMOS compatible. 


Driver 


NETWORK INTERFACE PINS 


on the pin). 
TABLE 5-1. Pin Description 


Description 


External ENDEC Select: Tying this pin to Vcc (EXT = 1) disables the internal ENDEC 
and allows an external ENDEC to be used. Tying this pin to ground (EXT =0) enables 
the internal ENDEC. This pin must be tied either to Vcc or ground. Note the alternate 
pin definitions for CRSo/CRSi, COLo/COLi, RXDo/RXDi, RXCo/RXCi, and TXCo/TXCi. 
When EXT =0 the first pin definition is used and when EXT = 1 the second pin definition 
is used. 


Collision +: The positive differential collision input from the transceiver. This pin should 
be unconnected when an external ENDEC is selected (EXT = 1). 


Collision —: The negative differential collision input from the transceiver. This pin 
should be unconnected when an external ENDEC is selected (EXT = 1). 


Receive +: The positive differential receive data input from the transceiver. This pin 
should be unconnected when an external ENDEC is selected (EXT = 1) 


Receive —: The negative differential receive data input from the transceiver. This pin 
should be unconnected when an external ENDEC is selected (EXT = 1) : 


Transmit +: The positive differential transmit output to the transceiver. This Pin should 
be unconnected when an external ENDEC is selected (EXT = 1). 


Transmit —: The negative differential transmit output to the transceiver. This pin should 
be unconnected when an external ENDEC is selected (EXT = 1). 


Carrier Sense Output (CRSo) from the internal ENDEC (EXT = 0): When EXT = 0 the 
CRSo signal is internally connected between the ENDEC and MAC units. It is asserted 
on the first valid high-to-low transition in the receive data (RX+ /—). This signal remains 
active 1.5 bit times after the last bit of data. Although this signal is used internally by the 
SONIC it is also provided as an output to the user. 

Carrier Sense Input (CRSi) from an external ENDEC (EXT = 1): The CRSi signal i is 
activated high when the external ENDEC detects valid data at its receive inputs. 


Collision Output (COLo) from the internal ENDEC (EXT = 0): When EXT = 0 the 
COLo signal is internally connected between the ENDEC and MAC units. This signal 
generates an active high signal when the 10 MHz collision signal from the transceiver is 
detected. Although this signal is used internally by the SONIC it is also Broydee as an 
output to the user. 

Collision Detect Input (COLI) from an external ENDEC (EXT = 1): The COLI signal is 
activated from an external ENDEC when a collision is detected. This pin is monitored 
during transmissions from the beginning of the Start Of Frame Delimiter (SFD) to the 
end of the packet. At the end of transmission, this signal is monitored by the SONIC for 
CD heartbeat. 
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5.0 Bus Interface (Continued) 


Driver 
NETWORK INTERFACE PINS (Continued) 


RXDo 
RXDi 
EXUSRO- 


RXCo 
RXCi 
EXUSR1 


TXD | 
- EXUSR3 








TABLE 5-1. Pin Description (Continued) 


agze6esda 


Description. 


This pin will be TRI-STATE until the DCR has been written to. (See section 4.3.2, 
EXBUS, for more information.) 

Receive Data Output (RXDo) from the internal ENDEC (EXT = 0): NRZ data output. 
When EXT .= 0 the RXDOUT signal is internally connected between the ENDEC and 
MAC units. This signal must be sampled on the rising edge of the receive clock output 
(RXCo). Although this signal is used internally by the SONIC it is also provided as an 
output to the user. 

Receive Data Input (RXDi) from an external ENDEC (EXT = 1): The NRZ data 
decoded from the external ENDEC. This data is clocked in on the rising edge of RXCi. 
Extended User Output (EXUSRO): When EXBUS has been set (see section 4.3.2), this 
pin becomes a programmable output. It will remain TRI-STATE until the SONIC 
becomes a bus master, at which time it will be driven according to the value 
programmed in the DCR2 (Section 4.3.7). 


This pin will be TRI-STATE until the DCR has been written to. (See section 4.3.2, 
EXBUS, for more information.) 

Receive Clock Output (RXCo) from the internal ENDEC (EXT = 0): When EXT = 0... 
the RXCo signal is internally connected between the ENDEC and MAC units. This signal: 
is the separated receive clock from the Manchester data stream. It remains active 5-bit 
times after the deassertion of CRSo. Although this signal is used intemal by the 
SONIC it is also provided as an output to the user. 

Receive Clock Input (RXCi) from an external ENDEC (EXT = 1): The separated 
received clock from the Manchester data stream. This signal is generated from an — 
external ENDEC. 

Extended User Output (EXUSR1): When EXBUS has been set (see section 4.3.2), this 
pin becomes a programmable output. It will remain TRI-STATE until the SONIC 
becomes a bus master, at which time it will be driven according to the value 
programmed in the DCR2 (Section 4.3.7). 


This pin will be TRI-STATE until the DCR has been written to. (See section 4.3.2, 
EXBUS, for more information.) 

Transmit Data (TXD): The serial NRZ data from the MAC unit which is to be decoded 
by an external ENDEC. Data is valid on the rising edge of TXC. Although this signal is 
used internally by the SONIC it is also provided as an output to the user. 

Extended User Output (EXUSR3): When EXBUS has been set (see section 4.3.2), this 
pin becomes a programmable output. It will remain TRI-STATE until the SONIC 
becomes a bus master, at which time it will be driven according to the value 
programmed in the DCR2 (Section 4.3.7). 


Transmit Enable: This pin is driven high when the SONIC begins transmission and 
remains active until the last byte is transmitted. Although this signal is used internally by 
the SONIC it is also provided as an output to the user. 


This pin will be TRI-STATE until the DCR has been written to. (See section 4.3.2, 
EXBUS, for more information.) 

Transmit Clock Output (TXCo) from the internal ENDEC (EXT = 0): This 10 MHz 
clock transmit clock output is derived from the 20 MHz oscillator. When EXT = 0 the 
TXCOUT signal is internally connected between the ENDEC and MAC units. Although 
this signal is used internally by the SONIC it is also provided as an output to the user. 
Transmit Clock Input (TXCi) (EXT = 1): This input clock from an external ENDEC is 
used for shifting data out of the MAC unit serializer. This clock is nominally 10 MHz. 
Synchronous Termination (STERM): When the SONIC is a bus master, it samples this 
pin before terminating its memory cycle. This pin is sampled synchronously and may 
only be used in asynchronous bus mode when BMODE = 1. See section 5.4.5 for more 
details. 
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5.0 Bus Interface (Continuea) 


TABLE 5-1. Pin Description (Continued) 


Description 


This pin will be TRI-STATE until the DCR has been written to. nee section 4.3.2, 
EXBUS, for more information.) . 

Loopback (LBK): When ENDEC loopback is programmed, this pin is asserted high. 
Although this signal is used internally by the SONIC it is also voneee as an output to 
the user. 

Extended User Output (EXUSR2): When EXBUS has been set (see section 4.3.2), this 
pin becomes a programmable output. It will remain TRI-STATE until the SONIC 
becomes a bus master, at which time it will be driven according to the value 
programmed in the DCR2 (Section 4.3.7). 


‘Packet Compression: This pin is used with the Management Bus of the DP83950, 


Repeater Interface Controller (RIC). The SONIC can be programmed to assert PCOMP 
whenever there is a CAM match, or when there is not a match. The RIC uses this signal 


_to compress (shorten)'a received packet for management purposes and to reduce | 


memory usage. (See the DP83950 datasheet for more details on the RIC Management. 
Bus.) The operation of this pinis controlled by bits 1 and 2 in the DCR2 register. PCOMP 
will remain TRI-STATE until these bits are written to. 


Mode Select (EXT = 0): This pin is used to determine the voltage relationship between 
‘TX+ and TX— during idle at the primary of the isolation transformer on the network 


interface. When tied to Vcc, TX+ and TX— are at equal voltages during idle. When tied 
to ground, the voltage at TX+ is positive with respect to TX— during idle on the primary 
side of the isolation transformer (Figure 6-2). 


Packet Reject: This signal is used to reject received packets. When asserted low for at 
least two receive clocks (RXC), the SONIC will reject the incoming packet. This pin can 
be asserted up to the 2nd to the last bit of reception to reject a packet. 


Crystal or External Oscillator Input: This signal is used to provide clocking signals for 
the internal ENDEC. A crystal can be connected to this pin along with X2, or an 


oscillator module may be used. Typically the output of an oscillator module is connected 





BUS INTERFACE PINS ~ 


to this pin. See section 6.1.3 for more information about using oscillators or crystals. 


Crystal Feedback Output: This signal is used to provide clocking signals for the 
internal ENDEC. A crystal may be connected to this pin along with X1, or an oscillator 
module may be used. See. section 6.1.3 fore more information about using oscillator 
modules: or crystals. iat 


Bus Mode: This input enables the SONIC to be compatible with standard 
microprocessor buses. The level of this pin affects byte ordering (little or big endian) and 
controls the operation of the bus interface control signals. A high level (tied to Voc) 
selects Motorola mode (big endian) and a low level (tied to ground) selects NSC/Inte! 
mode (little endian). Note the alternate pin definitions for AS/ADS, MRW/MWR, 


INT/INT, BR/HOLD, BG/HLDA, SRW/SWR, DSACKO/RDYi, and DSACK1/RDYo..: 


When BMODE = 1 the first pin definition is used and when BMODE = 0 the second pin 
definition is used. See sections 5.4.1, 5.4.4, and 5.4.5. 
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5.0 Bus Interface (Continued) 
TABLE 5-1. Pin Description (Continued) 


Driver 
Symbol | Pr¥2r | ection Description 


BUS INTERFACE PINS (Continued) 


D31-D0 TRI |. 1,0,2 Data Bus: These bidirectional lines are used to transfer data on the system bus. When 
the SONIC is a bus master, 16-bit data is transferred on D15-D0 and 32-bit data is 
transferred on D31-D0. When the SONIC is accessed as a slave, register data is driven 
onto lines D15-D0 and D31-—D16 are held TRI-STATE. 


Address Bus: These signals are used by the SONIC to drive the DMA address after the 
SONIC has acquired the bus. Since the SONIC aligns data to word boundaries, only 31 - 
address lines are needed. 


agee6esdd 


Register Address Bus: These signals are used to access SONIC’s internal registers. 
When the SONIC is accessed, the CPU drives these lines to select the desired SONIC 
register. 


Address Strobe (AS): When BMODE = 1, the falling edge indicates valid status and 
‘address. The rising edge indicates the termination of the memory cycle. 


Address Strobe (ADS): When BMODE = 0, the rising edge indicates valid status and 
address. 


When the SONIC has acquired the bus, this signal indicates the direction of data. 
Memory Read/Write Strobe (MRW): When BMODE = 1, this signal f is high cea a 
read cycle and low during a write cycle. 

Memory Read/Write Strobe (MWR): When BMODE = 0, the signalis low during a _ 
read cycle and high during a write cycle. 





zz 
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Indicates that an interrupt (if enabled) is pending from one of the sources indicated by 
the Interrupt Status register. Interrupts that are disabled in the Interrupt Mask register 
will not activate this signal. 

Interrupt (INT): This signal is active low when BMODE = 1. 

Interrupt (INT): This signal is active high when BMODE = 0. 


Reset: This signal is used to hardware reset the SONIC. When asserted low, the SONIC 
transitions into the reset state after 10 transmit clocks or 10 bus clocks if the bus clock 
period is greater than the transmit clock period. 


Bus Status: These three signals provide a continuous status of the current SONIC bus 
operations. See section 5.4.3 for status definitions. 


Bus Clock: This clock provides the timing for the SONIC DMA engine. 


Bus Request (BR): When BMODE = 1, the SONIC asserts this pin low when it 
attempts to gain access to the bus. When inactive this signal is tri-stated. 

Hold Request (HOLD): When BMODE = 0, the SONIC drives this pin high when it 
intends to use the bus and is driven low when inactive. 


Bus Grant (BG): When BMODE = 1 this signal is a bus grant. The system asserts this 
pin low to indicate potential mastership of the bus. 

Hold Acknowledge (HLDA): When BMODE = 0 this signal is used to inform the 
SONIC that it has attained the bus. When the system asserts this pin high, the SONIC 
has gained ownership of the bus. 


Bus Grant Acknowledge: When BMODE = 1, the SONIC asserts this pin low when it . 

_has determined that it can gain ownership of the bus. The SONIC checks the following 
signal before driving BGACK. 1) BG has been received through the bus arbitration 
process. 2) AS is deasserted, indicating that the CPU has finished using the bus. 3) 
DSACKO and DSACK1 are deasserted, indicating that the previous slave device is off 
the bus. 4) BGACK is deasserted, nla that the revue master is off the bus. This 
pinis only used when BMODE = 1. 
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5.0 Bus Interface (continued) 


Driver 


BUS INTERFACE PINS (Continued) 


TABLE 5-1. Pin Description (Continued) 


Description — 


Chip Select: The system asserts this pin low to access the SONIC’s registers. The 
registers are selected by placing an address on lines RAS5—RAO. 

Note: Both CS and MREQ must not be asserted concurrently. If these signals are 
successively asserted, there must be at least two bus clocks between the deasserting 


‘edge of the first signal and the asserting edge of the second signal. 


Slave Address Strobe: The system asserts this pin to latch the register address on 
lines RAO-RA5. When BMODE = 1, the address is latched on the falling edge of SAS. 
When BMODE = 0 the address is latched on the rising edge of SAS. 


Slave Data Strobe: The system asserts this pin to indicate valid data is on the bus 
during a register write operation or when data may be driven onto the bus during a 


register read operation. 


Note: In the DP83932, SDS was used only i in Motorola mode slave accesses to end the 
bus cycle by causing the deassertion of DSACKO,1, SMACK and the data, D<15:0>. It 
served no other function. In the DP83932B (and the DP83932A), however, SAS now 
accomplishes the same function, hence, SDS is no longer needed, and does not have 
to be driven (SAS must be driven instead). This change should not cause any 
compatibility problems with older versions of the SONIC. 


The system asserts this pin to indicate whether it will read from or write to the SONIC’s 
registers. 


Slave Read/Write (SRW): When BMODE = = 1, this signal is asserted high during a 
read and low during a write. 


Slave Read/Write Strobe (SWR): when BMODE = 0, this signal is asserted low during 
a read and high during a write. - 


Data Strobe: When the SONIC is bus master, it drives this pin low during a read cycle to 


‘indicate that the slave device may drive data onto the bus; in a write cycle, this pin 





indicates that the SONIC has placed valid data onto the bus. 


Data and Size Acknowledge 0 and 1 (DSACKO,1 BMODE = 1): These pins are the 
output slave acknowledge to the system when the SONIC registers have been 
accessed and the input slave acknowledgement when the SONIC is busmaster. When a 
register has been accessed, the SONIC drives the D DSACKO,1 pins low to terminate the 
slave cycle. (Note that the SONIC responds as a 32-bit peripheral, but drives data only 
on lines DO-D15). When the SONIC is bus master, it samples these pins before 
terminating its memory cycle. These pins are sampled synchronously or asynchronously 


_ depending on the state of the SBUS bit in the Data Configuration register. See section , 


5.4.5 for details. Note that the SONIC does not allow dynamic bus sizing. Bus size is 


statically defined in the Data Configuration register (see section 4.3.2). 


Ready Input (RDYi, BMODE = 0): When the SONIC is a bus master, the system 
asserts this signal high to insert wait-states and low to terminate the memory cycle. This 
signal is sampled synchronously or asynchronously depending on the state of the SBUS 
bit. See section 5.4.5 and 4.3.2 for details. . 

Ready Output (RDYo, BMODE = 0): When a register is accessed, the SONIC asserts 
this signal to terminate the slave cycle. 


Bus Retry: When the SONIC is bus master, the system asserts this signal to rectify a 
potentially correctable bus error. This pin has 2 modes. Mode 1 (the LBR in the Data 
Configuration register is set to 0): Assertion of this pin forces the SONIC to terminate 
the current bus cycle and will repeat the same cycle after BRT has been deasserted. 
Mode 2 (the LBR bit in the Data Configuration register is set to 1): Assertion of this 
signal forces the SONIC to retry the bus operation as in Mode 1. However, the SONIC 
will not continue DMA operations until the BR bit in the ISR is reset. 


Early Cycle Start: This output gives the system earliest indication that a memory 
operation is occurring. This signal is driven low at the rising edge of T1 and high at the 
falling edge of T1. 
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5.0 Bus Interface (Continued) 


TABLE 5-1. Pin Description (Continued) 


Driver 


SHARED-MEMORY ACCESS PINS 


Description 


Memory Request: The system asserts this signal low when it attempts to access the 


shared-buffer RAM. The on-chip arbiter resolves accesses between the system and the 


SONIC. 


Note: Both CS and MREQ must not be asserted concurrently. If these signals are 
successively asserted, there must be at least two bus clocks between the deasserting 
edge of the first signal and the asserting edge of the second signal. 


Slave and Memory Acknowledge: SONIC asserts this dual function pin low in 


response to either a Chip Select (CS) or a Memory Request (MREQ) when the SONIC’s 


registers or it’s buffer memory is available for accessing. This pin can be used for 
enabling bus drivers for dual-bus systems. 


User Define 0,1: These signals are inputs when SONIC is hardware reset and are 


outputs when SONIC is a bus master (HLDA or BGACK). When hard reset (RST) is low, 


these signals input directly into bits 8 and 9 of the Data Configuration register (DCR) 
respectively. The levels on these pins are latched on the rising edge of RST. During 
busmaster operations (HLDA or BGACK is active), these pins are outputs whose levels 
are programmable through bits 11 and 12 of the DCR respectively. The USRO,1 pins 
should be pulled up to Vcc or pulled down to ground. A 4.7 kf. pull-up resistor is 


recommended. 
POWER AND GROUND PINS 
vCC1-5 


TXVCC 
RXVCC 
PLLVCC 
VCCL 


GND1-6 


TXGND 
ANGND 
GNDL 


5.3 SYSTEM CONFIGURATION 


Any device that meets the SONIC interface protocol and 
electrical requirements (timing, threshold, and loading) can 
be interfaced to SONIC. Since two bus protocols are provid- 
ed, via the BMODE pin, the SONIC can interface directly to 
most microprocessors. Figure 5-3 shows a typical interface 
to the NSC/Intel style bus (BMODE=0) and Figure 5-4 
shows a typical interface to the Motorola style bus 
(BMODE = 1). 

The BMODE pin also controls byte ordering. When 
BMODE = 1 big endian byte ordering is selected and when 
BMODE=0 little endian byte ordering is selected. 


Power: The +5V power supply for the digital portions of the SONIC. 


Power: These pins are the + 5V power supply for the SONIC ENDEC unit. These pins 
must be tied to Vcc even if the internal ENDEC is not used. 


Ground: The ground reference for the digital portions of the SONIC. 


Ground: These pins are the ground references for the SONIC ENDEC unit. These pins 
must be tied to ground even if the internal ENDEC is not used. 


5.4 BUS OPERATIONS 


There are two types of system bus operations: 1) SONIC as 
a slave, and 2) SONIC as a bus master. When SONIC is a 
slave (e.g., a CPU accessing SONIC registers) all transfers 
are non-DMA. When SONIC is a bus master (e.g., SONIC 
accessing receive or transmit buffer/descriptor areas) all 
transfers are block transfers using SONIC’s on-chip DMA. 
This section describes the SONIC bus operations. Pay spe- 
cial attention to all sections labeled as “Note”. These con- 
ditions must be met for proper bus operation. 
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5.0 Bus Interface (Continued) 


DATA BUS 


ADDRESS BUS 


A<3121> 


RA<5:0> 


DP83932B 


FIGURE 5-3. SONIC to NS32532 Interface Example 
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5.0 Bus Interface (continued) 
7 > . DATA BUS 
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. ‘ADDRESS BUS) st , 
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CPU 
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SDS 
MRW 
“SRW 


DSACKO, 1 


iPLO~iPL2 
CLK 


, ee “ : TL/F/10492-26 
FIGURE 5-4. SONIC to Motorola 68030/20 Interface Example. 
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5.0 Bus Interface (Continued) 


5.4.1 Acquiring The Bus 


The SONIC requests the bus when 1) its FIFO threshold has 
been reached or 2) when the descriptor areas in memory 
(i.e., RRA, RDA, CDA, and TDA) are accessed. Note that 


when the SONIC moves from one area in memory to anoth- ~ 


er (e.g., RBA to RDA), it always deasserts its bus request 
and then requests the bus again when accessing the next 
area in memory. 


The SONIC provides two methods to acquire the bus for 
compatibility with NSC/Intel or Motorola type microproces- 
sors. These two methods are selected by setting the proper 
level on the BMODE pin. 


Figures 5-5 and 5-6'show the NSG/Intel (BMODE = 0) and 
Motorola (BMODE = 1) bus request timing. Descriptions of 
each mode follows. For both modes, when the SONIC relin- 


quishes the bus, there is an extra holding state (Th) for one . 


bus cycle after the last DMA cycle (T2). This assures that 
the SONIC does not contend with another bus master after 
it has released the bus. 


BMODE = 0 


The NSC/Intel processors require a 2-way Kannshaks using 
a HOLD REQUEST/HOLD ACKNOWLEDGE protocol (Fig- 
ure 5-5). When the SONIC needs to access the bus, it is- 
sues a HOLD REQUEST (HOLD) to the microprocessor. 
The microprocessor, responds with a HOLD ACKNOWL- 
EDGE (HLDA) to the SONIC. The SONIC then begins its 
memory transfers on the bus. As long as the CPU maintains 
HLDA active, the SONIC continues until it has finished its 
memory block transfer. The CPU, however, can preempt the 
SONIC from finishing the block transfer by deasserting 


HLDA before the SONIC deasserts HOLD. This allows a 


higher priority device to preempt the SONIC from continuing 
to use the bus. The SONIC will request the bus again later 
to complete any operation that it was doing at the time of 
preemption. 


As shown in Figure 5-5, the SONIC will assert HOLD to 
either the falling or rising edge of the bus clock (BSCK). The 


‘default is for HOLD to be asserted on the falling edge. Set- 


ting the PH bit in the DCR2 (see section 4.3.7) causes 


. HOLD to be asserted 1% bus clock later on the rising edge 


(shown by the dotted line). Before HOLD is asserted, the 
SONIC checks the HLDA line. If HLDA is asserted, HOLD 
will not be asserted until after. HILDA has been deasserted 


. first. 


BMODE = 1 


The Motorola protocol requires a 3-way handshake using a 
BUS REQUEST, BUS GRANT, and BUS GRANT AC- 
KNOWLEDGE handshake (Figure 5-6). When using this 
protocol, the SONIC requests the bus by lowering BUS RE- 
QUEST (BR). 'The CPU responds by issuing BUS GRANT 
(BG). Upon receiving BG, the SONIC assures that all devic- 
es have relinquished control of the bus before using the 
bus. The following signals must be deensonied before the 
SONIC acquires the bus: 


BGACK 
AS 
DSACKO,1 
STERM (Asynchronous Mode Only) 


Deasserting BGACK indicates that the previous master has 
released the bus. Deasserting AS indicates that the previ- 
ous master has completed its cycle and deasserting 
DSACKO,1 and STERM indicates that the previous slave 
has terminated its connection to the previous master. The 
SONIC maintains its mastership of the bus until it deasserts 
BGACK. It can not be preempted from the bus. 


ee om eee es sO eee eee ee ee he 
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FIGURE 5-5. Bus Request Timing, BMODE=0 
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5.0 Bus Interface (continuea) 
. Ti 


DSACKO 


DSACK 1 


FIGURE 5-6. Bus Request Timing, BMODE = 1 


5.4.2 Block Transfers 


The SONIC performs block operations during all bus ac- 
tions, thereby providing efficient transfers to memory. The 
block cycle consists of three parts. The first part is the bus 
acquisition phase, as discussed above, in which the SONIC 
gains access to the bus. Once it has access of the bus, the 


SONIC enters the second phase by transferring data 


to/from its internal FIFOs or registers from/to memory. The 
SONIC transfers data from its FIFOs in either EXACT 
BLOCK mode or EMPTY/FILL. 


EXACT BLOCK mode: In this mode the number of words 
(or long words) transferred during a block transfer is deter- 
mined by either the Transmit or Receive FIFO thresholds 
programmed in the Data Configuration Register. 


EMPTY/FILL mode: in this mode the DMA completely fills 
the Transmit FIFO during transmission, or completely emp- 
ties the Receive FIFO ane teventon. This allows for 
greater bus latency. 


When the SONIC accesses the Descriptor Areas (i.e., RRA, 
RDA, CDA, and TDA), it transfers data between its registers 
and memory. All fields which need to be used are accessed 
in one block operation. Thus, the SONIC performs 4 ac- 
cesses in the RRA (see section 3.4.4.2), 7 accesses in the 
RDA (see section 3.4.6.1), 2, 3, or 6 accesses in the TDA 
(see section 3.5.4) and 4 accesses in the CDA. 


5.4.3 Bus Status 

The SONIC presents three bits of status information on pins 
$2-S0 which indicate the type of bus operation the SONIC 
is currently performing (Table 5-2). Bus status is valid when 
at the falling edge of AS or the rising edge of ADS. 
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(SONIC MASTER OF BUS) 


TL/F/10492-28 


_. TABLE 5-2. Ree Basie Status 
EE ae bus is idle. The SONIC is not 
performing any transfers on the bus. 
The Transmit Descriptor Area (TDA) is 
currently being accessed. 

The Transmit Buffer Area (TBA) is 
currently being read. 


The Receive Buffer Area (RBA) is 
currently being written to. Only data is 
being written, though, not a Source or 
Destination address. . 


The Receive Buffer Area (RBA) is 
currently being written to. Only the 
Source or Destination address is being 
written, though. 


1 The Receive Resource Area (RRA) is 
currently being read. 
1 The Receive Descriptor Area (RDA) is 
; currently being accessed. 
‘ The CAM Descriptor Area (CDA) is 
currently being accessed. 
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5.0 Bus Interface (Continued) 


5.4.3.1 Bus Status Transitions 


When the SONIC acquires the bus, it only transfers data 
to/from a single area in memory (i.e., TDA, TBA, RDA, RBA, 


RRA, or CDA). Thus, the bus status pins remain stable for 


the duration of the block transfer cycle with the following 
three exceptions: 1) If the SONIC is accessed during a block 
transfer, S2-S0 indicates bus idle during the register ac- 


cess, then returns to the previous status. 2) If the SONIC - 


finishes writing the Source Address during a block transfer 
S2-S0 changes from [0,1,0] to [0,1,1]. 3) During an RDA 
access between the RXpkt.seq_no and RXpkt.link access, 


and between the RXpkt.link and RXpkt.in__use access, S2- ~ 
SO will respectively indicate idle [1,1,1] for 2 or 1 bus - 


clocks. Status will be valid on the eu edge of AS or rising 
edge of ADS. ’ Q 

Figure 5-7 illustrates the SONIC’s transitions through mem- 
ory during the process of.transmission and reception. Dur- 


ing transmission, the SONIC reads the descriptor informa-. 
tion from the TDA. and then transmits data of the packet - 


from the TBA."The SONIC moves back and forth between 
the TDA and TBA until all fragments and packets are trans- 
mitted. During reception, the SONIC takes one of two paths. 
in the first case (path A), when the SONIC detects EOL=0 
from the previous reception, it buffers the accepted packet 
into the RBA, and then writes the descriptor information to 
the RDA. If the RBA becomes depleted (i.e., RBWCO,1 < 
EOBC), it moves to the RRA to read a resource descriptor. 
In the second case (path B), when the SONIC detects 


FOL= 1 from the. previous fecepton a rereads the 





RXpkt.link field to determine if the system has reset the EOL 
bit since the last reception. If it has, the SONIC buffers the 
packet as in the first case. Otherwise, it rejects the packet 
and returns to idle. 


5.4.4 Bus Mode Compatibllity 


_ For compatibility with different microprocessor and bus ar- 


chitectures, the SONIC operates in one of two modes (set 
by the BMODE pin). called the NSC/Intel-or little endian 
mode (BMODE tied low) and the Motorola or big endian 
mode (BMODE tied high). The definitions for several pins 
change depending on the mode the SONIC is in. Table 5-3 
shows these changes. These modes affect both master and 
slave bus operations with the SONIC. 


TABLE 5-3. Bus Mode Compatibility 


BMODE=0 BMODE= 1 
(NSC/ — (Motorola) 
’ HOLD’ 


HLDA 
_MAT/MWR “Si 
SRW/SWR: - 


SWR 
DSACKO/ Sea DSACKO 
Cosrcermore [Rove | “osret 
| Ass | AOS | OS 
a a 


PACKET ACCEPTED & 


EOL =1 oe 
(PATH 8) ee 


Pin flame 


BR/HOLD 
- BG/HLDA 


NO : ee 

NETWORK }. READ 

ACTIVITY : RXpkt.link’ 
BEGIN , 
TRANSMISSION 


“ TRANSMISSION 
DONE : 


WRITE ~: 


; TRANSMIT RBA 
FRAGMENT ane 
FETCH _ 4 
“ANOTHER ae ae | DESCRIPTOR 
~_ FRAGMENT 
OR NEXT PACKET 


- RDA DESCRIPTOR 
DONE 


RRA DESCRIPTOR 
: DONE 


TL/F/10492-29 
FIGURE 5-7. Bus Status Transitions 
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5.0 Bus Interface (Continued) 


5.4.5 Master Mode Bus Cycles 


In order to add additional compatibility with different bus 
architectures, there are two other modes that affect the op- 
eration of the bus. These modes are called the synchronous 
and asynchronous modes and are programmed by setting 
or resetting the SBUS bit in the Data Configuration Register 
(DCR). The synchronous and asynchronous modes do not 
have an effect on slave accesses to the SONIC but they do 
affect the master mode operation. Within the particular bus/ 
processor mode, synchronous and asynchronous modes 
are very similar. This section discusses all four modes of 
operation of the SONIC (NSC/Intel vs. Motorola, erence 
nous vs. asynchronous) when it is a bus master. 


In this section, the rising edge of T1 and T2 means the 
beginning of these states, and the falling edge of T1 and T2 
means the middie of these states. 


5.4.5.1 Adding Wait States 

To accommodate different memory speeds, the SONIC pro- 
vides two methods for adding wait states for its bus opera- 
tions. Both of these methods can be used singly or in con- 
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junction with each other. A memory cycle is extended by 
adding additional T2 states. The first method inserts wait- 
states by withholding the assertion of DSACKO,1/STERM or 
RDYi. The other.method allows software to program wait- 
states. Programming the WCO, WC1 bits in the Data Config- 
uration Register allows 1 to 3 wait-states to be added on 
each memory cycle. These wait states are inserted between 
the T1 and T2 bus states and are called T2(wait) bus states. 
The SONIC will not look at the DSACKO,1, STERM or RDYi 
lines until the programmed wait states have passed. Hence, 
in order to complete a bus operation that. that includes pro- 
grammed wait states, the DSACKO,1, STERM or RDYi lines 
must be asserted at their proper times at the end of the 
cycle during the last T2, not during a programmed wait 
state. The only exception to this is asynchronous mode 
where DSACKO,1 or RDYi would be asserted during the last 
programmed wait state, T2 (wait). See the timing for these 
signals in the timing diagrams for more specific information. 
Programmed wait states do not affect Slave Mode bus cy- 
cles. 
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5.0 Bus Interface (Continued) 


5.4.5.2 Memory Cycle for BMODE = 1, Synchronous 
Mode 

On the rising edge of T1, the SONIC asserts ECS to indicate 
that the memory cycle is starting. The address (A31-A1), 
bus status (S2-SO) and the direction strobe (MRW) are driv- 
en and do-not change for the remainder of the memory 
cycle. On the falling edge of T1, the SONIC deasserts ECS 
and asserts AS. ~~ % 


In synchronous mode, DSACKO,1 are sampled on the rising 


edge of T2. T2 states will be repeated until DSACKO,1 are. 


71 


ASB 1:1> 


DSACKO,1 


Cs 


sampled properly in a low state. DSACKO,1 must meet the 
setup and hold times with respect to.the rising edge of bus 
clock for proper operation. ah 

During read cycles (Figures 5-8 and 5-9) data (D31-D0) is 
latched at the falling edge of T2 and DS is asserted at the 
falling edge of T1. For write cycles (Figures 5-10 and 5-77) 
data is driven on the falling edge of T1. If there are wait 
states inserted, DS is asserted on the falling edge of T2: DS 
is not asserted for zero wait state write cycles. The SONIC 
terminates the memory cycle by deasserting AS and DS at 
the falling edge of T2. 
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FIGURE 5-8. Memory Read, BMODE = 1, Synchronous (0 Wait-State) 
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FIGURE 5-9. Memory Read, BMODE = 1, Synchronous (1 Wait-State) 
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5.0 Bus Interface (Continued) 
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FIGURE 5-10. Memory Write, BMODE = 1, Synchronous (0 Wait-State) 
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FIGURE 5-11. Memory Write, BMODE = 1, Synchronous (1 Wait-State) 
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5.0 Bus Interface (Continued) 


5.4.5.3 Memory Cycle for BMODE = 1, 

Asynchronous Mode 

On the rising edge of T1, the SONIC asserts ECS to indicate 
that the memory cycle is starting. The address (A31-A1), 
bus status (S2-S0) and the direction strobe (MRW) are driv- 
en and do not change for the remainder of the memory 
cycle. On the falling edge of T1, the SONIC deasserts ECS 
and asserts AS. 

In asynchronous mode, DSACKO,1 are asynchronously 
sampled on the falling edge of both T1 and T2. DSACKO,1 


T2(WAIT) 


A<31:1> 


0<31:0> 


DSACKO, 1 


FIGURE 5-12. Memory Read, BMODE = 1, Asynchronous (1 Wait-State) 


' T2(WAIT) 


A<31:1> 


-D<31:0> 


do not need to be synchronized to the bus clock because 
the chip always resolves these signals to either a high or 
low state. If a synchronous termination of the bus cycle is 
required, however, STERM may be used. STERM is sam- 
pled on the rising edge of T2 and must meet the setup and 
hold times with respect to that edge for proper operation. 
Meeting the setup time for DSACKO,1 or STERM guaran- 
tees that the SONIC will terminate the memory cycle 114 
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FIGURE 5-13. Memory Read, BMODE = 1, Asynchronous (2 Wait-State) 
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5.0 Bus Interface (Continued) 


bus clocks after DSACKO,1 were sampled, or 1 cycle after 
STERM was sampled. T2 states will be repeated until 
DSACKO,1 or STERM are sampled properly in a low state. 
(see note below). 

During read cycles (Figures 5-12 and 5-73), data (D31-D0) is 
latched at the falling edge of T2 and DS is asserted at the 
falling edge of T1 . For write cycles (Figures 5-14 and 5-75) 
data is driven on the falling edge of T1. If there are wait 


Tt T2(WAIT) 


states inserted, DS is asserted on the falling edge of the first 
T2(wait). DS is not asserted for zero wait state write cycles. 
The SONIC terminates the memory cycle by ress AS 
and DS at the falling edge of T2. 


Note: If the setup time for DSACKO,1 is met during T1, or the ia time for 
is met during the first T2, the full asynchronous bus cycle will 
take only 2 bus clocks. This may be an unwanted situation. If so, 
DSACKO,1 and STERM should be deasserted during T1 and the start 

of T2 respectively. 


11 
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FIGURE 5-14. Memory Write, BMODE= 1, Asynchronous (1 Wait-State) 
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FIGURE 5-15. Memory Write, BMODE = 1, Asynchronous (2 Wait-State) 
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5.0 Bus Interface (continued) 


5.4.5.4 Memory Cycle for BMODE: = 0, ip ae sla 
Mode: 

On the rising edge of T1, the SONIC asserts ADS and ECS 
to indicate that the memory cycle is starting. The address 
(A31-A1), bus status (S2-S0) and the direction strobe 
(MWR) are driven and do not change for the remainder of 
the memory cycle. On the falling edge of T1, the SONIC 
deasserts ECS. ADS is deasserted on the rising edge of T2. 
In Synchronous mode, RDYi is sampled on the rising edge 
at the end of T2 (the rising edge of the next T1 or Tx). T2 
states will be repeated until RDYi is sampled properly in a 


A<31:1> 


D<31:0> 


low state. RDYi must meet the setup and hold times with 
respect to the rising edge of bus clock for proper operation. 
During read cycles (Figures 5-16 and 5-17), data (D31-D0) is 
latched at the rising edge at the end of T2. For write cycles 
(Figures 5-18 and 5-19) data is driven on the falling edge of 
T1 and stays driven until the end of the cycle. 


If Latched Ready mode is used (see section 4.3.7) there will 
be a Tx state between the last T2 of the bus cycle and the 
T1 of the next bus cycle. RDYi and the data are still latched 
in on the rising edge at the end of T2 (rising edge of Tx). All 
the other signals are carried out to the end of Tx (Figures 
5-17 and 5-19). 


‘12 (wait) T2 


a 
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FIGURE 5-16. Memory Read, BMODE = 0, Synchronous (1 Wait-State) 
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FIGURE 5-17. Memory Read, BMODE =0, Synchronous (0 Wait-State, Latched Ready Mode) 
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5.0 Bus Interface (continueg) 
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FIGURE 5-18. Memory Write, BMODE =0, Synchronous (1 Wait-State) 
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FIGURE 5-19. Memory Write, BMODE= 0, Synchronous (0 Wait-State, Latched Ready Mode) 
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5.0 Bus Interface (Continued) 


5.4.5.5 Memory Cycle for BMODE = 0, Asynchronous 
Mode 

On the rising edge of T1, the SONIC asserts ADS and ECS 
to indicate that the memory cycle is starting. The address 
(A31-A1), bus status (S2-SO) and the direction strobe 
(MWR) are driven and do not change for the remainder of 
the memory cycle. On the falling edge of T1, the SONIC 
deasserts ECS. ADS is deasserted on the rising edge of T2. 


A<31:1> 


D<31:0> 


FIGURE 5-20. Memory Read, BMODE=0, Asynchronous (1 Wait-State) 
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In Asynchronous mode, RDYi is asynchronously sampled 
on the falling edge of both T1 and T2. RDYi does not need 
to be synchronized to the bus clock because the chip al- 
ways resolves these signals to either a high or low state. 
Meeting the setup time for RDYi guarantees that the SONIC 


. will terminate the memory cycle 114 bus clocks after RDYi 


was sampled. T2 states will be repeated until RDYi is sam- 
pled properly in a low state (see note below). 
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FIGURE 5-21. Memory Read, BMODE =0, Asynchronous (2 Wait-State) 








5.0 Bus Interface (continue) : | 
During read cycles (Figures 5-20 and 5-27), data (D31-D0) is The SONIC terminates the memory cycle by deasserting DS 
latched at the falling edge of T2 and DS is asserted at the at the falling edge of T2. 

falling edge of T1. For write cycles (Figures 5-22 and 5-23) Note: If the setup time for RDYi is met during T1, the full asynchronous bus 
data is driven on the falling edge of T1. If there are wait cycle will take only 2 bus clocks. This may be an unwanted situation. 
states inserted, DS is asserted on the falling edge of the first If so, RDYi should be deasserted during T1. 

T2(wait). DS is not asserted for zero wait state write cycles. 
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FIGURE 5-22. Memory Write, BMODE = 0, Asynchronous (1 Wait-State) 
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FIGURE 5-23. Memory Write, BMODE = 0, Asynchronous (2 Wait-State) 
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5.0 Bus Interface (Continued) 


5.4.6 Bus Exceptions (Bus Retry) 


The SONIC provides the capability of handling errors during 
the execution of the bus cycle (Figure 5-24). 


The system asserts BRT (bus retry) to force the SONIC to 
repeat the current memory cycle. When the SONIC detects 
the assertion of BRT, it completes the memory cycle at the 
end of T2 and gets off the bus by deasserting BGACK or 
HOLD. Then, if Latched Bus Retry mode is not set (LBR in 
the Data Configuration Register, section 4.3.2), the SONIC 
requests the bus again to retry the same memory cycle. If 
Latched Bus Retry is set, though, the SONIC will not retry 
until the BR bit in the ISR (see section 4.3.6) has been reset 
and BRT is deasserted. BRT has precedence of terminating 
a memory cycle over DSACKO,1, STERM or RDYi. 


BRT may be sampled synchronously or asynchronously by 
setting the EXBUS bit in the DCR (see section 4.3.2). If 
synchronous Bus Retry is set, BRT is sampled on the rising 
edge of T2. If asynchronous Bus Retry is set, BRT is double 
synchronized from the falling edge of T1. The asynchronous 
setup time does not need to be met, but doing so will guar- 
antee that the bus exception will.occur in the current bus 
cycle instead of the next bus cycle. Asynchronous Bus Re- 
try may only be used when the SONIC is set to asynchro- 
nous mode. 

Note 1: The deassertion edge of HOLD is dependent on the PH bit in the 


-DCR2 (see section 4.3.7). Also, BGACK is driven high for about 4 
bus clock before going TRI-STATE. 


If Latched Bus retry is set, BRT need only satisfy its setup time (the 
hold time is not important). Otherwise, BRT must remain asserted 
until after the Th state. 


if DSACKO,1, STERM or RDYi remain asserted after BRT, the next 
memory cycle, may be adversely affected. 


5.4.7 Slave Mode Bus Cycle 


The SONIC’s internal registers can be gicested by one of 
two methods (BMODE = 1 or BMODE = 0). In both meth- 
ods, the SONIC is a slave on the bus. This section de- 
scribes the SONIC’s slave mode bus operations. 


5.4.7.1 Slave Cycle for BMODE = 1 

The system accesses the SONIC by driving SAS, SRW and 
RA<5:0>. These signals will be sampled each bus cycle, 
but the SONIC will not actually start a slave cycle until CS 
has also been asserted. CS should not be asserted before 
SAS is driven low as this will cause improper slave opera- 


Note 2: 


Note 3: 


1 : T2 


A<31:1> 


D<31:1> 
ASYNCHRONOUS 
SETUP 
BRT 
HOLD 
(BMODE=0) 
BGACK 


(BMODE=1) 


BR 
(BMODE= 1) 


tion. Once SAS has been driven low, between one and two 
bus clocks after the assertion of CS, SMACK will be assert- 
ed to signify that the SONIC has started the slave cycle. 
Although CS is an asynchronous input, meeting its setup 
time (as shown in Figures 5-25 and 5-26) will guarantee that 
SMACK, which is asserted off of a falling edge, will be as- 
serted 1 bus clock after the falling edge that CS is clocked 
in on. This is assuming that the SONIC is not a bus master 
when CS was asserted. If the SONIC is a bus master, then, 
when CS is asserted, the SONIC will complete its current 
master bus cycle and get off the bus temporarily (see sec- 
tion 5.4.8). In this case, SMACK will be asserted 5 bus 
clocks after the falling edge that CS was clocked in on. This 
is assuming that there were no wait states in the current 
master mode access. Wait states will increase the time for 
SMACK to go low by the number of wait states in the cycle. 


lf the slave access is a read cycle (Figure 5-25), then the 
data will be driven off the same edge as SMACK. If it is a 
write cycle (Figure 5-26), then the data will be latched in 
exactly 2 bus clocks after the assertion of SMACK. In either 
case, DSACKO,1 are driven low 2 bus clocks after SMACK 
to terminate the slave cycle. For a read cycle, the assertion 
of DSACKO,1 indicates valid register data and for a write 
cycle, the assertion indicates that the SONIC has latched 
the data. The SONIC deasserts DSACKO,1, SMACK and the 
data if the cycle is a read cycle at the rising edge of SAS or 
CS depending on which is deasserted first. 

Note 1: Although the SONIC responds as a 32-bit peripheral when it drives 

DSACK6,T low, it transfers data only on lines D<15:0>. 


Note 2: For multiple register accesses, CS can be held low and SAS can be 
used to delimit the slave cycle (this is the only case where CS may 
be asserted before SAS). In this case, SMACK will be driven low 
due to SAS going low since CS has already been asserted. Notice 
that this means SMACK will not stay asserted low during the entire 
time CS is tow (as is the case for MREQ, section 5.4.8). 


: If memory request (MREQ) follows a chip select (CS), it must be 
asserted at least 2 bus clocks after CS is deasserted. Both CS and 
MREQ must not be asserted concurrently. 


: When CS is deasserted, it must remain deasserted for at least one 
bus clock. 


: The way in which SMACK is asserted due to TS is not the same as 
the way in which SMACK is asserted due to MREQ. The assertion 
of SMACK is dependent upon both CS and SAS being low, not just 
CS. This is not the same as the case for MREQ (see section 5.4.8). 
The assertion of SMACK in these two cases should not be con- 
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FIGURE 5-24. Bus Exception (Bus Retry) 
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5.0 Bus Interface (continued) 
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FIGURE 5-25. Register Read, BMODE= 1 
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FIGURE 5-26. Register Write, BMODE= 1 
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5.0 Bus Interface (Continued) 


5.4.7.2 Slave Cycle for BMODE = 0 


The system accesses the SONIC by driving SAS, CS, SWR 
and RA<5:0>. These signals will be sampled each bus cy- 
cle, but the SONIC will not actually start a slave cycle until 
CS has been sampled low and SAS has been sampled high. 
CS should not be asserted low before the falling edge of 
SAS as this will cause improper slave operation. CS may be 
asserted low, however, before the rising edge of SAS. In 
this case, it is suggested that SAS be driven high within one 
bus clock after the falling edge of CS. Once SAS has been 
driven high, between one and two bus clocks after the as- 
sertion of CS, SMACK will be driven low to signify that the 
SONIC has started the slave cycle. Although CS is an asyn- 
chronous input, meeting its setup time (as shown in Figures 
5-27 and 5-28) will guarantee that SMACK, which is assert- 
ed off a falling edge, will be asserted 1 bus clock after the 
falling edge that CS was clocked in on. This is assuming 
that the SONIC is not a bus master when CS is asserted. If 
the SONIC is a bus master, then, when CS is asserted, the 
SONIC will complete its current master bus cycle and get off 
the bus temporarily (see section 5.4.8). In this case, SMACK 
will be asserted 5 bus clocks after the falling edge that CS 
was clocked in on. This is assuming that there were no wait 
states in the current master mode access. Wait states will 
increase the time for SMACK to go low by the number of 
wait states in the cycle. 


T2 (wait) - 72 (wait) 


_ BSCK 


RA<5:0> 


__ If the slave access is a read cycle (Figure 5-27), then the 


data will be driven off the same edge as SMACK. If itis a 
write cycle (Figure 5-28), then the data will be latched in 
exactly 2 bus clocks after the assertion of SMACK. In either 
case, RDYo is driven low 21% bus clocks after SMACK to 
terminate the slave cycle. For a read cycle, the assertion of 


- RDYo indicates valid register data and for a write cycle, the 


T2 (wait) 


assertion indicates that the SONIC has latched the data. 
The SONIC deasserts RDYo, SMACK and the data if the 
cycle is a read cycle at the falling edge of SAS or the rising 
edge of CS depending on which is first. 


Note 1: The SONIC transfers data only on lines D<15:0> during slave 
mode accesses. 


Note 2: For multiple register accesses, CS can be held low and SAS can be 
used to delimit the slave cycle (this is the only case where CS may 
be asserted before SAS). In this case, SMACK will be driven low 
due to SAS going high since CS has already been asserted. Notice 
that this means SMACK will not stay asserted low during the entire 
time CS is low (as is the case for MREQ, section 5.4.8). 

Note 3: If memory request (MREQ) follows a chip select (CS), it must be 
asserted at least 2 bus clocks after CS is deasserted. Both CS and 
MREQ must not be asserted concurrently. 


Note 4: When CS is deasserted, it must remain deasserted for at least one 
, bus clock. 


Note 5: The way in which SMACK is asserted due to CS is not the same as 
the way in which SMACK is asserted due to MREQ. The assertion of 
SMACK is dependent upon both CS and SAS being Iow, not just CS. 
This is not the same as the case for MREQ (see section 5.4.8). The 
assertion of SMACK in these two cases should not be confused. 
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FIGURE 5-27. Register Read, BMODE=0 
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FIGURE 5-28. Register Write, BMODE=0 
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FIGURE 5-29. On-Chip Memory Arbiter 
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5.0 Bus Interface (continued) 
5.4.8 On-Chip Memory Arbiter 


For applications which share the buffer memory area with © 


the host system (shared-memory applications), the SONIC 
provides a fast on-chip memory arbiter for efficiently resolv- 
ing accesses between the SONIC and the host system (Fig- 


ure 5-29). The host system indicates its intentions to use the: 


shared-memory by asserting Memory Request (MREQ). The 
SONIC will allow the host system to use the shared memory 
by acknowledging the host system’s request with Slave and 
Memory Acknowledge (SMACK). Once SMACK is asserted, 
the host system may use the shared memory freely. The 
host system gives up the shared memory by deasserting 
MREQ. 


MREQ is clocked in on the falling edge of bus clock and is 
double synchronized internally to the rising edge. SMACK is 
asserted on the falling edge of a Ts bus cycle. If the SONIC 
is not currently accessing the memory, SMACK is asserted 
immediately after MREQ was clocked in. If, however, the 
SONIC is accessing the shared memory, it finishes its cur- 
rent memory transfer and then issues SMACK. SMACK will 
be asserted 1 or 5 (see Note 2 below) bus clocks, respec- 
tively, after MREQ is clocked in. Since MREQ is double syn- 
chronized, it is not necessary to meet its setup time. Meet- 
ing the setup time for MREQ will, however, guarantee that 
SMACK is asserted in the next or fifth bus clock after the 
current bus clock. SMACK will deassert within one bus clock 
after MREQ is deasserted. The SONIC will then finish its 
master operation if it was using the bus previously. 

If the host system needs to access the SONIC’s registers 
instead of shared memory, CS would be asserted instead of 
MREQ. Accessing the SONIC’s registers works almost ex- 


actly the same as accessing the shared memory except that 


the SONIC goes into a slave cycle instead of going idle. See 
section 5.4.7 for more information about how register ac- 
cesses work. ; 

Note 1: The successive assertion of CS and MREQ must be separated by 


TABLE 5-4. Internal Register Content after Reset 


. Contents after Reset 
Register Hardware Software 
. Reset Reset 


0094n | 0094h/00A4h 
Data Configuration 
Interrupt Mask 0000h 
Interrupt Status 0000h 
Transmit Control 0101h 


ReceiveControl_ | ** | unchanged _| 
End Of Buffer Count | 02F8h 


hie Sequence Counters 0000h 


CAM Enable 0000h 


*Bits 15 and 13 of the DCR and bits 4 through 0 of the DCR2 are reset to a 0 


‘during a hardware reset. Bits 15-12 of the DCR2 are unknown until written 


to. All other bits in these two registers are unchanged. 


**Bits LB1, LBO and BRD are reset to a 0 during hardware reset. All other 
bits are unchanged. 


5.4.9 Chip Reset 


The SONIC has two reset modes; a hardware reset and a 
software reset. The SONIC can be hardware reset by as- 
serting the RESET pin or software reset by setting the RST 
bit in the Command Register (section 4.3.1). The two reset 


. modes are not interchangeable since each mode performs 
’ a different function. 


After power-on, the SONIC must be hardware reset before it 


' will become operational. This is done by asserting RESET 


at least two bus clocks. Both CS and MREG must not be asserted 


concurrently. 


The number of bus clocks between MREQ being asserted and the 
assertion of SMACK when the SONIC is in Master Mode is 5 bus 
clocks assuming there were no wait states in the Master Mode 
access. Wait states will increase the time for SMACK to go low by 
the number of wait states in the cycle (the time will be 5 + the 
number of wait states). 


The way in which SMACK is asserted to due to CS is not the same 
as the way in which SMACK is asserted due to MREQ. SMACK 
goes low as a direct result of the assertion of MREQ, whereas, for 
CS, SAS must also be driven low (BMODE = 1) or high (BMODE = 
0) before SMACK will be asserted. This means that when SMACK 
is asserted due to MREQ, SMACK will remain asserted until MREQ 
is deasserted. Multiple memory accesses can be made to the 
shared memory without SMACK ever going high. When SMACK is 
asserted due to CS, however, SMACK will only remain low as long 
as SAS is also low (BMODE = 1) or high (BMODE = 0). SMACK 
will not remain low throughout multiple register accesses to the 
SONIC because SAS must toggle for each register access. This is 
an important difference to consider when designing shared memory 
designs. 


for a minimum of 10 transmit clocks (10 ethernet transmit 
clock periods, TXC). If the bus clock (BSCK) period is great- 
er than the transmit clock period, RESET should be assert- 
ed for 10 bus clocks instead of 10 transmit clocks. A hard- 
ware reset places the SONIC in the following state. (The 
registers affected are listed in parentheses. See Table 5-4 


- and section 4.3 for more specific information about the reg- 


1-356 


isters and how they are affected by a hardware reset. Only 
those registers listed below and in Table 5-4 are affected by 
a hardware reset.) 


1. Receiver and Transmitter are disabled (CR). 
2. The General Purpose timer is halted (CR). 

3. All interrupts are masked out (IMR). 
4 


. The NCRS and PTX status bits in the Transmit Control 
Register (TCR) are set. 


. The End Of Byte Count (EOBC) register is set to O2F8h 
(760 words). 


. Packet and buffer sequence number counters are set to 
zero. 


. All CAM entries are disabled. The broadcast address is 
also disabled (CAM Enable Register and the RCR). 


Loopback operation is disabled (RCR). 


. The latched bus retry is set to the unlatched mode 
(DCR). 


. All interrupt status bits are reset (ISR). 
. The Extended Bus Mode is disabled (DCR). 


. HOLD will be asserted/deasserted from the falling clock 
edge (DCR2). 











5.0 Bus Interface (Continued) 

13. Latched Ready Mode is disabled (DCR2). 

14. PCOMP will not be asserted (DCR2). 

15. Packets will be accepted (not rejected) on CAM match 
(DCR2). 

A software reset immediately terminates DMA operations 

and future interrupts. The chip is put into an idle state where 

registers can be accessed, but the SONIC will not be active 

in any other way. The registers are affected by a software 

reset as shown in Table 5-4 (only the Command Register is 

changed). 


6.0 Network Interfacing 


The SONIC contains an on-chip ENDEC that performs the 
network interfacing between the AUI (Attachment Unit Inter- 
face) and the SONIC’s MAC unit. A pin selectable option 
allows the internal ENDEC to be disabled and the MAC/ 


RXDo TXD 


CRSo COLo 


FIGURE 6-1. MAC and Internal ENDEC Interface Signals 
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ENDEC signals to be supplied to the user for connection to 
an external ENDEC. If the EXT pin is tied to ground 
(EXT =0) the internal ENDEC is selected and if EXT is tied 
to Voc (EXT= 1) the external ENDEC option is selected. 


Internal ENDEC: When the internal ENDEC is used 
(EXT=0) the interface signals between the ENDEC and 
MAC unit are internally connected. While these signals are 
used internally by the SONIC they are also provided as an 
output to the user (Figure 6-7). 


The internal ENDEC allows for a 2-chip solution for the 
complete Ethernet interface. Figure 6-2 shows a typical dia- 
gram of the network interface. 
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6.0 Network Interfacing (Continued) 


External ENDEC: When EXT =1 the internal ENDEC is by- 
passed and the signals are provided directly to the user. 
Since SONIC’s on-chip ENDEC is the same as National’s 
DP83910 Serial Network Interface (SNI) the interface con- 
siderations discussed in this section would also apply to 
using this device in the external ENDEC mode. 


6.1 MANCHESTER ENCODER AND 
DIFFERENTIAL DRIVER 


The ENDEC unit’s encoder begins operation when the MAC 
section begins sending the serial data stream. It converts 
NRZ data from the MAC section to Manchester data for the 
differential drivers (TX+/—). In Manchester encoding, the 
first half of the bit cell contains the complementary data and 
the second half contains the true data (Figure 6-3). A tran- 
sition always occurs at the middle of the bit cell. As long as 
the MAC continues sending data, the ENDEC section re- 
mains in operation. At the end of transmission, the last tran- 
sition is always positive, occurring at the center of the bit 
cell if the last bit is a one, or at the end of the bit cell if the 
last bit is a zero. 


The differential transmit pair drives up to 50 meters of twist- 
ed pair AUI cable. These outputs are source followers which 
require two 2702 pull-down resistors to ground. In addition, 
a pulse transformer is required between the transmit pair 
output and the AU! interface. 


The driver allows both half-step and full-step modes for 
compatibility with Ethernet | and IEEE 802.3. When the SEL 
pin is tied to ground (for Ethernet |), TX+ .is. positive with 
respect to TX— during idle on the primary side of the isola- 
tion transformer (Figure 6-2). When SEL is tied to Vcc (for 


IEEE 802.3), TX+ and TX— are equal in the idle state. 


Transmit Clock | | | | | | | | | 


NRZ Data 


' 
Manchester | 1 1 
Data ! ! : : 
\ fl 
' i} 


t 1 t 
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FIGURE 6.3. Manchester Encoded Data Stream 


6.1.1 Manchester Decoder 


The decoder consists of a differential receiver and a phase 
lock loop (PLL) to separate the Manchester encoded data 
stream into clock signals and NRZ data. The differential in- 
put must be externally terminated with two 390, resistors 
connected in series. In addition, a pu/se transformer is re- 
quired between the receive input pair and the AUI interface. 


To prevent noise from falsely triggering the decoder, a 
squelch circuit at the input rejects signals with a magnitude 
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less than —175 mV. Signals more negative than —300 mV 
are decoded. 


Once the input exceeds the squelch requirements, the de- 
coder begins operation. The decoder may tolerate bit jitter 
up to 18 ns in the received data. The decoder detects the 
end of a frame within one and a half bit times after the last 
bit of data. 


6.1.2 Collision Translator 


When the Ethernet transceiver (DP8392 CTI) detects a colli- 
sion, it generates a 10 MHz signal to the differential collision 
inputs (CD+ and CD—) of the SONIC. When SONIC de- 
tects these inputs active, its Collision translator converts the 
10 MHz signal to an active collision signal to the MAC sec- 
tion. This signal causes SONIC to abort its current transmis- 
sion and reschedule another transmission attempt. 


The collision differential inputs are terminated the same way 
as the differential receive inputs and a pulse transformer is 
required between the collision input pair and the AUI inter- 
face. The squelch circuitry is also similar, rejecting pulses 
with magnitudes less than —175 mV. 


6.1.3 Oscillator Inputs 


The oscillator inputs to the SONIC (X1 and X2) can be driv- 
en with a parallel resonant crystal or an external clock. In 
either case the oscillator inputs must be driven with a 
20 MHZ signal. The signal is divided by 2 to generate the 
10 MHz transmit clock (TXC) for the MAC unit. The oscilla- 
tor also provides internal clock signals for the encoding and 
decoding circuits. 


6.1.3.1 External Crystal 


According to the IEEE 802.3 standard, the transmit clock 
(TXC) must be accurate to 0.01%. This means that the os- 
cillator circuit, which includes the crystal and other parts 
involved must be accurate to 0.01% after the clock has 
been divided in half. Hence, when using a crystal, it is nec- 
essary to consider all aspects of the crystal circuit. An ex- 
ample of a recommended crystal circuit is shown in Figure 
6-4 and suggested oscillator specifications are shown in Ta- 
ble 6-1. The load capacitors in Figure 6-4, C1 and C2, 
should be no greater than 36 pF each, including all stray 
capacitance (see note 2 below). The resistor, R1, may be 
required in order to minimize frequency drift due to changes 
in Vcc. If R1 is required, its value must be carefully selected 
since R1 decreases the loop gain. If R1 is made too large, 
the loop gain will be greatly reduced and the crystal will not 
oscillate. If R1 is made too small, normal variations in Vcc 
may cause the oscillation frequency to drift out of specifica- 
tion. As a first rule of thumb, the value of R1 should be 
made equal to five times the motional resistance of the crys- 
tal. The motional resistance of 20 MHz crystals is usually in 
the range of 1029 to 30. This implies that reasonable val- 
ues for R1 should be in the range of 509 to 150. The 
decision of whether or not to include Ri should be based 
upon measured variations of crystal frequency as each of 
the circuit parameters are varied. 
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6.0 Network Interfacing (continue) 


TL/F/10492-81 
FIGURE 6.4. Crystal Connection to the SONIC (see text) 


Note 1: The X1 pin is not guaranteed to provide a TTL compatible logic 
output, and should not be used to drive any external logic. If addi- 
tional logic needs to be driven, then an external oscillator should be 
used as described in the following section. 


Note 2: The frequency marked on the crystal is usually measured with a 
fixed load capacitance specified in the crystal’s data sheet. The 
actual load capacitance used should be the specified value minus 
the stray capacitance. 


TABLE 6-1. Crystal Specifications 


Resonant frequency 
Tolerance (see text) +0.01% at 25°C 
Accuracy +0.005% (50 ppm) at 0 to 70°C 
Fundamental Mode Series Resistance <250, 
Specified Load Capacitance 
Type 

Circuit 


6.1.3.2 Clock Oscillator Module 


If an external clock oscillator is used, the SONIC can be 

connected to the external oscillator in one of two ways. The 

first configuration is shown in Figure 6-5. In this case, an 

oscillator that provides the following should be used: 

1. TTL or CMOS output with a 0.01% frequency tolerance 

2. 40%-60% duty cycle 

3. >5 TTL loads output drive (Io, = 8 mA) (Additional out- 
put drive may be necessary if the oscillator must also 
drive other components.) 


Again, the above assumes no other circuitry is driven. 


20 MHz 


<18 pF 
AT cut 
Parallel Resonance 








TL/F/10492-82 
FIGURE 6.5. Osclilator Module Connection to the SONIC 


The second configuration, shown in Figure 6-6, connects to 
the X2 input. This connection requires an oscillator with the 
same specifications as the previous circuit except that the 
output drive specification need only be one CMOS load. 
This circuit configuration also offers the advantage of slight- 
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ly lower power consumption. In this configuration, the X1 pin 
must be left open and should not drive external circuitry. 
Also, as shown by Figure 6-6, there is a 180° phase differ- 
ence between connecting an oscillator to X1 compared to 
X2. This difference only affects the relationship between 
TXC and the oscillator module output. The operation of the 
SONIC is not affected by this phase change. 


TL/F/10492-83 
FIGURE 6.6. Alternate Oscillator 
Module Connection to the SONIC 


6.1.3.3 PCB Layout Considerations 


Care should be taken when connecting a crystal. Stray ca- 
pacitance (e.g., from PC board traces and plated through 
holes around the X1 and X2 pins) can shift the crystal’s 
frequency out of range, causing the transmitted frequency 
to exceed the 0.01% tolerance specified by IEEE. The lay- 
out considerations for using an external crystal are rather 
straightforward. The oscillator layout should locate all com- 
ponents close to the X1 and X2 pins and should use short 
traces that avoid excess capacitance and inductance. A sol- 
id ground should be used to connect the ground legs of the 
two capacitors. 


When connecting an external oscillator, the only considera- 
tions are to keep the oscillator module as close to the 
SONIC as possible to reduce stray capacitance and induc- 
tance and to give the module a clean Vcc and a solid 
ground. 


6.1.4 Power Supply Considerations 


In general, power supply routing and design for the SONIC 
need only follow standard practices. In some situations, 
however, additional care may be necessary in the layout of 
the analog supply. Specifically special care may be needed 
for the TXVCC, RXVCC and PLLVCC power supplies and 
the TXGND and ANGND. In most cases the analog and 
digital power supplies can be interconnected. However, to 
ensure optimum performance of the SONIC’s analog func- 
tions, power supply noise should be minimized. To reduce 
analog supply noise, any of several techniques can be used. 

1. Route analog supplies as a separate set of traces or 
planes from the digital supplies with their own decoupling 
capacitors. 

2. Provide noise filtering on the analog supply pins by insert- 
ing a low pass filter. Alternatively, a ferrite bead could be 
used to reduce high frequency power supply noise. 

3. Utilize a separate regulator to generate the analog sup- 
ply. 








7.0 AC and DC Specifications 


Absolute Maximum Ratings 
If Military/Aerospace specified devices are required, 
please contact the National Semiconductor Sales not represent actual guaranteed tested timing parameters. 
Office/Distributors for availability and specifications. This information represents simulated, as well as, limited 
Supply Voltage (V¢c) —0.5V to 7.0V sampled empirical data. Guaranteed specifications will be 
DC Input Voltage (Vin —0.5V to Vec + 0.5V provided after full device characterization. 
DC Output Voltage (Vout) —0.5V to Voc + 0.5V 
Storage Temperature Range (Tst@) —65°C to 150°C 
Power Dissipation (PD) 500 mW 
Lead Temp. (TL) (Soldering, 10 sec.) 260°C 
ESD Rating 

(Rzap = 1.5k, Czap = 120 pF) TBD 


PARAMETRICS DISCLAIMER 


The current AC and DC specifications contained in this doc- 
ument are considered target design specifications and may 
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DC Specifications Ta = 0°C to 70°C, Voc = 5V +5% unless otherwise specified 


Parameter Conditions 


Minimum High Level Output Voltage lon = —20 pA 
lon = —8mA 


Maximum Low Level Output Voltage lo, = 20 pA 
lo. = 8mA 


Minimum High Level Input Voltage 


Maximum Low Level Input Voltage | 
Input Current Vin = Voc or GND 


Maximum TRI-STATE Output Vout = Vcc or GND 410 
Leakage Current 


Average Operating Supply Current lout = 0 mA, Freq = fmax We ay ao Gal 


AUILINTERFACE PINS (TX+, RX+, and CD+) 


Diff. Output Voltage (TX +) 782. Termination, and 2709 
Diff. Output Voltage Imbalance (TX +) 782. Termination, and 2700 feos 
Undershoot Voltage (TX +) 780, Termination, and 2700. 2, 
Diff. Squeilch Threshold ~175 
(RX+ andCD+) 
OSCILLATOR PINS (X1 AND X2) 
X1 Input High Voltage X1 is Connected to an Oscillator 
and X2 is Grounded 
X1 Input Low Voltage X1 is Connected to an Oscillator 
and X2 is Grounded 
X1 Input Current X1 is Connected to an Oscillator 
and X2 is Grounded 
Vin = Voc or GND 
X2 Input High Voltage X2 is Connected to an Oscillator 
and X1 is Open 
X2 Input Low Voltage X2 is Connected to an Oscillator 
and X1 is Open 


X2 Input Leakage Current X2 is Connected to an Oscillator 
and X1 is Open —10 10 
Vin = Voc or GND 
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7.0 AC and DC Specifications (continued) 


AC Specifications 
BUS CLOCK TIMING 


on 


bel Bus Clock Low Time 


Bus Clock High Time 
Bus Clock Cycle Time (Note 1) 





POWER-ON RESET 


a 
Yoo 4.5V 
T6 * 
RST 4.5V 
el 


nemint as T 


TL/F/10492-57 


NON POWER-ON RESET 


T 


STABLE 


' TL/F/10492-58 


Number 


USR<1:0> Hold from RST 
Power-On Reset High TXG (Note 2) 
Reset Pulse Width TXC (Note 2) 


Note 1: The maximum Bus Clock Cycle Time is untested, but is guaranteed by design. 
Note 2: The reset time is determined by the slower of BSCK or TXC. If BSCK > TXC, T6 and T8 equal 10 TXCs. If BSCK < TXC, T6 and T8 equal 10 BSCKs (T3). 





1-362 





7.0 AC and DC Specifications (Continued) 


MEMORY WRITE, BMODE = 0, SYNCHRONOUS MODE (one wait-state shown) 
T2 (wait) 12 T1 (or Tx, see Note 2) 


BSCK 
Pe ke ss 
: LX_ 


a2ee6esdd 


—- 


( sit ut Out 


a a 


T32 


T32b 133 -- 


TL/F/10492-59 


Number Symbol Parameter 


Ta | beady | BscktoAddressvaid | | 28 | 
Tio | ah Address Hold Timetromasck | oo | | | 
Tit | best | BSCKIoADSECSLow | |g | 
T12 -tesh__| asckioADS ECS Won | _} a |_| a 
T18 ste] ion -_.___{_taeemeod) |_+_ bes |_ 
T32 


lS 
BSCK aa Ready Mode, Note 2) 

T33 

736 ae eed a Se ns 

ta7__|_bowsv | BSCKtoMWR(Writevaid |_| co | S| |g 

T38___|_bewsinv | BSCKtoMWA (Write) invalid (Note) | | | | ns 

T40 aes ee el ee ns 


Note 1: For successive write operations, MWR remains high. 


Note 2: If in Latched Ready” mode (see Section 4.3.7), the SONIC will go into the Tx state before entering the T1 state, hence, there will be an extra clock cycle 
before the T1 state. ECS, A<31:1>, MWR, and ADS will, however, always be asserted off of the rising edge of T1, never Tx. The data will be held until T1, 


Note 3: bcye = bus clock cycle time (T3). 
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7.0 AC and DC Specifications (Continued) 
MEMORY READ, BMODE = 0, SYNCHRONOUS MODE (one wait-state shown) 


T1 T2 (wait) T2 T1 (or Tx, see Note 2) 


| | pe 
AS31:1> AY 


T15 
11>] je T12 


~~ yee 
eee | 


a c0) 


LY) 
S| IF 


T32 
T32b 133 


D<31:0> 


RDYi 
TL/F/10492-60 


| zone | aM 
Number Parameter Units 
Lae | Min | Max | wax | min | 


T9 | pcadv | BSCKtoAddressvaid | | 3 | | 28 | os 
Tio | ah | AddressHoldTimefrompsck | =o =~ | rT lots 
T11 | bes! | BSCKtoADS,ECSLw = | | 3 | (| 28 | os 
T12_ | _besh_ | BSCKtoADS,ECSHigh = | —(itisidTsCis | Ct | 
T15 | _ashw | ADSHighWidth =| eyo 5 (Notes) | | _boyc—-5 | sn 
T23 | ReadDataSetupTimetopsck =| sa [ft ns 

T24 | ReadDataHoldTimefromasck | 6 | | 3 | 
728 bersv | BSCKtoMWA(Read)vaid | | 3 | | ns 
T29 bersinv | BSCKtoMWH(Read) Invalid(Notet) | | to fl ns 

3 oa a ae 

ae ae te ee 


ns 


T32 rdys RDYi Setup Time to BSCK ns 


T32b xrdys RDYi Setup Time to 
BSCK (Latched Ready Mode, Note 2) 


T33 rdyh RDYi Hold Time to BSCK 
Note 1: For successive read operations, MWA remains low. 


Note 2: If in “Latched Ready” mode (see Section 4.3.7), the SONIC will go into the Tx state before entering the T1 state, hence, there will be an extra clock cycle 
before the T1 state. ECS, A<31:1>, MWR, and ADS will, however, always be asserted off of the rising edge of T1, never Tx. The data will be latched in on the 
rising edge of Tx in this mode. ‘ 


Note 3: bcyc = bus clock cycle time (T3). 


ns 


ns 
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7.0 AC and DC Specifications (Continued) 
MEMORY WRITE, BMODE = 0, ASYNCHRONOUS MODE 


aze6esdd 


11 T2 (wait) 


BSCK 


T12b 
Ti1b | - 


mr Lf 
xX | 


A<31:1> 
Titb 


o<8 10> Bal ooo 
ml aaah y 


T32e T32a 
v =| 33a [1332 


- RDYi (Note 3) 
TL/F/10492-61 


T9 -| beadv 
T10 
T11b 


BSCK to Address Valid 


Address Hold Time from BSCK 
BSCK to ADS, DS, ECS Low ee 


am] 
77) 


foe] 


T12b | besh | BSCK to ADS, DS, ECS High 
T15 " ashw ADS High Width bcyc — 5 (Note 2) 
T18 wdslw | Write Data Strobe Low Width (Note 4) 


T32a - rdys Ready Asynch. Setup to BSCK (Note 3) 
T33a rdyh- Ready Asynch. Hold from BSCK 
736 bedv | BSCKtoMemoryWriteDatavaid | | 





on 


T37 bewsv BSCK to MWR (Write) Valid Pe 
738 bewsinv | BSCKtoMWA (Write) Invalid (Notet) | 


co 


T39 Write Data Valid to 
Data Strobe Low 
Write Data Hold Time from BSCK 


Note 1: For successive write operations, MWR remains high. 


Note 2: bcyc = bus clock cycle time (T3) 


Note 3: This setup time assures that the SONIC terminates the memory cycle on the next bus clock (BSCK). RDYi does not need to be synchronized to the bus 
clock, though, since it is an asynchronous input in this case. RDYi is sampled during the falling edge of BSCK. If the SONIC samples RDYi low during the T1 cycle, 
the SONIC will finish the current access in a total of two bus clocks instead of three, which would be the case if RDYi had been sampled low during T2(wait). (This is 
assuming that programmable wait states are set to 0). ; 


Note 4: DS will only be asserted if the bus cycle has at least one wait state inserted.. 


[ee] 


T40 
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7.0 AC and DC Specifications (Continued) 
MEMORY READ, BMODE = 0, ASYNCHRONOUS MODE 


T1 T2 (wait) 
hs 2b 


“S/T ER 


ASB1:1> a a i eae ee 


T11b 


D<31:0> 


T32a 
}-T33a —T3 3a 
(Note 3) 
TL/F/10492-62 


eT ee eae ie 


Number | Symbol ; . Parameter 
Lind pin | Max | min | Max | 


T9 
T10 
T11b 
T1i2b 
T15 
T16 
T17 
T23 
T24 
T28 
T29 


‘T32a 


T33a 


[beady | BSCKtoAddressvaid | | co | 
Lah | AddressHoldTimetromasck | || tT 
[ bos! | BSCKtoADS,DSECSLow | | | 
[besh_ | BSCKtoADS,DSECSHigh | | | 
jashw | ADSHighwieth | boy 8 (Noto) | | boyo-5 | 
| tishw | ReadDataStrobeHigh Width | boy 40 || boyo-10| 
[ris | ReadDataStrobeLowwiath | boy | | oye || 
| tdsbo | ReadDataSetupTimetosscox | tt | S| ts 
| rdhbo | ReadDataHoldTimetromasck | | | 
[ borsv_| BSCKtoMWA (Readvaid | | co || 
| bersinv | BSCKtoMWR (Read) invalid (Notot) | | | 
| tiys | ReadyAsynch Setup TimetoBscK(Notes) |__| | 
| tdyn__| Ready AsynchHoldTimetopsck | ss | | 


Note 1: For successive read operations, MWR remains low. 

Note 2: bcyc = bus clock cycle time (T3) 

Note 3: This setup time assures that the SONIC terminates the memory cycle on the next bus clock (BSCK). RDYi does not need to be synchronized to the bus 
clock, though, since it is an asynchronous input in this case. RDYi is sampled during the falling edge of BSCK. If the SONIC samples RDYi low during the T1 cycle, 
the SONIC will finish the current access in a total of two bus clocks instead of three, which would be the case if RDYi had been sampled low during T2(wait). (This is 
assuming that programmable wait states are set to 0). 
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7.0 AC and DC Specifications (Continued) 
MEMORY WRITE, BMODE = 1, SYNCHRONOUS MODE (one wait-state shown) 


T1 T2 (wait) T2 T1 


ASCK fA N JN AN / \ / 
T12a 
Tita = [- 


me || | we 
7 LX. 


A<34:1> ieee ee ee eee Se 


T 
3 T22 ue T1i2a 
Tt4 T15a—>| 


D<31:0> Lb 


DATA OUT 
}- 


MRW 
T30 | 134 


DSACKO, 1 \ / 


T9 beadv | BSCK to Address Valid hee — ool 
T10 Address Hold Time from BSCK = Saar 


TL/F/10492-63 


Units 


ns 
ns 


ns 


T11a BSCK to AS, DS, ECS Low 
Ti2a besh BSCK to AS, DS, ECS High ns 


ns 


T14 boyc — 5 (Note 3) 
T15a___| ash 
118 
T22__| advast 
T30__| acks a a ES 
Tat__| ack a ae 
T36__| bedv err 
Ta7__| bowsv | BSCKtoMAW(Wrteyvaid || go | 
T38__| bowinv 


Write Data Valid to 7 
Data Strobe Low 


ns 
ns 
ns 
ns 
ns 
45 ns 
ns 
ns’ 


T39 
ns 


foe] 


T40 wdh Memory Write Data Hold Time from BSCK 


Note 1: DS will only be asserted if the bus cycle has at least one wait state inserted. 

Note 2: For successive write operations, MRW remains low. 

Note 3: bcyc = bus clock cycle time (T3). 

Note 4: DSACKO,1 must be synchronized to the bus clock (BSCK) during synchronous mode. 


ns 
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7.0 AC and DC Specifications (Continued) 


MEMORY READ, BMODE = 1, SYNCHRONOUS MODE (one wait-state shown) 
11 T2 (wait) T2 


Tae} fe aca 


Pe ee 
LX 


Tile T12a. 
T14 T15a—>} 
Ti2a E 
T17 T16—>| 


A<31:1> 


ee a CTT al 
728 T29 
= - 


ese 


DSACKO,1 
TL/F/10492-64 


Number Parameter Se eee Units 
: | min | Max | Min 

Ta | beady | BscktoAddressvaid ss | S| | 8 |g 
Tio | ah__| AddressHoldTimetromasck | on =| S| ts 
Tita | bes! | BSCKtoAS,DSECSLow =| | || ts |g 
Tiza__| besh__| BSCKIOAS,DS,ECSHigh | | ws | |g 
T14__-| aswi__| ASStrobeLowwidth | boyo — 5 (Notes) |_| beye~5 (Notes) |__| ns 
Ti5a__| ashwt_| ASStrobeHighwidth | boyo 8 | |b -5 ns 


T16__| rdshw | Read DataStrobeHigh Width ns 
T17__| rdsw | ReadDataStrobeLow Width ns 
Tee ns 
Tesa__| rdsbea_| Read DataSetupTimetoBSCK Le a ns 
Tada _ts 
T28 | bersv__| BSCKtoMAW (Read) Vaid | ns 
T29___| bersinv | BSCKtoMAW (Read) Invalid (Note1) | |_| ns 
T30__| acks | DSACKOTSetuptoBScK(Note2) | | ns 
Tat | ackn__| DSACKO,THoidiromasck | 12 | ns 


Note 1: For successive write operations, MRW remains low. 
Note 2: DSACKO,7 must be synchronized to the bus clock (BSCK) during synchronous mode. 
Note 3: bcyc = bus clock cycle time (T3). 
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7.0 AC and DC Specifications (continued) 


MEMORY WRITE, BMODE = 1, ASYNCHRONOUS MODE 
" T2 (wait) 


Tifa = rs 


py Tt Pd 


nae] Pe 7 ae 


acesesdd 


[—oxtaor_| 1) 


bea eee re 
ie) 4a ae az 
HE | FAR 


137 


T30a—>| 


(Note 2) 
TL/F/10492-65 


Number Symbol Parameter 


T39 Write Data Valid to Data Strobe Low 
T40 wdh Memory Write Data Hold from BSCK 12 


Note 1: For successive write operations, MRW remains low. 


Note 2: Meeting the setup time for DSACKO,1 or STERM guarantees that the SONIC will terminate the memory cycle 1% bus clocks after DSACKO,1 were 
sampled, or 1 cycle after STERM was sampled. T2 states will be repeated until DSACKO,1 or STERM are sampled properly in a low state. If the SONIC samples 
DSACKO,1 or STERM low during the T1 or first T2 state respectively, the SONIC will finish the current access in a total of two bus clocks instead of three (assuming 
that programmable wait states are set to 0). DSACKO,7 are asynchronously sampled and STERM is synchronously sampled. : 

Note 3: beye = bus clock cycle time (T3). 

Note 4: DS will only be asserted if the bus cycle has at least one wait state inserted. 
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728 bersv BSCK to MRW (Read) Valid 


7.0 AC and DC Specifications (Continued) 


MEMORY READ, BMODE = 1, ASYNCHRONOUS MODE 
T2 (wait) 12 11 


v1 
T12a 
Tita j= 


ACB 121 4 @ ee 


baa 


D<31:0> Eel ae eS Ee 


a . | 


DSROCH [OT 
T31a 


T30a—>| 


STERM (Note 2) 


win wae vin | 
3 bajo =5 ote s) 


14 mye 8 Noe |_| boo S NaI | 
ee ceed 


731 DSACKO,1 Hold from BSCK 12 


7 
4 


Note 1: For successive write operations, MRW remains low. : 


ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 
ns 


ns 


Note 2: Meeting the setup time for DSACKO,1 or STERM guarantees that the SONIC will terminate the memory cycle 11% bus clocks after DSACKO,1 were 
sampled, or 1 cycle after STERM was sampled. T2 states will be repeated until DSACKO,7 or STERM are sampled properly in a low state. If the SONIC samples 


DSACKG,1 or STERM low during the T1 or first T2 state respectively, the SONIC will finish the current access in a total of two bus clocks instead of three (assuming 


that programmable wait states are set to 0). DSACKO,1 are asynchronously sampled and STERM is synchronously sampled. 
Note 3: bcyc = bus clock cycle time (T3). : 
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7.0 AC and DC Specifications (Continue) 


BUS REQUEST TIMING, BMODE = 0 
Ti TI TI Ti Ti Ti 


agee6esdd 


BSCK 


T43-> ~~ }-T43 T44-> =I jo 144 


cid 
HOLD uf (Note 2) a (Note 2) 
; 146 


HLDA BUS PREEMPTION (Note 1) 


; /151 
A<31i1> ae P 
Pets: 


T55a ke }+-T55a 
$<2:0> BUS IDLE MEMORY TRANSFER 3%, BUS IDLE |X BUS IDLE 
(Note 3) }151 
ADS, MWR = 
DS, ECS L) 
f151 


D<31:0> 
(write) 


USR<1:0> 
EXUSR<3:0> 


TL/F/10492-67 


Units 


| | zomHz | 25MHz 
Number Parameter 

6 | min | Max | Min | Max | 
T43__|_behish | BscKtoHOLDHigh(Notea) | |e | | 
T44_ | bonis | BSCKtoHOLDLow(Notez) | || | 
T45__ | hides |“ HLDAAsynchronousSetupTimetopsck | 10 | = | 5 |_| 
T46_ | hidads | HLDADeassertSetup Time (Notet) | 10 | | 





T51 BSCK to Address, ADS, MWR, DS, ECS, 
USR<1:0> and EXUSR <3:0>TRI-STATE 
(Note 4) 


T52 BSCK to Data TRI-STATE (Note 4) 
T53 BSCK to USR<1:0> Valid 


T55 besvo BSCK to Bus Status 
Idle to Non-ldle 
T55a besv1 BSCK to Bus Status - 
i Non-Idie to Idle (Note 3) 


T55b | _beshd | $<2:0> Hold from BSCK ns 


Note 1: A block transfer by the SONIC can be pre-empted from the bus by deasserting HLDA provided HLDA is asserted T46 before the rising edge of the last T2 in 
the current access. . 

Note 2: The assertion edge for HOLD is dependent upon the PH bit in the DCR2. The default situation is shown wih a solid line in the timing diagram. T43 and T44 
apply for both modes. Also, if HLDA is asserted when the SONIC wants to acquire the bus, HOLD will not be asserted until HLDA has been deasserted first. 
Note 3: S<2:0> will indicate IDLE at the end of T2 if the last operation is a read operation, or at the end of Th if the last operation is a write operation. 

Note 4: This timing vaiue includes an RC delay inherent in the test measurement. These signals typically TRISTATE 1 bus clock earlier, enabling other devices to 
drive these lines without contention. 
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7.0 AC and DC Specifications (Continued 


BUS REQUEST TIMING, BMODE = 1 
Ti Ti Ti Ti ‘T1 


SS oe oe al he 7 = Welle aces 


(TRI-STATE) 


-T45a 


DRIVEN BY SYSTEM BUS (Note 1) 


_ (TRI-STATE 
. DRIVEN BY SYSTEM BUS (Note 1) { ) (Note 2) 





A<31:1>, ECS 


Note 2 
DS, MRW sNete2) 


D<31:0> 


155 
$<2:0> BUS IDLE 


rrr | . oF Wegeel pae ote 3) et be-T5 1a 
USR<1:0> : : 
EXUSR<3:0> 4 oo 
, , a TL/F/10492-68 


Units 


Taba 
47 
T48__|_ bebe 
T49___|bobgack 


T50 begbgackh BSCK High to BGACK High (Note 5) 
- T5la beaz BSCK to Address, AS, MRW, DS, ECS, 


10. 
20 





USR<1:0> and EXUSR<3:0> TRI-STATE (Note 4) 


BSCK to Data TRI-STATE (Note 4) 
T53 bestrv BSCK to USR<1:0> Valid : 


T55 besvo BSCK to Bus Status _ 
Idle to Non-Idle 


T52 


T55a besv1 BSCK to Bus Status 
Non-ldle to Idle (Note 3) 


T55b besvd S<2:0> Hold from BSCK 


Note 1: BGACK is only issued if BG is low and AS, DSACKO,7, STERM and BGACK are deasserted. 
Note 2: For specific timing on these signals, see the memory read and memory write timing diagrams on previous pages. 
Note 3: S<2:0> will inidicate IDLE at the end of T2 if the last operation is a read operation or at the end of Th if the last operation is a write operation. 


Note 4: This timing value includes an RC delay inherent in our test measurement. These signals typically TR!I-STATE 1/2 bus clock eariler, enabling other devices to 
drive these lines without contention. 


Note 5: BGACK is driven high for approximately 1% BSCK before going TRI-STATE. 
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7.0 AC and DC Specifications (continued) 
BUS RETRY 


a2e6esdd 


BSCK 


A<31:1> 


‘D<31:0> 
(WRITE) 


T41la 


BRT (Note 3) 28 = 


HOLD ; ‘ 4 (Note 1) 
(BMODE=0) 


BCACK (Note 4) 
(BMODE=1) 
= (TRI-STATE) 
BR 


(BMODE=1) 


TL/F/10492-69 


| | 202 | 25 MHz 
Number Symbol Parameter 
Pe ere 


brtsO Bus Retry Synchronous Setup Time to BSCK 
(Note 3) 


brts1 Bus Retry Asynchronous 
Setup Time to BSCK (Note 3) 
| brth | _Bus Retry Hold Time from BSCK (Note 2) of _} 2a | 
bchidh BSCK to HOLD High (Note 1) 


BSCK to HOLD Low (Note 1) 


| bob | BSCK to BR Low 
bebgackh | BSCK to BGACK High (Note 4) eel ee ae 


Note 1: Depending upon the mode, the SONIC will assert and deassert HOLD from the rising or falling edge of BSCK. 


Note 2: Unless Latched Bus Retry mode is set (LBR in the Data Configuration Register, Section 4.3.2), BRT must remain asserted until after the Th state. If 
Latched Bus Retry mode is used, BRT does not need to satisfy T42. 

Note 3: 141 is for synchronous bus retry and T41a is for asynchronous bus retry (see Section 4.3.2, bit 15, Extended Bus Mode). Since T41a is an asynchronous 
setup time, it is not necessary to meet it, but doing so will guarantee that the bus exception occurs in the current memory transfer, not the next. 


Note 4: BGACK is driven high for approximately /% BSCK before going TRI-STATE. 
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7.0 AC and DC Specifications (Continued) 
MEMORY ARBITRATION/SLAVE ACCESS 


Ti Ti T2 Th Ts Ts Ts Ts T1 12 Th Ti 


HOLD 
(BMODE=0) 


BGACK 
(BMODE=1) 


A<31:31> 


D<31:0> 


Ss. 
(Note 1) 


SAS (Note 5) 
(BMODE=1) 


SAS (Note 5) 
(BMODE=0) 


SMACK 


(Note 1) 


TL/F/10492-70 


‘Symbol Parameter 


cssbc CS Low Asynch. Setup to BSCK 
re ane 2) 


| csdsbo | cs | CTSHigh Asynch.SetuptoBSCK | Asynch. Setup to BSCK pete t— 


mrsbe MREGQ Low Asynch. Setup to BSCK 
12 
(Note 2) 


ee a 


MREQ or CS to SMACK Low (Note 3) Eee 
5.5 


| assackh | CSorWREGtoSWACKHigh || ts | | te 
| bosack! | BSCKIoSMACKLow | | es || 20 


Note 1: Both CS and MREQ must not be asserted concurrently. If these signals are successively asserted, there must be at least two bus clocks between the 
deasserting and asserting edges of these signals. 


Note 2: It is not necessary to meet the setup times for MREQ or CS since these signals are asynchronously sampled. Meeting the setup time for these signals, 
however, makes it possible to use T60 to determine exactly when SMACK will be asserted. 


Note 3: The smaller value for T60 refers to when the SONIC is accessed during an Idle condition and the other value refers to when the SONIC is accessed during 
non-idle conditions. These values are not tested, but are guaranteed by design. This specification assumes that CS or MREQ is asserted 1% bus clock before the 
falling edge that these signals are asynchronously clocked in on (see T56 and T58). If T56 is met for CS or T58 is met for MREQ, then SMACK will be asserted 
exactly 1 bus clock, when the SONIC was idle, or 5 bus clocks, when the SONIC was in master mode, after the edge that T56 and T58 refer to. (This is assuming 
that there were no wait states in the current master mode access. Wait states will increase the time for SMACK to go low by the number of wait states in the cycle.) 


Note 4: bcye = bus clock cycle time (T3). 


Note 5: The way in which SMACK is asserted is due to CS is not the same as the way in which SMACK is asserted due to MREQ. SMACK goes low as a direct 
result of the assertion of MREQ, whereas, for CS, SAS must also be driven low (BMODE = 1) or high (BMODE = 0) before SMACK will be asserted. This means 
that when SMACK is asserted due to MREQ, SMACK will remain asserted until MREQ is deasserted. Multiple memory accesses can be made to the shared 
memory without SMACK ever going high. When SMACK is asserted due to CS, however, SMACK will only remain low as long as SAS is also low (BMODE = 1) or 
high (BMODE = 0). SMACK will not remain low throughout multiple register accesses to the SONIC because SAS must toggle for each register access. This in an 
important difference to consider when designing shared memory designs. 


bcyc (Note 4) 
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7.0 AC and DC Specifications (Continued 
REGISTER READ, BMODE = 0 (Note 1) 


1 T2 (wait) T2 (wait) T2 (wait) T2 (wait) 2 


BSCK a im Si 
iad a 


agze6esda 


SWR 


RDYo 


SMACK 


D<15:0> : DATA OUT 
TL/F/10492-71 


ain | 
=o 
aa 


Number 


T56 


T60 mrmackl | MREQ or CS to SMACK Low (Notes 5, 8) tee ll 


Tea | tas | Register Aderess Hold Te tromSAS | 10] | @ | | 1s 
Tes | saw | SaSPusewian | Beye 70] | bye 70 | | rs 


ns 


| Max | 
ieee | 
eel bcyc (Note 3) 
|| 


ns 


ns 
ns 
ns 
ns 


Note 1: This figure shows a slave access to the SONIC when the SONIC is idle, or rather not in master mode. If the SONIC is.a bus master, there will be some 
differences as noted in the Memory Arbitration/Slave Access diagram. The BSCK states (T1, T2, etc.) are the equivalent processor states during a slave access. 


Note 2: If CS is deasserted before the falling edge of SAS, T76, T79 and T85 are referenced from the rising edge of CS. 

Note 3: bcye = bus clock cycle time (T3). 
Note 4: It is not necessary to meet the setup time for CS since this signal is asynchronously sampled. Meeting the setup time for this signal, however, makes it 
possible to use T60 to determine exactly when SMACK will be asserted. 

Note 5: The smaller value for T60 refers to when the SONIC is accessed during an Idle condition and the other value refers to when the SONIC is accessed during 
non-idle conditions. These values are not tested, but are guaranteed by design. This specification assumes that CS is asserted 1% bus clock before the falling edge 
that CS is asynchronously clocked in on (see T56). If T56 is met for CS, then SMACK will be asserted exactly 1 bus clock, when the SONIC was idle, or 5 bus 
clocks, when the SONIC was in master mode, after the edge that T56 refers to. (This is assuming that there were no wait states in the current master mode access. 
Wait states will increase the time for SMACK to go low by the number of wait states in the cycle.) 

Note 6: SAS may be asserted low anytime before or simultaneous to the falling edge of CS, but not after. It is suggested that SAS be driven high no later than 1 bus 
clock after CS is asserted low. SAS may be driven high anytime before the falling edge of CS, however. 

Note 7: This timing value includes an RC delay inherent in the test measurement. These signals typically TRI-STATE '/2 bus clock eariler, enabling other devices to 
drive these lines without contention. 


Note 8: These values are not tested, but are guaranteed by design. They are provided as a design guideline only. 





“J 
oO 


ns 


BSS 
Oo 


ns 
beyc 
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7.0 AC and DC Specifications (Continued) 


REGISTER WRITE, BMODE = 0 (Note 1) 
11 T2 (wait) T2 (wait) T2 (wait) . 12(wait) 
BSCK 


RA<5:0> 


[+ T85a—>} 
162 aa 
baa cd 
y ee fT 
T60 172 Ws 


SMACK 


0<15:0> 


TL/F/10492-72 


al iid A 
5.5 


Tes [rwdh r 
Tesa | esds boye 


Note 1: This figure shows a slave access to the SONIC when the SONIC is idle, or rather not in master mode. If the SONIC is a bus master, there will be some 
differences as noted in the Memory Arbitration/Slave Access diagram. The BSCK states (T1, T2, etc.) are the equivalent processor states during a slave access. 
Note 2: If CS is deasserted before the falling edge of SAS, T76 and T79 are referenced from the rising edge of CS. 

Note 3: bcyc = bus clock cycle time (T3). 

Note 4: It is not necessary to meet the setup time for CS since this signal is asynchronously sampled. Meeting the setup time for this signal, however, makes it 
possible to use T60 to determine exactly when SMACK will be asserted. 


Note 5: The smaller value for T60 refers to when the SONIC is accessed during an Idle condition and the other value refers to when the SONIC is accessed during 
non-idle conditions. These values are not tested, but are guaranteed by design. This specification assumes that CS is asserted 1 bus clock before the falling edge 
that CS is asynchronously clocked in on (see T56). If T56 is met for CS, then SMACK will be asserted exactly 1 bus clock, when the SONIC was idle, or 5 bus 
clocks, when the SONIC was in master mode, after the edge that T56 refers to. (This is assuming that there were no wait states in the current master mode access. 
Wait states will increase the time for SMACK to go low by the number of wait states in the cycle.) 


Note 6: SAS may be asserted low anytime before or simultaneous to the falling edge of CS, but not after. It is suggested that SAS be driven high no later than 1 bus 
clock after CS is asserted low. SAS may be driven high anytime before the falling edge of CS, however. 


Note 7: These values are not tested, but are guaranteed by design. They are provided as a design guideline only. 
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7.0 AC and DC Specifications (continue) 
REGISTER READ, BMODE = 1 (Note 1) 


sa] 12 (wait) T2 (wait) 12 (wait) 12 (wait) 12 (wait) 
BSCK 


RA<5:0> 


177 


eee TRI-STATE, Note 3. 
psacKo — ) iene?) 


177 


DSACKT (TRI-STATE) (Note 3) 


D<15:0> DATA OUT 


TL/F/10492-73 


Number Parameter , | 20MHz | 25MHz Units 
cst DR tao rarer ae ee 


T56 CS Asynch. Setup to BSCK (Note 5) ABE") IOS IL — | ns 


al wal edad EEA 


T62 Pe a a a ns 


Tes | reas] Register Address SeuptoSAS__——~+| 40 | +7 || ts 
Te ass] pei aon ed em BRS HT | ST 
T67 | rdsas | SAW (Reaq)SouptoSAS_ | | Cd] 
T72a SIMACK to DSACK®,1 Low (Note 8) aa ae 

74 | rehés | SAW (Read) Hold rom SAS Note [0 [| 0 [| 1s 
T7sa | berdyol | BSCKtoDSACKOALOw ———S«d| SSC |) 
17 | sack | SAS or OS wo DSACKOTHigh Notes) | | 25 || 20 | 1s 
Te | sw | SkewbeweonDSACKoT | Yt | dt 
79 | seach | SAS or CS to SWACKHigh Note] |__| 16 |_| 2 | ts 
Tez | berev | BSCKtoRegisterDatavald ‘|_| 70 || 70 [ts 


T86 SAS or CS to Register Data TRI-STATE 40 a 
(Notes 2, 8) : 


Note 1: This figure shows a slave access to the SONIC when the SONIC is idle, or rather not in master mode. if the SONIC is a bus master, there will be some 
differences as noted in the Memory Arbitration/Slave Access diagram. The BSCK states (T1, T2, etc.) are the equivalent processor states during a slave access. 
Note 2: If CS is deasserted before the rising edge of SAS, T66, T74, T77, T79 and T86 are referenced off the ning edge of CS instead of SAS. 

Note 3: DSACKO,1 are driven high for about 14 bus clock before going TRI-STATE. 

Note 4: bcyc = bus clock cycle time (T3). 

Note 5: It is not necessary to meet the setup time for CS since this signal is asynchronously sampled. Meeting the setup time for this signal, however, makes it 
possible to use T60 to determine exactly when SMACK will be asserted. 

Note 6: The smaller value for T60 refers to when the SONIC is accessed during an Idle condition and the other value refers to when the SONIC is accessed during 
non-idle conditions. These values are not tested, but are guaranteed by design. This specification assumes that CS is asserted 1/ bus clock before the falling edge 
that CS is asynchronously clocked in on (see T56). if T56 is met for CS, then SMACK will be asserted exactly 1 bus clock, when the SONIC was idle, or 5 bus 
clocks, when the SONIC was in master mode, after the edge that T56 refers to. (This is assuming that there were no wait states in the current master mode access. 
Wait states will increase the time for SMACK to go low by the number of wait states in the cycle.) 

Note 7: SAS may be asserted at anytime before or simultaneous to the falling edge of CS, but not after. 

Note 8: This timing value includes an RC delay inherent in the test measurement. These signals typically TRISTATE 1/2 bus clock eariler, enabilng other devices to 
drive these lines without contention. 

Note 9: These values are not tested, but are guaranteed by design.:They are provided as a design guideline only. - 
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7.0 AC and DC Specifications (Continued) 


REGISTER WRITE, BMODE = 1 (Note 1) 
11 T2 (wait) T2 (wait) T2 (wait) T2 (wait) T2 (wait) 
BSCK 


RA<5:0> 


Tra (TRI-STATE) (Note 3) 


177 
——___(TRI-STATE) (Note 3) 
DSACK1 


T81 
160 179 


SMACK 


D<15:0> ( ow) 


TL/F/10492-74 


Number Parameter | 20MHz | 25 MHz Units 
Meee) ee eee 
esas 10 


T56 CS Asynch. Setup to BSCK (Note 5) P| ns 


66 | thas | Register Across Hold rom SAS (Notes) | _o | | 0 | | 
T7oa | wssas | SAW Wits) SeuptoSAS_———|_ 8 | dT 2 (| ds 
SAS or OS to SWACK Hi eel 
SMACK ree 


ns 


Note 1: This figure shows a slave access to the SONIC when the SONIC is idle, or rather not in master mode. If the SONIC is a bus master, there will be some 
differences as noted in the Memory Arbitration/Slave Access diagram. The BSCK states (T1, T2, etc.) are the equivalent processor states during a slave access. 
Note 2: If CS is deasserted before the rising edge of SAS, then T66, T71a, T77 and 179 are referenced off the rising edge of CS instead of SAS. 

Note 3: DSACKO,1 are driven high for about 14 bus clock before going TRI-STATE. 

Note 4: bcyc = bus clock cycle time (T3). 

Note 5: It is not necessary to meet the setup time for CS since this signal is asynchronously sampled. Meeting the setup time for this signal, however, makes it 
possible to use T60 to determine exactly when SMACK will be asserted. 

Note 6: The smaller value for T60 refers to when the SONIC is accessed during an Idle condition and the other value refers to when the SONIC is accessed during 
non-idle conditions. These values are not tested, but are guaranteed by design. This specification assumes that CS is asserted 1/4 bus clock before the falling edge 
that CS is asynchronously clocked in on (see T56). If T56 is met for CS, then SMACK will be asserted exactly 1 bus clock, when the SONIC was idle, or 5 bus 
clocks, when the SONIC was in master mode, after the edge that T56 refers to. (This is assuming that there were no wait states in the current master mode access. 
Wait states will increase the time for SMACK to go low by the number of wait states in the cycle.) 

Note 7: SAS may be asserted at anytime before or simultaneous to the falling edge of CS, but not after. : 

Note 8: This timing value includes an RC delay inherent in the test measurement. These signals typically TRI-STATE 14 bus clock eariler, enabling other devices to 
drive these lines without contention. : 
Note 9: These values are not tested, but are guaranteed by design. They are provided as a design guideline only. 
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7.0 AC and DC Specifications (continued) 
ENDEC TRANSMIT TIMING (INTERNAL ENDEC MODE) 


ace6esda 


ef NaF Nax 


TX+/-. 


TL/F/10492-75 


Number_| symbol | Parameter =| Min_—|_—s Max Units 
Te | _txch_— | TransmitGlock High Time(Notet) || 
Tes |x! | Transmit Glock LowTime(Notet) | go | ns 
Teo |e | TransmitGlock Cycle Time (Note) | 99.99 | 100.01 | ns 
T95_ | tod | TransmitOutputDelayNotet) | Tn 
T96 | tof | Transmit Output Fall Time (80% to20%,Note1) | | 7 | ns 
T97 Transmit Output Rise Time (20% to 80%, Note 1) ae ar ee ns 
T98_ | toi_—— | Transmit Outputvitter(Notshown) |S Typ | ns 
Tio | toh | Transmit OutputHigh before lale (Halt step) | 200 | | ns 
tot | toi | TransmitOutputidie Time (Haifstep) ss |_go00, |_| 


Note 1: This specification is provided for information only and is not tested. 
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7.0 AC and DC Specifications (continued) 


ENDEC RECEIVE TIMING (INTERNAL ENDEC MODE) 


1st Bit 
Decoded 


TL/F/10492-76 
ENDEC COLLISION TIMING 


o06 f= my VSN — 
fl 7114 Ae 
COL _ af * a, a5 oa ND. 


TL/F/10492-77 


Number 
T102 
T105 Carrier Sense on Time 

Tis | dat] DataAcauisitionTime 
1107 


we] 
a 
es ee 

[700 |r 
8 


| 10 | ns 
T1909 ee Ae 
Ti12 | 165 | 
T113 aes 
T114 | colon | CollsionTumOnTime 


T1415 Collision Turn Off Time 


Note 1: This parameter is measured at the 50% point of each clock edge. 
Note 2: When CRSi goes low, it remains low for a minimum of 2 receive clocks (RXCs). 


ns 


70 
700 
155 
rcyc (Note 3) 
| ss ns 


ns 


| Min 

eae 

| tid Lat 

Tip | rv | Receive DataValidtromaxc | 
| tds | 90 | 
ae 

ae 

cas 

has 


Note 3: rcyc = receive clocks. 
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7.0 AC and DC Specifications (Continued) 
ENDEC-MAC SERIAL TIMING FOR RECEPTION (EXTERNAL ENDEC MODE) 


agee6esdd 


T121 


ia 1122 | : A 
mo XXX XX — 


TL/F/10492~78 


Number | _Symbot_| Parameter | Min. | Max | Units 
7118 Receive ClockHighTime | 85 | ns 
Tig | rot | Receive Glock Low Time ee ns 


110 ns 


T10 | rye | Receive Glock cycle Time | 90 

Tai | rds | RxD Seuptonxc | ns 
tie | wh | RXDHoldtromaxo | 8 ns 
Ti24 | arb | Maximumattowed Dribble sits | | Bits 
T125 | ry | ReceiveRecoveryTime || (Noto 2) | boyo (Note 1) 
Tie | cst XC toGarriersonsotow || reyo (Note 1) 


ENDEC-MAC SERIAL TIMING FOR TRANSMIT (NO COLLISION) 


—_—_—_—_—_—_— 


Dame 


TL/F/10492-79 


Number__| _Symbot__| Parameter | min | Max | Units 
Ti7_ | toh | TransmitGlockHignTime | 40 | | 
Tia | tect | TransmitlocktowTime | 40 | | 
Ti | tye | TransmitGiockoycloime | 90 | tt | 
T1930 | toon | txCtoTxEHigh | | ts 
Tit | eds | TxCtoTxDVaid =| | tts 
Ti2 | th | TxDHold Timetromtxc | es | Tt 
T193 | twaent | TxCtoTXELow | | ts 
Ti9¢ | tdodh_— | TXELowtoStartot GD Heartbeat | | 64 | teyo (Note 
T1958 |cdw | Colston Detectwiatn | 2 | toy (Note 1) 


Note 1: tcyc = transmit clocks, rcyc = receive clocks, bcyc = T3. 


Note 2: This parameter refers to longest time (not including wait-states) the SONIC requires to perform its end of receive processing and be ready for the next start 
of frame delimiter. This time is 4 tcye + 36 bcyc. This is guaranteed by design and is not tested. 


—————— 
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7.0 AC and DC Specifications (continued 
ENDEC-MAC SERIAL TIMING FOR TRANSMISSION (COLLISION) . 


Number Symbol | ____—Parameter_— | Min | Max 
| cdw | Cotision Detect with | 2 | 


a 


Note 1: tcyc = transmit clock. 
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TL/F/10492-80 


tcyc (Note 1) 








8.0 AC Timing Test Conditions 


All specifications are valid only if the mandatory isolation is 
employed and all differential signals are taken to be at the 
AUI side of the pulse transformer. 


Input Pulse Levels (TTL/CMOS) 
Input Rise and Fall Times (TTL/CMOS) 


Input and Output Reference 
Levels (TTL/CMOS) 


Input Pulse Levels (Diff.) 


Input and Output 
Reference Levels (Diff.) 


TRI-STATE Reference Levels 
Output Load (See Figure below) 


GND to 3.0V 
5ns 


1.5V 
—350 mV to —1315 mV 


50% Point of 
the Differential 


Float (AV) +0.5V 


Voc S1(NOTE 2) 


DEVICE 
UNDER 
TEST 


TL/F/10492-84 
Note 1: 50 pF, includes scope and jig capacitance. 
Note 2: Si = Open for timing tests for push pull outputs. 
$1 = Vcc for Vo, test. 
S1 = GND for Voy test. 


$1 = Voc for High Impedance to active low and active low to High 
Impedance measurements. 

S1 = GND for High Impedance to active high and active High to 
High Impedance measurements. 
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Capacitance T, = 25°C, ¢ = MHz 


[Symbot [Parameter | Typ | une | 


DERATING FACTOR 


Output timing is measured with a purely capacitive load of 
50 pF. The following correction factor can be used for other 
loads: CL = 50 pF + 0.3 ns/pF. 


AU! Transmit Test Load 
TX+ 
X= 


780 27 wH 


TL/F/10492-85 


Note: In the above diagram, the TX+ and TX— signals are taken from the 
AUI side of the isolation (pulse transformer). The pulse transformer 
used for all testing is a selected 100 4H +0.1% Pulse Engineering 
PE64103. 
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DP83932 SONIC™ Bus 
Operations Guide 


This: application note is intended to be a supplementary 
document for the DP83932 SONIC datasheet, expanding 
upon the bus functional descriptions found in the datasheet. 
It is recommended that you are familiar with the bus opera- 
tions of the SONIC before reading this document. 


This application note gives additional examples of the SON- 
IC’s bus operations to illustrate a broader picture of recep- 
tions, transmissions, etc. Where possible, special conditions 
are included to show all conceivable bus operations per- 
formed by the SONIC. Detailed figures are shown to en- 
hance clarity. This document is divided into two sections for 
bus master and slave operations. The bus master section 
details bus operations during transmission, receptions and 
load CAM operations, and the slave access section de- 
scribes SONIC register accesses during idle and non-idle 
conditions. 


TERMS AND ABBREVIATIONS 


In this document certain terms and abbreviations will be 
used to describe the bus operations of the SONIC. These 
words are defined as follows: 


Block Transfer: A multiple transfer bus operation in which 
the address increments for each transfer. 


Refers to a 16-bit quantity; a double word is 
a 32-bit quantity. 

Memory Cycle: The basic cycle which the SONIC reads 
from or writes to memory. The minimum cy- 
cle time is two bus clocks in synchronous 
mode and three bus clocks in asynchro- 
nous mode. 


The complete time the SONIC uses the bus 
during a block transfer. 


Word: 


Bus Tenure: 


National Semiconductor 
Application Note 745 
Wesley Lee 


This is the time from when the SONIC re- 
quests for the bus to when the SONIC is 
granted the bus. 


Content Addressable Memory 
Transmit Descriptor Area 
Transmit Buffer Area 

Receive Resource Area 
Receive Descriptor. Area 
RBA: Receive Buffer Area 

CDA: CAM Descriptor Area 


1.0 BUS MASTER OPERATIONS 


1.1 The Basic Block Transfer Cycle 


The basic transfer cycle of the SONIC is composed of three 
basic operations: (1) acquiring the bus, (2) transferring data 
onto/from the bus, and (3) relinquishing the bus. Operations 
(1) and (3) are described in Section 5.4 of the datasheet and 
will not be discussed here. Operation (2), however, will be 
more fully explained. 


When the SONIC uses the bus, it transfers data to/from one 
specific area in memory (i.e., RBA, RDA, RRA, TDA, or 
TBA) as indicated by the bus status pins S<2:0>. If the 
SONIC needs to transfer the data to multiple areas in mem- 
ory, it deasserts its bus request (HOLD or BGACK), then 
request for the bus again (HOLD or BR). During its tenure 
on the bus, the SONIC transfers a programmed number of 
words to memory, depending on where data is placed. The 
number of transfers to the descriptor areas (TDA, RDA, 
RRA, and CDA), are shown in the following table. Note that 
since the upper word (D<31:16>) is not used in 32-bit 
mode, the number of transfer are the same for both 16-bit 
and 32-bit modes. 


Bus Latency: 


CAM: 
TDA: 
TBA: 
RRA: 
RDA: 


TABLE 1-1. Number of Memory Transfers to the Descriptor Areas 


When 


All bus tenures except the last one 


Last bus tenure. The additional access is to load the CAM Enable register. 


First descriptor fetch 


Additional fragment pointer and size fetches, if any 


Status and link access 


Updating receive descriptor information 


Updating receive descriptor information but SONIC has read EOL = 1 


Re-reading RXpkt.link and writing to RXpkt.in_use when EOL has previously been 
detected as 1. The SONIC writes to the in__use field when EOL now reads 0. 


Re-reading the RXpkt.link as above but the SONIC still reads EOL = 1. 


All bus tenures 
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For buffer area transfers (TBA and RBA), the number of 
memory transfers is determined by the FIFO threshold and 
whether the SONIC is in ‘‘empty/fill’ or “exact block” trans- 
fer modes, programmed in the Data Configuration register. 
For ‘exact block” transfer mode, the SONIC transfers the 
same number of words (or double words) as are pro- 
grammed for the FIFO threshold. For example, if you pro- 
grammed a 4 double words for the receive FIFO, the SONIC 
will transfer this amount of data to memory per bus tenure. 
There are two exceptions to this rule, however. First, during 
transmission or reception, if the packet is not a multiple of 
the FIFO threshold, the last bus tenure will contain less 
transfers than the FIFO threshold. Second, for high transmit 
FIFO thresholds (12 words or 14 words), the SONIC will 
only fill the transmit FIFO only as much as needed to com- 
pletely fill it (and not overfill it). Thus, if you choose a 12 
word transmit FIFO threshold, the first bus tenure will trans- 
fer 12 words, but the second tenure will only transfer 4 
words (12 words + 4 words = 32 bytes). This last example 
assumes that the bus latencies are zero. 

For “empty/fill” mode, the number of transfers is also de- 
pendent on the bus latency. When the FIFO threshold has 
been reached, the SONIC will either completely empty the 
FIFO during reception or completely fill the FIFO during 
transmission. At the time of the bus request, the FIFO 
threshold equals the number of words in the FIFO, but due 
to bus latencies, additional bytes may have entered the 
FIFO (during reception). Thus, the number of words transfer 
during a bus tenure in this mode is the FIFO threshold plus 
the additional bytes that have entered the FIFO during re- 
ception or minus the bytes that have been serialized during 
transmission. 


1.2 Packet Reception 


This section gives a step-by-step description of the SONIC 
receiving a 68-byte packet. The initial conditions are shown 
below. 

Initial conditions: 


(a) The incoming packet is one that the SONIC will accept. 

(b) The SONIC has detected that EOL = 1 from the previ- 
ous reception, but the software has subsequently ap- 
pended another receive descriptor before receiving this 
packet. 

(c) The packet begins on a double word boundary. 

(d) The Data Configuration register has been configured 
for: 
© 32-bit data width mode (DB5 = DW = 1) 
e 4 double word Receive FIFO threshold 

(DB3,2 = RF1,0 = 1,0) 

e Exact Block Transfer mode (DB4 = BMS = 1) 

(e) The packet has crossed over the End of Buffer Count 
(EOBC) register during this reception; hence the SONIC 
will need to use another Receive Buffer Area (RBA). 


The reception is described as follows. 
Note: The numbers in this section correspond to the numbers in Figure 1-7. 


(1) Because of condition (a), the SONIC reads the 
RXpkt.link again to see if the software has subsequently 
reset the EOL bit to zero. Since it has (condition [b]), 
the SONIC writes to the RXpkt.in__use field and buffers 
the packet to the RBA. Note that this step is skipped if 
the SONIC has sufficient descriptors. 


(2) Once the receive FIFO has reached its threshold (4 
double words), the SONIC will write 4 double words dur- 
ing its bus tenure. For a 68-byte packet, the SONIC will 
perform this operation 4 times. 


During the last RBA bus tenure, the packet has ended 
(CRS goes low). The SONIC, again, requests for the bus 
once again (in 3 bus clocks) and flushes the remaining 
bytes in the FIFO (8 bytes). ‘The first 4 bytes are the 
remainder of the packet and the last 4 bytes are the 
receive status that is automatically written into the FIFO 
by the SONIC. These last 4 bytes are extraneous to the 
RBA and are overwritten during the next reception. The 
‘usable receive status is written to the Receive Descrip- 
tor Area. 


Note 1: If the packet size is not a multiple of the memory transfer size 
(16 bits or 32 bits), the SONIC will pad the last memory trans- 
fer with all 1’s. 


Note 2: If any of the last 4 bytes exceeds the length of the Receive 
Buffer Area, these bytes will not be written to memory. 
The SONIC writes the status information in the Receive 
Descriptor Area. The SONIC performs 7 consecutive 
memory transfers during its bus tenure (5 writes to the 
RXpkt.status, RXpkt.byte_count, RXpkt.pkt_ptro, 
RXpkt.pkt_ptr1, and RXpkt.seq__no. fields, 1 read to 
the RXpkt.link field, and 1 write to the RXpkt.in_ use 
field). See Figure 7-3 and Section 1.2.2 for further de- 
~ tails.” 

Because of condition (e), the SONIC requests the bus 
again (in 3 bus clocks) and fetches a resource descrip- 
tor from the Receive Resource Area. The SONIC reads 
this area in 4 consecutive memory read operations. 


1.2.1 Detail of Access to the RBA 


Figure 1-2a and 1-2b show the first SONIC access to the 
RBA for BMODE = 0 and 1, Note that the status pins 
$<2:0> change from 0,1,0 to 0,1,1 as the SONIC finishes 
writing the Source Address of the packet and continues 
buffering the rest of the packet. 


1.2.2 Detail of Access to the RDA 


Figure 1-3a and 1-3b shows the SONIC accessing the RDA 
for both BMODE = 0 and 1. Note that this block transfer 
contains both read and write accesses. Also note that the 
status pins S<2:0> briefly change from RDA (1,0,0) to Idle 
(1,1,1) between the read and write operations. This occurs 
between the RXpkt.seq__no and RXxXpkt.link accesses, and 
between the RXpkt.link and RXpkt.in_use accesses. 


CRS | ee ee eee 


(1) (2) (2) 


(2) (3) (4) (5) 


i ee 


FIGURE 1-1. Complete Reception of a 68-Byte Packet 


TL/F/11139-1 





SPZ-NV 





AN-745 


AS31:1> CS CE Se ee 


S<2:0> 010 (Source or Destination Address Written to RBA) 011 (RBA 
D<31:0> — bytes<3:0> bytes<7:4> | bytes<11:8> bytes<15:12> 
MWR (HIGH) 


RDY 
a, TL/F/11139-2 
FIGURE 1-2a. First RBA Access for Storing Packet (BMODE = 0, Synchronous Mode) 


AS31:0> emf AAA A 


S<2:0> . «010 (Source or Destination Address Written to RBA) & — O1(RBA) —s«&sCADLE 


D<31:0> bytes <3:0> bytes<7:4> bytes<11:8> bytes<15:12> 
MRW 


DSACKO, 1 
TL/F/11139-3 


FIGURE 1-2b. First RBA Access for Storing Packet (BMODE = 1, Asynchronous Mode) 
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11 T2 11 T2 Tt 12 Ti 12 11 12 Th 


ADS \ | \ | \ | \ | \ j 
AS3131> A A] 


$<2:0> X RDA = 100 
D<31:0> ( ——-RXpktstatus = RXpkt.byte_count RXpkt.pkt_ptrO RXpkt.pkt_ptri RXpkt.seq_no 


SPZ-NV 





MWR 


RDY \ | \ | \ / \ / \ | 
TL/F/11139-4 
FIGURE 1-3a. RDA Access for Storing Descriptor Information (BMODE = 0, Synchronous Mode) 


Th TI 12 Ti a8) T2 Th Ti 


Pte We Me a a ea a 
LF ti“‘SCS 


D<31:0> RXpkt.link RXpkt.in_use 


ee — ee 


TL/F/11139-5 
FIGURE 1-3a. RDA Access for Storing Descriptor Information (BMODE = 0) (Continued) 
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A<3I1> AA AA tO 


0<31:0> 
MRW \ | 


TL/F/11139-6 
FIGURE 1-3b. RDA Access for Storing Descriptor Information (BMODE = 1, Asynchronous Mode) 





Tl 1" T2 720 eh oe 11 T2 12 Th 1 


A<31:1> 


D<31:0> RXpkt.link RXpkt.in_use 


DSACKO, 1 \ \ i 


TL/F/11139-7 


FIGURE 1-3b. RDA Access for Storing Descriptor Information (BMODE = 1) (Continued) 
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1.3 Packet Transmission the threshold has been exceeded, the SONIC com- 
This section gives a step-by-step analysis of a complete mences transmission (TXE goes high). Subsequent re- 
transmission using the initial conditions below. quests for the TBA will not occur until the serializer has 

m2 removed enough bytes from the FIFO to lower it below 
its threshold. 


Because of condition (b), the SONIC goes back to the 


Initial conditions: 
(a) The Data Configuration register has been configured 


oe : : Transmit Descriptor Area to obtain the pointer and 
* 32-bit data wide mode (DBS = DW = 1) length count of the next fragment. In three consecutive 
® 16-byte Transmit FIFO threshold (BD1, 0 = TF1,0 = read operations, the SONIC will read the next 

0,1) TXpkt.frag__ptrO, TXpkt.frag_ptri, and TXpkt.frag__ 
¢ Exact Block Transfer mode (DB4 = BMS = 1) size fields. 


(b) The packet consists of 2 fragments. The first one is 48 At the end of transmission, the SONIC will write the 
bytes long and the last one is 20 bytes long. status of the TXpkt.status field, then read the TXpkt.link 


(c) Both fragments are double-word aligned. field to locate the next descriptor. 

The transmit operation is described as follows: (the num- 1.3.1 Detail of Access to the TDA 

bers in this section correspond to the numbers in Figure 1-4) Figure 1-5a and 1-5b shows the SONIC accessing the TDA 

(1) Before the SONIC transmits, it fetches a descriptor from at the end of transmission. The SONIC writes the status 
the Transmit Descriptor Area (TDA) to load its transmit information at the beginning of the descriptor and reads the 
registers. In 6 consecutive memory read operations, the link field at the end of descriptor. (Note 1 = the number of 
SONIC reads the TXpkt.config, . TXpkt.pkt_size, fragments.) 


TXpkt.frag_count, TXpkt.frag_ptrO, TKpkt.frag_optr1, 
and TXpkt.frag_size fields. Note that the TXpkt.status 12 Delallot Accpeatosie teh ; 
field is skipped during the first TDA access. Note also Figure 1-6a and 1-6b shows the SONIC accessing the TBA 


that if a collision occurs, forcing the SONIC to retrans- when the transmit FIFO has been programmed for (1) 32-bit 
mit, the SONIC will once again fetch the descriptor from mode (2) exact block transfer mode, and (3) a 4 double 
the beginning (ie., starting at TXpkt.config). word threshold. 
After fetching the descriptor, the SONIC begins loading 1.4 Loading the CAM (Content Addressable Memory) 
the FIFO to its transmit threshold. The SONIC performs After the CAM descriptor Area has been initialized and the 
4 consecutive memory operations in the Transmit Buffer Load CAM command issued to the SONIC, the SONIC will 
Area (TBA) per bus tenure. Note that the fragment may read the CAM Descriptor Area (CDA) and load its CAM. The 
begin on any byte boundary; if this is the case, the SONIC, in 4 memory read cycles, accesses memory and 
SONIC reads the corresponding double word which loads one CAM entry per bus tenure. During the last block 
contains the beginning of the packet. transfer, the SONIC reads one additional word to load its 
(3) The SONIC immediately requests for the bus again (in 3 CAM Enable register. In the example illustrated in Figure 
bus clocks) because the number of words in the FIFO is 1-7, the SONIC has been programmed to load 4 CAM loca- 
equal to or less than the Transmit FIFO threshold. When tions. 


TXE [ : L 


(1) (2) (3) (3) (4) (3) (3) (4) 
sca0> Yvon Yen XY Xe Yee YoYo Yee Ye Kien Yio 


TL/F/11139-8 
FIGURE 1-4. Complete Transmission of a 68-Byte Packet 
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A<3t:1> A+14 + ((n=1)*3) 


TDA = 101 


D<31:0> — TXpkt.status TXpkt.link 


‘ TL/F/11139-9 
FIGURE 1-5a. Last TDA Access (BMODE = 0, Synchronous Mode) 


AS31:1> A414 + ((n-1)*3) 
D<31:0> TXpkt.status TXpkt.link 


DSACKO, 1 


; TL/F/11199-10 
FIGURE 1-5b. Last TDA Access (BMODE = 1, Asynchronous Mode) 
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105 
sen CD Cy SD cy GC 


$<2:0> TBA=0,0,1 IDLE 
D<31:0> bytes<3:0> bytes<7:4> bytes<11:8> b<15:12> 


TL/F/11139~11 
FIGURE 1-6a. Typical TBA Access (BMODE = 0, Synchronous Mode) 


A<B1:0> 2 eZ we 
$<2:0> TBA=0, 0,1 
D<3i:0> 


MRW (HIGH) 


DSACKO, 1 \ | \ | \ | \ | 


TL/F/11139-12 


FIGURE 1-6b. Typical TBA Access (BMODE = 1, Asynchronous Mode) 


(1) (1) (1) (2) 


scxo> — X__coazoo,0 XX oa XX om XX om Xo 
MWR | | | | 


TL/F/11139-13 





FIGURE 1-7. Updating 4 CAM Entries with the Load CAM Command 
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2.0 SLAVE OPERATIONS 


The slave operations of the SONIC can be classified into 
two cases, (1) registers access while the SONIC is idle, and 
(2) register accesses while the SONIC is not idle. The first 
case always occurs in a single bus systems where the CPU 
and SONIC reside on the same bus. Only one bus master is 
allowed on the bus in such a system. The second case may 
occur in dual bus systems where the CPU and SONIC lie on 
different busses. In this case, the CPU may access the 
SONIC while it is currently using the bus (such as during 
transmission or reception). The SONIC does not respond 
immediately in this case, but finishes off its current bus mas- 
ter operation before responding to the register access. The 
following two sections give a step-by-step description of the 
slave operations. ‘ 


2.1 Register Access During Idle 
(Refer to Figures 2-1a and 2-7b) | 


(1) The CPU presents the register address, address strobe, 
chip select, and slave direction strobe to the SONIC. 


Note: For BMODE = 0, SAS must be asserted low before or at the 
same time that CS is asserted. The rising edge of SAS latches 
the register address, RA<5:0> and slave direction strobe, 
SWR. 


BSCK 
_D<31:0> 


RA<5:0> 


T 


asynch.setup 


SWR 


aks Tprop. 


SMACK 


RDYo \ | 


_ FIGURE 2-1a. Register Read While SONIC is Idle (BMODE = 0) 


(2) The SONIC synchronizes chip select to the falling edge 
of bus clock and responds with slave and memory ac- 
knowledge (SMACK) at the next falling edge of bus 
clock. 

Note: BMODE = 0, if SAS remains asserted (low) beyond the falling 
edge of CS, SMACK will not be assert until SAS is deasserted 
high. 

For BMODE = 1, DSACKO,1 is generated 2 bus clocks 
after SMACK is asserted, and for BMODE = 0, RDYo is 
generated 2.5 bus clocks after SMACK. These outputs 
indicate to the CPU that the slave access is over. For 
read cycles, register data is valid at the falling edge of 
the ready signal (RDYo or DSACKO,1); for write cycles, 
the SONIC has latched the register data. 


(4) The CPU completes the slave cycle by deasserting CS 
or reasserting SAS low for BMODE = 0, or deasserting 
CS or SAS for BMODE = 1. The earliest of these sig- 
nals will terminate the slave cycle. 


Data Out From Register 


(3) 
Tprop. 
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D0<31:0> 


RA<5:0> 


SAS 


>| Tasynch.setup 
cs 


: (2) 
SRW 


f= Trop. 


SMACK 


FIGURE 2-1b. Register Read While SONIC is Idle (BMODE = 1) 


2.2 Register Access While SONIC is a Bus Master 

(Refer to Figures 2-2a and 2-26) 

(1) During bus master operations, the SONIC samples chip 
select, CS, at the falling edge of T1. If it samples CS to 
be active, the SONIC finishes the current bus cycle, 
then TRI-STATES off the bus. _ 

(2) During falling edge the first Ts state (slave), the SONIC 
asserts slave and memory acknowledge (SMACK). 

(3) For BMODE = 1, DSACKO,1 is generated 2 bus clocks 
after SMACK is asserted, and for BMODE = 0, RDYois 
generated 2.5 bus clocks after SMACK. These outputs 
indicate to the CPU that the slave access is over. For 
read cycles, register data is valid at the falling edge of 
the ready signal (RDYo or DSACKO,1); for write cycles, 
the SONIC has latched the register data at the falling 
edge of the ready signal. 
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(3) 
[+ prop. 


DSACKO, 1 oo, \ * &. 


TL/F/11139-15 


(4) The CPU terminates the slave cycle by the deasserting 
chip select. The SONIC samples the rising edge of CS 
at the rising edge of bus clock. 

(5) After the SONIC samples chip select to be inactive, the 
SONIC continues its bus master operations from where 
it left off. 


2.3 Asserting MREQ to Access Shared Memory 


Asserting MREQ to the SONIC has nearly the same effect 
as asserting CS. SMACK is generated identically as before, 
but the ready signal (RDYO or DSACKO,1) is not asserted. 
The ready signal must be asserted by the memory control 
logic. 

Note: Both MREQ and CS must not be asserted simultaneously. This will 
cause spurious accesses to the SONIC’s registers. Note also that the 
SONIC requires a recovery time of 1.5 bus clocks between the deas- 
sertion edge of one signal to the assertion edge of the other. 
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Tt 12 Th Ts Ts Ts Ts Ts T1 


. ~ ee 
= a ore 
IDLE 


D<31:0> i {Data Out from FIFO} Out from FIFO SS { Data Out from Register =] from ali 


me ono — a 


Tasynch.setup | Be 


TL/F/11139-16 
FIGURE 2-2a. Register Read While SONIC is Currently Using the Bus (BMODE = 0) 





1-394: 





SPZ-NV 


BGACK 


A<3131> 


te { Data Out from FIFO] Out from FIFO re pee Data { Data Out from Reiter] from === 


Tasynch. setup rr ie ie setup 


(2) 


RA<5:0> 


(3) 
— "prop. 


DSACKO, 1 


TL/F/11139-17 
FIGURE 2-2b. Register Write While SONIC Is Currently Using the Bus (BMODE = 1) 
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Software Driver 
Programmer’s Guide for the 
DP83932 SONIC™ 


INTRODUCTION 


In the past, Ethernet chips have concentrated on interfacing 
well with the hardware, but have given the software inter- 
face only passing notice. While hardware designers may 
have been satisfied, the software developers were forced to 
write drivers for unwieldy silicon. Recently, with companies 
looking for ways to increase performance, they have found 
that the software interface is crucial and has been one of 
the bottlenecks in the system. A chip with an over constrain- 
ing buffer management slows down the system by introduc- 
ing more levels of indirection (pointers) than are truly need- 
ed by the system software. In view of these shortcomings, 
National surveyed a number of software developers to de- 
fine a buffer management system which operates efficiently 
with the driver. Their basic response was Keep it Simple. 
The reasons were twofold. First, a simple software interface 
engenders a driver which is easy to write and secondly, a 
simpler, thus shorter, driver leads to a faster driver. The 
SONIC’s buffer management epitomizes this with three sa- 
lient features. First, only one level of indirection is used to 
reference data in memory; secondly, link-lists are chosen to 
endow the software developer with the flexibility to easily 
manipulate descriptors, and thirdly, a register-based com- 
mand interface is provided to make commands fast and im- 
mediate. 


Receive 
Descriptor Area 
(RDA) 


Receive 
Buffer Area 
(RBA) 


Receive 
Resource Area 


D4 
vacant 


TL/F/11140-1 
R = resource descriptor 
D = packet descriptor 
P = packet 
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Application Note 746 
Wesley Lee 

Mike Lui 


ABOUT THIS GUIDE 


This guide will provide you the information needed to write a 
driver for the DP83932 System-Oriented Network Interface 
Controller (SONIC). You will first be introduced to basic al- 
gorithms using the SONIC’s buffer management, then be 
shown actual implementation examples. It is recommended 
that you are familiar with the DP83932 SONIC datasheet 
before reading this document. 


1.0 THE DRIVER SOFTWARE—SONIC INTERACTION 


The key to making a Driver and all upper levels of the net- 
work software efficient, is to ensure that they must be capa- 
ble of referencing received or transmitted packets via point- 
ers and then conveying these pointers up to the next level 
of software. By employing pointers in this manner, needless 
packet copying from one area in memory to another is elimi- 
nated. As shown in Figure 1-7, the SONIC’s descriptor 
areas, the RDA and TDA reference the received and trans- 
mitted packet and the RRA references the buffers for the 
received packets. The actual received and transmitted 
packets remain in their original locations in the RBA and 
TBA and are not copied elsewhere. In this section the basic 
algorithms are given to illustrate the usage of the RDA, RRA 
and TDA. Section 4.0 describes the implementation exam- 
ples. 


Transmit Transmit 
Descriptor Area Buffer Area 
(TDA) (TBA) 


; _ Fragment 
frag_count = 1 
Fragment #1 


Fragment #2 


Packet #1 


frag_count = 


Packet #2 





TL/F/11140-2 


FIGURE 1-1. Overview of the SONIC’s Buffer Management 
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1.1 Processing Packets In the Receive Descriptor Area 
(RDA) 

After the SONIC has received the packet, it places the 
packet in the RBA and the packet information in the RDA. 
The Driver, in turn, processes this packet by locating the 
packet from the packet pointer (RXpkt.ptr0,1) fields in the 
RDA and then delivering the pointer up to the next level 
software for further processing. The Driver then returns the 
descriptor to the front of the list for reuse. This process is 
illustrated in Figures 1-2 (a), (b), and (c). Note that the link- 
list allows descriptors to be appended to the front of the list 
in any order. Note also that no special considerations are 
required to append receive descriptors. The pseudo code 
below illustrates the simplicity in appending descriptors. 


Protocol Stack 


TL/F/11140-3 


Protocol Stack 


append_descr( ) 
new_RXpkt.link = 1; 
old_RXpkt.link = new_RXpkt.Status 
/* Old link field points to 
address of new status field */ 


1.2 Recycling Buffers in the Receiver Resource Area 
(RRA) 


Intermixed with processing of packets, the Driver must also 
replenish the receive buffer pool by adding resources de- 
scriptors to the RRA. A suggested method for replenishing 
receive buffers is given in the following example. (This 
method assumes that more than one packet is stored in an 
RBA.) 


Protocol Stack 


TL/F/11140-4 TL/F/11140-5 


FIGURE 1-2a, b, c. Processing Descriptors in the RDA 


(a) Initial condition: four descriptors are available for use 


(b) Packets received: three packets having been received are then passed up to the upper level software for further processing. 
(c) Packets processed: the upper level software having finished processing the packets, the Driver returns the descriptors to the front of the list. 
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The Driver allocates a fixed number of receive . buffers 
(RBAs), determined at initialization, and recycles them as 
they are used. When the upper level software receives a 
packet from the driver (via pointers), it processes the packet 
at the location received (in the RBA), and when done, noti- 
fies the Driver of the freed memory space. The Driver, then, 
records this event by tallying the packet in a ‘‘scoreboard” 
corresponding to the RBA (see Figure 1-3): When the num- 
ber of packets processed equals the total number of pack- 
ets in an RBA, then RBA is free and may be returned to the 
RRA ring. aa 


Packets Total Packets 
in RBA 


ps || Urknown 


FIGURE 1-3: RBA Scoreboard Example 





RBA#O0 is now free since packets processed equals total 
packets in RBA. For RBA #3, the software does not yet 
know how many packets reside in an RBA since the SONIC 
has not finished using this RBA. When the software detects 
the LPKT bit set, the packet sequence number reveals the 
total number of packets (see below). 


Because packets may be processed in any order (thus, 
packets may be freed up out of sequence), freeing up an 
RBA is not a straight forward. However, the SONIC reduces 
this task to a simple tallying procedure with its Receive Se- 
quence Numbers (RXpkt.seq__no). When the Driver detects 
the LPKT (last packet) bit set to a 1, the sequence numbers 
indicate how many packets are in a given RBA. Thus, the 
Driver simply tallies the number of packets processed for a 
given RBA and when this is equal to the total number of 
packets, the RBA is free. The sequence numbers are shown 
below. 


15 8 7 0 
RBA Sequence Number Packet Sequence Number 
(Modulo 256) (Modulo 256) 
IfLPKT=1 
packet sequence number equals total number of 
packets minus one in the RBA (packet sequence 
number starts at zero) 


The following three figures (Figures 1-4a, 1-4b, and 1-4c) 
show a scenario depicting the Driver using 3 RBAs and up- 
dating the RBA “scoreboard”. The flowchart in section 4.2 
(Figure 4-3) illustrates the recycling of RBAs during receive 
processing. 


RXpkt.seq_no = 102h 
LPKT bit = 1 


RXpkt.seq_no = 201h 
LPKT bit = 1 


RXpkt.seq_no = 30th 
LPKT bit = 1 
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FIGURE 1-4 (a). Recycling Buffers in the RRA 


(a) This figure shows the SONIC, having stored seven packets (P1-P7) in the RBA, has exhausted all its receive buffers (RRP = RWP). The RBA scoreboard 
indicates that there are 3 unprocessed packets in RBA #1, 2 in RBA #2 and 2 in RBA #3. These numbers are determined by the RXpkt.seq__no field. 
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RXpkt.seq_no = 102h 
LPKT bit = 1 


Vacant 


Vacant 


RXpkt.seq_no = 201h 
LPKT bit = 1 


Vacant 


RXpkt.seq_no = 30th 
LPKT bit = 1 
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FIGURE 1-4(b). Recycling Buffers in the RRA 


(b) The upper level software has finished processing four packets (P1, P3, P4, and P6) and has notified the Driver of this action. The RBA scoreboard now indicates 
that there is 1 unprocessed packet in RBA #1, 1 in RBA #2 and 1 in RBA #3. 


RXpkt.seq_no = 102h 
LPKT bit = 1 


RXpkt.seq_no = 20th 
LPKT bit =-1 


RXpkt.seq_no = 301h 
LPKT bit = 1 
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— RBA 1 may be recycled 


— RBA 3 may be recycled 


FIGURE 1-4 (c). Recycling Buffers in the RRA 


(c) The upper level has now finished processing 6 packets (P1, P2, P3, P4, P6, and P7). The RBA scoreboard now indicates that RBA #1 and RBA #3 are freed 
up. The Driver returns these buffers back to the RRA and increments the RWP register accordingly. 
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1.3 Transmitting Packets from the Transmit Descriptor 
Area (TDA) 


For transmit operation, the Driver uses the TDA to enqueue 
packets for transmission. Multiple packets may be sent from 
a single command with each packet allowed to be fragment- 
ed (reside in different areas in memory). The fragments 
themselves may be as small as 1 byte and begin on any 
byte boundary. Furthermore, particular attention has been 
made to allow the Driver to append descriptors ‘‘on the fly”. 


To send packets, the driver first creates a list of descriptors 
in the TDA, then issues the transmit command. The SONIC 
then reads the TDA and transmits the packets. Once a list is 
created, the Driver can add to this list ‘‘on the fly” without 
the SONIC stopping. The following rule, however, must be 
followed: the /ast TXpkt link field must point to the next loca- 


tion where a descriptor will be added as illustrated in Figure . 


1-5 (a). The procedure for appending descriptors is outlined 
as follows: 
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1. Create a new descriptor with its: TXpkt.link pointing to the 
next vacant descriptor location and its EOL bit set to a 
a Fae 

2. Reset the EOL bit to a “0” of the previously last descrip- 
tor. 


3. Re-issue the Transmit command (setting the TXP bit in 
‘the Command register). 


Re-issuing the Transmit command assures that the SONIC 
will continue to send all packets in the list. If the SONIC is 
- currently transmitting, the Transmit command has no effect. 
If the SONIC has stopped transmitting (which occurs if the 
SONIC has reached the last descriptor before the Driver 
has had a chance to appand to it) it continues transmitting 
‘from where it had previously stopped. The rule, as stated 
above, guarantees that the Current Transmit Descriptor 
’(CTDA) register points to a valid descriptor after the SONIC 
has stopped transmitting (see Figures 1-5 (a), (b) and (c)). 


TL/F/11140-10 TL/F/11140-11 


FIGURE 1-5 a, b, c. Appending Descriptors “On the Fly” in the TDA 
These series of figures shows a scenario whereby the SONIC has reached the end of the descriptor list before the Driver has appended a new descriptor. 


(a)This figure shows the Driver has created a list of four descriptors with the last descriptor pointing to the next location where a descriptor will be added. The 
transmit command has subsequently been issued and the SONIC has reached the last descriptor. 


(b) The SONIC has finished transmitting the tast descriptor. It reads the last link field and updates the CTDA register to point to the vacant descriptor location. Note 


that the CTDA register is already prepared for the next transmission. 


(c) The Driver has appended a descriptor at the vacant location and reissues the transmit command. Note that the CTDA register is pointing to the proper location. 
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2.0 REGISTER MODEL OF THE SONIC 

As a brief review, this section gives a short description of 
the SONIC User registers. This section is similar to section 
4.0 of the SONIC datasheet. It may be skipped without loss 
of continuity. 


2.1 Register Layout 


The SONIC contains 64 16-bit registers used for conveying 
status and control information. Not all registers, however, 
are needed by the system since some registers are used for 
internal operations of the SONIC and others used for in- 
house factory testing. The registers are categorized as fol- 
lows: 


RA<5:0> 
Oh Command Register 


Data Configuration Register 


Status and Receive Control Register 


Control Registers Transmit Control Register 


Interrupt Mask Register 


Interrupt Status Register 


User Registers: The registers are accessed by the user to 
status, control and monitor SONIC operations. These are 
the only registers you need to access. 


Internal Use Registers: These registers are used by the 
SONIC during the course of operation and are not intended 
to be accessed by you. 


Factory Test Registers: These registers are used by Nation- 
al Semiconductor for production testing of the SONIC and 
should not be accessed. Accessing these registers during 
SONIC operations may cause erratic behavior. 


Status and Control Fields 
Status and Control Fields 
Status and Control Fields 
Status and Control Fields ; 
Mask Fields 


Status Fields 


Upper Transmit Descriptor Address Register | Upper 16-Bit Address Base 


Transmit 
Registers 
Maximum Deferral Timer 


Current Transmit Address Register 


Lower 16-Bit Address Offset 


Count Value 


Upper Receive Descriptor Address Register | Upper 16-Bit Address Base 


Current Receive Address Register 


Upper Receive Resource Address Register 


Receive 
Registers 


Resource Read Register 
Resource Write Register 


Receive Sequence Counter 


CAM Entry Pointer 
CAM Address Port 2 
CAM Address Port 1 


CAM CAM Address Port 0 


Registers CAM Enable Register 


CAM Descriptor Pointer 


CAM Descriptor Count 


CRC Error Tally Counter 


Tally 


Couriers Frame Alignment Error Tally 


Missed Packet Tally 


Watchdog Watchdog Timer 0 


Timer Watchdog Timer 1 


Silicon Revision Register 


Resource Start Address Register 


Resource End Address Register 


Lower 16-Bit Address Offset 
Lower 16-Bit Address Offset 
Lower 16-Bit Address Offset 
Lower 16-Bit Address Offset 
Lower 16-Bit Address Offset 
Lower 16-Bit Address Offset 


=— 
a 
o 


7 Count Value 
4 


7 
Most Signif. 16 Bits of CAM Entry 
Middle 16 Bits of CAM Entry 


Least Signif. 16 Bits of CAM Entry 


Count Value 8 





Mask Fields 
Lower 16-Bit Address Offset 


_| Count Value 





Count Value 


Count Value 
Count Value 

| Lower 16-Bit Count Value 
Upper 16-Bit Count Value 


Chip Revision Number 


FIGURE 2-1. User Register Grouping 
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2.2 User Register Grouping 


The User register may be further categorized into 6 groups 
(Figure 2-1) based upon their functionality, i.e., Status and 
Control, Transmit, Receive, Content Addressable Memory 
(CAM), Tally counters, and General-Purpose timer. These 
groups are described as follows: 


2.2.1 Status and Control Registers 


These registers, controlling the transmit, receive, bus, and 
interrupt operations of the SONIC, consist of the Command, 
Data Configuration, Receive Control, Transmit Control, In- 
terrupt Mask, and Interrupt Status registers. Of these regis- 
ters, only the Command and Interrupt Status register are 
accessed frequently during operation; all others are gener- 
ally accessed only once during initialization (see section 
3.0). These registers are briefly described below. 


Command register. This register is used for issuing the com- 
mands to the SONIC such as transmitting packets, enabling 
the receiver, and software reset. Commands may be issued 
by setting the corresponding bit to a ‘‘1”. During normal 
operation, the transmit command is the only command that 
is generally used. 


Data Configuration register: This register configures the bus 
interface circuitry, programming the data width size (16 or 
32 bits), wait-state insertion (if any), and FIFO threshold. 
This register may only be written to while the SONIC is in 
software reset. ; 


Receive Control register. This register contains two type of 
bits, configuration and status. The configuration bits pro- 
gram the SONIC to accept the different classes of packets 
which may be received such as Physical, Multicast, Broad- 
cast packets, and Runt and Errored packets. The SONIC 
can also accept all packets from the network for network 
management and Bridge applications. The Receive Control 
register also reports the status of the received packet. The 
software should not read this register directly since status is 
updated from the next incoming packet and the previous 
status is overwritten. Instead, the software obtains the 
status in the status field (RXpkt.status) of the Receive De- 
scriptor Area. ; 


Transmit Control register. This register also contains two 
types of bits, configuration and status. The configuration bits 
program the various transmit options for (1) generating and 
interrupts after selected packets have been transmitted, (2) 
enabling when the “Out.of Window” collision timer begins 
(either at the beginning of the packet or at the State of 
Frame Delimiter), (3) inhibiting the CRC from being append- 
ed to the packet, and (4) enabling the excessive deferral 
timer (3.2 ws). The software should not load this register 
directly; instead, it writes to the configuration field 
(TXpkt.config) of the Transmit Descriptor Area (TDA) which 
the SONIC reads before transmission. The status bits post 
status of the transmitted packet. Again, this register is not 
directly read since the SONIC clears the status after it reads 
the TXpkt.link field. Instead, the software acquires status 
from the state field (TXpkt.status) in the TDA. | 

Interrupt Mask register. This register enables the various 
interrupts that the SONIC may generate. Writing a “1” to the 
bit enables the corresponding interrupt. 
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Interrupt Status register. This register reports interrupts 
which the SONIC has generated. Interrupts are indicated by 
a “1” and are cleared when a “1” has been written to it. 
Since writing a ‘0” to any bit has no effect, only the speci- 
fied bits are cleared during the write operation. 


2.2.2 Transmit Register 


The Transmit registers, the Upper Transmit Descriptor Ad- 
dress (UTDA) and the Current Transmit Descriptor Address 
(CTDA) registers, locate the active descriptor in the Trans- 
mit Descriptor Area. The UTDA register, containing a fixed 
upper 16 bits of address, A<31:16> and CTDA register, 
containing an active lower 15 bits of address, A<15:1> are 
concatenated together to form a complete 31-bit address. 
(The SONIC only provides word or double word addressing.) 
The LSB of the CTDA register is the End of List (EOL) bit 
and is used by the SONIC to determine the last descriptor in 
the list. 


2.2.3 Receive Registers 


The receive registers consist of the Receive Sequence 
Counter, the End of Buffer Count (EOBC) register, and two 
groups of registers, the descriptor registers and the re- 
source registers. These registers are briefly described as 
follows: 


The Receive Sequence Counter: This counter indicates the 
number of packets that reside in a particular Receive Buffer 
Area (RBA). See section 1.1 for an explanation on how to 
use this register. 


EOBC register. This register defines the lower boundary in 
the RBA. If after reception, the remaining numbers words in 
the RBA are equal to or greater than the EOBC register, 
reception continues within the same RBA; otherwise, the 
SONIC stores the packet in another RBA. 


Descriptor registers: These registers locate the active de- 
scriptor in the Receive Descriptor Area (RDA) and are com- 
posed of the Upper Receive Descriptor (URDA) and the 
Current Receive Descriptor (CRDA) registers. These regis- 
ters are concatenated similarly as the Transmit registers 
(UTDA and CTDA) above where the URDA contains a fixed 
upper 16 address bits, A<31:16> and the CRDA contains 
the lower 15 address bits, A<15:1>. The LSB of the CRDA 
register is used by the SONIC to determine the last descrip- 
tor in the receive list. 


Resource registers: These registers, used to define the Re- 
ceive Resource Area (RRA), composed of the Resource 
Start Area (RSA), the Resource End Area (REA), Resource 
Write Pointer (RWP), Resource Read Pointer (RRP) and the 
Upper Receive Resource Address (URRA) registers. The 
first two registers are static and define the starting and end- 
ing points of the RRA. The second two are active and re- 
spectively point to the next location where the software 
places a new descriptor and where the SONIC reads the 
next descriptor. The SONIC concatenates the last register, 
the URRA with the other registers to provide a full 31-bit 
address. The URRA register contains a fixed upper address, 
A<31:16> and the other four contain an active lower ad- 
dress, A<15:1>. The LSB of these registers is not used 
since the SONIC only provide word or double word address- 
ability. 








2.2.4 CAM Registers 

The CAM registers are used to access the 16 48-bit CAM 
entries. Because random accessibility to all CAM entries 
would consume too much register space (16 x 3 = 48 loca- 
tions), the CAM entries are accessed via a 4-bit pointer reg- 
ister (CAM Entry Pointer) and 3 16-bit ports (CAM Access 
Ports 0 to 2). The CAM Entry Pointer selects 1 of 16 entries 
and the CAM Access Ports 0 to 2, respectively access the 
least through the most significant portions of the 48-bit entry 
(Figure 2-2). 

Note: The least significant byte of the address is the first byte received/ 

transmitted from the network. 


Reading the CAM 

The CAM is accessed in the following manner: 

1) Place the SONIC in software reset by setting the RST bit 
in the Command register. This condition must be met be- 
fore reading the CAM. 

2) Select the CAM entry by writing the corresponding value 
in the CAM Entry Pointer. , 


3) Read the CAM Address Ports 0 to 2 to obtain the com- 
plete 48-bit entry. 


CAM Entry 
Pointer Register 
(5 bits) 


CAM Address Port 0 
(bits 47 = 32) 


CAM Address Port 1 
(bits 31 = 16) 


CAM Address Port 2 
(bits 15=0) 


TL/F/11140-12 
FIGURE 2-2. CAM Organization — 


Writing to the CAM 


To avoid internal conflicts with the CAM entries when re- 
ceiving packets, the SONIC does not allow the entries to be 
written to directly. Instead, the entries are written to indirect- 
ly via the CAM Descriptor Area (CDA). This area, maintained 
in memory, contains the data to be written into the CAM and 
upon command, the SONIC reads this area and load its 
CAM. The CDA is composed of 7 number descriptors (Fig- 
ure 2-3) which are used to load the CAM Entry Pointer, the 
CAM Access Ports, and the CAM Enable register. To pro- 
gram the CAM, you first initialize the CDA, load the CAM 
Descriptor Count register with the number of descriptors 
and the CAM Descriptor Pointer register with the starting 
address of the CDA, then issue the Load CAM command to 
the SONIC. This operation is summarized below: 


1) Load the CDA as specified in Figure 2-3. 

2) Load the CAM Descriptor Count register with the 
number of descriptors. ; 

3) Load the CAM Descriptor Pointer register with the 
starting address of the CDA. 


4) Issue the Load CAM command (setting the LCAM bit 
in the Command register). The SONIC finishes this 
command when the LCAM bit is reset. 
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CAM Descriptor 31 
Pointer 


CAM Entry Polnter 
AM Address Port 0 


AM Address Port 1 
CAM Address Port 2 


Descriptor 0 


not used 
in 32-bit mode 


Descriptor n 
| 


TL/F/11140=13 
FIGURE 2-3. CAM Descriptor Area Format 


2.2.5 Tally Counters 


The Tally counters maintain the network management 
events which occur too frequently for the software to main- 
tain. These events, CRC errors, frame alignment errors, and 
missed packets are tallied by the CRC, FAE and Missed 
Packets Tally: counters. these counters are 16-bit counters 
and can generate an interrupt when a rollover occurs. 
These registers are generally used in conjunction with soft- 
ware to maintain a 32-bit counter. These counters maintain 
the time-sensitive lower 16 bits of the count while software 
maintains the upper 16 bits. 





2.2.6 General-Purpose Timer 


This 32-bit timer, clocked at one half the 10 MHz transmit 
clock frequency, is used for timing user definable events. 
The timer measures events ranging from microseconds up 
to minutes. The time can be calculated by multiplying the 
count value by 200 ns (1% the transmit clock period). Table 
2-1 gives some example values. To use the timer, you first 
load the timer with a count value, then start the timer by 
setting the ST bit in the Command register. The SONIC then 
begins decrementing the timer. When the rollover is 
reached (0000 0000h to FFFF FFFFh), the Timer Complete 
(TC) bit in the Interrupt Status register is set. Note that the 
timer does not stop when the rollover occurs, but continues 
to decrement (from FFFF FFFFh). It must be explicitly 
stopped by setting the STP bit in the Command register. 


Table 2-1. Example Timer Values 


2.2.7 Silicon Revision Register. 


This register supplies information on the revision stepping of 
the SONIC. This register begins at zero and counts upward. 
Contact National Semiconductor for latest information on 
this register. 
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3.0 INITIALIZING THE SONIC 


Initializing the SONIC is the crucial first step before any 
SONIC operations can commence. This step involves set- 
ting up the SONIC’s registers for reception and transmission 
and initializing the memory structures for the Buffer Man- 
agement. This section describes the initialization process by 
introducing what information is needed, then discussing an 
example initialization routine. 


Getting Started 


Before initializing the SONIC, a few details regarding the 
hardware and network operating system must be obtained. 
By answering the questions below, the required information 
can be gathered. 

1) What is the bus size? 


The SONIC supports bus sizes of 16 or 32 bits. 


.2) Does the system a in a synchronous or asynchro- 


nous manner? 


This question refers to how the ADVI (or DASCKO, 1) in- 
put is issued to the SONIC. If this line is asserted with 
guaranteed setup and hold times by the hardware, use 
synchronous mode; otherwise, use asynchronous mode. 
Synchronous mode has the advantage of having a mini- 
mum memory cycle of 2 bus clocks as ore to3 oe 
clocks for asynchronous mode. 


3) What is the maximum bus latency does the SONIC ex- 
pect? 


The bus latency is the time from when the SONIC re- 
quests for the bus (by asserting the HOLD or BR pin) to 
when the SONIC begins using the bus. The bus latency 
tolerance can be increased by programming the transmit 
FIFO threshold higher and the receive FIFO lower. The 
‘bus latency tolerance is calculated by the following equa- 
tions: 


TX FIFO Tolerance = (FIFO threshold) _ 
* (0.8 ps) 

(32 — FIFO threshold) 

. * (0.8 ys) 

4) Do wait-states need to be added into the memory cycle? 
The SONIC can operate up to a 2 bus clock memory 
cycle. If this is too fast, you can program the SONIC to 
insert 1 to 3’ wait-states for each memory cycle. A two 
clock memory cycle requires a memory access time of 
approximately 40 ns—50 ns. (Note that wait state can 
also be inserted by hardware using the RDYi or DSACKO, 
7 inputs.) 

5) What type of packets do you want to ee 
The SONIC is generally programmed to accept its own 
physical address and the Broadcast address. In some 
applications, however, the SONIC may be programmed 
to accept multiple physical/multicast addresses (up to 
16), and errored and runt packets. 

6) What is the maximum number of consecutive actos 
that you expect to receive? 


RXFIFO Tolerance = 
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This question is perhaps the most difficult to answer 
_since it deals with the upper level protocols. In many 
transport protocols, flow control is used by the receiving 
node to limit the number of consecutive packets the 
transmitting node. may send unacknowledged. This is 
generally called the “window size”. Ideally, the software 
provides the SONIC with the memory resources it needs 
to completely buffer a complete “window”. 


7) What types of interrupts do you want the syste to re- 
spond to? 


The SONIC can generate a.variety of interrupts. Not all 
interrupts, however, need be (or should be) used to gen- 
erate interrupts to the system. For maximum perform- 
ance, you want as few interrupts as possible. A typical 
system allows interrupts occurring from good receptions 
and transmissions, and errored transmissions. 


Initialization Example 


Once the above questions have been answered, you.can 
begin coding the initialization routine. This routine has been 
divided into 9 steps, but, only steps 1 and 9 need to be 
followed in the order presented. Example code is provided 
in the appendix. 


1) Reset the SONIC: When the SONIC is powered-on, the 
hardware generally resets the SONIC by pulsing the 
RESET pin low. Thus, software does nothing to reset the 
SONIC. Once reset, the SONIC remains in reset mode 
until the RST bit in the Command register is cleared. If 
the hardware does not provide the reset, the software 
can perform the functional equivalent by simply setting 
the RST bit. All initialization should be done in reset mode 
to prevent spurious actions by the SONIC. 


2) Configure the System Interface: This step writes to the 
Data Configuration Register (DCR) to configure the SON- 
IC’s bus interface circuitry. The configuration information 
is found by answering questions 1 through 4, discussed 
above. Note that the DCR can only be written to in reset 
mode. 


3) Set Up the Receive Filters: This step determines what 
types of packets to accept (i.e., Physical, Multicast, 
Broadcast, Runt, and Errored packets) and what ad- 
dresses to accept. The type of packet to accept is pro- 
grammed in the Receive Configuration register and the 
addresses to accept are programmed into the Content 
Address Memory (CAM). See section 2.2.4 for loading 
the CAM. ; 


4) Enable the Interrupts: This step enables the interrupts by 
writing to the Interrupt Mask register (IMR). Note that the 
interrupting condition is indicated by the Interrupt Status 
Register (ISR), but will not generate an interrupt unless 

’ the corresponding IMR bit is set. Note also that if the 
SONIC is initialized in reset mode, ‘no interrupts can be 
generated. 


5) Initialize Memory: This step initializes the three memory 
structures used by the SONIC for transmission and re- 
ception and allocates the memory blocks for storing re- 
ceived packets. An initialization example is illustrated in 
Figures 3-1 and 3-2. The non-shaded areas -indicate 
fields which must be initialized and shaded areas indicate 
fields which are written to by the SONIC. 








There are a few caveats discussed below: 

All Descriptor Areas: 

© Descriptor must be aligned to word (16-bit) boundaries 
in 16-bit mode and aligned to double word (32-bit) 
boundaries in 32-bit mode. 

¢ The Descriptor Areas must not cross over a 32k word 
boundary since it only operates within this range. 

® In 32-bit mode, the upper 16 data bits, D<31:16> are 
not used. 

Transmit Descriptor Area: 

© The transmit buffers (Transmit Buffer Area) may be 
aligned to any boundary; that is, the TXpkt.ptr0, 1 fields 
may contain any value. 

¢ The packet and fragment size may be as low as 1 byte; 
that is, the TXpkt.pkt_size and TXpkt.frag__size may 
contain the value of one. 

Receive Resource Area 

¢ The resource descriptors must be contiguous and can 
not straddle the endpoints. 

@ In the lower buffer pointer field, RXrsrc.ptrO, the SONIC 
ignores least significant bit in 16-bit mode and the 2 
least significant bits in 32-bit mode. This forces receive 
buffers to always align to either word or double word 
boundaries. 
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6) Initialize the Buffer Management Registers: This step ini- 
tializes the buffer management registers to the starting 
positions in the buffer management (see Figures 3-1 and 
3-2). These initialized registers are shown in Table 3-1. 

7) Issue RRA command: By setting the RRRA bit in the 
Command register, you force the SONIC to read the 
RRA. The SONIC reads the RRA beginning at the RRP 
location and loads the following registers. (For mnemon- 
ics description, see appendix.) 

CRBAO <— RXrsrc.ptrO 

CRBA1 <— RXrsre.ptr1 

RBWCO <— RXrsrc.wc0 

RBWC1 <— RXrsre.we1 
After this command has executed (RRRA bit resets), the 
SONIC is ready to store the next packet in the first RBA 
allocated to it. 

8) Clear and Tally Counters (optional): The tally counters 
(CRC, Frame Alignment, and Missed Packets) may be 
cleared by writing FFFFh to these registers. These coun- 
ters will rollover after FFFFh is reached. 


9) Bring the SONIC On-line: This last step commissions the 
SONIC to receive, transmit, and generate interrupts. The 
software enables the SONIC by setting the RXEN bit and 
clearing the RST bit in the Command register. 
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- TABLE 3-1. Initialization of Buffer Management Registers 


| Reg | initialized with 

| 

| RAP | Points o first descriptor the SONIC reads _| 
WP 


R Points to next location where the software 
will place a descriptor 


Transmit : : Transmit 
Descriptor Area Buffer Area 


TXpkt.pktsize 
TXpkt. frag_count 
TXpkt. frag_ptrO 
TXpkt. frag_ptr1 
TXpkt. frag_size 
TXpkt.link EOL 


FIGURE 3-1. Initialization Example for Transmit Buffer Management 
(shaded areas not initialized) 
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Receive 
Resource Area 


Receive 


Buffer Area 


Receive 
Descriptor Area 


RXpkt.in_use 
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FIGURE 3-2. Initialization Example for Receive Buffer Management 
(shaded areas not initialized) 


4.0 WRITING DRIVERS FOR THE SONIC 


The Driver (see Figure 4-7), being the lowest level of soft- 
ware, shields the upper software levels from the details of 
the hardware. The Driver performs the required low-level 
transmit and receive functions such as passing packet up to 
the upper level software, recycling receive buffers, and en- 
queuing packets for transmission. The Driver performance 
is important since it may potentially receive packets at the 
full network rate. Any packet losses at this level can severe- 
ly affect the overall performance of the network. This sec- 
tion describes the basic algorithms for writing a Driver for 
the SONIC. Example code is provided in the appendix. 


Operating System 


Upper Level 
Protocols 
eg. TCP/IP, 
Apple Talk, 


Netware 
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FIGURE 4-1. Relationship of Driver 
of Upper Level Software 
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Overview 


The Driver for the SONIC consist of two procedures, INITI- 
ATE_TX (Figure 4-2) and SONIC_ISR (Figure 4-3) for 
transmit and receive operations. During transmit operations, 
the upper level software first assembles packets for trans- 
mission by gathering the pointers to the fragments and then 
calling INITIATE_TX to begin the transmission. When the 
SONIC finishes transmission, it interrupts the system. The 
system then enters the interrupt service routine, 
SONIC__ISR, where it reports the status of the packets 
transmitted. During received operations, the SONIC also in- 
terrupts the system upon receiving a packet. The system 
enters SONIC__ISR to post status and then to pass the 
packet up to the upper level software via pointers. 


4.1 INITIATE_TX 

This procedure requires that all pointers to the fragments 

and the sizes of these fragments are passed down to it by 

the upper level software. It only initiates a packet for trans- 
mission; it does not report status. This action is performed 
by SONIC_ISR after the packet has been transmitted. 

INITIATE_TX operates as follows: 

1) Obtains the pointers delivered by the upper level soft- 
ware and fills out a descriptor in the Transmit Descriptor 
area (TDA). 

2) If the packet is less than 64 bytes, it pads it out to this 
length. 

3) Issue the transmit command to the SONIC and return. 

It is important that descriptors are appended in the manner 

prescribed in section 1.3. This algorithm improves perform- 

ance by guaranteeing that the SONIC continues to transmit 
all packets in the descriptor list. 





SPZ-NV 





AN-746 


4.2 SONIC_ISR 


This procedure is the interrupt service routine which re- — 


sponds to three interrupts generated by the SONIC: PACK- 
ET RECEIVED, TRANSMISSION DONE, and TRANSMIT 
ERROR. Interrupts occurring before and during the interrupt 
service routine are serviced before SONIC_ISR exits. 
SONIC_ISR is broken down into three main sections: (1) 
reading the cause of the interrupt, (2) processing received 
packets, and (3) posting status of transmitted packets. The 
first action performed is finding the cause of the interrupt. 
For receive interrupts, SONIC_ISR jumps to the receive 
routine, and for transmit interrupts (good and errored trans- 
missions), it jumps to the transmit routine. The receive rou- 
tine examines the first descriptor in the RDA, then passes 
the pointer of the packet up to the upper level software for 
further processing. It continues reading the RDA until it 
reaches the end of the descriptor list. The receive routine 
also recycles receive buffers as necessary. The transmit 
routine reads the first descriptor in the TDA and reports the 
status of the transmitted packet to the upper level software. 
If more than one packet has been enqueued, the transmit 
routine examines the complete list in the TDA. SONIC__ISR 
is summarized below. 


Reading the Interrupt 


1) Read the Interrupt Status register for the cause of inter- 
rupt. If a transmit interrupt has occurred, go to step 2; ifa 
receive interrupt has occurred, go to step 4; or if no more 
interrupts are present, return. 


Transmit Routine 


2) Read the next TXpkt.status in the Transmit Descriptor 
Area and post status to the upper level software. 


3) Read the End of List (EOL) bit in the TXpkt.link field to 
determine if the current descriptor is the last descriptor. If 
it is not, go back to step 2 to post status of the remaining 
packets; otherwise go back to step 1. ~ 

Receive Routine 

4) Read the next RXpkt.status field in the Receive Descrip- 
tor Area and pass the pointer and status of the packet up 
to the upper level software. 

5) Read the RXpkt.seq__no field. If the RBA number is dif- 
ferent from the previous one, enter the RBA number into 
the RBA “scoreboard”. For more information, see sec- 
tion 1.2. 

6) Check the LPKT bit from the RXpkt.status field. If set to 
“1”, enter the packet sequence number (from the 
RXpkt.seq__no) into the RBA scoreboard. 
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7) Read the RxXpkt.in_use field, if the field is cleared to all 
zeros, go back to step 4 to process the remaining pack- 
ets; otherwise if RXpkt.in_use is not equal to zero, the 
end of the list has been reached; proceed to step 7. 

8) Call the system to determine which packets have been 
processed by the upper level software. Tally the process- 
ed packets in he RBA scoreboard. 

9) Find freed up RBAs and return them to the front of Re- 
ceive Resource Area (RRA). 

10) Find the freed up receive descriptors and return them to 

the front of the descriptor list; then go to step 1. 


INITIATE_TX 


Get fragment 
pointers and 
sizes 


Load transmit 
descriptor 


Append fragment 
to Increase packet 
size to 64 bytes 
le. TXpkt.pktsize = 64 


Append descriptor 
to front of list 


Issue Transmit 
command 
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FIGURE 4-2. INITIATE_TX Routine 
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FIGURE 4-3. SONIC_ISR Routine 
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5.0 STRATEGIES FOR IMPROVING DRIVER 
PERFORMANCE 


Making the Driver as efficient as possible is crucial for the 
overall performance of the network. Empirical results have 
shown that the difference between a poor and a good Driver 


can vary as much as 10% to 20%. The Driver is particularly - 


vulnerable to becoming a bottleneck since it may, at times, 
be receiving data at the full network bandwidth (10 Mb/s). 
Any packets that are lost at the Driver level impacts all lev- 
els. While upper level protocols provide packet recovery 
mechanisms, these tend to be quite slow (on the order of 
seconds). Typically, software timers must time out before 
the upper level software retransmits an unacknowledged 
packet. In this section, some hints are discussed to make a 
fast Driver. 


1) Write the Driver in assembly code: The fastest code is 
generally written in assembly code since people write 
more efficient code than a compiler. Writing your own 
assembly code also gives you the option to use some 
“tricks” which are not normally accepted as ‘‘good” pro- 
gramming practice. One such example is using a JUMP 
statement instead of a CALL statement. The JUMP state- 
ment, by nature, is quite messy, but is considerably faster 
since it involves less CPU cycles. Of course, the disad- 
vantage in using assembly code is that it is less readable 
and portable. As a compromise, you may consider a good 
optimizing compiler. 


2) Reduce the Number of Interrupts: Interrupts to the sys- 
tem inherently make it less efficient since the CPU must 
make a context switch between what it was currently do- 
ing to the interrupt service routine. This switch involves 
pushing the CPU registers onto the stack, jumping to an 
interrupt vector table, issuing an interrupt acknowledge to 


the interrupt controller, then executing the interrupt serv- 
ice routine. The overhead associated with each interrupt 
makes the CPU less efficient. The example interrupt serv- 
ice routine discussed in section 4.0, responded to inter- 
rupts generated from good transmission and receptions, 
and errored transmission. It is possible, however, to re- 
duce the source of interrupts to just two, allowing only 
interrupts to occur from good receptions and errored 
transmissions. The reason good transmission interrupts 
may be eliminated is because the upper level software 
generally does nothing for these events. Only for an er- 
rored transmission must the upper level software inter- 
vene such as to retransmit the packet. Good -transmis- 
sions, while they still need to be reported, can be status 
on a less timely basis such as after processing receive 
interrupts or after a specified time period. The SONIC’s 
General Purpose timer can be used to generate such a 
time period. 

3) Append Transmit Descriptors as described in section 1.0: 
The algorithm described guarantees that the SONIC con- 
tinues to transmit all packets in the list, even if it has 
reached the point where the new descriptor(s) have been 
appended to the end of the list. If the algorithm is not 
followed, the SONIC may stop at the enjoining point and 
this forces the Driver to intervene. 


4) Supply Sufficient Number of Receive Packet Descriptors: 
Since the receive descriptor uses a relatively small 
amount of memory (7 words or double words, depending 
on the data size mode), allocate sufficient number of 
them such that the SONIC never (or at least rarely) runs 


out of them. If the SONIC ever runs out of them, recep- 
tion ceases, resulting in packet losses. The number of 
descriptors to allocate can be determined by answering 
question 6 of section 3.0. 


5) Make the Receive Resource Area (RRA) Sufficiently 
Large: Since the RRA does not take up much memory (4 
words or double words per descriptor), make it larger 
than the total number descriptors you expect to put into 
it. For example, if you expect you will need 10 resource 
descriptors, make the RRA large enough to accommo- 
date 15 descriptors. Making the RRA larger than you will 
need, prevents the RRA from becoming a bottleneck in 
adding more resources. 


6) Optimize the Size of the Receive Buffer Areas (RBAs): 
Generally speaking, the larger the RBAs, the more effi- 
cient the Driver. This is because the Driver handles fewer 
number of receive buffers and, thus, less processing time 
is dedicated to managing the buffers. There is a tradeoff, 
however. If the buffers are very large, the entire buffer 
areas are locked out for recycling so that large buffers 
become less space efficient in memory. As a guideline, 
4k to 8k byte RBAs are good starting points for experi- 
mentation. Use larger buffers, if memory is plentiful. 


6.0 SELF-TEST DIAGNOSTICS 


After the hardware has been designed and the Drivers writ- 
- ten, there is still a need to verify that the hardware is still 
functioning. Rough shipping or improper handling (without 
static protection) can produce innumerable problems. Some 
boards which work fine in the lab invariably fail in the field. 
Thus, self-test diagnostics are used to determine the health 
of the boards and diagnose problems if something is amiss. 


Figure 6-1 shows the basic components of the Ethernet sys- 
tem: address decode circuitry, data buffers, bus interface 
logic, Ethernet chipset (SONIC and transceiver) and the 
Ethernet connectors (BNC and 15-pin D). The Ethernet 
hardware can be fully tested by using the SONIC’s three 
loopback modes. Each loopback mode is full-duplex, trans- 
mitting data as well as receiving it and are summarized be- 
low. An example routine is given in the appendix. 


Mode 1: Data is routed back through the SONIC’s MAC 
Unit. Both the transmit and receive Buffer Manage- 
ment operations are active and must be initialized 
accordingly. Verifies the MAC Unit, Bus interface 
logic, address decode circuitry and data buffers. 


Similar to above, but data is routed back through 
the SONIC’s ENDEC Unit. Verifies the SONIC’s 
ENDEC unit. 


Similar to above, but data is routed back at the 
transceiver. Verifies the Ethernet connectors (BNC 
and 15-pin D) and Ethernet transceiver (DP8392 
CTI). 


Ethernet 
Connectors 
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FIGURE 6-1. Basic Components of Ethernet Hardware 
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Appendix 
A. Initialization Routine 


[RK RIK KKK KK KKK KKK KK KKK IK IKK RIK KKK KKK KK KKK KKK KKK KKK KKK KKK KK KK KK / 
/* x/ 
/* Initialization Routine for SONIC x / 
/* x/ 


[RRR RK KR KKK KR KKK KKK KKK KKK KK RK KK IKK KKK KK KK KKK KKK KKK KKK KKK KKK KK KK KKK / 


sonic_init () 
{ 
unsigned short init_RRA[512]; /* memory for RRA */ 


/* initialize some registers */ 
set_reg_ value(); 


/* allocate memory for TX descriptors and init UTDA and CTDA */ 
init_tda () 


/* Init receive buffer area and RX registers */ 
Init_Des_page(); 
Initial_RRA(RRA_NUM) ; 

Init_RDA(RDA_NUM) ; 


/* Issue Read RRA command */ 

/* Must first bring SONIC out of reset before issuing any 
commands */ 

REG WRITE (card.crd_iobase+SONIC_cr*2, 0x0); 

REG_ WRITE (card.crd_iobase+SONIC_cr*2, 0x0100); 


/* Bring SONIC on-line by enabling MAC receiver */ 
REG WRITE (card.crd_iobase+tSONIC_cr*2, 0x0008); 
} 


[RRR RK KEK KKK KK KKK KKK KKK KKK KK KK KKK KKK KKK KKK KKK KKK KK KKK KKK KK KK RK KK / 


/* This routine initializes some of the SONIC's registers. x/ 
/*  ie., CR, DCR, RCR, IMR, ISR, CRCT, .FAET, and MPT “ay 
[RRR IKK KKK KK KKK KKK KKK KKK KIKI KK IKK KKK IK IK IK KI KKK RK KI KK KK KKK KK / 
set_reg_value() 


{ 


/* Put SONIC is reset */ 
REG WRITE (card.crd_iobase+SONIC_cr*2, 0x0080); 


/* der value depends upon data width (16 or 32 bits) */ 
#ifdef BIT32 
REG WRITE (card.crd_iobase + SONIC_dcr*2, 0x00f9); 
#else 
REG WRITE (card.crd_iobase + SONIC_dcr*2, 0x00d9); 
#endif 


REG WRITE (card.crd_iobase + SONIC_rer*2, 0x0000); 
REG WRITE(card.crd_iobase + SONIC_imr*2, 0x3fff); 
Clear ISR */ 

REG WRITE (card.crd_iobase + SONIC_isr*2, Oxffff); 
Clear Tally counters by writing FFFFh to them */ 
REG WRITE (card.crd_iobase + SONIC_erct*2, Oxffff); 
REG WRITE (card.crd_iobase + SONIC_faet*2, Oxffff); 
REG_WRITE(card.crd_iobase + SONIC_mpt*2, Oxffff); 
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[BRK KERR KKK RK IK KKK KKK RK KK KEK IKK KKK KKK KKK KK KEK KKK KK KKK KK KKK KK ER 

* 

* Allocate memory for TDA and initialize UTDA and CTDA registers. 
* 


KKK KK KK KKK KK IKK KK KKK KK KKK KKK KKK KKK KKK KKK KKK KKK KEK KKK KKK KKK KKK / 


init_tda () 
{ 
short i; 
unsigned long addr; 
unsigned long tdal_start, tda2_start, tda3_start; 
unsigned short saddr; 
unsigned short ul6, 116; 


/* Allocate memory for TDAs */ 

tdal=(ONE_FRAG TDA *) malloc(sizeof (ONE FRAG TDA) + 2); 
tdal_start = (unsigned long) tdal; 

tda2=(TWO FRAG TDA *) malloc(sizeof(TWO_FRAG TDA) + 2); 
tda2_start = (unsigned long) tda2; 

tda3=(TWO_FRAG TDA *) malloc(sizeof (TWO FRAG TDA) + 2); 
tda3_start = (unsigned long) tda3; 


/* Force TX descriptors to double word alignment */ 
#ifdef BIT32 
if ( (tdal_start & 0x00000003) 0) 
else 
tdal_start += 2; 
if ( (tda2_start & 0x00000003) 


° 
, 


else 


tda2_start += 2; 
if ( (tda3_start & 0x00000003) 


° 
‘ 


else 
tda3_start += 2; 
#endif 
/* Convert the double word alignment address to pointer */ 
tdal=(ONE_FRAG TDA *) tdal_start; 
tda2=(TWO_ FRAG TDA *) tda2_start; 
tda3=(TWO_FRAG TDA *) tda3_start; 


/* Finding effective address of TDAl to load UTDA and CTDA regs.*/ 
addr=(unsigned long) tdal; /* Using large mem. model..*/ 

/* addr is the address in 8086 format */ 

/* upper 16 bits = BASE, lower 16 bits = OFFSET */ 
ul6 = addr >> 16; 
116 = addr; 
addr=(unsigned long) ul6 * 16 + 116; 
ul6 =addr >> 16; 
REG WRITE (card.crd_iobase+SONIC_utda*2, 
REG_WRITE(card.crd_iobase+SONIC_ctda*2, 
} 
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[RRR KIKI KKK KKK KK KK KKK KK KKK IK KKK KKK KKK KKK KEK IKKK KKK KKK KKK KKK KKK 
Name 


9PZ-NV 


Initialize Descriptor Page 

Syntax 
Init_Des_Page(); 

Description 
This function gets 3 4K consecutive bytes of memory 
from the host for the RBA. Also initializes the URRA 
and CDP registers. 


Input 
None. 


Author 
Michael Lui 


KIKI KK KK KKK KK KKK RIK KK KKK KKK IK KK KKK KKK KKK KKK KKK KKK KKK KKK KK KK KK / 
short Init_Des Page () 


{ 

unsigned short urra; /* upper 16 bits of the beginning 
, addr of RRA */ ' 

unsigned short urda; /* upper 16 bits of the beginning 

addr of RDA */ 

unsigned short cdp; /* beginning address of the cdp */ 

R_DESCRIPTOR *temp_RDA; 

unsigned short i; /* index */ 

unsigned long laddr; : 

unsigned long addr; 

long EA(); 

unsigned long rbal_start, rba2_start, rba3_start; 

unsigned short ul6, 116; 


/* allocate memory to RDAs */ 

L_RDA=F_RDA=NULL; 

for (i=0; i<RDA_NUM; i++) { 

temp_RDA=(R_DESCRIPTOR *) malloc(sizeof(R_DESCRIPTOR) + 2); 


/* force double word alignment for RX descriptor */ 
#ifdef BIT32 
addr = (unsigned long) temp_RDA; 
if ((addr & 0x00000003) == 0) 
else 
addr += 2; 
temp RDA = (R_DESCRIPTOR *) 
#tendif 
temp_RDA->next=NULL; 
if (F_RDA == NULL) 
L_RDA=F_RDA=temp_RDA; 
else { 
L_RDA->next=temp_RDA; 
L_RDA=temp_RDA; 
} 
} 
/* allocate memory for RBA */ 
init_RBAl=(unsigned char *) malloc(4100); 
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init_RBA2=(unsigned char *) malloc(4100); 
init _RBA3=(unsigned char *) malloc(4100); 


rbal_start=(unsigned long) init_RBA1; 
rba2_start=(unsigned long) init_RBA2; 
rba3_start=(unsigned long) init_RBA3; 


/* forcing double word alignment for RBAs., */ 
BIT32 
if ( (rbal_start & 0x00000003) == 0) 


else 
rbal_startt+=2; 
if ( (rba2_start & 0x00000003) 


else 
rba2_start+=2; 
if (— (rba3_start & 0x00000003) 


else 
rba3_startt+=2; 
#endif ; 
/* Convert double word alignment address to pointer */ 
RBAL = (unsigned char*) rbal_start; 
RBA2 = (unsigned char*) rba2_start; 
RBA3 =. (unsigned char*) rba3_start; 
/* initialize URRA and CDP registers. */ 
RRA_start = (unsigned long) init_RRA; 
/* check RRA is aligned on double word boundary */ 
BIT32 
if ( (RRA_start & 0x00000003) 


else 
RRA_startt+=2; 
#fendif 


/* Assign urra */ 

laddr = (unsigned long) RRA_start; 

ul6=laddr >> 16; 

116=laddr; 

laddr = (unsigned long) u1l6 * 16 + 116; 

urra = laddr >> 16; 

/* Load the URRA register */ 

REG_ WRITE (card.crd_iobase+SONIC_urra*2, urra); 


/* load the CDA descriptor pointer */ 

laddr = (unsigned long)ul6 * 16 +116 +CAM_OFFSET; 
cdp=laddr; 

/* load the CDP register */ 

REG WRITE (card.crd_iobase+SONIC_cdp*2,cdp) ; 
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[RK RRR RK RRR KKK IKK KKK KK IK KKK KR KKK RK IKK RK KKK RK KK KKK KK RK RK KK K 


Name 
Initialize RRA 


Syntax 
flag=Init_RRA(n); 


Description 

This function will create a circular queue with n 

mumber of RRA descriptors in it. The RRA descriptors 

are pointing to the corresponding RBA blocks. It will 
also load the RSA, REA, RRP, and RWP registers. 


Returned Value 
1 = Success 
0 = Failed 


Author 
Michael Lui 


KKK KK KR KR IK RK KKK KR KKK KK KK RK KR IK KR IK KK KR KIO KR KKK RK KK KK KKK / 


short Initial_RRA() 
{ 
Struct sonicreg *sonic=0; 
unsigned short rsa; /* Resource Start Area */ 
unsigned short rea; /* Resource End Area */ 
unsigned short rrp; /* Resource Read Pointer */ 
unsigned short rwp; /* Resource Write Pointer */ 
unsigned short urba; /* Upper 16 bit of the RBA starting 
address */ . 
unsigned short lrba; /* Lower 16 bit of the RBA starting 
address */ 
unsigned short i; /* for loop index */ 
unsigned short low_addr; 
unsigned short high_addr; 
unsigned long addr, laddr; 
short inc; /* RRA increment */ 
unsigned short ul6, 116; 


addr = (unsigned long) RRA_start; 
ul6=addr >> 16; 
116=addr; 

addr = (unsigned long) ul6 * 16 + 116; 


/* Lower 16 bit of the RRA */ 
rsa = (unsigned short) addr; 
/* Load the RSA Register */ 
REG _WRITE(card.crd_ilobase+SONIC_rsa*2, rsa); 


laddr=addr + RWP_OFFSET; 

rea = (unsigned short) laddr; /* Ending address of RRA */ 
/* Load the REA Register */ 
REG_WRITE (card.crd_iobase+SONIC_rea*2, rea); 


rrp = rsa; /* Read Pointer starts at the beginning 
address */ 


/* Load the RRP Register */ 
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REG_WRITE(card.crd_iobase+SONIC_rrp*2, rrp); 


= addr + RWP_OFFSET/2; 
(unsigned short) laddr; /* Only 3 descriptors 
initially */ 


/* Load the RWP Register */ 
REG WRITE (card.crd_iobase+SONIC_rwp*2, rwp); 


/* Initialize the RRA descriptors */ 
RRA=RRA_ start; 
/* for 32-bit memory each descriptor uses a double word, for 
16-bit memory, each descr. uses a word. */ 
#ifdef BIT32 . 
inc=4; 
#felse 
inc=2; 
#fendif 
/* Load RBA1 address */ 
addr=(unsigned long) RBA1; 
ul6=addr >> 16; 
116=addr; 
addr=(unsigned long)ul6 * 16 + 116; 
low_addr = addr & 0x0000ffff; 
* (unsigned long *)RRA = low_addr; 
RRA +=inc; 
x (unsigned long *)RRA = addr >> 16; 
RRA +=inc; 
/* Load RXrsrc.buff_we0 */ 
* (unsigned short *)RRA = 0x0800; 
RRA +=inc; 
/* Load RxXrsrc. buff _wel */ 
* (unsigned short *)RRA = 0; 
RRA +=inc; 


/* Load RBA2 address */ 
addr=(unsigned long) RBA2; 
ul6=addr >> 16; 
116=addxr; 

addr=(unsigned long) ui6é * 16 + 116; 
low_addr = addr & 0x0000fffE£; 

* (unsigned short *)RRA = low_addr; 
RRA +=inc; 

* (unsigned short *)RRA = addr >> 16; 
‘RRA +=inc; 

/* Load RXrsrce.buff_wc0 */ 

* (unsigned short *)RRA = 0x0800; 
RRA+=inc; 

/* Load RXrsrc.buff_wel 

* (unsigned short *)RRA 

RRA +=inc; 


/* Load RBA3 address */ 
addr=(unsigned long) RBA3; 
ul6=addr >> 16; 
116=addr; 
addr=(unsigned long)ul6 * 16 + 116; 
low_addr = addr & 0x0000ffff; 
*(unsigned short *)RRA = low_addr; 
RRA+=inc; 
* (unsigned short *)RRA = addr >> 16; 
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RRA+=inc; 

/* Load RXrsrce.buff_wc0 */ 

* (unsigned short *)RRA = 0x0800; 

RRA+=inc; 

/* Load RXrsrc.buff_wel */ 

* (unsigned short *)RRA = 0; 
RRAt+=inc; 
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[RRR KKK KI KIKI KK IK KK KKK KK RR KK KKK IK KKK KKK RK KKK KKK KEK KKK KKK 


Name 
Initialize RDA 


Syntax 
flag = Init_RDA(n); 


Description 

This function will create a linked list of some 
arbitrary number of packet descriptors. The EOL bit for 
the last descriptor should set to 1 while the others 
should set to 0. The in_use field should set to a 
non-zero value for all descriptors. The CRDA register 
should’ loaded with the address of the first descriptor. 


Returned Value 
1 = Success 
0 = Failed 


FORK KK IK IKK I II IK KK IK II KI KI IK I KO IO KK RRO KKK RK KK / 
short Init_RDA() 
{ 
unsigned long crda; /* Current CRDA Register */ 
unsigned char *RDA; /* RDA address */ 
R_DESCRIPTOR *cur_RDA; /* current RDA */ 
unsigned short n_RDA_addr; /* next RDA address */ 
unsigned long addr; 
short i; 
unsigned ul6, 116; 


crda = (unsigned long) F_RDA; 
ul6 = crda >> 16; 
116 crda; 
crda = (unsigned long)ul6 * 16 + 116; 


/* Load the CRDA Register */ 
REG_WRITE (card.crd_iobase+SONIC_crda*2, crda); 


cur_RDA=F_RDA; 

while (cur_RDA->next != NULL) 

{ 
addr = (unsigned long) cur_RDA->next; 
ul6 = addr >> 16; 
116 = addr; 

addr=(unsigned long) ul6 * 16 + 116; 

n_RDA_addr=(unsigned short) addr; 

cur_RDA->pkt_link=n_RDA_addr; 
cur_RDA->status=0; 
cur_RDA->byte_count=0; 
cur_RDA->pkt_ptr0=0; 
cur_RDA->pkt_ptr1=0; 
cur_RDA~>seq_no=0; 

cur_RDA->in_use=Oxffff; 

cur _RDA=cur_RDA~->next; 

} 

/* last descriptor */ 

cur_RDA~>pkt_link=0x0001; /* last desr. has EOL = 1 */ 
cur_RDA->in_use=0xffff; 
irda = cuxr_RDA; 
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B. Initiate Transmission Routine 
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* 


Driver_send(). This routine, called by the upper level 
software, gets the byte count, pointers to fragments and 
the fragment sizes, enters these parameters into the TDA, 
then initiates a transmission. 


KKK I IK I IK KK KI KI KKK IK KK RIK KKK KK IKK KEKE KK KEKE KEK IK KR KKK KK / 

driver_send (ptr) 

pktstruc *ptr /*pointer to structure which gives 
pkt_size, frag_count, frag_size */ 


{ 


/* Fill out TDA */ 
tda->pkt_size=packet_size; 
tda->frag_count=fragment_count; 
for (i=0; i<fragment_count; i++) 
Fill fragment_ptr_size(); 


/* Check packet length; if less than 46 bytes, add pad */ 


Check_pkt_length(); 


/* Get address of next TX descriptor to use */ 
tda->link = get_next(); /* returns addr. of descr. */ 
/* Set EOL.to 1. */ 

tda->link |= 0x1; 


/* ISR will Set this flag to 1 */ 
xmit_interrupt=0; 


/* Issue transmit command */ 
REG WRITE (card.crd_iobase+SONIC_cr*2, CMD _TXP) ; 
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C. Interrupt Service Routine 
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Interrupt Service Routine 


(For simplicity the code for recycling RBAs 
has heen removed.) 
FORO OI OO IO OI OR IO IO IIR IO de / 


interrupt _sonic_isr() 


{ 


unsigned short imr, isr, mask; 
unsigned int status, byte count; 
int oldinterrupts; long temp_ptr, ptr; 


mask=0; 
/* mask the imr */ 
REG WRITE (card.crd_iobase+SONIC_imr*2, mask); 


while (isr=REG_READ(card.crd_iobase+SONIC_isr*2)) { 
if (isr & ISR_PKTRX) { 
/* reset PKTRX bit */ 
REG WRITE (card.crd_iobase+SONIC_isr*2,ISR_PKTRX) ; 


/* Process receive packets */ 


while (cur_rda->in_use == 0) { 
TotalRxPacketCountt+t; 
status = cur_rda->status; 
byte_count = cur_rda->byte_count; 
temp _ptr = cur_rda->ptrl; 
temp_ptr = temp _ptr<<16; 
ptr = temp ptr | cur_rda->ptr0; 
/* Report packet to upper level software */ 
packet_received (status, byte_count,ptr); 


/* Processing packets in order, when LPKT is 1, 
update the RWP register */ 
if (cur_rda->status==RCR_LPKT) { 
cur_Yrwp=cur_rwp~>next; 
/* advance xrwp */ 
REG_WRITE(card.crd_iobase+SONIC_rwp*2, 
cur_rwp->loc) ; 


} 


/* finish up receive */ 

if (cur_rda->in_use == 0) { 
cur_rda->in_use=0x0ffff; 
cur_rda->pkt_link |= 0x1; 
irda->pkt_link &= Ox0fffffffe; 
irda=cur_rda; 
cur_rda=cur_rda->next; 


} 


/* check for RBE overflow (required) */ 
isr=REG_READ(card.crd_iobaset+SONIC_isr*2); 
if (isr & ISR_RBE) { 

/* Increment buffer overflow counter 
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RRAExhaustCount++; 


/* reset RBE, this also causes the SONIC to read 
the RRA */ 


REG WRITE (card.crd_iobase+SONIC_isr*2,R_RBE); 


9PZ-NV 


} 


/* check for RDE overflow (optional) */ 
if (isr & ISR_RDE) { 
RDAExhaustCounttt+; 
REG_WRITE (card.crd_iobase+SONIC_isr*2, ISR_RDE); 


} 


/* Process transmitted packets */ 
else if (isr & (ISR_TXER|ISR_TXND)) { 
xmit_interrupt=1; 
REG_WRITE (card.crd_iobase+SONIC_isr*2, ISR_TXER|ISR_TXDN); 
while (1) { 
if (tda->status & TCR_PTX) {/* Successful TX occurred */ 
TotalTxPacketCountt+; 


/* Post status of transmitted packet to 
upper level software */ 
packet_tx(TX_status); 
/* Increment counters for net. management. */ 
if (tda->status & TCR_DEF) 
DeferXmissionCountt+t; 
if (tda->status & TCR_NCRS) 
NoCRSCount+t+; 
if (tda->status & TCR_CRSL) 
CRSLostCounttt; 
if (tda->status & TCR_OWC) 
OutOfWindowCollisionCount++; 
if (tda->status & TCR_PMB) 
PacketMonitorBadCount+t+; 
} 
/* TX abort condition occured. CTDA register points 
last descriptor attempted. */ 
else { 
/* Increment counters for net. management. */ 
if (tda->status & TCR_EXD) 
ExcessDeferalCounttt; 
if (tda->status & TCR_EXC) 
ExcessCollisionsCount++t; 
if (tda->status & TCR_FU) 
FIFOUnderRunCount++; 
(tda->status & TCR_BCM) { 
ByteCountMismatchCount++t; 
tda->pkt_size=Total_fragment_size (tda) ; 





(--RetryCounter == 0) 
HardTransmitErrorCountt+t; 


/* Post status of transmitted packet to 
upper level software that packet was undeliverable 


packet_tx(TX_status); 
else { 


/* xvesend the same packet again up to RetryCounter */ 
REG_WRITE(card.crd_iobase+SONIC_cr*2, CMD TXP); 
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} 


} 
/* look for last descriptor in TX list */ 


1£ (tda->link & Oxl) | 
break; 

else 
tda=tda->next; 


} 


} 
pic_eoi(card.crd_interrupt) ; 
REG WRITE (card.crd_iobase+SONIC_imr*2, card.crd_intmask) ; 
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D. Diagnostic Routine 


sonic diag () 
{ 
int oldinterrupt; 
Struct aclock *clk, *alock_alarm(); 
long timeout=0; 
unsigned short temp, ul6, 116, addr; 
unsigned long laddr; 
extern int timeout_func(); 
short result; 


/* Before loopback test can commence SONIC needs to be 
initialized */ 


/* check BNC cable connection: If transmission does not 
finish after specified time period (~lsec), the BNC 
connector is not connected. If excessive collisions 
occur, the cable is not terminated */ 


clk=aclock_alarm(50,50,timeout_func, &timeout); 
REG WRITE (card.crd_iobase+SONIC_isr*2, Oxffff); 
/* Get the lst tda */ 
laddr=(unsigned long) tdal; 
ul6=laddr >> 16; 
116=laddr; 
laddr=(unsigned long)ul6 * 16 + 116; 
addr=(unsigned short) laddr; 
REG WRITE (card.crd_iobase+SONIC_ctda*2, addr); 
tdal->link=0x0001; 


/* Issue transmit command */ 
REG WRITE (card.crd_iobase+SONIC_cr*2, CMD_TXP); 


for (timeout_value=0; timeout_value < 2; ) { 
temp=REG_READ (card.crd_iobase+SONIC_isr*2); 
if (temp & (ISR_TXDN | ISR_TXER) ) 
break; 
} 
clock_kill (clk); 
if (timeout_value) { 
check_cable=2; /*Timeout occurred, BNC not connected*/ 
goto final; 
} 
else if (tdal->status & TCR_EXC) { 
check_cable = 3; 
goto final; /* Exc. Coll. occurred, cable not 
terminated */ 
} 
else 
check_cable = 1; 


/* MAC loopback */ 

laddr = (unsigned long) F_RDA; 

ul6=laddr >> 16; 

116=laddr; 

laddr = (unsigned long)ul6 * 16 + 116; 

addr = (unsigned short) laddr; 

REG WRITE (card.crd_iobase+SONIC_crda*2, addr); 
mac_loopback=loopback (0x0200); 
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if (mac_loopback != 1) 
goto final; 


/* ENDEC loopback */ 
laddr = (unsigned long) F_RDA; 
ul6=laddr >> 16; 
116=laddr; 
laddr = (unsigned long)ul6 * 16 + 116; 
addr = (unsigned short) laddr; 
REG_WRITE (card.crd_iobase+SONIC_crda*2, 

endec_loopback=loopback (0x0400) ; 

if (endec_loopback != 1) 

goto final; 


/* transceiver loopback */ 
laddr = (unsigned long) F_RDA; 
ul6=laddr >> 16; 
116=laddr; ae 
laddr = (unsigned long)ul6 * 16 + 116; 
addr = (unsigned short) laddr; 
REG WRITE (card.crd_iobase+SONIC_crda*2, 

trans _loopback=loopback (0x0600); 

if (trans_loopback != 1) 

goto final; 


return (ok); 


return (error); /* one of the loopback test failed/* 


/* This routine is to perform the loopback tests */ 


loopback( rcer_mode) 
unsigned short xrcr_mode; 
{ 
struct aclock *clk; 
unsigned short temp, ul6, 116, addr, rcr_value; 
unsigned long laddr; 
long timeout=0; 
short i; 
Struct aphys *phys; 


/* Set up the clock to measure timeout */ 
clk=aclock_alarm(50,50,timeout_func, &timeout); 

REG WRITE (card.crd_iobase+SONIC_isr*2, Oxffff); 

/* Get the lst tda */ 

laddr=(unsigned long) tdal; 

ul6=laddr >> 16; 

116=laddr; 

laddr=(unsigned long)ul6 * 16 + 116; 

addr=(unsigned short) laddr; 

tdal->link=0x0001; 

rcr_value=rer_mode|0x3800; 

REG_WRITE (card.crd_iobaset+SONIC_rer*2, rcr_value);. 


/* Out of reset mode */ 
REG_WRITE (card.crd_iobaset+SONIC_cr*2, 0); 
TL/F/11140-33 
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REG WRITE (card.crd_iobase+SONIC_ctda*2, addr); 
REG WRITE (card.crd_iobase+SONIC_cr*2, CMD_RXEN); 
/* Issue transmit command */ 

REG WRITE (card.crd_iobase+SONIC_cr*2, CMD TXP); 

for (timeout_value=0; timeout_value < 2; ) { 
temp=REG_READ (card.crd_iobase+SONIC_isr*2); 
if (temp & (ISR_TXDN | ISR_TXER) ) 
break; 
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} 
clock_kill (clk); 
if (timeout_value) 
return (2); /* timeout error */ 
else if (tdal->status & TCR_PTX) { 
if (F_RDA->status & RCR_LBK) { 
F_RDA->in_use=0xffff; 
return (1); /* good TX and RX status: */ 
} /* loopback OK */ 
else { & 
F_RDA~>in_use=0xffff; 
return (3); /* Bad RX status error */ 


} 
else { 
-F_RDA->in_use=0xffff; 
return (4); /* Bad TX status error */ 
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Determining Arbitration 
and Threshold Levels 
ina SONIC™ Based 
Micro Channel Adapter | 


ABSTRACT 


With the number of bus master adapter boards increasing in 
Micro Channel based systems, many issues arise. This is 
especially true regarding Bus Master Ethernet LAN control- 
lers such as the DP839EB-MCS. As such, the entire MCA 
environment needs to be considered so that critical settings 
for arbitration levels, threshold levels, and fairness options 
can be chosen. This paper describes these issues as they 
relate to National Semiconductor's DP839EB-MCS 32-bit 
Ethernet LAN controller board, which utilizes the DP83932 
(SONIC). 


The major issues include bus latency, bus efficiency and the 
contributing factors affecting these critical system level pa- 
rameters. Factors such as bus occupancy times, DRAM re- 
fresh rates, floppy controller accesses, CPU accesses, 
mass Storage transfer rates, latency tolerances, and priority 
levels all contribute to latency and efficiency. Within this 
environment, the high performance levels of the SONIC are 
achieved, even in worst-case scenarios in heavily loaded 
file servers with multiple bus masters. 


It is also important to note that many of the basic concepts 
and considerations required in this application will also ap- 
ply to other buses. Although the detailed analysis will differ. 


OVERVIEW 


The DP83932 (SONIC) is a high performance, 32-bit, bus 
mastering Ethernet controller designed for a wide variety of 
applications. These applications include motherboards, 
routers, bridges and gateways, buffered and intelligent 
adapter boards, and bus master adapter boards. In each of 
these applications, determining the optimum thresholds and 
arbitration levels are key parameters to choose to ensure 
optimum performance. In determining these parameters, the 
anticipated system configuration needs to be understood. 
Specifically, the number and type of bus mastering devices 
in a system needs to be determined. Once these bus mas- 
ters have been identified, the device thresholds and board 
arbitration levels can be determined. 


Determining the anticipated number and type of bus mas- 
ters directly affects a bus specification known as Bus Laten- 
cy . Bus latency is defined as the time between when a bus 
master requests the bus to when it actually gets it. 


Bus latency is a critical systems level specification because 
if it is too long, a bus master who doesn’t get the bus when it 
needs it could suffer performance degradations or even 
more severe conditions such as a lost Ethernet packet or 
missed ‘‘sector” in a streaming tape drive. As such the 
Ethernet controller subsystem needs to have enough toler- 
ance to handle large latencies to guarantee it’s access to 
the bus and avoid this missed packet condition. The SONIC 
was specifically designed to perform in these applications. 


National Semiconductor . 
Application Note 747 
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By having a high speed, 66 MB/s, DMA host interface the 
SONIC maximizes bus bandwidth and minimizes time on the 
bus. Coupled with two efficient, 32 byte receive and transmit 
FIFOs, the SONIC wiil tolerate most latencies found in many 
applications. 

Determining bus latencies is easy in many applications. 
Bridges and gateways, motherboards, intelligent and/or 
buffered adapter boards are systems in which the anticipat- 
ed bus masters are known. In these systems it would be 
common to have the host CPU, a DMA controller, and pe- 
ripheral devices (SCSI, FDDI, ...) all known by the system 
designer before the product is shipped out the door. 


It is the designer who has to design a bus master adapter 
board or motherboard for a target bus (be in Micro Channel, 
EISA, VME, etc.) with expansion slots who has a tougher 
problem. He doesn’t know what the end system configura- 
tion will be so he has to design to what is anticipated to be a 
worst case system configuration. The adapter board design- 
er’s customers would be the systems integrators who need 
to make sure that his board is designed properly so it will 
operate in fully loaded systems and still attain the high per- 
formance that he expects from this type of bus-mastering 
device. 


Towards this end, this paper is written to assist the SONIC 
adapter board designer in choosing the correct arbitration 
and threshold levels for an IBM PS/2 Model 80 application, 
most probably operating as a file server having multiple LAN 
and mass storage devices on the MCA bus. For designers 
of other systems, this paper should help in understanding 
many of the issues that arise in a bus master LAN environ- 
ment. 


Before discussing this, a few MCA specifics need to be ad- 
dressed. First off is the arbitration scheme. There can be up 
to 8 bus master expansion boards on the Model 80 MCA 
bus, including 8 DMA channels, the system CPU, refresh, 
and NMI which are on the system motherboard. Most have 
their own arbitration level as programmed via a POS regis- 
ter. When a device wants ownership of the bus, it asserts 
the PREEMPT* signal and will then monitor the ARB/GNT* 
signal, and when high (as controlled by the central arbitra- 
tion logic on the system board) will place it’s arbitration vec- 
tor on the bus. If it’s vector has the highest value, it wins the 
bus, ARB/GNT* goes low, PREEMPT* is de-asserted, and 
it can now do data transfers. If other devices want the bus 
they can asynchronously assert PREEMPT™*. The first de- 
vice has 7.8 ps to get off the bus and then all requesting 
devices, including the first if it wants to, compete for the bus 
and the arbitration process starts over again. When deter- 
mining system characteristics, this 7.8 ws is often used as it 
dictates the maximum amount of time that a device can own 
the bus if others are requesting it. 
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Another aspect of the MCA architecture is a feature called 
Fairness. Fairness allows all devices access to the bus in a 
round-robin fashion as determined by pre-assigned priority 
levels. Carefully choosing which devices are fair or not al- 
lows proper performance levels for the various devices on 
the bus. If fairness is enabled for a device and it currently 
owns the bus and another device(s) wants it, it will wait to 
re-arbitrate until all other requesting devices have had a 
chance on the bus themselves (this is noticed by the ab- 
sence of an active PREEMPT* signal). In this way no device 
will hog the bus and prevent others from accessing it. If 
fairness is disabled for a device, it will arbitrate for the bus 
any chance a valid arbitration cycle is available, regardless 
whether other devices are waiting to arbitrate also. Even 
with fairness enabled, the winner of the bus still needs the 
highest arbitration level, however, properly setting the fair- 
ness option will determine who will do the arbitrating. 


In determining the arbitration levels and thresholds the de- 
signer of the SONIC bus master adapter board needs to 
account for a worst case bus situations. This would most 
likely be a high performance file server with multiple adapter 
boards. These could include an ESDI disk controller, an 
SCSI controller for additional disk and tape backup facilities 
and from 1 to 4 LAN boards to handle a heavily loaded 
network. Other anticipated bus master boards could also be 
included in this scenario (e.g., FDDI) but our discussion will 
be limited to the aforementioned configuration. (This is in- 
deed a worst case scenario. A more typical case for a file 
server would have 1 or 2 LAN boards and both a SCSI and 
ESDI controller). 


To summarize our worst case scenario for this analysis, we 
will assume the Micro Channel PS/2 has these adapter 
boards installed: 


® 4 SONIC Bus Master Adapter Boards 
¢ 1 Bus Master SCSI Controller 
e 1 Bus Master ESDI Controller 


DETERMINING ARBITRATION LEVELS 
AND THE FAIRNESS OPTION 


When determining these it must be understood that the 
mass storage devices and the LAN controllers have differ- 
ent goals when it comes to bus utilization. The mass storage 
devices will have large blocks of data to transfer that are 
typically already stored in a local buffer on the adapter 
board or on the drive itself. All ESDI disk controllers have a 
local buffer, some with megabytes of storage. Most SCSI 
host adapters have buffering as well,.although a trend is to 
use a bus-mastering SCSI controller IC that can gain the 
bus similar to the way the SONIC does. These don’t have 
local buffering outside of their internal FIFO, but have the 
data storage on the disk drive itself. The main priority for the 
storage devices is to transfer as much data as possible for 
as long as it has the bus. Of second priority is latency tolera- 
tion. These devices can wait a reasonable amount of time 
before they get the bus. Because they already have a large 
amount of data buffered, no data should be lost if it isn’t 
granted the bus immediately. However, when it does get the 
bus, it needs to transfer as much as possible. 


The Bus Master LAN controllers, on the other hand, need to 
have quicker access than the mass storage devices and 
within their latency period. This is especially true when re- 
ceiving a packet, for to get a FIFO overrun error would 
cause upper protocol layers to initiate long and time con- 
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suming recovery procedures. Once they are on the bus, 
however, they are on for a relatively short period of time. 
This is due to the fast 20 MB/s MCA transfer rate and the 
smaller amount of data that is to be transferred at one time. 
(A disk or tape cache can have many Kbytes available for 
transfer, the \ 32 byte FIFO will transfer at the most that 
amount.) 


With this in mind, the LAN controllers should be configured 
to have near immediate access to the bus. As such, each 
should be set to have a priority level higher than the storage 
devices. Thus whenever an arbitration takes place, a LAN 
controller should always participate and win so it can attain 
bus ownership as soon as possible. The setting of the fair- 
ness option should also be chosen to allow the LAN boards 
immediate bus access. If all devices had enabled the fair- 
ness option it is possible for the LAN board to be off the bus 
for a longer period of time than it’s latency tolerance allows, 
for example as shown in Table I. 


TABLE I. Possible (but Not Optimum) Priority Settings 
for Adapters, but Not the Optimum Solution 





In this scenario all devices have fairness enabled and the 
LAN boards have the higher priority. If a LAN board is await- 
ing arbitration it will win vs. the ESDI and SCSI boards. How- 
ever, since fairness is enabled for the LAN boards it means 
that they must defer arbitrating until all other devices have 


been on the bus. These boards should participate.in every - 


arbitration cycle and by enabling fairness for them, this is 
prevented. Specifically in this example, the SCSI and ESDI 
boards will be on the bus consecutively for 7.8 jzs each (for 
16.2 ps total, including arbitration time) and the LAN boards 
would miss the intermediary arbitration cycle; this might ex- 
ceed the boards latency toleration. By disabling fairness on 
the LAN boards, each is guaranteed to participate in every 
arbitration cycle and not have to wait for other device’s arbi- 
trations and bus occupancy times. Because of this and their 
higher priority levels, a LAN board will always arbitrate and 
win when an. arbitration cycle occurs. We now have. this: 


TABLE Il. Priority Settings for Adapters 
wlth Correct Fairness Setting 


Priority, 
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What about the storage devices? Fairness should be en- 
abled for them. Due to the large amounts of data available 
for them to transfer in their respective caches, they will al- 
ways have a need to own the bus and so they will always be 
requesting it. If fairness were disabled, the higher priority 
device (the SCSI controller in this case) would hog the bus 
and prevent the ESDI controller from neeceond it. Thus fair- 
ness should be enabled for them. 


To summarize, the above configuration will give each LAN 
board immediate access to the bus. The SCS! and ESDI 
boards would each have accessibility to the bus and al- 
though delayed due to the higher priority LAN boards, their 
latency tolerances are much higher and would incur only a 
minor, yet expected loss in bus acquisition time. The set- 
tings for the DMA slave ESDI controller that is configured 
with the Model 80, does indeed default to these settings. 
Fairness is enabled for it and it occupies DMA channel 7, 
the lowest priority DMA Channel. 


The following Figure 7 illustrates the sequence of events in 
a fully loaded, extreme worst case situation by properly set- 
ting the arbitration levels and fairness. Other devices such 
as refresh and the floppy controller will be included later 
when FIFO thresholds are discussed. 


It should be remembered that the system CPU, the floppy 
controller, refresh, and other devices will be on the bus as 
well. These, along with the adapter boards all contribute to 
bus latency. Because of this latency the SONIC’s FIFO 
threshold must be set properly to tolerate the expected la- 
tencies and avoid overrun/underrun errors. When set prop- 
erly the SONIC will achieve the high performance the de- 
signer wants and the system’s integrator expects. 


DETERMINING THRESHOLD LEVELS 


The FIFO threshold is an option that is programmed in the 
SONICs Data Configuration Register and both the receive 
and transmit FIFOs can be programmed for different values. 
What is the FIFO threshold? The threshold is simply the 
point in time that the DMA engine requests the bus after a 
certain amount of data has filled the FIFOs. For example, a 
threshold of 1 long word for the receive FIFO would mean 
that after 4 received bytes from the network have filled the 
receive FIFO the DMA engine will request the bus. For the 
transmit FIFO, a threshold of 4 long words would cause the 
DMA engine to request the bus when the number of eyes in 
the FIFO falls below 16. 


When determining the threshold levels, we need to first ex- 
plore the specific latencies expected in our worst case sce- 
nario. The latency calculation is done by adding together 
the bus occupancy times of the various bus masters, their 


priority levels, and the fairness option. We will assume the 
following: 


© All adapter boards have 32-bit MCA bus master interfac- 
es 


e The SONIC board transfer rate will be at 250 ns (al- 
though MCA will operate @ 200 ns and the SONIC can 
do synchronous transfers on other buses @ 100 ns) 


e Arbitration time will be 300 ns (0.3 ps) 
e EMPTY/FILL Mode is enabled for FIFO buffering 


¢ The Floppy controller will request service from DMA 
Channel 2 every 12 ps and will remain on the bus for 
500 ns. 


Refresh occurs every 15.1 us and inserts itself in the 
middle of an arbitration cycle, extending it 200 ns for a 
total arbitration time of 500 ns. 


In this example we will assume that the SCSI controller just 
got on the bus and then immediately afterwards all four LAN 
boards and the ESDI controller request the bus by asserting 
PREEMPT*. This example takes a worst case latency and 
will show how the chosen threshold and arbitration levels 
and fairness options will guarantee proper system perform- 
ance by showing how all four LAN boards will be able to 
access the MCA bus. When these devices request the bus it 
is to be understood that their FIFO thresholds have been 
reached. The LAN controllers will be buffering a received 
packet, a very critical bus access. 


What should the threshold levels be for the 4 LAN control- 
lers? Choosing the proper threshold involves trade-offs be- 
tween a number of systems level specifications. By having a 
low threshold, maximum latency is assured. However, fewer 
bytes will transfer so the arbitration percentage will be high- 
er, reducing efficiency. Also, the controller will request the 
bus more often causing bursty traffic across the bus. A larg- 
er threshold on the other hand, solves these problems at 
the expense of lower bus latency tolerance. In light of this, 
the thresholds of LANO:1 should be higher than LAN2:3. 
LANO:1 won't see larger latencies due to their higher priori- 
ties. However, they shouldn’t request the bus again before 
LAN2:3 get a chance, increasing the latency they already 
incur, LAN2:3, however, need to tolerate longer latencies 
than LANO:1 because, due to their priorities, they will be off 
the bus for longer periods of time. They will request the bus 
sooner and more often, however, this shouldn’t impact sys- 
tem performance due to the short bus duration. By choosing 
a threshold of 16 bytes for LANO:1 and 8 bytes for LAN2:3, 
as summarized in Table Ill, a good balance between these 
issues is achieved. 


| sosi_| tano | tani | Lane | tans | esor | ano | tani | tana | tana | scsi | 


FIGURE 1. Bus Ownership In Example PS/2 Under Worst Case Bus ila 
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Table II! shows the arbitration bus priority assignments that 
show proper settings for the IBM PS/2 Model 80 devices. It 
should be remembered that these device assignments are 
determined by the MCA specification. Some of the assign- 
ments are pre-set, while others can be occupied by installa- 
ble adapter boards. For example, refresh and NMI are pre- 
set to arbitration levels —2 and —1. The Floppy controller 
occupies DMA channel 2. The other DMA channels are 
available for adapter boards. 


TABLE Ill. Arbitration, Fairness, 
and FIFO Threshold Settings 


tt tt — 


LMAO 16 
ae ace 


tani | + [| no [| 16 | 16 | 
epey ia Eee Me ae 


bake} 2} te 8 ek 


LANS } 19.2 | 2 
une | 4 
es 1) 


(Note 2) 
Available 





Note 1: An IBM ST-506 disk controller will default to an arbitration level of 5 
with fairness enabled. 


Note 2: An IBM ESD! controller will default to aibieration level of 7 with 
fairness enabled. 

Devices 8-E are available for bus masters. In our example, 
DMA channels 0, 1, 3, and 4 are masked out and are used 
to hold the bus mastering LAN controllers. The bus master 
SCSI host adapter is put at ARB 6 with DMA channel 6 
masked out. A standard PS/2 Model 80 comes with an 
ESD! disk controller operating as a DMA slave at ARB 7. 
This is the default setting for this controller. Because of this, 
the LAN designer doesn’t have to worry about the arbitra- 
tion level and fairness options for this controller. It can be 
assumed that the SCS! host adapter will be configured in 
the same way: with a low priority and with fairness enabled. 
In our example we have assumed a bus mastering ESDI 
controller; however, the standard one is a DMA slave de- 
vice. For our discussion, though, we will assume it is a bus 
master for clarity’s sake. 


Once the arbitration levels and thresholds are determined 
for the LAN boards, they must be set when installed. IBM 
automatically sets the default values for the ESDI controller, 
but what about the LAN boards. How should they be set? 
Does the end user have to be aware of all these issues just 
to install a board? A simple solution would be for the driver 
to call a BIOS routine that would poll all the MCA slots to 
determine how many LAN boards are installed. The driver 
would then set the threshold and arbitration levels appropri- 
ately for each board. Using this method the user would be 
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far removed from the details of these specifics and a 
smooth installation would be insured. 


At point ‘‘A” in Figure 2 below, LANO:3 and the ESDI con- 
troller request the bus. At point “B”, 7.8 ys later the SCSI 
controller removes itself and an arbitration cycle begins with 
the other devices participating. It should be noted that if the 
bus-mastering SCSI controller IC is in the middle of a block 
transfer when it gets off, it will need to tell the target so it 
won't request more data transfers of it and the system any 
more. It does this by simply refusing to issue more acknowl- 
edges to the target after the REQ/ACK offset has been met 
(in synchronous mode). In this way the target won’t be re- 
questing the initiator until it has access to the system bus 
again. The effect is that the SCSI controller can be off the 
bus even during the middle of a block transfer. After the 
arbitration following this SCSI transfer, LANO will win due to 
it’s higher priority. To determine system latency we will need 
to calculate the sum total of the occupancy times of all de- 
vices. If this latency is less than the maximum latency toler- 
ance of all the LAN devices, proper bus access and per- 
formance levels can be expected. If not, FIFO overruns 
would occur, the situation we are trying to prevent and will 
show won't happen. 


A 


SCSI Arb | LANO 
7.8yus 10.3] 1.5 
TL/F/11141-1 
FIGURE 2. Initial DMA Sequence 


With that, how long will LANO be on the bus? Since LANO 
didn’t get the bus until point “C”’, 8.1 ws later, and the con- 
troller has been programmed for EMPTY/FILL mode, it will 
transfer the sum of the number of bytes determined by the 
FIFO threshold and the number of bytes accumulated from 
the network since the request was made. Let’s call the 
“threshold” transfer time Ty and the transfer time for the 
accumulated bytes Ta. We will call the number of accumu- 
lated bytes simply ‘#”. Since our threshold for LANO is 16 
bytes, Try will be the time it takes to transfer 16 bytes. T, will 
be the time it takes to transfer the number of bytes accumu- 
lated since the request was made (8.1 xs), as well as Ty. So 
we have: 





Trot = TT + Ta 
1 Transfer 


—— } 0.25 us/Transfer = 1.0 us. 
4 Bytes a . 


Tr = 16 Bytes ( 


= (8.1 ws + 1.0 ws)/(0.8 ps/Byte) 
= 11.375 Bytes Accumulated. 


8 bytes (two long words) will transfer with 3 bytes left in 
FIFO and 3 bits in serial/parallel converter. (The SONIC will 
transfer only long-word values to/from the FIFO). 


1 Transfer 

Ta = 8B ——— 
A is ( 4 Bytes 
Trot = 1.0 ps + 0.5 ys = 1.5 ps. 

Therefore the total transfer time for LANO is 1.5 ys. LANO 
will then request the bus again when it’s FIFO threshold has 
been reached. Since there are 3 bytes left in FIFO and 3 bits 
in the serial/parallel converter, 

TREQ = (16 — 3 —% Bytes) (0.8 ws/Byte) = 10.1 ps. 
So LANO will request the bus 10.1 ps later. It should be 
noticed that LANO (and LAN1 also) have a latency tolerance 
of 12.8 ps. This latency is more than adequate for the cur- 
rent latency of 8.1 ys. 


) 0.25 ws/Transfer = 0.5 ps. 
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SCSI LANO LAN 1 
7.8 us 1.5 1.5 


9.9 us 
. TL/F/11141-2 
FIGURE 3. Initial Latency for LAN1 Card. 
At point “D” LANO finished it’s transfer and LAN1:3 and the 
ESDI controller arbitrate with LAN1 winning due to it’s high- 
er priority. Total bus occupancy for LAN1 will again be 
Trot = Tr + Ta . 
Tr = 1.0 ps (because of the 16 byte transfer as calculated 
above). _ 
9.9 ps + 1.0 ps 
4=>= = 1 i . 
0.8 ns/Byte 3 SEP Bytes Accumulated 
12 additional bytes (3 long words) will transfer with 1 byte 
remaining in the FIFO and 5 bits in serial/parallel converter. 
0.25 us _ 
4 Bytes 
Trot = 1.0 ws + 0.75 ps = 1.75 ps. 
Therefore LAN1 will own the bus for 1.75 ys. Since LAN1’s 
latency tolerance of 12.8 ys is greater than the current la- 
tency of 9.9 ps, it will be guaranteed access and no FIFO 
overruns will occur. LAN1 will then request the bus when it’s 
FIFO threshold has again been reached. Since there is 1 
byte left in the FIFO and 5 bits in the serial/parallel convert- 
er, the request time will be: . 
TreQ = (16 — 1 — &% Bytes) (0.8 ps/Byte) = 11.5 us 
: ; 


SCSI LANO LAN1 | Arb & Ref] Floppy 
7.8 us 1.5 175] 0.5 0.5 


11.65 ps 


Ta = 12 Bytes 0.75 us 





“TL/F/11141-3 
FIGURE 4. Latency Till End of LAN1 Card Bus 
Occupancy Followed by Arbitration 
and Floppy Disk Access 


At point “F” the SCSI controller, LANO and LAN1 have had 
their turn.on the bus. At this point another arbitration will 
take place. Since the system needs to refresh memory, we 
will put in a refresh cycle now. This refresh will extend the 
arbitration by 200 ns, to a total of 500 ns. We also need to 
account for a floppy controller access. It is important for the 
floppy controller to gain access to the bus because if one of 
it’s drives is a “floppy tape” and a byte was lost, the tape 
would have to stop, rewind, and re-read/write to that logical 
sector, taking a very bad performance hit. This situation 
needs to be prevented. We will assume that DMA channel 2 
will win this arbitration and the floppy controller will transfer 
one byte, staying on the bus for approximately 500 ns. We 
now have: . 


G eH 


scsi LANO LAN1| Arb & Ref! Floppy LAN2 
7.8 us 1.5 1.75} 0.5 0.5 1.5 


12.95 ys 





TL/F/11141-4 

FIGURE 5. Bus Latency Time for LAN2 Card . 
After the floppy access, LAN2:3 and the ESDI controller will 
arbitrate at point “G”, with LAN2 winning and beginning to 
transfer at point ‘H”. Since LAN2’s latency tolerance is 
19.2 xs and 12.95 ys is the current latency, there is 6.25 ps 
of margin left to guarantee proper access. How long will 
LAN2 stay on the bus? 

Trot = Tr + Ta 
Tr = 0.5 ps (for any 8 Byte Transfer) 
# = (12.95 ps + 0.5 ps) (1 Byte/0.8 ps) 
= 16.8125 Accumulated Bytes. we G 
The SONIC will then transfer the additional 16 bytes (4 long 
words) that were accumulated in the FIFO and keep the 
remaining 6.5 bits in the serial/parallel converter. 
Ta = 1.0 ps (from a previous calculation for a 16 byte 
transfer) 
Trot = 0.5 us + 1.0 ps = 1.5 ps. 

LAN2 will then re-arbitrate when it’s FIFO has reached 
8 bytes. This will be as shown in Figure 6. 


| J 


Scs! LANO LANT | Arb & Ref} Floppy | Arb | LAN2 LAN3]. - 
_ 7.8 ps 1.5 1.75 0.5 0.5 70.37] 1.5 1.5 


14.75 us 
FIGURE 6. Bus Latency Time for LAN3 Card 
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TrEQ = (8 — 6.5/8 Bytes) (0.8 .s/Bytes) = 5.75 ps later. 


K 


scsi LANO LAN1] Arb & Ref} Floppy LAN2 LAN3. ESDI 
7.8 ps 1.5 1.75 0.5 0.5 1.5 1.5 7.8 ps 


16.55 ps 


TL/F/11141-6 


FIGURE 7. Total Bus Latency Time until Beginning of ESD! Drive Bus Access 


At point “I” LAN2 is finished and LAN3 and the ESDI board will arbitrate with LAN3 winning. Since LANS has a latency tolerance 
of 19.2 ys and only 14.75 ws have occurred since LAN3 could have owned the bus, the latency margin of 4.45 ys is left over 
and a proper bus access has been guaranteed. LAN3 will then occupy the bus for: 


Trot = 17 + Ta 
Ty = 0.5 ps (from before for an 8 byte threshold) 
# = (14.75 ps + 0.5 ps) (1 Byte/0.8 ps) 
= 19.0625 Accumulated Bytes. 


The SONIC will transfer 16 bytes (4 long words) with 3 bytes 
remaining in the FIFO and 0.5 bits in the serial to parallel 
converter. 


Ta = 1.0 ys for a 16 byte transfer so we have 
Trot = 0.5 us + 1.0 us = 1.5 ps. 
LANS will then arbitrate again when its FIFO threshold of 8 
bytes has been reached. This will be: 


8-3-—0.5 
TREO = (r=) (0.8 ps/Byte) = 3.95 ps 


So LAN3 will request the bus again in 3.95 ps. At this point 
we have the following sequence of events: 


At point “K’”, the ESDI controller will arbitrate and win and 
will stay on the bus for 7.8 zs. After winning the bus, the 
ESDI controller will deassert PREEMPT*. The SCSI control- 
ler can now assert PREEMPT* (because fairness has been 
enabled for it) to request the bus again since it has still more 
data to transfer. 


In all of the previous illustrations we showed all devices and 
their respective occupancy times and their relative se- 
quence. The following graph visually shows how long all 
devices will own the bus relative to each other. It is quite 
apparent that due to the SONIC’s and MCA’s high speed 


SCS] ARB LANO ARB LANI 


REF 


ARB & FLOPPY ARB 


DMA, the LAN controllers are on for a minimal amount of 
time. Streaming Mode MCA adapters would be on for half 
the time. 

In this example we have taken a worst case scenario by 
assuming all the LAN boards and the ESDI board will re- 
quest the bus simultaneously at the very beginning. of the 
SCSI transfer period. We have shown that even in this situa- 
tion all devices have accessed the MCA bus without error 
and with plenty of latency margin left over. Table IV summa- 
rizes these results. 


TABLE IV. Accrued Latency 


Latency 
ran 


Device 
Latency 
Tolerance (js) 


Cty 
| 8 | 47 | 
| ee | 8 
es See 

-—_ 


Accrued 
System 
Latency (1s) 


REFRESH 11.65 
12.18 
| 1205 | tee | 2s | 


Pars | 92 ans 
Piess | wow | 


Note: These latencies are particular to the device in question. 





LAN2 ARB LAN3 ARB ESDI 


TL/F/11141~8 


FIGURE 8. Individual Bus Usage Times for All Bus Masters, and Arbitration Cycles 
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Since we are basing our calculation on this simultaneous 
request, what will happen when these LAN boards arbitrate 
again? Will this worst case scenario happen again? Based 
on our previous calculations the LAN boards will request 


again at different times. The following diagram shows when -. 


the LAN boards will arbitrate once more: 
LAN2 


7.8 ps 


FIGURE 9 


It can be seen now that starting with a worst case scenario 
as described above, the next set of LAN requests will be 
staggered apart throughout the ESDI transfer and our worst 
case scenario has all but disappeared, even after starting 
with it in the beginning. The LAN boards will still request and 
occupy the bus consecutively, however, they will now be on 
the bus for a shorter period of time. This is because the 
controller will get the bus sooner than in our worst case 
scenario; fewer bytes would have been accumulated in the 
FIFO since its threshold was reached hence a shorter trans- 
fer period. This means that other devices such as the CPU 
and mass storage controllers can have the bus sooner and, 
occupy it longer than before. This equates to overall faster 
data throughput and more processing time for the CPU. It is 
up to the designer to determine when this worst case sce- 
nario will occur again, but it can be seen that the probabili- 
ties are exceptionally low that it will ever be repeated; how- 


TL/F/11141-7 ° 


_ ever, if it did by properly setting arbitration and threshold 


levels and fairness options, the high performance of the 
SONIC can be readily achieved. 


Since all devices have had a chance on the bus, what hap- 
pens to the CPU during this worst case scenario? It has 
duties of its own such as protocol processing, updating de- 
scriptor lists, managing packets, etc. In the rare instance of 
this worst case scenario it wouldn't have immediate access 
to the bus. However, in nearly all the following accesses 
where the LAN accesses are staggered apart, there would 
be plenty of time for the CPU to access system memory. 


One of the assumptions of this example is that no two con- 
secutive transfers of 7.8 ys will occur in a row on the MCA 
bus when the LAN controllers are requesting it. The only 
way for this to happen was if there was a board which need- 
ed the bus immediately, and had a higher priority than the 


LAN boards and also would own the bus for a long period of 
time. However, a long bus occupancy time suggests a large 
buffer to hold all that data that is being transferred. A large 
buffer means it can tolerate longer latencies which means it 
can be set to a lower priority level, which effectively means 
this situation is avoided. Thus the LAN boards can effective- 
ly remain at the highest priority level and not be potentially 
locked out due to multiple, consecutive, 7.8 ys transfers, 
which won’t happen. 


Throughout this analysis a concern of the designer may be 
bus efficiency. Since the SONIC transfers just a few bytes at 
a time, it will request the -bus often causing the arbitration 
time to be a significant portion of the transfer cycle. Howev- 


er, because of the Ethernet transfer rate of 1.25 MB/s these 
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requests won’t be often. When compared to the transfer 
times of the SCSI and ESDI boards, these arbitration times 
are not too significant (see Figure 8) and won’t occupy 
much bus bandwidth. With these lower thresholds and 
bursty transfers, these inefficiencies become apparent. 
However, the SONIC more than compensates in other ar- 
eas. The 20 MB/s transfer rate of the DMA allows for mini- 
mal time on the bus. With Streaming Mode Micro Channel, 
the bus occupancy can be further lowered by having a 
40 MB/s data rate. By keeping the FIFO down to 32 bytes, 
the buffering of runt packets is eliminated. A larger FIFO 
may buffer many of these unwanted packets in a heavily 
loaded network and wastes valuable bandwidth. Also, the 
SONIC’s buffer management structure has been designed 
for simplicity and performance. With much of the perform- 
ance bottleneck happening in the upper protocol layers, a 
very fast and efficient driver becomes a necessity. The 
SONIC’s register oriented buffer management scheme 
makes this possible. Upating descriptor lists is simple and 
doesn’t take much processor overhead. It is very efficient. 
The on-board CAM can hold up to 16 different physical and 
multicast addresses. This allows supporting multiple proto- 
cols at the MAC level. By assigning a different physical ad- 
dress to each of the different protocols supported by the file 
server, protocol filtering can be done at a very low level, 
where it is much more efficient. To implement this without a 
CAM with a controller that supports only one physical ad- 
dress would necessitate it to enter promiscuous mode, 
meaning that it would have to buffer every packet on the 
network-this would be a very great waste of system band- 
width. Another way to improve efficiency would be to tie 
multiple SONICs together while maintaining a single MCA 
bus interface. The MREQ* and SMACK* pins on the SONIC 
allow it to be a slave to other devices, even other SONICs. 
By tieing multiple SONICs together, they could be time mul- 
tiplexed into one MCA time slot; this would have the advan- 
tage of requiring only one arbitration cycle for multiple con- 
trollers. Not only would the efficiency go up but costs would 
come down as multiple SONICs would share just one bus 
interface. In short, the SONIC provides an optimal balance 
to achieve exceptional performance at all levels where sys- 
tem performance is measured. 











32-Bit Bus Master Ethernet 
Interface for the 68030 
(Using the Macintosh | 
SE/30) | | 


OVERVIEW 


National Semiconductor’s SE/30 Ethernet adapter provides 
a high performance, 32-bit, bus master network connection 
for Apple’s 68030 based compact Macintosh computer. 
This design is based around National Semiconductor's Sys- 
tems Oriented Network Interface Controller (SONICT™, 
DP83932), which interfaces directly to the extension slot of 
the SE/30. The SE/30 design also serves as a model for 
designing the SONIC onto the mother board of a 68030 
based system, since the SE/30’s one expansion slot is es- 
sentially a direct connection to the Motorola 68030. 


A block diagram of the adapter can be seen in Figure 7. The 
SE/30 Ethernet adapter operates synchronously with the 
16 MHz SE/30 mother board and accesses the necessary 
transmit and receive buffers directly in the system’s main 
memory, via 16 MHz 3 cycle asynchronous DMA opera- 
tions. At this rate, the bus utilization for the buffering of a 
single packet is approximately 6% of the total bus band- 
width. 


In addition to it’s high performance DMA, the SONIC also 
has an on board Ethernet Manchester Encoder/Decoder 
(ENDEC), which allows the SONIC to communicate directly 
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with any AUI interface. In fact, the SE/30 board has the 
capability to be connected to a network through either thin 
wire (10Base2) or AU! drop cable (10Base5) Ethernet. 

It is also worth mentioning that the SE/30 adapter supports 
the use of Macintosh Nubus Slot Manager features, such as 
interrupt handling, with an on board Slot Manager PROM. 
This does not cause the board to incur any extra cost, since 
some type of PROM must already be used to store the 
adapter’s Ethernet address. 


FEATURES 
@ 32-bit bus master system interface 


' m Asynchronous high speed 3 cycle DMA 


m 100% on card address filtering, via the SONIC’s on 
board Content Addressable Memory (CAM): 

& Minimal number of components 

m Supports both AU! cable and thin wire Ethernet — 

m= Optimal placement of receive and transmit data and de- 
scriptors in system memory 

= Supports Macintosh Slot Manager 

m Portable to 68030 mother board designs 
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FIGURE 1. Adapter Block Diagram 
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FUNCTIONAL OVERVIEW 


System Interface 
The Macintosh SE/30 provides a single 32-bit expansion 


. slot, which basically consists of the control, data, and ad- 


dress signals of the mother board’s CPU, the 68030. In ad- 
dition to these signals, the expansion slot also provides Nu- 
bus compatible interrupt lines, so that Slot Manager soft- 
ware can be incorporated, if a Slot Manager PROM is 
placed on the card. Hence, the hardware interface between 
the SE/30 and the Ethernet adapter is essentially a 68030 
bus interface, while the driver software interface is similar to 
that of a Macintosh II Nubus adapter. This solution is opti- 
mally achieved through the use of National Semiconductor's 
SONIC, whose 32-bit data and address buses and control 
signals interface directly to those of the Motorola 68030. 


The SE/30 Ethernet adapter operates in both a slave and 
master mode. When operating in a bus master mode, the 
SE/30 Ethernet adapter arbitrates with the host system for 
control of the SE/30 bus and proceeds to operate as a 32- 
bit DMA engine between the system memory and the net- 
work. A block diagram of this interface can be found in Fig- 
ure 7, The bus master mode of operation allows for the use 
of system memory, instead of on card RAM, for the buffer- 


_ ing of transmit and receive data and their descriptors. Mas- 


ter operation is facilitated by the SONIC, which is at the 
heart of this adapter’s design. The SONIC provides the 
complete implementation of the IEEE 802.3 specification 
from the AUI interface through the MAC layer, as well as 
performs a direct system interface to the 68030. In fact, 
when interfacing to the SE/30 backplane, the SONIC car- 
ries out 16 MHz 3 cycle asynchronous DMA, which is fully 
synchronous with the 16 MHz mother board of the SE/30. 
This enables the SE/30 adapter to operate on the bus in the 
same fashion as the 68030 and utilize only 6% of the bus 
bandwidth, during an Ethernet reception or transmission. 
The bus master design provides for the highest possible 
throughput between the system and the network, while at 


Network Interface 


With respect to the adapter’s physical! layer design, both 
AUI drop cable Ethernet and thin wire Ethernet are support- 
ed. The SE/30 adapter consists of two boards, the main 
logic board, which contains the SONIC, and the connector 
card which provides for the AUI and thin wire network con- 
nections. The connector card, whose block diagram is 
shown in Figure 2, contains a 15-pin AUI drop cable con- 
nector for standard drop cable Ethernet implementations, 
as well as a thin wire Ethernet connection via the National 
Semiconductor coaxial transceiver interface (CTI, DP8392). 


AUI CABLE 


| 


=9 VOLTS 
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FIGURE 2. Connector Card Block Diagram 


Either of these network connections can be chosen through 
the use of a single jumper. In either case, the AUI signals 
(RX+, TX+, and CD+) are sent back to the main logic 
board, where the SONIC resides. These signals are inter- 
faced to the ENDEC portion of the SONIC, which provides 


ISOLATION 


. for communication between the AUI interface and the non- 


the same time requiring only a minimum of parts to imple- ‘ 


ment. 


When the adapter is a slave, the host system accesses ei- 
ther the Slot Manager PROM or the SONIC’s registers. All 
slave operations are done via memory reads and writes, 
since both the PROM and the SONIC registers are mapped 
into system memory. The slave architecture is depicted in 
the adapter block diagram (Figure 1). While in the slave 
mode, the SONIC once again provides a direct interface to 
the SE/30. The only necessary interface logic is the ad- 
dress decode for the SONIC chip select (-SONICCS). At this 
point, it is worth noting that the slave address strobe (-SAS) 
of the SONIC is connected to the data strobe (-DS) of the 
SE/30 instead of the SE/30’s address strobe (-AS). This is 
due to the operation of the SE/30 backplane and will be 
further discussed in the design section of this document. 
However, it is important to remember that in interfacing di- 
rectly to a 68030 CPU the SONIC’s -SAS would be connect- 
ed directly to the 68030’s -AS. 
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return to zero (NRZ) signals (RXD, TXD, and COL) of the 
Media Access Control (MAC) module of the SONIC. It 
should be noted that the integrated ENDEC module of the 
SONIC alleviates the need for an external Ethernet Man- 
chester encoder/docoder, such as National’s CMOS Serial 
Network Interface (CMOS SNI, DP83910). 


BOARD ARCHITECTURE AND DESIGN 


Memory Map 

As stated previously, the SE/30 adapter is completely 
mapped into the addressable memory space of the SE/30. 
A diagram of the memory map can be found in Figure 3. The 
board is mapped into the memory locations F9FFFFFF 
through F9000000. Locations FOFFFFFF through 
F9FFFFOO contain the Ethernet address and declaration 
PROM. This region contains the adapter’s Ethernet address 
as well as the declaration data that is necessary for the 
adapter’s interrupt service routine to take advantage of the 
Slot Manager features, which are provided by the SE/30 
operating system. 








FQ FF FF FF 


FO FF FF 00 ETHERNET ADDRESS AND DECLARATION PROM \ 


as MASS SUMAN 


NOT USED 


F9 00 00 00 


_TL/F/10848-3 
FIGURE 3. SE/30 Adapter’s Memory Map 


The SE/30 specification states that this declaration data 
begin at memory location FOFFFFFF, if the adapter’s inter- 
rupt is generated on the system's IRQ 1 interrupt line. This 
is the case with the SE/30 adapter. The six byte Ethernet 
address immediately follows the Slot Manager software in 
the PROM. It should be noted that the data in the PROM is 
all byte addressable. In addition to the declaration informa- 
tion, the SONIC registers are also mapped into memory. 
These registers are mapped into locations FOFFFFEO 
through FOFFFEFF. The SONIC’s registers are mapped as 
32-bit addressable quantities, in spite of the fact that inter- 
nally all SONIC registers are only 16 bits wide. This is due to 
the fact that the SONIC will always respond as a 32-bit port, 
since it is programmed to operate in 32-bit mode. 


Slave Operation 


When operating as a slave, the Ethernet adapter appears as 
a block of memory to the host system. In slave mode, either 
the SONIC or PROM can be accessed. Timing diagrams for 
slave accesses appear in Figures 4-6. In the case of ac- 
cessing the PROM (Figure 4), the 68030 will issue a byte 
read command. The adapter logic will decode address lines 


8 and 24 through 31 and recognize the fact that the SE/30 
adapter’s PROM is being selected. Once the 68030 asserts 
its address strobe, the logic will issue an enable signal to 
the PROM (-PROMSEL) and assert the cycle acknowledge 
signals (-PDSACKO and -PDSACK1) back to the 68030, in 
order to indicate the adapter’s acknowledgement of a byte 
access. In parallel with the logic’s operation, the PROM will 
decode the address it is being given (AO-A7) and begin to 
source data after receiving the -PROMSEL signal. Finally, 
the 68030 will then finish the read cycle, at which point the 
adapter logic will then deassert -PROMSEL, -PDSACKO, 
and -PDSACK1. 


As seen in Figures 5 and 6, slave accesses to the SONIC 
are completely compatible with the bus of the 68030 proc- 
essor. The only deviation is the connection of -SAS to the 
68030’s -DS instead of -AS. This is due to the fact that 
during slave writes a glitch may occur on the memory read/ 
write line (MR/-W) of the SE/30 backplane, while -AS is 
being asserted. This is fatal, since the SONIC latches the 
value of the slave read/write line (SR/-W, which is connect- 
ed to MR/-W) with the falling edge of -SAS. The connection 
of the 68030’s -DS to -SAS solves this problem. It should 
also be noted that the SONIC is mapped into memory as a 
32-bit peripheral and will respond accordingly. However, 
only the lower 16 data lines (DO-D15) will be valid inputs 
and outputs during slave accesses. 


A 32-bit mapping was selected, since the SONIC is pro- 
grammed to operate in 32-bit mode, which causes the SON- 
IC to respond with the acknowledge signals of a 32-bit port 
(-DSACKO = 0 and -DSACK1 = 0). The only adapter logic 
necessary to facilitate this interface is the decode of ad- 
dress lines 8 and 24 through 31, along with the address 
strobe (-AS), to generate a chip select signal to the SONIC 
(-SONICCS). When accessing the SONIC registers, the 
68030 will perform either a 32-bit read or a 32-bit write. 
Once -SONICCS is asserted the SONIC will respond with 
the acknowledge signals (.DSACKO and -DSACK1) and ap- 
propriately source or sink data. The deassertion of -DS by 
the 68030 signals the end of the cycle and causes the SON- 
IC to deassert -DSACKO and -DSACK1 and terminate the 
slave cycle. 
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FIGURE 4. PROM Read 
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Master Operation 


As stated previously, the SE/30 Ethernet adapter contains 
no local memory. All Ethernet data and descriptors are 
stored in system memory, which is accessed directly by the 
adapter. More specifically, the system memory is accessed 
directly by the SONIC, which interfaces directly to the 68030 
mother board bus of the SE/30. When a master DMA ac- 
cess is required, the SE/30 adapter will arbitrate for the 
SE/30 system bus. This arbitration is performed by the 
SONIC, which connects directly to the bus arbitration sig- 
nals of the 68030. This is depicted in the adapter block 
diagram (Figure 7). A timing diagram of the arbritration cycle 
can be found in Figure 7. When the SONIC initiates a re- 
quest for the system bus, it asserts the bus request signal 
(-BR) and waits for the bus grant signal (-BG) to be returned 
by the system. Once the bus grant signal is received, the 
SONIC will take ownership of the bus by asserting the open 
collector bus grant acknowledge signal (-BGACK), when the 
host system’s -AS, -DSACKO, -DSACK1, and -BGACK are 
all deasserted. Once -BGACK is asserted, the SONIC re- 
moves the bus request signal. 


After acquiring the bus the SE/30 adapter will begin to per- 
form 16 MHz 3 cycle asynchronous DMA on the system 
bus. This function is also facilitated by the SONIC, whose 
direct 68030 interface allows the SE/30 adapter to operate 
on this bus with virtually no interface logic. As seen in Figure 
7, the bus interface signals on the SONIC are attached di- 
rectly to those of the SE/30 backplane. 


Timing diagrams of the adapter’s master read and master 
write cycles appear in Figures 8 and 9. The only external 
interface logic required is for the generation of Function 
Code bit 1 (FC1), SIZO, and address line 0 (AO). These lines 
are not provided directly by the SONIC, but are formulated 
in the adapter logic. All three signals are driven low upon the 
SONIC’s assertion of -BGACK. It should also be noted that 
Function Code bits 0 and 2 (FCO and FC2) and the SIZ1 
signal are also not provided directly by the SONIC. Howev- 
er, these signals require no extra logic. The FCO signal is 
tied high through a backplane resistor and requires no 
board connection, since the SONIC should only access 
memory areas which correspond to function codes with the 
least significant bit set high. These areas are user data 
space (FC2, FC1, FCO = 001) and supervisor data space 
(FC2, FC1, FCO = 101). 

The FC2 and SIZ1 signals are not defined on the SONIC, 
but they can be generated by using the user 0 and user 1 
pins. The user 0 and 1 outputs can be programmed by the 
programmable output bits (POO and PO1) in the SONIC’s 
data configuration register (DCR). The output timing for 
these signals corresponds to the timing for the SONIC’s 
address lines, which is the correct timing for both FC2 and 
$IZ1. By programming POO with a 0 or 1, the adapter can be 
made to access either the user data space or supervisor 
data space of the SE/30’s system memory. In order to pro- 
vide the correct SIZ1 signal for 32-bit operation the PO1 bit 
should be programmed to a 0. 
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FIGURE 7. SONIC Master Arbitration 


1-437 





L69-NV 





AN-691 


-S ~ \ / 


COFCO SION a as 


-DSACK 0° \ me ; / ; 


_-=DSACK 1 Xs [- 7 


MR/=W 
-DS \ = / 
DO-31 vation _X 


FIGURE 8. Master Read 


-DSACK 0 aN cr 
“DSACK 1 a. ee ce 


MR/=W \ / 
-DS \ / 


FIGURE 9. Master Write 


1-438 


TL/F/10848~8 


TL/F/10848-9 








Physical Layer 


The physical layer interface for the SE/30 adapter resides 
on the connector card, which attaches to the back of the 
SE/30. The connector board is linked to the main logic 
board through a ribbon cable that attaches to a 20-pin head- 
er on the main logic board (J2) and another 20-pin header 
on the connector board (J3). These two headers can be 
seen on the adapter schematics, which appear at the end of 
the manual of this application note. The adapter can be 
used in either a thin wire or standard drop cable Ethernet 
environment. When the adapter is used in a thin wire Ether- 
net application, jumper 3 (JB3) must have the jumper cover- 
ing both posts. This enables the DC-to-DC converter to re- 
ceive a 5V input from the SE/30 backplane and convert this 
to a —9V output, which is required by National Semiconduc- 
tor’s Coaxial Transceiver Interface (CTI, DP8392). The CTI 
provides an interface between the 10 MHz Manchester en- 
coded coax cable and the 10 MHz Manchester encoded 
differential signals of the SONIC’s ENDEC. In the case of a 
standard drop cable Ethernet application, JB3 is left uncov- 
ered so that the CTI will not receive power. This allows the 
signals of the SONIC’s ENDEC to pass directly to the AUI 
cable, via the 15-pin AUI connector. In examining the sche- 
matic of the physical layer design, it can be seen that there 
is a pulse transformer at the AU! side of the CTI. This is 
placed here to isolate the CTI from the SONIC’s ENDEC 
signals, when the AUI drop cable connection is being em- 
ployed. This transformer also provides the IEEE 802.3 spec- 
ified isolation between the coax and the differential AUI sig- 
nals, when thin wire Ethernet is being used. It is also 


ADAPTER LOGIC EQUATIONS 


necessary to provide a termination for the 789 AUI cable’s 
differential receive and collision pair (RX+ and CD+). This 
is the reason for the 39N -1% resistors and 0.01 pF capaci- 
tors that are shown in the schematic. 


Since the ENDEC resides within the SONIC, two compo- 
nents of the physical layer design are located on the main 
logic board, which can be seen on the schematics. First, 
each one of the transmit pairs (TX+ and TX—) requires a 
2702 non-precision pull down resistor (R1 and R2) to com- 
plete the interna! source follower amplifiers that drive these 
signals. Second, there is an isolation transformer (T1) 
placed between the differential signals of the SONIC’s EN- 
DEC and the header for the ribbon cable. This isolation is 
necessary to guarantee that the SONIC meets the IEEE 
802.3 fail safe specification of a 16V DC level appearing on 
the AUI cable's differential signals. The external isolation is 
necessary, due to the fact that in the powered down state 
the CMOS process, in which the SONIC is manufactured, 
may not be able to withstand this voltage. 


The final feature of the physical layer design is the diagnos- 
tic LEDs. The yellow LED indicates that the ENDEC carrier 
sense signal (CRS) is asserted. An inverted version of CRS 
drives this LED. The green LED indicates that a transmis- 
sion is in progress, and the red LED indicates the presence 
of a collision. The transmission LED and collision LED are 
driven by inversions of the SONIC’s transmit enable (TXE) 
and collision output (COL) signals, respectively. The signals 
for the LEDs are supplied from the main logic board, via the 
ribbon cable that connects the two boards. 


The following is the set of logic equations that are necessary to implement the adapter logic block found in Figure 7. As shown in 
the schematics, this logic can be implemented in a single 16L8B PAL. 


Inputs 


A31, A30, A29 Pin , 2,3, — 
A28, A27, A26 Pin 9, 
A25, A24, A8 Pin , 8, 
AS, BGACK Pin 1 


Outputs 

AO Pin 
S!ZO Pin 
FC1 Pin 
PDSACK1 Pin 
PDSACKO Pin 
-PROMSEL Pin 
-SONICCS Pin 


18; PROM chip select 
19; SONIC chip select 


Equation: 


AO = 0 

SIZO = 0 

FC1 = 0 

PDSACKO = 0 

PDSACK1 = 

ENABLE AO = -BGACK 
ENABLE SIZO = -BGACK 
ENABLE FC1 = -BGACK 


12; Address line 0 (TRI-STATE) 

14; 68030 SIZO signal (TRI-STATE) 

15; 68030 Function Code 1 signal (TRI-STATE) 
16; PROM cycle acknowledgement (TRI-STATE) 
17; PROM cycle acknowledgement (TRI-STATE) 
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ENABLE PDSACKO = A31*A30*A29*A28*A27*-A26*-A25*A24*A8*-AS 
ENABLE PDSACK1 = A31*A30*A29*A28*A27*-A26*-A25*A24*A8*-AS 
SONICCS = A31*A30*A29*A28*A27*-A26*-A25*A24*-A8*-AS 
PROMSEL = A31*A30*A29*A28*A27*-A26*-A25*A24*A8*-AS 
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_ Note: C9 thru C17 are the SONIC’s DECOUPLING CAPS 
and are to be placed as follows: 
C9 Across VCC1 & GND1 
C10 Across VCC2 & GND2 
C11 Across VCC3 & GND3 
C12 Across VCC4 & GND4 
C13 Across VCC5 & GND5 
C14 Across RXVGC & GND6~. 
C15 Across PLLVCC & ANGND 
C16 Across TXVCC & TXGND 
C17 Across VCCL & GNDL 
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DP839EB-MCS SONIC™ 
MICROCHANNEL® Ethernet 
Adapter 


GENERAL DESCRIPTION 


The Microchannel Evaluation board is a high-performance 
Ethernet Adapter card designed to provide significant 
throughput increases over other Ethernet adapter cards cur- 
rently available. This board employs a bus master architec- 
ture for directly storing/retrieving data into system memory; 
thus, eliminating the need for intermediate packet copying. 
Using the DP83932’s high-speed DMA capabilities, this 
board achieves a 16 Mbytes/sec transfer rate across the 
bus, utilizing a 32-bit data and 24-bit address path. The 
board also features extensive evaluation options to choose 
between Ethernet/Thin-Ethernet, 16/32-bit data path, and 
internal/external Ethernet ENDEC. The Microchannel 
Ethernet Adapter couples National’s DP83932 Systems-Ori- 
ented Network Interface Controller (SONIC) with the 
DP8392 Coaxial Transceiver Interface (CTI) to form a sim- 
ple two chipset solution for IEEE 802.3 networks. 


BLOCK DIAGRAM 


Slave Access Section 


Chip Decode 
and | 
IRQ Select 


SONIC Select 
PROM Select 
POS Select 


Control 


Arbitration 


Bus Master Section 


National Semiconductor 
Application Note 732 
Wesley Lee 

Richard Bowers 


FEATURES oe 

e Utilizes the DP83932 and DP8392 chipset 

¢ 16/32-bit data path 

16 Mbytes/sec DMA throughput 

e Extensive SONIC evaluation options 

® 14 selectable I/O address ranges 

© Compatible with PS/2® models 50, 60, 70, 80 
e 4 selectable interrupts 

¢ Bus master/burst capability 

¢ Ethernet/thin-ethernet selectable 
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1.0 BOARD DESCRIPTION 


The Microchannel Ethernet Adapter is a high-performance, 
16/32-bit busmaster board designed to demonstrate the ad- 
vanced features of the DP83932. It consists. of three main 
sections: (1) the physical layer, (2) the slave access section, 
and (3) the bus master section. The Physical Layer section 
consists of the internal ENDEC (encoder/decoder) of the 
SONIC, the coaxial transceiver (DP8392) and isolation 
transformers and is responsible for driving and receiving the 
IEEE 802.3 networks signals. The Slave Access section 
consists of the address. decode circuitry necessary to ac- 
cess the SONIC’s internal registers, the POS registers, and 
the PROM. Finally, the Bus Master section composes of the 
interface logic which permits the SONIC to gain access of 
the Microchannel bus. 


2.0 PHYSICAL LAYER SECTION 


The physical layer section drives and encodes data onto the 
network during transmission, and decodes the data during 
reception. The Ethernet Adapter uses the on-chip ENDEC 
(encoder/decoder) from the SONIC and the coaxial trans- 
ceiver, the DP8392, for these purposes. This physical layer 
section is illustrated in Figure 7. 


DP83932 
SONIC 


CD+ 
cD- 
RX+ 
RX- 
TX+ 
TxX- 


ISOLATION 


The Ethernet Adapter provides connections to both thick- 
wire and thin-wire Ethernet. The thick-wire (AUI) connection 
is made via the TX+, RX+, and CD+ signals from the 
SONIC, an external pulse transformer and a 15-pin D con- 
nector. The external pulse transfer is required to meet the 
IEEE 802.3 high voltage (16V) specification at AUI interface. 
The thin-wire connection is made via another external pulse 
transformer and the on-board coaxial transceiver, the 
DP8392. This external pulse transformer is necessary to 
completely isolate the TX+, RX+, and CD+ pins when the 
DP8392 is powered down. 


2.1 Switching between Thin or Thick-Wire Ethernet 


To swap between thin and thick-wire Ethernet, POS 10-bit 
turns on/off the DC-DC converter. In the thin-wire configura- 
tion, the DC-DC converter is turned on, powering up the 
DP8392 to receive/transmit data onto the thin-wire cable. In 
the thick-wire configuration, the DC-DC converter is turned 
off, forcing the DP8392 to shut down. The pulse trans- 
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15 Pin Connector 


Connector 


ISOLATION 


Converter 
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FIGURE 1. Simplified Physical Layer Section 
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former B isolates the TX+, RX+ and CD+ signals of the 
DP8392 and allows data to pass through the 15- “pin D con- 
nector unloaded by the DP8392. 


3.0 SLAVE ACCESS SECTION 


During initialization and status updates, the SONIC register 
may be accessed to provide configuration and status infor- 
mation. The CPU accesses these registers by driving the 
proper address on the register address lines (RA5—RAO) 
and chip selecting the SONIC. The SONIC responds with 
-RDYO (ready out) when its registers are available for ac- 
cessing. The CPU may also access the ID PROM and POS 
registers to respectively read the board’s Ethernet Physical 
Address.and configuration information. The system access- 
es the SONIC, PROM, and POS register via the Address 
Decode Logic described below. (The slave access section 
is shown on page 1 of the schematic.) 


3.1 Address Decode Logic 


The Address Decode Logic provides the decoding for the 
SONIC, POS registers, and PROM. This decoding is user 
programmable with the Address Select bits (ADDRO-3) 
from POS register 102. The Decode Logic decodes these 
bits along with the address and control signals from the 
Microchannel! bus to determine the selected address base 
(see POS register 102 description in Section 5.0). The de- 


Bit 15 
Byte Offset 0 


J -0: 
17 a 


coding is a two step process. First, the unlatched address 
and control signals are decoded to determine if the card is 
selected; then further decoding is performed to select the 
proper component on the board. Because the address and 
control signal on Microchannel bus are not valid for the du- 
ration of the bus cycle, these signals must be latched. 


The Address Decode Logic, implemented with two PALs 
and two latches, operates in the following manner. The 
CARD. DECODE PAL first decodes the unlatched address 
(A15-A7) and contro! signal (M/-IO) from the Microchannel 
bus along with the POS address select bits (ADDRO-3) to 
generate the CARDSEL signal. This signal is then latched 
and further decoding is performed by the CHIP DECODE 
PAL. This PAL decodes the latched -LCARDSEL signal, the 
latched lower address LAO-2, LA5-7 and the latched con- 
trol signals (-LSO, -LS1, and -LCDSETUP) to provide chip 
selects the SONIC, POS registers, or the PROM. The ad- 
dress and control signals are latched on the leading edge of 
-CMD with a ACT573 transparent latch. 


3.2 1/0 ADDRESS MAP 


The Microchannel Ethernet Adapter’s address base is spec- 
ified by bits ADDR3-0 in POS register 102. The board occu- 
pies 256 bytes as shown in Figure 2. 


SONIC Registers 
(128 bytes) 


Adapter ID 
(2 bytes) 


Physical Address 
(6 bytes) 


—- 


Not Used 
(24 bytes) 


POS Registers 
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Aliased POS Registers 
94 bytes) 
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FIGURE 2. Ethernet Adapter’s I/O Address Map 








4.0 BUS MASTER SECTION 


The Microchannel evaluation board employs a bus master 
architecture to quickly transfer data from/to system memory 
to/from the internal FIFOs of the DP83932. The DP83932’s 
FIFOs are sufficiently large (32 bytes) to absorb all reason- 
able bus latencies which may occur on the Microchannel 
bus. When accessing the bus, the evaluation board follows 
the required Microchannel protocol using the arbitration lev- 
el programmed in the POS 103 register. The bus master 
logic is partitioned into two sections, the Local Bus Arbiter 
which implements the microchannel bus access protocol 
and the Signal Translator which interfaces the SONIC con- 
trol signals to the Microchannel bus. (The bus master sec- 
tion is shown on page 2 of the schematic.) : 


4.1 Local Bus Arbiter 


The local bus arbiter allows the Ethernet Adapter to com- 
pete for the Microchannel bus when an arbitration cycle is in 
progress. The arbitration cycle begins after the Ethernet 
Adapter asserts -PREMPT and the ARB/-GNT signal has 
subsequently gone high. The Ethernet adapter participates 
in the arbitration cycle by gating its arbitration vector onto 
the bus and simultaneously comparing it with all other vec- 
tors appearing on the bus. If the Local Arbiter detects an 
arbitration vector lower than its own, it removes its vector 
and waits for the next arbitration cycle; otherwise, if the 
Ethernet Adapter has won, it may begin transferring data 
onto the bus. 


The Local Arbiter is implemented with two PALs, ARBVEC, 
and ARBMAC (support logic is also in the Logic PAL). The 
ARBVEC PAL implements the arbitration vector function 
which drives and simultaneously reads the vector on lines 
ARB3-—ARBO when an arbitration cycle is in progress. This 
PAL indicates whether it has won the bus by asserting 
-BUSWIN low. The arbitration vector is user programmable 
via bits SELARBO-3 of POS register 103. The second PAL, 
ARBMAC, controls the enabling of the arbitration vector. 
This PAL consists of an asynchronous state machine to 
monitor bus activity from the Microchannel bus and the 
SONIC. This state machine shown in Figure 3 contains the 
following states. 

IDLE: No bus activity by the SONIC; HOLD request is not 
asserted 

The SONIC is requesting usage of the bus but an- 
other device may be using the bus; -PREMPT is 
asserted ; 

An arbitration cycle is occurring on the bus. The 
arbitration vector is enabled; -PREMPT is still as- 
serted. 

The SONIC has lost the arbitration cycle. It de- 
gates its vector and waits for the next cycle. 
-PREMPT is still asserted. 

The SONIC has won; detects -BUSWIN low from 
ARBVEC PAL. An intermediate state to XFER2. 
(This state is needed so that only one output 
changes between states.) 

PREMPT is still asserted. 

The SONIC performs its data transfer. -BURST is 
asserted and -HLDA is issued to the SONIC. 
-PREMPT is deasserted. 


The fairness algorithm has been enabled. 


REQ: 
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HOLD*ARB/—GNT 


HOLDeFAIR 


-PREMPT 
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FIGURE 3. Local Bus Arbiter State Machine (ARBMAC) 


The Local Arbiter state machine defaults to IDLE when the 
SONIC is idle. When HOLD is asserted, the state machine 
transitions to REQ and then to ARB when ARB/-GNT goes 
high. During this state, ARBMAC enables ARBVEC to begin 
driving its vector onto lines ARB3-0 and monitors -BUSWIN 
when ARB/-GNT has subsequently gone low. If -BUSWIN is 
high, the Ethernet adapter has lost and the state machine 
proceeds to LOSE and waits for the next arbitration cycle. 
Otherwise, the Ethernet adapter has won and the state ma- 
chine proceeds to XFER2 via XFER1. During XFER2, Hold 
Acknowledge (HLDA) is issued to the SONIC, allowing it to 
transfer data onto the bus. (For robust asynchronous state 
machine design, XFER1 is used to insure that only one out- 
put changes between states.) When the SONIC finishes its 
block transfer, the state machine finally transitions either to 
FAIR or IDLE, depending upon the FAIR bit in the POS 103 
register. 


The state machine obeys the fairness algorithm when the 
FAIR bit in POS register 103 has been set. This algorithm 
insures that all competing devices will eventually gain ac- 
cess to the bus. If the FAIR bit is set, the state machine will 
stay in FAIR until all other devices have completed their bus 
transfers (i.e., -PREMPT is no longer asserted) before re- 
turning to IDLE. 


4.2 Signal Translator 


The Signal Translator converts the control signals from the 
SONIC into the signals required by the Microchannel bus 
and matches the timing of these signals to be consistent 
with the 3 primary modes of the Microchannel! specification, 
Default mode, Synchronous Extended mode, and Asynchro- 
nous Extended mode. The Signal Translator matches the 
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timing by.using a synchronous state machine to convert the 


_ SONIC’s contro! signals, MW-R, -ADS, and -DS to -SO, -S1, 


-ADL, and -CMD of the Microchannel bus. Note that since 
the SONIC is capable of operating considerably faster than 
the Microchannel bus, it is required that the SONIC be pro- 
grammed in asynchronous mode and inserts 3 wait-states 
for each memory cycle. Configuring asynchronous mode 
and the 3 wait-states are programmed by resetting the 
STERM bit and setting bits WC1 and WCO and in the Data 
Configuration register. The state machine, shown in Figure 
4, contains the following states. 


IDLE: No bus activity by the SONIC. 


WAIT: SONIC has asserted -ADS; wait for one bus clock to 
provide address setup time to leading edge of -ADL. 


ADL: Assert -ADL for one clock cycle. 


=ADSeHLDA 





=ADS 
Note: UCT = Unconditional Transfer . 
Note: The state machine is reset when HLDA is deasserted. 


FIGURE 4. Signal Translator State Machine 
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CMD1: Synchronous or Asynchronous Extended mode re- 
quested. CDCHRDY has been deasserted by mem- 


ory. Begin asserting -CMD and SYNWAIT. 
Default mode requested. Begin asserting CMD. 
Continuing to’ assert -CMD and SYNWAIT. 


SONIC finishes up memory transfer. -CMD is deas- 
serted when -DS goes low. Transition back to IDLE 
when -ADS goes low. 


The Signal Translator may take one of two paths during a 
SONIC bus operation. In the first path, the Signal Translator 
goes through states, WAIT, ADL, CMD2, and finally DATA. 
This path is taken if the memory does not require any wait- 
states and allows the SONIC to operate as fast as permitted 
on the Microchannel bus (Defau/t mode, minimum cycle 
time = 200 ns). To satisfy all the timing requirements of 
Microchannel, the SONIC must use 5 bus clocks at 20 MHz 
for the memory cycle. This path is illustrated in Figure 5. The 
second path goes through states: WAIT, ADL, CMD1, 
CMD8, and DATA. This path gives ‘at least an additional 
100 ns to the memory cycle for compatibility with the Syn- 
chronous Extended mode (300 ns) or the Asynchronous Ex- 
tended mode (=300 ns). 


The memory may deassert CDCHRDY in two ways. In the 
first manner, the memory requests a Synchronous Extended 
mode by pulsing COCHRDY within 60 ns after the address 
goes valid then driving it active after -CMD has subsequent- 
ly gone tow. The timing is illustrated in Figure 6. (Note that 
the Ethernet adapter accesses the ready signal via the re- 
turn signal, CHRDYRTN.) The additional 100 ns is added by 
deasserting the RDYi input of the SONIC during CMD1 and 
CMD3. The RDYi input is deasserted by NANDing (in the 
IRQSEL PAL) the SYNWAIT output generated by the Signal 
Translator with CHRDYRTN. Note that in asynchronous 
mode, the SONIC terminates the memory cycle 1 bus after 
clock after -RDYi is asserted.) In the second manner, the 
memory requests the Asynchronous mode by deasserting 
CDCHRDY as before, but does not assert COCHRDY until it 
is ready to be accessed. 


In addition to the signals generated by the Signal Translator 
(-SO, S1, -ADL, -CMD), there are 8 other signals which must 
be generated each time the SONIC gains access to the bus. 
These signals are MADE24, M/-lO, -SHBE, TR32, and 
BEO-3. The first 4 signals are enabled whenever the SON- 
IC is bus master, and the latter 4 are enabled when the 
SONIC is configured for 32-bit data mode. Since these sig- 
nals remain constant for the duration of the SONIC’s trans- 
fer cycle, they are driven to their proper levels using a 
ACT244. 


CMD2: 
CMDs: 
DATA: 
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4.2.1 SIGNAL TRANSLATOR TIMING 

b ae Microchannel Ethernet 
Figures 5, 6, and 7 show the timing generated by the Signal Parameter Spec Adapter 
translator for Default Mode (minimum cycle time = 200 ns), . 
Synchronous Extended Mode (minimum cycle time = 45 ns (min) 75 ns (min) 
300 ns) and Asynchronous mode (cycle time = 300 ns). | 4] 40 ns (min) 
States Ti, T1 and T2 indicate the DMA states of the SONIC a a0 stn) 
while states IDLE, WAIT, ADL, CMD1, CMD2, CMD3, and 85 ns (min) 125 ns (min) 
DATA indicate the corresponding states of the Signal Trans- | Ti9, | 125 ns(max) | 
lator. Note that the SONIC must be configured in asynchro- ie 125 ne ne) 200. ns (max) 
nous mode and be inserting 3 wait-states. Also note that 60 ns (max) 100 ns (max) 
CHRDYRTN, shown in Figures 6 and 7, is the ready return | teen | te0ns(max) _| 
signal provided by the Microchannel bus. T26D 160 ns (max) 175 ns (max) 
The timing parameters, shown as “T#,” indicate the critical T29S 60 ns (max) 60 ns (max) 


timing constraints which the Signal Translator and the SON- 
IC must meet in order to be compatible with the Microchan- 
nel bus. These parameters and the corresponding Ethernet 
adapter parameters are tabulated below. 


Tl 1 T2(wait) T2(walt) T2(wait) T2 a8 T2(walt) T2(wait) 12(walt) 
BSCK 
IDLE ' IDLE ' WAIT ' ADL ' CMD2 ' DATA ' DATA ' WAIT ' ADL * 1 CMD1 


4 
i} 
( 


HLDA 


TL/F/10748-6 
FIGURE 5. Default Mode, Memory Read 
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T2(walt), T2(walt) T2(walt) T2(wait)  T2(walt) T2 1! 12 


wa! ADL '. CMD! ! CMD3 =! DATA! DATA! DATA WAIT 


-SO 
CHRDYRTN 


SYNWAIT .. 
-RDY 


D31:0__! 
(read) 1 
i} 


TL/F/10748-7 
FIGURE 6. Synchronous Extended Mode, Memory Read 


T2(walt) T2(wait) T2(walt) T2(walt) T2(wait)  T2(wait) T2 
BSCK 
DATA : WAIT ; ADL CMD1 | CMD3 DATA DATA DATA | WAIT 
=ADS \ 1 1 
1 ' 
1 i} 
( 


MW=R ' 


-DS 


CHRDYRTN 
SYNWAIT 


=RDY 


D31:0 
(read) 


TL/F/10748-8 
FIGURE 7. Asynchronous Extended Mode, Memory Read 





1-448 











5.0 POS REGISTERS 


The POS registers provide the required identification (ID) 
bytes (2) and configuration information needed by the Ether- 
net Adapter. The Microchannel bus during power-on reads 
the ID bytes, located at addresses 100 and 101, and com- 
pares these bytes with values saved in battery back-up 
RAM. If the comparison is true, it will proceed to write the 
configuration information stored in RAM into the remaining 


POS 102 BIT DEFINITIONS 


| p7 | ops | pss | oss | pps | pez | pei | peo | 


POS registers residing at addresses 102 to 103. The config- 


- uration information, guarantees that no I/O, memory, or in- 


terrupts conflict with other boards using the Microchannel 
bus. For this implementation, only two POS registers are 
needed to provide the required configuration parameters. 
The following description gives the bit definitions for POS 
registers 102 and 103. 





| aoprs | appre | apport | aporo | res | intt | into | CARDEN | 


ADDR3-0 


address selections are shown below: 


1/0 Address 
Not Used 
Not Used 
1600-1effh 
1c00-1cffh 

1a00-1affh 
1800-18ffh 

1600-16ffh 

1400-14 ffh 
1200-12ffh 
1000-10ffh 

0e00-Oeffh 
0c00-Ocffh 

0a00-Oaffh 
0800-08ffh 

0600-06 ffh 


ADDR3-0 
1111 
1110 
1101 
1100 
1011 
1010 
1001 
1000 
0111 
0110 
0101 
0100 
0011 
0010 
0001 
0000 


Reserved 


INT1,0 
INT 1,0 IRQ line 

11 IRQ9 

10 IRQ7 

01 IRQ6 

00 IRQ3 


CARDEN 


0400-04ffh 


Function 


Address Select: These bits select which base address the Ethernet Adapter Card will reside. The 


Interrupt Select: These bits select the Interrupt Request lines: The selections are shown below:. 


Card Enable: When this bit is set to a “0”, the card is disabled and responds only to the setup 


read and write commands. When set to a ‘1” the card is enabled. 
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POS 103 BIT DEFINITIONS 


pp7_| pes | pes | pps | pps | pez | pei | BO 
et | ext | res | 


Bit . , . Function 


7-4 SELARB3-0 Arbitration Vector: These bits select the arbitration vector when SONIC contends for the bus. The 
selections are shown below: 
SELARB3-0 Arbitration Vector 
1111 Not Used 
4110 ARB14 — _ Lowest Priority 
1101 ARB13 
1100 ARB12 
1011 ARB11 
1010 _ ARB10 
1001 ~ ARBO 
1000 ARB8 
0111 ARB7 
0110 ARB6 
0101 ARB5 
0100 ARB4 
0011 ARB3 
0010 ARB2 
0001 ARB1 : 
0000 ARBO Highest Priority 


FAIREN Fairness Enable: When this bit is set to a “1”, the Microchannel fairness algorithm is used. When set 
to a ‘‘O”, fairness is diabled. 


Ethernet/Thin-Ethernet Select: This bit selects between the Ethernet and Thin-Ethernet options. 
This pin is directly connected to the DC-DC Converter. 

0: Thin-Ethernet selected (Thin cable) 

1: Ethernet selected (Thick cable) 


External ENDEC Select: This bit selects between the internal and external ENDEC options. This bit is 
directly connected to the EXT pin of the SONIC. 

0: The SONIC’s internal ENDEC is enabled. 

1: The internal ENDEC of the SONIC is disabled. An external ENDECi is to be used. 


| res__|_ Reserved 


E/T 
EXT 
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PARTS LIST 


Cc 


_ 


0.01 .F/50V C4, C5 


= 


Pooonwe pce 
Pinetop 
rik i% PRA 
rime pre 
| 


- 


b 


DP89932 SONIC 


_ 


74ACT244 U15, U29 


Ss 


74ACT273 | U 
U 


Mees eT 
eo 


| Qty. | 
mal 
Lael 
| 2 | 
= 
| 36_| 
ee 
2s 
isa] 
ee 
| 2 | 
= 
| 2 | 
Pa 
Par 
ha 
| 2 | 
a 
he 
fears] 


7K R14, R15, R16, R17, R18 


20 MHz, 45% -55% 
xx MHz, 45% -55% 
1_| Spark Gap 
15 Pin D Connector 

1 BNC Connector 
| 
| 1 | dipswiteh swe 





Test Points -TP16-TP32 


*Optional : 
All resistors are 5% unless otherwise specified 


2 
1 
3 
6 
19 
U25 
27 
9 
5 
13 


PE64104 T1,72 . 


74ACT245 U1, U2, U3, U4 
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eSp-l 





SONIC_ADDR_BUS 


MC_CONTROL_BUS 








1 
ARB/=GNT 2 


U16 
ARBMAC 


HLDAOUT 


OP83932 


u18 
ARBVEC 


u2z0 
Voc cLock)}® CLOCK Voc 
OSCILLATOR OSCILLATOR 
____GND GND 


20 MHz XX MHz 
45-55% DUTY CYCLE 45-55% DUTY CYCLE 


MC_CONTROL_BUS 


SONIC_DATA_BUS 
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Note: The DP83910 is optional. Wil only be used 
when the SONIC is configured for an externa! 
ENDEC (Ext pin 21). 


it 
PEB4104 


a 
15_Pin_D_Conn. 


MC_CNTROL_BUS 
RB Ro 
39.2, 1% 39.2, 1% 39.2,1% 


sRC1 sRC2 


12 or cs 
— PEG4104 0.01/50V/MP 0.01/S0V/MP 
= : 150 wH t ak 


Note: SWI closed when using SONIC internal ENDEC 
SW1 open when using external ENDEC. - 


BNC_Conn. 


+INA -OUT 

+IN8 -OuUT 
oc-be c2 
Converter 0.01/500V/CO 

“INA +0UT 


~INB ENB +0UT 


R2 


cl : % 
1M, 1/20 v7 9 
0.01/500V/cD ‘ moe > Sperk.cap 


MicroChannel 
Bus-Master 
Physical 
Layer. 


cst cio ci ciz cis ci4 C15. Ci6é ci7 cis cig -c20 c21 C22 23 
OtpF O1pF 0.1 OtpF O1pF O8eF O1nF O1nF Ofer Our Ofer OL uF Our Our ON ur 


Note: All resistors 1/4W, 5% 
unless otherwise indicated, 


C24 C25 C26 4 «C27 c28 =¢29 c30—Os«C311 C32 (C33 C360 C37 C38 = C40 C420 C43 C46 Ca? C36 cat C44 C45 C48 


Ofer O1pF O1pF Oper O.0 pF O41 pF O1pF O4pF Op OF pF O1pF O0pF O1pFr O1uF OTB Op Oph 4.7 pF 9 O1pF O1pF O1pF O4pr + 4.7 uF 
35V 350 


Note: 0.1 uF capacitors to be connected between IC power pins and ground. 
: TL/F/10748-12 








PAL EQUATIONS 
The DP82932 SONIC Microchannel adapter contains 7 PALs to implement the bus interface. This section provides a listing of 
the PALs used. All listings use the abel™ design format. 


cEL-NV 


module carddec; flag '-r2','-t2'; 


title 

*PAL20L8 National Semiconductor 
MicroChannel Card Decoder 1/1/90 
file name: CARDDEC.ABL wl! 


CARDDEC device 'P20L8'; 
" PAL DESCRIPTION 


This pal determines whether the Micro Channel Ethernet adapter 

is selected. The address base is determined by bits 7 - 4 

in POS register 102. The output signals are following: 
'cardsel = active when base address matches 
!cdds16 = active when the SONIC register are being accessed 
!cdchrdy = ready signal 


Equations written in ABEL™ design format. 
declarations 


"declarations 


TRUE,FALSE =~ 1,0; 
H,L = 1,0; 
X27 C= Key Zig cue 


GND, VCC 
pin 12,24; 


“outputs 
halfsell, halfsel2, cardsel, cddsl6, cdchrdy 
pin 19,18,17,22,15; 


“inputs 
al5,a14,a13,a12,a11,a10,a9,a8,a7,mio, sonicsel, 
addr0, addrl, addr2, addr3, pos0, rdyo 
pin 1,2,3,4,5,6,7,8,9,10,13,23,21,20,14,16,11; 


“equates 
addr = (a15,a14,a13,a12,a11,a10,a9,a8}; 
possel = [addr3,addr2,addrl,addr0}; 


equations 


'thalfsell = (possel == “h0O) & (addr == “h4) # 
(possel == “hl) (addr == “h6) # 
(possel “h2) (addr “h8) # 
(possel “*h3) (addr == “ha) # 
(possel “n4) (addr “he) # 
(possel “nS) (addr “he) # 
(possel == “h6) (addr *“h10); 


thalfsel2 = (possel == “h7) & (addr == “hl2) # 
(possel == *h8) & (addr == “hl14) # 


TL/F/10748-11 
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PAL EQUATIONS (Continued) 


(possel “h9) & (addr 
(possel “ha) (addr 
(possel “hb) (addr 
(possel “he) (addr 
(possel == “hd) (addr 


'cardsel = !halfsell & !mio & pos0: # 
thalfsel2 & !mio & pos0; 


tedds16 = !cardsel & !a7; 


'edchrdy = 'halfsell & !mio & pos0O & !a7 & rdyo # 
'halfsel2 & !mio & posO & !a7 & rdyo # 
!sonicsel..& rdyo; Men tes cae? ae 


test_vectors the ie Bye 
({addr, possel,mio,pos0) -> [cardsel,cdds16] ) 


[*n4 “nod ri) -> [ 
(*h6 eh ri) -> [ 
(*n8 “h2 ei) -> [ 
[*ha “h3 rl] -> [ 
[*he “n4 ei) -> [ 
(“he “nS ri) -> [ 
{*n10 “h6 ri) -> [ 


“cardsel 


xx KKK KR 


[*hl2 “h7 rl) -> [ 
(*h14 “nB8 rl) -> [ 
[*h16 “hg9 eilj -> [ 
[*hi8 “ha ri) -> [ 
(“hla “hb rij} -> [ 
[*hlic “he ,ij} -> [ 
[“hle “ha 11) -> [ 


“cardsel 


xe KEK KM KM 


[*hle , “hd ,0) -> [ 
{“hlic , “hd x) -> [ 


x 


test_vectors 

({addr, possel,mio,a7,pos0) -> [cardsel,cdds16) ) 
{*hle , “hd , 1 , 1,1) -> [ 0 , ld 
[“hie:.,- *hd. 4 4 , 0,1) ->.[ 0 re O J 
{*hle , *hd , 1 , 0,0) -> [1 ee 2 } 


i; “ceddsi6é 
; “eddsl6é 
; “cddsl6é 


test_vectors mG 
({addr, possel, mio, pos0, rdyo,a7) -> [cardsel,cdchrdy] ) 


[*h4 “n0 ~-> ; “cdchrdy 
[*n4 “n0 > > "“cdchrdy 
{“hé “h0 =e ; “edchrdy 
(“h4 “n0 -> ; “edchrdy © 
[*h4 “h0 -> ‘di “edchray 
{*h4 “ho -> ; "cdehrdy 
{*h4 “no -> [- ; “edchrdy 


end carddec; 
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PAL EQUATIONS (Continued) 
Module chipdec; flag ‘'-xr2','-t2'; 


ZEL-NV 


title | 
PAL20L8 National Semiconductor 
MicroChannel Slave Chip Decoder 1/1/90 

file name: CHIPDEC.ABL wl! 


CHIPDEC device 'P20L8'; 


“ PAL DESCRIPTION 


" This pal selects which component on the board is accessed. See 
" DP83932 SONIC Micro Channel application note for 1/0 mapping. 
“declarations 


TRUE, FALSE = 1,0; 
H,L = 1,0; 
Xp, Z,C = .X.-.D., Co? 


GND, VCC 
pin 12,24; 


“outputs 
sonicsel, promsel, pos2rd, pos2wr, pos3rd, pos3wr, swr, cdsfdbk 
pin 16 bo BO ce BN pe, | BO ug AO pe PIB gd. Se 
“inputs | 
la7,1a6,1a5,1a2,1a1,1a0,1lchsetup, lcardsel,1s1,1s0,mio, cmd 
pin Yoo ge Se Sg OS eb z : 8 ped g LO” 5235-213 


“equates 
addr = [la7,1a6,1a5,la2,1la1,1a0); 


equations 
!sonicsel !lecardsel tla? & !emd; 


!promsel !leardsel la7 & !la6 & 'laS & 1sO0 & !lsl & !cmd # 
'ichsetup 'la2 & '!lal & 180 & !1sl & !cmd; 


'pos2rd 'tloardsel & la7 & !la6 & 1a5 & 'la0 & 1lsO & !lsl & !cma# 
'ichsetup 'la2 &€ lal & '!laO & 1s0 & !1sl & !cmd; 


!pos2wr 'lcardsel la? & !1la6 la5 & '!la0 & !ls0 & lsl & !cmd# 
'lchsetup tla2 & lal 'la0 & 'lsO & lsl & !cmd; 


!pos3rd !lcardsel la7 & !la6é laS5 & 1a0 & 1sO & !1s1 & !cmd # 
!lchsetup !la2 & lal la0 & 1s0 & !1lsi & !cmd; 


!pos3wr ‘lcardsel & la7 & !1a6 laS & 1a0 & !1s0 & 1sl & !cmd # 
'lehnsetup & !la2 & lal laO0 & !1s0 & ’sl & !cmd; 


'swr 1s0 & !1si; 
'edsfdbk !leardsel & lchsetup & 


test_vectors 
({addr ,ichsetup, lcardsel,1s0,1sl1,cmd) -> [sonicsel, promsel,swr]}) 


TL/F/10748-14 
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PAL EQUATIONS (Continued) 


(*b011111, 
{*b111111, 
(*b1l11111, 
{*b111111, 


(*b100111, 
(*b101111, 
(*b111001, 
[*b111000, 


test_vectors 
({addr ,ichsetup, lcardsel,1s0,1s1,cmd) 


(*b101000, x 0 Lg 070.) “=> 
“pos2rd 
(*b111010, 0 x 1 0,0 } -> 


{*b101000, -> 
“pos2wr 
(*b111010, -> 


(*b101001, a 
“pos3rd 


(*b111011, on -> 


[“b101001, 4 . . os 
"“pos3wr ; 
(*b111011, ae 


test_vectors 

({lcardsel,lchsetup,mio] -> [cdsfdbk]) 
=> [ 2° Je 
“> { 2 Js 
> { 0 }; 


1 x] 
' x J 
[ , 0] 


end chipdec; 
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“"sonicsel 


"promsel 
; “promsel 


[pos2rd, pos2wr, pos3rd, pos3wr)): - 


0 ’ 1 at 
0 I ae: 


1 0 1 
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PAL EQUATIONS (Continued) 


cEL-NV 


module irqsel; flag ‘-r2','-t2'; 


title 

'PAL2Z0L8 National Semiconductor 
MicroChannel IRQ Selector and Buffer Enable 1/1/90 
file name: IRQSEL.ABL wi't 


IRQSEL device 'P20L8'; 


This pal selects which interrupt line to use (IRQ9, IRQ7, IRQ6, or 
IRQ3) when the SONIC asserts its interrupt. Each IRQ line is an open 
collector type output (only asserted low). This pal also enables the 
data buffers with !ddir, !lden, and !uden, and produces the ready 
signal for the SONIC with /sonicrdy. Wait states are inserted by 
memory (cdchrdy not asserted) and by the signal translator(SIG5) pal 
(synwait not asserted). 

“declarations 


“declarations 


TRUE,FALSE = 1,0; 
H,L = 1,0; 
Mp2 = wheeze Baz ss? 


GND, VCC 
pin 12,24; 


“outputs 
ddir,uden, lden,irq9,irq7,irq6,irq3, sonicrdy 
pin 16 p22 0 21 v 20 ¢ 19 ] 18 t 17 ’ 15; 


“inputs 
int0,intl,swr,mwr,hlda,cmd, int, lcardsel, cdchrdy, synwait,ds,lchsetup, 
smack 
pin Te 2 gr Seg Ag Se Oy. TD pe 8 1 9 , 10, 11, 13, 
14°; 


“equates 
sel = [{int0O,intl]); 


equations 


irg9 
irq? 
irg6é 
irg3 


enable irq9 = int (sel 3); 
enable irq7 = int (sel 2); 
enable irq6 = int (sel == 1); 
enable irq3 = int (sel 0); 


'ddir = !swr & !hida # "Data buffer direction 
mwr & hida; 


'lden = hlda & !ds # "Address and Lower Data buffer enable (D7-D0) 
tlehsetup # 
'lcardsel & !cmd; 


TL/F/10748-27 





1-459 





AN-732 


PAL EQUATIONS (Continued) 


fuden = hida & 'ds # 
'smack & !cmd; 


'sonicrdy = cdchrdy & synwait; 
trans. 
end irqsel; 


“ PAL DESCRIPTION 


"Upper data buffer enable (D16 - D31) 


“ready signal for the SONIC and sig. . 
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PAL EQUATIONS (Continued) 


ZEL-NV 


module arbmac2; flag '-r2','-t2'; 


title 

"PAL20L8 National Semiconductor 
Micro Channel Bus Arbiter State Machine 1/8/89 
file name: ARBMAC.ABL wl' 


ARBMAC2 device 'P20L8'; 
PAL DESCRIPTION 


This pal controls the ARBVEC pal when it may drives the arbitration. 
vector. This pal consists on an aysnchronous state machine. These 
state machine equations (!q0 - !q3) are not reduced (ABEL™ will do this). 
The outputs are described as follows: 
enarb = enables the ARBVEC pal to drive the arb. vector 
hlda = hold acknowledge to the SONIC 
burst = BURST signal on the microchannel bus (open collector 
type output). 
preout = PREMPT signal on the microchannel bus (open collector 
type output). 


"declarations 


TRUE, FALSE = 1,0; 
H,L = 1,0; 
X,Z2,C = .X.,.%.,.C.3 


GND, VCC 
pin 12,24; 


"outputs 2 
q3,q2,q1,q0,burst, preout, hlda,enarb 
pin 21,20,19,18,17,16,22,15; 


“inputs 
hold, arbgnt, buswin, fair, prein, chrst 
pin 1,2,3,4,5,6; 


" States of Arbiter 





st = [q3,q2,ql,q0]; 


idle st 

req st pay ; “request uchannel bus; preout (q0) active 

arb st ,9,1,0); “vectoring arb priority; preout(q0), enarb 
active 

lose st == “lost arb battle; preout (q0) active 

xferl = st "“intermdiate state to xfer2 

xfer2 = st "xfering data on bus; burst, hlda active 

xfer3 = st “intermediate state to idle 

pen st “holding pen when fairness is enabled 

escl st == “intermediate state to esc2 

esc2 st “intermediate state to idle 


equations 
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PAL EQUATIONS (Continued) 


!q0 = idle & hold & !arbgnt & !chrst # " This also -PREEMPT on the. MCA bus 
req hold & tarbgnt & !chrst # 
req hold & arbgnt & !chrst # 
arb arbgnt & !chrst # 
arb farbgnt & buswin & !chrst #. 
arb farbgnt & !buswin & !chrst # 
lose hold & !arbgnt & !chrst # 
lose hold & arbgnt & !chrst; 


arb 'arbgnt & buswin & !chrst # 
lose hold & tarbgnt & !chrst # 
lose thold & !chrst # 

escl 'chrst; 


hold & arbgnt & !chrst # 

arbgnt & !chrst # 
farbgnt & buswin & !chrst # 
farbgnt & !buswin. & !chrst # 
hold & !arbgnt & !chrst # 

hold & arbgnt & !chrst # 

‘hold & !chrst # 

!chrst # 

hold & farbgnt & !chrst # 

‘hold & !arbgnt & !fair & !chrst; 


req 
arb 
arb 
arb 
lose 
lose 
lose 
xferl 
xfer2 
xfer2 


MMO OO OAM AaM 


arb 
xferl 
xfer2 


farbgnt & !buswin & !chrst # 
!chrst # 
hold & farbgnt & !chrst # 


xfer2 
pen 


arbgnt & !chrst # 
!prein & !chrst; 


& 
& 
& 
xfer2 & !thold & !arbgnt & fair & !chrst # 
& 
& 


enarb = arb # xferl # xfer2; “enables arb vector (ARBO - 3) on bus 
hlida = xfer2; “HOLD ACK to SONIC ee ON 
enable burst xfer2; "-BURST on MCA bus (tri-state output) 
enable preout !q0; "-PREMPT on MCA bus (tri-state output) 


end arbmac2; 
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PAL EQUATIONS (Continued) 


cEZ-NV 


module arb; flag '-r2','=t2'; 


title 

'PAL20L8 National Semiconductor 
MicroChannel Bus Arbiter Vector 1/9/90 
ARBVEC4 wl' 


ARBVEC4 device 'P20L8'; 
PAL DESCRIPTION 


This pal dumps the arbitration vector onto the Micro Channel bus 
(ARBO - 3) when the ARBMAC pal enables it (by ENARB). ARB3 - 0 
are open collector type outputs (only driven low). This pal 
indicates it has won the bus by driving -BUSWIN low. 


“declarations 


TRUE, FALSE = 1,0; 
H,L = 1,0; 
X,2jpC = w Keep e Be, Cot 


GND, VCC 
pin 12,24; 
" Outputs 
BUSWIN, ARB3, ARB2, ARB1, ARBO,Q,Q2,_ RST 
pin 22,21,20,19,18,17,16,15; 
" Inputs 
SEL3, SEL2, SEL1, SELO, HOLD, ENARB, CHRST, 03 
pin 1,2,3,4,5,6,7,8; 


equations 


ARB3 = 0; "When enabled, these tri-state outputs 
ARB2 0; "will pull these arbitration lines low. 
ARB1 0; 
ARBO = 0; 


Q = (ARB3 # !SEL3); 
Q2 = (ARB3 # !SEL3) & (ARB2 # !SEL2); 


!'BUSWIN Q2 & Q3 & (ARBO # !SELO) & ENARB 


enable ARB3 = !SEL3 & ENARB & HOLD; 

enable ARB2 'SEL2 & Q & ENARB & HOLD; 
enable ARB1 'SEL1 & Q2 & ENARB & HOLD; 
enable ARBO = !SELO & Q2 & Q3 & ENARB & HOLD; 


_RST = !CHRST; "reset for the adapter 


end arb; 
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PAL EQUATIONS (Continued) 
module sig; flag ‘'-r2','-t2'; 


title 

"PALI6R4 : National Semiconductor 
MicroChannel Signet Translator for the SONIC 1/1/90 
file name: SIGS.ABL wi' 


SIG5 device 'P16R4'; 


PAL DESCRIPTION 


This pal provides the signal conversion from the SONIC to the 
Micro Channel bus. The state machine used is written in the 
ABEL™ design format. 


"declarations 


TRUE,FALSE = 1,0; 
H,L = 1,0; 
X,Z,C = .X.,. Dey 


GND, VCC 
pin 10,20; 


“outputs 

q3,q2,q1,90, s0,s1,cmd, Aciaysas shes 
pin 17,16,15,14,19,18,13, 12; 

"q0 is used for -ADL on MCA bus 


"inputs 
bsck, ads, mwr, hlda, rdy, fast, enb, ds 
pin 1,2,3,4,5,6,11,7; 


input = [ads,hlda, rdy, fast); 
" States of Translator 


idle = “bl1lli; 

data = “b1011; 

wait = *b1101; “wait state to delay assertion of -ADL 

addicht = %b1110; "asserting -ADL on MCA bus 

cmdl = “b0101; “beginning to assert ~-CMD; 

emd2 = “b0011; “still asserting -CMD; return to DATA state 
"on next clock , 

emd3 “p0001; “still asserting’ -CMD; inserting lst wait-state 
“for MCA's synchronous mode 


data_st 
wait_st 
addl_st 
emdl_st 
cmd3_st 
idle_st 


{q3,q2,qg1,q0) == [1,0,1,1); 
[q3,q2,ql,q0) == [1,1,0,1); 
{q3,q2,q1,q0) == [1,1,1,0}; 
[q3,q2,q1,q0} == [0,1,0,1); 
[q3,q2,q1,q0) == [0,0,0,1); 
{q3,q2,ql,q0) == {1,1,1,1); 


state_diagram [q3,q2,q1,q0) 


TU/F/10748-33 





1-464 


PAL EQUATIONS (Continued) 


State idle: case (input 
(input 
(input 
(input 
endcase; 


case (input 
(input 
(input 


(0,1,x,9)) 
{1,1,x,x)) 
(x,0,x,x)) 
(0,1,x,1)) 


{1,1,x,x)) 
[0,1,x,0)) 
[x,0,x,x)) 


swait; 
:idle; 
:idle; 
saddlcht; 


“fast mode 


:data; 
wait; 
sidle; 


cEL-NV 





(input saddlicht; “fast mode 


endcase; 


[0,1,x,1]) 


s:addlcht; 
:idle; 


{x,1,x,x)) 
([x,0,x,x)) 


case (input 
(input 
endcase; 
addicht: :emd2; 
:emdl; 
:idle; 


case (input == [x,1,0,x)) 
(input == [x,1,1,x)) 
(input == [x,0,x,x])) 
endcase; 


:emd3; 
:idle; 


cmdl: case (input == [x,1,x,x)) 
(input == [x,0,x,x)) 
endcase; 


:data; 
sidle; 


emd2: case (input == [x,1,x,x)) 
(input == [x,0,x,x]) 
endcase; 


:data; 
sidle; 


cmd3: case (input == [x,1,x,x]) 
(input == [x,0,x,x)) 
endcase; 
equations 
enable sQ = hida; 
enable sl = hida; 
enable cmd = hida; 
“" MCA Signals 


"-S0 for MCA bus 





's0Q = mwr & !data_st & !idle st; 


'sl = !mwr & !data_st & !idle_ st; 


"-S1 on MCA bus 


teomd = !q3 & q2 & delayads & !ds & hlida # 
'q3 & !q2 & delayads & !ds & hlda # 
q3 & 'q2 & delayads & !ds & hida; 


“-CMD for MCA bus 


delayads = ads; “delaying ADS for the -CMD term 
“prevents glitches from occuring 
"during the transitions from the DATA 


"to the WAIT state 


TL/F/10748-34 





1-465 


PAL EQUATIONS (Continued) 


AN-732 


module logic; 


title 
'PAL1I6R4 Microchannel Logic National Semiconductor 
file name: logic.abl 1/9/90' 


LOGIC device 'P16R4'; 
"declarations 


TRUE, FALSE = 1,0; 
H,L = 1,0; : 
X,2,C = .X.7-Zey Co? 


GND, VCC 
PIN 10, 20; 


"inputs 
bsck, hldaout,_adl,arbl,sell,enb 
pin 1,2,3,4,5,11; 
"outputs 
q3,adl,hlda,_hlda,hidal 
pin 12,13,15,14,19; 


equations 


hlda := hidaout; 
_hida := !hlidaout; 
hidal = hlda; 

adl = !_adl; 

q3 = arbl # !sell; 


test_vectors ([bsck,hldaout,_adl,arbl,sell,enb] -> {hida,_hlda,hlidal, adi, q3)) 
(C,1,1,0,0,0) -> {1,0,1,0,1]; 

(C,0,0,0,1,0] -> [0,1,0,1,0]; 

{(C,1,X,1,1,0] -> (1,0,1,%,1); 

end log; 
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High Performance AT 
Compatible Bus Master 
Ethernet Adapter | 


INTRODUCTION 


The DP839EB-ATS/DP83932EB-AT is a high performance 
16-bit Ethernet adapter card for IBM® PC-AT® and compati- 
ble computers. The main function of this adapter card is to 
transfer Ethernet packet data to/from the AT computer's 
memory via the AT system bus during LAN transmission 
and reception. This board employs National Semiconduc- 
tor’s newest Ethernet Controller: the DP83932 System Ori- 
ented Network Interface Controller (SONICTM), 

Note: This design has been tested on a number of AT compatible ma- 

chines. See Table xX. ; : : 

Using the latest generation 16/32-bit Ethernet controller, 
this design enables the implementation of a high perform- 
ance bus master Ethernet card by utilizing the SONIC’s ca- 
pabilities to enhance performance over today’s I/O mapped 
or dual ported adapter RAM designs. Additionally, since this 
utilizes the highly integrated SONIC controller and does not 
require on-card buffer RAM, the cost of the board is roughly 
equivalent to many current 16-bit RAM based implementa- 
tions. 


Since the SONIC can become an efficient bus master, it can 
access system memory directly. This architecture enables 
network data to be directly placed into main system memo- 
ry. The SONIC is ideally suited for this architecture because 
of it’s bus latency, it’s full 32-bit memory addressing ability, 
and it’s sophisticated link-listed buffer management 
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scheme. The buffer management of the SONIC allows the 
Network OS to process receive and transmit packets with- 
out extraneous copying of data. 


Also unique to this adapter design is its ability to support any 
one of the three IEEE 802.3 cable interfaces: Thin Ethernet 
(RG58), Thick Ethernet (via AUI cable and external trans- 
ceiver), and the new twisted pair cable, 10BASE-T, stan- 
dard. This design includes the DP8392 Coax Transceiver to 
drive Thin wire Ethernet, and the DP83922 Twisted Pair In- 
terface. The DP83932 Ethernet Controller includes a PLL 
encoder/decoder with the capability of driving the AU! cable 
itself. These chips enable the implementation of a very low 
parts count adapter that easily provides all three standard 
cable interface options by merely altering the jumper block 
configuration on the board. 


This paper will first discuss the overview of the hardware 
design, then the details of the design. Finally the PAL® 
equations, and detailed schematics of this Ethernet Adapter 
are described. 


HARDWARE OVERVIEW 


The block diagram for the board is shown in Figure 7. The 
design can be broken into 3 sections: the slave logic sec- 
tion, the bus master logic section, and the physical inter- 
face. 


/cs 
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FIGURE 1. SONIC AT Board Block Diagram 
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The slave interface allows the AT’s processor to access the 
SONIC and other registers on the board. Included on this 
board, besides SONIC, are a Network Boot EPROM (sock- 
et), Ethernet Address ID PROM, and a paging register. 
Since the SONIC registers are 16-bit wide, the board en- 
sures 16-bit transfers by asserting the 1016 signal back to 
the system board. The slave circuitry decode and control 
logic is implemented by: the CARDEC PAL, EPROMDEC 
PAL, COMMAND PAL and CONTROL PAL. 


The bus master section contains the bus request logic, 
which is in charge of converting the SONIC’s bus request 
and acknowledge signal into the signals required by the AT 
bus. Since the system board of the AT uses the 8237 DMA 
controller to arbitrate between bus requestors, the adapter 
itself does not perform any arbitration. While the SONIC is 
the bus master, a second function of the bus master logic is 
to convert the SONIC’s bus signals to signals compatible 
with the AT bus. The bus master logic is implemented by 
several PALs on the board: the BUSREQ PAL, SIGTRAN 
PAL, and CONTROL PAL. 

The third section, the physical interface, is responsible for 
connecting the SONIC to the three supported network me- 
dia. Thick Ethernet, Thin Ethernet and 10BASE-T twisted 
pair cabling. These are selectable by changing a set of 
jumpers. 

All three blocks are described in detail in the following sec- 


' tions, starting with the slave logic. 


SLAVE LOGIC SECTION 


The PC-AT’s processor can access one of the four slave 
devices on the board, the SONIC’s 64 internal registers, the 
Ethernet address PROM, the Port Page register or the boot- 
up EPROM. The first three reside in the PC’s 1/O space. 
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The slave logic supports 16-bit transfers to the SONIC regis- 
ters by driving the 1016 signal back to the AT. The PROM 
and Port Page registers are 8-bit devices. The optional boot- 
up EPROM, which resides in the PC’s memory address 
space as an 8-bit device, contains code to enable the PC to 
boot up remotely from the network when powered up. The 
slave logic blocks described are shown in Figure 2. 

Slave Memory and I/O Space Map 


There are 7 32-byte I/O address blocks available in the PC- 
AT’s |/O space. The board can be mapped into any of these 
blocks by means of three on-board user selectable jumpers. 


The Boot EPROM can also be memory mapped into one of 
seven locations above 640K within the first megabyte of 
memory. The jumpers used for I/O address space configu- 
ration are also used to select the EPROM’s base address 
as shown in Table I. Note that a 0 selection in the jumper 
column represent a jumper link shorted to ground. 


TABLE I. Seven I/O Page and EPROM Page Locations 


cor —| oasis | — circa 
ore | “amir | oor 
Tie | nmr [oor 
tor | anos | —oatn-oarre | 


“Note: This address is the default. 


SONIC 


Control Signals 
~-RDYO 


Data<15..0> 


: Buffers 


Decode | -CSEPROM 


Data<15:0> 


RA<5S..3> 


Address<3:1> 
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FIGURE 2. Slave Cycle Block Diagram 








The detailed mapping of the SONIC, PROM and paging reg- 
ister (called the Port Page) into one of these 32-byte blocks 
of PC-ATs I/O space map is shown in Figure 3. The lower 6 
bytes of |/O space contain the Ethernet Address PROM, 
the 16th location contains the Port Page Register and the 
upper 16 bytes (8 words) enable access to the 64 SONIC 
registers by means of a simple mapping scheme explained 
below. 


SONIC Registers 
(8 locations by 16 bits) 


SONIC Port Page (1 location) 


Not Used 


PROM Physical Address 
(6 Bytes) 


FIGURE 3. SONIC-AT Board’s 32-Byte I/O Port Map 


SONIC Register Slave Access 


Due to the limited availability of |1/O space on PC-ATs (7 32- 
byte I/O address blocks) the adapter card’s slave control 
logic maps the 64 SONIC registers into eight 16-bit loca- 
tions in the PC-AT I/O address space by means of a 3-bit 
mapping register called the Port Page register. 


This Port Page register is implemented on the adapter 
board as a D-type latch occupying one 8-bit I/O space loca- 
tion on the PC-AT (see Figure 4). The PC-AT’s data bits 
SD3-SD5 containing the SONIC register page number are 
written to the Port Page by accessing this |1/O space loca- 
tion. Its contents are subsequently enabled onto the SON- 
IC’s address bus whenever a SONIC register address is de- 
coded on the AT bus. 


SD7 SD6 SD5 SD4 SD3 SDd2 SD1i SsbDo 


jo | o |ras|ras|ras| o | o | 0 | 


FIGURE 4. Port Page Register Definition 


The Port Page register divides the SONIC registers into 8 
pages of 8 registers each, so that before one of the 64 
SONIC registers can be accessed by addressing one of the 
8 PC-AT 16-bit I/O locations allocated to the SONIC, the 
page number (0 to 7) must be written into the Port Page 
register by means of a separate I/O write cycle. Therefore a 
two-step process is required to access the SONIC’s regis- 
ters: 


STEP 1: Setting up the Port Page register—The CPU exe- 
cutes an 8-bit I/O write cycle to the Port Page Reg- 
ister with SD5-—SD3 (PC-AT’s Data Bus) containing 
the page number of the register bank to be ac- 
cessed. These 3 bits will be used to drive the three 
most significant SONIC register address bits RA5- 
RAS in STEP 2. 


STEP 2: Accessing a SONIC register—The CPU executes a 
normal 16-bit 1/O cycle to the SONIC. The PC-AT's 
lower address lines SA3-SA1 are used to drive the 
SONIC’s least significant register address bits 
RA2-RAO while the 3 page number bits from the 
Port Page register are enabled onto the SONIC’s 
three most significant register address bits RA5- 
RA3 making up the 6-bit (64 16-bit locations) SON- 
IC register address RA5-0. Note that as SONIC 
registers are 16 bits wide, the PC-AT’s byte ad- 
dressing bit SAO is not used and the 1016 signal is 
driven back to the AT system to identify the SONIC 
as a 16-bit I/O slave. 


Note that, as a mapping register, the Port Page only needs 
to be set up during initial power up and whenever a SONIC 
register from a different page is accessed. As page 0 con- 
tains the most frequently used SONIC registers (the lower 8 
registers), most SONIC register cycles will not require the 
separate access to the Port Page register described in 
STEP 1. 


Slave Logic Detailed Description 


The Slave Logic decodes AT memory and I/O cycles to the 
adapter card, and implements the address decoding as dis- 
cussed previously, and conversion of the AT’s read/write 
strobes to the SONIC’s. This section discusses the signals 
provided by the AT to the board, and the signals generated 
to enable access to the SONIC, PROM, EPROM and Port 
Page Register. 


The AT’s address lines SA<9..5> are first decoded with 
AEN and the SONIC’s HLDA for accesses to the adapter 
card’s |/O space and CARDSEL is generated. AEN is a slot 
specific signal asserted to all slots during DMA cycles to 
prevent I/O slaves from misinterpreting DMA cycles as valid 
!1/O cycles. Also, during accesses to a particular I/O slot, it 
is asserted to all other slots to stop them from responding to 
the cycle. HLDA is generated by the adapter card’s master 
logic when it has been granted ownership of the bus and it 
is used by the slave decoding logic to prevent the master 
logic from accessing its own card slave address space. 


CARDSEL, together with the bottom SA lines, is further de- 
coded for access to the SONIC registers, the SONIC port 
page and the Ethernet address PROM, to generate the rele- 
vant address decode signals -CSP, -CSIOP and -CSPROM. 
These signals need to be further decoded with the IOR and 
lOW signals to disable memory cycle decoding to generate 
the relevant chip select and chip enable signals. 


-CSP is gated with IOR, and IOW to generate -CS, the chip 
select to the SONIC. -CSIOP is gated with the AT’s -lOW 
strobe to generate EN__IOP, the Port Page register’s latch 
input. The Port Page is a write only register. -CSPROM is 
gated with the AT’s IOR signal to generate EN_PROM, the 
chip enable to the PROM. 

SONIC registers are 16 bits wide, therefore the SONIC reg- 
ister address decode -CSP is used to drive 1016 back to the 
AT to indicate a 16-bit slave device. Note that as 1016 must 
be generated before IOR, IOW are asserted, -CSP rather 
than -CS is used to generate 1016. Therefore 1016 will be 
asserted during some memory cycles. The SONIC Port 


- Page and Ethernet address PROM are 8-bit slave devices. 
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A separate PAL, EPROMDEC, is used to decode 
SA<19..14>, HLDA, AEN and MEMR to generate a chip 
select for the boot EPROM, which occupies 32k of memory 
address space. 


The signals from the AT Bus and the corresponding signals 
that are generated for the SONIC PROM, EPROM, and Port 
Page Register are shown in Table Il. This table also de- 
scribes how the board signals are generated. 


In addition to generating the chip enables for the SONIC, 
the control signals from AT are converted to the control 
signals required by SONIC. Figure 5 is a timing diagram that 
shows the AT bus signal timing and the resultant timing gen- 
erated by the slave interface to the SONIC. 


The AT bus initiates an I/O or boot EPROM cycle by assert- 
ing BALE active high, generating IOR/IOW or SMEMR and 
driving the address onto the bus. The card’s logic generates 
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~10W 
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SW-R 
(SONIC) 


DATA 
- (SONIC) 


ia) TL/F/11180~3 
FIGURE 5. -SAS, BALE, IOR and -SWR Timing 


the SONIC’s -SAS (Slave Address Strobe) and SWR (Slave 
Write Read) signal which is derived directly from IOR and 
lOW. The asynchronous state machine is shown in Figure 6. 
This state machine asserts SAS in state S1 once BALE is 
active and the address has been decoded. It remains in 
state S1 till [OR or OW have generated SWR to the SONIC. 


Once the SONIC has latched the write data or driven valid 
read data onto the bus it generates RDYO to terminate the 
cycle. This is used to generate IOCHRDY to the AT bus. 


The exact equations for this state machine can be found in 
the PAL equations at the end of this note. Note that only 
BALE and -CSP are used to assert SAS. As IOR or IOW are 
not used to generate -CSP, some AT memory cycles will 
assert -SAS but this will have no effect as -CS (Chip select 
to the SONIC) will not be asserted. 


OR + lOW+ 
IOR » SWR+ 
lOW » SWR+ 


TL/F/11180-4 
FIGURE 6. Asynchronous State Machine for -SAS 


TABLE II. Definition of Slave Signals Generated on the Adapter 


| inputs | estination | 
SONIC Register Address 

SONIC Register Address | 
SONIC, Port Page and PROM Address Decode 
CSP SONIC Address Decode 


Signals 
RA<5-3> 
RA<2-0> 
-CARDSEL 


-CSIOP 
-CSPROM 


Description 


CARDSEL, SA<4-0> COMMAND PAL | -Port Page Address Decode 
CARDSEL, SA<4-1> COMMAND PAL Ethernet PROM Address Decode 


-CS . CSP, IOR, IOW SONIC .| SONIC Chip Select 


-EN_IOP 


CSIOP, IOW PORT PAGE — Port Page Register Clock Input 


-EN_PROM | CSPROMIORD  ==~—*|-~PROM_—_| Ethernet PROMChip Enable 
-EPROMRD | SA<19-14>,AEN,HLDA,SMEMRD | EPROM  _|_ Boot EPROM Chip Enable 
-SAS SONIC Slave Address Strobe 
SW-R SONIC Slave Read Write 


-IO16 CSP 
IOCHRDY 


AT BUS AT 16-Bit |/O Transfer 
RDYO AT BUS AT !/O Channel Ready Signal 
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FIGURE 7. Master Logic Block Diagram 


TABLE Ill. The Description for -SAS 
State Machine’s States 


| State | . Description 


This is the idle state; the state machine is in this 
state if BALE is low or -CSP is high. 


The state machine enters this state if BALE is 
asserted high and a SONIC register address is 
decoded. This causes -SAS to be asserted low. 
It remains in this state until |OR or IOW are set 
and they in turn have set SWR to the SONIC 





BUS MASTER SECTION 


Overview 


The AT allows other bus master devices to take over the 
system bus and use peripherals and memory directly. The 
SONIC bus master interface to the AT bus consists of two 
main logic blocks, the Bus Request logic, and the Signal 
Conversion logic, see Figure 7. The Bus Request logic re- 
quests access to the bus, while the Signal Conversion logic 
generates AT compatible read/write signals when the SON- 
IC is a bus master. 


When the SONIC requires access to system memory to 
read/write packet data or descriptor information, the adapt- 
er board requests the AT bus through the system DMA con- 
troller by setting one of the DMA request lines active. Once 
the system board issues a DMA acknowledge granting the 
DMA controller ownership of the AT bus, the adapter board 
disables the DMA controller off the bus by asserting the 
MASTER16 signal gaining ownership of the AT bus. This 
signal handshake is handled by the Bus Request logic. 
Note: MASTER(16 is sometimes also referred to as GRAB. 

Once the adapter gains control of the AT bus, the adapter 
card signal translation logic converts and drives the SONIC 
cycle command signals onto the AT bus. 
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Each of the bus master function blocks are described in 
detail in the following section. First, the adapter card’s sys- 
tem clock choice is discussed, followed by a detailed de- 
scription of the Bus Request and Signal Conversion logic 
blocks. 


Bus Master State Machine Clock Selection 


Even though there are two clock signals available on the 
adapter board, the 20 MHz SNI encoder decoder clock and 
the AT’s system clock (see Figure 8), a separate 16 MHz 
oscillator was added to drive the two synchronous master 
state machines. The AT’s system clock is not reliable 
enough for critical on-card timing, and can only be used for 
synchronization. Also, a 16 MHz clock provides a closer and 
more efficient signal match to the AT timing specifications 
than the 20 MHz oscillator used for the network interface. 


20 MHz 
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- 16 MHz 
OSCILLATOR 


BUS 
REQUEST 


SIGNAL ENCODER 
CONVERTER DECODER 
(SNI) 
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Bus Request Logic 


The bus request logic enables the adapter card to gain own- 
ership of the AT bus in response to a DMA request from the 
SONIC. 


The AT bus allows devices other than the main CPU to 
become masters by using the system’s DMA controller to 
assist in the arbitration process. The adapter card user must 
first choose a spare DMA channel. PC AT’s have two 8237A 
DMA controllers with 4 channels each. Controller 1 contains 
channels 0-3 supporting byte transfers and these are nor- 
mally reserved for diskette, SDLC, etc. Controller 2 contains 
channels 4-7 supporting word transfers. Channel 4 is used 
to cascade controller 1 but channels 5-7 are normally 
spare. The adapter card enables the user to select DMA 
channels 5, 6 or 7 by means of a jumper block which routes 
the SONIC's DMA request and Acknowledge signals to the 
appropriate DMA controller channel line (see Figure 9). 


The Adapter card device driver must program the selected 
DMA channel by writing to three of the DMA controller 2 
internal registers which reside in the PC’s I/O space as 
shown in Table IV. The channel must be programmed for 
cascade mode. This mode is normally used to enable an- 
other DMA controller to be connected to that channel and 
forces the cascading controller to simply arbitrate for the 
bus without executing DMA memory or I/O cycles. It must 
also be programmed to define the sense of the DRQ and 
DAK lines, the arbitration priority algorithm (fixed or rotat- 
ing), to enable the particular channel used by clearing its 
mask bit, and to enable the controller. 


FIGURE 9. Bus Request Logic Block Diagram 


TABLE IV. DMA Controller Programming 


oo” ue Description 
Register Addr P 


Command _DIH 10H DRQ Active High 
DAK Active Low 
Mem to Mem Disable 
Rotating Priority 
Controller Enabled 


Channel 5 Cascade 


Channel 6 Cascade 
Channel 7 Cascade 
Write Single 
Mask Bit 


DRQ5 Enabled 
DRQ6 Enabled 
DRQ7 Enabled 


The request process is initiated by the SONIC driving its 
DMA request signal HOLD to one of the system’s DMA con- 
troller DRQ lines via the on-board jumper block as shown in 
Figure 9. The system board performs the bus arbitration and 
asserts DAK, granting control of the bus to the adapter card 
and disabling the system board address data and control 
lines. 


The adapter board routes the DAK signal through the jump- 
er block into the Control PAL which asserts MASTER16 to 
the AT bus. 
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The adapter card has been designed to support AT bus 
clock speeds of 8 MHz and upwards. One important timing 
constraint is that the bus request logic is required to wait 
one AT clock after asserting MASTER16 before driving the 
AT bus. This is done by also inputting the DAK signal into 
the Bus Request PAL where it is synchronized to the SONIC 
clock during the state of HOLD1 the Bus Request synchro- 
nous state machine, whose state diagram is given in Figure 
‘10. Figure 11 shows the resultant timing for the Bus Re- 
quest State machine. 
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FIGURE 10. Bus Request synchronous State Machine 
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The Bus Request state machine initially transitions from the 
IDLE to the HOLD state when the SONIC asserts its DMA 
request. Once the. system asserts DAK in response to 
DREQ, MASTER16 is asserted and the state machine tran- 
sitions to the master state through two wait states, HOLD1 
and W1. These provide the minimum delay of two 16 MHz 
clock beats (equivalent to one 8 MHz AT clock) required by 
the AT bus logic to disable its drivers following the assertion 
of MASTER16 before the bus can be driven by the new 
master. Note that, as already pointed out in the clock selec- 
tion section, slower AT machines can be supported by add- 
ing wait states to the W1 state. 


Once in the MASTER state the Bus Request PAL asvers 
the SONIC DMA acknowledge signal HLDA, enabling the 
SONIC to initiate its first memory cycle. 


The Bus Request state machine will remain in the MASTER 
state while the SONIC executes its memory cycles. Once 
the SONIC completes. its DMA burst it releases its DMA 
request HOLD. The state machine will transition through a 
further 3 wait states, maintaining ownership of the bus by 


-keeping DRQ asserted before resampling the SONIC HOLD 
-signal. If it is deasserted, the state machine transitions to 
.the IDLE2 state. The state machine will remain in this state 
‘until the system.board clears the DAK signal before tran- 


sitioning back to the IDLE. state. This ensures the state ma- 


‘chine is not able to reach the HOLD state again following a 
-quick reassertion of HOLD by the SONIC before the system 


board has had time to deassert DAK for the previous DMA 
burst. Once DAK is deasserted, the state machine returns to 
the IDLE state through a further wait state, IDLE3. Note that 


‘both HOLD1 and IDLE3 states result from the assertion/ 


deassertion of DAK, which is an asynchronous input to’ the 
state machine. Therefore, state variables were chosen to 
ensure that any metastability on the changing variables 
would not cause any temporary erroneous signal decode. 

If the HOLD signal is found to have been reasserted by the 
SONIC when sampled on the RQHS state, the state ma- 
chine transitions directly. to the HOLD state without relin- 
quishing the bus. This enables the SONIC to execute back- 
to-back DMA bursts during one continuous AT bus tenure. 


vy 
RQH2 > RQH3 1 IDLE2 {DLE3 1 IDLE 1 HOLD 
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Note: BCLK is the 8 MHz AT bus clock which is equivalent to 2 SONIC Bus Clocks, BSCK. 


FIGURE 11. Bus Request Signal Conversion Timing Diagram 
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This is particularly important during transmission of. frag- 
mented packets where accesses to each fragment and de- 
scriptor is done in separate DMA bursts: = 
A description of the states that compose the Bus Request 
State Machine is shown in TableV. 
TABLE V. Bus Request State Machine 
State Descriptions 


| State | Description > 
IDLE . | SONIC has not requested the bus. 
Ww 


HOLD 


When the HOLD signal is asserted, DROx is 
generated and the state machine waits for — 
DAK to be asserted. MASTER16 is driven 
low as soon as DAK is asserted. 


HOLD1 This state synchronizes the DAK input. 


This state delays the generation of the HLDA’ 
signal to the SONIC from MASTER?16 to 
enable the system board to float its drivers. - 


MASTER | HLDAis asserted during this state. SONIC is _ 
the AT bus master and stays in this state until 
HOLD is deasserted. : 


RQH1/2/3 | These states provide a 3 clock delay before : 
- | the HOLD signal is sampled. Bone 


This state enables the DMA controller to 
deassert DAK before a new HOLD is able to - 
reassert DROx. bank 


IDLE3 This state synchronizes the DAK input. 


Signal Conversion Logic 


Once the SONIC gains ownership of the AT bus it generates 
read and write cycles to system memory. The Signal Con- 
version logic is implemented as a synchronous state ma- 
chine driven: by the SONIC control signals and running off 
the 16 MHz clock. It generates the AT command signals 
-MEMR, -MEMW, SMEMR and SMEMW. cat: 


16 MHz 
OSCILLATOR 





SIGNAL 
. CON~ 
VERSION 
AND 
BUFFER 


DP83932 


—TL/F/11180-10 
FIGURE 12. SONIC AT Bus Signal Conversion 
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Also, a number of AT’s static signals, -M16, -SBHE, BALE, 
BINT are buffered onto the bus while the SONIC is the bus 
master. A block diagram showing the basic connection of 
these functions is shown in Figure 72. Both the conversion 
signals and the static signals are listed in Table VI. 


TABLE Vi. SONIC Command and Control 
Signals Conversion 


AT BUS 


COMMAND SIGNAL CONVERSIONS 


MW/R, -ADS, 
IOCHRDY, 
ADD 20 to 23, 
HOLD & HLDA 


AT STATIC SIGNAL GENERATION 


HIGH. 
LOW 
LOW 
INT 
Not Used 
LOW 


SIGNAL CONVERSION SYNCHRONOUS STATE 
MACHINE | 


This state machine, running on a 16 MHz clock synchro- 
nous to the SONIC, is driven by the SONIC cycle control 
signals once it has gained ownership of the bus, and the AT 
IOCHRDY signal indicating the end of the AT cycle. It gener- 
ates the AT memory cycle signals MEMR, MEMW, SMEMR 
and SMEMW. The -SMEMR, -SMEMW signals are active 
only when the first megabyte of memory is accessed. This is 
determined by decoding address lines 20 thru 23. 


The adapter card AT cycle generation logic was originally 
designed to meet the EISA/ISA bus specification published 
by the EISA consortium. During prototype testing some AT 
compatibles were found not to meet’ one of the timings, 
namely the MEM asserted to data valid, and the logic was 
modified to cater to this anomally. This resulted in a typical 
AT cycle time of six 16 MHz clocks with 3 clocks between 
cycles. However, prototype testing also showed that for 
most AT machines the ISA specification timings quoted 
were over-conservative. Therefore, a jumper selectable op- 
tion (fast AT speed) was added to the design which allows 
the user to ‘eliminate some of the original design inherent 
wait states, reducing the AT cycle times to three 16 MHz 
clock beats per cycle with 1 clock between cycles. Later in 
this paper before the PAL equation section is a section that 
contains a list of the machines used to test the prototype 
and the AT cycle speed mode required. 








SIGNAL CONVERSION DETAILED DESCRIPTION 


This section describes the signal conversion logic when 
used with the slow AT machine option disabled, showing the 
operation and timing of the synchronous state machine by 
running through the first two SONIC/AT DMA cycles in a 
burst describing the function and timing requirements of 
each state. This will be followed by a description of the fast 
AT machine option. Figure 13 shows the state diagram for 
both the slow and fast mode. Table Vil describes each of 
the states, and Figures 15 and 76 later in this document 
show the resultant timing diagrams for the conversion logic. 


HOLD 


HOLD + -ADS + 
HLDA + RESET 


IOCHRDY 
JUP + RESET 


IOCHRDY + JUP + RESET 
FIGURE 13. Signal Conversion Synchronous State Machine 
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The state machine resets into the IDLE state. Once HLDA is 
asserted by the Bus Request control logic, the SONIC initi- 
ates its first cycle, driving its address strobe signal ADS. - 


The state machine proceeds to states T3W, T4W and TW, 
driving the corresponding memory control signals to the AT 
bus and deasserts the SONIC’s ready signal RDY to wait 
state the SONIC. 

It then proceeds to state TW1 on the next clock, where the 
signal CHRDY is sampled. This signal cannot be sampled 
during TW as the ISA spec quotes a minimum time between 
MEMR, which is set at the beginning of the TW state, and 
CHRDY valid of 80 ns. 


HOLD + RESET Dein 


+ RESET 


=ADS » HOLD 
» RESET » JUP 


-ADS - HOLD 
* HLDA + RESET - JUP 


-ADS + HOLD - RESET + JUP 
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. TABLE VII. Signal Conversion State Description 


| state | “ " - * Deseription 


The state machine waits for the SONIC to 
initiate the first memory cycle of a DMA burst to 
proceed to TSW. ; 


This is the first state of all but the first SONIC AT 
‘| cycles ina DMA burst. ADS tom the SONIC i is 
“sampled. 


TIW This wait state is required to meet the AT control 
signals deassertion time between cycles. 

T2W | As T1w. These two wait states are skipped for 
the first AT cycle of a SONIC DMA burst. 


This wait state is required for slow AT memories 
data enable time. 


T3W 


Faw [sete id 


TW This wait state enables the AT slave to drive the 
CHRDY signal. 


TW1 | The CHRDY signal is sampled to enable the AT 
slave to insert wait states. : 


This wait state enables the AT slave to drive 
read data and provides it with write data set up 
time. The RDY to the SONIC is asserted. 


SONIC completes its transfer. It goes to IDLE 
state, if HOLD is deasserted or to T1 state to 
initiate another AT cycle. 





Note the CHRDY signal is AT generated and asynchronous 
to the 16 MHz clock. That is the TW1 to TW2 state tran- 
sition, which occurs once CHRDY is asserted by the AT bus, 
could generate metastability in the one output that changes, 
Q2. The TW2 outputs are decoded to generate the AT MEM 
signals and the SONIC RDY signal. As the MEM signal is 
active in both the TW1 and TW2 states, switching the Q2 
output will not have any effect. The RDY signal is asserted 
between TW1 and TW2 states but it is not sampled by the 
SONIC until the next falling edge of the clock by which time 
the output should have stabilized. 


Once CHRDY is sampled high on the TW1 state the state 


machine proceeds to state TW2 and RDY is asserted to the 
SONIC. 

The SONIC, which is set to run in asynchronous mode, sam- 
ples RDY on the TW2 state falling edge of the clock, and 
enters its T2 state on the next rising clock edge at the same 
time as the state machine transitions to the T2 state. 


At the end of the T2 state the state machine samples the 


SONIC’s DMA request signal HOLD. If it is deasserted the . | 


state machine will proceed to the IDLE1 state ready for the 
next DMA cycle burst. If HOLD is still asserted the state 
machine transitions to the T1 state where the HOLD signal 
is again sampled for the end of the DMA burst. 


If HOLD is active in state T1, the SONIC’s address strobe 
ADS is sampled. When asserted the state machine will pro- 
ceed through two wait states, T1W and T2W, holding the AT 
MEM signals deasserted and through three further wait 
states T3W, T4W, and TW, holding the relevant AT MEM 
signals asserted onto the TW1 state where again CHRDY 
from the AT bus is sampled as described above. 

The first AT cycle in a SONIC DMA burst will cycle through 
the following states: IDLE1 - TW3 - TW4 - TW - TW1 - TW2 - 
T2 (seven 16 MHz clock beats). All other cycles in that burst 
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will cycle through the following states: T1 - T1W - T2W - 
T3W - T4W - TW - TW1 - TW2 - T2 (nine 16 MHz clock 
cycles). 

SIGNAL CONVERSION TIMING REQUIREMENTS 


States T1W and T2W are required to meet the ISA specifi- 
cation minimum time for MEM signals deassertion of 170 ns 
MEM. All AT MEM signals are deasserted during states 11, 
TiW and T2W. 


States T3W and T4W were added to cater to some AT ma- 
chines which did not meet the ISA specification MEM active 
to data valid of 194 ns, but required almost 300 ns and did 
not make use of the CHRDY signal to insert extra wait 
states. 


The ATs MEM signals are asserted during states T3W, 
T4w, TW, TW1, TW2 and T2. 


For read cycles the SONIC latches valid read data on T2’s 
falling clock edge. AT data is available 80 ns maximum from 
CHRDY assertion during TW1 or 194 ns (300 ns for some 
AT machines) after MEMRD is asserted in state T3W. 


For write cycles the AT requires valid data 212 ns before 
MEMWT is deasserted with a 25 ns hold time to that trailing 
edge. As MEMWT is deasserted at the end of T2 the adapt- 
er card ensures the write data hold time is met by maintain- 
ing the data buffers enabled onto the AT bus for half a 
16 MHz clock after the T2 state with the ENW signal assert- 
ed during states S1 and S2 in the asynchronous state ma- 
chine shown in Figure 14. 


/RESET + /MEMW 


/RESET + /MEMW 


TW+TW1 + 
TW2 +72 


(sqi + sq2+ 
Isq1 + !sq3) 


T1+IDLE 
(!sq2 + sq3) 
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Note: TW, TW1, TW2, T2, T1 and idle are states of signal converter. The q0 
(right bit of state assignment) is ENW signal. 
FIGURE 14. Asynchronous State Diagram 
for ENW Signal 


The data buffers direction signal are set to enable data into 
the adapter board by default and only drive onto the AT bus 
during adapter card slave read cycles and SONIC master 
write cycles. Careful consideration was given to ensuring 
the data direction signals are in a defined state when the 
data enable signals are active with sufficient set up and hold 
time to the enabling signals to prevent bus contention on 
the AT or SONIC buses. 








FAST AT MODE OPERATION 


In fast AT mode the states T1W, T2W, T3W, T4W and TW1 
are eliminated and the AT CHRDY signal is sampled during 
state TW. A number of AT timings as specified in the EISA/ 
ISA specification are violated when in this mode, the main 
ones being MEM asserted to deasserted, MEM deasserted 
to reasserted, MEMRD asserted to read data valid, write 
data valid to MEMWT deasserted and MEM asserted to 
CHRDY valid. This mode, which is user selectable by means 
of a jumper was found to work in most AT compatible ma- 
chines and reduces AT cycle times by over 50%. 


The first AT cycle in a SONIC DMA burst in fast AT mode 
will cycle through the following states IDLE1 - TW - TW2 - 
T2 (four 16 MHz clock beats). All other cycles in that burst 
will cycle through the following states T1 - TW - TW2 - T2 
(four 16 MHz clock cycles). 


MISCELLANEOUS CONTROL SIGNALS 


When the AT card is a bus master, the control signals 
-SBHE and SAO are driven low by the Control PAL, see 
Figure 12. The SONIC AT cycles generated are always word 
wide so SAO is always driven low and the lines -SBHE and 
SAO are used to determine which bytes are being sent. 
Since SONIC is programmed for 16-bit transfers, it will only 
transfer 16-bit quantities. It does not perform 8-bit transfers 
at all. Therefore the address signals SAO and -SHBE are 
driven low by a PAL during the master bus cycle. 


SONIC generates an interrupt to the CPU when one or more 
unmasked bits are set in ISR. The SONIC asserts the INT 
signal high. This is buffered through a PAL onto a four bit 
jumper block which enables the user to select one of four 
AT interrupt lines, IRQ3 to 5 or IRQ9. 


The controls signals for data and address transceivers were 


designed so that the default direction for the data and ad- 
dress signals is from the AT bus to the SONIC. 


| wm | tw | ta | raw | mw | rw fom | mm | we | re [on | 


BSCK 
16 MHz 


' 
“ADS \ / \ / 
i) 
! 
I 
U 


SONIC 


Nt sien 
00-018 XXX KKK KEK KEK KEKE KKK EEK ERK K vA KKK 
-wov YXXXXXYY | AXXXXXXXKK 


wochroy XXXXXXXXXKXY 


(Read) 


' AXXKXXXXXXXKK 


BIN eee 
esses 





XXXXXXXXXRXXEXAKLARAAKNAKSAKEXAKOX XXX 
FIGURE 15. SONIC and AT Bus Signal Timings: Memory Read 
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| 1 | tw | raw | tsw | raw | tw | owt | mw | tw2 | a ae | 


BSCK 
16 MHz 


I 
~ADS \ / : t \ / 
: 1 


\ 
1 Bus 
MWR =f ! Signals 


SONIC 


1 
! 
' 
' 
: (Write) 


t 


FIGURE 16. SONIC and AT Bus Signal Timings: Memory Write 
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AT Bus 
Signals 
(Write) 
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7V 
Regulator 


_ External Test SNI 


To DP83932 
SONIC 


© 
2 

= 
a. 


DC-DC 


Transformer 


5V 
Converter 


VY Jumper 


FIGURE 17. Detalled Block Diagram of the Physical Interface 


NETWORK INTERFACE 


Three network interface options are available on the SONIC 
AT evaluation board. They are the thick-Ethernet, Thin- 
Ethernet, and the Twisted-Pair, Figure 17 shows the block 
diagram for this section. Any one of these three options may 
be selected by setting the appropriate jumpers and jumper 
blocks. Opening JPER1 or JPER2 disables the power sup- 





ply for the Thin Ethernet or Twisted-Pair interfaces respec- . 


tively. In addition, three Jumper blocks, JB5—JB7, select’ 
which of the three interfaces is connected. To select an 
interface, one jumper block is shorted. Only one of the three 


blocks may be selected at a time. Table Vill shows how . 


each type of interface is selected. 
TABLE Vill. Physical Interface Jumpers 


Block 


shor | open'* | a6 | thirethornet™ | 


(**This is the default setting) 


In addition to the three interface options, there is a choice of 
using an external Encoder/Decoder or using the SONIC’s 
internal Encoder/Decoder. To use the SONIC’s internal En- 
coder/Decoder, the external encoder/decoder must be re- 
moved from its socket, and JB4 must be shorted. To use the 
external encoder/decoder, install the DP8391 or the 
DP83910, and disconnect the JB4 jumpers. 


Transceivers are needed to change the differential ECL sig- 





' Phone 
‘Connector 


Pulse Transformer 





D Connector 


() 


BNC 
~ Connector 
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Finally, a DC-to-DC converter is needed for the CTI trans- 
ceiver, and a set of voltage-regulator and heat sink is need- 
ed for the TPI transceiver. 


PC-AT COMPATIBILITY RESULTS 


Table IX lists the PC-AT machines used to test the proto- 
type design. It describes the adapter card AT speed mode 
Jumper option (JUP) required for each machine and the 
number of AT clock beats per memory cycle. 


TABLE IX. Compatibility Testing for DP839EB-ATS 


Fast Cycles 
(JUP = 1) 


Slow Cycles 
(JUP = 0) 


| CoMPAGs86/20 | works 
| CoMPAg2s6/12 | works | 
| COMPAQ Portable | works | works 

|Necasesx/16 | fails | works | 
pastsee/s3 | fails | works | 
jleMATeMHz | works | fais 
|Tuipseesx | works | works 
LEVEREXs86is/16 | works | works | 


Note 1: Number of AT bus clocks per cycle for the first cycle in a SONIC 


- DMA burst. 


nals to non-differential ECL signals before entering the ca- - . 


ble. The CTI transceiver is provided to do this task for the 
thin-ethernet, while the TPI is provided for the twisted-pair 
interface. 
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Note 2: Number of AT bus clocks per cycle all other cycles ina SONIC DMA 
burst. 











D. PAL EQUATIONS 
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D.1 BUS MASTER PAL'S 


Three PAL's are used to support the AT bus master operation. These perform the functions of 
synchronization of asynchronous signals, bus request signal generation, and command signal generation 
from the synchronous state machine. 


PAL U9, BUSREQ: 


The BUSREQ PAL is a registered P16R4 PAL. It contains the synchronous state machine for bus request 
logic, hida and deco signals generation logic. The registers of the synchronous state machine are driven by 
the 16Mhz oscillator. 


hida : is an acknowledge signal to inform SONIC that the adapter board has the control of the AT bus.It is 
asserted high only during the MASTER state of the synchronous state machine. It is asserted two 
16MHz clock periods after the system board responds with -DAKx. 


It is an output of the asynchronous state machine. It is fed to the Command PAL to generate the 
appropriate enable signals for the data transceivers during a memory write cycle. 


dumw: _ Itis the dummy variable for the enw generation asynchronous state machine. 


_tdy: SONIC bus cycles can be lengthen by asserting this signal high during the wait state. According to 
the Signal Conversion state diagram, this signal has to stay high for Tiw, Taw, T3w, T4w, Tw,Tw1 
but not Tw2. 


module bus; 

flag '-r3'; 

title : 
‘SONIC MASTER BUS REQUEST 1/November/90 
filename: Bus request Pal' 


BUS device 'pl6R4'; 


"declarations 
X,Z,C = .X.,.2.,.C.; 


gnd, vcc 
pin 10,20; 


“outputs 
q2,q1,q0,q3,dumw, enw, rdy,hlda 
pin 17,16,15,14,18,19,13,12; 


“inputs to pal : 
bsck, Hold, _dakx,sq3,sq2,sql,bck,_ reset, memw,enb 
pin 1,2,3,4,5,6,7,8,9,11; 


“inputs to state machine 
input = [_dakx,Hold, reset]; 


"states of signal translator: 


idle =*b1110; 
hold =“bll1l1i; 
wl =*b1101; 
master =“b1001; 
rghl =*b1011; 
rgh2 =“b0111; 
rqh3 =*b0001; 
idle2 =*b1000; 
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1-479 





AN-760 


Idle_st 7 
Master_st = 


W1_st 


idle3 
holdl 


=*b1100; 
=*b0101; 


(q3,q2,q1,q0] 
(q3,q2,q1,q0] 
= [q3,q2,q1,q0] == [ 


(1,1,1,0]; 
(1,0,0,1]; 


11,0,1);3 


state_diagram [q3,q2,ql,q0] 


state 


idle: case (input 
(input 
(input 
endcase; 
hold: case ‘(input 
"(input - 
(input 
(input 


{x,0,x]) 
[x,x,0]) 
{x,1,1)) 


[x,x,0]) 
(1,1,1]) 
{0,1,1]). 


:idle; 
tidle; 
shold; 


sidle; 

shold; . . 
sholdl; .~ 

:idle2; 


= [x,0,1)) 


endcase; 


holdl: case (input == [x,x,0]) :idle; 
(input == (x,x,1)) :wl; 


endcase; 


‘(input == [x,x,0]) :idle; 
(input == [x,1,1]) :master; 
(inpu {x,0,1])) :idle2; 
endcase; 


wl: case 


master: case (input 
(input == [x, 
(input == [x, 


endcase; 


case (input 
endcase; 


(x,x,x]) 


case (input 
(input == 


endcase; 


{x,x,0]) 
[x,x,1]) 


:idle; 
:xrqh2; 


case (input 
(input 


endcase; 


(x,x,0)}) 
(x,x,1]) 


:idle; 
:rqh3; 


case ridle; 
thold; 


:idle2; 


(input 
(input 
(input 
endcase; 


(x,x,0]) 
(x,1,1]) 
{x,0,x]) 


case (input == 
(input == 
(inpu 


endcase; 


{x,x,0]) 
[1,x,1]) 
(0,x,1]) 


:idle; 
:idle2; 
:idle3; 


equations 


_rdy = (sq3 & sq2 & !sql) # 
(sq3 & sq2 & sql) # 
('sq3 & sq2 & sql) # 
('sq3 & !sq2 & sql); 
hlda = Master st; 
TL/F/11180-17 
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“is asserted to SONIC two BCLK after _grab 
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'dumw =! enw & dumw & !sq2 & sq3 #° 
! enw & dumw & !_ reset # 
!_enw & !dumw ; 


' enw = hlda & ‘enw & dumw & !_memw & _ reset # 
“  tvenw & dumw & sql & sq2 & _reset # 

! enw & dumw & !sql & !sq3 & _reset #- 

! enw & dumw & !_ reset # 

!_enw & dumw & !sq2 & sq3 # 

{enw & !dumw & bck ; : - ; 

“ _sbhe is implemented in control2 PAL 


test_vectors ' ' 
(f{bsck, dakx,Hold,enb, reset] -> (q3,q2,q1,q0,hlda}) 


(c,x,x,x,0] -> [1,1,1,0,x]; 
{c,x,0,0,x}] -> [1,1,1,0,0]; 
“SONIC is in slave cycle 
"_aen is active 


"IDLE . - 
“IDLE STATE 








[c,1,1,0,1] 
[c,0,1,0,1) 
{[c,x,1,90,1) 
[c,x,1,0,1] 
(c,x,1,0,1] 
{c,0,1,0,1] 
([c,0,x,0,1) 
{c,x,x,0,1] 
{c,x,x,9,1] 
[c,x,0,0,1] 
[c,1,x,0,1] 
[c,0,x,0,1] 
(c,x,x,0,1]) 
(c,x,0,0,1] 
{c,x,1,0,1] 
[c,0,1,0,1) 
[c,x,1,0,1] 
[c,x,1,0,1) 
(c,x,0,0,1) 
(c,x,x,0,1] 
(c,x,x,0,1] 
([c,x,1,0,1] 


test_vectors 


-> 
-> 


ma AMAA T OO 
PROOPRPrPRPRPOPR 
Soe Se aE Nee we ee 
SCOOP ODCORKRF 
Se eet an tee ee ae a a 


OFPRPRPORFEF 
So eS) ee 
FOOrRPRPRFRPP 
Se age ew te a a ee co 


fa 
° 
« 
° 
Ba 
So ee eS ee SO a ee NT ALO a Se OR ia 
PRP RP RPHPHPODDOOORPRFPRPRPEPHPPHE 
Sa Se ee el a Ne ee a Se Se a wae 


_ 
rR 
« 
hr 
~ 
POFPKHFOOORPKFRPODOOORPrFPOCOCOOCOF 


"HOLD STATE, aen is 1 


“sampled _sdackS5 low, _aen is 
"Wl STATE, aen is 1 

“MASTER SATE 

“stay in MASTER STATE 


“IDLE STATE 
“IDLE, eprom is selected 


({bsck, dakx, Hold, enb, sql, sq2,sq3,bck,_memw,dumw, enw, reset] -> 


(hlda,q2,q1,q0,dumw, enw] ) 


end bus; 


— os ws 


* 


_— 


PRPPRPRrPErPEPPO 
op cee oe 


— 


~~ ss Fe es ys Se YS BS BWA 


PKR KX KOR XK 
s SVS NS SSNS NN SS 


OrPrPKKXK KKM KM K 


ye Ne 


Ne Ne Me 


Me 


Be Se Ne Me 


ee 


PODDODCORPRPRPRPHPRP 
pica ced ead Ra ea se A 


=a 
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PAL U8, SIGCONV: 


The master signal translator is optimized for different AT speed. Itis implemented with a 16R4 PAL and the 
primary outputs are _memr, memw, _smemr,_smemw. These command outputs are only enabled during 
the bus master operation. ; : 


The registers of the signal translator state machine are clocked with a fixed frequency oscillator (16Mhz). 
During the SONIC MEMORY access, different number of wait-states are inserted in the state machine for 
various types of ATs by sampling the IOCHRDY signal. 


_memr,_memw: They are active for a certain number of states for a certain AT speed in order to match to the 
AT timing specification. They are decoded from the states of the signal translator synchronous 
State machine. rea? = 


_smemr, _smemw: They are only active when the first megabyte of memory is being accessed. It is decoded 
with the deco signal from the control2 PAL. They are only active when address 20 thru 23 are all 0. 


module si3; flag *-r3*; title 'SONIC AT BUS MASTER SIGNAL TRANSLATOR PAL 
19/April/90 : i As, 
file name: si3.abl' SI3 device 'pl6r4'; 


"declarations 
CpZpX = Seg se Zep Xe 


gnd,vcc pin 10,20; 
“outputs 


q3,q2,ql,q0,_memr, memw, smemr, smemw pin 
17,16,15,14,12,18,13,19; 


“inputs to PAL 
bsck,_ads,mwr,hlda,hold,iochrdy, reset,deco, jup,enb pin 
1,2,3,4,5,6,7,8,9,11; 4 oe 


“inputs to state machine 
input = [_ads,hlda,hold,iochrdy, jup,_ reset]; 


“states of signal translator 
idle = *b1011; 
tl = “b1001; 
tlw = “b1101; 
t2w = “b0011; 
t3w = : “b1110; 
t4w = *b0110; 
tw = “b1111; 
twl = “b0111; 
tw2 “b0101; 
t2 = “b0001; 


{q3,q2,q1,q0] {1,0,1,1]; 
[q3,q2,q1,q0] {1,0,0,1]; 
{q3,q2,q1,q0] (1,1,0,1]; 
[q3,q2,q1,q0] [1,1,1,0); 
{q3,q2,q1,q0) (0,1,1,0}; 
[q3,q2,q1,q0} [1,1,1,1); 
([q3,q2,ql1,q0] (0,1,1,1]; 
(q3,q2,q1,q0] {0,1,0,1]; 
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{q3,q2,q1,q0] 


state diagram [(q3,q2,q1,q0] 


state idle: case (input == [x,0,x,x,x,1]) 
(inpu 
(input 
(input 
(input 
(input 


endcase; 


(input 
(inpu 
(input == 
(input == 
(input == 

endcase; 


(x,x,x,x,x,0)) 


(input == (x,x,x,x,x,x)) 
endcase; 


(input == [x,x,xX,X,xX,x)]) 
endcase; 


(input == [x,™*,%,xX,xX,x)) 
' endcease; 


(input == [%,x,x,xX,X,x]) 
endcase; 


(input == ([x,x,x,x,0,1)) 
(input == 
(input == 





endcase; 


twl: case (input (x,*,%,0,x,x)) 


(inpu 
endcase; 


(input == [x,x,x,x,x,x)) 
endcase; 


t2: case (input == [x,x,1,x,x,x]) 


(input 
| endcase; 


equations 


| enable _memr = hold & hlda & _ reset; 

!(!mwr & T3W # 
'mwr & T4W # 
'mwr & TW1 # 
# !mwr & T2); 


_memr = 
'mwr & TW # 
'mwr & TW2 
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(1,%,*,%,%, 
{x,x,0,x,x,x]) 
(0,1,1,x,0, 
{0,1,1,x,1, 
[x,x,%,%,x,0]) 


(x,x,0,x%,x, 
[0,x,1,x,9, 
(1,x,1,x,%, 
[0,x,1,x,1, 


(x,x,x,1,1, 
[x,x,x,0,1, 
(input == [“,X%,%,%,X, 


[x,x,x,1,x, 


[x,x,0,X,%, 
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:idle; 

x)) :idle; 
:idle; 
rt3w; 
stw; 
:idle; 


1)) 
1)) 


:idle; 

x}) :idle; 
1)) :tlw; 
Lo Seely 
1)) :twe 


:t2w; 


:twl; 

1)) :tw2; 
1)) :tw; 
0}) :idle; 


stwl; 
x)) :tw2; 


22; 


StL; 


x)) :idle; 
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enable _memw = hold & hlda & _ reset; 


_memw = !(mwr & T3W # 
mwx & T4W # mwr & TW # 
mwr & TW1l # mwr & TW2 
# mwr & T2); 


enable _smemr = hold & hlda & _ reset; 


_smemr = !(!mwr & T3W & deco # 
'mwr & T4W & deco # !mwr & TW & 
deco # !mwr & TW1l & deco # !mwr 
& TW2 & deco # !mwr & T2 & 
deco); 


enable _smemw = hold & hlda & _reset; 


_smemw = !(mwr & T3W & deco # 
mwr & T4W & deco # mwr & TW & 
deco # mwr & TW1l & deco # mwr 
& TW2 & deco # mwr & T2 & 
deco); 


test_vectors 


([bsck,mwr,deco,_ads,hlda,hold, iochrdy,enb, jup,_reset] -> 
(q3,q2,ql,q0,_memr, memw, smemr, smemw]) [c,x%,%,X%,%,%,%,0,%,xX] -> 
{1,0,1,1,2,2z,z,z];"idle [c,x,x,x,x,0,x,0,x,x] -> (1,0,1,1,z,z,z2,z];"idle 
{c,x,x,x,0,x,x,0,x,x) -> [(1,0,1,1,2,2,2,z};"idle [c,x,x,1,1,1,x,0,x,1] -> 


-> (0,1,1,0,1,0,1,0);"t4w [c,1,1,x,1,1,x,0,0,1] -> 

,O};"tw jup=0 [c,1,1,x,1,1,x%,0,%,1] -> [0,1,1,1,1,0,1,0}7"twl 
-> {0,1,1,1,1,0,1,0)];"twl [c,1,1,x,1,1,1,0,x,1] -> 

,O];"tw2 [c,1,1,x, ,0,%,1) -> [0,0,0,1,1,0,1,0];"t2 
eije"tl [c,x,x,1,1,1,x,0,x,1] -> 
71,xX,0,1,1] -> [1,1,1,1,0,1,1,1];"tw 
rij;"twl [c,0,0,x,1,1,1,0,x,1] -> 
7%,1) -> £0,0,0,1,0,1,1,1});"t2 
,zj;"idle 


1 
1 
1 
0 
2 


end si3; 
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PAL U11, CONTROL2: 
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_grab: This signal is also know as MASTER‘1E6. It is pulled low once SONIC becomes the bus master, to 
disable the DMA from driving signals onto the AT bus. 


_adden: It is the enable signal of the transceiver for the upper 8-bit address signal. It is also the direction 
control signal of the lower 16-bit address transceivers. 


_aden: The transceivers for the lower 16 address bits are bidirectional (74AS245). The outputs are controlled 
by _aden pin. During the master cycle, the addresses go from SONIC to AT bus, and conversely 
during the slave cycle. The direction control signal for the thransceivers is generated in CONTROL 
PAL. 


deco: Is generated for decoding the command signals: _smemr, smemw. They are active only when 
SONIC is addressing the first megabyte of memory. Deco is active when sonic address signals 
a20..a23 are all zero. 


iochrdy: Generated when the CPU is accessing a SONIC register. It is driven inactive until the SONIC drives 
RDYO active. 


sbhe: This signal is driven active whenever the SONIC executes a master cycle on the AT bus as all SONIC 
master memory cycles are 16 bits wide. It indicates to the slave that there is valid data S$D15..8. 


module con2; 

flag '-r2'; 

title 

"PAL20L8, for master control signals. 12/December/90 
filename: con2.abl' 

CON2 device 'P20L8'; 


“declarations 
X,Z = .X.,.2.7 


gnd,vcc 
pin 12, 24; 


“outputs 
_aden,deco,_sbhe, grab, adden, iochrdy,bint 
pin 15,16,17,18,20, 21,22; 


“inputs 
_cardsel, epromsel, _cs,hlda,_dakx,hold,_ reset, 
int,a20,a21,a22,a23,_rdyo 
pin 1,2,3,4,5,6,7,8,9,10,11,14,13; 


equations 


enable iochrdy = _reset & !_cs; 
iochrdy = !_rdyo; 





enable _grab = hold & _ reset; 


!_grab hold & hlda & _reset # 


hold & !_dakx & _reset; 
_aden = !((hlda # !_cardsel & grab # !_epromsel & grab) & _reset); 


enable _sbhe = hold & hlda & _reset; 
_sbhe = 0; 


_adden = ! (hold & hida & _reset); 
bint = int; 


TL/F/11180-22 





1-485 


AN-760 


deco = !(a20 # a21 # a22 # a23); 
“control signals ‘in sigtran’pal are enabled by memen. signal 
test_vectors 


([_cardsel, epromsel,hlda,hold, dakx,_ reset,a20,a21,a22,a23] 
->(_aden, sbhe, grab, _adden,deco]) ph 


70) -> [x,z,z,1,1];. 
70) ~> (1,2z,2z,1,0]; 
1X) -> (x,2,1,1,x); 
7%] -> [0,0,0,0,x); 
7x) -> (0,0,0,0,x); 
7x). -> ({x,0,0,0,x]; 


test_vectors 

({_reset, cs, rdyo] -> [iochrdy]) 
{0,x,x] -> [zl]; 

[1,1,x] -> [zl]; 

([1,0,1}. -> [0]; ° 

(1,0,0] -> [1]; 


end con2; 
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PAL U6, CARDDEC: 


This PAL is the main slave interface between the AT and the adapter board. It decodes the address lines from 
AT and jumpers the user has set up to determine whether the board is selected. If so, further decoding is 
done to determine if the SONIC, Port Page, or the PROM is selected. When SONIC is selected, the signal 
-1016 will also be driven to inform the CPU that ali SONIC register accesses will be 16-bit operations. 


Description of the output signals: 

-cardsel : This output signal determines whether the SONIC AT board is selected by the CPU. It is asserted 
when the address inputs from the AT and the jumpers on the board correspond to the correct location 
in the 1O space. 


-CSP: This output signal is generated from the second round of decoding, which will determine if the SONIC 
register space is selected. 


-CSIOP : This output signal determines if the SONIC Port Page is selected by the CPU. 


-CSPROM: This signal is asserted to chip-select the PROM for physical address of the board. 


-1016: This signal is asserted when the SONIC is selected. This is to inform the CPU that the SONIC's 64 
internal registers are 16 bits wide, while if either the port page or the the PROM is selected, this signal 
would not be asserted. This is a tri-state signal. 


LA17: This is one of the address lines on the bus: Latchable Address<17>. This PAL acts as an address 
buffer to this signal when the SONIC is the bus master. 


module carddec; 
flag '-r0'; 


title 

"PAL20L8D 

SONIC slave card decode 15/March/89 
file name: carddec.abl' 


CARDDEC device 'P20L8'; 


“declarations 
K,Z = .X.,.2.7 


GND, VCC 
pin 12,24; 


“outputs 
_1016,_cardsel, CSP, CSIOP, CSPROM, LA17 
pin 15,16,17,18,22,20; 


“inputs 

AEN, SA9, SA8, SA7, SA6, SA5, SA4, SA3, SA2, SA1, SAO 
pin 1,2,3,4,5,6,7,8,9,10,11; 
JP2,JP1,J3P0,HLDA,A17 

pin 13,14,19,23,21; 


“equates 
addr = [SA9,SA8,SA7,SA6,SA5]; 
jpsel = [JP2,JP1,JP0}; 
TL/F/11180-24 
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equations 
!_cardsel = !AEN & !HLDA & 
'AEN 
!'AEN 
!'AEN 
‘AEN 
AEN 
't AEN 


(jpse 
!'HLDA 
!'HLDA 
!HLDA 
!HLDA 
!HLDA 
'HLDA 


“h0) & 
(jpsel 
(jpsel 
(jpsel 


(jpsel — 
(jpsel . 
(jpsel = 


(addr = 
“hl) 
“h2) 
-*h3). 
‘*h4) 
“hs)° 
“n6) 


1016 = 0; 


enable _I016 = !_cardsel & SA4; 
! CSP = !_cardsel & SA4; 
! CSIOP = ! cardsel & ISA4 & SA3 & SA2 & SAL & 


!_CSPROM = !_cardsel & :!SA4.& !SA3°&.!SA2 #° 
!_cardsel & !SA4 & !SA3 & 


LA17 = Al7; 
enable LA17 = HLDA; — 


test_vectors 2s pee. Kg 
(({AEN,HLDA, JP2, JP1, IPO, SA9, SAB, SAT, SAG, SAS] -> [_cardsel],) © 


{1]; 
(1); 
(1); 
(1); 
{0}; 
{0}; 
{0}; 
{0}; 
{0}; 
(0); 
[0]; 


— 
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~ 
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{1,0 
{1,1 
[0,0 
{0,1 
[0,0 
[0,0 
[0,0 
(0,0 
(0,0 
(0,0 
[0,0 


~ 
~ os 
~ 
~ 


test _vectors 


({AEN, HLDA, JP2, JP1,JP0,SA9,SA8,SA7,SA6,SA5,SA4,SA3,SA2,SA1,SA0} -> 


[_CSP, CSIOP, CSPROM, 1I016}) 


*n4000 -> (1,1,1,2]; 
“hOlla -> [0,1,1,0]; 
“hn0111 -> (0,1,1,0)}; 
“hOl0f -> [1,0,1,z]; 
“h010e -> [1,1,1,2]; 
“n0100 -> (1,1,0,2)]; 
“n0103 -> [(1,1,0,2]; 
“n0107 -> [1,1,1,2z]; 


end carddec; 
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PAL U7, EPROMDEC: 


This PAL decodes the address lines and jumpers the user has set up to determine whether the EPROM is 
selected. The EPROM is memory-mapped onto the first megabyte of the system memory. If the EPROM is 
selected, the line _epromrd enables the EPROM to be read. 


The -RESET signal for the SONIC is also generated from RESDRV in this PAL, as well as the upper address 
lines LA18 and LA19 onto the AT bus when SONIC is the bus master. 


Description of the output signals: 
-EPROMRD: This output signal chip selects the EPROM and enables it to be read by the motherboard at the 


time of boot-up. St is generated by comparing the address inputs from the AT and the jumpers on the 
board. a 


-RESET: This signal acts as an active low reset signal to the SONIC board. | 


LA<18,19>: These are two of the output address lines when the SONIC is bus master. This PAL acts as an 
address buffer to enable these lines. ; 


module epromdec; 
flag '-r0'; 


title 
‘PAL20L8 EPROM DECODE on SONIC AT board 15/March/90'! 


EPROMDEC device 'p2018'; 


"declarations 
gnd,vcc 
pin 12,24; 


K,Z = .X.,.%.3 


“outputs 
_epromrd, LA18, LA19, RESET 
pin 22,16,17,15; 


“inputs 
AEN, SMEMR, SA19, SA18, SA17, SA16, SA15, SA14, JP2, JP1, JPO 
pin 1,2,3,4,5,6,7,8,9,10,11; 
HLDA, RESDRV, A18,A19 
pin 13,14,18,19; 


“equates 
addr = [SA19,SA18,SA17,SA16,SA15, SA14]); 
jpsel = [JP2,JP1,JP0]; 
ctrl = [AEN,_SMEMR, HLDA}; 


equations 


!_epromrd = (ctrl == “h0) & (addr == *h32) & (jpsel == “hO) # 
(ctrl “n0) & (addr “h33) & (jpsel = 
(ctrl “n0) & (addr “h34) & (jpsel 
(ctrl “h0) & (addr “n35) & (jpsel 
(ctrl “n0) & (addr “n36) & (jpsel 
(ctrl *h0O) & (addr “*h37) & (jpsel 


TL/F/11180-26 





1-489 


09Z-NV 





AN-760 


(ctrl == *hO) & (addr == 


! RESET = RESDRV; 
LA18 Al8; 
LA19 Al19; 


enable LA18 = HLDA; 


enable LA19.= HLDA; 


test_vectors © 


([AEN, SMEMR, HLDA, SA19, SA18,SA17,SA16,SA15,SA14,JP2,JP1,JP0) -> [_epromrd] ) 


[1,x,X,%,X%,X,X,X,X,X,%,X} -> [1]; 

(x,1,%,X,XpX,X/X,X,X/X,X] -> [1] 5° 

{x,x,1,%,X,%,X,X,X,%,%,%]) -> [1]; 
-> (1); 
-> [1]; 
-> [0]; 
-> [0]; 
-> {0}; 
-> (0); 
~> (0); 
-> [0]; 
-> [0]; 
-> (1); 


test_vectors 
({RESDRV] -> [_RESET]) 


(1) -> [0]; 
(0} -> [1]; 
end epromdec; 


“n38) 


& 


(jpsel == “h6); 
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This PAL converts the control signals between the AT and SONIC during slave cycle. The signal SWR is a 
straight-forward conversion from AT signals -IOR and -IOW, while the signal -SAS is generated by a two-state 
asynchronous state machine because the correspondent AT signal BALE does not meet the SONIC timing 
specifications. 


This PAL also enables the Port Page and the PROM with appropriate -IOR and -IOW signals after they are chip- 
selected. 


One last task of this PAL is generating the direction and enable signals for the data transceivers. 
Descriptions of the output signals: 


en_iop: This output signal enables the Port Page register to be written when the Port Page has been © 
addressed. 


en_prom: This signal is similar to that of en_iop, except that it enables the PROM to be read. 


-sas: This signal is generated by the asynchronous state machine. It signals the SONIC that a valid register 
address is on the bus. 


swr: This signal is directly generated from the AT signals -IOR and -IOW. This output is low when a read and 
high when a write. 


ddir: This is the direction signal for the data transceivers, with 1 being the direction from SONIC to AT. 


d_en: This is the enable signal for the lower data byte transceivers. It is only enabled when SONIC is either in 
master or slave operation and the direction has already been set. 


d_enm: This is the enable signal for the higher data byte transceivers. It is disabled for 8 bit transfers. 
cs: This output signal enables the SONIC's registers to be accessed. 

Descriptions of the inputs: . . 

_enw: This signal determines whether if the SONIC is a master and it's doing a memory write operation. 


module cmd; 
flag '-rl'; 


title 

"PAL201D 

SONIC slave control signals conversion, 6/June/90 
filename: cmd.abl'; 


CMD device 'P2018'; 


"declarations 
X,Z = .X.,.2.; 


gnd,vcc 
pin 12,24; 


“outputs ; 
en_iop,en_prom, swr,ddir,d_enm,_sas,_cs,d_en 
pin 15,16,17,18,19,20, 21, 22; 


“inputs : 
_ior,_iow,_csp,_csiop, _csprom,_cseprom,hlda,mwr’ 
pin 1,2,4,5,6,7,8,9; 
bale, _memr, enw, reset 
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pin 10,11,13,23; 
equations 
“SWE = (ior # !_iow) & !_csp; 


!_cs !_csp & !_ior # 
!_csp & !_iow; 


!'(_sas & bale & !_csp # 
!_sas & _jlor & _iow # 
swr & ! sas & !_ior # 
'swr & ! sas & !_iow); 


! enw & reset # 
hlida & !_memr # 
!_iow & !_csp & _reset # 
!_cs & reset # | 
!_iow & !_csiop & _reset; 


en_iop = _csiop # _iow; 
en_prom.= _csprom # _ior; 


'ddir = csp & _csprom & _cseprom & _enw & !mwr # 
_csp & _csprom & _cseprom & !hlda # 
_csprom & _cseprom & _ior & _enw & !mwr # 
_csprom & _cseprom & ior & !hlda;. 


! enw & reset # 

hida & !_memr # 

!_iow & !_csp & _reset # 
_cs & _reset # ; 
_iow & !_csiop & _reset # 
_ior & !_csprom & _reset # 
_memr & !_cseprom & _ reset; 


! 
! 
: 
! 


test_vectors 
({_csp,_ior, iow, reset] -> [_cs,swr]}) 


“Register read 

(1,x,x,x] -> [1,x]; 
{0,1,1,1] -> [1,x]- 
(0,1,1,1] -> (1,x]; 
(0,0,1,1] -> [0,0]; 
{0,0,1,1] -> [0,0]; 
(0,0,1,1] -> [0,0]; 


"Register write 

(0,1,1,1) -> {1,x); 
{0,1,0,1] -> [0,1]; 
(0,1,0,1] -> [0,1]; 
(0,1,0,1]) -> [0,1]; 


test_vectors 
((_csp,bale, ior, _iow,swr, sas) -> [_sas]) 


-> [1]; "Not chip selected 

-> [1]; “Chip selected, but bale not valid 
-> [0]; “Bale ready, but no IO command 

-> (1); "IO command, and swr ready 

-> (1); “Same as above 
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(x,x,x,%,x,0] -> [1]; 
test_vectors 
({_csiop,_iow, ior, _csprom]) ~-> [en_iop,en_prom) ) 
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(1,x,x,1) -> (1,1); 
{1,1,0,0) -> [1,0]; 
(0,0,1,1) -> [0,1]; 


test_vectors 
({hlda,mwr, ior, iow, _memr, enw, cseprom, csp, csprom, cs, 
_csiop, reset) -> [ddir,d_en,d_enm]) 
[X,X,XeX,X,X, X,X_X,X,X,y 0) -> (x,1,1]; 
-> ([0,1,1]; “Sonic Master Read cycles 
-> (0,0,0}; “Sonic read data enable 
-> (x,1,1]); “Sonic master(no rd/wt) 
-> [1,1,1); “Sonic starts write in Tl 
-> {1,0,0]; “Sonic wrt, data enable, TW 
-> (1,0,0]}; “Same as above, but TW1 
-> (1,0,0}+ “Next Tl or idle 
=> (0,1,1]; “dir remains, enable goes 
-> (0,1,1); “both dir & enable goes 
-> (0,1,1); “Neither master or slave 
-> (0,1,1]); "Slave, Sonic Read selected 
-> {1,0,0}; “same, but data enabled 
-> (0,0,0]; "Slave write, both dir & en 
-> (0,1,1]; “Neither master nor slave 
-> ({1,1,1); “Eprom selected, dir set 
-> [1,0,1]; “Same, with data enabled 
-> [1,1,1}; “Prom selected, dir set 
-> {1,0,1); “Same, with data enabled 
-> [0,0,0}; "Port Page 


2 2 8 


- « 


a eo 
s -_ 
PRR RH He Ee 
aaa fale aaa ae 


end cmd; 
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SONIC AT Board Physical Layer 


eoo0000 
000000 


INTERFACE_BUS 


ee C23) C24 
C11 C12) «C13. C14 CIS. C16. C17. C18. «C19 C20. «C21. «C22, ALT FAT 
O.1 uF 0.1 er 0.1 uF OT uF OO uF OF OD ur O.1 uF OT uF OF Of wr O.1 uF SOV SOV 


C23 C26=«=— C27, C28 «= 29, C30 C3t C32 C33 C34 CBS 3B OC37 
O.1 wF 0.1 wr 0.1 wr O.0 uF 0.1 uF 0.1 wF 0.1 wr 0.1 WP 0.1 uP 0.1 eF 4.7 uF 4.7 uF 4.7 pF 
SOV SOY 50V 


THESE CAPS ARE FOR DECOUPLING THEIC'S. 0.1 uF FOREACHIC, AND 4.7 4 F FOR 
EVERY FOURIC’S. 


Note: All resistors to be 5%, 14,W unless otherwise indicated. 
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38 C39 
ALT wF ALT pF 
_ BOY SOY 


cso CA 


= 4.7 uF 4.7 pF 4,7 pF 


Sov. = 50V 


THESE ARE FOR THE 
ATBUS 


C42 
50v 


13 RXTs p20 


SIE 12 RXT- 


“SIE fs 


>>> 
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SONIC AT Board Physical Layer (Continued) 


JPER2 
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DP839EB-ATS SONIC 
Packet Driver for PC/TCP 
by FTP Software 


INTRODUCTION 


This is a program listing for a driver for the DP839EB-ATS 
SONIC Ethernet Adapter. This driver enables the DP839EB- 
ATS to operate with a TCP/IP software package from FTP 
Software Inc. called PC/TCP. This driver is written to ver- 
sion 2.0x of this software package. 

This software program listing is provided primarily as a pro- 
gramming example for writing software for the DP83932 
Systems Oriented Network Interface Controller. This driver 
is written in Microsoft C 5.1 and Microsoft Assembler 5.1. 
Since the bulk of the software is written in C, the concepts 
provided are easily portable to other environments. 


This example driver was not written to achieve optimum per- 
formance with PC/TCP, but primarily to show how the SON- 
IC Controller can be programmed. 


FILENAME: pktdrv.c 


static char Pktdrv_Sid{} -- = 
/x noe 


National Semiconductor 
Application Note 748. 


This software does not make use of higher performance 
upper level features, and performance is limited by this. 


The driver is listed by modules in the order listed below. 
1. pktdrv.c 6. sonic.h © 

2. far.c 7. isrlib.asm — 

3. isr.c 8. pktint.asm 

4. sonic.c 9. pktdrv.mak (make file) 

5. pktdrv.h 


JOISIGI ICICI ICICI CEI OOOO OTICIGOEI COCO SI IOS ISIS SEIGE IIIS I IIE 


is Copyright (c) 1990 by National Semiconductor Corporation * 
* ' All Rights Reserved ae 


FOI CIOIGOOOISIISICISICIICICCIIOC OOOO CII CICISICIIOIDI IOI ICICI IC IO III I Ik 


pktdrv.c 


This program is a packet driver that provides a common interface 


between PC/TCP's kernel and NSC's SONIC hardware. 


This program. 


was based on a set of drivers provided by Clarkson from FTP. 
This driver is NOT for performance testing due to PC/TCP limitations. 


UPDATE LOG: 
When/Who 


#include <stdio.h> 
#include <dos.h> 
#include <memory.h> 
#include <string.h> 
#include “pktdrv.h" 
#include “sonic.h" 


/* externals */ 
extern void (interrupt far drv_isr) (); 
extern unsigned _psp; 


.../* the interrupt. we use */ 
/* segment address of PSP */ 
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/* Driver information */ 

static unsigned int drv_version = 1; /* driver version */ 
static unsigned char drv_class = 1; /* driver class */ 
static unsigned int drv_type = 14; /* driver type */ 
static unsigned char drv_number = 0; /* driver number */ 
Static unsigned int drv_funct = 1; /* basic driver function */ 
static char drv_name[] = /* driver name */ 

“National Semiconductor SONIC/TCP Packet Driver"; 
static char cpy_msg[] = 

“Copyright (c) 1990 by National Semiconductor Corporation"; 
Static char drv_rev[] = "1.0"; /* current driver rev */ 


Static HANDLE handle_tbl (MAX_HANDLES]; /* create handle structs */ 
void (interrupt far *sys_isr) (); /* remember system isr */ 

char far *pkt_signature = "PKT DRVR"; 

unsigned int packet_int_no = 0x60; /* interrupt for communications */ 
static unsigned far *psp ptr; /* pointer to PSP */ 

unsigned mem_sz; /* program memory size in paragraphs */ 


union REGS r_regs; 

Struct SREGS s_regs; 

int send_pending; /* required for Synernetics */ 
static int syn_installed; /* required for Synernetics */ 


extern int opterr; 
extern int optind; 
extern char *optarg; 


/* 
main () 


Main procedure. 
Once initialization is complete terminate and stay resident. 
*/ ; a; 
main(argc, argv) 
int argc; 
char *argv[]; 
{ 
psp ptr = (unsigned far *) ((unsigned long) _psp << 16); 
mem_sz = (psp _ptr[{1] - _psp); 


init_drv(arge, argv); ee /* initialize driver and hardware */ 


outp(pagebase, 0); 
outpw(regbasetcr, 8); /* enable receiver */ 


/* terminate and stay resident */ 
_dos_keep(0, mem_sz); 


int_handler () 


This routine is called from an assembly isr routine "drv_isr" 

to handle the application interrupt. The isr routine passes a 

set of pointers of the registers to this routine. Register AH: 
contains which function is to be performed. These registers will. 
be restored in "drv_isr" before returning from the interrupt. 
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Return values: If an error occurred the value will be in 
the DH register and the carry bit of cflag 
will be set. 
x] 

int_handler(regs, sregs) 

union REGS far *regs; 

Struct SREGS far *sregs; 

{ 


int ret_val; 


switch(regs->h.ah) { 

case 1: 
ret_val driver_info(regs, sregs); 
break; 

case 2: 
ret_val access _type(regs, sregs); 
break; 

case 3: 
ret_val release _type(regs, sregs); 
break; 

case 4: 
ret_val send_packet (regs, sregs); 
break; 

case 5: 
ret_val terminate (regs, sregs); 
break; 

case 6: 
ret_val get_address (regs, sregs); 
break; 

case 7: 
ret_val reset_interface(regs, sregs); 
break; 

case 24: 
ret_val get_stats(regs, sregs); 
break; 

default: 
ret_val BAD_COMMAND; 

} 


if(ret_val) [ 
regs->h.dh = ret_val; /* put error code into dh */ 
regs->x.cflag |= 0x1; -/* and set carry bit */ 
} 
} 


/* 
* driver _info() 
* 


Return information on the driver interface. Handle is optional 


and is not used in new driver?? 


Return values: 0 - Success 

nt 

driver _info(regs, sregs) 

union REGS far *regs; 

struct SREGS far *sregs;. 

{ 
regs~->x.bx = drv_version; driver version */ 
regs->h.ch = drv_class; driver class */ 
regs->x.dx = drv_type; driver type */ 
regs~>h.cl = drv_number; driver number */ 
regs->x.si (unsigned) drv_name; /* driver name */ 
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sregs->ds (unsigned long) ((char far *)drv_name) >> 16; 
regs->h.al = drv_funct; /* driver function */ 
return 0; 


8PZ-NV 


access type() 


Initiate access to packets for the specific type. Since the packet 
type field needs to have the bytes of 16 bit values swaped, the 
handle will store the type field byte swapped. 


+ + * © * F HF F 


Return values: 0 - Success 
>0 - Failure 


* 


*/ 
access_type(regs, sregs) 
union REGS far *regs; 
struct SREGS far *sregs; 
{ 


int i, n, 
open_handle = OPEN, /* available handle */ 
type _cnt; 

unsigned char type_buf [MAX_TYPE_LEN]; 


/* first check a few things to make sure packet access is ok */ 


/* check class */ 

if(regs~>h.al != drv_class) { 
return NO CLAS; 

} 


/* check type (ours or generic) */ 

if(!((regs->x.bx == drv_type) || (regs->x.bx == 
return NO_TYPE; 

} 


/* check number (ours or generic) */ 

1£(! ((regs->h.dl == 0) [| (regs->h.dl == 1))) { 
return NO_NUMBER; 

} 


/* check packet type length, if too long its not ours */ 
if (regs->x.cx > MAX_TYPE_LEN) { 

return TYPE _INUSE; 
} 


/* 
* now check for an available handle and if the handle already 
* exists with same packet type. 
*/ 
type ptr = (char far *) (((unsigned long)sregs->ds << 16) | regs->x.si); 





for(i = 0; i < regs->x.cx; it+) 
type_buf[i] = type_ptr[i]; 


for(n = 0; n < MAX_HANDLES; n++) { 
if (handle_tbl[n].in_use) { /* check packet type */ 
type_cnt = MIN(regs->x.cx, handle_tbl[n].len); 
if(!far_mememp((char far *)type_buf, 
{char far *)handle tbl{n].type, type_cnt)) 
return TYPE_INUSE; /* duplicate types */ 
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} 
else if(open_handle == OPEN) 
open_handle = n; © . {* grab first open handle */ 
} 


if (open_handle == OPEN) 
return BAD HANDLE; /* no available handles */ 


/* copy the handle */ 
handle_tbl[open_handle].in_uset++; 


for(i = 0; i < regs->x.cx; i++) { ave 
handle_tbl[open_handle).type[i] = type_buf[i]; 


} 

handle _tbl[open_handle]).len regs->x.Cx; 
handle_tbl[open_handle].rec_es sregs->es; 
handle _tbl{open_handle].rec_ di regs->x.di; 


regs->x.ax = open_handle; /* return handle */ 
return 0; /* return success */ 


release_type() 
Release access to packets with a particular handle. 


Return values: 0 - Success 
* >0 - Failure 
*/ 
release _type(regs, sregs) 
union REGS far *regs; 
struct SREGS far *sregs; 
{ 
if (chk_handle (regs->x.bx) ) 
return BAD HANDLE; 


/* release handle */ 
handle_tbl[regs->x.bx].in_use = 0; 
return 0; 


send_packet () 
Send packet buffer. 


Return values: 0 - Success 

* >0 - Failure 

*/ 
send_packet (regs, sregs) 
union REGS far *regs; 
struct SREGS far *sregs; 

{ . 
char far *frame_ptr; /* pointer to frame */ 
unsigned long pkt_addr; /* physical address of packet */ 
unsigned int buf_len; /* frame length */ ; ; 
int i; 


short previous_tda; 


/* check if frame is too big x] 
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if (regs->x.cx > BUF_SZ) [ 
return NO_ SPACE; 
} 


/* update driver stats */ 
drv_stats.packets_outt+; 
drv_stats.bytes out t= regs->x.cx; 


/* point to the app's send frame */ ; 

frame_ptr = (char far *) (((unsigned long) sregs->ds << 16) | 
regs->x.si); 

pkt_addr = (unsigned long) sregs->ds * 16 + regs->x.si; 


buf_len = regs->x.cx; . /* framet+tFCt+SNAP length */ 


/* save current tda */ 
previous tda=curtda; 


if (transmitactive) { 


/* network is currently busy transmitting, just queue up the tda */.~ 


if (curtda==TDANUM-1) { 

/* load tda with the transmit fragment */ 
tda[(0].pkt_size=buf_len; 
tda{0}.frag_ count=1; 
tda(0]).frag_ptr0=(unsigned short) pkt_addr; 
tda{0].frag_ptrl=pkt_addr >> 16; 
tda[0).frag_size=buf_len; 
tda(0}.link |= 1; 
curtda=0; 

} 

else { 

/* load tda with the transmit fragment */ 
tda[curtda+1l] .pkt_size=buf_len; 
tda[curtdatl].frag_count=1; 
tda{curtdat1l].frag_ptr0=(unsigned short) pkt_addr; 
tda[(curtdatl].frag ptrl=pkt_addr >> 16; 
tda[curtdatl].frag_size=buf_len; 
tda(curtdatl].link |= 1; 
curtdatt; 

} 

tda[previous tda]).link &= 0x0fffe; 

} 
else { 

/* network is free */ 

retry=0; 

/* load tda with the transmit fragment */ 

tda[0].pkt_size=buf_len; 

tda{0}.frag_ count=1; 

tda{0}.frag_ptr0=(unsigned short) pkt_addr; 

tda(0).frag_ptrl=pkt_addr >> 16; 

tda[0].frag_size=buf_len; 

tda[0).link |= 1; 

curtda=0; 

outp(pagebase, 0); 

outpw(regbasetctda, tda_addr); /* load ctda */ 

transmitactive=1; /* set network flag to busy */ 

outp(pagebase, 0); /* get the first page */ 
outpw(regbasetcr, 2); /* issue the transmit command */ 


return 0; 
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terminate () 
Terminate the driver. 


Return values: 0 - Success 
* >0 - Failure 
x/ : 
terminate(regs, sregs) 
union REGS far *regs; 
struct SREGS far *sregs; 
{ 


int sonic_irq; 
sonic_irq=3; 


_dos_setvect (packet_int_no, sys_isr); /* put back system isr */ 


sonic_isr_disable(sonic_irq); .. /* remove sonic interrupt 


/* free environment memory */ 
_dos_freemem(psp_ptr[0x16}); 


/* free memory and return to app */ . 
if (_dos_freemem(_psp) ) 
return CANT TERMINATE; 


return 0; 


get_address () 
Get the local net address. 


Return values: 0 - Success 
>0 - Failure 


get_address(regs, sregs) 

union REGS far *regs; 

struct SREGS far *sregs; 

{ 
char buf[6]; 
int i, old_mode; , eG : (= 2 
char far *addr_ ptr; /* pointer to address */ 


if (chk_handle (regs->x.bx) ) ii 
return BAD HANDLE; 


/* get buffer */ Ke 
addr_ptr = (char far *) ((({unsigned long)sregs->es << 16) | regs->x.di); 


/* Dg Prose 
* copy ethernet address from hardware. .. °° 
* regs->x.cx is the length of buffer, fail if address 
* is too big to fit in buffer - NO_SPACE 
x/ £3 : 
if (regs->x.cx < 6) 

return NO_SPACE; 
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for(i = 0; i < regs->x.cx; itt) { 
addr_ptr[i] = inp(iobaseti); 
} 


return 0; 


reset,_interface () 


Reset the interface for the particular handle. If more than one 
handle is open return CANT_RESET so other applications (handles) 
will not get confused. 


+ + HH HF 


Return values: 0 - Success 
>0 - Failure 


* 


ad 
reset_interface(regs, sregs) 
union REGS far *regs; 
Struct SREGS far *sregs; 
{ : , 
char far *addr ptr; /* pointer to address */ 
int i, handle cnt = 0; 


if (chk_handle (regs->x.bx) ) 
return BAD_HANDLE; 


/* check if there is more than one handle is open */ 
for(i = MIN HANDLE; i < MAX_HANDLES; i++) 
if(handle_ tbl[i}.in_use != 0) handle_cntt+t+; 
if (handle_cnt > 1) 
return CANT RESET; 


/* Reset the hardware to a known state */ 
/* Will need something maybe ??? */ 


return 0; 


get_stats() 
Return driver statistics. 


Return values: 0 - Success 
x >0 - Failure 
*/ 
get_stats(regs, sregs) 
union REGS far *regs;- 
Struct SREGS far *sregs; 
{ 





if (chk_handle (regs->x.bx) ) 
| return BAD HANDLE; 


regs->x.si = (unsigned) &drv_stats; /* driver stats */ 
sregs->ds (unsigned long) ((char far *)&drv_stats) >> 16; 
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return 0; 


drv_rcovr() 


Receiver procedure. Once a frame is recieved, we need to make two upcall 
with the receiving routine provided by the application. The first 

call (AX == 0) is to request a buffer to copy the frame to. The second 
call (AX == 1) indicates that the frame has been copied. 
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Return values: 0 - Success 
>0 - Failure 


* 


*/ 

/* void far drv_revr() */ 

drv_revr () 

{ 
int i; 
int handle found = OPEN; /* set if valid frame recieved */ 
unsigned char far *frame; 
char far *cp_ptr; 


/* get the frame */ 
while (rda[currda]).status != 0) { 
frame=(unsigned char far *) (((unsigned long) rda(currda].pkt_ptrl << 28) 
| rda(currda].pkt_ptr0); 
/* validate the received frame */ 
for(i = MIN_HANDLE; i < MAX_HANDLES; i++) { 
if((handle_tbl{i].in_use == 0) |] ; 
((((unsigned long) handle tbl[ij].rec_es << 16) | 
handle tbl(i].rec_di) == NULL)) 
continue; /* go to next handle */ 
if(!far_memcemp((char far *)handle_tbl{i)}.type, 


&frame(ETYPE_OFS}, handle _tbl[i}.len)) { 
handle found = i; 
break; 

} 


} 
if (handle_found == OPEN) { 
drv_stats.packets_dropped+t+; 
free _rda(); 
continue; 


/* update driver stats */ 
drv_stats.packets_intt; 
drv_stats.bytes_in += rda[currda] .byte_count; 


/* first upcall, tell them frame size */ 

app_recv(0, handle found, MAX(rda[currda] .byte_count=4, 64), 
(char far *)&cp_ptr, handle_tbl[handle_found].rec_di, 
handle tbl {handle _found].:rec_es); 


/* check if copy is permitted */ 
if(cp_ptr == NULL) { 
drv_stats.packets_dropped++; 
free_rda(); 
continue; 
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/* copy the frame */ 
far_memcpy (&cp_ptr[0], &frame[0]), rda[currda].byte_count-4); 


8PZ-NV 


/* second upcall, tell them frame has been copied */ 

app_recv(1, handle_found, rda[currda].byte_count-4, (char far *)&cp ptr, 
handle tbl [handle_found].rec_di, 
handle_tbl[handle_found].rec_es); 


/* free rda */ 
free_rda(); 
} 


return; 


free_rda() 

This routine is to free up the currently examined rda for later use 
* 
*/ 


free _rda() 

{ 
static int first; 
unsigned short tmp_value; 


/* check fifo overrun */ 

outp(pagebase, 0); 

if (inpw(regbasetisr) & ISR_RFO) 
outpw(regbasetisr, ISR_RFO); 


/* reinitialize the rda */ 
rda[currda].status=0; 
rda[currda] .byte_count=0; 
rda[currda] .pkt_ptr0=0; 
rda[currda] .pkt_ptr1=0; 
rda[currda] .in_use=0x0ffff; 
rda[currda].pkt_link |= 1; 


/* link the previous rda to the current rda */ 

if (currda==0) 

rda [RDANUM~1] .pkt_linké=0x0fffe; 

else ; 
rda[currda-1).pkt_links=0x0fffe; 


/* get the first buffer number */ 

if (!first) { 
previous_seqno=rda[currda].seq_no >> 8; 
first=1; 





} 


/* check whether rba can be reused */ 
if (rda[currda].seq_no >> 8 != previous_seqno) { 
previous seqno=rda[currda].seq_no >> 8; 
tmp_value=rwp_ table[cur_rwp]; 
if (cur_rwp==2) 
cur_rwp=0; 
else 
cur_rwptt+; 
outp(pagebase, 0x18); 
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*/ 


Outpw (regbase + rwp, tmp value); 
outp(pagebase, 0); 
tmp_value=inpw(regbase + isr); 
if (tmp value & ISR_RBE) 

outpw(regbase +.isr, ISR_RBE); 

} 


/* check rde */ 

outp(pagebase, 0); 

if (inpw(regbaset+tisr) & ISR_RDE) { 
outpw(regbasetisr, ISR_RDE); 
outp(pagebase, 0x0d); 
tmp_value=inpw(regbasetcrda) & 0x0fffe; 
outpw(regbasetcrda, tmp_value); 

} 


if (currda == RDANUM-1) 
currda=0; 


else 
currdatt+; 


init_drv() 


Initialize the driver and hardware. 


init_drv(argce, argv) 
int argc; 
char *argv([]; 


{ 


char far *ptr; 
int kill_drv; 


fprintf(stderr, 
"ss -- Version %s\n%s\n", drv_name, drv_rev, cpy_msg); 


kill_drv = do_args(argc, argv); /* process command line */ 


sys_isr = _dos_getvect (packet_int_no); /* get system isr */ 
ptr = (char far *)sys_isr + 3; 


if (kill_drv) /* terminate active driver */ 
kill driver (ptr); ; : 


if((ptr != NULL) && (far_strcemp(ptr, pkt_signature) == 0)) { 
fprintf(stderr, 
“Error: a packet driver already exist at interrupt 0x%x\n", 
packet_int_no); 
exit (1); 
} 


_dos_setvect (packet_int_no, drv_isr); /* install driver isr */ 
init(); /* init SONIC */ 
fprintf(stderr, 

“Packet Driver is using INT 0x%x and %ld bytes of memory\n", 


packet_int_no, (unsigned long)mem_sz * 16); 
TL/F/11142-11 





1-508 





chk_handle() 
Check if handle is valid. 


Return values: 0 - Success 
x >0 - Failure 
*/ 
chk_handle (handle) 
unsigned int handle; 
{ 
/* check if handle is in range */ 
if ((handle < MIN_HANDLE) || (handle >= MAX_HANDLES) ) 
return BAD_HANDLE; 


/* check if handle is in use */ 
if (handle_tbl(handle].in_use == 0) 
return BAD HANDLE; 


return 0; 


kill _ driver () 
Terminate driver from memory 


* Return values: none - exits from program 
*/ 

kill_driver (ptr) 

char far *ptr; 

{ 


if((ptr == NULL) || (far_strcmp(ptr, pkt_signature) != 0)) { 


fprintf(stderr, 
“Error: no packet driver at interrupt Ox%x\n", 
packet_int_no); 
exit (1); 
} 
r_regs.h.ah = 5; 
xr_regs.x.bx = 0; 
int86(packet_int_no, &r_ regs, &r_regs); 
if(r_regs.x.cflag) { 
fprintf(stderr, “Error: packet driver can not terminate\n"); 
exit (1); 
} 
printf ("Terminated packet driver at interrupt 0x%x\n", packet_int_no); 
exit (0); 


do_args () 
Process program arguments using getopt(). 


Return values: 0 = Success 
1 - Terminate driver 


do_args(arge, argv) 
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int argc; 

char *argv[]; 

{ 
int in, done = 0; 
char *sptr; 


if(arge == 1) /* use default packet_int_no */ 
return 0; 


#ifdef MSDOS 
if((sptr = strrchr(*argv, '\\')) != NULL) 
strcepy (*argv, sptr + 1); 
L£((sptr = strrehr(*argv, '.')) != NULL) 
*xsptr = "\0'; 
#fendif 
while (!done && ((in = getopt(argc, argv, “?hi:t:")) != -1)) { 
switch(in) { ; so* 
case ‘i': 
case 't!: 
if(sscanf(optarg, "0x%x", &packet_int_no) != 1) 
if(sscanf(optarg, "%d", &packet_int_no) != 1) { 
done = 1; 
break; 
} 
/k 
if(!strnemp(optarg, "Ox", 2)) 
sscanf (Soptarg[2], "%x", &packet_int_no); 
else 
sscanf(optarg, "td", &packet-int_no); 
*/ 
if ((packet_int_no < 0x60) || (packet_int_no > 0x80)) { 
fprintf(stderr, 
“Error: packet_int_no should be in the range 0x60 to 0x80\n"); 
exit (1); 
} 
done = 1; 
if(optind == argc) { 
if(in == 't') 
return 1; 
else 
return 0; 
} 
break; 
} 
} 
fprintf(stderr, 
"Usage: %s [-h] [-i packet_int_no] [-t packet_int_no}\n", *argv); 
fprintf(stderr, 
“ -h = this help message\n"); 
fprintf(stderr, 
“ <i = set packet interrupt number, default is 0x60\n"); 
fprintf(stderr, 
“ =-t = terminate packet driver\n"); 
exit (1); 
} 


int opterr = 
int optind 
char *optarg; 
/* 
* getopt() -- Gets options from command line and breaks them up for analysis. 
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* 
x 
k 


ge 


It is functionally compatible with the UNIX version. 
By Ted Thi 
/ 
topt(argce, argv, ctrlStr) 


SPZ-NV 


int argc; 
char **argv, 


{ 


} 





*ctrlStr; 


extern char *strchr(); 
register char *s_ptr; 
static int i 
1£ (optind < argc && argv[optind] (++i] 
if (i == || ++optind >= argc) 
return(-1); 
i=i1; 
} 
if (i <= 1) { 
if (optind >= arge || (*argv[optind] != '-' && *argv[optind] != '/") || 
argv [optind] [1] == '\0"') 
return (-1); 
if (stremp(argv(optind) + 1, "-") == 0) { 
optindtt+; 
return(-1); 
} 
} 
if (argv(optind) [i] == ':' || (s_ptr = strcehr(ctrlStr, argv[optind) [i))) 
== NULL) { 
i£ (opterr) 
fprintf(stderr, “%s: illegal option -- %c\n", *argv, argv{optind] [i]); 
return('?'); 
} 
if (s_ptr{l) == ':") { 
if (argv[optind] [++i] == "\0O') { 
i = 0; 
if (+toptind >= argc) { 
if (opterr) 
fprintf(stderr, "%s: option requires an argument -- %c\n", *argv, 
*s_ ptr); 
return ('?'); 
} 
} 
optarg = argv[optind++] + i; 
i= 0; 
} else 
optarg = NULL; 
return(*s ptr); 


/* of getopt () 
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FILENAME: far.c 
/* 


KI KKK KKK IKK KKK KKK KK IKK KR KKK KKK KR KKK KIKI KK KKK KKK KK IKK KKK KKK KR KIO KK KK IKK KKK 


* Copyright (c) 1990 National Semiconductor Corporation * 
* All Rights Reserved * 
KKK KKK KKK KKK KKK KKK KKK KK IKK KKK KKK KK KK KKK KK KK KKK KR KKK KK KKK KK KKK KKK KK KKK KK KKK KKK 
x/ : 
#include <dos.h> 


void far_memcpy (dest, src, cnt) 
register char far *dest; 
register char far *src; 
register unsigned cnt; 
{ 

while (cnt-~-) *destt+t+ = *srctt; 
} 


Ce 


char far *far_strepy(sl, s2) 
register char far *sl, far *s2; 
{ 

char far *s3 = sl; 

while (*s2) *sl++ = *s2++; 

return (s3); 


far_strcemp(si, s2) 
register char far *sl, far *s2; 
{ 
while(*sl) { 
if(*sl != *s2) return(*sl - *s2); 
sl+t; s2++; 
} 


return(*sl - *s2); 


far_memcemp(sl, s2, cnt) 
register char far *sl, far *s2; 
register int cnt; 
{ 
while(--cnt > 0) { 
if(*sl != *s2) 
return(*sl - *s2); 
sl+t; s2++; 
} 


return(*sl - *s2); 
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FILENAME: Isr.c 
/* 
KK KKK KKK KKK KEKE KEK KKK KKK KEK KEKE KKK KKK KEK KKK KKK KKK KKK KEKE KK KEKE KKKKK KKK KEKE KKKKKKKKK 


* Copyright (c) 1990 National Semiconductor Corporation | * 


* All Rights Reserved * 
KKK IKK K KKK KKK KKK KK KKK KKK KEK KK KKK KKK KKK KKK KKK KK EK KKK KK KKK KKK KE KKKKKKEKKKEKKKKKKKKK 


*/ 


8pZ-NV 


#include <dos.h> 
#include "sonic.h" 


#define ISR_STACK_S2Z 2048 


static char irq_map[]} = { 
0x08, 0x09, Ox0a, Ox0b, 0x0c, 0x0d, Ox0e, Ox0F, 
0x70, 0x71, 0x72, 0x73, 0x74, 0x75, 0x76, 0x77 


static int pic ctl; 
static int pic_mask; 
static int old_mask_val; 


void (interrupt far *sys_irq int) (); 
void interrupt far sonic_isr(); 


void sonic_isr_enable (irq) 

int irq; 

{ 
pic_ctl = irg < 8 ? 0x20 : 0xa0; 
pic_mask = pic_ctl + 1; 


old_mask_val = inp(pic_mask); 
sys_irq_int = _dos_getvect (irq_map{irq]); 


_disable(); 
_dos_setvect (irq map[irq], sonic_isr); 
outp(pic_mask, old_mask_val & ~(1 << irq)); 
_enable(); 


void sonic_isr_ disable (irq) 
int irq; 
{ 
_disable(); 
_dos_setvect(irq map{irq], sys_irq_int); 
outp(pic_mask, old_mask_val); 
_enable(); 





static char far *old_sp; 
static char isr_stack[ISR_STACK_S2]; 


void interrupt far sonic_isr() 
{ 
char far *(far get_sp) (); 
void (far set_sp) (); 
unsigned short isr_reg; 
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unsigned short activetda; 


outp(pagebase, 0); 
outpw(regbasetimr, 0); /* unmask the imr */ 


old_sp = get_sp(); 
set_sp((char far *)isr_ stack + ISR_STACK_S2Z); 


" _enable(); 


outp(pagebase, 0); /* get the right page */ 
isr_reg=inpw(regbasetisr); 


while (isr_reg) { 

if (isr_reg & ISR_PKTRX) { /* is there a receive */ 
outp (pagebase, 0); ; 
outpw(regbasetisr, ISR_PKTRX); /* clear receive bit */ 
drv_revr(); /* process rda */ 

} 

if (isr_reg & ISR_TXDN) { /* is there is transmit done */ 
outp(pagebase, 0); /* clear transmit done bit */ 
outpw(regbaset+isr, ISR_TXDN) ; 


transmitactive=0; 

} 

if (isr_reg & ISR_TXER) { /* is there a transmit error */ 
outp(pagebase, 0); /* clear transmit error bit */ 
outpw(regbasetisr, ISR_TXER); 
if (retry > 10) { /* if retry 10 and still not succeed 


to transmit this tda */ 


outp(pagebase, 0); /* throw away this tda */ 
activetda=inpw (regbaset+ctda) ; 
activetda &= 0x0fffe; 
outpw(regbasetctda, activetda+16); 
} 
else { /* try again */ 
outp(pagebase, 0); , 
outp(regbasetcr, 2); “/* transmit */ 
} 
} 
outp(pagebase, 0); 
isr_reg=inpw(regbasetisr) ; 


} 

_Gisable(); 
set_sp(old_sp); 
outp(pic_ctl, 0x20); 


outp(pagebase, 0); 
outpw(regbasetimr, 0x0700); 
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FILENAME: sonlc.c 


8PZ-NV 


#include “sonic.h" 
#include "dos.h" 


/ 


init () 


This routine is from init_drv() to initialize sonic buffer and sonic 
registers. 


Return values: 0 if success 
1 if fail 


* & + & + HF H HM OH 


* 
~ 


init () 

{ 
short i; 
unsigned short cur_loc; 
int sonic_irq; 


/* set up DMA controller */ 
outp(0xd0, 0x10); 
outp(0xd6, 0Oxd2); 
outp(0xd4, 0x02); 
outp(Oxde, 0x00); 


/* initialize valuables */ 
transmitactive=0; 

curtda=0; 

currda=0; 

sonic_irq=3; 

/* install sonic interrupt */ 
sonic_isr enable(sonic_irgq); 


/* initialize sonic register */ 

outp(pagebase, 0); | /* set the right page */ 

outpw(regbasetcr, 0x94); '  7* reset sonic */ 

outpw(regbasetdcr, 0x12de); /* set configuration: 3 wait state 
16-bit data path’ 
block mode 
8 words receive fifo 
12 words transmit fifo */ 

outpw(regbasetcr, 0); /* out of reset mode */ 

outpw(regbasetrcr, 0x2000); oo ake ed 

outpw(regbasetisr, Ox0ffff); /* reset isr */ 

outpw(regbasetimr, 0x700); /* set mask to xmit done, xmit error and 

receive packet */ , 





init_tda(); /* init tda 
init_rda(); /* init rda 
init_rra(); /* init rra 
init_cam(); /* init cam 


/* initialize rwp location table */ 

outp(pagebase, 0x15); 

cur_loc=inpw(regbasetrsa) ; 

for (i=0; i<3; itt) {° _ 
rwp_table[iJ=cur_loc; 
cur_loct+=8; 
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} 


cur_rwp=0; 


/* normal operation */ 
outp(pagebase, 0); 
outpw(regbasetcr, 0x100); /* read rra */ 


return (0); 


init_tda() 


This routine is to link the tda so as to make transmission more 
efficient. It also initialize the utda and ctda registers. 


/ 


init_tda () 
{ 
unsigned short i, u16, 116; 
unsigned long addr32; 
char far *ptr; 
struct SREGS segregs; 


segread (&segregs) ; /* Read the segment register value */ 

/* link the first nine tda */ 

for (i=0; i<TDANUM-1; i++) { 

addr32=(( (unsigned long) segregs.ds << 16) | ((unsigned short) &tda[itl])); 

ul6=addr32>>16; 
116=(unsigned short) addr32; 
addr32=(unsigned long)ul6 * 16 + 116; 
tda [i] .config=0x1000; 
tda[i}.link=(unsigned short) addr32; 

} 


/* set the last tda link field to the first tda */ 

addr32=(((unsigned long) segregs.ds << 16) | ((unsigned short) &tda[0j)); 
ul6=addr32>>16; 

116=(unsigned short) addr32; 

addr32=(unsigned long)ul6 * 16 + 116; 

tda [TDANUM-1].link=(unsigned short) addr32; 


/* set the utda and ctda register */ 

outp (pagebase, 0) ; /* get the correct page */ 
outpw(regbasetutda, addr32>>16); /* set utda */ 
outpw(regbasetctda, (unsigned short) addr32) ; /* set ctda */ 
tda_addr=(unsigned short) addr32; 


init_rda () 


This routine is to link the rda together. It also initialize the urda and 
erda registers. 


/ 
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init_rda () 


{ 


8pZ-NV 


unsigned short i, ul6, 116; 
unsigned long addr32; 
struct SREGS segregs; 


segread (&segregs) ; /* Read the segment register value */ 


/* link the rda */ 

for (i=0; i<RDANUM-1; i++) { 
addr32=(((unsigned long) segregs.ds << 16) | ((unsigned short) 

&érda[(itl])); 

ul6=addr32>>16; 
116=(unsigned short) addr32; 
addr32=(unsigned long)ul6 * 16 + 116; 
rda(i].pkt_link=(unsigned short) addr32; 
rda(i}.in_use=0x0ffff; 

} 


/* set the last rda link field to the first rda */ 

addr32=(((unsigned long) segregs.ds << 16) | ((unsigned short) &rda[(0})); 
ul6=addr32>>16; 

116=(unsigned short) addr32; 

addr32=(unsigned long)ul6 * 16 + 116; 

rda [(RDANUM-1)].in_use=0x0ffff; 

rda [RDANUM-1] .pkt_link=(unsigned short) addr32; 

rda [RDANUM-1] .pkt_link|=1; /* set EOL */ 


/* set the urda and crda register */ 

outp (pagebase, 0x0d) ; /* get the correct page */ 
outpw(regbaseturda, addr32>>16); /* set urda */ 
outpw(regbasetcrda, (unsigned short) addr32) ; /* set crda */ 


init_rra() 


* This routine is initialize the rra and set rsa, rea, rrp, rwp registers 
* 


*/ 


init_rra() 

{ 
unsigned short i, ul6, 116; 
unsigned long addr32; 
struct SREGS segregs; 


segread (&segregs) ; /* Read the segment register value */ 





/* initialize the rra slot */ 
for (i=0; i<RRANUM; i++) { 
addr32=(((unsigned long) segregs.ds << 16) | ((unsigned short) &rba[i})); 
ul6=addr32>>16; 
116=(unsigned short) addr32; 
addr32=(unsigned long)ul6 * 16 + 116; 
rra(i].buff_ptr0=(unsigned short) addr32; 
rra{i] .buff_ptrl=addr32>>16; 
rra[i].buff_wc0=0x800; 
rra[i].buff_wel=0; 
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addr32=(((unsigned long) 
ul6=addr32>>16; 
116=(unsigned short) addr32; 
addxr32=(unsigned long)ul6 * 16 + 116; 


segregs.ds << 16) 


/* set urra, 
outp (pagebase, 
outpw (regbaseturra, 
outpw (regbasetrsa, 


rsa, and rrp */ 
0x14); 
addr32 >> 16); 
(unsigned short) addr32); 


outpw(regbasetrrp, (unsigned short) addr32) ; 


/* set rea and rwp */ 

addr32+=24; 

outpw(regbasetrea, (unsigned short) addr32) 
outp (pagebase, 0x18); 

outpw(regbasetrwp, (unsigned short) addr32) 


/* 
* init_cam() 
* 


| ((unsigned short) &rra[0])); 


/* set the right page */ 
/* set urra */ 


. 
’ 


’ 


* This routine is initialize the cam and set cdp, cde registers. 


* load the cam. 
* 


*/ 


init_cam() 
{ 

unsigned short i, ul6, 116; 
unsigned long addr32; 


Struct SREGS segregs; 


segread (&segregs) ; /* Read the 
addr32=(((unsigned long) segregs.ds << 16) 
ul6=addr32>>16; 

116=(unsigned short) addr32; 
addr32=(unsigned long)ul6 * 16 + 116; 


0x26); 
(unsigned short) addr32) 
16); 


outp (pagebase, 
outpw (regbaset+cdp, 
outpw (regbasetcdc, 


/* load the cda with node physical address 
cam.cam_port_info[0].port0=inpw(iobase) ; 
cam.cam_port_info[0].port1l=inpw (iobaset2) ; 
cam.cam_port_info[0].port2=inpw(iobase+4) ; 
for(i=0; i<16; i++) 
cam.cam_port_infof[i].entry ptr=i; 
cam.cam_enable=]; 
/* load cam */ 
outp(pagebase, 0); 
outpw(regbase+cr, CMD_LCAM); 
/* to ensure load cam is properly executed 
for (37) { 
if (inpw(regbasetisr) & ISR_LCD) { 
outpw(regbasetisr, ISR_LCD); 
break; 
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segment register value */ 


| ((unsigned short) &cam)); 


; /* load cdp */ 
/* load cde */ 


*/ 


/* load cam enable */ 


and clear LCD bit in isr */ 
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FILENAME: pktdrv.h 
/ * 
KKK KKK KK KKK KKK KK IKK KKK KK EK KKK KKK IKK KK KKK KEKE KKK KEK KKK KEKE KEKKKKEKKKKEKKKKKK 


* Copyright (c) 1990 by National Semiconductor Corporation x 


* All Rights Reserved x 
KKK KKK KK KK KK KK KKK KK KKK KKK KK KK KK KK KK KK KKK KKK KKK KK KKK KKK KE KKK HK KK KKK KKEKKKK KKK 


*/ 


8pZ-NV 


/* Packet Driver Error numbers */ 
#define BAD_HANDLE al /* invalid handle number */ 
#define NO_CLAS 2 /* no interfaces of specified class found */ 
#define NO TYPE 3 /* no interfaces of specified type found */ 
#define NO_NUMBER 4 /* no interfaces of specified number found */ 
#define BAD_TYPE 5 /* bad packet type specified */ 
#define NO_MULTICAST 6 /* this interface does not support multicast*/ 
#define CANT_TERMINATE 7 /* this packet driver cannot terminate */ 
#define BAD MODE 8 /* an invalid receiver mode was specified */ 
#define NO SPACE 9 /* failed because of insufficient space */ 
#define TYPE _INUSE 10 /* the type has already been accessed */ 

/* and not released. */ 
#define BAD_COMMAND 11 /* command out of range, or not implemented */ 
#define CANT_SEND 12 /* packet couldn't be sent (usually hardware) */ 
#define CANT_SET 13 /* hardware address couldn't be changed */ 

/* (more than 1 handle open) */ 
#define BAD ADDRESS 14 /* hardware address has bad length or format */ 
#define CANT_RESET 15 /* couldn't reset interface */ 

/* (more than 1 handle open) */ 


#define RUNT 60 /* smallest legal size packet, no feces */ 
#define GIANT 1514 /* largest legal size packet, no feces */ 
#define EADDR_LEN 6 /* Ethernet address length. */ 


#define MAX_HANDLES 10 /* max number of handles at one time */ 
#define MIN_HANDLE 0 /* handles are 0 thru 9 */ 

#define MAX_TYPE_LEN 2 /* max packet type length */ 

#define OPEN -1 /* available handle */ 


#define MIN(a,b)  ( 
#define MAX(a,b)  ( 


( 
( 


(a) < (b)) ? (a) : (b)) 
(a) > (b)) ? (a) : (b)) 


/* handle structure */ 
typedef struct _handle { 
int in_use; /* non-zero if handle exist */ 
char type(MAX_TYPE_LEN]; /* packet type */ 
int len; packet length */ 
unsigned int rec_es; receiver address segment */ 
unsigned int rec_di; receiver address offset */ 
} HANDLE; 





static unsigned char bit_swap[256] = 
0x00, 0x80, 0x40, OxcO, 0x20, 
0x10, 0x90, 0x50, Oxd0, 0x30, 
0x08, 0x88, 0x48, Oxc8, 0x28, 
0x18, 0x98, 0x58, Oxd8, 0x38, 
0x04, 0x84, 0x44, Oxc4, 0x24, 
0x14, 0x94, 0x54, Oxd4, 0x34, 
Ox0c, Ox8c, Ox4c, Oxcc, 0x2c, 
Oxlc, 0x9c, Ox5c, Oxdc, 0Qx3c, 


TL/F/11142-22 





1-519 


AN-748 


0x02, 0x82, 0x42, Oxc2, Oxa2, 0x62, Oxe2, 
0x12, 0x92, 0x52, Oxd2, Oxb2, 0x72, Oxf2, 
Ox0a, Ox8a, Ox4a, Oxca, Oxaa, Ox6a, Oxea, 
Oxla, Ox9a, Ox5a, Oxda, Oxba, Ox7a, Oxfa, - 
0x06, 0x86, 0x46, Oxc6, Oxa6, 0x66,. Oxe6, 
0x16, 0x96,:0x56, Oxdé6, -Oxb6, 0x76,° Oxf6, 
Ox0e, Ox8e, Ox4e, Oxce, Oxae, Ox6e, Oxee, 
Oxle, 0x9e, OxSe, Oxde, Oxbe, Ox7e, Oxfe, 
0x01, 0x81, 0x41, Oxcl, Oxal, 0x61, Oxel, 
Ox1l1, 0x91, 0x51, Oxdl, Oxb1l, 0x71, 0Oxfl, 
0x09, 0x89, 0x49, Oxc9, Oxa9, 0x69, Oxed, 
0x19, 0x99, 0x59, 0xd9, -Oxb9, 0x79, Oxf9, 
0x05, 0x85, 0x45, Oxc5, Oxa5,: 0x65, OxeS, 
0x15, 0x95, 0x55, Oxd5, Oxb5, 0x75, Oxf5, 
Ox0d, 0Ox8d, 0x4d, Oxcd, Oxad, Ox6d, Oxed,. 
Oxld, 0x9d, 0x5d, Oxdd, Oxbd, Ox7d,; Oxfd, - 
0x03, 0x83, 0x43, 0xc3, Oxa3, 0x63, Oxe3, 
0x13, 0x93, 0x53, 0xd3, Oxb3,; 0x73, Oxf3, 
0x0b, 0x8b, 0x4b,. 0xcb, .Oxab, O0x6b, Oxeb, 
Oxlb, 0x9b, OxSb, Oxdb, Oxbb, Ox7b, Oxfb, 
0x07, 0x87, 0x47, Oxc7, Oxa7, 0x67, Oxe7, 
0x17, 0x97, 0x57, Oxd7, Oxb7,. 0x77, Oxf7, 
OxO0f, Ox8f£, Ox4f, Oxcf, Oxaf, Ox6f, Oxef, 
Ox1lf, Ox9f, OxSf, Oxdf, Oxbf, Ox7f, Oxff, 


}; py sO 
#define BIT_SWAP (a) bit_swap[(unsigned char ) (a) ] 


#define BYTE SWAP(a, b) { *(a) = *(b+]1); *(atl) = *(b); } 


#define BUF_SZ 1514 
static unsigned char s_buf[BUF_S2];.. 


static unsigned char snap[] = 
/* SNAP */ 
{ 170, 170, 3, 0, 0, O }; 


#define ETYPE OFS 12 
#define DATA_OFS 14 
#define MAC_LEN 14 


Static struct { 
unsigned long packets _in; 
unsigned long packets _out; 
unsigned long bytes_in; 
unsigned long bytes_out; 
unsigned long errors_in; 
unsigned long errors out; 
unsigned long packets_dropped; 

} drv_stats; 
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FILENAME: sonic.h 


/* SONIC definition and data structures */ 


8PZ-NV 


#define iobase 0x300 
#define pagebase 0x30f 
#define regbase 0310 
#define TDANUM 5 
#define RDANUM 40 
#define RRANUM 3 
#define RBA_BUF_SIZE 4096 


/* isr bit pattern */ 

#define CMD_LCAM 0x0200 
#define ISR_RFO 0x0001 
#define ISR_RBE 0x0020 
#define ISR_RDE 0x0040 
#define ISR_PKTRX 0x0400 
#define ISR_TXDN 0x0200 
#define ISR_TXER 0x0100 
#define ISR_LCD 0x1000 


[RRR RII IK IKK IOI IK IR IKK IK RIK KKK KKK KR KK 
* * ; 
* Offset of the register from the i/o base address * 
* * . 
BRK KIKI KKK KKK RK KKK KKK KR KKK KK KK RK RK KK RK KR KKK KKK / 


OR y¥ 


L 


#define cr /* Command */ 

#define dcr /* Data Configuration */ 

#define rer /* Receive Control */ 

#define tcr /7* Transmit Control */ 

#define imr /* Interrupt Mask */ 

#define isr /* Interrupt Status */ 

#define utda /* Upper Transmit Descriptor Addr */ 
#define ctda /* Current Transmit Descriptor Addr */ 
#define tps /* Transmit Packet Size */ 

#define tfc /* Transmit Fragment Count */ 

#define tsa0 /* Transmit Start Address 0 */ 

#define tsal /* Transmit Start Address 1 */ 

#define tfs /* Transmit Fragment Size */ 

#define urda /* Upper Receive Descriptor Addr */ 
#define crda Current Receive Descriptor Addr */ 
#define crba0 Current Receive Buffer Addr 0 */ 
#define crbal Current Receive Buffer Addr 1 */ 
#define rbwc0 Remaining Buffer Word Count 0 */ 
#define rbwcl Remaining Buffer Word Count 1 */ 
#define eobc End of Buffer Word Count */ _. 
#define urra Upper Receive Resource Addr */ 
#define rsa Resource Start Addr */ 

#define rea /* Resource End Addr */ 

#define rrp Resource Read Addr */ 

#define rwp Resource Write Addr */ 

#define trba0 Temp Recv. Buffer Addr 

#define trbal Temp Recv. Buffer Addr 

#define tbwc0 Temp Buffer Word Count 

#define tbwcl Temp Buffer Word Count 

#define addr0 Address Generator 0 */ 

#define addrl Address Generator 1 */ 

#define llfa Last link Field Addr */ : 
#define ttda Temp Transmit Descriptor Addr */ 
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#define cep 
#define cap2 
#define capl 
#define cap0 
#define ce 

#define cdp 
#define cdc 
#define sr 

#define wt0 

#define wtl 

#define rsc 
#define ecrct 
#define faet 
#define mpt 

#define mdt 
#define rtc 
#define ttc 


#define 
#define 
#define 
#define 


dtc 
cc0 
cel 
cc2 


CAM entry Point */ 
CAM Address Port 2 */: 
CAM Address Port 1 */ 
CAM Address Port 0 */ 
CAM Enable */ 
CAM Descriptor Pointer */ 
CAM Descriptor Count */ 
Silicon Revision */ 
Watchdog Timer 0 */ 
Watchdog Timer 1 */ 
Receive Sequence Counter */ 
CRC Error Tally */ 
FAE Error Tally */ 
Missed Packet Tally */ 
Maximum Deferral Timer */ 
Receive Test Control */ 
Transmit Test Control */ 


DMA Test Control 
CAM Comparison 0 
CAM Comparison 1 
CAM Comparison 2 


*/ 
“ed 
*/ 
*/ 


CAM Match */ 

Reserved */ 

Reserved */ 

Receiver Byte Count */ 
Reserved */ 

Transmitter Backoff Counter */ 
Transmitter Random Counter */ 
Transmitter Backoff‘ Mask */ 
Reserved */ 

Reserved */ 


#define cm 

#define reservel 
#define reserve2 
#define rbc 2 
#define reserve3 
#define tbc 6 
#define tre 8 
#define tbm 10 
#define reserve4 
#define reserve5 


/* tda structure */ 


typedef struct tda_construct { 
unsigned short status; 
unsigned short config; 
unsigned short pkt_size; 


unsigned short 
unsigned short 
unsigned short frag ptri; 
unsigned short frag_ size; 
unsigned short Link; 

} tda_struct; 


frag_count; 
frag _ptr0Q; 


/* xrda structure */ 

typedef struct rda_construct { 
unsigned short status; 
unsigned short byte_count; 
unsigned short pkt_ptr0; 
unsigned short pkt_ptrl; 
unsigned short seq_no; 
unsigned short pkt_link; 
unsigned short in_use; 

rda_struct; 


/* rvra structure */ 

typedef struct rra_construct { 
unsigned short buff_ptr0; 
unsigned short buff_ptrl; 
unsigned short buff_wc0; 
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unsigned short buff_wel; 
} rra_struct; 


8pZ-NV 


/* rba structure */ 
typedef struct rba_ construct { 

unsigned char buff(RBA_BUF_SIZE]; 
} rba_struct; 


typedef struct cam_port ( 
unsigned short entry ptr; 
unsigned short port0; 
unsigned short portl; 
unsigned short port2; 

} cam_port_struct; 


typedef struct cam_construct { 
cam_port_struct cam_port_info(16]; 
unsigned short cam_enable; 

} cam_struct; 


rba_struct rba [RRANUM] ; 
tda_struct tda [TDANUM] ; 
rda_struct rda [RDANUM] ; 
rra_struct rra [RRANUM] ; 
cam_struct cam; 


short transmitactive; /* transmission currently active flag */ 
short curtda; /* current tda */ 

short currda; /* current rda */ 

short previous_seqno; /* previous sequence number */: 

short retry; /* transmit retry counter */ 

unsigned short rwp_table[6]; /* RRA location table structure */ 

short cur_rwp; /* pointer to rwp_table */ 

unsigned short tda_addr; /* tda starting address */ 


unsigned char far *type ptr; /* pointer for packet type */ 
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FILENAME: isrlib.asm 
PR RRKKKARKKK KKK KKK KKK KERR KEK KK ERK KKK KKKKKKKEKKKEKKKKAKKKKEKKKKKEAKKKKKKKKKKKKKKAKAKEK 


Copyright (c) 1990 National Semiconductor Corporation x 


All Rights Reserved as 
pK KR IK RK KKK RK KKK KKK KKK IK KK KR KKK IK KK IKK KKK KKK KKK KKK KR KKK RK KEK KKK KKK KK KK 


_TEXT SEGMENT WORD PUBLIC 'CODE' 
_TEXT ENDS 
_DATA SEGMENT WORD PUBLIC 'DATA' 
_DATA ENDS 
CONST SEGMENT WORD PUBLIC 'CONST' 
CONST ENDS 
_BSS SEGMENT WORD PUBLIC 'BSS' 
_BSS ENDS 
DGROUP GROUP CONST, _BSS, _DATA 
ASSUME CS: _TEXT, DS: DGROUP, SS: DGROUP 


_TEXT segment word public 'CODE' 
assume cs: TEXT 


public _get_sp 
_get_sp proc far 
mov ax,sp 
add ax, 4 
mov ax, ss 
ret 
_get_sp 


public 
_set_sp 

mov 

mov 

mov 


pushf 
cli 
pop dx 


mov sp,word ptr ss: [bxt4] 
mov ss,word ptr ss: [bx+6] 


and dx, 512 
jz skip 
sti 


sub sp, 4 
mov ax, word ptr es: [bxt+2] 
push ax 
mov ax, word ptr es: [bx] 
push ax 
ret 

_set_sp ENDP 


public _get_if 
_get_if proc far 

pushf 

pop dx 

mov ax, 0 

and dx,512 

jz ifret 
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mov ax,1l 
ifret: ret 
_get_if ENDP 


8PZ-NV 


ARG_OFS equ 6. wnear = 4, far = 6 (from bp) 
public _int_fddi 
_int_fddi proc far 
push bp 
mov bp, sp ; 
sub sp, 8. swork area for INT code 


¢put INT code on stack 

mov byte ptr{bp - 2], Ocbh 
mov ax, word ptr{bp + ARG_OFS] 
mov [bp - 3], al 

mov byte ptr[bp - 4), Ocdh 
mov word ptr(bp - 6), ss 

lea ax, word ptr[{bp - 4) 

mov word ptr[{bp - 8], ax 


iget regs values off sp, pointers are far 
push bp 

mov es, {bp + ARG_OFS + 4] 
mov bp, [bp + ARG_OFS + 2} ° 
mov ax, es: (bp) 

mov bx, es: (bp 2) 

mov cx, es:{bp + 4] 

mov dx, es:[bp 6) 

mov si, es:{bp + 8) 

moy di, es:{bp + 10) 

pop bp 


call dword ptr{bp ~- 8] ;do INT 


iget carry bit 

push ax 

pushf 

pop ax 

and ax, 1 zmask carry bit 


sput regs values on sp 

mov es, [bp + ARG_OFS + 8] 
mov bp, [bp + ARG_OFS + 6) 
mov es:(bp + 12], ax ;cflag 
pop ax 

mov es:[bp], ax 

mov es:[bp + 2], bx 
mov es:(bp + 4], cx 
mov es:[(bp + 6], dx 
moy es:{bp + 8), si 
mov es:(bp + 10}, di 





add sp, 8 

pop bp 

ret ; 
_int_fddi § ENDP 


_TEXT ends 


end 
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FILENAME: pktint.asm 


KEK KKKK KKK KKK KKK KKK IKK KKK KKK KKK KK KKK KI KK KKK KKK RIK KKK KKK KKK KEK KKK KEK KKKKEK KKK 


* Copyright (c) 1990 by National Semiconductor Corporation * 
~ All Rights Reserved * 
KKKKKKKEKKE KKK KKK KKK KKK KKK KKK KK KKK KK KKK KK KKK KKK KKK KK KKK KKK KEK KKE KEKE KKK KKK KKK KK | 


title TEXT - Interrupt service routine 
extrn _int_handler:near 


_TEXT SEGMENT WORD PUBLIC ‘CODE! 
_TEXT ENDS 
_DATA SEGMENT WORD PUBLIC 'DATA' 
_DATA ENDS 
CONST SEGMENT WORD PUBLIC 'CONST' 
CONST ENDS 
_BSS SEGMENT WORD PUBLIC 'BSS' 
“BSS ENDS 
DGROUP GROUP CONST, _BSS, _DATA 
ASSUME CS: _TEXT, DS: DGROUP, SS: DGROUP 


_DATA SEGMENT WORD PUBLIC 'DATA' 
assume ds : DGROUP 

revr_ptr dd ts 

segmoffs struc 

offs dw 

segm dw 

segmoffs ends 


_DATA ENDS 


_TEXT segment word public 'CODE' 
assume cs; TEXT 


CFLAG_OFFSET equ 2 
FLAG OFFSET equ 6 
REGS_OFFSET equ 14 
SREGS_OFFSET equ 22 


public _drv_isr 
_drv_isr proc far 


jmp start 
db "PKT DRVR',0 ;driver signature 


;setup registers on stack for MSC's union REGS and struct SREGS 
start: 


assume ds :nothing 


push bp 

mov bp, sp 

and word ptr(bp+FLAG OFFSET], not 1 ;Cclear carry bit 

push word ptr[{bp+FLAG OFFSET] ;put in cflag field of structure 
push di ;Save regular registers 

push si 

push dx 
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push 
push 
push 
push 
push 
push 
push 


push 
lea 
push 
push 
lea 
push 


mov 
mov 


assume ds; 


cld 
call 
add 


mov 
mov 


pop 
pop 
pop 
pop 
pop 
Pop 
pop 
pop 
pop 
pop 
pop 
pop 


iret 
_drv_isr 


Cx 
bx 
ax 
ds 
ss 
cs 
es 


ss 

word ptr [bp-SREGS OFFSET) 
ax 
ss 

word ptr 


[bp-REGS_ OFFSET] ;pass 


ax 


DGROUP 
ax 
DGROUP 


ax, 
ds, 


sget global 
;make 


_int_handler 
sp, 8 


;call 


ax, word ptr[bp-CFLAG OFFSET] 
word ptr(bptFLAG OFFSET], ax 


es 
ax 
ss 
ds 
ax 
bx 
cx 
dx 
si 
di 
bp 
bp 


8PZ-NV 


;save segment registers 


jpass sregs pointer 


regs pointer -> ax 


data segment 
segment addressable 


C interrupt handler 


;mov cflag to flag reg 


;xrestore registers 
;dummy pop for cs 


spop cflag of structure 


;return from interrupt 


endp 


public _app_recv 
_app_recv proc near 


ax_ofs 


assume 


push 
mov 

push 
push 
push 


mov 
mov 
mov 
mov 


les 
mov 
push 
mov 


equ 4 


ds : DGROUP 


bx, [bptax_ofst+10]} 
revr_ptr.offs, bx 
bx, {bptax_ofst12] 
revr_ptr.segm, bx 


;set-up app 


bx, dword ptr[bptax_ofs+6] ;buffer 


si, word ptr es: [bx] 
ds 
ds, word ptr es: [bxt2] 
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mov 
mov 
mov 
pop 
assume 


call 


mov 
les 
mov 
mov 
pop 
pop 
pop 
pop 
ret 


_app_recv 


_TEXT 


ends 
end 


ax, [bptax_ofs] 
bx, [bptax_ofst2] 
cx, {bptax_ofst+4] 
es 

es :DGROUP 


es:rcevr_ptr 


ax, es 
bx, dword ptr[bpt+tax_ofst+6] ;update pointer ES:DI 
word ptr es: [bx], di 
word ptr es: [bx+2], ax 
bx 

es 

ds 

bp 


. greturn 


endp 
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FILENAME: pktdrv.mak 


ZI = 

INC = ..\include 

CFLAGS $(ZI) -Gs -c -I$(INC) 
MFLAGS -Ml 


OBJ = pktdrv.obj sonic.obj pktint.obj far.obj isr.obj isrlib.obj 
#LIB = ..\lib\frame.lib 
LIB = 


sonic.obj: sonic.c $(INC)\sonic.h 
cl $(CFLAGS) $*.c 


pktdrv.obj: pktdrv.c $(INC)\pktdrv.h $(INC)\sonic.h 
cl $(CFLAGS) $*.c 


far.obj: far.c $(INC)\sonic.h 
cl $(CFLAGS) $*.c 


isr.obj: isr.c $(INC)\sonic.h 
cl $(CFLAGS) $*.c 


isrlib.obj: isrlib.asm 
masm $(MFLAGS) $*.asm; 


pktint.obj: pktint.asm 
masm $(MFLAGS) $*.asm; 


pktdrv.exe: $ (OBJ) 
cl $(ZI) $(OBJ) -o $* 


#pktdrv.exe: $ (OBJ) 
# link /CO /LI /MAP $(OBJ), $*, ,$(LIB); 
# msym pktdrv 
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Coaxial Transceiver Interface 


General Description . 


The DP8392C Coaxial Transceiver Interface (CTI) is a coax 
ial cable line driver/receiver for Ethernet/Thin Ethernet 
(Cheapernet) type local area networks. The CTI is connect- 
ed between the coaxial cable and the Data Terminal Equip- 
ment (DTE). In Ethernet applications the transceiver is usu- 
ally mounted within a dedicated enclosure and is connected 
to the DTE via a transceiver cable. In Cheapernet applica- 
tions, the CTI is typically located within the DTE and con- 
nects to the DTE through isolation transformers only. The 
CTI consists of a Receiver, Transmitter, Collision Detector, 


and a Jabber Timer. The Transmitter connects directly to a~ 


50 ohm coaxial cable where it is used to drive the coax 
when transmitting. During transmission, a jabber timer is ini- 
tiated to disable the CTI transmitter in the event of a longer 
than legal length data packet. Collision Detection circuitry 
monitors the signals on the coax to determine the presence 
of colliding packets and signals the DTE in the event of a 
collision. 


The CTI is part of a three chip set that implements the com- 
plete IEEE 802.3 compatible network node electronics as 
shown below. The other two chips are the DP8391 Serial 
Network Interface (SNI) and the DP8390 Network Interface 
Controller (NIC). 


The SNI provides the Manchester encoding and decoding 
functions, whereas the NIC handles the Media Access Pro- 
tocol and the buffer management tasks. Isolation between 
the CTI and the SNI is an IEEE 802.3 requirement that can 
be easily satisfied on signal lines using a set of pulse trans- 
formers that come in a standard DIP. However, the power 
isolation for the CTI is done by DC-to-DC conversion 
through a power transformer. 


1.0 System Diagram 


CABLE 


ZzZOoO-AaAPron— 


IEEE 802.3 Compatible Ethernet/Cheapernet Local Area Network Chip Set 


TRANSCEIVER 


Features 

@ Compatible with Ethernet Il, IEEE 802.3 10Base5 and 
10Base2 (Cheapernet) 

uw Integrates all transceiver electronics except signal & 
power isolation 

m Innovative design minimizes external component count 

m Jabber timer function integrated on chip 

m Externally selectable CD Heartbeat allows operation 
with IEEE 802.3 compatible repeaters 

m@ Precision circuitry implements receive mode collision 
detection 

g@ Squelch circuitry at all inputs rejects noise 

m Designed for rigorous reliability requirements of 
IEEE 802.3 

m@ Standard Outline 16-pin DIP uses a special leadframe 
that significantly reduces the operating die temperature 
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2.0 Block Diagram 


RECEIVER 
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~ FIGURE 1. DP8392C Block Diagram 


3.0 Functional Description | 
The CTI consists of four main logical blocks: 


a) the Receiver - receives data from the coax and sends it 
to the DTE 


b) the Transmitter - accepts data from the DTE and trans- 
mits it onto the coax ” 

c) the Collision Detect circuitry - indicates to the DTE any 
collision on the coax 


d) the Jabber Timer - disables the Transmitter in case of 
longer than legal length packets 


3.1 RECEIVER FUNCTIONS | 


The Receiver includes an input buffer, a cable equalizer, a 
4-pole Bessel low pass filter, a squelch circuit, and a differ- 
ential line driver. 

The buffer provides high input impedance and low input ca- 
pacitance to minimize loading and reflections on the coax. 
The equalizer is a high pass filter which compensates for 
the low pass effect of the cable. The composite result of the 
maximum length cable and the equalizer is a flatband re- 


‘sponse at the signal frequencies to minimize jitter. 


The 4-pole Bessel low pass filter extracts the average DC 
level on the coax, which is used by both the Receiver 
squelch and the collision detection circuits. 

The Receiver squelch circuit prevents noise on the coax 
from falsely triggering the Receiver in the absence of the 


‘signal. At the beginning of the packet, the Receiver turns on ° 
‘when the DC level from the low pass filter is lower than the 
‘DC squelch threshold. However, at the end of the packet, a 


quick Receiver turn off is needed to reject dribble bits. This 


is accomplished by an AC timing circuit that reacts to high 
level signals of greater than typically 200 ns in duration. The 
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‘Receiver then stays off only if within about 1 ws, the DC 


level from the low pass filter rises above the DC squelch 
threshold. Figure 2 illustrates the Receiver timing. 


_ The differential line driver provides ECL compatible signals 


to the DTE with typically 3 ns rise and fall times. In its idle 
state, its outputs go to differential zero to prevent DC stand- 


Ing current In the isolation transformer. 


3.2 TRANSMITTER FUNCTIONS 


The Transmitter has a differential input and an open collec- 
tor output current driver. The differential input common 
mode voltage is established by the CTI and should not be 
altered by external circuitry. The transformer coupling of 
TX+ will satisfy this condition. The driver meets all IEEE 
802.3/Ethernet Specifications for signal levels. Controlled 
rise and fall times (25 ns V +5 ns) minimize the higher 
harmonic components. The rise and fall times are matched 
to minimize jitter. The drive current levels of the DP8392C 
meet the tighter recommended limits of IEEE 802.3 and are 
set by-a built-in bandgap reference and an external 1% re- 
sistor. An on chip isolation diode is provided to reduce the 
Transmitter’s coax load capacitance. For Ethernet compati- 
ble applications, an external isolation diode (see Figure 4) 
may be added to further reduce coax load capacitance. In 
Cheapernet compatible applications the external diode is 


_ hot required as the coax capacitive loading specifications 


are relaxed. 


The Transmitter squelch circuit rejects signals with pulse 
widths less than typically 20 ns (negative going), or with 
levels less than —175 mV. The Transmitter turns off at the 
end of the packet if the signal stays higher than —175 mV 
for more than approximately 300 ns. Figure 3 illustrates the 
Transmitter timing. — 








3.0 Functional Description (Continued) 


3.3 COLLISION FUNCTIONS 


The collision circuitry consists of two buffers, two 4-pole 
Bessel low pass filters (section 3.1), a comparator, a heart- 
beat generator, a 10 MHz oscillator, and a differential line 
driver. 


Two identical buffers and 4-pole Bessel fow pass filters ex- 
tract the DC level on the center conductor (data) and the 
shield (sense) of the coax. These levels are monitored by 
the comparator. If the data level is more negative than the 
sense level by at least the collision threshold (Vth), the colli- 
sion output is enabled. 


At the end of every transmission, the heartbeat generator 
creates a pseudo collision for a short time to ensure that the 
collision circuitry is properly functioning. This burst on colli- 
sion output occurs typically 1.1 ps after the transmission, 
and has a duration of about 1 ws. This function can be dis- 
abled externally with the HBE (Heartbeat Enable) pin to al- 
low operation with repeaters. 


The 10 MHz oscillator generates the signal for the collision 
and heartbeat functions. It is also used as the timebase for 
all the jabber functions. It does not require any external 
components. 


The collision differential line driver transfers the 10 MHz sig- 
nal to the CD+ pair in the event of collision, jabber, or 
heartbeat conditions. This line driver also features zero dif- 
ferential idle state. 


3.4 JABBER FUNCTIONS 


The Jabber Timer monitors the Transmitter and inhibits 
transmission if the Transmitter is active for longer than 
20 ms (fault). It also enables the collision output for the fault 
duration. After the fault is removed, The Jabber Timer waits 
for about 500 ms (unjab time) before re-enabling the Trans- 
mitter. The transmit input must stay inactive during the unjab 
time. 
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FIGURE 2. Receiver Timing 
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FIGURE 3. Transmitter Timing 
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4.0 Typical Application 


__ OPTIONAL. 
TRANSCEIVER 
CABLE 


DC TO DC 


12 T0 15 VOC CONVERTER | 


“COLLISION 
PAIR 


RECEIVE . 
PAIR 


TRANSMIT 
PAIR 


Note 1: T1 is a 1:1 pulse transformer, L = 100 »H 
Pulse Engineering (San Diego) Part No. 64103 . FIGURE 4 
Valor Electronics (San Diego) Part No. 
LT6003 or equivalent ; 


5.0 Connection Diagrams 
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See NS Package Number V28A . Tae ee 
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6.0 Pin Descriptions 


28-Pin PLCC | 16-Pin DIP | Name | 1/0 | Description 


CD+"* Collision Output. Balanced differential line driver outputs from the collision detect 
CD- circuitry. The 10 MHz signal from the internal oscillator is transferred to these 
outputs in the event of collision, excessive transmission (jabber), or during CD 
Heartbeat condition. These outputs are open emitters; pulldown resistors to VEE 
, are required. When operating into a 782 transmission line, these resistors should 
be 5002. In Cheapernet applications, where the 78 drop cable is not used, 
higher resistor values (up to 1.5k) may be used to save power. 


RX+° Receive Output. Balanced differential line driver outputs from the Receiver. These 
RX- outputs also require 5002 pulldown resistors. 


Transmit Input. Balanced differential line receiver inputs to the Transmitter. The 
common mode voltage for these inputs is determined internally and must not be 
externally established. Signals meeting Transmitter squelch requirements are 
waveshaped and output at TXO. 


Heartbeat Enable. This input enables CD Heartbeat when grounded, disables it 
when connected to VEE. 


External Resistor. A fixed 1k 1% resistor connected between these pins 
establishes internal operating currents. 


Receive Input. Connects directly to the coaxial cable. Signals meeting Receiver 
squelch requirements are equalized for inter-symbol distortion, amplified, and 
outputted at RX. 


Transmit Output. Connects either directly (Cheapernet) or via an isolation diode 
(Ethernet) to the coaxial cable. 


Collision Detect Sense. Ground sense connection for the collision detect circuit. 
This pin should be connected separately to the shield to avoid ground drops from 
altering the receive mode collision threshold. 


Positive Supply Pin. A 0.1 F ceramic decoupling capacitor must be connected 


across GND and VEE as close to the device as possible. 


Negative Supply Pins. In order to make full use of the 3.5W power dissipation 
capability of this package, these pins should be connected to a large metal frame 
area on the PC board. Doing this will reduce the operating die temperature of the 
device thereby increasing the long term reliability. 


“IEEE names for CD+ = Clt, RX+ = Dit, TXt = DOL 


6.1 P.C. BOARD LAYOUT 
The DP8392C package is uniquely designed to ensure that 


2. The power supply layout to the CTI should be relatively 
clean. Usually the CTl’s power is supplied directly by a 
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the device meets the 1 million hour Mean Time Between 
Failure (MTBF) requirement of the IEEE 802.3 standard. In 
order to fully utilize this heat dissipation design, the three 
Vee pins are to be connected to a copper plane which 
should be included in the printed circuit board layout. 


There are two basic considerations in designing a PCB for 
the DP8392A, B, and C CTI. The first is ensuring that the 
layout does not degrade the electrical characteristics of the 
DP8392, and enables the end product to meet the IEEE 
802.3 specifications. The second consideration is meeting 
the thermal requirements to the DP8392. 


Since the DP8392 is highly integrated the layout is actually 
quite simple, and there are just a few guidelines: 


1. Ensure that the parasitic capacitance added to the RX! 
and TXO pins is minimized. To do this keep these signal 
traces short, and remove any power planes under these 
signals, and under any components that connect to these 
signals. Figure 6 shows the component placement for the 
DIP package. The PLCC component placement would be 
similar, as shown in Figure 7. 


DC-DC converter. The power should be routed either 
through separate isolated planes, or via thick PCB traces. 


For the second consideration, the packaged DP8392 must 
have a thermal resistance of 40°C-45°C/W to meet the full 
0°C-70°C temperature range. The CTI dissipates more 
power when transmitting than while it is idle. In order to do 
this the thermal resistance of the device must be 40°C-— 
45°C/W. To meet this requirement during transmission, it is 
recommended that a small printed circuit board plane be 
connected to all Veg pins on the solder side of the PCB. 


The size of the trace plane depends on the package used 
and the duty cycle of transmissions. For the DIP package 
the plane should be connected to pins 4-5, 13, and the size 
should be approximately 0.2 square inches for applications 
where the duty cycle of the transmitter is very low (<10%). 
This would be typical of adapter or motherboard applica- 
tions. In applications where the transmitter duty cycle may 
be large (repeaters and external transceivers) the total area 
should be increased to 0.4 in2. Figure 6 illustrates a recom- 
mended component side layout for these planes. 
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6.0 Pin Descriptions (continued) 


For the PLCC packaged DP8392, it is recommended that a 
small printed circuit board Veg plane be connected to pins 
5-11, and a second one be connected to pins 20-25. To 
reduce the thermal resistance to the required value, the 
area of the plane on EACH set of pins should be =0.20 in2 
for applications with low transmitter duty cycle, and =0.4 in2 
for high transmit duty cycle applications. Figure 7 illustrates 
a recommended component side layout for these planes. 
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FIGURE 6. Typical Layout Considerations 
for DP8392CN 
(Not to Scale) 
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FIGURE 7. Recommended Layout and Dissipation Planes for DP8392CV (Not to Scale) 








7.0 Absolute Maximum Ratings (nNote.1) . Recommended Operating 


Supply Voltage (Vee), —12V Conditions } 
Package Power Rating at 25°C 3.5 Watts* Supply Voltage (Veg) —9v +5% 
(PC Board Mounted) See Seciion 5 Ambient Temperature 0° to 70°C 


Derate linearly at the rate of 28.6 mW/°C i MIRROR iaear deel foe 
= ary/Aerospace specifled devices are required, 
Input Voltage i Leo please contact the Natlonaf Semiconductor Sales 
Storage Temperature —65° to 150°C Office/Distributors for availability and specifications. 
Lead Temp. (Soldering, 10 seconds) 260°C 
*For actual power dissipation of the device please refer to section 7.0. 


8.0 DP8392C Electrical Characteristics ve- = -9v +5%, Ta = 0° to 70°C (Notes 2 & 3) 


All parameters with respect to CD+ and RX+ are measured after the pulse transformer except Voc. 


Symbol | Parameter {Min =| Typ | Max | Units 
lee: ____| Supply currentoutofVegpin—non transmitting | | 85 | 130m 
lceo ___|__SupplycurrentoutofVeepin—transmitting |_| 125 | 180 | mA 
taxi |__Receiveinputbiascurrent(AXI) | 2 | +88 pA 
inc mA 
rac Transmitoutputaccurrentlevel(TxO) | #28 | tro] 
Veo ___|__Collision threshold (Receivemode) | 1.45 | -1.68 | = 1.58 | OV 
Von __|__Differential outputvoltage(AX+,cD+) | #550 | | #1200 | mv 
Voc___|__Commonmodeoutputvoltage(RX#,CD+) | 15 | -20 | 25 Tv 
Vos___|__Diff output voltagaimbalanca(RX+,cD+) |_| Tem 
Vis___|__ Transmitter squelch threshold (TX+) | =175 | =225 | 300 | mv 
Cx |__Inputcapacitanco (AX) TT tT 
Raxi__|__Shuntresistance—nontransmitting (AX) | t00 | |KO 
Rrxo | __Shuntresistance—transmitting(TXO) | | tT 


9.0 DP8392C-1 Electrical Characteristics v-- = —9v +5%, T, = 0° to 70°C (Notes 2 & 3) 
All parameters with respect to CD+ and RX+ are measured after the pulse transformer except Voc. 


Symbol | Parameter | Min’ =| Typ |S Max {Units 

lcEEY - Supply current out of Veg pin—non transmitting — 130 mA 

lege Supply current out of Vee pin—transmitting — 180 mA 

lax; | Receive input bias current (RXI) +25 pA 
Oo. 


-ltpc mA 


— 1.58 Vv. 


Itpoc Transmit output de current level (TXO) mA 
| 
Vcop Collision threshold (Receive mode) 


7 
ITAC Transmit output ac current level (TXO) 28 


Vv 

+4 mV 
-—275 . mV 
pF 


Voc 
Vos____| Diff output voltageimbalance (RX+,CD+) | 
Vis 
Cx |__Input capacitance (AX) 
Raxi _|_Shunt resistance—non transmitting (RXI) | 100 Ko 


Rtxo Shunt resistance—transmitting (TXO) Ka 


Note 1: Absolute maximum ratings are those values beyond which the safety of the device cannot be guaranteed. They are not meant to imply that the device 
should be operated at these limits. 


Note 2: All currents into device pins are positive, all currents out of device pins are negative. All voltages referenced to ground unless otherwise specified. 
Note 3: All typicals are given for Veg = —9V and Ta = 25°C. 


Vop Differential output voltage (RX, CD +) | +550 | -£1200 mV 





L-O26€8d0/926E8dd 


DP8392C/DP8392C-1 


tts Transmitter skew (TXO) 


-tCOFF Collision turn-off delay 


- tyr Jabber reset unjab time (TX+ to TXO and CD+) 


10.0 DP8392C Switching Characteristics Vcc = —9v +5%, Ta = 0° to 70°C (Note 3) 


Symbol Parameter T 
tRON Receiver startup delay (RX! to RX +) 

tra Receiver propagation delay (RXI to RX +) 
trr Differential outputs rise time (RX+, CD+) 
tar Differential outputs fall time (RX+, CD+) 
tay Receiver & cable total jitter 

ttsT Transmitter startup delay (TX+ to TXO) 

ttg Transmitter propagation delay (TX+ to TXO) 
ttr Transmitter rise time —10% to 90% (TXO) 
ttt Transmitter fall time —90% to 10% (TXO) 
ttm tt, and ty; mismatch 


< 
ao] 


nh H 
or] Tn 


+ 
a 


tTon Transmit turn-on pulse width at Vrs (TX+) 
troFF Transmit turn-off pulse width at Vrs (TX) -: 
tCONn Collision turn-on delay 


oOo 


fob Collision frequency (CD +) 

tcp Collision pulse width (CD +) 

tHON CD Heartbeat delay (TX+ to CD+) 

tuw CD Heartbeat duration (CD +) 

tya Jabber activation delay (TX+ to TXO and CD+) 


~“ 
o 


DP8392C-1 Switching Characteristics vec = —9v +5%, Ta = 0° to 70°C (Note 3) 


Symbol Parameter 

tRON Receiver startup delay (RXI to RX +) 

tra Receiver propagation delay (RXI to RX+) 
tar Differential outputs rise time (RX+, CD+) 
tre Differential outputs fall time (RX+, CD+) 
try Receiver & cable total jitter 

ttsT Transmitter startup delay (TX+ to TXO) 9&14 
tra Transmitter propagation delay (TX + to TXO) 9&14 
ttr Transmitter rise time —10% to 90% (TXO) 9&14 
tti Transmitter fall time —90% to 10% (TXO) 9&14 
ttm tr, and t7¢ mismatch 

tts Transmitter skew (TXO) 

tron Transmit turn-on pulse width at Vtg (TX +) 
troFF Transmit turn-off pulse width at Vrs (TX+) 

tcon Collision turn-on delay 

tcoFF Collision turn-off delay 

foo Collision frequency (CD +) 

tcp Collision pulse width (CD +) 

tHON CD Heartbeat delay (TX+ to CD+) 

tuw CD Heartbeat duration (CD+) 

tua Jabber activation delay (TX+ to TXO and CD +) 
tur Jabber reset unjab time (TX+ to TXO and CD+) 


+ 
< 
ao) 


8&14 
8&14 
8& 14 
8&14 


—_ 
ao 


_— 
ao 


H- 


9&14 
9&14 
10& 14 
10 & 14 
10& 14 
10&14 
11&14 
11&14 
12&14 


nN 
mjo 

~J 
CPO1S}S 


Dae + 


~“ 
oO 


750 


=a)/a Po 
(oe Rep) 


ns 
pS 
BS 
ms 
ms 


Note 1: Absolute maximum ratings are those values beyond which the safety of the device cannot be guaranteed. They are not meant to imply that the device 


should be operated at these limits. 


Note 2: All currents into device pins are positive, all currents out of device pins are negative. All voltages referenced to ground unless otherwise specified. 


Note 3: All typicals are given for Veg = —9V and Ta = 25°C. 








11.0 Timing and Load Diagrams 


i tt ' 
La 
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TL/F/11085=7 
FIGURE 8. Receiver Timing 


— opp — 
' 


TL/F/11085-8 
FIGURE 9. Transmitter Timing 
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INPUT STEP FUNCTION ' DP8392C 
COLLISION 
DETECTOR | OUTPUT 


R AND C NETWORK 
SIMULATES WORST CASE 
CABLE 98% STEP RESPONSE 


' 
aaa «0 7 amma 


oe SCP 
TL/F/11085-9 
FIGURE 10. Collision Timing 
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FIGURE 11. Heartbeat Timing 
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11.0 Timing and Load Diagrams (continued) 


TL/F/11085-11 
FIGURE 12. Jabber Timing 


INPUT SIGNAL ; R=1k 
WITH 30 ns RISE — , DP8392C 
AND FALL TIMES RECEIVER 


R AND C NETWORK 
SIMULATES WORST 
CASE CABLE JITTER 





WhO 
WX XA 


i} ' 
Samad 
tte, Input jitter < +1 ns 
RX+ Output jitter << +7 ns TL/F/11085-12 


Difference < +6ns 


FIGURE 13. Receive Jitter Timing 


TRANSMIT OUTPUT 
(1x0) RECEIVE (RX) 
OR 


COLLISION (CDt) 


TL/F/11085-13 
*The 50 pH inductance is for testing purposes. Pulse transformers with higher inductances are recommended (see Figure 4) 


FIGURE 14. Test Loads 
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Reliability Data Summary for DP8392 


REF: TEST LAB FILES 
RDT25406 
RDT25500 
RDT26562 


ABSTRACT 


DP8392 Coaxial Transceiver Interface parts from 8 lots 
were subjected to Operating Life Test, Temperature and 
Humidity Bias Test, Temperature Cycle Test, and Electro- 
static Discharge Test. 


PURPOSE OF TEST 
Evaluation of new device and qualification of U.K. fab. 


TESTS PERFORMED 

Operating Life Test (OPL) (100°C; biased) 

Operating Life Test (OPL) (125°C; biased) 

Temperature and Humidity Bias Test (THBT) (85°C; 85% 

R.H.; biased) 

Temperature Cycle Test (TMCL) (—40°C, + 125°C; unbi- 

ased) 

Electrostatic Discharge Test (ESD) (Human body model: 

R = 1500; C = 120 pF) 

CONCLUSIONS 

1. The DP8392AN exceeds the IEEE 802.3 specification of 
1 million hours Mean Time Between Failure (MTBF). 

2. U.K. fab results are comparable to those of Santa Clara. 
On ESD testing all pins passed at 1000V except for pin 7 


(TX*). 
c 


RESULTS 
100° 


100°C 
125°C 
125°C 
100°C 
100°C 
100°C 
100°C 

85°C 

85°C 

85°C 
100°C 
100°C 
100°C 


85°C; 85% R.H. 


RDT26627 
RDT26638 


ON OaAAR AON = 


TEST SAMPLE DESCRIPTION/HISTORY 


Date| Fab |Assembly 
| 1] Dpase2_|N, 16Leads|8509| Nssc | NSEB_ 
| 2| ppese2_|N, 16 Leads] a513| Nssc | NSEB | 

| 0P8392_|N, 16 Leads|a526| Nssc | NSEB_ 
| 4| DPes92_|N, 16 Leads] as52| Nssc | NSEB | 
| 5 |DPe392A(-4)|N, 16 Leads| 8620 NSUK | NSEB_ 
| 6 |DPe392A(-5)|N, 16 Leads| 8637| NSUK | NSEB_ 
| 7 |DPE392A(-5)|N, 16 Leads| 8637| NSUK | NSEB | 
| & |DPe392A(-5)|N, 16 Leads] 8637| NSUK | NSEB_ 
| 9|_pese2c |N, 16 Leads| 9106] NSUK | NSEB | 
}10| DPes92c |N, 16 Leads| 9106] NsUK | NSEB | 
DP8392C |N, 16 Leads| 9106| NSUK 
[12] DPes926 |N, 16 Leads| 9106] 
DP83926 _|N, 16 Leads| 9106 
s| 9106] 


14 


Time Point—Number of Failures 
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Reliability Data Summary for DP8392 


RESULTS (Continued) 


Test Temperature 


ACLV 121°C; 100% R.H. 


—40°C, +125°C 
—65°C, +150°C 
—65°C, + 150°C 
—65°C, + 150°C 


ELECTROSTATIC DISCHARGE TEST (ESD) RESULTS 


26 parts from 4 wafer lots were tested by the Human Body 
Model test condition; R = 15000; C = 120 pF. First ground 
was held common, then Vee. 5 positive and 5 negative puls- 
es were applied for each pin/voltage combination. 


Voltage—Number 
of Failures 
soov | 1000v_| 


ee 
ps | Ke | ove | ozo 
ee 
a 


pe | mx oes | ovo 


Je | Be |e | ova0 

| to | ana | ves | orzo 
| 2 | vee | ves | ovo 
a ee 





Time Point—Number of Failures 


Further characterization has been done to determine indi- 
vidual pin ESD damage thresholds. In particular, for pin 7 
(TX+), 80 parts from 4 wafer lots were tested. Pin 7 ESD 
damage thresholds varied from 200V-300V_ to 
2000V-3000V, with a mean of 1800V. 


MTBF (MEAN TIME BEFORE FAILURE) 
CONSIDERATIONS 

Results total: 212, 000 device hours at 125°C, 0 failures 
301,000 device hours at 100°C, 0 failures 
E, = 0.7 eV 

Pg = 800 mW 

6ja = 45°C/W 

Chi-square statistics, 60% confidence 
MTBF min at 25°C ambient = 93,000,000 
device hours. 

MTBF min at:70°C ambient = 5,100,000 
device hours. 


Assume: 








Ethernet/Cheapernet | 
Physical Layer Made Easy 
with DP8391/92 


With the integration of the node electronics of IEEE 802.3 
compatible local area networks now on silicon, system de- 
sign is simplified. This application note describes the differ- 
ences between the Ethernet and Cheapernet versions of 
the standard, and provides design guidelines for implement- 
ing the node electronics with National Semiconductor’s 
DP8390 LAN chip set. 


INTRODUCTION 


The DP8390 chip set is designed to provide the physical 
and media access control layer functions of local area net- 
works as specified in IEEE 802.3 standard. This standard is 
based on the access method known as carrier-sense multi- 
ple access with collision detection (CSMA/CD). In this 
scheme, if a network station wants to transmit, it first “‘lis- 


Parameter 
Data Rate 10 Mbit/s baseband 
Segment Length 
Network Span 
100 


2.5 m (cable marked) 


Nodes per Segment 
Node Spacing 
Capacitance per Node 
Cable 


4 pF max 


0.4 in diameter 
500 


Double Shielded 
Rugged 
N-Series Connectors 


Tranceiver Drop Cable 


Typical Connection Diagram for a Station 


10BASES (Ethernet) 


D CONNECTOR 


~+— TRANSCEIVER 
DROP CABLE 


DTE 
DATA TERMINAL 
EQUIPMENT 


TL/F/8689-1 


10BASES (Ethernet) 





0.39 in diameter multiway cable with 
15 pin D connectors 50 m max length 


National Semiconductor 
Application Note 442 
Alex Djenguerian 


tens” to the medium; if someone else is transmitting, the 
station defers until the medium is clear before it begins to 
transmit. However, two or more stations could still begin 
transmitting at the same time and give rise to a collision. 
When this happens, the two nodes detect this condition, 
back off for a random amount of time before making anoth- 
er attempt. 

The IEEE 802.3 standard supports two different versions for 
the media, 10BASE5 (commonly known as Ethernet) and 
10BASE2 (Cheapernet). These can be used separately, or 
together in a hybrid form. Both versions have similar electri- 
cal specifications and can be implemented using the same 
transceiver chip (DP8392). Cheapernet is the low cost ver- 
sion and is user installable. The following table compares 
the two: 


10BASE2 (Cheapernet) 
10 Mbits/s baseband 
185m 
925m 
30 
0.5m min 
8 pF max 


0.2 in diameter 
502M (RGS5S8A/U) 
Single Shielded 
Flexible 

BNC Connectors 


Not needed due to the high flexibility of 
the RG58A/U cable 


10BASE2 (Cheapernet) 
STANDARD 


3 <—THIN 
RG5BA/U 
COAX 


‘DATA TERMINAL 
EQUIPMENT 


TL/F/8689-2 
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Although Cheapernet is intended for local use, several 185 bines all the benefits of Cheapernet, flexibility and low cost, 
meter segments can be joined together with simple repeat- with the ruggedness and the much larger geographic range 


-.ers to provide for a larger network span. Similarly, several of standard Ethernet. Figure 7 illustrates a typical hybrid 


Cheapernet segments can be tied into a longer Ethernet ‘LAN configuration. 
“backbone”. In this hybrid configuration, the network com- 


PLOTTER BNC “T' CONNECTOR 
}_ PLOTTER va 3 


THIN CHEAPERNET = 1. 
WORD - 
CABLE(RGS8A/U) PROCESSOR 
. a ~ [DAISY WHEEL 
_ PRINTER 
MAINFRAME es 
COMPUTER 


; Le 
sr | : | "= "BACKBONE" ETHERNET CABLE 
a 


= 
TRANSCEIVER DROP CABLE 
| ES CENER OR MAY - WITH 15 PIN D CONNECTORS 
= 


REPEATER STORAGE 


oe 


= : 
PERSONAL = eel <q THIN CHEAPERNET 
COMPUTER . CABLE (RG58A/U) 


= oe =50 OHM TERMINATION 


WORKSTATION PRINTER 


FIGURE 1. A Hybrid Ethernet/Cheapernet System 
TRANSMITTING AND RECEIVING PACKETS WITH THE DP8390 CHIPSET 
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Node Block Diagram 


TRANSCEIVER OR MAU STATION OR DTE 


DP8391 DP8390 
SERIAL NETWORK 
NETWORK INTERFACE 


TRANSCEIVER 
CABLE UATERE ACE CONTROLLER 


DP8392 
COAX. 
TRANSCEIVER 
INTERFACE 


ZO-—-xaAPrPrown— 
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The node electronics is integrated into three chips, the ly transfers the data to a local buffer memory. The NIC then 
DP8390 Network Interface Controller (NIC), the DP8391 Se- automatically handles the transmission of the packet (from 
rial Network Interface (SNI), and the DP8392 Coaxial Trans- the local buffer through an on-board FIFO to the SNI) ac- 


_ ceiver Interface (CTI). To transmit a packet, the host proc- cording to the CSMA/CD protocol. The packet has to be in 


essor issues a transmit command to the NIC, which normal- the following format: 


PREAMBLE| SFD |DESTINATION|SOURCE|LENGTH| DATA 





| earits Jarits] ébytes | 6-ytes | abytes [46-1500 bytes] «-bytes 
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PREAMBLE: This section consists of alternating 1 and 0 
bits. As the packet travels through the network, some of 
these bits would be lost as most of the network compo- 
nents are.allowed to provide an output some number of 
bits after being presented with a valid input. 


START OF A FRAME DELIMITER (SFD): This field con- 
sists of two consecutive 1’s to signal that the frame re- 
ception should begin. 


DESTINATION AND SOURCE ADDRESSES: Each one 
__ of these frames is 6 bytes long and specifies the address 
of the corresponding node. 


LENGTH: This 2 byte field indicates the number of bytes 
in the data field. - 


DATA: This field can be from 46 to 1500 bytes long. 
Messages shorter than 46 bytes require padding to bring 
the data field to the minimum length. If the data field is 
padded, the host can determine the number of valid data 
bytes by looking at the length field. Messages longer 
than 1500 bytes must be broken into multiple packets. 


CRC: This field contains a Cyclic Redundancy Code cal- 
culation performed on the Destination address through 
the Data field for error control. 


The shortest packet length thus adds up to be 512 bits long 
(excluding the preamble and the SFD). At 10 Mbit/sec this 
amounts to 51.2 ps, which is twice as much as the 25 ys 
maximum end-to-delay time that is allowed by the IEEE 
802.3 protocol. This ensures that if a collision arises in the 
network, it would be recognized at all node locations. 


The SNI combines the NRZ data packet received from the 
controller with a clock signal and encodes them into a serial 
bit stream using standard Manchester encoding. In this cod- 
ing scheme, the first half of the bit cell contains the comple- 
mentary data and the second half contains the true data. 
Thus a transition is always guaranteed | in the middle of a bit 
cell. 


DATA TERMINAL 
EQUIPMENT 


(DTE) 


FEMALE fea | 
CONNECTOR —— 





MALE 
~<+— 15 PIN 
D CONNECTOR 


TRANSCEIVER 
~+——— DROP CABLE 


(AU INTERFACE CABLE) 
FEMALE 
“~~ CONNECTOR. 
mse 
= 


MALE 
CONNECTOR 


—a 


TRANSCEIVER 
(MAU) 
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MANCHESTER 
ENCODED 
DATA 


' ' 
' i} 
' ( 
a TL/F/8689-5 
FIGURE 2. Manchester Coding 


The encoded signal appears in differential form at the SNI’s 
output. In 10BASE5 (Ethernet) applications, this signal is 
sent to the transceiver or the Medium Attachment Unit 
(MAU) through the twisted pair Tranceiver Drop cable (also 
known as the Attachment Unit Interface cable). This cable 
typically consists of four individually shielded twisted wire 
pairs with an overall shield covering these individually 
shielded pairs. The signal pairs, which have a differential 
characteristic impedance of 78N +50, should be terminat- 
ed at the receiving ends. The cable can be up to 50 meters 
in length and have a maximum delay of 257 ns. The shields 
of the individual pairs should be connected to the logic 
ground in the Data Terminal Equipment (DTE) and the outer 


' shield to the chassis ground. Figure 3 shows a picture of the 


cable and the corresponding pin assignments. 


IEEE 802.3 Name Pairs 


DO + (Data Out +) 


— (Data Out —) 


Transmit 
Pair 
DO S (DO Shield) 


DI + (Data In +) 
DI — (Data In —) 


Receive 
Pair 
D! S (DI Shield) 


CO + (Control Out +) | Optional 
— (Control Out —) | | Pair ° 
CO S (CO Shield) 


Cl + (Control In +) Collision 
Cl — (Control In —) Pair 
CI S (CI Shield) 


VC (Voltage Common) 
VP (Voltage Plus) 
VS (Voltage Shield) 


PG(ProtectiveGND) | | 


FIGURE 3. Transceiver Cable Pin Assignments 





Chb-NV 





AN-442 


The transmitted packet from the SNI as well as all other 
signals (receive, collision, and DC power) must be electrical- 
ly isolated from the coax in the MAU. The isolation means 
provided must withstand 500 Vac rms for one minute for 
1OBASE2 and 2000 Vac rms for 10BASES. In order to de- 
tect collisions reliably, the electrical isolation is not done at 
the coax; instead it is done on the side of the Attachment 
Unit Interface. The isolation for the three signal lines can be 
easily provided by using three pulse transformers that come 
in a standard 16 pin plastic DIP from several manufacturers 
(Pulse Engineering, Valor Electronics). The inductance val- 
ue for these transformers vary from 50 4H to 150 pH with 
the larger inductance values slowing the rise and fall times, 
and the smaller ones causing more voltage droop. 


The Manchester encoded data from the SNI now reaches 
the CTI’s transmit input after passing through the isolation 
transformer. A noise filter at this input provides a static 
noise margin of —175 mV to —300 mV. These thresholds 
assure that differential Transmit (TX+) data signals less 
than —175 mV or narrower than 10 ns are always rejected, 
while signals greater than —300 mV and wider than 30 ns 
are always accepted. The —300 mV threshold provides suf- 
ficient margin since the differential drivers for the transceiv- 
er drop cable provide a minimum signal level of +450 mV 
after inductive droop, and the maximum attenuation allowed 
for the drop cable is 3 dB at signal frequencies. Signals 
meeting the squelch requirements are waveshaped and out- 
putted to the coax medium. This is done as follows:- 


The transmitter’s output driver is a switching current source 
that drives a purely resistive load of 252 presented by the 
coax to produce a voltage swing of approximately 2V. This 


0 


FIGURE 4. Coax Transmit Waveform 


A_TYPICAL 10MB/S SIGNAL SEEN 


AT FAR END OF COAX CABLE —” 


RECEIVE OUTPUT ————-—__——> 
OF CTI 


signal has to meet several critical electrical requirements: 


RISE/FALL TIMES: The 10%-90% rise and fall times 
have to be 25 ns +5 ns at 10 Mbit/sec. This spec helps 
to minimize electro-magnetic radiation by reducing the 
higher harmonic content of the signal and contributes to 
the smaller reflection levels on the coax. In addition, the 
rise and fall times are required to be matched to within 
1 ns to minimize the overall jitter in the system. 


DC LEVEL: The DC component of the signal has to be 
between —37 mA and —45 mA. The tolerance here is 
tight since collisions are detected by monitoring the aver- 
age DC level on the coax. . 


AC LEVEL: The AC component of the signal has to be 
between +28 mA and the DC level. This specification 
guarantees a minimum signal at the far end of the coax 
cable in the worst case condition. 


The signal shown in Fig. 4 would be attenuated as it travels 
along the coax. The maximum cable attenuation per seg- 
ment is 8.5 dB at 10 MHz and 6 dB at 5 MHz. This applies 
for both the 500 meters of Ethernet cable and the 185 me- 
ters of Cheapernet cable. With 10 Mbit/sec:- Manchester 
data, this cable attenuation results in approximately 7 ns of 
edge jitter in either direction. The CTl’s receiver has to com- 
pensate for at least a portion of this jitter to meet the +6 ns 
combined jitter budget. The receiver also should not over- 
compensate the signal in the case of a short cable. An 
equalizer filter in the CT! accomplishes this task. Figure & 
shows a typical waveform seen at the far end of the cable 
and the corresponding differential output from the CTI’s re- 
ceiver. 


= ° DC LEVEL 
RISE TIME 


1 
TL/F/8689-7 
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FIGURE 5. Oscilloscope Waveforms 
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TRANSCEIVER 
DROP CABLE 


TRANSMITTING 
Moe Ll 


TRANSCEIVER 
DROP CABLE 


RECEIVING 
DTE 


ETHERNET OR CHEAPERNET 
MAXIMUM LENGTH COAX CABLE 


| 


JITTER | 0.5ns ' 1.0ns 2.0ns 7.0ns -1.0ns 1.0ns 


Total Jitter without Noise = 0.5 + 1.0 + 2.0 + 7.0 — 1.0 + 1.0 = 10.5ns 
Additional Jitter from Noise on Coax Cable = 5.0 ns 
* Additional Jitter from Noise on Drop Cables = 1.0 ns 


TL/F/8689-9 


Total System Jitter = 16.5 ns 


SAMPLING POINT 
' ' 


VATA 


RECEIVE 


FIGURE 6. Typical Signal Waveform at SNI’s Input 


In addition to the equalizer, an AC/DC squelch circuit at the 
coax input prevents noise on the cable from falsely trigger- 
ing the receiver in the absence of a valid signal. The Re- 
ceive differential line from the CTI should be isolated before 
it reaches the SNI for Manchester decoding. This signal now 
could have accumulated as much as + 16.5 ns of jitter. Fig- 
ure 6 illustrates the jitter allocations for different network 
components and a typical signal waveform at the SNI’s in- 
put. The digital phase-locked loop of the SNI can decode 
Manchester data with up to +20 ns of random jitter which 
provides enough margin for implementation. 


The SNI converts the Manchester received packet to NRZ 
data and clock pulses and sends them to the controller. 
Upon reception, the NIC checks the destination address, 
and if it is valid, verifies the CRC with the one generated on 
board and stores the packet in the local buffer memory. The 
packet is then moved to the host by the NIC, and when this 
is completed the buffer area is reclaimed for storing new 
packets. If a collision occurs during this transfer process, 
the CTI will detect it by sensing the average DC level on the 
coax and will send a 10 MHz collision signal to the SNI. The 
SNI will translate this information to the controller in TTL 
form, and the transmitting controllers will backoff for differ- 
ent times and retransmit later. Also in case of illegally long 
packets (longer than 20 ms), a jabber timer in the CTI will 
disable the coax driver so that the “jabbering” station will 


VRE 
| 


WW 


100 ns 
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not bring down the entire network. The collision pair is acti- 
vated in this case to inform the controller of the faulty condi- 
tion. After the fault is removed, the jabber timer holds for 
500 ms before re-enabling the coax driver. 


COLLISION DETECTION SCHEMES 


There are two different collision detection schemes that can 
be implemented with the CTI; receive, transmit modes. The 
IEEE 802.3 standard allows the use of receive, transmit, 
and transhybrid modes for non-repeater nodes for both 
Ethernet and Cheapernet applications. Repeaters are re- 
quired to have the receive mode implementation. 


RECEIVE MODE: Detects a collision between any two 
stations on the network with certainty at all times. 


TRANSMIT MODE: Detects collisions with certainty only 
when the station is transmitting. 


RECEIVE MODE: The receive mode scheme has a very 
simple truth table; however, the tight threshold limits make 
the design of it difficult. The threshold in this case has to be 
between the maximum DC level of one station (— 1300 mV) 
and the minimum DC level of two far end stations 
(—1581 mV). Several factors such as the termination resis- 
tor variation, coax center conductor resistance, driver cur- 
rent level variation, signal skew, and input bias current of 
non-transmitting nodes contribute to this tight margin. On 
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Truth Table for Various 
Collision Detectlon Schemes 


Trovorstaions [0] +]2[>2[o] +2 [>2 
Transniting [wn] wf v| v[w[w[y]_¥ 
PNon-tersmiina LN Tw] ¥] v[w[w[m] ¥ 


Y = It will detect a collision, N = It will not detect a collision, 
M = It may detect a collision 


top of the — 1300 mV minimum level, the impulse response 
of the internal low pass filter has to be added. The CTI 
incorporates a 4 pole Bessel filter in combination with a 
trimmed on board bandgap reference to provide this mode 
of collision detection. However it would be difficult in receive 
mode to extend the cable length beyond the limits of the 
standard. It is also argued that it is not necessary for non-re- 
peater nodes to detect collisions between other stations. 


TRANSMIT MODE: In this case collisions have to be de- 
tected with certainty only when the station is transmitting. 
Thus, collisions caused by two other nodes may or may not 
be detected. This feature relaxes the upper limit of the 
threshold from —1581 mV to — 1782 mV. As a result of this, 
longer cable segments can be used. With the CTI, a resistor 
divider can be used at the Collision Detect Sense pin (CDS) 
to lower the threshold from receive to transmit mode. Typi- 
cal resistor values can be 1209 from CDS to GND and 10k 
from CDS to Veg (This moves the threshold by about — 100 
mv). a 


IMPLEMENTING A 10 BASES (ETHERNET) MAU WITH 
THE DP8392 


The CTI provides all the MAU (transceiver) functions except 
for signal and power isolation. Signal isolation can easily be 
provided by a set of three pulse transformers that come in a 
single Dual-in-Line package. These are available from trans- 
former vendors such as Pulse Engineering (PE64103) and 
Valor (LT1101). However, for the power isolation a DC to 
DC converter is required. The CTI requires a single —9 
(45%) volt supply. This power has to be derived from the 
power pair of the drop cable which is capable of providing 
500 mA in the 12 (—6%) to 15 (+5%) volt range. The low 
supply current of the CTI makes the design of the DC to DC 
converter quite easy. Such converters are being developed 
in hybrid packages by transformer manufacturers (Pulse En- 
gineering PE64430 and Reliability Inc. 2E12R9). They pro- 
vide the necessary voltage isolation and the output regula- 
tion. One can also build a simple DC to DC converter with a 
two transistor self oscillating primary circuit and some regu- 
lation on the secondary as shown in Figure 7. 


Several areas of the PC board layout require special care. 
The most critical of these is for the coax connection. Ether- 
net requires that the CT! capacitance be less than 2 pF on 
the coax with another 2 pF allocated for the tap mechanism. 
The Receive Input (RXI) and the Transmit Output (TXO) 
lines should be kept to an absolute minimum by mounting 
the CTI very close to the center pin of the tap. Also, for the 


external diode at TXO (see Figure 8), the designer must 


minimize any stray capacitance, particularly on the anode 
side of the diode. To do this, all metal lines, especially the 
ground and Veg planes, should be kept as far as possible 
from the RXI and TXO lines. 


In order to meet the stringent capacitive loading require- 
ments on the coax, it is imperative that the CTI be directly 
soldered to the PC board without a socket. A special lead 
frame in the CTI package allows direct conduction of heat 
from the die through these leads to the PC board, thus re- 
ducing the operating die temperature significantly. For good 
heat conduction the Veg pins (4, 5 and 13) should be con- 
nected to large metal traces or planes. 


A separate voltage sense pin (CDS) is provided for accurate 
detection of collision levels on the coax. In receive mode, 
where the threshold margin is tight, this pin should be inde- 
pendently attached to the coax shield to minimize errors 
due to ground drops. A resistor divider network at this pin 
can be used for transmit mode operation as described earli- 
er. : 


The differential transmit pair from the DTE should be termi- 
nated with a 780. differential resistive load. By splitting the 


_termination resistor into two equal values and capacitively 


AC grounding the center node, the common mode imped- 


’ ance is reduced to about 209, which helps to attenuate 
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common mode transients. 


‘To drive the 789 differential line with sufficient voltage 


swings, the CTI’s collision and receive drivers need external 
5000. resistors to Vee. By using external resistors, the pow- 
er dissipation of the chip is reduced, enhancing long term 
reliability. The only precision component required for the 
CTlis one 1k 1% resistor. This resistor sets many important 
parameters of the chip such as the coax driving levels, out- 
put rise and fall times, 10 MHz collision oscillator frequency, 
jabber timing, and receiver AC squelch timing. It should be 
connected between pins 11 (RR+) and 12 (RR—-). 


The DP8392 features a heartbeat function which can be 
externally disabled using pin 9. This function activates the 
collision output for a short time (10 +5 bit cells) at the end 
of every transmission. It is used to ensure the controller that 
the collision circuitry is intact and properly functioning. Pin 9 
enables CD Heartbeat when grounded, and disables it when 
connected to Veg. 








The IEEE 802.3 standard requires a static discharge path to sufficient AC discharge path from the coaxial cable shield to 
be provided between the shield of the coax cable and the the DTE ground. The individual shields should also be ca- 
DTE ground via a 1 MQ, 0.25W resistor. The standard also pacitively coupled to the Voltage Common in MAU. A typical 
requires the MAU to have low susceptibility levels to electro- Ethernet MAU connection diagram using the CTI in receive 
magnetic interference. A 0.01 uF capacitor will provide a mode with the CD Heartbeat enabled is shown in Figure 8. 


CvP-NV 


PICO 33223 
451.2 


INS819 nl queer out 
(10-220) 


IN5819 


TL/F/8689-11 
FIGURE 7. A Simple Low Cost DC to DC Converter 
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DP8392 
RECEIVE CTI 


DOAOMZZOO 





TRANSMIT 
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TL/F/8689-12 
FIGURE 8. An Ethernet MAU Implementation with the CTI 
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CHEAPERNET APPLICATION WITH - 
THE DP8391 AND DP8392_ 


The pin assignment of both the CTI and ‘the SNI are de- 
signed to minimize the crossover of any printed circuit 
traces: Some of the components needed for an Ethernet 
like interface are not needed for Cheapernet. For instance, 
Cheapernet’s relaxed load capacitance (8 pF, compared 
with 4 pF for Ethernet) obviates the need for an external 
capacitance isolation diode at TXO. Also, since the trans- 
ceiver drop cable is not used in Cheapernet, there’s no 
need for the 789, termination resistors. Moreover, without 
the 789 loading on the differential outputs, the pulldown 
resistors for both the CTI’s collision and receive drivers and 
the SNI’s transmit driver can be larger to save power. These 
resistors can be 1.5k instead of 5002 for the CTI and 5009 
instead of 2702 for the SNI. 


The 20 MHz crystal connection to the SNI requires special 
care. The IEEE 802.3 standard requires a 0.01% absolute 
accuracy on the transmitted signal frequency. An external 


The SNI also provides loopback capability for fault diagno- 
sis. In this mode, the Manchester encoded data is internally 
diverted to the decoder input and sent back to the conirol- 
ler. Thus both the encoding and the decoding circuits are 
tested. The transmit differential output driver and the differ- 
ential input receiver circuits are disabled during loopback. 
This mode can be enabled by a TTL active high input at pin 
7. 


Two different modes, half step and full step, can be select- 
ed at the SNI’s transmit output. The standards require half 


. step mode of operation, where the output goes to differen- 


tial zero during idle to eliminate large idle currents through 


‘the pulse transformers. On the other hand, the differential 


output remains in a fixed state during idle in full step mode. 


_ The SNI thus can be used with transceivers which work in 


either mode. The two different modes can be selected with 
a TTL input at pin 5. 


. Figure 9 shows a typical Cheapernet connection diagram 


capacitor between the X1 and X2 pins is normally needed to ° 


get the required frequency range. Section 3.1 of the data 
sheet describes how to choose the value of this capacitor. 


: , DC TO DC 
CONVERTER 


using the DP8391 and the DP8392._ 


; + 
‘appicd 9V (ISOLATED) 


- PE64I08 


19 
DP8391 
~ SNI 


FIGURE 9. Cheapernet Connection Diagram — 


The power isolation is similar here as in the Ethernet appli- 
cation, except the DC input is now usually 5V instead of 


LT1101 


12V. Hybrid DC to DC converters are also being developed 
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4 13 
DP8392 


TL/F/8689-13 


for this application (Ex: Pulse Engineering PE64381). Figure 
70 shows a discrete implementation with 5V input and —9V 
output. * 











PICO 33143 
1:3.45 


IN5819 


INS819 


FIGURE 10. DC to DC Converter (5V to —9V) 
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Measuring Ethernet Tap 
Capacitance 


INTRODUCTION 


When a node is added to an Ethernet network, its nodal 
capacitance changes the impedance of the cable at the 
point of connection to the cable. The impedance change 
causes a reflection of the Ethernet waveform, which distorts 
the waveform. The more the capacitance the greater the 
distortion, and eventually with large enough node capaci- 
tances the Ethernet signal could become so distorted that 
the packet data would become corrupted when decoded by 
a network node. For this reason the IEEE802.3 standard 
specifies a maximum value of capacitance that a node may 
add to the network, as well as a minimum node to node 
distance spacing. Since the capacitance of a node includes 
stray inductances, the effective capacitance of a node con- 
nection cannot be measured simply by using a capacitance 
meter. This note presents the method for measuring capaci- 
tance of an Ethernet tap for 10BASE5 or a BNC “‘T” for 
10BASE2. 


THE STANDARD’S REQUIREMENTS 


To properly make the measurement, it is important to under- 
stand how the standard specifies the capacitance of a node. 
To quote the IEEE802.3 standard: 


8.3.1.1 Input Impedance: The shunt capacitance present- 
ed to the coaxial cable by the MAU circuitry (not including 
the means of attachment to the coaxial cable) is recom- 
mended to be no greater than 2 pF. The resistance to the 


coaxial cable shall be greater than 100 ko. 


The total capacitive load due to MAU circuitry and 
the mechanical connector as specified in 8.5.3.2 
shall be no greater than 4 pF. 


These conditions shall be met in the power-off and power- 
on, not transmitting states (over the frequencies BR/2 to 


| BR). 


The magnitude of the reflection from a MAU shall not be 
more than that produced by a 4 pF capacitance when mea- 
sured by both a 25 ns rise time and 25 ns fall time wave- 
form. This shall be met in both the power-on and power-off, 
not transmitting states. 


‘Larry Wakeman 


National Semiconductor 
Application Note 757 


To summarize the maximum allowable capacitance specifi- 
cations for both Thinwire and Thickwire Ethernet the follow- 
ing table is provided. 


TABLE |. Maximum Capacitance Allowed in IEEE802.3 


sini | Sreuy | _ Comune 


1OBASES 2 pF 
1OBASE2 


Note: Thickwire or Thick Ethernet refers to 10BASES5 and Thinwire or Thin 
Ethernet refers to 10BASE2. 


Mechanical 


Node Parasitic 


Capacitance 
and Inductance 


TL/F/11163=1 
FIGURE 1. Simple Model of the Parasitics 
Presented to the Ethernet Cable 


THE TEST METHOD 


Due to the nature of the capacitance of a DTE (Data Termi- 
nal Equipment), rather than perform a simple capacitive 
measurement using a meter, the capacitance of the network 
node is more accurately measured by testing it in an envi- 
ronment where the actual signal reflection caused by the 
capacitance of a node attachment is measured when apply- 
ing a typical Ethernet signal. The magnitude of the reflection 
is then correlated to an equivalent capacitance. This is the 
most appropriate method, since it is the signal degradation 
due to the capacitive load that is the important considera- 
tion in defining the above specifications. 
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With the above in mind, the test is performed by first mea- 
suring the reflection caused by the attachment of a node. 
Then the DTE is replaced with a reference variable capaci- 
tor, and the capacitor’s value is adjusted until the capaci- 
tance that causes the same size reflection is determined. 
The capacitance of the node is therefore the same as the 
reference capacitance value that causes the same ampli- 
tude reflection. 


TEST SETUP AND CABLE 


An example test configuration which measures the capaci- 
tance of the Thickwire Ethernet is shown in Figure 2. The 
waveform applied to the test node is an important consider- 
ation in setting up the test, as it will affect the resultant value 
of capacitance. In particular the rise and fal! times must be 
carefully chosen to reflect the capacitance seen in an Ether- 
net network, as described in the next section. 


The cable lengths and spacing between the scope input and 
the transceiver’s connection are chosen to ensure that the 
reflection due to the transceiver appears on the flat portion 
of the test waveform. This allows accurate measurement. 
The total cable length is equivalent to the full 10BASE5 
length of 500m. 


An oscilloscope is used to measure the voltage of the re- 
flection. The scope, with a 1 MQ input impedance, as shown 
in Figure 2, is connected directly to the cable without a 
probe. This eliminates any errors due to the probe. The dis- 
tance between transceiver connection point “A” and the 
scope is set so that the reflections will arrive at the scope 
right after the signal rise and fall times. Moving point ‘‘A” 
any further makes the reflections smaller in amplitude (ca- 
ble attenuation) and therefore harder to measure. 

On the scope’s display measurements are made at the 
point immediately after the rise time. Reflections are then 
compared to the ones for known discrete capacitors. 


T CONNECTOR 


THINNET CABLE 


GENERATOR 
502 
IMPEDANCE 
OUTPUT 


SCOPE 
1MQ INPUT 
IMPEDANCE 


THE TEST WAVEFORM 


In normal network operation the signal on the coax cable 
has rise and fall times of 25 ns +5 ns (defined by the 
IEEE802.3 standard). With a purely capacitive load applying 
signals with faster (or slower) edges cause larger (or small- 
er) reflections than would be seen on a typical network. If 
the node were purely capacitive this would not affect the 
measurement. The larger (or smaller) node reflection for a 
given parasitic capacitance would track with the reference 
capacitance’s reflection yielding accurate measurements. 


However, the node is actually not a pure capacitance, but 
has some series inductance associated with the network 
connection as shown in Figure 7. The application of signals 
with faster than 20 ns rise and fall times actually result in an 
unrealistically low capacitance measurement. This is be- 
cause the nodes capacitance is buffered by the stray series 
inductances which reduce the reflection magnitude when 
compared to the pure capacitance. This correlates to a low- 
er than actual capacitance. ; 


On the other hand applying very slow rise and fall times 
(slower than 30 ns) result in the measurement of a larger 
capacitance than actual. This is because the series induc- 
tance effects are less than would be seen with a nominal 
waveform. m 


Since it is desirable to measure the capacitance in such a 
way as to correlate to the effective capacitance seen when 
IEEE802.3 signaling is used, the best compromise choice is 
to select a 25 ns rise and fall times for this test. (This is the 
reason for this choice in the actual standard.) 


Again, the reason behind this decision is that although the 
= 30 ns edges indicate larger capacitances a signal with 
25 ns edge produces results that more correctly represent 
the actual effect of the attached node’s capacitance. 


BNC TO "'N" 
SERIES CONVERTER 


500, TERMINATION 
THICKNET CABLE 


"A" 
DP8392 IS 
CONNECTED 

HERE 


TL/F/11163-2 


FIGURE 2. Test Setup 
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GND 9 = me me mee oe ee ee oe 
i 
I 


input ! 
SIGNAL 


1000 ns 


TL/F/11163-3 © 


FIGURE 3. Input Test Waveform 


As shown in Figure 3, a low frequency trapezoidal signal is 
used. This will keep the reflections from each edge of the 
signal well away from the next edge enabling easier mea- 
surement. The 2 Vpp test input signal is the typical voltage 
swing on the coax cable in normal operation. In the case of 
a discrete capacitor the voltage level of the signal may not 
be important. However, due to the non-linearity of the node 
and DP8392 capacitance a typical voltage signal should be 
used following the same rational as was used for the signal 
rise and fall times. 


Reflection Due to 
Discontinuity caused 
by Node Capacitance 


Beet 


TL/F/11163-4 


Note: This figure is conceptual. It does not show the waveform details. 
FIGURE 4. Example of Reflection 


TEST RESULTS 


A special jig was built to connect the ICs to point “A” in 
Figure 2. This greatly improves measurement repeatability. 
Data repeatability of 0.01 pF is achieved. 


Typical data for RX! and TXO capacitances are 1.0 pF and 
2.0 pF respectively. Total node capacitance can be reduced 
to around 1.6 pF with the addition of a small capacitance 
diode in series with the TXO output, as shown in Figure 5. 
For Ethernet applications two diodes in series can be used 
instead. 
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TXO 


DP8392 
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TL/F/11163-5 


Thickwire 


RX! 


TXO 
DP8392 


Yoo 


TL/F/11163-6 


FIGURE 5. DP8392 Connection Diagram 


INACCURACIES OF THE CAPACITANCE METER 


As stated, in a real network, it is not the node capacitance 
that creates a problem, but too large a reflection caused by 
this capacitance. This reflection distorts the cable signal. 
Therefore the best method of test is to measure the reflec- 
tion under true network waveforms. By the same analogy 
capacitance meters which have a test signal frequency that 
does not correspond to 25 ns rise and fall time do not reveal 
a true measurement of capacitance, and so capacitive mea- 
surements done only with a capacitance meter are usually 
(almost always) inaccurate to the true effective capacitance 
as seen by the network cable. 





Interfacing the DP8392 to 
932 and 752 Cable 


The DP8392 Ethernet Coaxial Transceiver Interface (CTI) is 
designed primarily for 1OBASE2 and 10BASES5 applications 
which use 502 coaxial cable. However, with minor modifica- 
tions it is possible to use this transceiver with larger imped- 
ance cables. This article shows how to use the DP8392 with 
750, or 939 cable. The trade off is that segment span is 
reduced to accommodate for higher series DC resistance of 
these cables. The CTI is a current driver. The two important 
factors that must be handled properly in using the chip with 
752 and 93 cables are the dynamic range of the transmit- 
ter and collision detection levels. 


DYNAMIC RANGE 


The dynamic range of the transmitter is important in the 
following case: 


Suppose two stations collide with one-another. To detect 
collisions properly, each station must sink at least as much 
DC current as it would in a non-collision case. This would 
mean that with the 939 cable when a collision occurs the 
chips should be able to sustain approximately. —4V DC lev- 
el. If the signals from the colliding stations are in phase the 
AC signal could be 8V peak to peak. 


National Semiconductor 
Application Note 620 
Mohammed Rajabzadeh 


The DP8392's transmitter clamps before it pulls to —8V. 
However, when it clamps it also changes the duty cycle 
enough to sustain the —4V DC collision level. 


An internal diode is included in series with the transmitter’s 
output to isolate its capacitance and thereby minimizing the 
tap capacitance. For more dynamic range margin, it is rec- 
ommended that external isolating diodes at the transmitter 
output not be used. It is also advisable to design the power 
supply to operate at the higher end of the 8.55V to 9.45V 
range. 


COLLISION LEVELS—RECEIVE MODE 


In order to understand the concerns with collision levels, it is 
necessary to calculate the levels for Cheapernet (10BASE2) 
5029 cable (RGS5S8AU) as an example. 


500 Cable Example (RG58A/U) 


Table | shows the parameter values that are used in calcu- 
lating the collision levels. Please note that all the levels in 
this article are for receive mode collision detection. 








TABLE I. Assumptions and Definitions 


| = MaximumSegmentLength |= 185m 
= 50°C 

= 0.98 

= 0.00940 

=2pA 

= 25 uA 

= 45 mA 

= 87 mA 

= 100 ko 


= Skew Factor, Effect of Encoder 


Skew on DC Level 


= (SKEW X 4)/100 


= Max DC Loop Res. of a Segment 
= Load Resistance Seen by a Driver 
= Sending End Overshoot 


= 0.02 for 0.5 ns Skew 





= 0.08 
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' The collision levels that need to be calculated are Vinay and 


Vins The Vmax or “no detect” level is the maximum DC 
voltage generated by one node. The worst case here occurs 
when the transmitting node is at the center of a maximum 
length cable, and the collision is being detected either by 
itself or by a station right next to it. On the other hand, the 


‘Vmin or “must detect” level is the minimum DC voltage gen- 


erated by two minimum stations transmitting at one end of a 


maximum length cable, and the collision is being detected 
by a node on the other side of the cable. 


The filter impulse response is not included in these calcula- 
tions since it is mutually exclusive with the Sending End 
Overshoot. If the impulse response is larger than the Send- 
ing End Overshoot, the exceeding portion should be added 
on to the limits. 


Maximum Non Collision Level Vmax (No-Detect}—Receive Mode—502 Cable 


A 


DETECT IN HERE 


= Ry X 1.01 x [(Tm — 20) x ty + 1] 
= Roc X LX [(Tm — 20) Xte + 1] + NX Re 
= (Rtmax +. Rs/2)/2 
= [max X (1 + SK) + (N — 1)(Ig—)] X RL Xx (1 + SEO) 


= 50 X 1.01 x [(50 — 20) x 0.0001 + 1] 

= 0.0489 x 185[(50 — 20) xX 0.004 + 1] + 30 x 0.0034 
"= (50.652 + 10.234/2)/2 

= [45 X 1.02 + 29 X 0.025] x 27.885 X 1.08 


Imax (1 #SK)#(n=1)(lg-) 


TL/F/10444-1 


= 50.6520 
= 10.2340 
= 27,8850 


‘= 1404mV 


Minimum Collision Level Vmin (Must-Detect)—Recelve Mode—50N Cable 


Ro/(Ne2) 


Rimin 


ed 
DETECT IT HERE” Re 


= NEAR END SHUNT RESISTANCE 

= [Ro/(N — 2))//Rtmin 

= Rr x 0.99 

= TRANSMITTER’S END DC VOLTAGE 

= 2 X Imin X (1 — SK) X [Rrmin//(Rg + Re) 
= Vp X [Rp/(Rg + Rp)] x SR 


= [100k/28]//(50 x 0.99) = 3571//49.5 
= 2x 37 X 0.98 X [49.5//(10.234 + 48.823)] 
= 1952 x [48.823/(10.234 + 48.823)) x 0.98 


to 1580 mV). 
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lin (1°SK) 


lain (1"SK) 


TL/F/10444~2 


48.8230 - 
1952mV .. 
1581 mV 


- The calculations show that the Vmax and Vin are properly placed outside the collision threshold range of the DP8392 (1450 mV 











932 Cable Collision Level Calculation 


A few parameters need to be changed when using a different impedance cable. Here are those parameters for 9320 cable © 


(RG62A/U TYPE, BELDEN 92689); 


TABLE Il 


Rr termination resistor at 20°C 
L maximum segment length 
Rpc maximum cable DC res. at 20°C 


Considering the new values the Vmax and Vmin levels are; 


=93 41% 
= 130m 
= 0.1437 2/m 


BELDEN 


Maximum Non Collision Level Vmax (No Detect)—Receive Mode—93N Cable 


Rtmax = 93 x 1.01 x [(50 — 20) x 0.0001 + 1] 


= 0.1437 < 130[(50 — 20) x 0.004 + 1] + 30 x 0.0034 


(94.212 + 21.025/2)/2 
[45 X 1.02 + 29 X 0,025] x 52.362 x 1.08 


= 94.2120 
= 21.0250 
= 52.3620 
= 2636.692 mV 


Minimum Collision Level V nin (Must Detect)—Receive Mode—93N Cable 


= [100k/28]//(93 x 0.99) = 3571//92.07 


= 2 X 87 X 0.98 X [92.070//(21.025 + 89.756)] 
= 3646.396 x [89.756/(21.025 + 89.756)] x 0.98 


932. IMPLEMENTATION WITH DP8392 


Figure 1 shows the connection diagram with 932 cable (100 
meters and 30 stations). The design parameters defined be- 
low are summarized in Table III. The resistor divider ratio 
needs to be calculated to attenuate the receiver input sig- 
nal. The two resistors Ry and Ro should center the calculat- 
ed thresholds (2636 mV to 2895 mV) to the internal level of 
DP8392 (1450 mV to 1580 mV). 


The resistor divider and the capacitor Cp, Figure 7, (Cp in- 
cludes the RX! input capacitance, typically 1 pF, and the pc 
trace capacitance associated with it) form a low pass filter 
effect. It may be necessary to add the capacitor Cc (capaci- 
tor Cc creates a high pass effect) to compensate the low 
pass effect. The equation to calculate the capacitor Cc is; 


Cc X Ro = Cp Xx Ry 


TABLE Ill 
BELDEN RG62A/U Type 9320 Cable 


130 meters 
0.1437 X/m 
30 

54.8k 

45.2k 


= 89.7560 
= 3646.396 mV 
= 2895.272 mV 


It is also necessary to add the resistor R3 (Rg = Ry//Ra) in 


’ series with the CDS pin. This will assure that the voltage 
drop due to the biasing currents into CDS and RX! pins are 


duplicated. 

To check the design; 

[54.8k/(54.8k + 45.2k)] x 2636 mV = 1444 mV 
[54.8k/(54.8k + 45.2k)] x 2895 mV = 1586 mV 

The DP8932's internal collision range is within this window. 


750 CABLE IMPLEMENTATION 


This method can also be successfully implemented for 80 
meters of 752 cable (RG59/U BELDEN 8241). The collision 
thresholds are 2127.8 mV and 2339.6 mV. The correspond- 
ing Rj and Ro values are 67.8 kN and 32.2 kN respectively. 
Table IV summarizes the design parameters. 


TABLE IV 
BELDEN RG59/U 752 Cable 


80 meters 
0.1894 2/m 
30 

67.8k 

32.2k 


CABLE 


TL/F/10444-3 


FIGURE 1 
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Designing the DP8392 for | 
Longer Cable Applications 


The IEEE 802.3 standard is designed for 500 meters of 
Ethernet cable and 185 meters of Cheapernet (RG58A/U) 
cable. To extend such segments to 1000 meters of Ethernet 
cable and 300 meters of Cheapernet cable requires utiliza- 
tion of Transmit mode collision detection. This method is 
described below. 


COLLISION DETECTION SCHEMES 


The collision circuitry monitors the coaxial DC level. If the 
level is more negative than the collision threshold, the colli- 
sion output is enabled. 


There are two different collision detection schemes that can 
be implemented with the CTI; Receive mode, and Transmit 
mode. The IEEE 802.3 standard allows the use of receive 
and transmit modes for non-repeater node applications. Re- 
peaters are required to have to receive mode implementa- 
tion. These different modes are defined as follows: 


Receive Mode: Detects a collision between any two sta- 
tions on the network with certainty at all times. 

Transmit Mode: Detects a collision with certainty only 
when the station is transmitting. 


Table | summarizes the receive and transmit mode defini- 


tions: 


TABLE | 


ee ee | 
fees pe | >2 | 


Tranemitng 
Non-Transmitting 





Y = Detects Collision 
N = Does Not Detect Collision 
M = Might Detect Collision 


National Semiconductor 
Application Note 621 


Mohammed Rajabzadeh 


Receive Mode: The Receive mode scheme has a very sim- 
ple truth table. However, the tight threshold limits make the 
design of it difficult. The threshold in this case has to-be - 
between the maximum DC level of one station (— 1300 mV) 
and the minimum DC level of two far stations (— 1581 mV). 
Several factors such as the termination resistor variation, 
‘signal skew, and input bias current of non-transmitting 
nodes contribute to this tight margin. On top of the 
—1300 mV minimum level, the impulse response of the in- 
ternal low pass filter has to be added. The CTI incorporates 
a 4-pole Bessel filter in combination with a trimmed on 
board bandgap reference to provide this mode of collision 
detection. 


Transmit Mode: In this case, collision has to be detected 


_ only when the station is transmitting. Thus, collision caused 


by two other nodes may or may not be detected. This fea- 
ture relaxes the upper limit of the threshold. As a result of 
this, longer cable segments can be used. With the CTI, a 
resistor divider can be used at the Collision Detection Sense 
(CDS) pin to lower the threshold from receive to transmit 
mode. 


COLLISION LEVELS—TRANSMIT MODE 


Table Il shows the parameter values that are used in calcu- 
lating the collision levels in transmit mode. 


TABLE II. Assumptions and Definitions 


Rr = Termination Resistor at 20°C 
tr = Temp. Coef. of the Terminator 
= Maximum Segment Length 


= Maximum Cable DC Res. at 20°C 


= Temp. Coef. of Copper 
= Maximum Cable Temp. 
= Step Response at Max Cable Length 


= Max. Connector Res./Station 


= Max. Positive Bias Current 
= Max. Negative Bias Current 
Max. DC Drive Current 
Min. DC Drive Current 
= Non Transmitting Output Impedance 
= Max Nodes per Segment 


= Skew Factor, Effect of Encoder 
Skew on DC Level 
= (SKEW 4)/100 
Rs = Max. DC Loop Res. of a Segment 
Ri = Load Resistance Seen by a Driver 
SEO = Sending End Overshoot 


= 50 +1°%N 
= 0,0001/Deg. 
= 300m 


= 0.10 
= 0.14 


* 802.3 
ASSUMPTION 
802.3 
802.3 
BELDEN 
BELDEN 
PHYSICS 
ASSUMPTION 
NATIONAL 
NATIONAL 
MIL SPEC 
ASSUMPTION 


Cheapernet 
Ethernet 
Cheapernet 
Ethernet 


1000m 
0.04892./m 


Cheapernet 
Ethernet 
Cheapernet 
Ethernet 


Cheapernet 
Ethernet 


= 0.02 for 0.5 ns Skew 


DEFINITION 
DEFINITION 
ASSUMPTION 
ASSUMPTION 


Cheapernet 
Ethernet 





2-30 








The calculations below explain how the values for the resis- 
tor divider in Figure 7 are obtained. First, collision levels 
Vmax @Nd Vmin must be calculated. The Vmax or ‘‘no detect” 
level is the maximum DC voltage generated by one node. 
The worst case here occurs when the transmitting node is 
at the center of a maximum length cable, and the collision is 
being detected either by itself or by a station right next to it. 
On the other hand, the Vmin or “must detect” level is the 


minimum DC voltage generated by one minimum transmit- 
ting station and another minimum transmitting station at the 
other end of a maximum length cable. 


The filter impulse response is not included in these calcula- 
tion since it is mutually exclusive with the Sending End 
Overshoot. If the impulse response is larger than the Send- 
ing End Overshoot, the exceeding portion should be added 
on to the limits. 


Maximum Non Collision Level Vijax (NO DETECT)—Transmit Mode 


RTmax 


RS/2 


DETECT IT HERE Ze 


Rtmax = Rr X 1.01 x [(Tm — 20) x tr + 1] 
=Rpc X L x [(Tm — 20) x tp + 1] + NX RC 
= (Rtmax + Rs/2)/2 , 
= [Imax X (1 + SK) + (N — 1) (Ip-)] X RE X 
(1 + SEO) 
CHEAPERNET Cable, 300 Meters, 100 Stations: 
Rtmax = 50 X 1.01 x [(50 — 20) x 0.0001 + 1] 
= 50.6520 
Rs = 0.0489 x 300 [(50 — 20) x 0.004 + 1] + 
100 x 0.0034 = 16.7700 


Imax (i + SK) + (n=1)(Ig~) 
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RL —- = (60.652 + 16.770/2)/2 = 29.5199 
Vmax = [45 X 1.02 + 99 x 0.025] x 29.519 X 1.10 
Be = 1571 mV 
ETHERNET Cable, 1000 Meters, 100 Stations: 
Rtmax = 50 X 1.01 x [(50 — 20) x 0.0001 + 1) 
= 60.6520 
Rg = 0.01 x 1000 [(50 — 20) x 0.004 + 1] + 100 x 
0.0001 = 11.219 
RL —- = (60.652 + 11.21/2)/2 = 28.1290. 


VMax = [45 X 1.02 + 99 x 0.025] X 28.129 X 1.14 
= 1551mV 
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Minimum Collision Level Vagin (MUST DETECT)—Transmit Mode 


Ro/(N-2) 


DETECT IT HERE we Leas 
P 
Imin (1=SK) 
END 1 
STATION 1 


Rp = Near End Shunt Resistance 

= [Ro/(N — 2)]//Rtmin 
Rtmin = Rt X 0.99 
VS1(1) = Station 1’s DC Voltage at End 1 

= IMin X (1 — SK) X [Rp//(Rg + Rtmin)] 
VS2(2) = Station 2’s DC Voltage at End 2 © 

= IMin X (1 — SK) X [Rtmin//(Rs + Rp)] 
VS2(1) = Station 2’s DC Voltage at End 1 

= VS2(2) x [Rp/(Rs + Rp)] x SR 
Vain = VS1(1) + VS2(1) , 


CHEAPERNET Cable, 300 Meters, 100 Stations: 


Rp [100k/98]//(50 x 0.99) 
1020//49.5 ‘= 47.2099, 


37 X 0.98 X [47.209//(16.770 + 49.5)] 
1000 mV 


37 X 0.98 x [49.5//(16.770 + 47.209)] 
1012 mV 


1012 x [47.209/(47.209 + 16.770)] x 0.97 
724mV , 


= 1000 + 724 


VSi(1) = 
vS2(2) 
VS2(1) 


Vein = 1724mV 


Imin (1=SK) 
END 2 


STATION 2 
TL/F/10445-2 


ETHERNET Cable, 1000 Meters, 100 Stations: 


Rp = [100k/98]//(50 x 0.99) = 1020//49.5 
= 47.2090 


“VS1(1) = 37 X 0.98 X [47.209//(11.21 + 49.5)] 
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= 963 mV 
VS2(2) = 37 X< 0.98 x [49.5//(11.21 + 47.209)] 

= 972 mV 
VS2(1) = 972 x [47.209/(47.209 + 11.21)] x 0.94 

= 738 mV 
VMin = 963 + 738 


CIRCUIT IMPLEMENTATION 
Table Ill summarizes the design parameters. 


TABLE Ill 


ETHERNET | CHEAPERNET 


1000 Meter 300 Meter 
100 100 

1701 mV 1724 mV 
1551 mV 1571 mV 
1259 +1% 1509 +1% 
10kN +1% 10k +1% 


= 1701mV 











Circuit implementation is shown in Figure 7 


FIGUR 


To check the design, subtract the additional offset generat- 
ed by the resistor divider from these levels (Vijax and Vin) 
and make sure that the internal 8392 collision levels 
(1450 mV to 1580 mV) are within this window. The supply 
voltage is assumed to be 9V+5%., 

Ethernet : a 
1551 mV — 8.55V (12502/(10 kQ + 125N)) = 1445 mV 
1701 mV — 9.45V (1259/10 kN + 1259)) = 1584 mV 
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TL/F/10445-3 
E1 


Cheapernet 
1571 mV — 8.55V (1509/(10 kN + 1500) = 1445 mV 
1724 mV — 9.45V (1509/(10 kN + 1500) = 1584 mV 


These calculations show that the resistor values are proper- 
ly selected. 
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DP83922A 


ZA National 


Semiconductor 


DP83922A | 
Twisted Pair Transceiver Interface (TPl) | 


General Description 


The DP83922A Twisted Pair Transceiver is used to connect 
IEEE 802.3 stations and repeaters to a twisted-pair cable 
medium. It integrates all the transceiver medium attachment 
unit (MAU) functions as specified in the IEEE 802.3 
10BASE-T standard. 


The DP83922A contains a full AUI interface, which makes it 
ideal for use both in stand-alone and integrated MAU appli- 
cations. The DP83922A’s primary functional blocks include 
transmitter, receiver, collision detection, jabber timer, link 
test, and SQE test (CD Heartbeat) with a disable pin for 
repeater applications. 


The DP83922A also provides display outputs that directly 
drive LEDs to indicate status for all MAU functions. The TPI 
indicates receive and transmit activity, jabber and collision 
indication, and link (cable connectivity) status. 

The DP83922A is part of a chip set that implements the 
complete IEEE802.3 10BASE-T compatible network elec- 
tronics. In node applications, it can be used with the 
DP83910 Serial Network Interface (SNI) and the DP8390 
Network Interface Controller (NIC) or the DP83932 SON- 
IC™, The TPI may also be used in repeater applications. 


System Diagrams 


PRELIMINARY 


Features 

m Compatible with IEEE802.3 10BASE-T standard 

g Integrates transceiver electronics, including: 
— Transmitter 
— Receiver 
— Collision Detection 
— CD Heartbeat 
— Jabber Timer 
— Link Integrity Test 
Link disable enables operation with pre-standard 
10BASE-T twisted pair implementations 
Fully AUI compatible interface for both stand-alone and 
embedded MAU applications 
Programmable transmit and equalization levels 
Complete differential transmit and receive path for opti- 
mum jitter performance 
Transmit output waveform shaping reduces filter re- 
quirements 

mg Status LED Outputs 
— Link, Transmit, Receive, Jabber, and Collision 

m 24-pin narrow DIP package 


Stand-Alone Twisted Pair MAU 


ATTACHMENT 
UNIT 
INTERFACE 


INTERFACE 


DP83922A 2 
2 TWISTED PAIR = 
@ TRANSCEIVER “: 


TL/F/10490-1 


Node with Integrated Twisted Pair MAU 


PC, WORKSTATION, BRIDGE, SERVER 


DP83901 
DP83932 
ETHERNET 
CONTROLLER 
AND ENDEC 


: DP83922A % 
E> TWISTED PAIR 2 
“= TRANSCEIVER 73 

INTERFACE 3 


TL/F/10490~2 
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Connection Diagram 


Vec6e8da 


—_—_— = 
=—- Oo 


12 


Top View 


Order Number DP83922AN 
See NS Package Number N24C 


TL/F/10490-3 


Pin Description 


Description 


Ground Supply Pin 


Jabber LED: This output indicates that the DTE or repeater transmitting 
into the TX+ is jabbering (transmitting an excessively long packet). This 
is indicated when this output is low. This information may be displayed 
using a Light Emitting Diode (LED). 

CD+, (Ci+) Collision Output: Balanced differential line driver outputs. The 10 MHz 

CD-, (CI—) (AUI*) signal from the internal oscillator is transferred to these outputs in the 
event of collision, excessive transmission (jabber), or during SQE Test. 
These outputs are emitter followers and require external pulldown 
resistors to GND. 


RX+, (DI+) Receive Output: Balanced differential line driver outputs from the TPI’s 
RX-—, (DI—) receiver. These outputs are also emitter followers and require pulldown 
resistors to GND. 


Positive 7V Supply: A 0.1 uF ceramic decoupling capacitor must be 
connected across GND and Vcc as close to the device as possible. 


TX+,(DO+) Transmit Input: Balanced differential inputs to the twisted pair 
TX—, (DO—) transmitter. The common mode voltage for these inputs is set internally 
and must not be externally biased. 


COL/HBE 1/0 Collision LED/Heartbeat Enable: This dual-function pin disables the 
Heartbeat (SQE test) function when it is tied to GND. When connected to 
Vcc through an LED and series resistor, this output indicates that a 
collision is occurring. 

RTIM+ Timing Resistor Pins: A resistor is connected across these pins. This 

Rrim— resistor is used to set the timing reference for the device. 

Room Common Resistor Input: Resistors are attached to this pin. This input is 
the common reference point for the RatH, Rrx, and Req. 


RATH Receiver Threshold Resistor: A resistor attached to this pin sets the 
threshold of the twisted pair receiver squelch circuit. 


*AUI—Pins connect to Attachment Unit Interface. 
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Pin Description (Continued) 


Pin 
No. 


| pinttme | vo 
15 Rtx Transmit Level Resistor Resistors connected to these pins are 
16 Req Equallzation Resistor used to determine the transmit 


Description 


levels for the equalized output. 


17 TXLED Transmit LED: This output goes low when valid transmissions are output 
from the TPI. When the transmitter is disabled due to a Jabber or link fault 
this output is off (TRI-STATE®). This can be used to drive a status LED. 


TXO+ (TD+) 0 Twisted Pair Transmit Outputs: Balanced differential current drivers that 

TXO- (TD-) . allow external resistors and filter network to determine the output 
impedance. (the details of the operation of these outputs can be found in 
the functional description) 





Receive LED: This output goes low when data is received by the TPI. This 
can be used to drive a status LED. 


Good Link: This dual-function pin indicates successful reception of link 
pulses by going low. This information may be displayed using a Light 
Emitting Diode (LED). When this pin is tied to ground the link generator, 
and link receive state logic is disabled. 


RXI+ (RD+) Twisted Pair Receive Inputs: These high impedance inputs feed a 

RXI— (RD—) differential amplifier which then transmits the signal differentially along the 
receive path. The common mode voltage for these inputs is set internally 
and should not be altered. 


*TP—Pins connect to Twisted Pair Interface. _ 


Block Diagram 


pir! JABBER 
TIMER 


TRANSMIT 
SQUELCH 


TL/F/10490-4 
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Functional Description 
The TPI consists of 6 basic functional blocks: 


1. Receiver: This block receives data from the twisted pair 
wire and sends it to the DTE (Data Terminal Equipment) 
via the Attachment Unit Interface (AUI). In the block dia- 
gram this section is composed of the RXi+ input receiv- 
er, receive squelch, the MUX and the RXI output driver. 


. Transmitter: This accepts data from the DTE connected 
via the AUI and transmits it onto the twisted pair cabling. 
In the block diagram this section is composed of the TX+ 
input receiver, transmit squelch, and the TXO+ output 
driver. 


. Collision Detection: This indicates to the DTE that a colli- 
sion is occurring by transmitting a 10 MHz signal to the 
DTE. tn the block diagram this section consists of the 
CD/Loopback Control, the 10 MHz oscillator and the 
CD+ output driver. 


. Jabber Timer: This disables the transmitter if it was trans- 
mitting a longer than legal packet. 

. SQE (Signal Quality Error) Test: This is accomplished by 
the Heartbeat Timer block which generates a short burst 
of collision signal after every transmission. 


. Link Test: This block consists of the Link Pulse Generator 
and Link Detector. This block checks the integrity of the 
cable connecting two twisted pair MAUs. 


RECEIVE FUNCTION 


Receive Path 


The receive path logic consists of the twisted pair receiver, 
loopback multiplexer, and AU! driver. From input to output 
the receive path is fully differential and both RX+ and RX— 
are matched. This provides low signal skews and jitter. 


After the received signal passes through the differential in- 
put buffer, it enters the loopback multiplexer. The multiplex- 
er routes either the received data or transmit data to the 
RX+ pins. When the TPI is receiving valid data from the 
twisted pair cable, this data is sent to RX+ outputs. 


The multiplexer output is enabled by the CD/loopback con- 
trol block. This block will enable data to the receiver’s driver 
when receive squelch is turned off. (i.e., when valid data is 
present on RXI+). In addition, the RX+ outputs have inter- 
nal 5 kQ pull-down resistors. These resistors eliminate the 
need for external pull downs when the TPI is located near 
the ENDEC. 


The differential RX+ line driver provides ECL compatible 
signals to the DTE with typically 3 ns rise and fall times. In 
its idle state, these outputs go to differential zero to prevent 
DC standing current in the isolation transformer. 


Receive Squetch 


The DP83922A implements an intelligent receive squelch 
intended to ensure external noise that appears on the re- 
ceiver’s inputs is not mistaken for a valid signal. This 
squelch uses a combination of amplitude and timing mea- 
surements to determine when to enable the receive circuit- 
ry. The operation of the squelch is as follows: An input sig- 
nal must first exceed the input voltage threshold for typically 
20 ns, and then typically within 150 ns later it must exceed 
the opposite input threshold for the same 20 ns duration. 
Finally the signal must exceed the original threshold within 
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typically 150 ns after the last threshold detection time in 
order to turn off the receiver squelch and enable the receive 
circuitry. This is shown in the following illustration. 


Squelch Timing for Receive Input — 


RECEIVER 
ENABLED 





20ns : 

TL/F/10490-5 
The voltage threshold level of the receive squelch is set by 
an external resistor, Raty. There are two levels, one level 
to enable the receiver (Vpon), and a second smaller level to 
disable the receiver (Vpof), providing hystersis. Vaon is one 
third the voltage across the RatH resistor (VRTH)- Vatu is 
given by: 


VRTH = (‘ou ) RRTH 
where It x(out) is the total transmit current set by Rtx and 
Req (see the description of the transmit function that fol- 
lows). This equation can be rewritten in terms of Rx and 
Req as follows: 


1 
‘Vv 1 45 —— } Rate. 
RTH = 1.2 (a+ =) RTH 
Vroft is equal to half of Vaon. This adds hysterisis to the 
squelch circuit making it more reliable, especially in noisy 
environments. 


Note that the receive threshold voltage is separa on 
transmit output levels. It is therefore recommended to de- 
sign the transmit section first, then cee? the Rary resis- 
tor value. 


TRANSMIT FUNCTION 


Transmit Path 


The transmitter has a differential input (TX +) and a differen- 
tial open collector current driver (TXO +). From input to out- 
put the transmit path is fully differential and both TX+ and 
TX— are matched. This provides low signal skews and jitter. 
The differential input common mode voltage is established 
by the TPI and should not be altered by external circuitry. 
Either transformer or capacitive coupling of the TX+ inputs 
will accomplish this. The general transmit waveform is 
shown below. 


On the TX+ inputs the transmitter squelch circuit rejects 
signals with pulse widths less than 20 ns typically, or with 
levels that are less than — 175 mV. The transmitter turns off 
at the end of the packet if the signal stays higher than 
—175 mV for more than approximately 150 ns. 

The transmitter differential outputs when coupled through a 
2:1 pulse transformer can meet all the 10BASE-T output 
level specifications. 
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Functional Description (continued) 
Simplified Transmitter Differential Output 


_ EXTERNAL 
TRANSFORMER 


1 


EXTERNAL 


DP83922A ° 


TL/F/10490-6 


The transmitter differential outputs, when coupled through a 
2:1 pulse transformer, can meet all the 10Base-T output 
levels specifications defined by IEEE. 


As is shown in simplified form, the TXO+ is a differential 
current mode output. This output integrates the equalization 
and wave shaping circuitry to pre-filter the output waveform. 
The driver level and equalization are externally programma- 
ble. Driver output current levels of the DP83922A are set by 
a built-in bandgap reference and two external resistors, 
Rrx, Req. These two resistors set the output current for 
both the maximum and equalized portions of, the output 
waveform. Controlled rise and fall times of the driver output 
circuits minimize the higher harmonic components, and 
therefore ease external filtering requirements. The rise and 
fall times are also matched to minimize jitter. 


The relationship of the Rrx and Reg resistor values to the 
Output current are: 


. ss 76 29. 88 
Itx(out) = = + S A 


59.76 29.88 88 
lEQ(out) = ae BES 


Note: Above resistor values are in k©Q. 


TXO+ Transmit Output Current Waveform 


a 12ns TYP. 


RISE/FALL TIME 
TL/F/10490-7 


As can be seen above the transmit output will first go to an 
output current level set by the sum of the currents set by the 
Rrx and Reg resistor, and if the waveform is wider than 
50 ns, the output current will drop to a value set by the 
difference between the currents set by Rrx and Req resis- 
tors. Due to the tight IEEE output level specifications it is 
recommended to use 1% resistors for Rtx and Req. 


For each TXO output, the output current from the TXO+ 
outputs will generate a voltage across Rp, the pulse trans- 
former, and the twisted pair line impedance. The approxi- 
mate equation for the single ended maximum output voltage 
output on the primary side (chip side) of the transformer is 
shown below: 


(Note: The equations calculate the TPI’s output voltage 
from the output pin to ground.) 


ItTx PR’ 
VtxouT = = X ( Rp l a) 


For the equalized single ended output voltage (the || opera- 
tor is the parallel resistor combination): 


lea 
VEQOUT = = 2( Rp | et) 


Where Rp is the pullup resistor (typically 2009), and R’, is 
the impedance of the twisted pair line as seen through the 
2:1 transformer, R’, = 4 Ry (typically 4002). For example if 
Itx = 50 mA and Ieq = 30 mA, then VrxouT peak is 


50 
=°( 1000 ) = 2.5V and the Veqout would be 1.5V. 


An example of TXO outputs is shown on the following page. 
This diagram shows the typical TXO output waveform. This 
waveform is a 5V peak-to-peak signal centered at Vcc. The 
TXO+ and TXO— feed into the 2:1 transformer and filter, 
and result in the bottom waveform shown in the figure. The 
resultant output waveform is a +2.5V differential typical sig- 
nal per the IEEE standard. - 


Transmitter Timing 


- TRANSMIT 
INPUT FROM 


TRANSMITTER | 
TURN-ON ot, 
PULSE WIDTH — . 

' (~25ns) 


' 
TRANSMITTER TURN=OFF | 
PULSE WIDTH (~150 ns) ' 


INTERNAL : . . 
TRANSMITTER 7 
ENABLE 


TRANSMIT 
SQUELCH 
THRESHOLD 


TRANSMIT 
OUTPUT TO 
TWISTED PAIR 
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Functional Description (continued) 


Typical Twisted Pair Transmit Output Waveforms 


1 


Txoe -£.-}- - 


TX0z 

(1x0#) = (Tx0-) 
(after transformer 
and filter) 


TOP: TXO+ Output voltage waveform measured relative to ground 
MIDDLE: TXO— Output voltage waveform measured relative to ground 
BOTTOM: Differential output voltage waveform on TXO+ to TXO— 


COLLISION FUNCTION 


The collision detection circuitry detects when the TX+ in- 
puts and the RX!+ inputs are active simultaneously. This is 
done by logically ANDing the output of the transmit squelch 
and the receive squelch blocks. If both squelch indicate val- 
id activity then the collision oscillator is enabled. 


The collision circuits output a 10 MHz signal during a colli- 
sion. The 10 MHz is generated by an internal oscillator. This 
oscillator is also used as a timebase for other internal func- 
tions. 


HEARTBEAT FUNCTION 


The ‘collision circuits also generate the. Heartbeat (SQE 
Test) signal at the end of every transmission to ensure that 
the collision circuitry is functioning. The burst of 10 MHz on 
the collision output occurs typically 1.1-us after the trans- 
mission, and has a duration of about 1 jus. For repeaters this 
function can be disabled via the COL/HBE input. 


JABBER TIMER FUNCTION 


The Jabber Timer monitors the transmitter and inhibits the 
transmission if the Transmitter is. active for longer than 
about 50 ms typical. It also enables the collision output for 
the fault duration. After the fault is removed, the Jabber 
Timer waits for about 500 ms typical (unjab time) before re- 
enabling the Transmitter. The transmit input must stay inac- 
tive during the unjab time. 


LINK FUNCTION 


The link integrity function consists of two parts, one part 
generates the link pulses, and the other detects the recep- 
tion of link pulses. Both the transmission of the link pulse 
and then monitoring receptions of link pulses can be dis- 
abled by grounding the GDLNK pin. 
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Link Detector 


The link detector circuitry is connected to the twisted pair 
receive circuits, and implements the IEEE 10BASE-T link 
state diagram. This block checks for the arrival of link puls- 
es from the remote MAU, and if they arrive properly this 
logic keeps the transmit and receive functions enabled. If 
the link pulses fail to arrive then the link detector will disable 
the receive, transmit, collision, and heartbeat functions. 
When transmitting a packet the DTE is informed of the link 
failure by not receiving the loopback or the subsequent 
heartbeat signals from the TPI. 


Link Generator 


The link generator is a timer circuit that generates a link 
pulse by enabling the transmit output drivers. This 100 ns 
wide pulse will be generated if the transmitter is idle for 
16 ms +8 ms. The output of this circuit feeds into the 
TXO+ driver circuit. 


STATUS LED LOGIC 


To ease the design of external LEDs that indicate to the end 
user various MAU status functions, the TP! includes 5 LED 
output drivers on-chip. These outputs are directly derived by 
the internal circuitry,.and they. indicate the following status 
information: 


Reception: The RXLED output will go low whenever the re- 
ceive (RXI+) squelch is disabled (receiver turned on). 
Transmission: The TXLED output will go low (lighting the 
LED) whenever the AU! side transmit (TX +) squelch is dis- 
abled (transmitter turned on). The TXLED output will not go 
low during link pulse transmission or ducing: a Jabber condi- 
tion.. 
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Functional Description (Continued) 


Good Link: The GDLNK output will remain low while the Link _ 


state machine receives valid link pulses from the remote 
MAU. If the Link state logic does not properly receive link 
pulses, then the output will turn off the LED. 


Collision: The HBE/COL output will turn on an LED if a colli- 
sion is detected by the TPI (output goes low). This driver is 
directly driven by the output of the logical ANDing o the 
TX+ and RXI+ squelch. - 


Jabber: The JBLED output is derived directly from the Jab- 
ber timer circuits. The output will go low (light the LED) 
whenever the TPI has determined that a Jabbering trans- 
mission is in progress, and will stay on until the transmit 
output is re-enabled. 


All these LED outputs are driven directly by the internal cir- 
cuits, and are not delayed or otherwise altered. This feature 
allows these outputs to be used logically if desired. 


EXTERNAL RECEIVE AND TRANSMIT FILTER 
DESIGN CONSIDERATIONS 


A requirement to interface to the twisted pair cabling is to 
provide adequate filtering on both the receive and transmit 
signal lines. 


Three Pole Receive 
Butterworth Filter (1000) 


= xe oe 
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On the receive path, the 10BASE-T standard recommends 
a filter. A 3 pole Butterworth low pass filter yields accept- 
able high frequency rejection, for example a filter with the 
following characteristics may be used: 


1.3 dB Cut Off Frequency: 

2. Insertion Loss (65 MHz-—10 MHz) 
3. 30 MHz Attenuation: 

4. |/O Impedance: - 1002 
5. Return Loss: (5 MHz~—10 MHz) >20 dB 


Additionally it may be desirable to add on the input to the 
pulse transformer a common mode choke to further filter 
out common mode noise. | 


RXI+ 


RXl- 


15 MHz 
< 1.0dB 
17.5 dB min 


Five Pole Transmit 
Butterworth Filter (4002) 





L3 
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On the transmit path there are numerous criteria for selec- 


tion of the filter. To meet the general requirements a 5 pole 


Butterworth filter that can meet the following characteristics 
can be used: 


1. 3 dB Cut Off Frequency 
2. Insertion Loss: (5 MHz-—10 MHz) 
3. 30 MHz Attenuation 


15 MHz 
<1.0 dB 
27 dB Min 
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4000 
220 dB 


4. |1/O Impedance 


5. Return Loss: (6 MHz-—10 MHz) 
(Including Load Impedances) 


The Butterworth filter can be replaced by other filter types 
should the requirements demand it, but given the equaliza- 
tion-filtering the harmonic content of the TPl’s transmit 
waveform, the filter requirements are reduced compared to 
pure digital implementations thus simplifying the design. 


The transmit output is designed to drive an equivalent 4000 
impedance. This reduces the power/driver requirements of 
the transmitter, but also requires a 2:1 windings ratio on the 
transmit pulse transformer. 


Integrated Filter Module Vendors 


Several vendors are supplying filter, and transformer com- 
ponents that may be used with the DP83922A. The follow- 
ing companies provide products for use with the DP83922A. 


Pulse Engineering 

P.O. Box 12235 

San Diego, California USA 
92112 

Phone: (619) 268-2400 
Product: PE65423 


Belfuse 

198 Van Vorst St. 
Jersey City, NJ USA 
07302 

Phone: (201) 432-0463 
Product: 0556-3899-00 
Valor Electronics 

6275 Nancy Ridge Dr. 
San Diego, California USA 
92121 

Phone: (619) 458-1471 
Product: PT3884 


PCB LAYOUT CONSIDERATIONS 

For heat dissipation purposes, it is recommended that a 
heat dissipation plane be added to the PCB layout of the 
TPI. The minimum required plane area should be 0.5 sq. in. 
This plane should be located on the solder side of the PCB, 
and can be most conveniently placed directly under the TPI 
package, between the pins as shown in the following figure. 
Alternately, the designer may add a heatsink to the top of 
the chip itself. 


Ground Dissipation Trace 


GND 
JBLED 


CD+ 

cD- 

RX+ 

RX- 

Voc 

TX+ 

TX- 
COL/HBE 
Rri+ 
Rrim- 


TEPPP ETT TT 


Solder Side Layout as Viewed From Component Side 
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LM317A 
Vin Vout 
ADS 


R7 
11k 1% 


cS 


0.01 
CHASSIS GND ae 


Typical Medium Attachment Unit Application Using the DP83922A 


RP2 
2200 SIP 


Oty 
CHASSIS GND 


RPI 


wi 
LINK =k 
DISABLE “= SND 


FILTERS 


PE65423 


Req 301k 1% 


DP83922A 
39.20 1% Ret - Ry 1.78k0 1% 
13k 1% 1.33kQ 1% 


; ao) 
| 0-01 | SW1 - HBE SELECT 


Note: For T2, some integrated filter modules incldue R3, R4 and R85 inside the module. In such a case, those resistors should not be added externally. Please contact manufacturer for specifications details. 


uoeolddy jeoidAL 
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DP83922A 


Absolute Maximum Ratings Operating Conditions 
(Notes 1 and 2) Min Max 


If Military/Aerospace specified devices are required, Supply Voltage (Vcc) 6.65 7.35 
please contact the National Semiconductor Sales Operating Temperature (Ta) 0 +70 
Office/Distributors for availability and specifications. ESD Tolerance: TBD 

Supply Voltage (Voc) —0.5V to +9.0V Czap = 100 pF, Rzap = 1.5k2 (Note 3) 
DC Input Voltage (Vin) —0.5V to +9V 
Storage Temperature (TsTq) —65°C to + 165°C 
Package Power Dissipation (Pp) 3.5W 


PARAMETRICS DISCLAIMER 


The current AC and DC specifications contained in this doc- 
ument are considered target design specifications and may 
Lead Temperature (T1) 260°C not represent actual guaranteed tested timing parameters. 
(Soldering, 10 seconds) This information represents simulated, as well as, limited 
sampled empirical “bench test’ data. Guaranteed specifica- 
tions will be provided after full device characterization. 
Do not use these specifications for final production designs 
without directly contacting National Semiconductor. 


Electrical Characteristics Voc = 7v +5%, Rry = 1.78 kM. 0.1%, Reg = 3.01 kM 0.1%, RatH = 1.33k 0.1%, 
Rtim = 13 kN 0.1%, Ta =.0°C — 70°C, unless otherwise specified (Note 4) 


Description Conditions 
Power Supply Current RX+ and CD+ Open 


Differential Output Voltage ‘ 

(AX, CD+) ; Test Figure 7 +550 +1200 
Differential Output Voltage 

(AX, CD+) deat ceo peso | 
Transmitter Squelch Threshold 475 
(TX+) . 


TWISTED PAIR INTERFACE 


Receive TumOnThreshold (Notes) | | g00 | 585 


Ratio of Receive Squelch Turn Off 
Threshold to Turn On Threshold 1.8 
- : 
(“eet ) (Note 5) 
VRon/ 


fe] 
Differential Output Voltage (TXO +) +4.4 «£56 
(Note 5) 

Receiver Input Impedance ee ae OL. ol 


LED OUTPUTS, HBE AND GDLNK INPUT 


Teo Out Vonage io ama aan Ke 
HBE,GDLNKInputLowVotage |_| S| 
HBE,GDLNKInputHighVotage | | | 


Note 1: Absolute Maximum Ratings are those values beyond which damage to the device may occur. ; dye 
Note 2: Unless otherwise specified, all voltages are referenced to ground. 
Note 3: Value based on test complying with NSC SOP 5-028 human body mode! ESD testing using the ETS-910 tester. 


Note 4: These DC Electrical Characteristics are measured statically, and not under dynamic conditions. 0.1% resistors are used for test purposes. 1% resistors 
should be used in the end application. : 


Note 5: This specification is dependent on selection of Rrx, Reg, and Raty which have not been determined at this time. Typical values for these specifications 
can be derived from the design equations presented previously in this datasheet. 
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Switching Characteristics Voc = 7v +5%, Ta = 0°C to +70°C unless otherwise specified 


Receiver Specifications tee 
() 


RXI£ \ i 
t 
tRsa sag 
RXt res 
TL/F/10490-12 


| scription =| tee | in | Max 

| Receiver Startup Delay(AXIt toAXt) (Notes) | M1 | | _— 800 

| ReceiverTun OffDelay(Axit toAXt) |_| t30— | 250 

| Reveiver Propagation Delay AI wAXE) | mi | _—_—+| 200 _| 

a 
(Squelch Disable) 


Note 6: tasg = (Propagation Delay) + (Invalid Bits) + (Bit Loss) 


Transmitter Specifications 


tton troft 
Txt 
t Tsd ta 
TXOE ; 


[besetpton Side ne] 
[Transmit Sanap Delay TX wTKONWeweD | Me |_| seo | 
[Transmit Tur On Puso with TX wTK02) | +s | | 
| ee 
es 
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Transmit Turn Off Pulse Width (TX+ to TXO+) 
Transmitter Propagation Delay (TX+ to TXO+) 


Note 7: trsg = (Propagation Delay) + (Invalid Bits) + (Bit Loss) 


Loopback Specifications 


TL/F/10490~14 


Description | ee | min | Max | 
Loopback Propagation Delay (TX+ to RXI+) PT t0 
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DP83922A 


Switching Characteristics voc = 7v +5%, Ta = 0°C to +70°C unless otherwise specified (Continued) 


ns Deve 
=| 


e+ TTT TTT TTT 


‘Leott 


ce sSNA —llil 
- . TL/F/10490~22 


| eopback Sarap Doay Stato Kz losatoiRxe) ewe) | wo |__| 700 
T eortackAsson xe toRXs) —SSS~srCs i 


Note 8: tLesq = (Propagation Delay) + (Invalid Bits) + (Bit Loss) 


Collision Specifications 


RXit 
or TXE 


Txt 
a 
feo t Cott 
t con 
— top — v4 


' TL/F/10490-15 


symbol | _____—Deseription | EEE | min | Max 
| Collision Turn On Delay | ms | | 800 
| ColisionTumorfDely | Ma | | 00 
| Colision Frequency | | ts | ts 
| CollsionPusewidth J] TO 





Heartbeat Specifications 


° As a thd | 
a i nr. wen eae 


TL/F/10490-16 


Symbol Units 
Zt CD Heartbeat Delay (TX+ to CD+) | mz | 600 =| 1600 ns 
tua CD Heartbeat Duration (CD+ to CD+) | 4500 | ns 











Switching Characteristics Voc = 7v +5%, Ta = 0°C to + 70°C unless otherwise specified (Continued) 


Jabber Specifications 


te 
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Symbol Description | eee | in S| ox 
Jabber Activation Time 
(TX+ to TXO+ and CD+) 
Jabber Deactivation Time 0.75 
(TX+ to TXO+ and CD+) ’ 


Link Specifications 


|Description | eee | min | Max 
|__TransmitLink Pulse Spacing | | | 
tuoss | __Received Link PulseLosstime | | 80 | 150 
| Received LinkMaximumTime ||| 180 


Received LinkMinimumtime | | | 
Link Count a eee ee 


Switching Specifications Test Loads 


RX+ andCD+ nes Test Load TXO+ Outputs Test Load 
re 


TX0+ LS 
ie q- _ 


Test Figure 1 aes TL/F/10490-20 
7 Test Figure 3 


RX+ andCD+ eee Test Load 
rx+ ES 


7800 100 ywH 


TL/F/10490-23 
Test Figure 2 
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10BASE-T Transceiver 
Design Using the DP83922 


INTRODUCTION . | 


With the advent of the IEEE standard 802.3 type 10BASE-T, 
Ethernet users now may connect their terminals to Local 
Area Networks by using simple, inexpensive twisted-pair tel- 
ephone cable. The IEEE 802.3 standard type 10BASE-T 
provides the electrical specifications and protocol to use 
twisted-pair wires as a media. The standard was designed 
so that twisted-pair Ethernet can co-exist with normal ana- 
log telephone traffic, RS232, RS422, ISDN and other office 
equipment. In addition this twisted-pair network can be inter- 
faced with the already existing thick wire (10BASE5) and 


‘thin wire (10OBASE2) Ethernet. 


Thick Ethernet Segment — Up to 500m 


LF 
i 
te 
La 
rf 
Ly 
I. 
L. 
t. 
“ 
é: 
t 
L 
rs 
i: 
u 
LV 


‘FIGURE 1. A Network with the Three Standard Types of Media 


National Semiconductor 
Application Note 743 
Prasun K. Paul 


The 10BASE-T standard, as with the other 802.3 standards, 
is based on Carrier Sense Multiple Access with Collision 
Detection (CSMA/CD) media access method. 10BASE-T 
has a data rate of 10 Mbits/sec, baseband transmission and 
the physical medium of transmission is unshielded twisted- 
pair with a maximum 100m length per segment. 


Table | compares the three Ethernet physical media (cable) 
standards, and Figure 7 illustrates the basic connectivity of 
all three media. Coaxial medium in Ethernet is a bus topolo- 
gy in which all nodes tap onto the same cable and have 
equal access to the cable. In Figure 7 Thick Ethernet is 
shown at the top of the figure, and Thin Ethernet is shown 


--on either side. Thin and Thick Ethernet may be intercon- 


nected via a repeater as shown. 


TL/F/11132-1 
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TABLE |. Comparison among Different Types of Ethernet Media 


10BASES5 
(Ethernet, Thick 
Wire Ethernet) 


Parameter 


Data Rate 
Segment Length 
Type of Configuration 


Cable (Medium) 0.4 in. Diameter 509. 


Double Shielded, Same 


Wire to Transmit & Receive 


Precision “TAP” 


0.39 in. Diameter Multi-Way 


Connector 


Transceiver Drop 


Cable/AUI Interface Cable with 15 Pin D 


10 Mbits/s, Baseband 10 Mbits/s, Baseband 
| 00m S| ttm Ss 
Bus (Multport) Bus (Multiport) 





Connectors 50m Max Length 


Nodes per Segment 100 


Isolation on Medium Side Not Needed Not Needed 


Twisted-pair Ethernet is organized in a Star topology. As 
seen in the central part of Figure 7, the twisted-pair network 
is a point-to-point link where each node connects up to a 
central hub. This hub in turn may connect up to another hub 
or to a network backbone such as Thick Ethernet. The twist- 
ed-pair hub is nothing more than a multiport repeater with a 
twisted-pair cable interface. 


The major advantage of 10BASE-T is that the cabling used 
is very inexpensive twisted-pair wiring typically already in- 
stalled. A second advantage is that 10BASE-T is topologi- 
cally layed out the same as a phone system. This makes the 
installation and maintenance of the network easy. However, 
since unshielded twisted-pair is used, several technical is- 
sues must be addressed by the hardware manufacturer to 
ensure a reliable network. Fortunately, all these issues are 
addressed in the DP83922, Twisted-Pair Transceiver Inter- 
face (TPl), making the TPI a good choice for implementing a 
twisted-pair network physical interface. 


Data Terminal Equipment (DTE) can be connected to the 
Ethernet network with twisted-pair medium using the stan- 
dard Ethernet chip set with TPI instead of Coaxial Trans- 
ceiver Interface (CTI). The TPI, DP83922 is compliant to the 
IEEE 802.3 standard type 10BASE-T. The DP83922 is ideal 
for stand-alone Medium Attachment Unit (MAU), since it is 
optimized for driving both the twisted-pair cable and the 


10BASE-T 
(Twisted-Pair 
' Ethernet) 
10 Mbits/s, Baseband 
100m 
Star (Point to Point) - 


‘24 Gauge (0.5mm) Wire, 
Twisted-Pair, 1002 
Unshielded, Different Pairs 
to Transmit & Receive 


10BASE2 
(Thin Wire 
Ethernet) 


0.2 in. Diameter 502 
(RG58A/V) Single 
Shielded, Same Wire to 
Transmit & Receive 


8-Pin Telephone 
Connector (RJ-45) 


Same AUI Available for 
Backward and Forward 
‘Compatibility 


2 
Needed | 


Same AUI Available for 
Backward and Forward 
Compatibility 


Attachment Unit Interface (AUI) cable. This MAU is a desir- 
able product as it would be used for upgrading existing net- 
work installations to twisted-pair. The DP83922 may also be 
integrated into the DTE. 

Table | highlights the differences between twisted-pair me- 
dia, and other media in Ethernet standards. 


OVERVIEW OF THE 10BASE-T STANDARD 


The IEEE standard 802.3 type 10BASE-T defines functional, 
electrical and mechanical characteristics of a 10BASE-T 


MAU. For transmitting and receiving data, the TPI is to over- 


come the technical difficulties associated with unshielded 
twisted-pair media and its environment. Additionally, the 
standard addresses AUI interface on one side and a twist- 


- ed-pair interface on the other side. The 10BASE-T MAU 
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provides backward compatibility to the other standards by 
ensuring that the DTE sees no difference between the 
10BASE-T MAU and any other types of Ethernet MAUs. 


The standard also addresses the various technical con- 
cerns for driving 10 Mbit/sec data down the twisted-pair 
cables. The following section discusses the technical and 
functional issues of the 10BASE-T standard in order to give 
a background of the basic concerns indicated by the stan- 
dard. This leads up to the next section, which discusses 
specific design issues for implementing a 10BASE-T MAU. 
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10BASE-T Electrical Characteristics 


When transmitting and receiving 5 MHz and 10 MHz signals 
over unshielded twisted-pair cable, there are numerous ef- 
fects that must be accounted for to ensure a reliable data 
link. The major.issues addressed in the standard are de- 
scribed below in brief. 


1. Signal Jitter: Manchester encoded signal gets distorted 
as it traverses the twisted-pair cable and results in signal 
_ jitter. When the 10 MHz and 5 MHz signal is passed 
through. the twisted-pair, we should get signal pulses of 
50 ns and 100 ns respectively. For the reasons de- 
scribed below the pulse widths vary due to signal distor- 
tion which results in jitter. It is important that the total 
jitter introduced by the cable stay within certain limits. 
These limits have been previously defined in other 802.3 
standards and the 10BASE-T standard maintains these 
limits. Main causes of jitter are: 


a. INTER-SYMBOL INTERFERENCE (ISI): Depending 
on the data pattern, the Manchester encoded signal 
may appear as either 5 MHz or 10 MHz signals. 
“010101” data patterns cause a 5 MHz signal. Con- 
secutive 1s or Os cause a 10 MHz signal. A twisted- 
pair cable shows the characteristics of a low pass fil- 
ter and group delay for 5 MHz and 10 MHz signals 
through the twisted-pair media is different. So in a ran- 
dom signal of frequencies of 5 MHz and 10 MHz, the 
100 ns and 50 ns pulse widths change causing signal 
jitter. As shown in Figure 2, the effect of the cable on 
a signal can be described by the behavior of a resis- 
tor-capacitor circuit. A transmitted square wave 
through this is observed as an exponential signal at 
the end of the cable. In a 10 MHz pattern the charge/ 
discharge curves cross time axis with a certain delay. 


COMPENSATED 
ZERO CROSSING 


Oo 


peewemaewenee OO 


RECEIVED TRANSMIT 
WAVEFORM EQUALIZATION 


But.a 5 MHz signal has more time to charge/dis- 
charge and as a result crosses the time axis later than 
the 10 MHz signal. This difference in delay causes Isl 
which causes jitter. 


The difference in charged levels for 5 MHz and 
10 MHz is decreased by discarding some energy from 
transmitted 5 MHz signals. As in Figure 2 the ampli- 
tude of the 2nd 50 ns of 100 ns pulses is reduced by a 
certain amount. This helps to maintain equal delay in 
time axis crossing of the 5 MHz and 10 MHz signals. 
This compensation of transmitted signal is called 
equalization or pre-emphasis. The 10BASE-T stan- 
dard defines that equalization be performed on the 
transmitted waveform. (It could also have been de- 
fined to be done to the received waveform as post 
equalization, but was not.) 


. SOURCE AND MEDIUM IMPEDANCE VARIATION: 
The twisted-pair medium can vary from 850 to 1119 
for a frequency range of 5 MHz to 10 MHz. For any 
mismatch due to the impedance variation of the twist- 
ed-pair and termination causes reflection of the sig- 
nals which introduces jitter. This variation is taken 
care of by return loss specification. 


. IMPULSE NOISE: In the twisted-pair environment the 
sources of impulse noise are telephone ringing, dial- 
ing signals and other office equipment. This noise 
causes jitter. 

. NEAR END CROSS TALK: The cross talk coupling 
between any two pairs of cable is affected by the ca- 
ble size and the geometry of the cables in a cable 
binder group. Maximum allowed Near End Cross Talk 
loss is defined in the specification. 


A jitter budget of +8.0 ns is allocated for noise. 


F TRANSMIT 
EQUALIZATION 


TRANSMITTED 
MANCHESTER WAVEFORM 


UNCOMPENSATED 
ZERO CROSSING 


JITTER CAUSED BY 
INTER SYMBOL INTERFERENCE 


TL/F/11132-2 
FIGURE 2. Equalization for Inter Symbol Interference 
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. Faulty Connection: The integrity of the cable link is a 
significant feature of the 10BASE-T standard. If the twist- 
ed-pair link attached to the receive pair is disconnected 
or the MAU on the opposite end is not transmitting link 
pulses or data, the MAU should be aware of this fault 
(and should inform the user). This function is performed 
by Link Integrity Test Function which monitors the cable 
for activity and notifies the DTE if the cable shows no 
activity for a predetermined period of time. 


. Bit Error Rate: Since the twisted-pair cable is unshield- 
ed, the signal to noise ratio on the cable is a concern. 
Noise on the segment may be caused by noise sources 
listed above in number 1. This is addressed by specifying 
transmit amplitude and specifying a filter requirement on 
the transceiver’s receive side. 


. False Receiver Turn On: Because of the coexistence of 
unshielded twisted-pair with other equipment, the receiv- 
er might get turned on for any impulse from the noisy 
environment. Receiver squelch level. setting and other 
receiver rejection requirements take care of false turning 
on of the receiver. 


. RF! Emission: Agencies of various governments, such 
as FCC (Federal Communications Commission) of the 
US limits transmission of high frequency components 
above specified levels which may cause electromagnetic 
interference to other equipment. This is partially taken 
care by recommending a transmit filter, level of harmonic 
components on the test load and common mode volt- 
age. The standard does not guarantee that the recom- 
mended filter will meet FCC requirements and mentions 
that it is the responsibility of the implementers. Other 
than transmission circuitry, noise generated by any cir- 
cuitry in the MAU may also affect RFI. 


The above considerations lead to the definition of a 
10BASE-T Medium Attachment Unit that is described i in the 
following section. 


10BASE-T MAU Functions 


The IEEE standard defines the basic functions that the 
10BASE-T MAU must perform. The standard defines the 
MAU as an independent function. So it assumes an AUI port 
to interface the DTE and the twisted-pair interface as a me- 
dium. The signal designators for the MAU’s inputs are 
shown in Figure 3 and these signal names are used to de- 
scribe the functional capabilities as listed below. RD+ 
TD+ circuitry are on the twisted-pair side and Ci+, Di+, 
DO+ are on the AU! side of the MAU. MAU receives data 
on RD+ circuitry and transmits data by TD+ circuitry. Cl+ 
circuitry is to give collision and SQE signals to the DTE, 
DO + is for transmitting data from the AUI. DI+ circuit is to 
send the data received on RD+ and to loop back the trans- 
mitting data to AUI. 


Ci+ 
Ci- 
IEEE 802.3 
Dit 1OBASE-T 
Di- _ Medium 
Attachment 
DO+ Unit 
DO- 


Twisted-Pair Side 
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FIGURE 3. Signal Designations for 
802.3 Type 10BASE-T MAU 


1. Transmit Function: The MAU transfers Manchester en- 
coded data from the DTE or repeater via the AUI inter- 
face to the twisted-pair medium via the Medium Depen- 
dent Interface (MDI) connector which is basically a tele- 
phone jack on the MAU and a plug connector on the 
twisted-pair link segment. The transmitter must have the 
following characteristics: 


a. At the start of a packet transmission, no more than 2 
bits received on the DO+ may not be transmitted to 
the TD+ circuit. The first transmitted bit on the TD+ 
circuit may be an invalid bit i.e., the first bit may violate 
amplitude and jitter specification. Maximum steady 
state propagation delay must not exceed 2 bit times. 


. The jitter added to the signal received on the DO+ 
circuit by the combination of the MAU transmitter and 
twisted-pair model terminated with a 1002 shall be no 
more than +3.5 ns (noise jitter is not included here). 
Also if the TD circuit is directly driving a 1000. resis- 
tive load, the MAU shall add no more than +8 ns of 
jitter to the signal received on the DO+ circuit. 


. The transmitter terminated directly with a 1002 resis- 
tive load on the TD+ circuit shall produce a 2.2V to 
2.8V peak differential voltage for all data sequences. 
When the DO+ circuit is driven by an all ones Man- 
chester signal, all harmonics measured on TD+ cir- 
cuit must be less than 27 dB below the 10 MHz funda- 
mental. 


. The transmit signal is equalized as shown in Figure 2 
to reduce the ISI jitter induced by the twisted-pair me- 
dium. Narrow data pulses (50 ns) are driven unal- 
tered, but wide pulses (100 ns) are driven at full ampli- 
tude for first 50 ns and then the amplitude is reduced 
by about 40% during the 2nd 50 ns. 


. At the end of a transmitted packet TP_IDL signal is 
pasted. TP__IDL signal is followed by a silence period 
of 16 ms +8 ms and a Link Test Pulse repetitively. 
During the silence period the differential voltage on 
TD+ circuit shall not exceed +50 mV peak. 


. Receive Function: The MAU transfers Manchester en- 
coded data from RD + circuit of the MD! to DI=+ circuit of 
the AUI side. 


a. According to the standard, at the start of a packet 
reception at.the RD+ circuit no more than 5 bits re- 
ceived on the RD+ circuit may not be transmitted 
onto the DI+ circuit. The first bit of the received data 
on Di+ circuit may be invalid. In addition the propaga- 
tion delay of the received data must be less than 2 bit 
times. 


. The receiver must detect properly all the signals of 
amplitude 585 mV to 3.1V peak differential and having 
a jitter up to + 13.5 ns for 5 MHz and 10 MHz signals. 

This + 13.5 ns includes jitter caused by an encoder, 
AUI cable and miaU transmitter, the twisted- per and 
noise. 

. The standard states that the MAU receiver shall add 
no more than + 1.5 ns of jitter. 

. The receiver, while in idle state, shall have the follow- 
ing rejection capabilities: 1) All signals which is mea- 
sured at the output of the following test filter would 
produce a peak magnitude less than 300 mV. 
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The test filter is a 3-pole low-pass Butterworth with a 
3 dB cut off at 15 MHz and has an insertion loss of 
less than or equal to 1 dB, 2) All continuous sinusoidal 
signals of amplitude less than 6.2 Vp.p and frequency 
less than 2 MHz, 3) All sine waves of single cycle 
duration, starting with phase 0 or 180 degrees and of 
amplitude less than 6.2 Vp.) where the frequency is 
between 2 MHz and 15 MHz. For a period of 4 BT 
before and after this single cycle, the signal shall be 
less than 300 mV when measured through the test 
filter specified above in (1). A smart squelch on the 
receive path can distinguish between noise and valid 
received data. A simple squelch circuit is only voltage 
level dependent. A smart squelch not only looks at 
the amplitude of the incoming signal, but also checks 
the times staying above the threshold level and the 
time for crossing opposite thresholds. (See DP83922 
Datasheet for more details on the operation of the 
squelch.) 


3. Loopback Function: In the case of 802.3 coax type 
MAUs, the transmit and receive lines are connected to- 
gether at the cable, and this causes the transceiver to 
inherently receive any data that is transmitted by the 
same transceiver. The 10BASE5 and 10BASE2 MAUs 
loop back the transmitted signal to the AUI side. In 
10BASE-T since the data is transmitted on a different 
pair of wires from the data received, the transceiver itself 
must loop back the data to maintain compatibility to the 
other 802.3 MAUs. The loopback function has been de- 
fined as follows: 


When the MAU is transmitting on the TD + circuit and is 
not receiving signals on the RD+ circuit, the MAU shall 
transmit on the DI+ circuit the signals received on the 
DO+ circuit in order to provide loopback of the transmit- 
ted signal. At the start of packet transmission on the 
TD circuit, no more than 5 bits of information may be 
‘received from the DO circuit and not transmitted to the 
DI+ circuit. It is permissible for the first bit sent on the 
DI+ circuit to be an invalid data. All successive bits can 
have a jitter no more than £13.5 ns plus +1.5 ns and 
the amplitude should be valid. Steady state propagation 
delay should not exceed 1 bit time. 


. Collision Function: According to the IEEE standard 
802.3 type 10BASE-T, the MAU does not support receive 
mode collision detection, but it does support transmit 
mode collision detection. In receive mode, collision is de- 
tected with certainty when any other two or more sta- 
tions transmit at the same time. But in transmit mode, 
collision is detected with certainty only if the station itself 
is transmitting and one or more other stations are trans- 
mitting at the same time. That is, only simultaneous pres- 
ence of data on the TD+ and RD+ circuit will cause 
collision. A 10 MHz signal is put on Cl+ circuits to indi- 
cate a collision to the DTE or repeater. 


. Signal Quality Error Message (SQE) Test Function 
(Heartbeat): When the 10BASE-T transceiver is con- 
nected to a DTE, the collision circuit must generate the 
Heartbeat (SQE Test) signal at the end of every trans- 
mission to ensure that the collision circuitry is functioning 
properly. This is identical to the 10BASE5 or 10BASE2 
MAUs. A burst of 10 MHz signal on the Cl+ circuits 
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should occur at 0.6 ps to 1.6 ys after the transmission and 
has a duration of 10 +5 bit times. This SQE signal is not to 
be sent while the MAU is in any of the Link Test Fail states. 
When the transceiver is connected to a repeater this func- 
tion should be disabled. 


6. Jabber Timer Function: The jabber timer monitors the 
transmitter and inhibits the transmission if the transmitter 
is active for longer than 20 ms to 150 ms. It also enables 
the collision output for the duration of the fault and unjab 
time. After the fault is removed, the jabber timer waits for 
about 250 ms to 750 ms (unjab time) before re-enabling 
the transmitter. The transmit input on the DO+ circuit 
must stay idle during the unjab time. 


7. Link Integrity Test: This test checks to see if the re- 
mote MAU is properly connected to the twisted-pair me- 
dia and if the remote MAU is transmitting Link Pulses or 
data. If it is not connected, the MAU disables the trans- 
mitter, receiver, loopback, collision and SQE test signal. 
At this state the MAU transmits link pulses and watches 
for link pulses or data. The 10BASE-T standard specifies 
a particular state diagram (Figure 14-6 of the IEEE stan- 
dard 802.3) for this function. The general description of 
the link operation is as follows: 


At power on the MAU may stay in Link Test Pass state or 
Link Test Fail Reset state. The MAU enters the Link Test 
Fail state if it does not receive data or link signals for 
50 ms to 150 ms (link_loss_time). The MAU will exit 
from Link Test Fail state if it counts 2 to 10 link pulses. 
Link pulses with a gap of less than ‘link_test_min’ time 
(2 ms to 7 ms) are treated as noise and the link count is 
reset. Also if the consecutive link pulses are more than 
25 ms to 150 ms apart, the link counter will be reset. If 
the MAU receives data, the MAU will go to Link Fail Ex- 
tend state. In this state if the MAU does not get any data 
on RD+ and DO¢ circuits the MAU will go to the Link 
Test Pass state. 


8. Link Generator: At the end of data transmission, a sig- 
nal called TP__IDL is generated which is a positive pulse 
about 250 ns to 450 ns wide. After TP_DL, as long as 
the MAU is not transmitting anything, Link Test Pulses of 
about 100 ns wide will be generated and transmitted at 
an interval of 16 ms £8 ms. 


Mechanical Characteristics 


MAU TO AUI: If the MAU is a separate stand alone trans- 
ceiver, it should be provided with a 15-pin male D-connector 
according to AU! standard. The MAU may be plugged di- 
rectly to a DTE or may be connected by one or more cable 
segments whose total length is less than or equal to 50m. 
All the pins connected to shields i.e., pins 1, 4, 8, 11, and 14 
are capacitively coupled to the power ground of the MAU. 
The shell (Protective ground) shall be plated with conduc- 
tive material to ensure the integrity of the cable shield to 
chassis current path. 


MAU to Twisted-Pair: This connection is defined as the 
Medium Depended Interface (MDI). A regular 8-pin tele- 
phone connector (ISO 8877) is used for this purpose. The 
standard specifies the receive pair (RD +) to be pins 3 and 6 
and the transmit pair (TD+) to be pins 1 and 2. Table II 
shows the assignment of signals to connector contacts. 








TABLE Ii. Telephone Jack (ISO 8877) Pin Assignments 


| Pin | mi signal 
pt | Transmitatat (r+) | 
pe | TransmitData~(r0-) | 
| 8 | Receive Data (RD+) | 
ps Noticed 
| 6 | Receive Data~(RD-) | 
ps | Nosed 


The transmit pins of a MAU have to be connected to the 
receive pins of the MAU on the other side of the segment 
and vise versa. This is done by crossover function. The 
crossover function can be internal or external to the MAU. A 
MAU which does not implement internal crossover function, 
the signal names refer to their internal circuits. As shown in 
Figure 4, MDis of the MAUs do not have crossover. So the 
twisted-pair wires must implement the crossover function for 
network connectivity. 


hae 


For a MAU which does implement the internal crossover 
function, the signal names refer to the remote MAU of the 
twisted-pair link. In this case pins 1 and 2 (TD+) are the 
transmit data of the remote MAU and internally these are 
connected to the receive data line. A MAU which imple- 
ments the crossover internally must have a special designa- 
tion. Generally repeaters are recommended to implement 
internal crossover function and the MDI should be marked 
“X” as in Figure 5. \f both the MAUs have internal cross- 
over, another external crossover is required in twisted-pair 
for proper connection. 





TL/F/11132-5 
FIGURE 5. Twisted-Pair Connection with 
Internal Crossover (Marked MDI-X) 


| TP LINK | AUl 


EXTERNAL CROSS-OVER 
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FIGURE 4. Twisted-Pair Link with External Cable Crossover — 
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IMPLEMENTING A 10BASE-T oe ATTACHMENT 
UNIT WITH THE DP83922 


The Twisted-Pair Transceiver Interface (DP83922) pigites 
all the MAU (transceiver) functions except signal isolation 
(both on AUI and twisted-pair side), power isolation and fil- 
tering of the receive and transmit signal on the twisted-pair 
side. The AUI side of the TPI is almost the same as the CTI 
(Coaxial Transceiver Interface), but the medium side inter- 
face is unique. A typical h MAU block diagram is shown in 
Figure 6. - 


Connection to AUI Cable 


The differential input common mode voltage is established 
by the MAU and should not be altered by external circuitry. 
Either transformer or capacitive coupling will accomplish 
this. Signal isolation can be provided by a set of three pulse 
transformers that come in single Dual-in-line packages. 
These are available from transformer vendors such as Pulse 
Engineering (PE64103) and Valor (LT1101). 


The differential transmit pair from the DTE should be termi- 
nated with a 780 differential resistive load. By splitting the 
termination resistor into two equal values and capacitively 
AC coupling the center node to ground (0.01 pF capacitor), 
the common mode impedance is reduced to about 200 
which helps to attenuate common mode noise transients. 


To drive the 789 differential line with sufficient voltage 
swing, the TPI’s receive and collision drivers need external 
3600 resistors to ground. This differs from the CTI’s 
(DP8392) requirement of 5100 resistors. 
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TL/F/11132-7 
FIGURE 7. AUI Interface Design 
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DP83932 
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CONTROLLER 
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15 PIN MALE 
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Collision Function and Timing Resistor - 


Collision is determined internally in the TPI by logically AND- 
ing the output of the transmit squelch and receive squelch 
blocks. If both the squelches indicate valid activity, then the 
collision oscillator is enabled. i 


Collision circuit output is a 10 MHz signal. This 10 MHz sig- 
nal is generated by internal oscillator whose frequency is set 
by an external resistor (Rt, 13K 1%) between pin 11 and 
12 of DP83922. This oscillator is used as a time base for 
other internal functions such as the receive squelch timer, 
link function and eUD ets. 


Status LEDs 


DP83922 provides 5 LED driver pins to indicate the status of 
the MAU. They are: 


Collision: Simultaneous presence of data both on RD+ 
and DO+ circuit causes a collision. At the time of collision 
the HBE/COL pin goes low causing the contiaeied LED bg 
glow. 


Jabber: This pin is active low. The LED connected to this 
pin continues glowing as long as the transmitter is’ disabled 
for jabber activity. 


Gook Link: As long as the MAU is in Link Pass state ie., 
accepting data or receiving link pulses at the recommended 
intervals this pin stays low and the connected LED stays on. 
Again if the MAU does not receive data or link pulses prop- 
erly this pin will go high and the LED will be turned off indi- 
cating a bad link. Again if the MAU is in Link Fail state but 
receiving link pulses or data, the LED will be flashing. 


Reception: The RXLED connected to pin 20 will be turned 
on whenever the receive squelch is off. The LED stays on 


‘while the MAU is receiving data. But it does not glow while it 


is receiving link pulses. 


Transmission: At the time of transmission, the transmit 


squelch stays off and the LED connected to pin 17 (TXLED) 
glows. At the time of jabber condition and while the TPI is 
transmitting link pulses this LED does not glow. 


TWISTED 


AUI 
ISOLATION 
DP83922 
TWISTED—PAIR 
TRANSCEIVER 
FILTER & 
ISOLATION 


MAU 
TL/F/411132-6 


FIGURE 6. DP83922 Based MAU Block Diagram 











During normal operation the LINK LED will glow and will go 
off in Link Fail state. RX, TX, JAB, COL LEDs are on when 
any of these events occur. The duration that these LEDs 
stay on is according to the real time of a reception, trans- 
mission, jabber and collision event. To extend the duration 
of the LED on time to enhance visible display of the event, 
one-shots can be used to stretch the output low time a little 
longer. 


7V 


TL/F/11132-8 
FIGURE 8. LED Options of TP! 


When the LED pins are active low, the voltages of JBLED, 
/GDLNK, COL are 2.4V (max), the TXLED is 1.7 (max), and 
RXLED is 0.77V (max). 

Calculations for current limiting resistors: Minimum current 
required for each LED is 10 mA. Considering the voltage 
across LEDs to be 2.3V, the resistor value for /GDLNK etc. 
pins is: 


7V — 2.3V — 2.4V 


Riep = 001A = 2300. 


In Figure 22 at the end of this note a SIP of 2200 is shown. 
For TXLED, RXLED and power LED different resistors can 
be used. 


In addition, an LED can be used to indicate the presence of 
7V power supply. 


lf the LED options are not desired, the concerned pins 
should stay floating, i.e., connected to nothing, unless some 
jumper options are to be invoked as described below. 


Possible Jumper or Switch Options 


Heartbeat: The collision circuit also generates the heart- 
beat (SQE test) signal at the end of every transmission to 
ensure the controller that the collision circuitry is functioning 
properly. A burst of 10 MHz signal occurs at 0.6 ps to 1.6 ws 
after the end of every packet with a duration of about 10 +5 
bit times. This SQE signal will not be sent while the MAU is 
in any of the Link Fail states. For repeaters, this function 
can be disabled by grounding pin 10 (HBE/COL). If the 
HBE/COL is grounded, the collision LED should not be 
used. 


Link Function: As long as the MAU is in Link Pass state, 
i.e., accepting data or receiving Link Test pulses at recom- 
mended intervals, this GDLNK pin 21 stays low causing the 
connected LED to glow. Again if the MAU does not receive 
data or link pulses properly, this pin will go high and the LED 
will be turned off indicating a bad link. Both the transmission 
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of Link Pulses and then monitoring reception of link pulses 
can be disabled by grounding the GDLNK pin. In link disable 
mode DP83922 will not generate link pulses and the MAU is 
always in Link Pass state i.e., the TPI will not disable Trans- 
mit, Loopback or Receive functions irrespective of reception 
of link pulses or data on the RD+ circuits. At link disable 
mode if an LED is connected to this pin it will always be on. 


Transmit Design of Twisted-Pair MAU 


To get a properly designed transmit output, the transmit cir- 
cuit should meet a number of parameters. These are: 


1. Output amplitude across a 1002 load at the MAU trans- 
mitter (TD +) has to be between 2.2V to 2.8V peak. 


2. Output impedance of the transmitter at 5 MHz to 10 MHz 
expressed in terms of.return loss has to be less than 
15 dB. 


. The transmitted signal at the end of 100m twisted-pair 
cable terminated with a 1002 load has to be within the 
Voltage Template given in the standard. 


4. All the harmonics of the transmitted waveform must be 
— 27 dB below the fundamental 10 MHz. 


All these items will be addressed in the following sections. 


The differential transmit output drivers are current sources. 
These open collector outputs are connected to the twisted- 
pair cable through a number of elements. First each of the 
TXO+ output circuits are connected to pullup resistors. 
Then they are connected to a transmit filter which in turn is 
connected to an isolation transformer and finally to the ca- 
ble connector (RJ-45) to twisted-pair. This is illustrated in 
Figure 9. The standard requires isolation on the twisted-pair 
media side. 

A 2:1 isolation transformer is used in the transmit path of the 
DP83922. The output of the TP! must match the 1000 im- 
pedance of the twisted-pair cable, and since a 2:1 trans- 
former converts impedance by a factor of 22, a 4000 im- 
pedance across the TXO+ and TXO-— lines is needed. The 
two 2000 resistors as shown in Figure 9 provide the proper 
impedance. 


It should also be noted that the transmit filter in Figure 9is a 
4000. filter. This filter may optionally be located on the cable 
side of the transformer and in this case a 1002 filter can be 
used. 


Additionally, a common mode choke can be added between 
the transformer and RJ-45 connector. The common mode 
choke helps in common mode noise rejection and reducing 
RFI emissions. In the common mode choke, the direction of 
winding and connection of the signal lines is very important. 
The way it works: the coils in the common mode choke are 
wound in a way that the electromagnetic force for the cur- 
rent in one coil opposes the electromagnetic force of the 
current in the same direction through the other coil. So, if a 
common noise is induced on the twisted-pair, it will be can- 
celled by opposite electromagnetic forces and the noise will 
be filtered out by the choke. Part numbers of some recom- 
mended common mode chokes are: PT3868 (Valor Elec- 
tronics) and PE64681 (Pulse Engineering). These are 8-pin 
packages and they have separate channels for receive and 
transmit path. The common mode choke is not shown in the 
MAU diagram. 
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FIGURE 9. Connection Diagram of TP! Transmit Path 


Transmit Output aietey of Operation 


It is useful to understand how the connection of the transmit 
output actually works. Doing so will provide a better under- 
standing of how the external resistors set the transmit out- 
put waveform’s amplitude and shape. 


Transmit output circuits of DP83922 are current sources. 
Output current levels of the DP83922 are set by a built-in 
band gap reference and two external resistors Rtx, Req. 
These two resistors set the output current for both the maxi- 
mum and equalized portions of the output waveform: Con- 
trolled rise and fall times (about 12 ns) of the driver output 
circuits minimize the higher harmonic components. 


The transmit signal is equalized to reduce the jitter induced 
by the twisted-pair medium. In this mechanism narrow puls- 
es (50 ns) are driven normally. But wide pulses (100 ns) are 
driven at full amplitude, Vo for first 50 ns and then the ampli- 
tude is reduced by approximately 40% during the eng 50 ns 
to about 0.60 Vo. 


To understand the operation, the external components can 
be shown in an equivalent circuit. Figure 10 shows this cir- 
cuit. (Note: we are using the 10BASE-T case of driving a 
100 cable; but the analysis applies to other impedances 
except the values of the 2000 resistors are different.) The 
two 2000 resistors in Figure 10 are the same as shown in 
Figure 9. The two inductors are the two halves of the center 


tapped transformer with it's center tied to Voc. The center 


tap connection to Vcc of the transformer helps to set the 
common mode voltagé Voy to Vcc i-e., Vom = Voc. The 
4000. resistor is the 1002 load that the TPI sees. Since the 
impedance is seen through a 2:1 transformer, the trans- 
formed impedance is 4000. 
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Center Tapped - 
Transformer 
Primary 


TL/F/11192-10 
FIGURE 10. Transmit Circuit with 
4002 Reflected Impedance. 


The reflected 400M can be modeled as two 200N resistors 
with the connection between them being a virtual Voc (be- 
cause the common mode voltage is set at Vcc). These two 
resistors are in parallel to the 2002 pullup resistors. Thus 
the overall impedance on each of the TXO+ lines becomes 
1002 as shown in Figure 77. 


The inductance represents the center tapped transformer. 
At idle time when the transmitter is not transmitting, an idle 
current will be drawn by each of the TXO+ circuits. This 
current will pass through the inductance of the transformer 
only. The time constant due to the inductance of the trans- 
former and pullup resistor is much higher compared to the 
pulses for 5 MHz and 10 MHz signals. Therefore, this cur- 
rent through the inductances can be represented by equiva- 
lent current sources as in Figure 11(b). 








25mA 25mA 

typ typ 
» Idle 
Current 


2000 load in parallel 
with half of 4009 equiv 
ofload 


TL/F/11132-11 
(a) Equivalent Circuit Showing Loads - 


Current 
TXO+ TXO- 
TL/F/11132-12 
(b) Equivalent Circuit Converting Transformer 


to a Current Source 


FIGURE 11. Transmitter at idle 


For the explanation of the operation of the transmit output, 
we can assume that the Rrx and Reg resistors have been 
set to give a 50 mA peak current through TXO+ or TXO-, 
and a 10 mA equalization current. These current values are 
arbitrarily chosen to demonstrate transmitter operation. 

At idle each of the TXO+ lines draw equal current, in this 
case 25 mA will flow through each of the TXO lines. At 
this time all the currents will be drawn by the current sourc- 
es. So, the voltage on each of the TXO+ circuits is set to 
Voc and the differential voltage across TXO+ circuits be- 
comes zero. 
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Figures 12 and 13 represent the positive voltage swings of 
the transmitted signals. When a 10 MHz signal or the first 
50 ns of 5 MHz signal is being transmitted, TXO+ draws no 
current, and 50 mA current is drawn by TXO- circuit. As 
shown in Figure 12, 25 mA current will discharge through 
the 1002 resistor on TXO+ branch. Out of the 50 mA cur- 
rent through TXO— circuit, the current through the inductor 
is 25 mA, while the remaining 25 mA passes through the 
1002 resistor. Overall 25 mA current will flow in the same 
direction from 1009 on TXO+ to 100 on TXO— produc- 
ing a differential voltage of 5V peak across TXO+ circuits. 
The calculations for the differential voltage is shown below: 


Vtxo— = 7V — 100 X 25 x 10-3 = 4.5V 
Vrxo+ = 7V + 100 X 25 x 10-3 = 9.5V 
VpirF = 9.5V — 4.5V = 5V 


Voc 


25mA 25mA 
Idle 
Current 
OmA ; 50mA 
: TL/F/11132-13 
FIGURE 12. Current for 50 ns Cycles 


To compensate for jitter due to ISI, a pre-emphasized 
5 MHz signal is transmitted. The amplitude of signal at sec- 
ond 50 ns of 100 ns pulses of 5 MHz signals is reduced. At 
this time, approximately 10 mA current is drawn by TXO+ 
and rest 15 mA will pass through the 1000 resistor. Current 
through TXO+ (10 mA in this case) will be subtracted from 
TXO-—, resulting in a 40 mA current being drawn by TXO— 
circuit as in Figure 13. Over all, 15 mA current will flow from 
the 1002 on TXO+ to 100M on TXO— producing 3V peak 
differentially across the TXO+ circuits. The calculations for 
equalized portion of the 5 MHz signal is shown below: 


Vixo- = 7V — 100 x 15 x 10-3 = 5.5V 
Vrxo+ = 7V + 100 X 15 X 10-3 = 8.5V 
VpIFF = 8.5V — 5.5V = 3V 
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Notice that the 25 mA current through the Hanstonner, is 
considered unchanged. 


TUFIi92-14 
FIGURE 13. Current for Last 50 ns 
of 100 ns Pulses 


For negative pulses, the same amount of current will be 
drawn by opposite branches of TXO + circuits. That will pro- 
duce differentially —5V and —3V peak on the TXO+£ cir- 
cuits. Therefore, at the time of transmitting data 5V peak 
(10V peak to peak) voltage will be observed on the TXO + 
circuits and the equalized portion will be +3V peak (6V 
peak to peak). When these waveforms pass through the 2:1 
step down transformer they appear as +2.5V and +1.5V 
on the TD circuits across a 1000 load. Different wave 
shapes are shown in Figure 74, |n this figure, the top two 
waveforms are TXO+ and TXO— signals with respect to 
ground. The bottom wave is the voltage across a 1002 load 
on TD+ circuits and this wave looks smooth because this 
signal is after passing through the low pass filter, 


The current that flows into the TXO+ pins is set by the Rrx 
and Reg resistors. The relationship. of the Rrx and Req 
resistor values to output current is: 


$8 76 59.76 29.88 

REQ 
a 7 29.88 
leqiou) = —— Rrx Bea 


Itx(out) = 


The differential current Itx sets the output voltage of the 
transmitted signal and this current is 50 mA as in Figure 
15(a). The equalized portion of the voltage is set by differen- 
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tial current leq as in Figure 15(b) and this is 40 mA — 
10 mA = 30 mA. The above current equations can be used 
to obtain the desired values of Rtx and Reg. 


The above current values can be used to calculate the dif- 
ferential voltage across an equivalent output circuit on 
TXO + in an alternate way. With the simplified output model 
in Figure 14 and the calculations below the figure shows the 
same differential output voltage as before. 


Calculations for Figure 14a are: 
Vrxo- = 7V — 100 x 60 xX 10-3V = av 
Vrxo+ = 7V 
VpirF = Vtxo+ — Vixo- = 7V — 2V = 5V 
Calculations for Figure 14b are: 
Vrxo- = 7V — 100 x 30 x 10-3V = 4V 
Vrxo+ = 7V 
VpirF = Vrxo+ — Vtxo- = ‘V-3V =3V 


7V 
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OmA 30 mA 


(by 
FIGURE 15. Simplified Output Circultry of the TPI 
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FIGURE 14. Transmitter Output Waveforms 


Determining the Transmit Voltage Setting Resistors 


We can now determine approximate values of Rtx and Req 
by solving the equations above. We will assume that the 
desired values for ITx(out) = 50 MA and leqout) = 30 mA. 
By adding the Ix and leq equations from the previous page 
we get: 

59. =) 
Rtx 


Ix + tea = 2 


29,88 
Itx — leg = 2 (2) 
EQ REQ 
We can now take the above equations and solve for Rtx 
and Req which yield the following: 


5 5 ( 59.76 
Me. — 
Itx + lea 


29.88 
ae =) 
Itx — leq 
Now plugging in the values Irx = 50 mA and leq = 30 mA, 
we obtain the resistor values as: 
Rrx = 14940 
Reg = 2980. 
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We can round up these values to standard resistors avail- 
able in the market as: 


Rx = 1.5k9 and Reg = 3k 
Later it is shown how to optimize these values experimental- 
ly. ; 
Isolation Transformer on the Medium Side 


According to the standard, the MAU should have 1.5k Vams 
isolation. From the test load it is obvious that the transform- 
er on the receive channel shall have inductance of 200 pH. 
On the receive side DP83922 requires a 1:1 transformer and 
the transmit side of DP83922 needs a 2:1 transformer to 
step down the output voltage. For the isolation transformer 
on the transmit side, it is recommended to have an induc- 
tance of 800 »H on the primary side and 200 pH on the 
secondary side. This inductance is used to get higher time 
constant so that the idle current through the inductance re- 
mains constant when the MAU is transmitting. Also this 
higher inductance helps impedance matching and conse- 
quently provides better return loss specifications. 

If any system designer is interested in using discrete filters, 
any of the following isolation transformers can be used: 
500-1741 (B & H), 68124820 (SCHOTT). These transform- 
ers provide the above mentioned characteristics. 
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Transmit Filter Design 


High frequency components of the transmit waveform 
cause electromagnetic interference. To reduce the RF inter- 
ference we need to add a low pass filter external to the 
TXO+ output. According to the standard when the TX+ 
circuit is driven by all ones Manchester signal, a!l harmonics 
measured on the TD+ circuits across a 100M load must be 
27 dB lower than the fundamental 10 MHz. It is required that 
the filter have minimum attenuation up to 10 MHz and high 
attenuation at higher frequencies. Also the pass band ripple 
of the filter must be small. 


The twisted-pair media impedance is allowed to vary from: 


852 to 111. A second requirement is that the differential 
output impedance as measured on the transmitter output 
shall be such that any reflection caused by a signal incident 
upon the transmitter from twisted-pair shall be at least 
15 dB below the incident over the frequency range of 
5.0 MHz to 10 MHz. This is defined as the return loss of the 
transmitter (and it applies in the same way to the receiver). 


The equation for calculating return loss from impedance is: : 


Zz i + Z 
Ri = 20 login ( ‘transmitter cae 
Ztransmitter a Zcablel 


and also 


Ivil 
Ri = 20 logio (ei 
r 


where 

Ztransmitter IS the impedance of the transmitter 

Zeable is the impedance of the twisted-pair cable 

Vj is the differential voltage incident upon the transmitter 
 V, is the differential voltage reflected from the transmitter. 
The basic termination is set by two 2002 pullup resistors. 
The filter will affect the impedance, since the filter will start 
attenuating the signal slightly above 10 MHz. So the imped- 
ance of the filter should be properly matched up to 10 MHz 
to maintain the return loss requirement. The impedance of 
the filter should match both at the source and loads. The 
recommended value of the return loss for the filter by itself 
is greater than 20 dB from 5 MHz to 10 MHz. 
The following calculations show that a 4-pole low pass But- 
terworth filter meets the requirements: 


0.64 wH 


TXO- 


0.64 wH 


The order of a Butterworth Filter is given by 


lo (10amin/10 — 4) 
(10amax/10 — 4) 


®s 
2(tea (5°) ) 
Where: 


Qmin = minimum attenuation required at stop band 
Omax = Maximum attenuation in pass band 

Os = frequency at stop band 

®p = frequency at pass band 


27/10 — 
log ( ”) 


ne 


(101/10 — 4) 


30 
| os’ 
209 (=) 


The order, n = 4. A 4-pole filter can meet the requirements. 
For RFI considerations we suggest to use a filter of higher 
order of 7-pole Butterworth. 


The normalized values of filter elements for Rsource/Rioad 
= 1, 7-pole Butterworth filter (a-shaped filter, Ref. Table 
from “Handbook of Filter Synthesis” by Anatol |. Zverev) 
are: 


Cy = 0.445F 

Lo = 1.247H 

C3 = 1.8019F 

L4 = 2.0H 

Cs = 1.8019F 

Le = 1.247H 

C7 = 0.445F , 


We can get the required values of inductors and capacitors 
by properly scaling the capacitors and inductors as below: 


= 3.44 


Cnormalized 
= ———— and L= 
(FSF) Z 

where FSF = Frequency Scaling Factor = 2 a (16 x 108) 
and Z = Impedance Scaling Factor = 1000 
Then the inductor values were divided by two to make the 
filter balanced. The rounded values after calculations are 
shown in Figure 16. 


Zz 
Lnormalized FSE 


1.0 yH 0.64 wH 


1.0 4H 0.64 2H 


TL/F/11132-18 


FIGURE 16. Seven Pole Butterworth Low Pass Filter and 2:1 Transformer 
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The filter in Figure 16 provides the following specifications: 
1) Seven pole low pass Butterworth filter, balanced 
2) 3 dB cut-off frequency: 
3) Insertion loss (6 MHz to 10 MHz): 
4) Attenuation at 30 MHz: 
5) 1/0 impedance: 
6) Return loss of transmitter: 

(5 MHz to 10 MHz) 
Note that the impedance of the filter is 10029. Here the filter 
is connected to the twisted-pair side and the isolation trans- 
former is connected directly to the TXO+ circuits of 
DP83922. For proper transmitter output voltage swings, two 
2002. resistors are connected from the TXO+ circuits to 
Vcc. These resistors give 400 resistance differentially. 
This 4000 reflects as 100M on the secondary side of the 
2:1 transformer. A 4000 filter can be used if we swap the 
locations of the filter and transformer. 


16 MHz 
=~0.5 dB 
>35 dB 
1000 
>20 dB 


The Twisted-Pair Receive Interface 


The receive inputs of the TPI (RXI+) are connected to a 
1000 resistor to properly terminate the receive line. The 
resistor then connects to a low pass Butterworth filter which 
filters out the noise picked up by the twisted-pair medium. 
The receiver receives all the valid signals specified by 
10BASE-T specifications. The intelligent receive squelch of 
DP83922 rejects the noise and maintains the characteristics 
required by the 10BASE-T standard. The receiver squelch 
threshold level is externally set by the RatH resistor. The 
equation for receiver threshold voltage is as follows: 

1 /l 

( Tut) Rati 


V =- 
RON 3\ 48 


1.245 f 1 1 
== | — + —_ 
VRON 3 (4 2 z) RTH 


Note that the receive threshold voltage is dependent on the 
resistors that set transmit output levels. It is therefore rec- 
ommended to design the transmit section first ie., deter- 
mine the values of Rrx and Rea, then calculate the Raty 
resistor value. (Note: In the previous section the filter effect 
was not considered while we were calculating the values for 
Rtx and Req. The equalization procedure to get the exact 
values of Rtx, Req, Ratu is described in the MAU optimiza- 
tion section.) 


A common mode choke can be used on the receive path as 
it was indicated for the transmit circuitry. Common mode 
choke modules mentioned in the transmit section integrate 
common mode chokes for both receive and transmit side. 
The common mode choke in this case provides attenuation 
to common mode noise on the twisted-pair lines that may 
not be affected by the receive filter. 


Twisted 
Pair 
Cable 





Transformer 
TL/F/41132-20 
FIGURE 17. Receiver Connection Diagram of TPI 


The unshielded twisted-pair medium picks up a lot of noise. 
The receiver rejection requirement was described before in 
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the Receive Function (d). All the noise that produces those 
specified levels at the output of the following filter should be 
rejected by the receiver. The test filter specification is as 
follows: 


1) 3 dB cut off frequency: 

2) Insertion loss (5 MHz to 10 MHz): 

3) 30 MHz attenuation: 

4) Input impedance (5 MHz to 10 MHz): 


5) Return loss with 1002 load: 
(5 MHz to 10 MHz) 


Again the differential input impedance shall be such that any 
reflection due to differential signals incident upon the re- 
ceive circuitry from the twisted-pair side having source im- 
pedance from 852 to 1112, shall be at least 15 dB below 
the incident over the frequency range of 5 MHz to 10 MHz. 
The following 5 pole low pass Butterworth filter provides the 
required needs. 


Design of a Butterworth Filter using previous equations: 


The normalized values of filter elements for Rsource/Rioad 
= 1, 5-pole Butterworth filter (77-shaped filter) are: 


Cy = 0.618F 
Lo = 1.618H 
C3 = 2.0F 

L4 = 1.618H 
Cs = 0.618F 


We can get the exact values of inductors and capacitors by 
scaling as before in transmit filter. 


The inductor value was divided by two to make the filter 
balanced. Figure 18 shows the final values of the filter ele- 
ments. 


The filter in Figure 78 provides the following specifications: 
1) Five pole low pass Butterworth filter, balanced 
2) 3 dB cut-off frequency: 

3) Insertion loss (5 MHz to 10 MHz): 

4) Attenuation at 30 MHz: 

5) !/O impedance: 


6) Return loss of the receiver: 
(5 MHz to 10 MHz) 


The IEEE standard recommends a filter for both transmit 
and receive paths, but disclaims the ability to meet RFI re- 
quirements. Finally the system designer should take care of 
the FCC and similar requirements. This may require the use 
of a higher order filter or the use of a common mode choke. 


15 MHz 
<1.0dB 
17.5 dB min 
1000 

220 dB 


16 MHz 
'=0.5 dB 
>21 dB 
1000 
>20 dB 


Integrated Standard Components 


Different vendors are integrating receive filter, transmit filter, 
receive and transmit isolation transformers in simple pack- 
ages. The part numbers are: PE65423 (Pulse Engineering), 
PT3884 (Valor Electronics), A556-3899-00 (BEL Fuse). 
PT3884 integrates the 2002 pullup resistors on the transmit 
side and 1002 termination on the receive path along with 
the filter and transformer. 


0.737 pH 0.737 nH 


RXI+ 1:1 


RXI- 
0.737 pH = 0.737 pH 
TL/F/11132-19 
FIGURE 18. Five Pole Butterworth Low Pass Filter and 


1:1 Isolation Transformer 
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Non-10BASE-T Applications . 


In DP83922 transmit voltage level, transmit slanal equaliza- 
tion and receive threshold voltage level are programmable 
externally. Additionally, the load impedance can be adjust- 
ed. The transmit circuitry of the DP83922 is differential 
throughout the chip. So, the transmitter has a very low 
skew, and as a result the DP83922 gives very low jitter typi- 
cally about +0.5 ns (where the transmitter jitter budget in 
the standard is +2 ns). So, this part can be easily used for 
longer cable applications, and can be used for different 
types of cable like 150 shielded twisted-pair, or in special 
applications which require modified receive threshold, differ- 
ent transmit level, or non equalized transmit waveform. (The 
details of implementation is beyond the scope of this docu- 
ment.) 


OPTIMIZATION OF MAU TRANSMUPTER 
AND RECEIVER 


The values calculated previously for Rrx, Req and Raty 
are approximate. The filter characteristics have an effect on 
the optimization. Therefore, it is required to optimize. the 
system using the filter and isolation transformer. (Please 
note that the recommended values specified in the data 
sheet have already been optimized.) 


The IEEE specification requires a MAU to meet the follow- 

ing objectives: 

1. Jitter: Jitter added by the transmitter at the end of a twist- 
ed-pair cable model for 100m terminated with a 1000 
resistive load has to be within +3.5 ns and with this 
equalization the jitter added by the transmitter while the 
TD+ circuit is directly terminated with a 1000. resistive 
-load (without cable model), has to be within +8 ns. 
Moreover, the output voltage waveform has to meet the 
transmit Voltage Template (Figure 14-9 of the standard 
802.3) at the end of cable model terminated with a 1002 
load. 


. Transmit signal amplitude: Without the twisted-pair cable 

‘model while the transmit circuitry is directly terminated 
with a 1002. resistive load, the peak differential voltage 
shall be between 2.2V and 2.8V (4.4V.and 5.6V peak-to- 
peak) for all data sequences. 


3. The receiver shall reject all the signals below 300 mV 
peak. 

The objectives of the optimization procedure are: 

1. to equalize the waremt signal 10t minimum jitter at the 
end of a cable model, . 


; TXLED 
Pseudo 
RandomPacket 
Generator 


DP83922 


Transmit 

filter and 

‘TPI isolation 
transformer 


2. to set the transmit signal to a desired amplitude (2.5V 
peak), 


3. to set the receiver threshold toa desired level (400 mV). 
To optimize the MAU, the following equipment is required: 


1) 10BASE-T MAU with DP83922 and a 10k variable resis- 


tor, 2) Twisted-pair cable model (for 100m), 3) A packet 
generator, 4) 3 power supplies, 5) Oscilloscope: ‘The equip- 
ment setup is shown in Figure 79. 


Step 1: Generate the random signal from a packet genera- 
tor and check the signal on the oscilloscope. The 
packet generator should generate pseudo random 
Manchester encoded data sequence with a mini- 
mum repetitive period of 511 bits. Check the jitter 
given by the packet generator itself and record it. 


: Power up the MAU. Put the MAU in test mode by 
applying —3V to the TXLED pin (pin 17) with re- 
spect to the ground. This will enable the TPI for free 
running (i.e., disables the Jabber function). Disable 
the Link function by grounding the GDLNK pin (pin 
21). Choose a value of Ryx to be 1.5 kN and use a 
10 kQ variable resistor for Reg. 


: Transmit the random signal through the MAU trans- 
mit circuitry, DO+. Across the 1000. resistive load 
at the end of the cable model, watch the signal jitter 
on the oscilloscope. Now minimize the jitter by 
varying Reg. Get the values of Rrx and Reg. Now 
take the cable model off and terminate the TD+ 
circuitry directly with a 100 resistive load. Mea- 
sure the output voltage across this 1002. load. 


: Calculate the ratio of the output amplitude mea- 
sured to the desired amplitude (2.5V). Multiply Rrx 
and Req with this ratio. Replace Rtx and Req by 
these calculated values. These values of Rtx and 
Req will give the minimum jitter as optimized and 
the required signal amplitude level of 2.5V. 


: To set the receive threshold the value of Rraty has 
to be adjusted. For a receive threshold of 400 mV; 
putting the values of Rrx, Req in the clas for 
Vron: RRTH can be calculated. 


The transmit level and equalization are effected by the filter 
being used. So, the values of Rrx, Req might be different 
from the values calculated in the previous section “Transmit 
Design of Twisted-Pair MAU”. The values of these resistors 
by optimizing the MAU with Twisted-Pair cable model and 
PE65423 are: 


Pirx = 1.65k and Rea =3.65k. 


Digital 
Storage 
Scope 


Twisted-pair 
cable model 


TL/F/11132-21 


_FIGURE 19, Set Up For Jitter Test. 
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MAU POWER SUPPLY 


TP! (OP83922) requires a power supply of 7V +5% and up 
to 300 mA. This current is the sum of current required by 
DP83922 itself, other pullup/pulldown resistors and LEDs in 
the MAU. 


ITOTAL = !co + laut + Itx + ILep 
Current through the Vcc pin of TPI, Ico = 155 mA typically, 
total current through the AU! pulldown 3600 resistors, lav; 
= 44 mA, current required by transmit pullup 2002 resistors 
= 50 mA, current required by each LED = 10 mA. Typically 
the Link LED stays on. In the MAU board DP839EB-TP, the 
power indication LED takes about 20 mA. 


This 7V power has to be derived from the power pair of the 
AUI drop cable which is capable of providing 500 mA in the 
12V (—6%) to 15V (+ 5%) range. An LM317AT-three termi- 
nal adjustable regulator can provide adequate regulation. 
LM317AT is an adjustable 3-terminal positive voltage regu- 
lator capable of supplying in excess of 1.5A over a 1.2V to 
37V output range. These are easy to use and require only 
two external resistors to set the output voltage. The LM317 
regulator output voltage can be calculated using: 


Ro 
Vout = VREF (1 ag =) + lagj Re. 


LM317AT 





; TL/F/11 132-22 
FIGURE 20. Simple Regulator Power Supply 


The 100 A laqj current from the adjustment terminal repre- 
sents an error term, the LM317AT is designed to minimize 
lagj and make it very constant with line and load changes. 
Therefore, to maintain an output voltage of 7V, resistor val- 
ues of Ry = 237 and Ro = 1.1k were chosen. An input 
bypass capacitor of 0.1 pF is recommended to filter out 
input power noise. A 10 pF tantalum is used to improve 
ripple rejection. 10 wF capacitor does not reject good fre- 
quencies higher than 120 Hz. So a 0.1 uF capacitor is con- 
nected to reduce noise. 


2-61 


GENERAL LAYOUT CONSIDERATIONS 


For proper heat dissipation there should be enough PCB 
ground plane on the board. It is highly recommended to 
have two separate ground planes. One is connected to pins 
1 and 24. Other ground plane is connected to pins 12 and 
13. This is shown in Figure 27. To maintain the reliability of 
the part at high ambient temperature, it is suggested to use 
a heat sink. The part number of a clip on heat sink is 580400 
manufactured by AAVID Engineering Inc. 


Note: The power ground plane connected to pins 1 and 24 should never be 
connected to ground plane of pins 12 and 13. If only one ground PCB 
is being used pins 1 and 24 should be used, and not pins 12 and 13. 


. Solder Side Layout as Viewed from Component Side 


GND 
JBLED ———-O 


GND 
O— pxI- 
O— pXI+ 
O— GDLNK 
O— RXLED 
O— Tx0- 
O—— TX0+ 
O—— TXLED 
O-— Tro 
oS hx 
O-— Reta 


Reo 


Veo ——O 

TX+ ——O 

Tx- -———O 
COL/HBE ——-O 
Riue —O 


Riu- 


, TL/F/11132-23 
FIGURE 21. Heat Dissipating Ground Trace 


The power supply (LM317A) is good enough to give the 
required 7 Vpc supply. 0.01 pF capacitors (C3, Cg) as 
shown in Figure 22 helps supply noise rejection. These ca- 
pacitors should be placed close to the power supply. Anoth- 
er 0.01 F capacitor (Cs) provides a sufficient AC discharge 
path from chassis ground to DTE ground. The layout path 
for all the differential signals should be kept equal and sym- 
metric. So that parasitic effects remain equal in both signal 
paths. 


PUTTING THE MAU TOGETHER 


Taking all of the pieces that we have discussed the medium 
attachment unit transceiver can be assembled. The com- 
plete transceiver is shown in Figure 22, This design com- 
bines all the elements discussed previously. This can be 
implemented in a very small package due to the highly inte- 
grated DP83922. In this figure, an integrated filter/trans- 
former module has been used to further simplify the design. 
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FIGURE 22. Typical Medium Attachment Unit Application Using the DP83922 
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Repeater Interface Controller (RIC) 


General Description 


The DP83950A Repeater Interface Controller “RIC” may be 
used to implement an IEEE 802.3 multiport repeater unit. It 
fully satisfies the IEEE 802.3 repeater specification including 
the functions defined by the repeater, segment partition and 
jabber lockup protection state machines. 

The RIC has an on-chip phase-locked-loop (PLL) for Man- 
chester data decoding, a Manchester encoder and an Elas- 
ticity Buffer for preamble regeneration. 

Each RIC can connect to 13 cable segments via its network 
interface ports. One port is fully AUI compatible and is able 
to connect to an external MAU using the maximum length of 
AUI cable. The other 12 ports have integrated 10BASE-T 
transceivers. These transceiver functions may be bypassed 
so that the RIC may be used with external transceivers, for 
example DP8392 coaxial transceivers. In addition, large re- 
peater units, containing several hundred ports may be con- 
structed by cascading RICs together over an Inter-RIC bus. 
The RIC is configurable for specific applications. It provides 
port status information for LED array displays and a simple 
interface for system processors. The RIC posseses multi- 
function counter and status flag arrays to facilitate network 
statistics gathering. A serial interface, known as the Man- 
agement Interface Is available for the collection of data in 
Managed Hub applications. 


Features 

& Compliant with the IEEE 802.3 Repeater Specification 

' 13 network connections (ports) per chip 

m@ Selectable on-chip twisted-pair transceivers 

1 Cascadable for large hub applications 

a Compatible with AUI compliant transceivers 

m& On-chip Elasticity Buffer, Manchester encoder and de- 
coder 


1.0 System Diagram 


a Separate partition state machines for each port 

m Provides port status information for LED displays in- 
cluding: receive, collision, partition and link status 

ag Power-up configuration options: 
Repeater and Partition Specifications, Transceiver Inter- 
face, Status Display, Processor Operations 

g Simple processor interface for repeater management 
and port disable 

g On-chip Event Counters and Event Flag Arrays 

a Serial Management Interface to combine packet and 
repeater status information together 

mg CMOS process for low power dissipation 

g Single 5V supply 
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2.0 Connection Diagram 
Pin Table (12 T.P. Ports + 1 AUI Bottom View) 


| PinName | PinNo._ 
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2.0 Connection Diagram (Continued) 
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2.0 Connection Diagram (continued) 


[Pinname | Pino. | 
Pane | ote 
Pixar | ate 
Voc C12 
Teno] orn 
Paxit | 812_| 
Teo | 810 
Teno | se | 


ae 


| Axio+ | Be | 
| Txos+ | BS 
a 
recep | cs 


Note: NC = No Connect 


Pin Table (1-5 AUI + 6-13 T.P. Ports) 


[| PinName | PinNo. | 
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2.0 Connection Diagram (continued) 
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2.0 Connection Diagram (continued) 
Pin Table (1-7 AUI + 8-13 T.P. Ports) 
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2.0 Connection Diagram (Continued) 
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2.0 Connection Diagram (Continued) 


Pin Table ( All AUI Ports) 
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2.0 Connection Diagram (continued) 
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3.0 Pin Description 
Pin 
No. 


Type 


NETWORK INTERFACE PINS (On-Chip Transceiver Mode) 


RX@—tonxns— | Te Tt 
Axttonxia+ | TP | ot 
Txore—totxopis~ | om || 


TXO2— to TXO13— 
TXO2+ to TXO13+ 
TXOP2+ to TXOP13+ 
CDi+ 


RX1+ 


TX1+ 


4 D Q 
a x e 
| ] ] 


Description 


Twisted Pair Receive Input Negative 

Twisted Pair Receive Input Positive 

Twisted Pair Pre-emphasis Transmit Output Negative 
Twisted Pair Transmit Output Negative 

Twisted Pair Transmit Output Positive 

Twisted Pair Pre-emphasis Transmit Output Positive 
AUI Collision Detect Input Positive 

AUI Collision Detect Input Negative 

AUI Receive Input Positive 

AUI Receive Input Negative 

AUI Transmit Output Positive 

AUI Transmit Output Negative 


NETWORK INTERFACE PINS (External Transceiver Mode AU! Signal Level Compatibility Selected) 


TX2+ to TX13+ 
TX2— to TX13— 
CD2+ toCD13+ 


| opa~toopis— | | 
| Rxettonxise | aL | 
J xe-tonxis— | Ltt 
pope Tm 
poor 
ca 
a 
ce ee = 
Pe otal 


TX1- 


| ad | oO | 


Transmit Output Positive 

Transmit Output Negative 

Collision Input Positive 

Collision Input Negative 

Receive Input Positive 

Receive Input Negative 

AUI Collision Detect Input Positive 
AUI Collision Detect Input Negative 
AUI Receive Input Positive 

AUI Receive Input Negative 


* AUI Transmit Output Positive 


AUI Transmit Output Negative 


Note: AD = AUI level and Drive compatible, TP = Twisted Pair interface compatible, AL = AUI Level compatible, TT = TTL compatible, | = Input, O = Output. 








3.0 Pin Description (Continued) 


i Type 


PROCESSOR BUS PINS 


- au 





Description 


vos6éesda 


REGISTER ADDRESS INPUTS: These five pins are used to select a register to be read or 
written. The state of these inputs are ignored when the read, write and mode load input strobes 
are high. (Even under these conditions these inputs must not be allowed to float at an 
undefined logic state). 


DISPLAY UPDATE STROBE 0 

Maximum Display Mode: This signal controls the latching of display data for network ports 1 
to 7 into the off chip display latches. 

fdinimum Display Mode: This signal controls the latching of display data for the RIC into the 
off chip display latch. 

During processor access cycles (read or write is asserted) this signal is inactive (high). 


DISPLAY UPDATE STROBE 1 

Maximum Display Mode: This signal controls the latching of display data for network ports 8 
to 13 into the off chip display latches. 

Minimum Display Mode: No operation 

During processor access cycles (read or write is asserted) this signal is inactive (high). 


DATA BUS 

Display Update Cycles: These pins become outputs providing display data and port address 
information. Address information only available in Maximum Display mode. 

Processor Access Cycles: Data input or output is performed via these pins. The read, write 
and mode load inputs control the direction of the signals. 

Note: The data pins remain in their display update function, i.e., asserted as outputs unless either the read or 
write strobe is asserted. 


BUFFER ENABLE: This output controls the TRI-STATE® operation of the bus transceiver 
which provides the interface between the RIC’s data pins and the processor’s data bus. 
Note: The buffer enable output indicates the function of the data pins. When it is high they are performing 
display update cycles, when it is low a processor access or mode load cycle is occurring. 


DATA READY STROBE: The falling edge of this signal during a read cycle indicates that data 
is stable and valid for sampling. In write cycles the falling edge of RDY denotes that the write 
data has been latched by the RIC. Therefore data must have been available and stable for this 
operation to be successful. 


EVENT LOGGING INTERRUPT: A Iow level on the ELI output indicates the RIC’s hub 
management logic requires CPU attention. The interrupt is cleared by accessing the Port Event 
Recording register or Event Counter that produced it. All interrupt sources may be masked. 


REAL TIME INTERRUPT: A low level on the RTI output indicates the RIC’s real time (packet 
specific) interrupt logic requires CPU attention. The interrupt is cleared by reading the Real 
Time Interrupt Status register. All interrupt sources may be masked. 


COUNTER DECREMENT: A low level on the CDEC input strobe decrements all of the RIC’s 
Port Event Counters by one. This input is internally synchronized and if necessary the 
operation of the signal is delayed if there is a simultaneous internally generated counting 
operation. 


WRITE STROBE: Strobe from the CPU used to write an internal register defined by the 
RA0-RA4 inputs. 


READ STROBE: Strobe from the CPU used to read an internal register defined by the RAO- . 
RA4 inputs. 


DEVICE RESET AND MODE LOAD: When this input is low all of the RIC’s state machines, 
counters and network ports are reset and held inactive. On the rising edge of MLOAD the logic 
levels present on the DO-7 pins and RAO-RA4 inputs are latched into the RIC’s configuration 
registers. The rising edge of MLOAD also signals the beginning of the display test operation. 
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3.0 Pin Description (Continued) 


i Type 


INTER-RIC BUS PINS 
| mK | om | | 
| AcKS | Tr | 0 


ver 
B,Z 

IRC 

eel 


toed 


~ACTNS 


a“ ey 
i we 


Description 


ACKNOWLEDGE INPUT: Input to the network ports’ arbitration chain. 
ACKNOWLEDGE OUTPUT: Output from the network ports’ arbitration chain. 


INTER-RIC DATA: When asserted as an output this signal provides a serial data stream in NRZ 
format. The signal is asserted by a RIC when it is receiving data from one of its network 
segments. The default condition of this signal is to be an input. In this state it may be driven by 
other devices on the Inter-RIC bus. 


INTER-RIC ENABLE: When asserted as an output this signal provides an activity framing enable 
for the serial data stream. The signal is asserted by a RIC when itis receiving data from one of 
its network segments. The default condition of this signal is to be an input. In this state it may be 
driven by other devices on the Inter-RIC bus. 


INTER-RIC CLOCK: When asserted as an output this signal provides a clock signal for the serial 
data stream. Data (IRD) is changed on the falling edge of the clock. The signal is asserted by a 
RIC when it is receiving data from one of its network segments. The default condition of this 
signal is to be an input. When an input IRD is sampled on the rising ede of the clock. In this 
state it may be driven by other devices on the Inter-RIC bus, 


COLLISION ON PORT N: This denotes that a collision is occurring on the port receiving the 
data packet. The default condition of this signal is to be an input. In this state it may be driven by 
other devices on the Inter-RIC bus. 

PACKET ENABLE: This output acts as an active high enable for an external bus transceiver (if 
required) for the IRE, !|RC IRD and COLN signals. When high the bus transceiver should be . 
transmitting on to the bus, i.e., this RIC is driving the IRD, IRE, IRC and COLN bus lines. When 
low the bus transceiver should receive from the bus. 

ee MHz CLOCK INPUT: This input is used to generate the RIC’s timing reference for the state 
i eoeee and phase lock loop decoder. © 


ACTIVITY ON PORT N DRIVE: This output is active when the RIC is receiving data or collision 
information from one of its network segments. 


ACTIVITY ON PORT N SENSE: This input senses when this or another RIC in a multi-RIC 
system is receiving data or collision information. 


ACTIVITY ON ANY PORT EXCLUDING PORT N DRIVE: This output is active when a RIC is 
experiencing a transmit collision or multiple ports have active collisions on their network 
segments. 


ACTIVITY ON ANY PORT EXCLUDING PORT N SENSE: This input senses when this RIC or 
other RICs in a multi-RIC system are experiencing transmit collisions or multiple ports have . 
active collisions on their network segments. 











3.0 Pin Description (continued) 


: Type 


MANAGEMENT BUS PINS 


Description 


MRXD serial data stream. The MRXD signal is changed on the falling edge of this clock. The 
signal is asserted when a RIC is receiving data from one of its network segements. Otherwise the 
signal is inactive. 


MRXC TT O, Z | MANAGEMENT RECEIVE CLOCK: When asserted this signal provides a clock signal for the 


MCRS TT 
MRXD 


PCOMP 


POWER AND GROUND PINS 


‘MANAGEMENT CARRIER SENSE: When asserted this signal provides an activity framing 


enable for the serial output data stream (MRXD). The signal is asserted when a RIC is receiving 
data from one of its network segments. Otherwise the signal is an input. 


MANAGEMENT RECEIVE DATA: When asserted this signal provides a serial data stream in NRZ 
format. The data stream is made up of the data packet and RIC status information. The signal is 
asserted when a RIC is receiving data from one of its network segments. Otherwise the signal is 
inactive. 


MANAGEMENT BUS OUTPUT ENABLE: This output acts as an active high enable for an 
external bus transceiver (if required) for the MRXC, MCRS and MRXD signals. When high the bus 
transceiver should be transmitting on to the bus. 


PACKET COMPRESS: This input is used to activate the RIC’s packet compress logic. A low level 
on this signal when MCRS is active will cause that packet to be compressed. If PCOMP is tied 
low all packets are compressed, if PCOMP is tied high packet compression is inhibited. 


a a Positive Supply 


a 


EXTERNAL DECODER PINS 


Negative Supply 


RECEIVE DATA MANCHESTER FORMAT: This output makes the data, in Manchester format, 
received by port N available for test purposes. If not used for testing this pin should be left open. 


Note: TT = TTL compatible, B = Bi-directional, C = CMOS compatible, OD = Open Drain, | = Input, O = Output, Z = TRI-STATE 
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5.0 Functional Description 


The I.E.E.E. repeater specification details a number of func- 
tions a repeater system must perform. These requirements 
allied with a need for the implementation to be multiport 
strongly favors the choice of a modular design style. In such 
a design, functionality is split between those tasks common 
to all data channels and those exclusive to each individual 
channel. The RIC follows this approach, certain functional 
blocks are replicated for each network attachment,: (also 
known as a repeater port), and others are shared. The fol- 
lowing section briefly describes the functional blocks in the 
RIC, 


5.1 OVERVIEW OF RIC FUNCTIONS 


Segment Specific Block: Network Port 


As shown in the Block Diagram, the segment specific blocks 
consist of: 


1. One or more physical layer interfaces. 


2. A logic block required for performing repeater operations 
upon that particular segment. This is known as the “port” 
logic since it is the access “port” the segment has to the 
rest of the network. 


This function is repeated 13 times in the RIC (one for each 
port) and is shown on the right side of the Block Diagram, 
Figure 5.1. 


The physical layer interfaces provided depends upon the 
port under examination. Port 1 has an AUI compliant inter- 
face for use with AUI compatible transceiver boxes and ca- 
ble. Ports 2 to 13 may be configured for use with one of two 
interfaces: twisted pair or an external transceiver. The for- 
mer utilizes the RIC’s on-chip 10BASE-T transceivers, the 
latter allows connection to external transceivers. When us- 
ing the external transceiver mode the interface is AUI com- 
patible. Although AUI compatible transceivers are support- 
ed the interface is not designed for use with an interface 
cable, thus the transceivers are necessarily internal to the 
repeater equipment. 


Inside the port logic there are 3 distinct functions: 


1. The port state machine “PSM” is required to perform 
data and collision repetition as described by the repeater 
specification, for example, it determines whether this port 
should be receiving from or transmitting to its network 
segment. 


. The port partition logic implements the segment partition- 
ing algorithm. This algorithm is defined by the IEEE speci- 
fication and is used to protect the network from malfunc- 
tioning segements. 

. The port status register reflects the current status of the 
port. It may be accessed by a system processor to obtain 
this status or to perform certain port configuration opera- 
tions, such as port disable. 


Shared Functional Blocks: 
Repeater Core Logic 


The shared functional blocks consist of the Repeater Main 
State Machine (MSM) and Timers, a 32 bit Elasticity Buffer, 
PLL Decoder, and Receive and Transmit Multiplexors. 
These blocks perform the majority of the operations needed 
to fulfill the requirements of the IEEE repeater specification. 


When a packet is received by a port it is sent via the Re- 
ceive Multiplexor to the PLL Decoder. Notification of the 


data and collision status is sent to the main state machine 
via the receive multiplexor and collision activity status sig- 
nals. This enables the main state machine to determine the 
source of the data to be repeated and the type of data to be 
transmitted. The transmit data may be either the received 
packet's data field or a preamble/jam pattern consisting of 
a 1010... bit pattern. 


Associated with the main state machine are a series of tim- 
ers. These ensure various IEEE specification times (referred 
to as the TW1 to TW6 times) are fulfilled. 


A repeater unit is required to meet the same signal jitter 
performance as any receiving node attached to a network 
segment. Consequently, a phase locked loop Manchester 
decoder is required so that the packet may be decoded, and 
the jitter accumulated over the receiving segment recov- 
ered. The decode logic outputs data in NRZ format with an 
associated clock and enable. In this form the packet is ina 
convenient format for transfer to other devices, such as net- 
work controllers and other RICs, via the Inter-RIC bus (de- 
scribed later). The data may then be re-encoded into Man- 
chester data and transmitted. 


Reception and transmission via physical layer transceiver 
units causes a loss of bits in the preamble field of a data 
packet. The repeater specification requires this loss to be 
compensated for. To accomplish this an elasticity buffer is 
employed to temporarily store bits in the data field of the 
packet. ; 


The sequence of operation is as follows: 


Soon after the network segment receiving the data packet 
has been identified, the RIC begins to transmit the packet 
preamble pattern (1010 ... ) onto the other network seg- 


ments. While the preamble is being transmitted the Elastici- 
ty Buffer monitors the decoded received clock and data sig- 
nals (this is done via the Inter-RIC bus as described later). 
When the ‘start of frame delimiter “‘“SFD” is detected the 
received data stream is written into the elasticity buffer. Re- 
moval of data from the buffer for retransmission is not al- 
lowed until a valid length preamble pattern has been trans- 
mitted. — 


Inter-RIC Bus Interface 


Using the RIC in a repeater system allows the design to be 
constructed with many more network attachments than can 
be supported by a single chip. The split of functions already 
described allows data packets and collision status to be 
transferred between multiple RICs, and at the same time the 
multiple RiCs still behave as a single logical repeater. Since 
all RICs in a repeater system are identical and capable of 
performing any of the repetition operations, the failure of 
one RIC will not cause the failure of the entire system. This 
is an important issue in large multiport repeaters. 


RICs communicate via a specialized interface known as the 
Inter-RIC bus. This allows the data packet to be transferred 
from the receiving RIC to the other RICs in the system. 
These RICs then transmit the data stream to their seg- 
ments. Just as important as data transfer is the notification 
of collisions occurring across the network. The Inter-RIC 
bus has a set of status lines capable of conveying collision 
information between RICs to ensure their main state ma- 
chines operate in the appropriate manner. 
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5.0 Functional Description (Continued) 
LED Interface and Hub Management Function 


Repeater systems usually possess optical displays indicat- 
ing network activity and the status of specific repeater oper- 
ations. The RIC’s display update block provides the system 
designer with a wide variety of indicators. The display up- 
dates are completely autonomous and merely require SSI 
logic devices to drive the display devices, usually made up 
of light emitting diodes, LEDs. The status display is very 
flexible allowing the user to choose those indicators appro- 
priate for the specification of the equipment. 


The RIC has been designed with special awareness for sys- 
tem designers implementing large repeaters possessing 
hub management capabilities. Hub management uses the 
unique position of repeaters in a network to gather statistics 
about the network segments they are attached to. The RIC 
provides hub management statistical data in 3 steps. Impor- 
tant events are gathered by the management block from 
logic blocks throughout the chip. These events may then be 
stored in on-chip latches or counted in on-chip counters ac- 
cording to user supplied latching and counting masks. 


The fundamental task of a hub management system imple- 
mentation is to associate the current packet and any man- 
agement status information with the network segment, i.e., 
repeater port where the packet was received. The ideal sys- 
tem would place this combined data packet and status field 
in system memory for examination by hub management 
software. The ultimate function of the RIC’s hub manage- 
ment support logic is to provide this function. 


To accomplish this the RIC utilizes a dedicated hub man- 
agement interface. This is similar to the Inter-RIC bus since 
it allows the data packet to be recovered from the receiving 
RIC. Unlike the Inter-RIC bus the intended recipient is not 
another RIC but National Semiconductor's DP83932 
“SONICTM” Network controller. The use of a dedicated bus 
allows a management status field to be appended at the 
end of the data packet. This can be done ayithiout paliectiid 
the operation of the repeater system. 


Processor Interface 


The RIC’s processor interface allows connection to a sys- 
tem processor. Data transfer occurs via an octal bi-direc- 
tional data bus. The RIC has a number of on-chip registers 
indicating the status of the hub management functions, chip 
configuration and port status. These may be accessed by 
providing the chosen address at the. Register Address 
(RA4—RAO) input pins. ; 


Display update cycles and processor accesses occur utiliz- 
ing the same data bus. An on-chip arbiter in the processor/ 
display block schedules and controls the accesses and en- 
sures the correct information is written into the display latch- 
es. During the display update cycles the RIC behaves as a 
master of its data bus. This is the default state of the data 
bus. Consequently, a TRI-STATE buffer must be placed be- 
tween the RIC and.the system processor’s data bus. This 


ensures bus contention is avoided during simultaneous dis- 
play update cycles and processor accesses of other devic- 
es on the system bus. When the processor accesses a RIC 
register, the RIC enables the data buffer and selects the 
operation, either input or output, of the data pins. 


5.2 DESCRIPTION OF REPEATER OPERATIONS 


In order to implement a multi-chip repeater system which 
behaves as though it were a single logical repeater, special 
consideration must be paid to the data path used in packet 
repetition. For example, where in the path are specific oper- 
ations such as Manchester decoding and elasticity buffering 
performed. Also the system’s state machines which utilize 
available network activity signals, must be able to accom- 
modate the various packet repetition and collision scenarios 
detailed in the repeater specification. 


The RIC contains two types of inter-acting state ascniies 

These are: 

1. Port State Machines (PSMs). Every network attachment 
has its own PSM. 


2. Main State Machine (MSM). This state machine controls 
the shared functional blocks as shown in the block dia- 
‘gram Figure 5.1. 


Repeater Port and Main State Machines 


These two state machines are described in the following 
sections. Reference is made to expressions used in the 
IEEE Repeater specification. For the precise definition of 
these terms please refer to the specification. To avoid con- 
fusion with the RIC’s implementation, where references are 
made to repeater states or terms as described in the IEEE 
specification, ‘these items are written in /falics. The IEEE 
state diagram is shown in Figure 5-3, the Inter-RIC bus state 
diagram is shown in Figure 5-2. 


TL/F/11096-7 
FIGURE 5.2, Inter-RIC Bus State Diagram 
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POWER ON 


IDLE COLLIN(ANY)=SQE:IN<=PORT(COLLIN=SQE)I 
OUT(ALL)=IDLE 


DATAIN(ANY)=il* 
COLLIN(ALL)=SQE:IN<=PORT(DATAIN=il)] 


COLLIN(N)=SQE+{DATAIN(N)=Il* 


COLLIN(ANYXN)=SQE SEND PREAMBLE PATTERN COLLIN(ALL)=SQEI 
OUT(ALLXN)=PREAMBLE PATTERN 


TI(ALLXN)262*DATARDY*COLLIN(ALL)= 
SQE*DATAIN(N)=it 


COLLIN(N)=SQE#IDATAIN(N)=Il* 


COLLIN(ANYXN)=SQE SEND TWO ONES COLLIN(ALL)=SQE} 
OUT(ALLXN)=TWOONES 


TWOONES SENT*COLLIN(ALL)=SQE® 
DATAIN(N)=it 


COLLIN(N)=SQE#IDATAIN(N)=II* 
COLLIN(ALL)=SQE*ALLDATASENT* 


COLLIN(ANYXN)=SQE SEND DATA TT(ANYXN)<96] 


OUT(ALLXN)=DATA 





COLLIN(ANYXM)=SQE 
. ONE PORT LEFT 
OUT(ALLXM)=JAM 
COLLIN(ONLY1)=SQE* 


TI(ALL)2=96:[M<=PORT(COLLIN)=SQE)) DATAIN(M)=li* 


COLLIN(ALL)=SQE* 
TW2DONE 


COLLIN(ALL) =SQE*TT(ALL)==96* DATAIN(N)=Il*COLLIN(ALL)=SQE® 
TW2DONE ar TT(ALLXN) 2 96*ALLDATASENT 
STARTIW1 


— , OUT(ALL)=IDLE 
COLLIN(ANY)=SQE*TW1DONE (ALt) 


FIGURE 5.3. IEEE Repeater Main State Diagram 
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TRANSMIT COLLISION [L COLLIN(ANYXN)=SQE ae COLLISION 
OUT(ALL)=JAM : ae 


DATAIN(N)=lI* 
COLLIN(ALL)=SQE* 
TI(ALLXN)=96* 
TW2DONE 
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5.0 Functional Description (Continued) 
Port State Machine (PSM) 
There are two primary functions for the PSM as follows: 


1. Control the transmission of repeated data and jam sig- 
nals over the attached segment. 


. Decide whether a port will be the source of data or colli- 
sion information which will be repeated over the network. 
This repeater port is known as POAT N. An arbitration 
process is required to enable the repeater to transition 
from the /DLE state to the SEND PREAMBLE PATTERN 
or RECEIVE COLLISION states, see Figure 5.3. This pro- 
cess is used to locate the port which will be PORT N for 
that particular packet. The data received from this port is 
directed to the PLL decoder and transmitted over the In- 
ter-RIC bus. If the repeater enters the TRANSMIT COLLI- 
SION state a further arbitration operation is performed to 
determine which port is PORT M. PORT M is differentiat- 
ed from the repeater’s other ports if the repeater enters 
the ONE PORT LEFT state. In this state PORT M does 
not transmit to its segment; where as all other ports are 
still required to transmit to their segments. 


Main State Machine (MSM) 


The MSM controls the operation of the shared functional 
blocks in each RIC as shown in the block diagram, Figure 
5.7, and it performs the majority of the data and collision 
propagation operations as defined by the IEEE specifica- 
tion, these include: 


Preamble Restore the length of the preamble 
Regeneration | patternto the defined size. ~— 


Extend received data or collision 
fragments to meet the minimum 
fragment length of 96 bits. 


Fragment 
Extension 


Elasticity 
Buffer 
Control 


_Aportion of the received packet may 
require storage in an Elasticity Buffer to 
accommodate preamble regeneration. 


In cases of receive or transmit collisions 
a RIC is required to transmit a jam 
pattern (1010...). 


Note: This pattern is the same as that used for 
preamble regeneration. ; 


Once the TRANSMIT COLLISION state 
is entered a repeater is required to stay 


in this state for at least 96 network bit 
times. 


Jam/ 
Preamble 
Pattern 
Generation 


Transmit 
Collision 
Enforcement 


Data 
Encoding 
Control 


Twi 
Enforcement 


Tw2 
Enforcement 


NRZ format data from the elasticity 
buffer must be encoded into Manchester 
format data prior to retransmission. 


Enforce the Transmit Recovery Time 
specification. 


Enforce Carrier Recovery Time 
specification on all ports with active 
collisions. 
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The interaction of the main and port state machines is visi- 
ble, in part, by observing the Inter-RIC bus. 


Inter-RIC Bus Operation 


Overview 


The Inter-RIC Bus consists of eight signals. These signals 
implement a protocol which may be used to connect multi- 
ple RICs together. In this configuration, the logical function 
of a single repeater is maintained. The resulting multi-RIC 
system is compliant to the IEEE 802.3 repeater specification 
and may connect several hundred network segments. An 
example of a multi-RIC system is shown in Figure 5.4. 
The Inter-RIC Bus connects multiple RICs to realize the fol- 
lowing operations: 

Port N \dentification (which port the repeater receives 

data from) 

Port M \dentification (which port is the last one experienc- 

ing a collision) 

Data Transfer 

RECEIVE COLLISION identification 

TRANSMIT COLLISION identification 

DISABLE OUTPUT (jabber protection) 
The following tables briefly describes the operation of each 
bus signal, the conditions required for a RIC to assert a 
signal and which RICs (in a multi-RIC system) would monitor 
a signal: 


Input signal to the PSM arbitration 
chain. This chain is employed to 
identify PORT N and POAT M. 
Note: A RIC which contains PORT Nor 
PORT M may be identified by its ACKO 
signa! being low when its ACK] input is 
high. 
Conditions 
- required fora 
RIC to drive 
this signal 


Not applicable 


RIC Receiving | This is dependent upon the method 
used to cascade RICs, described in 


a following section. 


Output signal from the PSM 
arbitration chain. 


Conditions This is dependent upon the method 
required fora used to cascade RICs, described in 
RIC to drive a following section. 
this signal 


RIC Receiving | Not applicable . 
the Signal 


the signal 











5.0 Functional Description (Continued) 


ACTN 


This signal denotes there is activity 
on PORT Nor PORT M. 


Conditions ARIC must contain PORT N or 
required fora PORT M. 
RIC to drive Note: Although this signal normally has 
this signal only one source asserting the signal active 
it is used in a wired-or configuration. 


RIC Receiving } The signal is monitored by all RICs in 
the Signal the repeater system. 


This signal denotes that a repeater 
port that is not PORT Nor PORTM 
is experiencing a collision. 


Conditions 
required fora 
RIC to drive 
this signal 


Any RIC which satisfies the above 
condition. 

Note: This bus line is used in a wired-or 
configuration. 


RIC Receiving | The signal is monitored by all RICs in 
the Signal . the repeater system. 
COLN 


Denotes PORT Nor POAT Mis 
experiencing a collision. 


' ARIC must contain PORT N or 
PORT M. 


Conditions 


required fora 
RIC to drive 
this signal 


RIC Receiving | The Signal is monitored by all other 
the Signal RICs in the repeater system. 


This signal acts as an activity 
framing signal for the IRC and IRD 
signals. 


Conditions A RIC must contain PORT N. 
required fora 
RIC to drive 


this signal 


RIC Receiving | The Signal is monitored by all other 
the Signal RICs in the repeater system. 
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Decoded serial data, in NRZ format, 
received from the network segment 
attached to PORT N. 


Conditions A RIC must contain PORT N. 
required fora 
RIC to drive 


this signal 


RIC Receiving | The signal is monitored by all other 
the Signal RICs in the repeater system. 
Clock signal associated with IRD 
and IRE. 


Conditions A RIC must contain PORT N. 
required fora 
RIC to drive 
this signal 


RIC Receiving | The signal is monitored by all other 
the Signal RICs in the repeater system. 


Methods of RIC Cascading 


In order to build multi-RIC repeaters PORT N and PORT M 
identification must be performed across all the RICs in the 
system. Inside each RIC the PSMs are arranged in a logical 
arbitration chain where port 1 is the highest and port 13 the 
lowest. The top of the chain, the input to port 1 is accessible 
to the user via the RIC’s ACK] input pin. The output from the 
bottom of the chain becomes the ACKO output pin. In a 
single RIC system PORT Nis defined as the highest port in 
the arbitration chain with receive or collision activity. Port N 
identification is performed when the repeater is in the /DLE 
state. PORT M is defined as the highest port in the chain 
with a collision when the repeater leaves the TRANSMIT 
COLLISION state. In order for the arbitration chain to func- 
tion, all that needs to be done is to tie the ACKI signal to a 
logic high state. In multi-RIC systems there are two methods 
to propagate the arbitration chain between RiCs: 


The first and most straight forward is to extend the arbitra- 
tion chain by daisy chaining the ACKI ACKO signals be- 
tween RICs. In this approach one RIC is placed at the top of 
the chain (its ACK] input is tied high), then the ACKO signal 
from this RIC is sent to the ACK! input of the next RIC and 
so on. This arrangement is simple to implement but it places 
some topological restrictions upon the repeater system. In 
particular, if the repeater is constructed using a backplane 
with removable printed circuit boards. (These boards con- 
tain the RICs and their associated components). If one of 
the boards is removed then the ACK] ACKO chain will be 
broken and the repeater will not operate correctly. 
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5.0 Functional Description (Continued) 


The second method of PORT WN or M identification avoids 
this problem. This second technique relies on an external 
parallel arbiter which monitors all of the RIC’s ACKO signals 
and responds to the RIC with the highest priority. In this 
scheme each RIC is assigned with a priority level. One 
method of doing this is to assign a priority number which 
reflects the position of a RIC board on the repeater back- 
plane, i.e., its slot number. When a RIC experiences receive 
activity and the repeater system is in the /DLE state, the RIC 
board will assert ACKO. External arbitration logic drives the 
identification number onto an arbitration bus and the RIC 
containing PORT N will be identified. An identical procedure 
is used in the TRANSMIT COLLISION state to identify 
PORT M. This parallel means of arbitration is not subject to 
the problems caused by missing boards, i.e., empty slots in 
the backplane. The logic associated with asserting this arbi- 
tration vector in the various packet repetition scenarios 
could be implemented in programmable logic type devices. 


To perform PORT N or M arbitration both of the above 
methods employ the same signals: ACKI, ACKO and ACTN. 


The Inter-RIC bus allows multi-RIC operations to be per- 
formed in exactly the same manner as if there is only a 
single RIC in the system. The simplest way to describe the 
operation of Inter-RIC bus is to see how it is used in a num- 
ber of common packet repetition scenarios. Throughout this 
description the RiICs are presumed to be operating in exter- 
nal transceiver mode. This is advantageous for the explana- 
tion since the receive, transmit and collision signals from 
each network segment are observable. In internal transceiv- 
er mode this is not the case, since the collision signal for the 
non-AUI ports is derived by the transceivers inside the RIC. 


5.3 EXAMPLES OF PACKET REPETITION SCENARIOS 


Data Repetition 


The simplest packet operation performed over the Inter-RIC 
Bus is data repetition. In this operation a data packet is 
received at one port and transmitted to all other segments. 


The first task to be performed is POAT N identification. This 
is an arbitration process performed by the Port State Ma- 
chines in the system. In situations where two or more ports 
simultaneously receive packets the Inter-RIC bus operates 
by choosing one of the active ports and forcing the others to 
transmit data. This is done to faithfully follow the IEEE spec- 
ification’s allowed exit paths from the /DLE state, i.e., to the 
SEND PREAMBLE PATTERN or. RECEIVE COLLISION 
states. 


The packet begins with a preamble pattern derived from the 
RIC’s on chip jam/preamble generator. The data received 
at POAT Nis directed through the receive multiplexor to the 
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PLL decoder. Once phase lock has been achieved, the de- 
coded data, in NRZ format, with its associated clock and 
enable signals are asserted onto the IRD IRE and IRC Inter- 


‘RIC bus lines. This serial data stream is received from the 


bus by all RICs in the repeater and directed to their Elasticity 
Buffers. Logic circuits monitor the data stream and look for 
the Start of Frame Delimiter (SFD). When this has been 
detected data is loaded into the elasticity buffer for later 
transmission. This will occur when sufficient preamble has 
been transmitted and certain internal state machine opera- 
tions have been fulfilled. 


Figure 5.4 shows two RICs A and B, daisy chained together 
with RIC A positioned at the top of the chain. A packet is 
received at port B1 of RIC B and is then repeated by the 
other ports in the system. Figure 5.5 shows the functional 
timing diagram for this packet repetition represented by the 


-signals shown in Figure. 5.4. In this example only two ports 


in the system are shown, obviously the other ports also re- 
peat the packet. it also indicates the operation of the RICs’ 
state machines in so far as can be seen by observing the 
Inter-RIC bus. For reference, the repeater’s state transitions 
are shown in terms of the states defined by the IEEE specifi- 
cation. The location, i.e., which port it is, of PORT Nis also 
shown. The following section describes the repeater and 
Inter-RIC bus transitions shown in Figure 5.8. 


The repeater is stimulated into activity by the data signal 
received by port B1. The RICs in the system are alerted to 
forthcoming repeater operation by the falling edges on the 
ACKI ACKO daisy chain and the ACTN bus signal. Following 
a defined start up delay the repeater moves to the SEND 
PREAMBLE state. The RIC system utilizes the start up de- 
lay to perform port arbitration. When packet transmission 
begins the RIC system enter the REPEAT state. 


The expected, for normal packet repetition, sequence of re- 
peater states, SEND PREAMBLE, SEND SFD and SEND 
DATA is followed but is not visible upon the Inter-RIC bus. 
They are merged together into a single REPEAT state. This 
is also true for the WA/T and /DLE states, they appear as a 
combined Inter-RIC bus IDLE state. 


Once a repeat operation has begun, i.e., the repeater leaves 
the /DLE state. It is required to transmit at least 96 bits of 
data or jam/preamble onto its network segments. If the du- 
ration of the received signal from PORT Nis smaller than 96 
bits, the repeater transitions to the RECE/VE COLLISION 
state (described later). This behavior is known as fragment 
extension. ; 

After the packet data has been repeated, including the emp- 
tying of the RICs’ elasticity buffers, the RIC performs the 
Tw? transmit recovery operation. This is performed during 
the WA/T state shown in the repeater state diagram. 











5.0 Functional Description (Continue) 


BUSSED SIGNALS 


BUS CONTENTS: 
COLN 

IRC 

IRE 

IRD 

_ANYXN 

ACN 


Note: In this example the Inter-RIC bus is configured to use active low signals. 


FIGURE 5.4. RIC System Topology 
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5.0 Functional Description (continue) 


(Note! *) 
RXay 


CDay 


Xa 


ACKO, 
ACKI, 


COB, 


TXey 


IRC 


INTER=RIC \ 
BUS REPEAT .——~--______= IDLE 


STATES 


> To Cr 
PREAMBLE SFD 


PORT N XX ; PORT B1 XX 


“Note 1: The activity shown in RX,; represents the transmitted signal on TX,, after being looped back by the attached transceiver. TLIF/11096-10 


Note: In this example the Inter-RIC bus is configured to use active low signals. 


FIGURE 5.5. Data Repetition 
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5.0 Functional Description (Continued) 


Cay 
Ka 


ACKO, 
AKig 


RXpy 


COs; 


TXB} 


INTER@RIC 
BUS 
STATES 


' 
RXCOL ————-_——_—_—>*— IDLE 


——r 
REPEATER IDLE Note 1* RECEIVE COLLISION IDLE 


Twas 


PORT N XX X i i PORT B1 X XX 


*Note 1: SEND PREAMBLE, SEND SFD, SEND DATA. 
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Note: In this example the Inter-RIC bus is configured to use active low signals. 


FIGURE 5.6. Receive Collision 
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5.0 Functional Description (Continueg) 
Receive Collisions 
A receive collision is a collision which occurs on the network 


segment attached to POAT N, i.e., the collision is “re-: 


ceived” in a similar manner as a data packet is received and 
then repeated to the other network segments. Not surpris- 
ingly receive collision propagation follows a similar se- 
quence of operations as is found with data repetition: 


An arbitration process is performed to find PORT N and a 
preamble/jam pattern is transmitted by the repeater’s other 
ports. When POAT N detects a collision on its segment the 
COLN Inter-RIC bus signal is asserted. This forces all the 
RICs in the system to transmit a preamble/jam pattern to 
their segments. This is important since they may be already 
transmitting data from their elasticity buffers. The repeater 
moves to the HRECE/VE COLLISION state when the RICs 
begin to transmit the jam pattern. The repeater remains in 
this state until both the following conditions have been ful- 
filled: 


1. At least 96 bits have been transmitted onto the network, 
2. The activity has ended. 


Under close examination the repeater specification reveals 

that the actual end of activity has its own permutations of 

conditions: 

1. Collision and receive data signals may end simultaneous- 
ly, 

2. Receive data may appear to end before collision signals, 


3. Receive data may continue for some time after the end of - 


the collision signal. 


Network segments using coaxial media may experience 
spurious gaps in segment activity when the collision signal 


goes inactive. This arises from the inter-action between the 
receive and collision signal squelch circuits, implemented in 
coaxial transceivers, and the properties of the coaxial cable 
itself. The repeater specification avoids propagation of 
these activity gaps by extending collision activity by the 7w2 
wait time. Jam pattern transmission must be sustained 
throughout this period. After this, the repeater will move to 
the WA/T state unless there is a data signal being received 
by PORT N. 


The functional timing diagram, Figure 5.6, shows the opera- 
tion of a repeater system during a receive collision. The 
system configuration is the same as earlier described and is 
shown in Figure 5.4. 


The RICs perform the same POAT N arbitration and data 
repetition operations as previously described. The system is 
notified of the receive collision on port B1 by the COLN bus 
signal going active. This is the signal which informs the main 
state machines to output the jam pattern rather than the 
data held in the elasticity buffers. Once a collision has oc- 
curred the IRC, IRD AND IRE bus signals may become un- 
defined. When the collision has ended and the 7w2 opera- 
tion performed, the repeater moves to the WAIT state. 


Transmit Collisions 


A transmit collision is a collision that is detected upon a 
segment to which the repeater system is transmitting. The 
port state machine monitoring the colliding segment asserts 
the ANYXN bus signal. The assertion of ANYXN causes 
PORT M arbitration to begin. The repeater moves to the 


TRANSMIT COLLISION state when the port which has 
been PORT N starts to transmit a Manchester encoded 1 on 
to its network segment. Whilst in the TRANSMIT COLLI- 
SION state all ports of the repeater must transmit the 1010 
... jam pattern and PORT M arbitration is performed. Each 
RIC is obliged, by the IEEE specification, to ensure all of its 
ports transmit for at least 96 bits once the TRANSMIT COL- 
LISION state has been entered. This transmit activity is en- 
forced by the ANYXN bus signal. Whilst ANYXN is active all 
RIC ports will transmit jam. To ensure this situation lasts for 
at least 96 bits, the MSMs inside the RICs assert the 
ANYXN signal throughout this period. After this period has 
elapsed, ANYXN will only be asserted if there are multiple 
ports with active collisions on their network segments. 


There are two possible ways for. a repeater to leave the 
TRANSMIT COLLISION state. The most straight forward is 
when network activity, i.e., collisions and their 7w2 exten- 
sions, end before the 96 bit enforced period expires. Under 
these conditions the repeater system may move directly to 
the WA/T state when 96 bits have been transmitted to all 
ports. If the MSM enforced period ends and there is still one 
port experiencing a collision the ONE PORT LEFT state is 
entered. This may be seen on the Inter-RIC bus when 
ANYXN is deasserted and POAT M stops transmitting to its 
network segment. In this circumstance the Inter-RIC bus 
transitions to the RECEIVE COLLISION state. The repeater 
will remain in this state whilst PORT M’s collision, Tw2 colli- 
sion extension and any receive signals are present. When 
these conditions are not true, packet repetition finishes and 
the repeater enters the WA/T state. 


Figure 5.7 shows a multi-RIC system operating under trans- 
mit collision conditions. There are many different scenarios 
which may occur during a transmit collision, this figure illus- 
trates one of these. The diagram begins with packet recep- 


. tion by port A1. Port B1 experiences a collision, since it is 


not PORT N it asserts ANYXN. This alerts the main state 
machines in the system to switch from data to jam pattern 
transmission. 

Port A1 is also monitoring the ANYXN bus line. Its assertion 
forces A1 to relinquish its PORT N status, start transmitting, 


-- stop asserting ACTN and release its hold on the PSM arbi- 
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tration signals (ACKO A and ACKI B). The first bit it transmit 
will be a Manchester encoded “1” in the jam pattern. Since 
port B1 is the only port with a collision it attains PORT M 
status and stops asserting ANYXN. It does however assert 
ACTN, and exert its presence upon the PSM arbitration 
chain (forcesACKO B low). The MSMs ensure that ANYXN 
stays active and thus force all of the ports, including PORT 
M, to transmit to their segments. 


After some time port A1 experiences a collision. This arises 
from the presence of the packet being received from port 
A1’s segment and the jam signal the repeater is now trans- 
mitting onto this segment. Two packets on one segment 
results in a collision. PORT M now moves from B1 to At. 
Port A1 fulfills the same criteria as B1, i.e., it has an active 
collision on its segment, but in addition it is higher in the 
arbitration chain. This priority yields no benefits for port A1 
since the ANYXN signal is still active. There are now two 
sources driving ANYXN, the MSMs and the collision on port 
B1. 


Eventually the collision on port B1 ends and the ANYXN 
extension by the MSMs expires. There is only one collision 











5.0 Functional Description (Continued) 


on the network (this may be deduced since ANYXN is inac- 
tive) so the repeater will move to the ONE PORT LEFT 
state. The RIC system treats this state in a similar manner to 
a receive collision with POAT M fulfilling the role of the re- 
ceiving port. The difference from a true receive collision is 
that the switch from packet data to the jam pattern has 
already been made (controlled by ANYXN). Thus the 


INTER=RIC 
BUS 
STATES 


REPEATER 
STATES 


PORT N 
OR PORT At 
PORT M ‘PORT N 


(xx) PORT B1 
- PORT M 


Note: In this example the Inter-RIC bus is configured to use active low signals. 


FIGURE 5.7. Transmit Collision 
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state of COLN has no effect upon repeater operations. In 
common with the operation of the RECEIVE COLLISION 
state, the repeater remains in this condition until the colli- 
sion and receive activity on PORT M sibsides. The packet 
repetition operation completes when the 7w7 recovery time 
in the WA/T state has been performed. 

Note: In transmit collision conditions COLN will only go active if the RIC 


which contained POAT WN at the start of packet repetition contains PORT M 
during the TRANSMIT COLLISION and ONE PORT LEFT states. 


; | 2 ' ( 
REPEAT —>——-————-_ TX TO ALL ————— + _ RXCOL ——————— IDLE 


SEND DATA X TRANSMIT DOLESON 


ONE PORT LEFT WAIT 


PORT Al XxX 


PORT M 
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5.0 Functional Description (continued) 
Jabber Protection 


A repeater is required to disable transmit activity if the 
length of its current transmission reaches the jabber protect 
limit. This is defined by the specification’s 7w3 time. The 
repeater disables output for a time period defined by the 
Tw4 specification, after this period normal operation may 
resume. 


IRC 


INTER=RIC 
BUS 
STATES 


REPEATER 
STATES SEND DATA 


Figure 5.8 shows the effect of a jabber length packet upon a 
RIC based repeater system. The JABBER PROTECT state 
is entered from the SEND DATA state. While the 7w4 period 
is observed the Inter-RIC bus displays the IDLE state. This 
is misleading since new packet activity or continuous activity 
(as shown in the diagram) does not result in packet repeti- 
tion. This may only occur when the 7w4 requirement has 
been satisified. 


SS 
I AAU 


IDLE 1 
+ 


' 1 
REPEAT —>“— port ARB! ——-<— REPEAT 


JABBER 


( _—sPROTECT =— sé) 
(Note 1*) 


SEND 
PREAMBLE 


PORT N PORT Al X Xx X PORT Al 


*Note 1: The IEEE Specification does not have a jabber protect state defined in its main state diagram, this behaviour is defined in an additional MAU Jabber 


Lockup Protection state diagram. 


Note: In this example the Inter-RIC bus is configured to use active low signals. 


FIGURE 5.8. Jabber Protect 
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5.0 Functional Description (continued) 


BACKPLANE 
SIGNALS 


Bus ACTN 


Bus ANYXN 
BUS 


TRANSCEIVER 


DE RE 


Bus IRD . 


Bus IRE 
BUS 


TRANSCEIVER 
Bus IRC 


DE RE Bus COLN 


Note: DE = Bus Drive Enable Active High, RE = Bus Receive Enable active low. 
Note: In this example the inter-RIC bus is shown as using active low signals. 
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FIGURE 5.9. External Bus Transcelver Connection Diagram 
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FIGURE 5.10. Mode Load Operation 
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5.0 Functional Description (Continued) 


5.4 DESCRIPTION OF 
HARDWARE CONNECTION FOR 
INTER-RIC BUS 


When considering the hardware interface the Inter-RIC bus 
may be viewed as consisting of three groups of signals: 


1. Port Arbitration chain, namely: ACKI and ACKO. 


2. Simultaneous drive and sense signals, i.e., ACTN and 
ANYXN. (Potentially these signals may be driven by multi- 
ple devices). 


3. Drive or sense signals, i.e., IRE, IRD, IRC and COLN. 
(Only one device asserts these signals at any instance in 
time.) 

The first set of signals are either used as point to point links 
or with external arbitration logic. In both cases the load on 
these signals will not be large so that the on-chip drivers are 
adequate. This may not be true for signal classes (2) and 
(3). 
The Inter-RIC bus has been designed to connect RICs to- 
gether directly or via external bus transceivers. The latter is 
advantageous in large repeaters. In the second application 
the backplane is often heavily loaded and is beyond the 
drive capability of the on-chip bus drivers. The need for 
simultaneous sense and drive capabilities on the ACTN and 
ANYXN signals and the desire to allow operation with exter- 
nal bus transceivers makes it necessary for these bus sig- 
nals to each have a pair of pins on the RIC. One driving the 
bus the other sensing the bus signal. When external bus 
transceivers are used they must be open collector/open 
drain to allow wire-ORing of the signals. Additionally, the 
drive and sense enables of the bus transceiver should be 
tied in the active state. 


When the RIC is used in a stand alone Configuration, it is. 


required to tie ACTNp to ACTNs and ANYXNp to ANYXNs. 


The uni-directional nature of information transfer on the IRE, 
IRD, IRC and COLN signals, :means a RIC is either driving 
these signals or receivng them from the bus but not both at 
the same time. Thus a single bi-directional input/output pin 
is adequate for each of these signals. In an external bus 
transceiver is used with these signals the Packet Enable 
“PKEN” RIC output pin performs the function of a drive 
enable and sense disable. 

Figure 5.9 shows the RIC connected to the Inter-RIC bus via 
external bus transceivers, such as National’s DS3893A bus 
transceivers. 

Some bus transceivers are of the inverting type. To allow 
the Inter-RIC bus to utilize these transceivers the RIC may 


be configured to invert the active states of the ACTN, 
ANYXN, COLN and IRE signals. Instead of being active low 
they are active high. 


Thus they become active low once more when passed 
through an inverting bus driver. This is particularly important 
for the ACTN and ANYXN bus lines, since these signals 
must be used in a wired-or configuration. Incorrect signal 
polarity would make the bus unusable. 


5.5 PROCESSOR AND DISPLAY INTERFACE 


The processor interface pins, which include the data bus, 
address bus and control signals, actually perform three op- 
erations which are multiplexed on these pins. These opera- 
tions are: 


1. The Mode Load Operation, which performs a power up 
initialization cycle upon the RIC. 

2. Display Update Cycles, which are refresh operations for 
updating the display LEDs. - 

3. Processor Access Cycles, which allows P’s to commu- 

’ nicate with the RIC’s registers. 


These three operations are described below. 


Mode Load Operation © 


The Mode Load Operation is a hardware initialization proce- 
dure performed at power on. It loads vital device configura- 
tion information into on-chip configuration registers. In addi- 
tion to its configuration function the MLOAD pin is the RIC’s 
reset input. When MLOAD is low all of the RIC’s repeater 
timers, state machines, segment partition logic and hub 
management logic are reset. 


The Mode Load Operation may be accomplished by attach- 
ing the appropriate set of pull up and pull down resistors to 
the data and register address pins to assert logic high or low 
signals onto these pins, and the providing a rising edge on 


- the MLOAD pin as is shown in Figure 5.70. The mapping of 
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chip functions to the configuration inputs is shown in Table 


5.1. Such an arrangement may be performed using a simple 
resistor, capacitor, diode network. Performing the Mode 
Load Operation in this way enables the configuration of a 
RIC that is in a simple repeater system (one without a proc- 
essor). 


Alternatively in a complex repeater system, the Mode Load 
Operation may be performed using a processor write cycle. 
This would require the MLOAD pin be connected to the 
CPU’s write strobe via some decoding logic, and included in 
the processor's memory map. 











5.0 Functional Description (Continue) 
TABLE 5.1. Pin Definitions for Options in the Mode Load Operation 


Pin Programming Effect When Effect When Function 
Name Function Bit is 0 Bitis 1 
DO resv Not Permitted Required To ensure correct device operation, this bit must be written with a 
logic one during the mode load operation. 


D1 5 bits This allows the user to select one of two values for the repeater 
specification tw2 time. The lower limit (3 bits) meets the IEEE 
specification. The upper limit (5 bits) is not specification 
compliant but may provide users with higher network throughput 
by avoiding spurious network activity gaps when using coaxial 
(10BASE2, 10BASE5) network segments. 

CCLIM 31 The partition specification requires a port to be partitioned after a 
certain number of consecutive collisions. The RIC has two values 
available to allow users to customize the partitioning algorithm to 
their environment. Please refer to the Partition State Machine, in 
data sheet Section 7.3. 


LPPART Selected Not Selected | The RIC may be configured to partition a port if the segment 
transceiver does not loopback data to the port when the portis 
transmitting to it, as described in the Partition State Machine. 


OWCE Selected Not Selected | This configuration bit allows the on-chip partition algorithm to 
include out of window collisions into the collisions it monitors, as 
described in the Partition State Machine. 

TXONLY Selected Not Selected | This configuration bit allows the on-chip partition algorithm to 
restrict segment reconnection, as described in the Partition State 
Machine. 
DPART Selected Not Selected | The Partition state machines for all ports may be disabled by 
writing a logic zero to this bit during the mode load operation. 
MIN/MAX Minimum Maximum The operation of the display update block is controlled by the 
Mode Mode value of this configuration bit, as described in the Display Update 
Cycles section. 


vos6esdd 





3-31 


DP83950A 


5.0 Functional Description (Continued) 


TABLE 5.1 Pin Definitions for Options in the Mode Load Operation (Continued) 


Pin Programming | Effect When | Effect When 
Name Function Bit is 0 Bitis 1 
RA 








RA2 BINV Active High Active Low 


Signals Signals 


RA3 EXPLL External PLL | Internal PLL 


0 BYPAS1 - 
RA1 | BYPAS2 — 


Function 


These configuration bits select which of the repeater ports 
(numbers 2 to 13) are configured to use the on-chip internal 
10BASE-T transceivers or the external transceiver interface. The 
external transceiver interface operates using AUI compatible 
signal levels. 





All ports (2 to 13) use the external 
Transceiver Interface. 








Ports 2 to 7 use the external 
interface, 8 to 13 use the internal 
10BASE-T transceivers. 
Ports 2 to 5 use the external 
10BASE-T transceivers. 


interface, 6 to 13 use the internal 


All ports (2 to 13) use the internal 
10BASE-T transceivers. 


This selection determines whether the Inter-RIC signals: IRE, 
ACTN, ANYXN, COLN and Management bus signal MCRS are 
active high or low. 






if desired, the RIC may be used with an external decoder, this 
configuration bit performs the selection. 


To ensure correct device operation, this bit must be written with 
a logic one during the mode load operation. 
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5.0 Functional Description (Conteris) 


5.6 DESCRIPTION OF HARDWARE 
CONNECTION FOR PROCESSOR 
AND DISPLAY INTERFACE 


Display Update Cycles 


The RIC possesses contro! logic and interface pins which 
may be used to provide status information concerning activi- 
ty on the attached network segments and the current status 
of repeater functions. These status cycles are completely 
autonomous and require only simple support circuitry to pro- 
duce the data in a form suitable for a light emitting diode 
“LED” display. The display may be used in one of two 
modes: 


1. Minimum Mode: General Repeater Status LEDs 
2. Maximum Mode: Individual Port Status LEDs 


Minimum mode, intended for simple LED displays, makes 
available four status indicators. The first LED denotes 
whether the RIC has been forced to activate its jabber pro- 
tect functions. The remaining 3 LEDs indicate if any of the 
RIC’s network segments are: (1) experiencing a collision, (2) 
receiving data, (3) currently partitioned. When minimum dis- 
play mode is selected the only external components re- 
quired are a 74LS374 type latch, the LEDs and their current 
limiting resistors. 


Maximum mode differs from minimum mode by providing 
display information specific to individual network segments. 
This information denotes the collision activity, packet recep- 
tion and partition status of each segment. In the case of 
10BASE-T segments the link integrity status and polarity of 
the received data are also made available. The wide variety 
of information available in maximum mode may be used in 


its entirety or in part. Thus allowing the system designer to 
choose the appropriate complexity of status display com- 
mensurate with the specification of the end equipment. 


The signals provided and their timing relationships have 
been designed to interface directly with 74LS259 type ad- 
dressable latches. The number of latches used being de- 
pendant upon the complexity of the display. Since the latch- 
es are octal, a pair of latches is needed to display each type 
of segment specific data (13 ports means 13 latch bits). The 
accompanying tables (5.1 and 5.2) show the function of the 
interface pins in minimum and maximum modes. Figure 5.12 
shows the location of each port’s status information when 
maximum mode is selected. This may be compared with the 
connection diagram Figure 5.77. 


Immediately following the Mode Load Operation (when the 
MLOAD pin transitions to a high logic state), the display 
logic performs an LED test operation. This operation lasts 
one second and while it is in effect all of the utilized LEDs 
will blink on. Thus an installation engineer is able to test the 
operation of the display by forcing the RIC into a reset cycle 
(MLOAD forced low). The rising edge on the MLOAD pin 
starts the LED test cycle. During the LED test cycle the 
RIC does not perform packet repetition operations. 


The status display possesses a capability to lengthen the 
time an LED is active. At the end of the repetition of a pack- 
et, the display is frozen showing the current activity. This 
freezing lasts for 30 milliseconds or until a subsequent 
packet is repeated. Thus at low levels of packet activity the 
display stretches activity information to make it discernable 
to the human eye. At high traffic rates the relative bright- 
ness of the LEDs indicates those segments with high or low 
activity. - 


TABLE 5.2. Status Display Pin Functions in Minimum Mode 


Signal Pin Name 
DO No operation 


Function in MINIMUM MODE 


D1. Provides status information indicating if there is a collision occurring on one of the segments attached to this 


RIC. 


D2 . Provides status information indicating if one of this RIC’s ports is receiving a data or collision packet from a 


segment attached to this RIC. 


Provides status information indicating that the RIC has experienced a jabber protect condition. 


Provides Status information indicating if one of the RIC’s segments is partitioned. 


No operation 


This signal is the latch enable for the 374 type latch. 


This signal is held at a logic one. — 
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5.0 Functional Description (Continued) 
Table 5.3 Status Display Pin Functions in MAXIMUM MODE 


Signal Pin 


Function in Maximum Mode 
Name 


DO Provides status information concerning the Link Integrity status of 1OBASE-T segments. This signal should be 
connected to the data inputs of the chosen pair of 74LS259 latches. 


D1 Provides status information indicating if there is a collision occurring on one of the segments attached to this RIC. 
This signa! should be connected to the data inputs of the chosen pair of 74LS259 latches. 


D2 Provides status information indicating if one of this RIC’s ports is receiving a data or a collision packet from its 
segment. This signal should be connected to the data inputs of the chosen pair of 74LS259 latches. 


D3 Provides Status information indicating that the RIC has experienced a jabber protect condition. Additionally it 
denotes which of its ports are partitioned. This signal should be connected to the data inputs of the chosen pair of 
74LS259 latches. 


Provides status information indicating if one of this RIC’s ports is receiving data of inverse polarity. This status 
output is only valid if the port is configured to use its internal 1OBASE-T transceiver. The signal should be. 
connected to the data inputs of the chosen pair of 74LS259 latches. 


These signals provide the repeater port address corresponding to the data available on D(4:0). 


This signal is the latch enable for the lower byte latches, that | is the 74LS259s which cepey information concerning 
ports 1 to 7. 


This signal is the latch enable for the upper byte latches, that is the 74LS259s which display information concerning 
ports 8 to 13. 


Maximum Mode LED Definitions 


74LS259 Latch Inputs = STRO 


259 Output Q7 
259 Addr $2-0 111 


RIC Port Number age er se a ee 7 
Ricboase#1 | | unk | unk nk | unk | LINK | _LINK 
ricpizs9#2 | aco. | cor | co | co | co | co | co | co 
ricb22s9#3 | anec | Rec | Rec | rec | Rec | nec | REC | REC 
RIC D3 259 #4 PART 
ricpazsoes =| || poror | sppor_| soro. | apro. | sopo. | BoPoL 


74LS259 (or Equiv.) Latch Inputs = STR1 


assoutput | co | ct | ce] ws ||| we |r 
assaddrsz-0 | 00 | oot_—| oro | ott__ 101 
icPortNumber_ | 8 | oo | to | ts | te Ts 
RIC 00259 #6 
nicoiasee7 | co. | cor | co._| co. | co | co 
Rico22se#s | rec | rec | Rec | rec | Rec | REC | 
RIC D3 259 #9 
RIC D4 269 #10 


This shows the LED Output Functions for the LED Drivers when 74LS259s are used. The top table refers to the bank of 4 74LS259s latched with STRO, and the 
lower table refers to the bank of 4 74LS259s latched with STR1. For example the RIC’s DO data signal goes to 259 #1 and #5. These two 74LS259s then drive the 
LINK LEDs). 
Note: ACOL = Any Port Collision, AREC = Any Port Reception, JAB = Any Port Jabbering, LINK = Port Link, COL = Port Collision, REC = Port Reception, 
PART = Port Partitioned, BDPOL = Bad (inverse) Polarity or received data. 

FIGURE 5.12 
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5.0 Functional Description (Continued) 
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FIGURE 5.13. Processor Connection Diagram 
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5.0 Functional Description (Continued) 


Processor Access Cycles 


Access to the RIC's on-chip registers is made via its proces- 
sor interface. This utilizes conventional non-multiplexed ad- 
dress (five bit) and data (eight bit) busses. The data bus is 
also used to provide data and address information to off 
chip display latches during display update cycles. While per- 
forming these cycles the RIC behaves as a master of its 
data bus. Consequently a TRI-STATE bi-directional bus 
transceiver, e.g., 74LS245 must be placed between the RIC 
and any processor bus. 


The processor requests a register access by asserting the 
read “RD” or write “WR” input strobes. The RIC responds 
by finishing any current display update cycle and asserts the 
tri-state buffer enable signal “BUFFEN”. If the processor 
cycle is a write cycle then the RIC’s data buffers are dis- 
abled to prevent contention. In order to interface to the RIC 
in a processor controlled system it is likely a PAL device will 
be used to perform the following operations: 


1. Locate the RIC in the processor’s memory map (address 
decode), 


2. Generate the RIC’s read and write strobes, 


3. Control the direction signal for the 74LS245. 


An example of the processor and display interfaces is 
shown in Figure 5.73. 


6.0 Hub Management Support 


The RIC provides information regarding the status of its 
ports and the packets it is repeating. This data is available in 
three forms: 


1. Counted Events—Network events accumulated into the 
RIC’s 16-bit Event Counter Registers. 


2. Recorded Events—Network events that set bits in the 
Event Record Registers. 


3. Hub Management Status Packets—This is information 
sent over the Management Bus in a serial function to be 
decoded by an Ethernet Controller board. 


The counted and recorded event information is available 
through the processor interface. This data is port specific 
and may be used to generate interrupts via the Event Log- 
ging Interrupt “ELI” pin. Since the information is specific to 
each port, each repeater port has its own event record reg- 
ister and event counter. The counters and event record reg- 
isters have user definable masks which enable them to be 
configured to count and record a variety of events. The 
counters and record registers are designed to be used to- 
gether so that detailed information, i.e., a count value can 
be held on-chip for a specific network condition, and more 
general information, i.e., certain types of events have oc- 
curred, may be retained in on-chip latches. Thus the user 
may configure the counters to increment upon a rapidly oc- 
curring event (most likely to be used to count collisions), 
and the record registers may log the occurrence of less 
frequent error conditions such as jabber protect packets. 
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6.1 EVENT COUNTING FUNCTION 


The counters may increment upon the occurrence of one of 
the categories of event as described below. 


Potential sources for Counter increment: 


Jabber Protection (JAB): The port counter increments if 
the length of a received packet from its associated port, 
causes the repeater state machine to enter the jabber pro- 
tect state. 


Elasticity Buffer Error (ELBER): The port counter incre- 
ments if a Elasticity Buffer underflow or overilow occurs dur- 
ing packet reception. The flag is held inactive if a collision 
occurs during packet reception or if a phase lock error, de- 
scribed below, has already occurred during the repetition of 
the packet. 


Phase Lock Error (PLER): A phase lock error is caused if 
the phase lock loop decoder looses lock during packet re- 
ception. Phase lock onto the received data stream may or 
may not be recovered later in the packet and data errors 
may have occurred. This flag is held inactive if a collision 
occurs. 


Non SFD Packet (NSFD): If a packet is received and the 
start of frame delimiter is not found, the port counter will 
increment. Counting is inhibited if the packet suffers a colli- 
sion. 


Out of Window Collision (OWC): The out of window colli- 
sion flag for a port goes active when a collision is experi- 
enced outside of the network slot time. 


Transmit Collision (TXCOL): The transmit collision flag for 
a portis enabled when a transmit collision is experienced by 
the repeater. Each port experiencing a collision under these 
conditions is said to have suffered a transmit collision. 


Receive Collision (RXCOL): The receive collision flag for a 
port goes active when the port is the receive source of net- 
work activity and suffers a collision, provided no other net- 
work segments experience collision then the receive colli- 
sion flag for the receiving port will be set. 


Partition (PART): The port counter increments when a port 
becomes partitioned. 


Bad Link (BDLNK): The port counter increments when a 
port is configured for 1OBASE-T operation has entered the 
link lost state. 


Short Event reception (SE): The port counter increments if 
the received packet is less than 74 bits long and no collision 
occurs during reception. 


Packet Reception (REC): When a packet is received the 
port counter increments. 


In order to utilize the counters the user must choose, from 
the above list, the desired statistic for counting. This counter 
mask information must be written to the appropriate, Event 
Count Mask Register. There are two of these registers, the 
Upper and Lower, Event Count Mask registers. For the ex- 
act bit patterns of these registers please see Section 8 of 
the data sheet. 


For example if the counters are configured to count network 
collisions and the appropriate masks have been set, then 
whenever a collision occurs on a segment, this information 
is latched by the hub management support logic. At the end 
of repetition of the packet the collision status, respective to 
each port, is loaded into that port’s counter. This operation 
is completely autonomous and reaungs no processor inter- 
vention. 
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6.0 Hub Management Support (continued) 


Each counter is 16 bits long and may be directly read by 
the processor. Additionally each counter has a number of 
decodes to indicate the current value of the count. There 
are three decodes: 


Low Count (a value of OOFF Hex and under), 
High Count (a value of C000 Hex and above), 
Full Count (a value of FFFF Hex). 


The decodes from each counter are logically “ORed” to- 
gether and may be used as interrupt sources for the ELI 
interrupt pin. Additionatly the status of these bits may be 
observed by reading the Page Select Register (PSR), (see 
Section 8 for register details). In order to enable any of 
these threshold interrupts, the appropriate interrupt mask bit 
must be written to the Management and Interrupt Configura- 
tion Register; see Section 8 for register details. 


In addition to their event masking functions the Upper Event 
Counting Mask Register (UECMR) possesses two bits 
which control the operation of the counters. When written to 
a logic one, the reset on read bit “ROR” resets the counter 
after a processor read cycle is performed. If this operation is 
not selected then in order to zero the counters they must 
either be written with zeros by the processor or allowed to 
roll over to all zeros. The freeze when full bit “FWF” pre- 
vents counter roll over: by inhibiting count up cycles (these 
happen when chosen events occur), thus freezing the par- 
ticular counter at FFFF Hex. 


The port event counters may also be controlled by the 
Counter Decrement (CDEC) pin., As its name suggests a 
logic low state on this pin will decrement all the counters by 
a single value. The pulses on CDEC are internally synchro- 
nized and scheduled so as not to conflict with any “up 


counting” activity. If an up count and a down count occur 
simultaneously then the down count is delayed until the up 
count has completed. This combination of up and down 
counting capability enables the RIC’s on-chip counters to 
provide a simple rolling average or be used as extensions of 
larger off chip counters. 
Note: If the FWF option is enabled then the count down operation is dis- 
. abled from those registers which have reached FFFF Hex and conse- 
quently have been frozen. Thus, if FWF is set and CDEC has been 
employed to provide a rate indication. A frozen counter indicates that 
a rate has been detected which has gone out of bounds, i-e., too fast 
increment or.too slow increment. tf the low count and high count 
decodes are employed as either interrupt sources or in a polling cycle, 
the direction of the rate excursion may be determined. 


Reading the Event Counters 


The RIC’s external data bus is eight bits wide, since the 
event counters are 16 bits long two processor read cycles 
are required to yield the counter value. In order to ensure 
that the read value is correct and to allow simultaneous 
event counts with processor accesses, a temporary holding 
register is empioyed. A read cycle to either the lower or 
upper byte of a counter, causes both bytes to be latched 
into the holding register. Thus when the other byte of the 
counter is obtained the holding register is accessed and not 
the actual counter registe;. This ensures that the upper and 
lower bytes contain the value sampled at the same instance 
in time, i.e., when the first read cycle to that counter oc- 
curred. 


There is no restriction concerning whether the upper or low- 
er byte is read first. However to ensure the ‘‘same instance 
value” is obtained, the reads of the upper then lower byte 
(or vice versa) should be performed as consecutive reads of 
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the counter array. Other NON COUNTER registers may be 
read in between these read cycles and also write cycles 
may be performed. If another counter is read or the same 
byte of the original counter is read, then the holding register 
is updated from the counter array and the unread byte is 
lost. 


If the reset on read option is employed then the counter is 
reset after the transfer to the holding register is performed. 
Processor read and write cycles are scheduled in such a 
manner that they do not conflict with count up or count 
down operations. That is to say, in the case of a processor 
read the count value is stable when it is loaded into the 
holding register. In the case of a processor write, the newly 
written value is stable so it maybe incremented or decre- 
ment by any subsequent count operation. During the period 
the MLOAD pin is low, (power on reset) all counters are 
reset to zero and all count masks are forced into the dis- 
abled state. Section 8 of the data sheet details the address 
location of the port event counters. 


6.2 EVENT RECORD FUNCTION 


As previously stated each repeater port has its own Event 
Recording Register. This is an 8-bit status register each bit 
is dedicated to logging the occurrence of a particular event 
(see Section 8 for detailed description). The logging of 
these events is controlled by the Event Recording Mask 
Register, for an event to be recorded the particular mask bit 
must be set, (see Section 8 description of this register). Sim- 
ilar to the scheme employed for the event counters, the 
recorded events are latched during the repetition of a pack- 
et and then automatically loaded into the recording registers 
at the end of transmission of a packet. When one of the 
unmasked events occurs, the particular port register bit is 
set. This status is visible to the user. All of the register bits 
for all of the ports are logically “ORed” together to produce 
a Flag Found “FF” signal. This indicator may be found by 
reading the Page Select Register. Additionally an interrupt 
may be generated if the appropriate mask bit is enabled in 
the Management and Interrupt Configuration Register. 


A processor read cycle to a Event Record Register resets 
any of the bits set in that register. Read operations are 
scheduled to guarantee non changing data during a read 
cycle. Any internal bit setting event which immediately fol- 
lows a processor read will be successful. The events which 
may be recorded are described below: 


Jabber Protection (JAB): This flag goes active if the length 
of a received packet from the relevant port, causes the re- 
peater state machine to enter the Jabber Protect state. 


Elasticity Buffer Error (ELBER): This condition occurs if 
an Elasticity Buffer underflow or overflow occurs during 
packet reception. The flag is held inactive if a collision oc- 
curs during packet reception or if a phase lock error has 
already occurred during the repetition of the packet. 


Phase Lock Error (PLER): A phase lock error is caused if 
the phase lock loop decoder loses lock during packet re- 
ception. Phase lock onto the received data stream may or 
may not be recovered later in the packet and data errors 
may have occurred. This flag is held inactive if a collision 
occurs. 

Non SFD Packet (NSFD): If a packet is received and the 
start of frame delimiter is not found, the flag will go active. 
The flag is held inactive if a collision occurs in during packet 
repetition. 











6.0 Hub Management Support (Continueg) 


Out of Window Collision (OWC): The out of window colli- 
sion flag for a port goes active when a collision is experi- 
enced outside of the network slot time. 


Partition (PART): This flag goes active when a port be- 
comes partitioned. 


Bad Link (BDLNK): The flag goes active when a port is 
configured for 10BASE-T operation has entered the link lost 
state. 


Short Event reception (SE): This flag goes active if the 
received packet is less than 74 bits long and no collision 
occurs during reception. 


6.3 MANAGEMENT INTERFACE OPERATION 


The HUB Management interface provides a mechanism to 
combine repeater status information with packet information 
to form a hub management status packet. The interface, a 
serial bus consisting of carrier sense, received clock and 
received data, is designed to connect one or multiple RIC’s 
over a backplane bus to a DP83932 “‘SONIC” network con- 
troller. The SONIC and the RICs form a powerful entity for 
network statistics gathering. 


The interface consists of four pins: 


MRXC Management Receive Clock—10 MHz NRZ 
Clock output. 


Management Carrier Sense—Input/Output indi- 
cating of valid data stream. 


Management Receive Data—NRZ Data output 
synchronous to MRXC. 


Packet Compress—Input to truncate the pack- 
et’s data field. 


The first three signals mimic the interface between an 
Ethernet controller and a phase locked loop decoder (spe- 
cifically the DP83932 SONIC and DP83910 SNI), these sig- 
nals are driven by the RIC receiving the packet. MRXC and 
MRXD compose an NRZ serial data stream compatible with 
the DP83932. The PCOMP signal is driven by logic on the 
processor board. The actual data stream transferred over 
MRXD is derived from data transferred over the IRD Inter- 
RIC bus line. These two data streams differ in two important 
characteristics: 


1. At the end of packet repetition a hub management status 
field is appended to the data stream. This status field, 
consisting of 7 bytes is shown in Figure 6.7 and 6.2. The 
information field is obtained from a number of packet 
status registers described below. In common with the 
802.3 protocol the least significant bit of a byte is trans- 
mitted first. 


2. While the data field of the repeated packet is being trans- 
ferred over the management bus, received clock signals 
on the MRXC pin may be inhibited. This operation is un- 
der the control of the Packet Compress pin PCOMP. If 
PCOMP is asserted during repetition of the packet then 
MRXC signals are inhibited when the number of bytes 
(after SFD) transferred over the management bus equals 
the number indicated in the Packet Compress Decode 
Register. This register provides a means to delay the ef- 
fect of the PCOMP signal, which may be generated early 
in the packet’s repetition, until the desired moment. Pack- 
et compression may be used to reduce the amount of 


MCRS 
MRXD 


PCOMP 
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memory required to buffer packets when they are received 
and are waiting to be processed by hub management soft- 
ware. In this kind of application an address decoder, which 
forms part of the packet compress logic, would monitor the 
address fields as they are received over the management 
bus. If the destination address is not the address of the 
management node inside the hub, then packet compression 
could be employed. In this manner only the portion of the 
packet meaningful for hub management interrogation, i.e., 
the address fields, is transferred to the SONIC and is buff- 
ered in memory. 


If the repeated packet ends before PCOMP is asserted or 
before the required number of bytes have been trans- 
ferred, then the hub management status field is directly 
appended to the received data at a byte boundary. If the 
repeated packet is. significantly longer than the value in 
the Decode Register requires and PCOMP is asserted the 
status fields will be delayed until the end of packet repeti- 
tion. During this delay period MRXC clocks are inhibited 
but the MCRS signal remains asserted. 

Note: If PCOMP is asserted late in the packet, i.e., after the number of bytes 
defined by the packet compression register, then ae one 
will not occur. 

The Management Interface may be fine tuned to meet the 

timing consideration of the SONIC and the access time of 

its associated packet memory. This refinement may be per- 
formed in two ways: 


1. The default mode of operation of the Management inter- 
face is to only transfer packets over the bus which have a 


start of frame delimiter. Thus ‘“‘packets” that are only pre-: 


amble/jam and do not convey any source or destination 
address information are inhibited. This filtering may be 


disabled by writing a logic zero to the Management Inter- 


face Configuration or “MIFCON” bit in the Management 


and Interrupt Configuration Register. See Section 8 for | 


details. 


2. The Management bus has been designed to accommo- 
date situations of maximum network utilization, for exam- 
ple when collision generated fragments occur; (these col- 
lision fragments may violate the IEEE802.3 IFG specifica- 
tion). The IFG required by the SONIC is a function of the 
time taken to release space in the receive FIFO and to 
perform end of packet processing (write status informa- 
tion into memory). These functions are primarily memory 
operations and consequently depend upon the bus laten- 
cy and the memory access time of the system. In order to 
allow the system designer some discretion in choosing 
the speed of this memory, the RIC may be configured to 
protect the SONIC from a potential FIFO overflow. This is 
performed by utilizing the Inter Frame Gap Threshold Se- 
lect Register. 


The value held in this register, plus one, detines: in’ net- 
work bit times, the minimum allowed gap between frames 
on the management bus. If the gap is smaller than this 
number then MCRS is asserted but MRXC clocks are in- 
hibited. Consequently no data transfer is performed. 
Thus the system designer may make the decision wheth- 
er to gather statistics on all packets even if they occur 
with very small IFGs or to monitor a subset. 

The status field, shown in Figure 6.7, contains information 

which may be conveniently analyzed by considering it as 
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6.0 Hub Management Support (Continue 
providing information of six different types. They are held in 
seven Packet Status Registers “PSRs”: 

. The RIC and port address fields [PSR(0) and an can 
uniquely identify the repeater port receiving the packet 
out of a potential maximum of 832 ports sharing the same 
management bus (64 RICs each with 13 ports). Thus all 
of the other status fields can be correctly attributed to the 
relevant port. 

. The status flags the RIC produces for the event counters 
or recording latches are supplied with each packet 
[PSR(2)]. Additionally the clean receive CLN status is 
supplied to ‘allow the user to determine the reliability of 
the address fields in the packet. The CLN status bit 

' [PSR(1)] is set if no collisions are experienced during the 
” repetition of the address fields. 

. The RIC has an on-chip timer to indicate when, relative to 
the start of packet repetition, a collision, if any, occurred 

' [PSR(3)]. There is also a timer which indicates how many 
bit times of IFG was seen on the network between repeti- 
tion of this packet and the preceding one. This is provid- 
ed by [PSR(6)]. 

. lf packet compression is employed, the receive byte 
count contained in the SONIC’s packet descriptor will in- 
dicate the number of bytes transferred over the manage- 

- ment bus rather than the number of bytes in the packet. 
For this reason the RIC which receives the packet, 


Packet Status 
Register PSR 


PSR(0) 
PSR(1) . 
PSR(2) 
PSR(3) 
Collision Bit 
Timer: : 
PSR(4) 

Lower Repeat 
Byte Count 
PSR(5) © 
Upper Repeat’ 
Byte Count 
PSR(6) 

Inter Frame 
Gap Bit Timer 


CBT7 





IBT7 © 


d) 


eee eee So ee eee 
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CBT3” CBT2 CBT 


counts the number of received bytes and transfers this over 
the management bus [PSR(4), (5)]. - 


5. Appending a status field to a data packet will obviously 
result in a CRC error being flagged by the SONIC. For this 
reason the RIC monitors the repeated data stream to 
check for CRC and FAE errors. In the case of FAE errors 
the RIC provides additional dummy data bits, so that the 
status fields are always byte aligned. 


. As a final check upon the effectiveness of the manage- 
ment interface, the RIC transfers a bus specific status bit 
to the SONIC. This flag Packet Compress Done PCOMPD 
{[PSR(0)], may be monitored by hub management soft- 
ware to check if the pernet compression operation is en- 
abled. 


Figure 6.2 shows an example of a packet being transmitted 
over the management bus. The first section of the diagram 
(moving from left to right) shows a short preamble and SFD 
pattern. The second region contains the packet's address 
and the start of the data fields. During this time logic on the 
processor/SONIC card would determine if packet compres- 
sion should be used on this packet. The PCOMP signal is 
asserted and packet transfer stops when the number of 
bytes transmitted equals the value defined in the decode 
register. Hence the MRXC signal is idle for the remainder of 
the packet's data and CRC fields. The final region shows 
the transfer of the RIC’s seven bytes of packet status. 


The following pages describe these Hub Management regis- 
ters which constitute the management status field. 


| PCOMPD: | resv. 
PAO 


CBT8 


_ CBTO 


RBY4 RBY3 RBY2 RBY1 


RBY12 RBY11 RBY10 
IBT4 IBT3 IBT2 





Note: These registers may only be reliably accessed via the mangement interface. Due to the nature of these registers they may not be accessed (read or write 


Oot) via the processor interface. 


FIGURE 6.1. Hub Management Status Field 
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Note: In this example the Management Bus is configured to use active low signals. 


FIGURE 6.2. Operation of the seiasuonient Bus 
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6.0 Hub Management Support (Continued) 


Packet Status Register 0 


D7 D6 D5 Ds D3 _ be2 D1 Do 


Bit 


DO resv 


D1 PCOMPD 


D(7:2) A(5:0) 


Description 


RESERVED FOR FUTURE USE: This bit is currently undefined, management software should not 
examine the state of this bit. 


PACKET COMPRESSION DONE: If packet compression is utilized, this bit informs the user that 
compression was performed, i.e., the packet was long enough to require compression. 


RIC ADDRESS (5:0): This address is defined by the user and is supplied when writing to the RIC Address 
Register. It is used by hub management software to distinguish between RICs in a multi-RIC system. 


Packet Status Register 1 


D7 D6 D5 D4 D3 D2 D1 DO 


Bit 
D(3:0) PA(3:0) 
CLN 


Description 
PORT ADDRESS: This field defines the port which is receiving the packet. 


CLEAN RECEIVE: This bit is asserted from the start of reception, and is deasserted if a collision occurs 
within a window from the start of reception to the end of the 13th byte after SFD detection. If no SFD is 
detected the window is extended to the end of reception. 


COLLISION: If a receive or transmit collision occurs during packet repetition the collision bit is asserted. 


FRAME ALIGNMENT ERROR: This bit is asserted if a Frame Alignment Error occurred in the repeated 
packet. : 


CRC ERROR: This bit is asserted if a CRC Error occurred in the repeated packet. 
This status flag should not be tested if the COL bit is asserted since the error may be simply due to the 
collision. 
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6.0 Hub Management Support (continue) 


Packet Status Register 2 


D7 ~—siwG D5 D4 D3 D2 D1 DO 
[se _| owc | nsro | per | eveer | vas | cats | care | 


Bit Symbol 
ho) CT(9:8) 
D2 JAB 

jabber protect condition. 
D3 ELBER 


D4 PLER 
lock loop decoder to lose lock. 


NSFD 


Description 


COLLISION TIMER BITS 9 AND 8: These two bits are the upper bits of the collision bit timer. 
JABBER EVENT: This bit indicates that the receive packet was so long the repeater W was forced to gointoa 


ELASTICITY BUFFER ERROR: During the packet an Elasticity Buffer under/overflow occurred. 
PHASE LOCK LOOP ERROR: The packet suffered sufficient jitter/ noise corruption to cause the ils 


NON SFD: The repeated packet did not contain a Start of Frame Delimiter. When this bit is set the Repeat 


Byte Counter counts the length of the entire packet. When sis bit is not set the byte counter only counts 


post SFD bytes. 


Note: The operation of this bit is not inhibited by the occurrence of a collision during packet repetition (see description of the 


Repeat Byte Counter below). 


D6 OUT OF WINDOW COLLISION: The packet suffered an out of window collision. 
D7 SHORT EVENT: The receive activity was so small it met the criteria to be classed as a short event. 


The other registers comprise the remainder of the collision 
timer register [PSR(3)], the Repeat Byte Count registers 
[PSR(4), (5)], and the Inter Frame Gap Counter “IFG” regis- 
ter [PSR(6)]. 


Collision Bit Timer 


The Collision Timer counts in bit times the time between the 
start of repetition of the packet and the detection of the 
packet's first collision. The Collision counter increments as 
the packet is repeated and freezes when a collision occurs. 
The value in the counter is only valid when the collision bit 
“COL” in [PSR(1)] is set. 


Repeat Byte Counter 


The Repeat Byte Counter is a 16 bit counter which can per- 
form two functions. In cases where the transmitted packet 
possesses an SFD, the byte counter counts the number of 
received bytes after the SFD field. Alternatively if no SFD is 
repeated the counter reflects the length of the packet, 
counted in bytes, starting at the beginning of the preamble 
field. When performing the latter function the counter is 
shortened to 8 bits. Thus the maximum count value is 255 
bytes. The mode of counting is indicated by the “NSFD” bit 
in [PSR(2)]. In order to check if the received packet was 
genuinely a Non-SFD packet, the status of the COL bit 
should be checked. During collisions SFD fields may be lost 
or created, Management software should be robust to this 
kind of behaviour. 


Inter Frame Gap (IFG) Bit Timer 


The IFG counter counts in bit times the period in between 
repeater transmissions. The IFG counter increments when- 
ever the RIC is not transmitting a packet. If the IFG is long, 
i.e., greater than 255 bits the counter sticks at this value. 
Thus an apparent count value of 255 should be interpreted 
as 255 or more bit times. 
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6.4 DESCRIPTION OF HARDWARE 
CONNECTION FOR MANAGEMENT INTERFACE 


The RIC has been designed so it may be connected to the 
Management bus directly or via external bus transceivers. 
The latter is advantageous in large repeaters. In this appli- 
cation the system backplane is often heavily loaded beyond 
the drive capabilities of the on-chip bus drivers. 


The uni-directional nature of information: transfer on the 
MCRS, MRXD and MRXC signals, means a single open 
drain output pin is adequate for each of these signals. The 
Management Enable (MEN) RIC output pin performs the 
function of a drive enable for an external bus transceiver if 
one is required. 

In common with the Inter-RIC bus signals ACTN, ANYXN, 
COLN and IRE the MCRS active level asserted by the 
MCRS output is determined by the state of the BIy Mode 
Load configuration bit. 


7.0 Port Block Functions 


The RIC has 13 port logic blocks (one for each network 

connection). In addition to the packet repetition operations 

already described, the port block performs two other func- 

tions: 

1. The physical connection to the network segment (trans- 
ceiver function). 

2. It provides a means to protect the network from malfunc- 
tioning segments (segment partition). 

Each port has its own status register. This register allows 

the user to determine the current status of the port and 

configure a number of port specific functions. 
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7.0 Port Block Functions (Continuea) 

7.1 TRANSCEIVER FUNCTIONS 

The RIC may connect to network segments in three ways: 
1. Over AUI cable to transceiver boxes, 

2. Directly to board mounted transceivers, 

3. To twisted pair cable via a simple interface. 


The first method is only supported by RIC port 1 (the AUI 
port). Options (2) and (3) are available on ports 2 to 13. The 
selection of the desired option is made at device initializa- 
tion during the Mode Load operation. The Transceiver By- 
pass XBYPAS configuration bits are used to determine 
whether the ports will utilize the on-chip 10BASE-T trans- 
ceiver or bypass these in favour of external transceivers. 
Four possible combinations of port utilization are supported: 


All ports (2 to 13) use the external Transceiver Interface. 


Ports 2 to 5 use the external interface, 6 to 13 use the 


internal 10BASE-T transceivers. 


Ports 2 to 7 use the external interface, 8 to 13 use the 
internal 10BASE-T transceivers. 


All ports (2 to 13) use the internal 10BASE-T transceivers: 


10BASE-T Transceiver Operation 


The RIC contains virtually all the digital and analog circuits 
required for connection to 10BASE-T network segments. 
The only additional active component is an external driver 
packet. The connection for a RIC port to a 10BASE-T seg- 
ment is shown in Figure 7.7. The diagram shows the compo- 
nents required to connect one of the RIC’s ports to a 
10BASE-T segment. The major components are the driver 
package, a member of the TAACT family, and an integrated 
filter/choke network. 


The operation of the 10BASE-T transceiver’s logical func- 
tions may be modified by software control. The default 
mode of operation is for the transceivers to transmit and 
expect reception of link pulses. This may be modified if a 
logic one is written to the GDLNK bit of a port’s status regis- 
ter. The port’s transceiver will operate normally but will not 
transmit link pulses nor monitor their reception. Thus the 
entry to a link fail state and the associated modification of 
transceiver operation will not occur. 


The on-chip 10BASE-T transceivers automatically detect 
and correct the polarity of the received data stream. This 
polarity detection scheme relies upon the polarity of the re- 
ceived link pulses and the end of the packet waveform. Po- 
larity detection and correction may be disabled under soft- 
ware control as follows: 


1) Write the value 07H to the Page Select Register (address 
10H). 

2) Write the value 02H to the address 11H. (Note that ad- 
dress 11H will read back OOH after writing 02H to it). 


This is the only exception for accessing any of the reserved 
pages 4 to 7. 


External Transceiver Operation 


RIC ports 2 to 13 may be connected to media other than 
twisted-pair by opting to bypass the on-chip transceivers. 
When using external transceivers the user must have the 
external transceivers perform collision detection and the 
other functions associated with an IEEE 802.2 Media Ac- 
cess Unit. Figure 7.2 shows the connection between a re- 
peater port and a coaxial transceiver using the AUI type 
interface. 


7.2 SEGMENT PARTITION 


Each of the RIC’s ports has a dedicated state machine to 
perform the functions defined by the IEEE partition algo- 


‘rithm as shown in Figure 7.3. To allow users to customize 


this algorithm for different applications a number of user 
selected options are available during device configuration at 
power up (the Mode Load Cycle). 


Five different options are provided: 


1. Operation of the 13 partition state machines may be dis- 
abled via the disable partition DPART coananen bit 
(Pin D6). 


-2. The value of consecutive counts required to ‘partion a: 


segment (the CCLimit specification) may be set at either 
31 or 63 consecutive collisions. 


3. The use of the TW5 specification in the partition algorithm 

- differentiates between collisions which occur early in a 
packet (before TW5 has elapsed) and those which occur 
late in the packet (after TW5 has elapsed). These late or 
“out of window” collisions can be regarded in the same 
manner as early collisions if the Out of Window Collision 
Enable OWCE option is selected. This configuration bit is 
applied to the D4 pin during the Mode Load operation. - 
The use of OWCE delays until the end of the packet the 
operation of the state diagram branch marked (1) and 
enables the branch marked (2) in Figure 7.3. 


. The operation of the ports’ state machines when recon- 
necting a segment may also be modified by the user. The 
Transmit Only TXONLY configuration bit allows the user 
to prevent segment reconnection unless the reconnect- 
ing packet is being sourced by the repeater. In this case 

. the repeater is transmitting on to the segment, rather 
than the segment transmitting when the repeater is idle. 
The normal mode of reconnection does not differentiate 
between such packets. The TXONLY configuration bit is 
input on Pin D5 during the Mode Load cycle. If this option 
is selected the operation of the state machine branch 
marked (3) in Figure 7.3 is affected. 


. The RIC may be configured to use an additional criterion 
for segment partition. This is referred to as loop back 
Partition. If this operation is selected the partition state 
machine monitors the receive and collision inputs from a 
network segment to discover if they are active when the 
port is transmitting. Thus determining if the network trans- 
ceiver is looping back the data pattern from the cable. A 
port may be partitioned if no data or collision signals are 
seen by the partition logic in the following window: 61 to 
96 network bit times after the start of transmission see 
data sheet Section 8 for details. A segment partitioned by 
this operation may be reconnected in the normal manner. 


In addition to the autonomous operation of the partition 
state machines, the user may reset these state machines. 
This may be done individually to each port by writing a logic 
one to the PART bit in its status register. The port’s partition 
state machine and associated counters are reset and the 
port is reconnected to the network. The reason why a port 
become partitioned may be discovered by the user by read- 
ing the port’s status register. 











7.0 Port Block Functions (Continued) 
7.3 PORT STATUS REGISTER FUNCTIONS 


Each RIC port has its own status register. In addition to 
providing status concerning the port and its network seg- 
ment the register allows the following operations to be per- 
formed upon the port: 


1. Port disable 

2. Link Disable 

3. Partition reconnection 

4. Selection between normal and reduced squelch levels 


RIC 


Note that the link disable and port disable functions are mu- 
tually exclusive functions, i.e., disabling link does not affect 
receiving and transmitting from/to that port and disabling a 
port does not disable link. 

When a port is disabled packet transmission and reception 


between the port’s segment and the rest of the network is 
prevented. 


INTEGRATED TWISTED PAIR 


FILTER/ TRANSFORMER 


74ACTxxx 
DRIVER 

PACKAGE 
Recommended Modules: 
Pulse Engineering PE65431, Filter-Transformer-Choke 
Pulse Engineering PE65423, PE65424 (SIP) Filter-Transformer-Choke 
Valor FL1012, Filter-Transformer-Choke 
Belfuse 0556-3392-00 Filter-Transformer-Choke 
Belfuse 0556-3899-02 Buffer-Filter-Transformer-Choke 


TRANSFORMER & 
FILTERS 


TELEPHONE 
CONNECTOR 


TL/F/11096-19 


FIGURE 7.1. Port Connection to a 10BASE-T Segment 
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7.0 Port Block Functions (continued) 
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FIGURE 7.2. Port Connection to a 10BASE2 Segment (AUI Interface Selected) 


The preceding diagrams show a RIC port (Numbers 2 to 13) connected to a 10BASE-T and a 10BASE2 segment. The values of any components not indicated 
above are to be determined. i ; : 
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7.0 Port Block Functions (continued) 


COUNT CLEAR 


CC(x)=0 
DATAIN(X)=DIPRESENT(X) 
COLLIN(X)=CIPRESENT(X) 


DIPRESENT(X)=Il*_ 
CIPRESENT(X)=SQE 


COLLISION COUNT IDLE 


DATAIN(X)=DIPRESENT(X) 
COLLIN(X)=CIPRESENT(X) 


CIPRESENT(X)=SQE 


VTWSDONE* 
) DIPRESENT(X)=i 
(1) | CPRESENT(X)=SQE 


WATCH FOR COLLISION 


STARTWS 
DATAIN(X)=DIPRESENT(X) 
COLLIN(X)=CIPRESENT(X) 


COLLISION COUNT INCREMENT 


CC(X)=CC(X)#1 
DATAIN(X)=DIPRESENT(X) 
COLLIN(X)=CIPRESENT(X) 
STARTW6 


CC(X)2:CCLIMIT#(TW6DONE *CIPRESENT(X)=SQE) 


PARTITION WAIT 


DATAIN(X)=U__ 
COLLIN(X)=SQE 


PARTITION HOLD 
DATAIN(X)=Il 


COLLIN(X)=SQE 





DIPRESENT(X)=II* DIPRESENT(X)=il# 
CIPRESENT(X)=SQE 


CIPRESENT(X)=SQE 


DIPRESENT(X)=Il*_ 
CIPRESENT(X)=SQE 
CC(X)<CCLIMIT® 
TWEDONE 


DIPRESENT(X)=Il* _ 
CIPRESENT(X)=SQE 


DIPRESENT(X)=Il+ 
CIPRESENT(X)=SQE 


PARTITION COLLISION WATCH 
DATAIN(X)=11__ 
COLLIN(X)=SQE 
STARTW6 


CIPRESENT(X)=SQE 


WAIT TO RESTORE PORT 
DATAIN(X)=I1__ 


COLLIN(X)=SQE 
CC(X)=0 
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DIPRESENT(X)=I*__ 
CIPRESENT(X)=SQE 


(3) | TWSDONE*DIPRESENT(X)=il* 
1 CIPRESENT(X)=SQE 


DIPRESENT(X)=l*_ 
CIPRESENT(X)=SQE 


TL/F/11096-21 


FIGURE 7.3. IEEE Segment Partition Algorithm 
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8.0 RIC Registers 
RIC Register Address Map 


The RIC’s registers may be accessed by applying the re- 
quired address to the five Register Address (RA(4:0)) input 
pins. Pin RA4 makes the selection between the upper and 
lower halves of the register array. The lower half of the reg- 
ister map consists of 16 registers: 


1 RIC Real Time Status and Configuration register, 
13 Port Real Time Status registers, 

1 RIC Configuration Register 

1 Real Time Interrupt Status Register. 


i 


These registers may be directly accessed at any time via 
the RA(4:0) pins, (RA4 = 0). The upper half of the register 
map, (RA4 = 1), is organized as 4 pages of registers: 


Event Count Configuration page (0), 


_ Event Record page (1), 
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Lower Event Count page (2) - 
Upper Event Count page (3) 


Register access within these pages is also performed using 
the RA(4:0) pins, (RA4 = 1). Page switching is performed 
by writing to the Page Selection bits (PSEL2, 1, 0). These 
bits are found in the Page Select Register, located at ad- 
dress 10 hex on each page of the upper half of the register 
array. AT power on these bits default to 0 Hex, ie., page 
zero. 








8.0 RIC Registers (Continued) 
Register Memory Map 


vos6esdd 


Name 

Page (3)_ 
00H RIC Status and Configuration Register s 
O1H Port 1 Status Register 
02H Port 2 Status Register 
03H Port 3 Status Register 
04H Port 4 Status Register 
05H Port 5 Status Register 
06H Port 6 Status Register 
07H Port 7 Status Register 
08H Port 8 Status Register 
09H Port 9 Status Register 
OAH : Port 10 Status Register 
0BH Port 11 Status Register 
OCH Port 12 Status Register 
ODH Port 13 Status Register 
0OEH RIC Configuration Register 
OFH Real Time Interrupt Register 


Address 


10H Page Select Register 


11H Device Type Register Port 1 Event Record 
Register (ERR) . 
12H Lower Event Count Port 2ERR Port 1 Lower Event Port 8 Lower ECR 
Mask Register (ECMR) Count Register (ECR) 
13H Upper ECMR Port3 ERR Port 1 Upper ECR - Port 8 Upper ECR 


14H Event Record Mask Port 4 ERR Port 2 Lower ECR Port 9 Lower ECR 
Register 


15H "Port 5 ERR Port 2 Upper ECR Port 9 Upper ECR 


16H Management/Interrupt Port 6 ERR Port 3 Lower ECR Port 10 Lower ECR 
Configuration Register 


17H RIC Address Register Port 7 ERR Port 3 Upper ECR Port 10 Upper ECR 


18H Packet Compress Port 8 ERR Port 4 Lower ECR Port 11 Lower ECR 
Decode Register , 


19H resv Port 4 Upper ECR - Port 11 Upper ECR 
1AH resv Port 5 Lower ECR Port 12 Lower ECR 
1BH resv Port 5 Upper ECR Port 12 Upper ECR 
1CH resv Port 6 Lower ECR Port 13 Lower ECR 
1DH resv Port 6 Upper ECR Port 13 Upper ECR 


1EH resv ee ee. ye he | Port 7 Lower ECR 
1FH IFG Threshold | | Port 7 Upper ECR 


Note: All registers marked resv on pages 0 to 3 must not be accessed by the user. The other register pages, 4 to 7, are also reserved. 
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8.0 RIC Registers (Continued) 
Register Array Bit Map Addresses 00H to 10H 


Address 
(Hex) 
BINV RR 


MINMAX | DPART |- TxONLY | Owce | LPPART | CCLIM _— 
ivotR3 | ivcTRe | ivctat | ivctRo | isAcs | isrce | IsRCt 


Register Array Bit Map Addresses 10H to 1FH Page (0) 


SPSEASIEATS 0 
10 pone | uc | rr | rev | sea | sett | PSELO 
12 | pounkc | parrc | reco | seo | Nsrpc | Pleo | eLsenc | JAac 
13 resv ROR 
14 | poinke | panre | owce | see | nsFoe | puene | eisere | JABE 
16 PART | MIFCON 


Address 
(Hex) 


| mc | | REC | Too 
17 a ee resv 
18 pop1_| _Pcbo 
1F art | IFGTO 


Register Array Bit Map Addresses 10H to 1FH Page (1) 


Address 
(Hex) pet ete et at 


2s) Pseia_7_ Ft 





Register Array Bit Map Addresses 10H to 1FH Pages (2) and (3) 


Address — 
(Hex) 


— et 


evel EC7. EC6 ECS Eca | €Ec3 EC2 ECI 
Locations 
Odd 

; EC15 EC14 EC13 EC12 EC11 EC10 ECS 
Locations 
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8.0 RIC Registers (Continued) 


RIC Status and Configuration Register (Address 00H) 


The lower portion of this register contains real time information concerning the operation of the RIC. The upper three bits 
represent the chosen configuration of the transceiver interface employed. 


D7? D6 D5 D4 D3 D2 D1 DO 


Access 


[i _ 
AREC 


BYPAS1 


BYPAS2 


7 - 


Description 


RESERVED FOR FUTURE USE: 
Reads as a logic 0. 


‘ANY COLLISIONS: 


0: A collision is occurring at one or more of the RIC’s ports. 
1: No collisions. 


ANY RECEIVE: . 
0: One of the RIC’s ports is the current packet or collision receiver. 
1: No packet or collision reception within this RIC. , , 


JABBER PROTECT: 

0: The RIC has been forced into jabber protect state by one of its ports or by another port on the 
Inter-RIC bus, (Multi-RIC operations). 

1: No jabber protect conditions exist. 


ANY PARTITION: 
0: One or more ports are partitioned. 
1: No ports are partitioned. 


These bits define the configuration of ports 2 to 13 i.e., their use if the internal 1OBASE-T 
transceivers or the external (AUI-like) transceiver interface. 


BUS INVERT: 
This register bit informs whether the Inter-RIC signals: IRE, ACTN, ANYXN, COLN and Management 


‘bus signal MCRS are active high or low. 


0: Active high 
1: Active low 
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8.0 RIC Registers (Continue) 
Port Real Time Status Registers (Address 01H to ODH) 


Bit 
DO 


D7 _—sDG D5 D4. D3. D2_—sé=iDt Do 
ispt | ear | pryeet | prypco | PART | REC | cox | GDINK | 
aoe 


R/W . 


GDLNK 


Description 


GOODLINK: -——_-. : 

0: Link pulses are being received by the port. 

1: Link pulses are not being received by the port logic. 
Note: Writing a 1 to this bit will cause the 10BASE-T transceiver not the transmit or monitor the reception of link 


pulses. If the internal 10BASE-T transceivers are not selected or if port 1 (AUI port) is read, then this bit is 
undefined. : 


COLLISION: 


0: A collision is happening or has occurred during the current packet. 
1:.No collisions have occurred as yet during this packet. 


RECEIVE: 


0: This port is now or has been the receive source of packet or collision information for the 
current packet. 


1: This port has not been the receive source during the current packet. 


~ PARTITION: 


0: This port is partitioned. 

1: This port is not partitioned. 

Writing a logic one to this bit forces segment reconnection and partition state machine reset. 
Writing a zero to this bit has no effect. 


PARTITION TYPE 0 
PARTITION TYPE 1 
The partition type bits provide information specifying why the port is partitioned. 


| prvpet | prypeo | Information = 
| 0 | 0 | Consecutive Collision LimitReached 
| 0 |__| Excessive Length of ColisionLimitReached 
2 BE E-Ten 
Monitored Window 
a eae I 


Processor Forced Reconnection 





SQUELCH LEVEL: 

0: Port operates with normal IEEE receive squelch level. 

1: Port operates with reduced receive squelch level. 

Note: This bit has no effect when the external transceiver is selected. 


DISABLE PORT: 
0: Port operates as defined by repeater operations. 
1: All port activity is prevented. 
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8.0 RIC Registers (Continued) 


RIC Configuration Register (Address 0EH) 
This register displays the state of a number of RIC configuration bits loaded during the Mode Load operation. 
D2 D1 DO 


D7 D6 D5 . D4 D3 
Bit Description 
ete 


resv RESERVED FOR FUTURE USE: Value set at logic one. 


CARRIER RECOVERY TIME: 
0: Tw2 set at 5 bits. 
1: Tw2 set at 3 bits. 


CONSECUTIVE COLLISION LIMIT: 
0: Consecutive collision limit set at 63 collisions. 
1: Consecutive collision limit set at 31 collisions. 


LOOPBACK PARTITION: 
0: Partitioning upon lack of loopback from transceivers is enabled. 
1: Partitioning upon lack of loopback from transceivers is disabled. 


OUT OF WINDOW COLLISION ENABLE: 

0: Out of window collisions are treated as in window collisions by the segment partition state 
machines. 

1: Out of window collisions are treated as out of window collisions by the segment partition state 
machines. 


TXONLY | ONLY RECONNECT UPON SEGMENT TRANSMISSION: 
0: A segment will only be reconnected to the network if a packet transmitted by the RIC onto that 


vos6esda 


segment fulfills the requirements of the segment reconnection algorithm. 
1: A segment will be reconnected to the network by any packet on the network which fullfills the 
requirements of the segment reconnection algorithm. ; 


DPART DISABLE PARTITION: 
0: Partitioning of ports by on-chip algorithms is prevented. 
1: Partitioning of ports by on-chip algorithms is enabled. 


MINMAX | MINIMUM/MAXIMUM DISPLAY MODE: 
; 0: LED display set in minimum display mode. 
1: LED display set in maximum display mode. 
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8.0 RIC Registers (continued) 


Real Time Interrupt Register (Address OFH) 

The Real Time Interrupt register (RTI) contains information which may change on a packet by packet basis. Any remaining 
interrupts which have not been serviced before the following packet is transmitted are cleared. Since multiple interrupt sources 
may be displayed by the RTI a priority scheme is implemented. A read cycle to the RTI gives the interrupt source and an address 
vector indicating the RIC port which generated the interrupt. The order of priority for the display of interrupt information is as 
follows: 

1. The receive source of network activity (Port N), 


2. The first RIC port showing collision 


_ 3. A port partitioned or reconnected. 


During the repetition of a single packet it is possible that multiple ports may be sationed or alternatively reconnected. The 
ports have equal priority in displaying partition/reconnection information. This data is derived from the ports by the RTI register 
as it polls consecutively around the ports. 


Reading the RTI clears the particular interrupt. If no interrupt sources are active the RTI returns a no valid interrupt status. 
D7 D6 D5 D4 D3 D2 °° ~=CD' DO 
IVCTR3 | IVCTR2 | IVCTR1 | IVCTRO | ISRC3 | ISRC2 | ISRC1 | ISRCO 


Symbol Be Mee ’ Description 
Access 


D(3:0) | oR | ISCR(3:0) INTERRUPT SOURCE: These four bits indicate the reason why the interrupt was generated. 


D(7:4) ga IVCTR(3:0) | INTERRUPT VECTOR: This field defines the port address peeponeltis for generating the 
interrupt. 


The following table shows the mapping of interrupt sources onto the D3 to DO pins. Essentially each of the three interrupt 
sources has a dedicated bit in this field. If a read to the RTI produces a low logic level on one of these bits then the interrupt 
source may be directly decoded. Associated with the source of the interrupt is the port where the event is occurring. If no 
unmasked events (receive, collision, etc.), have occurred when the RTI is read then an all ones pattern is driven by the RIC onto 
the data pins. 


Comments 


First Collision 
PA(3:0) = Collision Port Address 


- Receive d 
PA(3:0) = Receive Port Address 


Partition Reconnection 
PA(3:0) = Partition Port Address 


pot tt Pt tt Tt Ft No Vaid intorrt 
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8.0 RIC Registers (Continued) 


Page Select Register ((All Pages) Address 10H) 

The Page Select register performs two functions: 

1. It enables switches to be made between register pages, 

2. It provides status information regarding the Event Logging Interrupts. 


D7 


| Rvw | Symbol _ 


Bit 
D(2:0) PSEL(2:0) 


D3 
D4 
D5 
D6 
D7 


D5 


Description 


PAGE SELECT BITS: When read these bits indicate the currently selected Upper Register Array 
Page. Write cycles to these locations facilitates page swapping. 


RESERVED FOR FUTURE USE 

FLAG FOUND: This indicates one of the unmasked event recording latches has been set. 

LOW COUNT: This indicates one of the port event counters has a value less than OOFF Hex. 
HIGH COUNT: This indicates one of the port event counters has a value greater than C000 Hex. 
FULL COUNTER: This indicates one of the port event counters has a value equal to FFFF Hex. 


Device Type Register (Page 0H Address 11H) 
This register may be used to distinguish different revisions of RIC. If this register is read it will return a different value each for 
DP83950 revisions. (Contact National Semiconductor for revision information.) Write operations to this register have no effect 


upon the contents. 


D7 D6 D5 D4 D3 D2 D1 DO 
ese) Stas 20. ho os ae 
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8.0 RIC Registers (Continued) 


Lower Event Count Mask Register (Page 0H Address 12H) 
D7 D6 D5 D4 D3 D2 D1 DO 
BDLNKC | PARTC | RECC | PGPKC | NSFDC | PLERC | ELBERC | JABC 
Bit fw | symbot | Description 


DO 
D1 


JABC | JABBER COUNT ENABLE: Enables recording of Jabber Protect events. 


R/W | ELBERC |. ELASTICITY BUFFER ERROR COUNT ENABLE: Enables recording of picks Buffer Error 
events. 


D2 PLERC |. PHASE LOCK ERROR COUNT ENABLE: Enables recording of Carrier Error events. 


D3 
D4 
D5 


D6 
D7 


NSFDC | NON SFD COUNT ENABLE: Enables recording of Non SFD packet events. 
SHORT EVENT COUNT ENABLE: Enables recording of Short events. 


R/W RECC RECEIVE COUNT ENABLE: Enables recording of Packet Receive (port N status) events that do not . 
suffer collisions. Pico of 


| R/W |. PARTC | PARTITION COUNT ENABLE: Enables recording of Partition events. 


-BDLNKG: | BAD LINK COUNT ENABLE: Enables recording of Bad Link events. 


Upper Event Count Mask Register (Page 0H Address 13H) 

.D7 . D6 D5 . D4 D3 D2 D1 DO 
owec | pxcoie | txcoLc | resv | Fwe'| ROR | 

| p/w | Symbol_| _Deseription 


R/W RESET ON READ: This bit selects the action a read operation has upon a port’s event counter: 
0: No effect upon register contents. 
1: The counter register is reset. 


Bit 
DO 


D1 


D2 
D3 
D4 
D5 


D(7: 


FREEZE WHEN FULL: This bit controls the freezing of the Event Count registers when the 
counter is full (FFFF Hex) 


resv RESERVED FOR FUTURE USE: This bit should be written with a low logic level. 
TXCOLC | TRANSMIT COLLISION COUNT ENABLE: Enables recording of transmit collision events only. 
RXCOLC | RECEIVE COLLISION COUNT ENABLE: Enables recording of receive collision events only. 


owcc | OUT OF WINDOW COLLISION COUNT ENABLE: Enables recording of out of window collision 
events only. 


6) | R | resv | RESERVED FOR FUTURE USE: These bits should be written with a low logic level. 


Note 1: To count all collisions then both the TXCOLC and RXCOLC bits must be set. The OWCC bit should not be set otherwise the port counter will be 
incremented twice when an out of collision window collision occurs. The OWCC bit alone should be set if only out of window collision are to be counted. 


Note 2: Writing a 1 enables the event to be counted. 
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8.0 RIC Registers (Continueg) 


Event Record Mask Register (Page 0H Address 14H) 


vos6esdd 


D1 


D7 D6 D5 D4 D3 D2 “a bo 


Bit | R/W | Symbot_| 
D0 
O1 
b2 
D3 
D4 | Rw | SEE | 


DS OWCE 


06 
07 


Description ~~ 
JABBER ENABLE: Enables recording of Jabber Protect events. 
ELASTICITY BUFFER ERROR ENABLE: Enables recording of Elasticity Buffer Error events. 
PHASE LOCK ERROR ENABLE: Enables recording of Carrier Error events. 
NON SFD ENABLE: Enables recording of Non SFD packet events. 
SHORT EVENT ENABLE: Enables recording of Short Events. 


OUT OF WINDOW COLLISION COUNT ENABLE: Enables recording of Out of Window Collision 
events only. 


PARTITION ENABLE: Enables recording of Partition events. 
BAD LINK ENABLE: Enables recording of Bad Link Events. . 


Note: Writing a 1 enables the event to be recorded. 
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8.0 RIC Registers (Continued) 


Interrupt and Management Configuration Register (Page on Address 16H) : 
This register powers up with all bits set to one and must be initialized by a poegeeet write cycle before any events will deapiaie 


interrupts. 
D5 


D3 


a“ : 
ae Dee [es [ee De 


MIFCON 


THC 
IFC 


Note 1: (RTI pin goes active) 
Note 2: (ELI pin goes active) 





Description 


MANAGEMENT INTERFACE CONFIGURATION: 

0: All Packets repeated are transmitted over the Management bus. 

1: Packets repeated by the RIC which do not have a Start of Frame Delimiters are not transmitted 
over the Management bus. 


INTERRUPT ON PARTITION: 
0: Interrupts will be generated(1) if a port becomes Partitioned. 
1: No interrupts are generated by this condition. 


INTERRUPT ONCOLLISION: __ 

0; Interrupts will be génerated(1) if this RIC has a port which experiences a collision, Single RIC 
applications, or contains a port which experiences a receive collision or is the first port to suffer a 
transmit collision in a packet in Multi-RIC applications. 

1: No interrupts are generated by this condition. 


INTERRUPT ON RECEIVE: 
0: Interrupts will be generated(") if this RIC contains the receive port for packet or collision activity. 
1: No interrupts are generated by this condition. 


INTERRUPT ON FLAG FOUND: 
0: Interrupts will be generated(2) if one or more than one of the flags in the flag array is true. 
1: No interrupts are generated by this condition. 


INTERRUPT ON LOW COUNT: 

0: Interrupt generated(2) when one or more of the Event Counters holds a value less than 256 
counts. 

1: No effect 


INTERRUPT ON HIGH COUNT; 

0: Interrupt generated(2) when one or more of the Event Counters holds a value in excess of 49152 
counts. 

1: No effect 


INTERRUPT ON FULL COUNTER: 
0: Interrupt generated(2) when one or more of the Event Counters is full. 
1: No effect 
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8.0 RIC Registers (Continued) 


RIC Address Register (Page 0H Address 17H) 


This register may be used to differentiate between RICs in a multi-RIC repeater system. The contents of this register form part of 
the information available through the management bus. 


D7 D6 D5 D4 D3 D2 D1 DO 
pas | as | as | a2 | as | ao | res | ros | 
Packet Compress Decode Register (Page 0H Address 18H) 


This register is used to determine the number of bytes in the data field of a packet which are transferred over the management 
bus when the packet compress option is employed. The register bits perform the function of a direct binary decode. Thus. up to 
255 bytes of data may be transferred over the management bus if packet compression is selected. 


D7 D6 D5 D4 D3 D2 D1 DO 
PCD7 | PCD6 | PCD5 | PCD4 |} PCD3 | PCD2 | PCD1 PCDO 
Inter Frame Gap Threshold Select Register (Page OH Address 1FH) 


This register is used to configure the hub management interface to provide a certain minimum inter frame gap between packets 
transmitted over the management bus. The value written to this register, plus one, is the magnitude in bit times of the minimum 
IFG allowed on the management bus. ‘ 


D7 D6. D5 D4 D3 D2 D1 DO 


Port Event Record Registers (Page 1H Address 11H to 1DH) 
These registers hold the recorded events for the specified RIC port. The flags are cleared when the register is read. 


D1 DO 


D7 D6 D5 D4 D3 D2 
JAB 


Description 
JABBER: A Jabber Protect event has occurred. 
ELASTICITY BUFFER ERROR: A Elasticity Buffer Error has occurred. 
PHASE LOCK ERROR: A Phase Lock Error event has occurred. 
NON SFD: A Non SFD packet event has occurred. 
SHORT EVENT: A Short event has occurred. 
OUT OF WINDOW COLLISION: An out of window collision event has occurred. 
PARTITION: A partition event has occurred. 


BAD LINK: A link failure event has occurred. 


Port Event Count Register (Pages 2H and 3H) 


The Event Count (EC) register shows the instantaneous value of the specified port’s 16-bit counter. The counter increments 
when an enabled event occurs. The counter may be cleared when it is read and prevented from rolling over when the maximum 


count is reached by setting the appropriate control bits in the Upper Event Count mask register. Since the RIC’s processor port _ 


is octal and the counters are 16 bits long a temporary holding register is employed for register reads. When one of the counters 
is read, either high or low byte first, all 16 bits of the counter are transferred to a holding register. Provided the next read cycle to 
the counter array accesses the same counter’s, other byte, then the read cycle accesses the holding register. This avoids the 
problem of events occurring in between the two processor reads and indicating a false count value. In order to enter a new value 
to the holding register a different counter must be accessed or the same counter byte must be re-read. 


Lower Byte 
D7 D6 D5 D4 D3 D2 D1 DO 


Ecs | eEcs | eEc4 | Ec3 | eEc2 | Ect | Eco |. 


Upper Byte 
D7 D6 D5 D4 D3 D2 D1 DO 
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9.0 AC and DC Specifications 


Absolute Maximum Ratings 


If Military/Aerospace specified devices are required, 
please contact the National Semiconductor Sales 
Office/Distributors for availability and specifications. 


Supply Voltage (Vcc) 0.5V to 7.0V 
DC Input Voltage (Vin) —0.5V to Voc +0.5V 
DC Output Voltage (Vout) —0.5V to Voc +0.5V 
Storage Temperature Range (TstT@) —65°C to + 150°C 
Power Dissipation (Pp) a ‘TBD 
Lead Temperature (T,) 
(Soldering, 10 seconds) 


ESD Rating 
(Rzap =. 1.5k, Czap = 120 pF) TBD 


260°C 


DC Specifications T, = o°cto +70°C, Voc = 


PARAMETRICS DISCLAIMER 


The Current AC and DC specifications contained in this doc- 
ument are considered target design specifications and may 
not represent, actual guaranteed tested timing parameters. 
This information represents simulated, as well as, limited 
sampled empirical bench test data. Guaranteed specifica- 
tions will be provided after full device characterization. 


Do not use these specifications for final production designs 
without directly contacting National Semiconductor. . 


5V +5% unless otherwise specified 


PROCESSOR, LED, TWISTED PAIR PORTS, INTER-RIC AND MANAGEMENT INTERFACES 


Description 


Minimum High Level lon = —20 pA 
Output Voltage lon = —8mA 


lor = 20 pA 


lo. = 8mA 


Minimum Low Level = 
Output Voltage - 
Minimum High Level 
Input Voltage 
Maximum Low Level 
enor caer Voltage 


| InputCurrent == sd Current 


Maximum TRI-STATE Output 
Leakage Current 


Average Supply Current 


AUI (PORT 1) 
Differential Output 780, Termination and 
+ + 
Voltage (TX +) 2702 Pulldowns 1200 
Differential Output Voltage 782 Termination and 
Imbalance (TX +) 2702 Pulldowns 


Undershoot Voltage (TX +) 


Differential Squelch 
Threshold (RX+, CD+) 


78Q Termination and 
2702 Pulldowns 
ff wt] sto 


Vin = Voc or GND 
Vout = Vcc or 


GND 


“Vin = Voc or GND 
Voc = 5.25V 


Typical: 40 mV 


Typical: 80 mV 





Differential Input Common Mode 
Voltage (RX +, CD +) (Note 1) 


Note 1: This parameter is guaranteed by design and is not tested. 
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9.0 AC and DC Specifications (Continued) 


DC Specifications 1, = o°c to +70°C, Vog = 5V +5% unless otherwise specified (Continued) 


Symbol Description Conditions | Min =| Max Units 


PSEUDO AUI (PORTS 2-13) 


Differential Squelch ~175 3 
Threshold (RX+, CD+) , 

' Differential Input Common Mode 
Voltage (Rx+, CD +) (Note 1) 


TWISTED PAIR (PORTS 2-13) 


VRON Minimum Receive 
Squelch Threshold + ue wee my 


Note 1: This parameter is guaranteed by design and is not tested. 





AC Specifications 
PORT ARBITRATION TIMING 


TL/F/11096-22 


Number | Symbol Parameter | Min | Max 
ackilackol ACKILowto/ACKOLw | | 23 | 
ees eae 





ackihackoh ACKI High to /ACKO High 


Note: Timing valid with no receive or collision activities. 


Note: In these diagrams the Inter-RIC and Management Busses are shown using active high signals, active low signals may also be used. See Section 5.5 Mode 
Load Operation. 
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9.0 AC and DC Specifications (Continuea) 


RECEIVING TIMINGS—AUI PORTS 
Receive activity propagation start up and end delays for ports in non 10BASE-T mode 


: : TL/F/11096-23 


Number | _ Symbol 


. rxaackol . RX Active to /ACKO Low 63) 
rxiackoh RX Inactive to /ACKO High » " 310. 





rxaactna RX Active to ACTNd Active . . 
rxiactni RX Inactive to ACTNd Inactive 


105 
310 ; 


Note: /ACKI assumed high. 


Note: In these diagrams the Inter-RIC and Management Busses are shown using active high signals, active low signals may also be used. See Section 5.5 Mode 
Load Operation, —~ : re fetur eee Pie 5 : Fa 
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9.0 AC and DC Specifications (Continued) 


RECEIVE TIMING—10BASE-T PORTS 
Receive activity propagation start up and end delays for ports in 1OBASE-T mode 


VoSéesda 


TL/F/11096-24 


Symbol 


rxaactna RX Active to ACTNd Active 
rxiactni RX Inactive to ACTNd Inactive 


rxaackol RX Active to /ACKO Low 
rxiackoh RX Inactive to /ACKO High 





Note: /ACKI assumed high. 


TRANSMIT TIMING—AUI PORTS 
Transmit activity propagation start up and end delays for ports in non 10BASE-T mode 


ACTNd 


TL/F/11096-25 


Number | Symbol | ___— Parameter | Min. | Max 





ACTNd Active to TX Active 


Note: /ACKI assumed high. 

Note: ACTNg and ACTNg are tied together. 

Note: In these diagrams the Inter-RIC and Management Busses are shown using active high signals, active low signals may also be used. See Section 5.5 Mode 
Load Operation. 
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9.0 AC and DC Specifications (Continued) 


TRANSMIT TIMING—10BASE-T PORTS 
Receive activity propagation start up and end delays for ports in 1OBASE-T mode 


ACTNd 
T15t 


TX 


TL/F/11096-26 


Number | __Symbol_| Parameter | Min | Max 





ACTNAActvetoTXActve | | 680 


Note: /ACKI assumed high. 
Note: ACTNg and ACTNg are tied together. 


COLLISION TIMING—AUI PORTS ; ; 
Collision activity propagation start up and end delays for ports in non 10BASE-T mode 


TRANSMIT COLLISION TIMING ; 
cD 
T30a T3la 
ANYXN 


TL/F/11096-27 


—Symbol_|___arameter | nf os _ 





cdaanyxna CD Active to ANYXN Active 
edianyxni CD Inactive to ANYXN Inactive (Notes 1, 2) 


Note 1: TX collision extension has already been performed and no other port is driving ANYXN. 
Note 2: Includes TW2. 


Note: In these diagrams the Inter-RIC and Management Busses are shown using active high signals, active low signals ney also ne used. See Section 5.5 Mode 
Load Operation. . 
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9.0 AC and DC Specifications (continued) 


COLLISION TIMING—AUI PORTS 
Collision activity propagation start up and end delays for ports in non 10BASE-T mode. 


RECEIVE COLLISION TIMING 


TL/F/11096-28 


Number__| Symbol | Parameter 


cdacolna - CD Active to COLN Active (Note 1) 
cdicolni CD Inactive to COLN Inactive 


colnajs COLN Active to Start of Jam 
colnije COLN Inactive to End of Jam (Note 2) 


Note 1: PKEN assumed high. 
Note 2: Assuming reception ended before COLN goes inactive. TW2 is included in this parameter. Assuming ACTNg to ACTNg delay is 0. 


Note: In these diagrams the Inter-RIC and Management Busses are shown using active high signals, active low signals may also be used. See Section 5.5 Mode 
Load Operation. 


COLLISION TIMING—10BASE-T PORTS 
Collision activity propagation start up and end delays for ports in 1OBASE-T mode 


<< 


RX 





4.0 
8.0 


TL/F/11096-29 


Number__| Symbol | Parameter | Min.— | Max | 





colaanya Collision Active to ANYXN Active 8.0 
colianyi Collision Inactive to ANYXN Inactive (Note 1) 100 


Note 1: TX collision extension has alreay been performed and no other port is asserting ANYXN. 


Note: In these diagrams the Inter-RIC and Management Busses are shown using active high signals, active low signals may also be used. See Section 5.5 Mode 
Load Operation. : 
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9.0 AC and DC Specifications (continuea) 
COLLISION TIMING—ALL PORTS 


1X 


Number | Symbol | Parameter 


TL/F/11096-38 





ANYXN Active to Start of Jam 
ACTN / i | 
“ANYXN . a ; , 


™X 
one port left 


anyamin ANYXN Active Time 
anyitxal ~ = |- ANYXN Inactive to TX to all Inactive * 160 |. 


TL/F/11096-39 


Parameter in [ax 


Number 





actnitxi ACTN Inactive to TX Inactive | 220 
anyitxoi ANYXN Inactive to TX “One Port Left” Inactive 125 


Note: In these diagrams the Inter-RIC and Management Busses are shown using active high signals, active low signals may also be used. See Section 5.5 Mode 
Load Operation. . = : ; 
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9.0 AC and DC Specifications (Continueg) 
INTER RIC BUS OUTPUT TIMING 


arene a 
ACTNd a 


1105 
IRE 
T10 
9 
1106 T1140 : 
RC 


es 





- IRD ip oe fe - 


Number | ___Symbol_— | Parameter | Min. | Max 
Tio1 = | itcoh_ | tRCOutputightime || 
Ti02 | tcl | tRCOutputLowTime | a] 
T103 | ircoc_ | tRCOutputCyctoTime || 120 
T1094 | __acindapkena__|ACTNGActivetoPKENActve | 680 | 
T1095 | _acindairea | ACTNaActivetoIREActve | 585 | 
T106 | _ireoairca | IRE Output ActivetoiRCactve || 


Tio7 | irdov | tRDOutputVaiidtrominc_ || tt 
T1098] irdos_— | IRD Output StableVaidTime || 0 | 
T1099 | ircohirei__— | IRC OutputHightoiRE inactive | ao | 
T1109 | ircoks_ | Numberof RGsatteriRE Inactive | 6 | 5 


Note: In these diagrams the Inter-RIC and Management Busses are shown using active high signals, active low signals may also be used. See Section 5.5 Mode 
Load Operation. 
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TL/F/11096-35 


Units 
ns 
ns 
ns 


ns 


clks 
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9.0 AC and DC Specifications (Continued) 
INTER RIC BUS INPUT TIMING 


IRE ee 
IRC nl VSI \ 


IRD — el, Ne 


TL/F/11096-40 


Number | Symbol | ___ Parameter | Min. | Max 
| icin | IRC Input High Time al 
IRC Input Low Time a el ee 


IRD Input Setup to IRC a 
| ied | __IRD Input Hold from IRC a ae 
IRC Input Highto IRE Inactive | 25 | 75 | 


Note: In these diagrams the Inter-RIC and Management Busses are shown using active high signals, active tow signals may also be used. See Section 5.5 Mode 
Load Operation. 
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9.0 AC and DC Specifications (Continuea) 
MANAGEMENT BUS TIMING 


§5 
ACTNd \ 
jS—_—_—_ 
153 
o—_—_——— ff 
MEN 
—_ = 
154 - ‘ ve 


MCRS. 55 
151 157 


vos6esdd 


TRI“STATE 152 


§§ 


T56 
on NS 


—>———— 


TL/F/11096-30 


Number | Symbol | Parameter =| Min | =~ Max | Units 
T50 MAXC High Time | 40 | oo | ns 
T51 mrxcl MRXC Low Time 40 


ns 


ns 


52 mnxed 
753 actndamena 
T54 actndamersa 
T55 mds 
756 mr 
57 mrxcimers 
58 
159 mrxcckks 
Té0 


Note: The preamble on this bus consists of the following string: 01011. 


Note: In these diagrams the Inter-RIC and Management Busses are shown using active high signals, active low signals may also be used. See Section 5.5 Mode 
Load Operation. ; ; 


ns 
ns 
ns 
ns 
ns 


ns 
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9.0 AC and DC Specifications (continued) 


MLOAD TIMING 


* MLOAD 
0(7:0) 
RA(4:0) 


BUFEN 


| midath | DataHold 
[|__mibufi___|__MLOAD Inactive to BUFEN Inactive __| 
| mw | MUAD Width 


STROBE TIMING 


CDEC TIMING 


a ee 
[~srsats | Stove detaseup | a0 
[sath [strobe betaros | tas 
[sw | stobowan «two 


CDEC Pulse Width 
CDEC to CDEC Width 
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TL/F/11096-31 


TL/F/11096-32 


TL/F/11096-41 











9.0 AC and DC Specifications (continued) 
REGISTER READ TIMING 


vos6e8da 


RA(4:0) 


Number 
rdadrs Read Address Setup 
rdadrh Read Address Hold te 8 
rdabufa Read Active to /BUFEN Active 
rdibufi Read Inactive to /BUFEN Inactive ~ 


. rdadatv Read Active to Data Invalid 
rddath Read Data Hold 


rdardya Read Active to /RDY Active 
rdirdyi Read Inactive to /RDY Inactive 


.. Read Width 


Note: Minimum high time between read/write cycles is 25 ns. 
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9.0 AC and DC Specifications (Continued) 
REGISTER WRITE TIMING 


RA(4:0) 


TL/F/11096-34 
| Parameter | Min =| Max 
Sime Write Address Setup 
wradrh Write Address Hold 
» wrabufa . Write Active to BUFEN Active = 
wribufi Write Inactive to BUFEN Inactive. 
wradatv - Write Active to Data Valid 275 
wrdath Write Data Hold : 


wrardya Write Active to RDY Active 
ae = se Inactive to RDY Inactive oe 


| Wrtewidth = Width 


Write Active to 340 
Data TRI-STATE 





Note: Assuming zero propagation delay on external buffer. 
Note: Minimum high time between read/write cycles is 25 ns. 
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10.0 AC Timing Test Conditions 


All specifications are valid only if the mandatory isolation is 
employed and all differential signals are taken to be at the 
AUI side of the pulse transformer. 


Input Pulse Levels (TTL/CMOS) 
Input Rise and Fall Times (TTL/CMOS) 


Input and Output Reference 
Levels (TTL/CMOS) 


Input Pulse Levels (Diff.) 


Input and Output . 
Reference Levels (Diff.) 


TRI-STATE Reference Levels 
Output Load (See Figure Below) — 


GND to 3.0V 
'5ns 


1.5V 
—350 to - 1315 mV 


50% Point of 
the Differential 


Voc Sy (NOTE 2) 


TL/F/11096-36 
Note 1: 100 pF, includes scope and jig capacitance. 
Note 2: S1 = Open for timing tests for push pull outputs. 
' $1 = Voc for Vo, test. 
S1 = GND for Voy test. 
S1 = Vcc for High Impedance to active low and 
active low to High Impedance 
measurements. 
$1 = GND for High Impedance to active high and 
active high to High Impedance 
measurements. 


Float (AV) +0.5V — 
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Capacitance T, = 25°C, f = 1 MHz 


| Symbol | Parameter | Typ _| Units | 


Lcour_| Outputcapacitancs | 7 | oF _| 


TX= 

TL/F/11096-37 
Note: In the above diagram, the TX+ and TX— signals are taken from the 
AUI side of the isolation (pulse transformer). The pulse transformer used for 
all testing is the Pulse Engineering PE64103. 
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LERIC 


Za National | 


Semiconductor 


ADVANCE INFORMATION 


LERICT™ Low End Repeater Interface Controller 


General Description 


The LERIC Low End Repeater Interface Controller can be 
used to ideally implement either a 10Base-T, coax or mixed 
10Base-T/coax entry level mutliport repeater, in complete 
accordance with the IEEE 802.3 repeater specification. In 
addition to providing the functionality of an IEEE 802.3 re- 
peater, the LERIC Controller also integrates 6 transceivers 
for 10Base-T, 1 AUI port, a cascading bus, and an LED 
interface. 


When employed in a stand alone 10Base-T hub, as depict- 
ed below, the LERIC Controller provides an interface for a 
real AUI cable, as well as a cascade bus for the purpose of 
expanding the repeater by using multiple LERIC Controllers. 
Also shown below is the DP83955’s ability to support a 
comprehensive LED display of network statistics, as well as 
provide for user configurability. 


In the case of a coaxial multiport repeater, the LERIC Con- 
troller can be configured to bypass its internal 10Base-T 
transceivers. This allows for the DP83955 to be interfaced 
to 6 coaxial transceivers, as well as an AUI cable. It should 
be noted that the LED interface and the configuration capa- 
bilities are still available in the coax mode. 


System Diagram 


Inter-LERIC Bus 


LERIC 
CONTROLLER 


6 TP Interfaces 


Finally, the LERIC Controller can also be employed in multi- 
port repeaters that incorporate more than 6 10Base-T or 
coaxial ports. In order to address these applications, the 
LERIC Controller provides a cascading bus. This bus will 
enable multiple DP83955s to be connected and operate as 
a single logical multiport repeater. 


Features 
= Compliant with IEEE 802.3 repeater specification 
@ 7 network connections per chip 

— 1 AUI port 

— 6 selectable integrated 10Base-T transceivers 


m Cascade bus to increase hub size 

m On chip elasticity buffer, Manchester encoder and de- 
coder 

w Separate partition state machines for each port 

@ Provides port status information for LED displays 

@ Power-on configuration options 

m@ CMOS process for low power dissipation 

@ 84-pin PLCC 

@ Single 5V power supply 


LED 
Interface 


Configuration Block 


10Base-T 6 TP Segments 


Filters 


TL/F/11240-1 
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DP83950EB-AT IEEE 802.3 | 
Multi-Port Repeater 
Evaluation Kit 


1.0 INTRODUCTION 


The DP83950EB-AT is a three board kit (Main board, Dis- 
play Assembly board and Backplane board). that forms an 
IEEE 802.3 Section 9 Repeater. The Main board has twelve 
10Base-T ports and one AUI port and up to four Main 
boards can be cascaded using the Backplane board to form 
a larger hub. 


The Main board contains the DP83950 Repeater Interface 
Controller (RICT), which fits into an IBM PC-AT and com- 
patible computers. The Main board repeats packets, pro- 
vides management information, updates the Status LEDs, 
and can be cascaded to other Main boards. The Display 
Assembly board provides a full set of status LEDs for moni- 
toring the repeater activity, and it provides a breakout to 
convert the 50-pin connector (with the cable coming from 
the Main board) to twelve |SO8877 (RJ45) phone connec- 
tors. The Backplane board is used for cascading two or 
more Main boards or to connect to a modified DP839EB- 
ATS System Oriented Network Interface Controller 
(SONICTM) Network evaluation board or the new SONIC 
Network evaluation board, the DP83932EB-AT. 


Using the evaluation software the user can read or write to 
the RIC registers and counters, change the configuration 
options, enable and disable several features of the RIC, and 
display graphics of the RIC activities. There are several 
switches and jumpers on the Main board that configure the 
board to avoid conflicts with other adapters already installed 
on the AT bus. 


2.0 MAIN BOARD OVERVIEW 


The block diagram for the Main board is shown in Figure 7. 
The Main board allows the user to exercise all the functions 
of the RIC while using the twelve 10Base-T ports and the 
AUI port (the 10Base2 option of the RIC cannot.be exer- 
cised). ; 

The Main board is designed to perform Mload (refer to the 
RIC Data Sheet for more information on Mload) through ei- 
ther the Mload Logic (hardware Mload), or through the AT 
Bus Interface (software Mload). The switches SW1, SW2 
are used during the hardware Mload. 


The Inter-RIC Arbitration Logic performs the arbitration 
when there are two or more boards cascaded using the 
Backplane board. The arbitration is performed when two or 
more RICs have reception to, determine which Main board 
(i.e., which RIC) is higher in the arbitration chain. The result 
of the arbitration will be used by the main state diagram of 
the RIC to determine which port within the RIC has PORT N 
(or PORT M), as described in the RIC Data Sheet. 


The board was designed to allow for choosing between seri- 
al and parallel arbitration, and performs the arbitration func- 
tion accordingly. In the Serial arbitration mode, the RIC logic 
performs all the arbitration (no additional logic is needed). In 
the parallel arbitration mode external PALs and logic are 
required (see Section 2.1.2). 


EA2 | EAI | 
jo | 0 | 
FRR e 
gal 
Pane 
Poke 


National Semiconductor 
Application Note 781 
- Imad Ayoub . 


The Inter-RIC BUS Transceivers are used to interface the 
RIC to the Backplane BUS. The Backplane BUS includes 
the Inter-RIC signals (IRC, IRD, IRE), the Management sig- 
nals (MRXC, MRXD, MCRS, PCOMP), the Arbitration and 
Control signals (ACKI, ACKO, ACTN, ANYXN, COLN) as 
well as the parallel arbitration vector ARB(3:0). The trans- 
ceivers are an example of how to perform the transmitting 
and receiving function over a backplane Bus and interfacing 


_ to'drive and sense pins on the RIC. The BTL transceivers 


used allow for long bus applications due to their fast propa- 


~ gation delays and separate bus grounds, 


The External Decoder is an example of how the RIC can be 


‘ configured to run with an external decoder. The Received 


Manchester data is passed on to the external decoder 
through the RXM pin, and the decoded NRZ data is sent 
back from the decoder to the RIC through the Inter-RIC pins 
IRE, IRC and IRD. 

The LED information is sent to the Display board through a 
driver and a 25-pin ribbon cable. 

The 10Base-T Interface includes the buffers, resistors, fil- 
ters and transformers necessary to interface the RIC ports 
to the external TP media. 


The AUI Interface includes the necessary isolation and re- 


. sistors to interface to the AUI cable. 


In order to enable using up to 16 boards in a PC without 
using an excessively large address space, all boards can be 
mapped to a single address block. A separate register is 


’ used to enable each individual board. This register is called 


the Global Register. The Global Register contains other 


control bits as shown below: - 
| pi | bo | 
[a2 | eat | eA0 | rips | riba | RiDt | RDO | 


Each board in a system is assigned a unique number by 
setting SW3. When the same number is loaded into the 
Global Register RID(3:0) as is set by SW3, the RIC Main 
board is enabled and the RIC’s registers can be accessed. 


The EA(2:0) bits are used to perform various functions on 


the selected board in the following manner: 


|EAo| Function | 
| 0 | NormatOperation | 
|_9 | Issue CDEC to Selected Board _| 
| 1 | IssueMLOAD to AllBoards | 
| 0 | 


Issue MLOAD to Selected Board 
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Inter-RIC, Management and Arbitration BUS 


ay Inter-RIC BUS 


Ps 


Inter-RIC 
Arbitration 
Logie 


10Base-T 
Interface 


AT BUS Interface 


All 32 RIC registers and the Global register are 10 mapped 
and can be relocated by setting BA(1:0) in SW1 as follows: 


. RIC . Global 
ear | aan Registers Register 


| 0) [| 100h-11F h 200 h 


{io | | ton-tarh | 220 


a ee 
a ee 


2.1 Detailed Description — 


2.1.1 Mload and AT Bus Interface 


To perform the Mload pin configuration the board has the 
capability to load the D(7:0) and R(4:0) pins by either soft- 
ware or hardware. . : 


Hardware Mload is done by the Mload Logic, which interfac- 
es to pins D(7:0) and R(4:0) on the RIC to configure the RIC 
upon power up. Switches SW1 and SW2 allow for hardware 
setting of the Mload pin configuration. An RC network is 
used to provide a pulse (RSTB) at power up which will be 
used by a PAL (U41) to assert the Mload signal to the RIC. 





AT BUS 
FIGURE 1. Main Board Block Diagram | 


The PAL is needed to control the enables for the buffers for 


choosing between the hardware and software Mload. 
Software Mload is implemented by passing the D(7:0) and 


- R(4:0) signals from the PC-AT bus through the AT Bus Inter- 


face and onto the RIC pins. 


When a Global Register write operation is performed by the 
PC-AT, it is written to a flip-flop (U44) which passes, first, 
the bits RID(3:0) to a comparator (U38), second, the bits 
EA(3:0) to the one of the control PALs. The comparator 
asserts a “RICHIT” if the Global Register RID matches the 
board number. This will enable the control PALs to perform 
the operation required by the Global register. 
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The EL! and RTI pins from the RIC can be passed onto the 
AT BUS to one of four interrupt request lines on the AT BUS 
(IRQ(15), IRQ(12), IRQ(11) or IRQ(10)) by selecting the ap- 
propriate jumper settings (JB1 and JB2, refer to schematic). 
Three PALs (U36, U41, U43) are used to contro! the AT Bus 
Interface for software Mload and register Read/Write, and 
to enable the various buffers required for hardware Mload 
and the Global register decode. The PAL equations listings 
for all the PALs are included in Section 5.0 of this docu- 
ment. ed 

U43 decodes the AT BUS address bits SA(9:0) and BA(1:0) 
to determine if the software operation is addressed to this 
board. A Global hit (Ghit) is asserted when a match occurs 
with the Main board’s global address. A Base hit (Bhit) is 
asserted when a match occurs with a RIC register. 


The AT BUS signals |OW, IOR, and AEN, and the Global 


- register bits EA(2:0) are decoded by the PALs U36 and U41, 


resulting in the various control signals for the Mload buffers, . 
the Read, Write and CDEC signals, the CHRDY signal to the 
PC-AT BUS, and the receive enable signals for the Inter-RIC 
and the management BTL transceivers (U4, U5). 


2.1.2 Inter-RIC Arbitration Logic 


Since there is no central arbiter, each Main board using the 
Inter-RIC BUS needs a way to tell if it owns the bus. This 
implementation uses one of two methods: serial or parallel 
arbitration (by setting JB3, refer to schematic). 


In the serial arbitration method the RIC signals ACKI and 
ACKO are passed to and from the Backplane BUS directly 
(as SACK! and SACKO) without further arbitration. There- 
fore the serial arbitration is done by the RIC logic itself. A 
high level on ACKI tells the RIC that it can take the bus. 











Therefore, the physical position of the board controls its 
priority in the chain. To participate properly in the chain the 
RIC will pass a high ACKI to ACKO if it does not want to 
transmit, but will force ACKO low if it does wish to transmit. 
In addition, ACKO needs to be held low if a low ACKI is 
seen, in order to tell the boards further down in the chain 
that they cannot take the bus. 


The drawback for serial arbitration is that it requires all the 
Main boards to be inserted at all times, otherwise the 
SACKI/SACKO chain will be broken. The Backplane board 
is equipped with a jumper to connect these signals to con- 
tinue the arbitration chain. 


In the Parallel arbitration mode the SACKI/SACKO signals 
are controlled by two PALs according to the ACKI, ARBWIN 
and ENARB state machines shown in Figures 2, 3 and 4. A 
priority number is assigned via a set of dip switches 
SEL(3:0), where a higher number corresponds to a higher 
priority. Each board that wants to use the bus asserts this 


ACKI STATE MACHINE 
Inputs: ACTND~ , ANYXND~ , ARBDONE, ARBWIN 
Output: ACKI 


ACKI HIGH 
[IDLE, SOURCE] 


vector onto the bus. The bus is ‘‘wired-OR”, so that only the 
board with the highest priority will see its own vector reflect- 
ed back from the bus. 


By monitoring the RIC signals and the arbitration vector, the 
parallel logic controls ACKI, so that normal functionality is 
maintained and the board’s priority is independent of its 
physical location. 


The arbitration takes place whenever a RIC is trying to take 
the bus, i.e., ACTNd is asserted, or when the RIC is experi- 
encing a transmit collision, i.e., ANYXNd is asserted (Figure 
2). When either the ACTNd or ANYXNd are asserted the 
ENARB signal (Figure 4) is asserted enabling the arbitration 
BTL transceiver (U2). 


A counter state machine is used in another PAL (U33) to 
give some delay for the arbitration to be completed, and 
asserts the arbitration done signal ARBDONE (Figure 3). 
Based on the ACKI state machine the ACKIRIC signal is 
asserted to the RIC. 


~ = Active Logic Low 
! = Inactive 
eg: !ACTNB~ = Inactive or Logic High 
- 1ARBWIN = Inactive or Logic Low 


(Is there activity on the bus?) 


(Is arbitration 
complete?) 


!ARBDONE ARBDONE 


(Do I have a 
collision?) 


(Do | have a 
collision?) 


!ANYXND~ 


ARBWIN 


(Yes) | ARBWIN 


'ARBWIN ARBWIN 


(Do | own bus?) 


TL/F/11230-2 


FIGURE 2. ACKI State Machine 
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ARBWIN STATE MACHINE oe SS - luis ™ = Active Logic Low - 
Inputs: ANYXND~, ENARB, ARBDONE, BUSWIN~ . ' |= Inactive 


Output: ARBWIN . . , eg: IANYXND~ = Inactive or Logic High’ 7 


-TARBWIN 


_. ANYXND = Active or Logic Low - 


IBUSWIN~ 


!BUSWIN~ 


- TL/F/11230-3 
FIGURE 3. ARBWIN State Machine 





3-78 








ENARB STATE MACHINE 

Inputs: ACTND~ , ANYXND~ 
Output: ENARB 

ENARB = ACTND~ # ANYXND~ 


~ = Active Logic Low 

! = Inactive 
eg: !ACTND~ = Inactive or Logic High 
ACTND~ = Active or Logic Low 


{ENARB 


FIGURE 4. ENARD State Machine 
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2.1.3 Inter-RIC Bus Transceivers 


To form a 10Base-T HUB with more than 12 Twisted Pair 
ports, up to four Main boards can be cascaded using the 
Backplane board (up to 16 Main boards can be cascaded 
with an extended Backplane board). The Backplane board 
can also be used to pass management information, as 
specified in the Hub management specification, from the 
management bus of the RIC to a modified DP839EB-ATS 


SONIC network evaluation board or the new SONIC Net- . 


work evaluation board, the DP83932EB-AT. 


To assure good speed and signal quality over the backplane 
bus four BTL (Turbo Transceivers) are used (U2, U3, U4, 
U5). The required BTL terminations are done on the Back- 
plane board. Tying all the Ground pins of the BTLs together 
is not the optimum way to use these transceivers, however, 


it was necessary to assure proper operation when the Main : 


board is in stand alone mode and the backplane board is 


not inserted. In a typical application were the Backplane . 


BUS is always terminated these grounds would not be 
grounded together. 


High level of assertion for the bidirectional ‘‘wired- OR” ‘sig- 


nals (ACTN, ANYXN, COLN, IRE, MCRS) of the RIC is re- 
quired for proper operation with the inverting BTL transceiv- 
ers. This makes these signals asserted low on the BUS side 
of the transceivers. 

The parallel arbitration vectors ARBI(3:0) and ARBO(3:0) 
are transmitted and received over the BUS through one BTL 
Transceiver (U2). The receive enable for U2 is controlled by 
the stand alone (SLN) bit set during Mload. The drive enable 


for U2 is controlled by the enable arbitration (ENARB) eave 


from the arbitration PALs. 


Another PAL (U3) transmits and receives the ACTN, 


ANYXN, and PCOMP signals onto the Backplane BUS. On 
the BUS side of U3, ACTN and ANYXN are bidirectional 
signals. They are asserted when any RIC asserts its ACTNd 


or ANYXNd signals. On the RIC side of. U3, ACTN is-split 


into ACTNd and ACTNs, and ANYXN is split into ANYXNd 
and ANYXNs. PCOMP is a unidirectional signal that is as- 
serted onto the BUS by a separate controller board that can 
gather management statistics (or a modified DP839EB-ATS 
SONIC-AT board). The Drive enable for U3 is always en- 
abled, allowing the ACTNd and ANYXNd signals to assert 


the BUS ACTN and ANYXN signals directly. The Receive 

enable is disabled only when the Main board is,in the stand 

alone mode (i.e., there are no other Main. boards in the 
HUB). 

The RC network included on the ANYXNs ‘signal i is recom- 

mended (see Application Note #671 in the Interface Data 

Book for design details using BTL Transceivers). 


’ A third PAL (U4) is used to transmit and receive the IRC, 


IRD, IRE and COLN signals. The COLN signal, which sig- 
nals a receive collision, has no significance in the TP media. 
It is included here for completeness. These signals are bidi- 
rectional, however they are unidirectional at any one time. 


-When the RIC is the receiving RIC, it asserts the packet 


enable signal PKEN signal which is used as the drive enable 
for U4. PKEN will be asserted as long as the RIC is the 
receiving RIC. The receive enable ENPKEN is asserted 
when the Main board is not in stand alone mode, and the 
PKEN signal is not asserted. 


A fourth PAL (U5) is used to transmit the management bus 
signals MRXC, MCRS and MRXD. The MRXC and MRXC 
signals are unidirectional RIC output signals, while the 
MCRS is a bidirectional. The RIC senses the MCRS signal 
while the RIC is not the receiving RIC to assure the Inter- 
frame gap limit set in the RIC Inter-Frame Gap Threshold 
Select Register is not violated before sending another pack- 
et onto the Management BUS. The Management BUS infor- 
mation can be received by a SONIC, connected to the man- 
agement bus. When the RIC is the receiving RIC, it asserts 
the management enable signal MEN, which is used as the 
drive enable for U5. MEN will be asserted as long as the 
RIC is the receiving RIC. The receive enable ENMEN is as- 
serted when the Main board is not in stand alone mode, and 
the MEN signal is not asserted. 


2.1.4 External Decoder ; 


’ The RXM External pin decoder allows using the RIC with an 


external decoder. The’ RXM pin outputs the received Man- 


' chester Data from the RIC. This data is sent to the 
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DP83910A decoder, which is decoded and passed onto the 
IRD, IRC and IRE BUS signals through a buffer back to the 
RIC. The buffer is enabled by PKEN, and a jumper is used to 
disable the buffer when using the internal decoder mode. 








2.1.5 TP Interface 
The interface is shown for one port in Figure 5 below: 


T4ACT244 
Driver Package 


Integrated Twisted Pair 
Filter/Transformer/Choke 


To 50 pin 
Connector 
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FIGURE 5. TP Interface 


To drive the transmitted signal through 100 meters of Twist- 
ed Pair cable, the RIC requires external buffers. The resistor 
network on the transmit path shows the values used on the 
Main board. A more optimized network, which allows for 
better amplitude control is described in the TP Parametrics 
Evaluation document. The Filter/Transformer/Choke pack- 
age used here is the PE65431 from Pulse Engineering. Oth- 
er packages have been evaluated, and those results are 
described in the TP Parametrics Evaluation Document. 


2.1.6 AUI Interface 


The AUI includes the proper terminations and pulldowns, 
and the isolation transformer. A 9-pin connector is used in- 
stead of the standard 15-pin AUI connector (due to space 


limitations). A 9-pin to 15-pin special adapter cable is used © 


to attach to the MAU. 


3.0 DISPLAY BOARD DESCRIPTION 


The Display board allows for the display of Maximum mode 
or Minimum mode LED configurations. The LED display ad- 
dress and data information RD(7:0), and the strobe signals 
STR(1:0) signals are received from the Main Board through 
the 25-pin ribbon cable and driver. The data is driven to two 
arrays of addressable latches and one flip-flop. 


In the Maximum LED display mode all 66 LEDs are function- 
al. Five sets of Latches are used and are arranged into five 
sets, with two latches per set. Each set controls one of the 
following groups of LEDs: Receive (REC), Collision (COL), 
Partition (PART), Good Link (GDLINK), and Bad Polarity 
(BDPOL). 


The address bits for the latches are obtained from the 
RD(7:5) signals. On the top half of the array address 0 cor- 
responds to the “any port”, address 1 corresponds to the 
AUI port, and addresses 2 to 7 corresponds to ports 2 
through 7. The top array is enabled by the STRO signal. The 
bottom half is enabled by the STR1 signal, and addresses 0 
through 5 correspond to ports 8 through 13. 

The data is obtained from the RD(4:0) signals as follows: 
RD(O) for LINK, RD(1) for Collision, RD(2) for Receive, 
RD(8) for Partition, and RD(4) for Polarity. 


In the Minimum LED display mode four LEDs are displayed: 
Any port collision (ACOL), Any port reception (AREC), Any 
port jabbering (JAB) and Any port partitioned (APRT), which 
indicate any activity on any of the RIC ports. In this mode 
the flip-flop ("ALS374) should be inserted into the socket 
(U6), which is left blank (default for the Maximum display 
Mode). The flip-flop passes the four LED signals to port 13, 
and STRO is used as the clock. 


4.0 BACKPLANE BOARD DESCRIPTION 


This board forms the Backplane BUS for the HUB. There 
are four types of signals that are passed on this BUS. 


1. The Inter-RIC BUS signals: IRE, IRC, IRE. These signals 
are passed from the Receiving RIC to all the other RICs 
in the HUB. They can also be used by a modified 
DP839EB-ATS SONIC board to allow the SONIC to 
transmit to the network through all the RICs on the HUB. 


. The Arbitration and Control signals: SACKI, SACKO, 
ACTN, ANYXN, COLN. These signals are passed be- 
tween all the RICs on the HUB to assure the proper op- 
eration of the HUB per the IEEE802.3 state diagrams. 
When a board is inserted into a slot on the Backplane 
board, a jumper is removed to allow for the SACKI- 
SACKO signals to pass to and be asserted by the Main 
board. If there is no Main board inserted in a slot, that 
jumper should be inserted to short SACKI to SACKO, in 
order to complete the arbitration chain. 


'3. The Management BUS signals: MRXC, MRXD, MCRS, 


PCOMP. The MRXC, MRXD and MCRS signals are used 
to pass the management information from the receiving 
RIC to a SONIC board. PCOMP is a unidirectional signal 
that is asserted onto the BUS by a separate controller 
board that can gather management statistics to com- 
press the data portion of the management information. 
The MCRS signal is also used as an input to the RIC as 
described in Section 2.1.3). 


4. The Parallel arbitration vector, ARB(3:0), required for 
parallel arbitration (as described in Section 2.2.2), 

Each of the BUS lines is terminated by approximately 200 

(two 39N/. resistors in parallel). 
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5.0 PAL LISTINGS 


U43. device 'pl6L8';module RIC_DEC 
title ‘decode AT addresses 


"inputs 


hw 
me 


sa0 pin 
sal pin 
sa2 pin 
sa3 pin 
sa4 pin 
sa5 pin 
sa6 pin 
sa7 pin 
sa8 pin 
saQ pin 
ba0 pin 
bal pin 
aen pin 
iow pin 
lor pin 


PRMOW HS UNW~!]OWOF 


Ov. Me Me MWe Ve We Be We We 


er 
Ww © ~) 
™e Be Be Me Be 


o 
& 


"outputs 


ghit pin 139; 

bhit pin 22; 

10 pin 125; 

base0O 'aen & !sa9Q sa8 'bal & !ba0; 
basel faen & !saQ sa8 !bal & ba0; 
base2 'aen & !saQ sa8 bal & !ba0; 
base3 ‘'aen & !sa9Q sa8 bal & ba0; 


Hot ud 


low = ‘taen & sa9 & !sa8 'sa4 & !sa3 & !sa2 & !sal 
& !saQ; 


equations 


!bal & !ba0 & !sa6 & !sa5 


'ghit low 
. 'bal & ba0 & !sa6 & sa5 


low 


& 
& 

low & bal & !ba0 & sa6 & !sa5 
& 


low & bal & baO & sa6 & sa5; 


'sa6 & !sa5S & based 
# !sa6 & sad & basel 
# sa6 & !sa5 & base2 
# sa6é & sad & base3; 


!io 'iow # !ior; 


END RIC_DEC; 
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U36 
title 


device "p20L8* sre ctrid 
‘ric control and some AT iukoeraces 


“inputs 


mloaddly 

jor 

low 

rstdarv 

bufen 

rdy 

ea2 

eal 

eal 

richit 

ghit 

bhit 

io 
“outputs 

chrdy pin 
pin 
pin 19; 
pin 18; 
pin 17; 
pin. 16; 
pin 15; 
pin 22; 


20; 


'ea2 & !eal & !ea0; 
equations 


!chrdy = 1; 


'bhit & richit & rdy & 


enable chrdy = !i0; 


'dens fio & (!ghit # ('!bhit & richit)); 


Pireg 'ghit & !iow; 


t'rd richit & norm & !bhit & !ior; 


richit & norm & !bhit & !iow;-: 


fiorb !ior; 


'cdec 'ea2 & !'eal & ead & 


# 'tea2 & eal & 


'ghit .& !ior 
fead & richit & !ghit & 


'den = richit & !bhit & !bufen & norm & !io; 


end ric_ctrll; 
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U41 
title 


device *p20L8*;rie ct rl2; 
"eLG) Control Za a 


“inputs 


mloaddly 
ior 
iow 
rstdrv 
bufen 
rdy 
ea2 
eal 
eal 

Fr chit 
ghit 
bhit 
sin 
pken 
rstb 
men 


“outputs 


equat 


swen 
raen 
rst 
mload 
enpken 
enmen 
ions 
!'swen 
!raen 


'rst 


!mload 


'enpken 


'enmen 


ee NO) 
Or Wb W 


SYHDRPHNMW LUD ~) DOW 


a 


'mload & 


!mloaddly; 


mload & mloaddly; 
rstdrv # lrstb; 


rstdrv 

ea2 & 'eal & 'eaO & richit 
'ea2 & eal & ead 

'rstb; 


'sln & !pken; 


'sin & !men; 


end ric_ctrl2; 
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U33 device 'p20v8r';module ric_ack 
title ‘ric arb state machine 


"inputs 


enarb 
unused 1 
psel 

sin 
sacki 
actn_s 
actn_d 
anyxn_da 
unused_3 
unused 4 
unused_5 
match 
clk 


PNW DH Onm ~) ow 


Me Se Me Me Me Me Me 


“outputs 


ackiric 
arbwin 
arbdone 


sl 
$2 
$3 


"counter modes 
mode = [enarb]; 
count = [1]; 
clear = [0]; 


state diagram [ql,q0] 


state s0: case (mode clear): 
(mode count): 


endcase; 


state sl: case (mode clear): 
(mode count): 


endcase; 


state s2: case (mode clear): 
(mode count): 


endcase; 
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State s3: case (mode 
(mode 
endcase; 
equations 


arbdone ql & q0; 


arbwin = (!anyxn_d # arbdone) * match * enarb; 


fackiric = !sln & (psel & (ackiric & (actn_s & actn_d & arbdone & 
tarbwin # actn_s & !actn_d & anyxn_d & !arbwin) 
# tackiric & (anyxn_d & !arbwin # !anyxn_d & actn_s)) 
# !psel & !sacki); 


!Q20M := Q20M; 


end ric_ack; 
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Ul device 'p2018';module ric_arb 
title ‘arbitration pal 


"inputs 


arbi0 
arbil 
arbi2 
arbi3 
seld 
sell 
sel2 
sel3 
anyxn_d 
actn_d 


“outputs 
match 
enarb 
arbo0 
arbol 
arbo2 
arbo3 

equations 
enarb 


match 


arbo3 
arbo2 
arbol 


arbo0 


end ric_arb; 
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pin 
pin 
pin 
pin 
pin 
pin 
pin 
pin 
pin 
pin 


et ee ee Ye Ye ee, Ye Pe TY 


OOWMDANWHAOHBWN FP 


hr 


pin 
pin 
pin 
pin 
pin 
pin 


actn_d # anyxn_d; 


('arbi3 # sel3) & (‘tarbi2 # sel2) 
& (!arbil # sell) & (!arbiO # sel0); 


sel3; 


sel2 & (!arbi3 # sel3); 


sell & (!arbi3 # sel3) & (l!arbi2 # sel2);. 


sel0 &(!tarbi3 # sel3) & (!tarbi2 # sel2) 
& (tarbil # sell); 
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RICTM-SONIC™ Interface 


INTRODUCTION 


This document describes how the DP83950 Repeater Inter- 
face Controller (RIC) can be interfaced to a System Orient- 
ed Network Interface Controller (SONIC) controller. The em- 
phasis in this note is on the hardware interface between the 
RIC and the SONIC. The software implementation of the 
Hub management protocols such as SNMP and CMIP are 
not discussed in this note, since each system’s implementa- 
tion would be different depending upon the processor used 
and the number of RICs and SON!Cs employed in the Hub. 
A description of the extra logic necessary to interface the 
RIC to a NIC (DP8390) is included for reference. And last, in 
order to provide a simple and fast solution for evaluating the 
RIC’s management bus interface to the SONIC, a descrip- 
tion of a simple way to hook the SONIC DP839EB-ATS eval- 
uation board to the RIC’s management Bus is included. 


RIC-SONIC INTERFACE 


The RIC transmits over the management bus every packet 
that is received from any of the ports (refer to the RIC data- 
sheet for details). The management bus packet is different 
from the packets transmitted to/from the ports. First, the 
preamble on this bus is always five bits (01011). Second, at 
the end of the packet, after the CRC pattern, seven bytes of 
management status are appended to the packet by the RIC. 
These seven bytes are always aligned to start on a byte 
boundary. Third, the packet is in NRZ format. 


A properly connected and configured SONIC receives every 
packet that is sent over the management bus, and therefore 
buffers the data as well as the seven bytes of status. The 
Packet Compression feature available on the RIC and the 
SONIC allows for specific handling of the data part of the 
packet, as described later. 


Figure 1 shows the interface of one RIC to one SONIC. The 
SONIC is configured to run in the external decoder mode to 
receive the NRZ data from the management bus (refer to 
the SONIC datasheet for more details). The SONIC input 
pins CRS, RXC, and RXD tie directly to the RIC manage- 
ment bus output pins MCRS, MRXC and MRXD (with the 
RIC BINV selected for active high signals, refer to the RIC 
datasheet for details). The SONIC runs in Promiscuous 
Mode accepting all the packets from the management bus. 


The packet compression output pin PCOMP of the SONIC 
ties directly to the PCOMP input pin of the RIC. The SONIC 
can be programmed to assert PCOMP upon a match or a 
mismatch of the packet destination address with a SONIC 
CAM address. For managed Hub applications, the SONIC 
asserts PCOMP if the destination address of the received 
packet does not match any address in the CAM of the 
SONIC. For managed bridge applications the SONIC as- 
serts PCOMP if the destination address of the received 
packet matches any address in the CAM of the SONIC. 
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The managed Hub application is selected in this implemen- 
tation. If the packet is addressed to the SONIC, the PCOMP 
pin will not be asserted by the SONIC and the RIC will not 
compress the data. The SONIC receives the whole packet 
with the seven bytes of status. If the packet is not ad- 
dressed to the SONIC, the PCOMP pin will be asserted by 
the SONIC. The RIC will compress the data by inhibiting the 
clocks during the data part of the packet, and will re-enable 
the clock during the seven bytes of status. 


The SONIC buffers the seven bytes of management sista 
from the RIC to memory. These bytes can then be accessed 
by a processor. Utilizing the packet compression technique 
leads to an implementation that minimizes memory require- 
ments, i.e., buffering only the data needed by the SONIC 
and the seven bytes of status. The RIC contains a Packet 
Compress Decode Register that can be used to determine 
the number of bytes, post SFD, which are transferred over 
the management bus when the packet compression option 
is employed. 


To enable the SONIC to transmit to the network, the SONIC 
of Figure 7 transmits a packet to the RIC through the Inter- 
RIC bus. The SONIC transmit signals TXE, TXD tie to the 
Inter-RIC signals IRE and IRD through a TRI-STATE® buffer 
(74F125), which is TRI-STATE when the SONIC is not 
transmitting. Since the SONIC is in external decoder mode, 
the TXC pin is an input. An external 10 MHz oscillator pro- 
vides the input to the TXC pin of the SONIC and the IRC pin 
of the RIC. The SONIC will drive ACTN and ACKI of the RIC 
as soon as it wants to transmit. Driving ACTN informs the 
RIC that the SONIC wants to transmit. In this implementa- 
tion the SONIC is placed on top of the arbitration chain with 
the RIC, therefore the SONIC drives the ACKI input of the 
RIC when it wants to transmit. 


Since the seven bytes of status are appended after the CRC 
pattern, the SONIC will indicate that a CRC error occurs 
every time a packet is received. This should be ignored, and 
the SONIC should be set to'save errored packets. The CRC 
bit in the seven bytes of status appended to the packet will 
indicate whether the packet has a CRC error or not. 


The management bus does not experience any collisions, 
however any collisions on the network detected by the RIC 


- are reported in the seven bytes of status. There will be no 


receive collisions on the SONIC, and the SONIC does not 
drive any collision signals to the RIC. The SONIC needs to 
be notified when a transmits collision occurs on the RIC. 
Therefore the COL input pin of the SONIC is driven by the 
ANYXNd output of the RIC whenever there is a transmit 
collision on the RIC and the SONIC is transmitting. 
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FIGURE 1 


Figure 2 shows an implementation with several RICs shar- 
ing one SONIC for a managed Hub application. The SONIC 
is set in Promiscuous Mode to receive all packets, and it 
asserts PCOMP upon address mismatch. The Hub is ad- 
dressable, and the SONIC can receive and transmit packets 
to the network as well as receive the seven bytes of RIC 
management status. All RICs share a single management 
bus to send the data to the SONIC. The SONIC transmits 
through the Inter-RIC bus to all RICs. 


To interface the SONIC to the RIC in this implementation, a 
PAL is needed to generate the following signals: 


ACKO = ACKI& TXE + ACKI 
ACTNd = ACKI & TXE 
ANYXNd = TXE & ACKI 

COL = TXE & ANYXNs — 
TXEO = TXEI & ACKI.. 


This implementation utilizes the serial arbitration method, 
and allows the SONIC to be placed anywhere in the arbitra- 
tion chain. ACKO is asserted if the ACKI from the RIC above 
it is not asserted and the SONIC wants to transmit, i.e., TXE 
is asserted, or if ACKI from the RIC above it is asserted. 
ACTNd is asserted to tell all RICs that it wants to transmit 
when ACKI is not asserted and TXE is asserted. The SONIC 
could experience a transmit collision in this implementation 
since it could be in the middle of the arbitration chain. 
ANYXNd is asserted by the SONIC when TXE is asserted, 
and ACK! is asserted by any RIC higher in the arbitration 
chain. The SONIC is notified of a collision if it is transmitting 
and any RIC asserts ANYXN. Finally, TXEO is enabled 
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when the SONIC wants to transmit and ACKI from the RIC 
above it is not asserted. 


RIC-NIC INTERFACE 


Any design that utilizes any controller other than the SONIC, 
such as the NIC (DP8390), to interface to the RIC should 
address the following points: 


First, the packet compression feature of the RIC cannot be 
used by other controllers unless an external CAM and asso- 
ciated logic is used: to generate the PCOMP signal to the 
RIC. If this logic is available the controller may not operate 
properly with the clock inhibited. The SONIC has an on 
board CAM, and asserts PCOMP to the RIC, and it works 
properly while the clocks are inhibited. 


Second, due to the nature of the CSMA/CD protocol, there 
are situations when a collision will occur early in the packet 
(before SFD). This will lead to a packet transmitted onto the 
management bus containing only the seven bytes of status. 
This will be ignored by most controllers. Therefore extra log- 
ic will be required to stretch such packets to the controller's 
minimum acceptable packet length. The SONIC accepts 
such packets normally. 


Third, knowing that the packet compression feature cannot 
be used, all packets that are transmitted over the network 
will need to be buffered by the controller. This requires a 
larger memory space, and may require a faster CPU. 


Fourth, the SONIC will receive back to back packets from 
the management bus without missing packets due to insuffi- 
cient gap (provided it is given access to memory). Other 
controllers may miss some packets if the gap is small. 
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FIGURE 2 








OTHER INTERFACE METHODS 


The method described so far to interface the SONIC to the 
RIC’s management and Inter-RIC busses is not the only way 
to interface a controller to the RIC. A controller could also 
transmit and receive packets through the Inter-RIC bus or 
through any of the ports. However these two methods do 
not allow the controller to obtain the management bus data 
from the RIC. There are several drawbacks for not receiving 
this data: . 


First, even though part of the information available in the 
seven bytes of status is available through the CPU bus of 
the RIC, the CRC error flag, the Collision Bit Timer, the Re- 
peat Byte Count, and the Inter Frame Gap Bit Timer are not 
available from the RIC except through the management 
bus. . 


Second, every packet transmitted through the management 
bus contains the number of the port receiving the packet. If 
the management bus is not used, the only way to obtain the 
port number is by setting the RIC to generate a Real Time 
Interrupt to the processor on every packet received. The 
processor then reads the Real Time Interrupt register to find 
out which port received this packet. 


Third, in a multi-RIC system, the RIC number is essential for 
associating the packets with the receiving RIC and receiving 
port. This is included in the seven bytes of management 
status, and cannot be obtained otherwise directly from the 
RIC. - 


Fourth, the packet sent over the management bus contains 
the Source and Destination addresses, and the Packet 
Compress Decode Register can be used to specify the 
number of bytes to send over the management bus before 
inhibiting the clocks when PCOMP is used. To perform this 


operation otherwise extra dedicated logic is needed to re- 
ceive every packet on the network to read and save this 
data. 


SONIC EVALUATION BOARD MODIFICATION 
(DP839EB-ATS ONLY). 

This section describes a way to interface the SONIC to re- 
ceive packets from the management bus of the RIC and to 
use the packet compression feature, using the Repeater 
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Evaluation Kit (RICKIT) and a DP839EB-ATS board. A new 
SONIC evaluation board, the DP83932EB-AT, will not re- 
quire modification. Contact your National Semiconductor 
representative regarding availability. 


All that is needed for the SONIC to receive the management 
bus data is to tie CRS, RXO, RXD and PCOMP pins from the 
SONIC directly to the MCRS, MRXC, MRXD and PCOMP 
pins of the RIC (see Figure 7). This can be achieved as 
follows: 


1. Place the DP839EB-ATS board in external decoder mode 
by removing the EXT jumper in the JB2 block, and remov- 
ing all the jumpers in the JB4 block. 


. Take an SNI (DP8391, or DP83910) chip and clip off pins 
2, 3, and 4, and place it in the appropriate socket (U18) 
on the DP839EB-ATS board. 


. Solder three wires to pins 2, 3, and 4 on the back of U18 
on the DP839EB-ATS board and solder the other end to 
a female connector attached to the prototype area of the 
board. - 


. To utilize the packet compression feature, use a SONIC 
(DP839328B) (pin 26 is the PCOMP pin). Bend pin 26 up in 
order for it to be accessible after inserting the SONIC 
back into the socket. Solder one end of a fourth wire to 
this pin and solder the other end to the fourth pin of the 
connector on the prototype area. 


. On the RICKIT (DP83950EB-AT) Main Board, solder four 
wires to the pin side of R31, R71, R40 and R36. Conect 
these wires to a female connecter. These four wires 
should be in the proper order to correspond to the proper 
pins from the DP839EB-ATS board. 


. Make a four wire ribbon cable that is approximately four 
inches long with a male pin connector at each end. This 
can now be used to connect between the two male con- 
nectors on the DP839EB-ATS board and the RICKIT 
Main Board. . 

The DP839EB-ATS board now has the proper modification 
to receive the management bus data from the RICKIT Main 
Board. These boards can now be installed into the same 
PC-AT, and operated using the Hub Manager (HM) soft- 
ware. See the HM software manual for details. 
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DP83950 Twisted Pair 
Parametric Evaluation 


TWISTED PAIR PARAMETRIC EVALUATION 


The following information lists the results of the Twisted Pair 
Parametric tests performed on the DP83950 Repeater Inter- 
face Controller (RICT). The DP83950EB-AT Repeater Kit 
was used to perform the measurements. Four parts were 
evaluated at room temperature and 5V power supply, ex- 
cept where indicated. ; 


The test results are divided into three areas; transmit, re- 
ceive and miscellaneous. The tabular format used shows 
the parameter tested, the reference section and Figures of 
the “IEEE 802.3 10Base-T CSMA/CD Access Method and 
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Physical Layer Specifications” document, and the values 
measured on the RIC. No details for the tests/setups are 
provided as they follow the IEEE document specifications 
for each test. Additional notes and tables are included for 
clarification where necessary. 


National Semiconductor Corporation (NSC).does not guar- 
antee any of the values indicated in this document. The 
parameters indicated in the AC/DC parameters section in 
the RIC data sheet are the ONLY parameters that are guar- 
anteed by NSC... 


Transmitter Specifications 


Parameter 


Peak differential output voltage: at TD+ circuits terminated 


with a 1002 load directly 
+2.2V to £2.8V 


Harmonic contents with 10 MHz signal through the 
transmitter 


All harmonics should be = 27 dB below the fundamental 


10 MHz 


Output waveform with scaling 
Within Figure 14-9 template 


Start of TP_IDL waveform with specified load in 


Figure 14-17 and with or without cable model. The readings 


include idle high time and idle setting time 
Within Figure 4-10 template 


RIC Value/Comment 


14.3.1.2.1 | 2.5V Peak 


(Note 1) 


14.3.1.2.1 | Tested with a random signal, all 
harmonics were >30 dB below the 


fundamental signal 


14.3.1.2.1 | Waveforms are within template 


Measured values are shown in Tables 
la, Ib, Ic 

Waveforms are within template 
Measured values are shown in Table Il 


14.3.1.2.1 


Link test pulse waveform, with specified load in Figure 14-17 
and with or without cable model. Readings include amplitude 
and pulse width 


Within Figure 4-12 template 


TD circuit differential output impedance or Return Loss spec. 
Reflection = 15 dB below incident for all power on states 
and for impedances of 852 to 1119 

TD output jitter: random signal through a 100m cable model 
terminated with a 1002 load 


Equalized for max +3.5 ns jitter at the end of cable model 
and with this equalization max +8 ns while TD circuit is 
directly terminated with a 100 load 


Common mode to differential mode conversion. Test circuit 
as in Figure 14-13 

229 — 17 log 10 (f/10) dB 

1<f< 20MHz 

TD circuit common mode output voltage. Test circuit is 
shown in Figure 14-14 

<50 mV peak 


3-92 


14.3.1.2.1 


14.3.1.2.2 


14.3.1.2.4 


Waveforms are within template 
Measured values are shown in Table III 


Within spec. 
Measured values are shown in Table IV 


Within spec. 
Measured values are shown in Table V 


Within spec. 
Measured values are shown in Table VI 


Within spec. 
(Note 2) 





Transmitter Specifications (Continued) 
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Parameter RIC Value/Comment 


10 TD short circuit current 14.3.1.2.7 | Within spec. 
300 mA max Approximately 0 mA 


TD circuit common mode impulse withstand. Test circuit as in 14.3.1.2.7 | Filter test—Guaranteed by filter 
Figure 14-15 manufacturer 
Impulse Eom applied 1000V min 


TD silence voltage Within spec. 
< t50mV ~ 6 mV 
Period of link pulses 16 ms 
16ms +8 ms 


Transmit settling time : Within spec. 


Meets amplitude and jitter 
specifications (2nd bit on) 


15 Power cycle behavior No extraneous signal on TD circuit 
No extraneous signal on TD circuit where noticed 


Note 1: The circuit used is shown in Figure 1. Three filters/transformer packages from three vendors were evaluated, and all of them met the amplitude required by 
this spec. The packages evaluated were: 1) Valor FL1012, 2) Pulse Engineering PE65431, 3) Bal Fuse 0556-3392-00 


Note 2: The measurements were done on Valor FL1012, Valor PT3877, and Pulse Engineering PE65431. For all of these packages a 0.01 pF capacitor is feauited 
from the center tap to ground, as shown in Figure 2, to reduce common mode to within 50 mV. 





i Integrated Module 
| i] 


Common 
Mode 
Chokes . 





vo 


TL/F/11232-1 
FIGURE 2 
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-. Receiver Specifications: 


Parameter . sien RIC Value/Comment 


Signals acceptedbyRDecircuits . == i Test signals used did not include jitter 


Figures 14-16 and 14-17 templates Signals accepted met 74-77 and _ 
on) & 14-16 templates © 


Jitter accepted by receiver 14.3.1.3.1 | Guaranteed by 1 above 
> £13.5ns a 7 


Jitter added by the receiver - a 14.3.1.3.1 | Within spec. 
s +1.5ns les Approximatley 1.44ns_. 


RD circuit link test pulse acceptance. 14.3.1.3.2 | Within spec. , 
Figure 14-12 template Rejects <480 mV amplitude 
ice ae ly ee Accepts down to 35 ns width 


Signals REJECTED by the receiver: 14.3.1.3.2 | Within the spec. 


a) Signals that will produce 300 mV peak signal at the output of a3 : Measured values are shown in 
pole test filter described i inA4.2 .. . Table VII i: 


b) All sinusoidal signals of amplitude less than 6.2 Vpp a and aedeney 
-less than 2 MHz - 


‘¢) All sinusoidal single cycles of annie 6.2 2Vpp with 0° or 180° 

phase where the frequency is between 2 MHz to 15 MHz 
Idle detection by RD circuits Bh ee Within spec. ©: 
Within 2.3 BT Within 2.05 BT 


REC circuits differential input impedance orreturnioss . | 14.3.1.3.4 |.Within spec. 


Reflection = 15 dB below incident for an impedance of 852 to 1110 = Measured values are shown in 
eels . ” “1 Table IV 


RD short circuit fault tolerance * ma Z oe, eB _ | |:14.3.1.3.6 | RD short caused no faults 
Indefinite short shall be tolerable : 


Receive delay ee None | 40 ns 
10 | Bitloss and receive delay | None 2.3 BT (270 ns — 40 ns) 


“These are extra tests not specified in the standard. ' 
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. Miscellaneous 


IEEE 
Test Parameter Ref. RIC Value/Comment 
Spec. 


Jabber timer 5ms 
Unjab time Approx. 100 BT 


€8Z-NV 


Link loss timer 14.2.1.7. | 56ms 
50 ms-150 ms (RIC set at 60 ms) 


Polarity correction: 

a) Inverted link pulses, 

b) Packets with inverted TP_.IDL 

For both cases check if link pass state 


TX output at link fail 


Functional 


14.2.1.7 Functional 
No output data but link pulses 


Receiver squelch level 
300 mV-585 mV 


Receiver frequency acceptance: Input signal on RX+ of 1.2V to 
6.2V and sweep the frequency from 0 MHz to 30 MHz or higher 


Data Sheet | Within spec. 
(Note 1) 
Within spec. 


Accepts >3.61 MHz and up to 20 MHz 
(generator limit) 


Data Sheet | loo max = 950 mA (Approx) 


Receive link_test_max timer 14.2.1.7 Within spec. 
25 ms-—150 ms (RIC: 32 ms) 32 ms 


Recieve link__test_ min timer 14.2.1.7 | Within spec. 
2ms-7 ms 5.75ms 





11. | Link count: Ilc__max 14.2.1.7 Functional 
(RIC: 7 consecutive link counts 


Note 1: With a SIN wave input: 
Normal mode: Guaranteed on at 520 mV, guaranteed off at 460 mV. 
Low squelch mode: Guaranteed on at 360 mV, guaranteed off at 260 mV. (For use with shielded TP and extended distances.) 


* These are extra tests not specified in the standard. 
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, ‘Value +ve —ve +ve —ve +ve —ve 
; (V) — TMPLT. TMPLT TMPLT TMPLT TMPLT TMPLT 
eS ae ee ee ee vee oe a 3 


TABLE la. Data at Different Points of the Transmit Signal at the End of the Cable Model 


Port #13 


0 


‘0.78 
0.9 
0.78 

-0.35 
—0.54 
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TABLE Ic. Data at Different Points of the Transmit Signal at the End of the Cable Model 


a ae ee ae 


pare +ve —ve +ve 
at TMPLT TMPLT 


€8Z-NV 


A 


0.04 
~0.78 


° 
a+ 
ie 4k 
eal We 2) 


TABLE Il. Start of TP_IDL Waveform 


Amplitude aac a @4.5 BT 
Test Load 
<i (mV) 


1552 // 180 »wH 
with Cable Model 


1159 // 180 nH 


without Cable Model 


76.829 // 229 nH 
with Cable Model 
76.80 // 229 pH 
without Cable Model 
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Test Load 


11529 // 180 pH 
with Cable Model 
1150 // 180 pH 
without Cable Model 


76.80, // 220 pH 
with Cable Model 


76082 // 220 wH 
without Cable Model 


. TABLE Ill. Measurements of Different Corners of Link Pulses | 


Width atO . Width at - 
_ Amplitude to0 0/300 mV 
. (V) Crossing . to 300 mV 
(ns) (ns) 
-176 ns at 300 mV 
to 300 mV 
— 140 ns atO mV 
164 ns at 300 mV 
| tse [oo to 300 mV Ea 
152.5 ns atO mV 


TABLE V. Transmit Signal Jitter at the End of a Cable Model 
Valor FL1012 


Pulse Engineering PE65431 
Bel Fuse 0556-3392-00 £2.05 ns - 
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Amplitude 
at4 BT 


Amplitude 
at 42 BT 











TABLE VI. Data for Transmitter lmpedance Balance Test 


29-17 logio (f/10) 20 10940 (Ecm/Euitt) 
dB -p D:D dB 


28.8m 
| 20 {| oes | 0.2 | szom | 500 
| so | avs | 10.2 | 350m | 49.20 
| 40 | ae | 0.2 | seam | 48.48 
| so | sate {10.0 | arom | as 
| eo | 277 | a6 | 440m | 47 
| eo | soes | 2.0 | 480m | 5.46 
| 90 | 072 | a4 | 40m | anes 
| too | a0 | 82 | aram | aaa 
| 10 | 20 | ae | tem | cose 
| 0 | ares | 80 | 5.0m | ago 
| 130 | e706 | a6 | saom | azo 
| wo | aes | as | ge | aes 
| 150 | 2600 | a2 | 2aem | 40 
| reo | ase | 80 | 26am | aan 
| io | 08 | 78 | soem | anor 
| iso | aes | 76 | 206m | aes 
| 200 | 28a | 74 | tem | soo 


TABLE 7. Receiver Rejection Test Data 


| ricezo | ic eat |i #2 
een nee cero eee ee 


5 (a) 456 mVp 450 mVp 470 mVp 480 mVp 490 mVp 500 mVp 
@ 5 MHz 
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5 (a) 504mVp | 505mVp 590 mVp 540 mVp 590 mVp 540 mVp 
@ 10 MHz 


| 5) | 36MHz | ssomHe | 362MH2 | 
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Overview 


National Semiconductor provides a set of hardware and 
software platforms that allow quick and reliable evaluation 
of National’s Ethernet products. These hardware and soft- 
ware platforms also provide a sound foundation for the de- 
velopment of end products. 


National offers two types of example software packages. 
First, Evaluation Software, which comes with our evaluation 
boards, and second, Drivers for popular network operating 
systems. National’s software platforms offer key example 
software and example drivers only to assist the designer in 
the development of drivers. 


Please contact your local National Semiconductor Repre- 
sentative for availability of any Ethernet Evaluation Hard- 
ware and Software products. 


1.0 Hardware 


National’s Ethernet evaluation boards can be divided into 
two categories. One set of boards is based on the DP8390 
Network Interface Controller (NIC) architecture. The other 
set is based on the high performance DP83932 Systems 
Oriented Network Interface Controller (SONICT), 


1.1 DP83902EB-AT ST-NICTM EVALUATION KIT 

The DP83902EB-AT ST-NIC Evaluation Kit shows a com- 
plete, highly integrated Ethernet network interface design. 
The DP83902EB-AT features Industry-Standard Silicon, the 
DP83902 Serial Network Interface Controller for Twisted 
Pair (ST-NIC) and the DP8392 Coaxial Transceiver Interface 
(CTI). The DP83902, a single-chip solution which meets all 
requirements of the IEEE 802.3 Specifications, combines 
the DP8390 Network Interface Controller, Manchester 
ENDEC, Attachment Unit Interface (AUI), and 10Base-T 
transceiver functions in low-power CMOS. 

The ST-NIC Evaluation Kit demonstrates 10Base-T, 
10Base2, and 10Base5 connections. 

¢ 10Base-T: Twisted-Pair via RJ-45 connector 

* 10Base2: Thin Coax via BNC connector 

© 10Base5: Thick Coax via external AUI cable 
Performance, flexibility, and full Ethernet functionality for 8- 
and 16-bit host bus network interface requirements are 
demonstrated for swift product development and reduced 
time to market. 

¢ Novell Compatible 


® Two-Third size, single-slot PC-AT adapter card and dem- 
onstration software 


© Detailed documentation, including hardware and soft- 
ware manuals, installation guide, board schematics and 
bill of materials 


e 5 LED network status indicators on board 


The ST-NIC Evaluation Kit shows the benefits of increased 
reliability, reduced manufacturing and inventory require- 
ments afforded by the single-chip ST-NIC design. © 


1.2 DP8390 and DP83901 BASED 
EVALUATION BOARDS 


The original DP8390 NIC has several evaluation boards. All 
these boards have been discontinued except the original 8- 
bit evaluation card (DP839EB, see Table I) which is the ba- 
sis for the design of many PC-based Network Interface 
cards (Like Novell’s NE1000, but NOT identical). 


The DP839EB-AT, DP839EB-MC, DP839EB-NB, and 
DP839EB-SE cards all utilize the DP8390. Though these 
have been discontinued, the information presented in these 
designs, and their drivers, are still useful. The MC and AT 
cards are implemented with a higher performance (and 
more expensive) shared RAM architecture. The DP839EB- 
NB and DP839EB-SE cards show how to implement Ether- 
net in a Macintosh environment, again using a shared RAM 
based design. (See Table VIII) 

The DP839EB-ATN utilizes the DP83901 SNIC to provide a 
very low cost 16-bit |/O mapped design (very similar to No- 
vell’s NE2000). , 

The last two boards in Table I, are daughter boards. These 
are the DP839EB-DB and DP83902EB-DB. These boards 
enable customers using the DP8390, in the DIP package, to 
easily evaluate the DP83901 (SNIC) or the DP83902 (ST- 
NIC). These boards plug into DP8390-DP8391 sockets of 
an existing design, and allow the existing design to use the 
DP83901 or DP83902. 


TABLE |. DP8390/DP83901/DP83902 BasedLAN 
Evaluation Boards 


Part Number 
DP839EB 8-Bit IBM XT Compatible Ethernet 
Evaluation Board 
DP839EB-ATN 16-Bit Low Cost PCAT Compatible 
Evaluation Board 


DP83902EB-AT | ST-NIC PCAT Compatible Ethernet 
Evaluation Board 


DP839EB-DB SNIC Daughter Board 
DP83902EB-DB | ST-NIC Daughter Board 
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1.3 SONICTM BASED BOARDS 


Table Il shows the evaluation hardware for the 16-/32-bit 
DP83932 SONIC. 


The DP839EB-ATS shows a simple high performance bus 
master interface for the AT. This card shows the basic fea- 
tures of the SONIC, but due to the slowness of the AT bus 
cannot show SONIC’s ultimate performance. 

The DP83932EB-AT replaces the DP839EB-ATS. This 
board uses an integrated bus interface from PLX Corp (AT 
9010), and also adds an interface to connect to the 
DP83950EB-AT’s management interface. 


A better indicator of SONIC’s performance (though the 
SONIC is still slowed) is the DP839EB-MCS which is a full 
32-bit bus master card for IBM®’s PS/2® MICROCHAN- 
NEL® bus. 

The DP839EB-EISA is a 32-bit bus master evaluation board 
for EISA bus based PCs. This adapter uses the PLX ES 
9010 for the bus interface to EISA. This board provides full 
33 MByte/sec bus performance in a cost effective design. 


1.4 REPEATER EVALUATION BOARDS 


DP83950EB-AT Evaluation Kit shows a complete IEEE 

802.3 Multi-Port Repeater with Hub Management support. 

(See Table Ill) 

The. DP83950EB-AT Evaluation Kit features the DP83950 

Repeater Interface Controller (RICTM), a single-chip solution 

which implements the requirements of the IEEE 802.3 Re- 

peater, 10Base-T, and Hub Management Specifications in 

mixed-signal, low power CMOS. 

© 12 Integrated 10Base-T transceivers and Repeater, Man- 
chester ENDEC, and ANgchinient Unit Interface (AUl) 
-functions 


® Media independent—supports Twisted- Pair, Thin and 
Thick Coax connections 

© Inter-RIC bus for cascading multiple RiCs to create a sin- 
gle, logical repeater 

¢ Hub Management data combined with network packets 
on a per port/per packet basis 

Performance, flexibility, and Hub Management functionality 

for Multi-Port Repeater requirements demonstrated for swift 

product development and reduced time to market. 

® Single-slot, standard-size PC-AT main board and back- 
plane board for cascading multiple repeater cards 

¢ 5 LED network status indicators per port on an external 
display board ; 

¢ Demonstration software and detailed documentation, in- 

‘ cluding, hardware and software manuals, installation 

guide, and board schematics and bill of materials 

The RIC KIT shows the benefits of increased reliability and 

Multi-Port Repeater functionality and performance afforded 

by the single-chip RIC design. 


2.0 Evaluation Software 


Each board comes with Evaluation and Diagnostic software. 
This software provides example code for programming Na- 
tional’s Ethernet Integrated circuit products (typically in 
Microsoft™ C), These programs can be used to evaluate 
the behavior and operation of National’s products on a net- 
work. The evaluation software can be used and/or modified 
to facilitate the generation of hardware testing software. 
The evaluation software provided with the evaluation 
boards (as shown in Table III) can be requested separately. 


TABLE II. DP83932 SONICT BasedLAN Evaluation Boards 


| 





- TABLE Ill. LAN Software Availability 


NetWare LAN FTP 
Manager Packet 
. Driver 


Apple sco 
EtherTalk UNIX386 
2.0 (Note 2) 


Product pice NetWare 3.11 
(Note 1) 











DP839EB 
DP839EB-MC 
DP839EB-AT 
DP839EB-SE/NB° 


DP839EB-ATN 
DP83902EB-AT 


DP839EB-MCS 
DP839EB-ATS 
DP83932EB-AT — | . oe 


w 


| wwotes) | (Notes) | (Notes) | | (Noto) 


ppesoazeB-eisa.| | (Notes) | ~ | (Notes) | (otes) | | (Notes) 
opasosoepaT | oe | | 


Note 1: Except OS/2 Drivers. ' 
Note 2: Pre-System 7.0. | 


Note 3: Compatible with Novell NE2000 Drivers Supplied by Novell, no source code available. 


Note 4; Public Domain Driver from Clarkston University. 


Note 5: Contact your local National Semiconductor Representative for availability. 


2.1 LAN DRIVER SOFTWARE 


For each of National’s’ Ethernet Evaluation boards, there 
are a set of drivers available (generally NOT supplied with 
the Evaluation Boards, but obtained separately). The avail- 
able drivers are listed in Table Ill. 


National develops a set of drivers for each of our evaluation 
boards which shows the operation and performance of the 
evaluation boards and provides example code for our Ether- 
net IC products which can be helpful in the development of 
similar products. These driver sets do not necessarily have 
the best possible performance, but do simplify a customer’s 
development by providing reliable software examples. While 
the evaluation boards and their software examples may 
come very close to a production ready product, it is recom- 
mended that the hardware developer use them only as a 
sound foundation to extrapolate their end product. 


2.2 GENERAL DRIVER INFORMATION 


Three parameters are required to specify a useful driver or 
set of drivers. 1) A. specific hardware implementation; 2) A 
networking operating system; 3) A computer operation sys- 
tem. If these are defined, then a specific software driver can 
be specified. For example, if the computer is a PC with the 
DP83932EB-AT, running NetWare 3.11 Net OS, and DOS 
OS, then a DOS ODI (Open Datalink Interface) driver is the 
specific driver specified. Another example, is a PS/2 with a 
SONIC Micro Channel card running OS/2, with Communica- 
tion’s Manager. This specifies and OS/2 NDIS (Network 
Driver Interface Specification) driver. 


Depending on the Network Operating System, a different 
number of drivers are necessary to obtain a working net- 
work using a specific NOS. Table IV presents an example 
list of the drivers for each NOS. 7 

Most NOS vendors have a developer program, that provides 
support and technical information to assist in the develop- 
ment of drivers. Address and phone information for some 
vendors is provided in Table VI. Also shown in Table V are 
the. compiler/Assembler tools recommended to develop 
these software drivers. = . 


TABLE IV. Driver Sets For Each National 
Supported Network OS ; 


Operating System | NOSDrivers = 


_ NetWare 3.11/2.2 OD! Server 
_ ODI OS/2 Requester (Note 1) 
OD! DOS Workstation 


Server 
Workstation 


OS/2NDIS(Note2) 
DOS NDIS 


Streams Driver (Note 3) 
‘Appletalk EtherTalk — - 
_PC/TCP (Note 3) DOS Packet Driver ; 


Note 1: At this time National does not provide this driver. 


Note 2: NDIS Drivers are also supported by other networking packages like 
Banyan Vines, Sun PC/NFS. : 


Note 3: The SCO UNIX driver provides connectivity for a PC running SCO 


NetWare 2.15 


LAN Manager 


SCO UNIX 


.. UNIX in a TCP/IP network. The packet driver enables DOS PC communica- 
’ tion in a TCP/IP network. 
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TABLE V. Networking Operating System and 
Applications Vendors | 


Software Name (Tools) 


Novell Inc 


Independent Manufacturers 


Support Program, B-17-1 
122 East 1700 South 
Provo, UT 84606 
801-429-5713 


Microsoft Corporation 
System Software 
One Microsoft Way 
Redmond, WA ; 
98052-6399 
800-227-6444 


Santa Cruz Operations 
SCO Developer Program 
400 Encinal St. 


NetWare — 
(Phar Lap ASM for 3.1, _ 
Microsoft MASM for 
2.15) 


LAN Manager 
(Microsoft MASM, 
Microsoft C) 


. SCO UNIX 386 V3.2 
(UNIX Development 
System) 


PO Box 1900 
Santa Cruz, CA 95061 
408-425-7222 


FTP Software 

PO Box 150 

Kendall Square Branch 
Boston, MA 02142 


DOS Based TCP/IP 
Software 
(Microsoft C) 


2.2 NATIONAL SEMICONDUCTOR LAN DRIVER 
SOFTWARE DISTRIBUTION 

Some Networking Operating System (NOS) vendors, re- 
quire developers to sign up to a certification or developer 
Program, which usually involves paying fees, and signing a 
licensing agreement. The license agreement that National 
has signed for the drivers listed in this document may have 
certain limitations on distribution of the source code. (Distri- 
bution of object or binary code is not restricted.) Table VI 


below highlights the requirements for National to distribute 
driver software. 


.. In addition to the NOS vendor restrictions, National Semi- 


conductor Corp. has an additional software license that 
must be agreed to before we distribute either source or exe- 
cutable code. 


TABLE VI. Driver Source Code © 
Distribution Requirements 


Source Code 
Network OS Distribution 
i Requirements. 


Novell Network Customer must supply signed 
Novell License agreement, or 
; letter from Novell. 


Microsoft LAN Manager | Customer must supply signed 
yo Microsoft License agreement, 
or letter from Microsoft. 


SCO UNIX (LL!) No restrictions on source code. 
Customer must sign non- 
disclosure with SCO to obtain. 
driver specification only. 


Apple Ethertalk ° No Restrictions 
FTP Software PC/TCP_| No Restrictions 


2.3 DRIVER CONTRACTORS AND DEVELOPERS 


National Semiconductor develops drivers for LAN products 
through a combination of in-house programmers and exter- 
nal contractors. The list of contractors are shown below in 
Table VI! with comments. These contractors are a good 
source of information for the products they developed and 
may be contacted directly for information or consulting serv- 
ices. 


TABLE VII. LAN Driver Contractors 


| Driver 
Company and Address 


Ballard Synergy : 
10601 S De Anza, Suite 212. 
Cupertino, CA 95014 
408-257-8844 


The Impact Zone 

2823 Whipple Rd. 
Union City, CA 94587 - 
415-489-6515 


GEE Technology 
6473 San Ignacio Ave 
San Jose, CA 95119 
408-578-1123 


UNIX, Other 
Drivers 


General 
Software 


Ethertalk 
LAN Manager 


Part Number 
DP839EB-AT 
DP839EB-MC 
DP839EB-SE 
DP839EB-NB 
Note 1: Replaced by DP839EB-ATN or DP83902EB-AT. 


Comments - 


Novell Netware, | Developed UNIX drivers for the DP839EB-ATS and DP839EB-MCS. Ballard- 
Synergy provides driver development support for National’s Ethernet and 
FDDI products. ye 


Novell Netware | Software consulting company, that does general software development. 
Developed the Netware 286 and 386 drivers for the DP83 
and -MCS, and some Evaluation Software. © 


Novell Netware, | Specializes in driver development primarily for NetWare, but also develops ~ 
LAN Manager and Macintosh drivers. GEE de 
the DP839EB-NB and SE... 


TABLE VIII. Discontinued Evaluation Boards 

nine Description 

16-Bit IBM PCAT Compatible Evaluation Board (Note 1) 
16-Bit IBM Micro Channel Compatible Evaluation Board 
16-Bit Apple Macintosh SE Compatible Evaluation Board 
32-Bit Apple Macintosh !! Compatible Evaluation Board 





9EB-AT, -MC, -ATS 


veloped the EtherTalk drivers for 
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Enclosed is an overview of the magnetics components 
needed to interface National’s Ethernet Products to each of 
the popular Ethernet cabling schemes. 


10BASE-T TWISTED PAIR ETHERNET 

This discusses the available components to interface Na- 

tional Semiconductor’s 10BASE-T Ethernet LAN products 

to twisted-pair cable. The products offered by NSC include: 

DP83922A Twisted Pair Interface (TPI) 

DP83902 Serial Twisted Pair Network Interface Controller 

(ST-NICT™) 

DP83950 Repeater Interface Controller (RICT™) 

The types of solutions from these vendors vary and the de- 

signer is encouraged to contact these companies to obtain 

information on their various solutions. A brief overview of 

these products is presented here. . 

The interface from one of National Semiconductor's inte- 

grated circuits to the cable consists of the following blocks: 

1. Termination resistors used to match the impedance of 
the twisted-pair interface to the cable. 

2. Transmit and Receive Filters which are used to filter out 
receiver noise, and for the transmitter limit the harmonic 
content of the output waveform. 


. Transmit and Receive Pulse Transformers. These are re- 
quired by the 10BASE-T standard to isolate the media 
from the data terminal equipment (DTE). 


. Optionally a common mode choke which is used to re- 
duce common noise that could be emitted by the 
10BASE-T interface. This may be necessary in some ap- 
plications for meeting FCC or VDE EMI requirements as 
well as to meet 10BASE-T common mode output voltage 
noise specifications. 


The components offered by the various manufacturers in- 
corporate one or more or all of these. Table | shows some 
information on the available components. The components 
listed are primarily those that are more highly integrated. 
Also mostly DIP version part numbers of these devices are 
listed, however most vendors have surface mount versions 
of these products, as well as some products in SIP versions. 


Table | is not a complete list of available components. The 
designer should use this list as a starting point for research- 
ing suitable products for his design. The addresses and 
phone numbers of the vendors listed are shown at the end 
of this paper in Table IV. 


Twisted Pair Cable Interface Blocks 


: Receive 
DP83922 Filter 
DP83902 
DP83950 
or Future 
10BASE-T 
Products 


Termination 
Resistors 


Transmit 
Filter 


Receive Fen saa 
Transformer 


Transmit 
Transformer 





Optional 
TL/F/11248-1 
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Ethernet Magnetics Vendors for 10BASE-T, 10BASE2, and 10BASE5 


TABLE |. Partial List of 1OBASE-T Transformer-Filter Products 


Termin- : 
Trans- NSC* Tested** 
Part Number ation 
former Product by NSC 
Resistor 


PULSE ENGINEERING 
PE65423 


PE6s421 v 
PE65431 FEN a | Ca RT 
PE65424 ee ee ee ea 
PE6S434 Pp |» |» | [soe [| 


PT3877 ad | 902950 | 
FL1010 (4 Channel) Sc ac a eee 
pTsee4 eee nee 


asseooepe | oe | oe TT 02,0650 | Praer7 | 
osssose00 |» |» |» | | as |_| 
osse-200600 | | | mt | 02,0850 | Praer7 | 
0566-2006-01 Ea Dc a 


0556-3899-02 vt 


A556-3899-00 


FEE FIL-MAG 


78211208-01 Hea ra ee | 902,950 | P3877 
eziiaono1 | oe | oe | le 0.950 | Praez7 
78211208-04 es ee 
7821120B-03 | so2e60 | | 


PCA ELECTRONICS 


EPA1593 poe | oe fo | 802,960 | P9877 
epatezg | we | Ue | le 0.950 | P9877 


*902 = DP83902, 950 = DP83950, 922 = DP83922A. 
**NSC has evaluated a sampling of 10BASE-T filter-transformer ero blus for operation with the products listed in the NSC product column. Other products listed 
should provide suitable performance but have not been evaluated at this time. These products have been tested for compliance to the 10BASE-T standard when 
using National Semiconductor's integrated circuits. This testing includes waveshape, amplitude, jitter, harmonic content, insertion loss, and general interpretability. 
Testing for EMI has not been done as this varies dramatically between test setups and real applications. Contact National Semiconductor for further information. 
tThere is a single common mode choke on the transmit channel only. 


ttIn addition to resistors, this product internally includes a buffer that is required by the DP83950. 











10BASE2 AND 10BASE5 THIN AND THICK ETHERNET 


The interface for Thin (10BASE2) and Thick (10BASE5) 
Ethernet to the coaxial cable is nearly the same, and is illus- 
trated by the block diagram in Figure 2. From the AUI (At- 
tachment Unit Interface) to the coax cable there are three 
major blocks. A major requirement of the interface is the 
electrical isolation from the cable interface to the AUI. This 
isolation is requried to be 500V for 10BASE2, and 2000V for 
10BASES5. Two of the three blocks provide this isolation. 
Starting from the AUI, there are 4 pairs of wires. One pair . 
provides power, and the other three are the data and colli- 
sion signals. The signal pairs connect to a triple pulse trans- 


=, 


DC-DC 
Converter 


SSS 


AUI Interface 


Pulse 
Trans= DP8392 


former 
' 


I Isolation 
500V (10BASE2) or 
2000V (10BASES) 


TL/F/11248-2 
FIGURE 2. Coax Ethernet Cable Interface 
Block Diagram 


former that provides voltage isolation. These signals then 
connect to the DP8392, Coax Transceiver Interface (CTI) 
which converts AUI signaling to coax transmission and re- 
ception signals. 


The DP8392 is powered from the AUI power pair which is 
fed from the AUI to a DC to DC Converter. The DC to DC 
Converter provides the voltage isolation of the power pair 
required by the IEEE standard, and in 10BASE5 converts 
the AUI 12V power to —9V required by the DP8392. (For 
10BASE2 the DC to DC converter typically converts 5V to 
—9V). 

Besides the DP8392 and a few discrete resistors and ca- 
pacitors, the major additional magnetic components are the 
pulse transformer and the DC to DC converter. Both of 
these components are readily available from a number of 
sources. Table II shows a selection of manufacturers and 


' their part numbers for Ethernet pulse transformers. All of 


these components are pin compatible and are available in 
16-pin DIP package. Most of these manufacturers also have 
surface mount versions of these components. 

Table III lists two vendors of DC to DC converters. As can 
be seen there are several different types of converters de- 
pending on input voltage and whether an enable function is 


’ desired. 


Tables II and III are not a complete list of available compo- 
nents. The designer should use these lists as a starting 
point for researching suitable products for his design. The 
addresses and phone numbers of the vendors listed are 
shown at the end of this paper in Table IV. 


TABLE II. Representative Ethernet Isolation Pulse Transformers for AUI 
(16-Pin DIP, Triple Transformer) 


Inductance 
(Note 1) 


64103 (500V) LT6003 (500V) 0553-1006-AB | 23291 
64108 (2 kV) LT6033 (2 kV) 
64104 (500V) LT6004 (500V) 
64109 (2 kV) LT6034 (2 kV) 
LT6005 (500V) 
LT6035 (2 kV) 
Note 1: Generally inductances range from 35 wH to 300 pH, this table only shows the more commonly used values. 
Note 2: Information provided by these manufacturers only listed 2 kV isolation components. 


Pulse Valor Bell Fuse 
Engineering Electronics (Note 2) 
64101 (500V) LT6001 (500V) 

64106 (2 kV) ’ LT6031 (2 kV) 
64102 (500V) LT6002 (500V) 0553-0756-AB 
64107 (2 kV) LT6032 (2 kV) 


FEE Fil-Mag 
(Note 2) 


PCA Electronics 
(Note 2) 
EP9531-4 
EP9531-5 
EP9531-6 


EP9531-8 


EP9531-11 
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TABLE Ill. DC to DC Converters for the DP8392 
(—9V Output, => 200 mA) 


500V Isolation 


+ 5V Input + 12V Input +5V Input 


Valor PM7002. PM7104 PM7003 
PM7102 = ee 1) PM7004 en el 1) PM7103 = aa 1) 


(Switched) | ss pmgo0o2—sd 


| = pmgo03 | pgoog 


PCA Electronics EPC1000P (Note 1) EPC1005P (Note 1) EPC1000H (Note 1) 
EPC1015P (Note 1) EPC1013P (Note 1) EPC1015H (Note 1) 


EPC1007P 


EPC1008P 


(Switched) EPC1002P(Note1) | = =——~——d|~—_—sEPC1002H (Note 1) 


Bel Fuse 0740-0509-00 0740-1209-00 0740-0509-02 
0740-0509-RO (Note 1) 0740-1209-R0 (Note 1) 0740-0509-R2 (Note 1) 


Note 1: These DC to DC Converters have a regulated output. 


TABLE IV. Pulse Transformer Vendors 


_____ Company and Address | Phone 


Pulse Engineering 
P.O. Box 12235 
San Diego, CA 92112 


Valor Electronics 
6275 Nancy Ridge Dr. 
San Diego, CA 92121 


_ Bel Fuse 
198 Van Vorst St. 


Jersey City, NJ 07302 


FEE Fil-Mag 
4787 Cardin Street 
San Diego, CA 92111-1416 


PCA Electronics 


16799 Schoenborn St. 
Sepulveda, CA 91343 


619-268-2400 


619-458-1471 
201-432-0463 
619-569-6577 


818-892-0761 
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2000V Isolation 


+12V Input 


PM7105 
PM7005 (Note 1) 


PM9005 


EPC1005H (Note 1) 
EPC1013H (Note 1) 


0740-1209-02 
0740-1209-R2 (Note 1) 


FAX 
619-268-2515 


619-458-0875 


201-432-9542 


619-569-6073 


818-894-5791 
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DP83231 CRD Device (FDDI Clock Recovery Device) 

DP83241 CDD Device (FDDI Clock Distribution Device) 
DP83251/DP83255 PLAYER Device (FDDI Physical Layer Controller) 
DP83261 BMAC Device (FDDI Media Access Controller) 

DP83265 BSI Device (FDDI System Interface) 
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Ga National 


Semiconductor 


DP83231 CRD™ Device 
(FDDI Clock Recovery Device) 


General Description @ se 3 Features 

The DP83231 CRD device is a clock recovery device that ™ Clock recovery at 100 Mbps data rate 
has been designed for use in 100 Mbps FDDI (Fiber Distrib- m Internal 250 MHz VCO. 

uted Data Interface) networks. The device receives serial — 0.1% VCO operating range 

data from a Fiber Optic Receiver in differential ECL NRZI — Crystal controlled 
4B/5B group code format and outputs resynchronized NRZI_~—sm_ Precision window centering delay line 
received data and a 125 MHz received clock in differential @ Single +5V supply -s a 
ECL format for use by the DP83251/55 PLAYER™ device, 28-pin PLCC package 


m@ BiCMOS processing, 


TO HOST SYSTEM 


DP83265 


BSI 
(SYSTEM INTERFACE) 


DP83241 ~ DP83261 
CDD " — BMAC 
(CLOCK ‘(MEDIA ACCESS 
DISTRIBUTION) CONTROLLER) 


CONTROL BUS 


DP83251/55 
PLAYER 
(PHYSICAL LAYER 
CONTROLLER) 


Ce Ee 


TO FIBER OPTIC 
TRANSCEIVER PAIR 


FIGURE 1-1. FDDI Chip Set Block Diagram 
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DP83241 
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DP83241 CDD™ Device 


(FDDI Clock Distribution Device) 


General Description 


The CDD device is a clock generation and distribution de- 
vice intended for use in FDDI (Fiber Distributed Data Inter- 
face) networks. The device provides the complete set of 
clocks required to convert byte wide data to serial format for 
fiber medium transmission and-to move byte wide data be- 
tween the PLAYER™ and BMAC™ devices in various sta- 
tion configurations. 12.5 MHz and 125 MHz differential ECL 
clocks are generated for the conversion of data to serial 
format and 12.5 MHz and 25 MHz TTL clocks are generated 


Features 

m@ Provides 12.5 MHz.and 25 MHz TTL docks 

m 12.5 MHz and 125 MHz ECL clocks 
'5 phase TTL local byte clocks eliminate clock 
‘skew problems in concentrators 

@ Internal VCO requires no varactors, coils or 
adjustments 

@ Option for use of High Q external VCO 

m 125 MHz clock generated from a 12.5 MHz crystal 


mw External PLL synchronizing reference for 
concentrator configurations 

m@ 28-pin PLCC package 

m BiCMOS processing 


for the byte wide data transfers. 


TO HOST SYSTEM 


DP83265 
BSI 
(SYSTEM INTERFACE) 
DP83261 
BMAC 
(MEDIA ACCESS 
CONTROLLER) 
DP83251/55 
PLAYER 


(PHYSICAL LAYER 
CONTROLLER) 





CONTROL BUS 


DP83231 
CRD 
(cLock 
RECOVERY) 


ed 
TO FIBER OPTIC 
TRANSCEIVER PAIR 


FIGURE 1-1. FDDI Chip Set Block Diagram 
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DP83251/55 PLAYER™ Device 
(FDDI Physical Layer Controller) 


General Description 


The DP83251/DP83255 PLAYER device implements one 
Physical Layer (PHY) entity as defined by the Fiber Distribut- 
ed Data Interface (FDDI) ANSI X3T9.5 Standard. The PLAY- 
ER device contains NRZ/NRZI and 4B/5B encoders and 
decoders, serializer/deserializer, framing logic, elasticity 
buffer, line state detector/generator, link error detector, re- 
peat filter, smoother, and configuration switch. 


DP83241 
cDD 
(CLOCK 
DISTRIBUTION) 


Features 

m Low power CMOS-BIPOLAR proces: 

m Single 5V supply 

m@ Full duplex operation 

m Separate management interface (Control Bus) 

m Parity on PHY-MAC Interface and Control Bus Interface 
m On-chip configuration switch 

@ Interna! and external loopback 

m DP83251 for single attach stations 

@ DP83255 for dual attach stations 


TO HOST SYSTEM 


DP83265 


(SYSTEM INTERFACE) 


DP83261 
BMAC 
(MEDIA ACCESS 
CONTROLLER) 


CONTROL BUS 
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cRD 
(cLocK 
RECOVERY) 
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TO FIBER OPTIC 
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FIGURE 1-1. FDDI Chip Set Block Diagram 
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DP83261 BMAC™ Device 


(FDDI Media Access Controller) 


General Description 


The DP83261 BMAC device implements the Media Access 
Control (MAC) protocol for operation in an FDDI token ring. 
The BMAC device provides a flexible interface to the BSITM 
device. The BMAC device offers the capabilities described 
in the ANSI X3T9.5 MAC Standard and several functional 
enhancements allowed by the Standard. 


The BMAC device transmits, receives, repeats, and strips 
tokens and frames. It uses a full duplex architecture that 
allows diagnostic transmission and self testing for error iso- 
lation. The duplex architecture also allows full duplex data 
service on point-to-point connections. Management soft- 
ware is also aided by an array of on chip statistical counters, 
and the ability to internally generate Claim and Beacon 
frames without program intervention. A multi-frame stream- 
ing interface is provided to the system interface device. 


DP83241 
cDD 
(cLock 
DISTRIBUTION) 


Features 

m@ Full duplex operation with through parity 

™ Supports all FDDI ring scheduling classes (asynchro- 
nous, synchronous, restricted asynchronous, and 
immediate) 

m Supports individual, group, short, long and external 
addressing 

m Generates Beacon, Claim and Void frames without 
intervention 

m Provides extensive ring and station statistics 

m Provides extensions for MAC level bridging 

m™ Provides separate management interface 

m Uses low power microCMOS 


TO HOST SYSTEM 


DP83265 


BSI 
(SYSTEM INTERFACE) 


CONTROL BUS 


DP83251/55 
PLAYER 


(PHYSICAL LAYER 
CONTROLLER) 


DP83231 

"CRD 

(CLOCK 
RECOVERY) 


i 


TO FIBER OPTIC 
TRANSCEIVER PAIR 


FIGURE 1-1. FDDI Chip Set Block Diagram 
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DP83265 BSI™ Device 
(FDDI System Interface) 


General Description 


The DP83265 BSI device implements an interface between 
the National FDD! BMACT™ device and a host system. It 
provides a multi-frame, MAC-level interface to one or more 
MAC Users. 


The BSI device accepts MAC User requests to receive and 
transmit multiple frames (Service Data Units). On reception 
(Indicate), it receives the byte stream from the BMAC de- 
vice, packs it into 32-bit words and writes it to memory. On 
transmission (Request), it unpacks the 32-bit wide memory 
data and sends it a byte at a time to the BMAC device. The 
host software and the BSI device communicate via regis- 
ters, descriptors, and an attention/notify scheme using clus- 
tered interrupts. 


DP83241 
cDD 
(CLOCK 
DISTRIBUTION) 


PRELIMINARY 


Features 

m@ 32-bit wide Address/Data path with byte parity 

m™ Programmable transfer burst sizes of 4 or 8 32-bit 
words 

™ Interfaces to low-cost DRAMs or directly to system bus 

m@ 2 Output and 3 Input Channels 

@ Supports Header/Info splitting 

w Bridging support 

m Efficient data structures 

m Programmable Big or Little Endian alignment 

a Full Duplex data path allows transmission to self 

Confirmation status batching services 

m™ Receive frame filtering services 

m@ Operates from 12.5 MHz to 25 MHz synchronously with 
host system 


TO HOST SYSTEM 


DP83261 
BMAC 
(MEDIA ACCESS 
CONTROLLER) 


DP83251/55 
PLAYER 
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ZA National 


Semiconductor 


Ethernet and Networking Acronyms 


| Acronym | Description 


American National Standards Institute © ~ 


2/2 
5 je 


Common Management Information Protocol 
CRC Cyclic Redundancy Check 


CRD ‘| Clock Recovery Device— 
Part of National's Solution 


CSMA/CD |.Carrier-Sense Multiple 
. ‘ Access with Collision Detection 


CTI Coaxial Transceiver Interface, NSC 
DP8392 . 
A Destination Address 
AG. Dual Attach Concentrator _ 
DAS Dual Attach Station © 
DLL Data Link Layer 


ENcoder, DECoder combination 
chip or function : ; 


ie 





nn m 
=. 
is) 

; m 
QO 


Frame Control 

Frame Check Sequence 

Fiber Distributed Data Interface — 
File Transfer Protocol 


ie) 
=) 


Institute of Electrical and Electronic Engineers 
International Standards Organization 
Local Area Network 


Link Error Monitor 


a 


2 


rc 


Low End Repeater Interface Controller 
Logical Link Control 
Media Access Control Layer 


Media Access Unit 


Z/EIE Im 
wv 
(@) 


Management Information Base ; 


Description 


Multi-Port Repeater . 


Network Interface Controller (add-in 
card); also NSC DP8390 Network 
Interface Controller ' 


Physical Layer ie 3 


Repeater Interface Controller, NSC ; 
DP83950 , , 


_ Source Address 


Single Attach Station . 
Service Data Unit ; 


. Systems Network Architecture (IBM) 


Protocol. 


SNMP’ = -{° Simple Network Management Protocol 
SONIC Systems Oriented Network Interface 
Controller, NSC DP83932 , 
ST-NIC. Serial Network Interface Controller for 
“ : Twisted Pair, NSC DP83902 





Transmission Control 


TCP/IP 
ee Protocol/Internet Protocol 


Wide Area Network 
Xerox Network System Protocol 
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Glossary of Local Area Networking and Data Communications Terms 


GANational 


Semiconductor 


Glossary of Local Area Networking 
and Data Communications Terms 


If a term or acronym appears elsewhere in this databook 
and is not defined in the following glossary, please cord 
your comments or inputs to: 


Attn: LAN Applications 

National Semiconductor MS- D3635 
2900 Semiconductor Dr. 

Santa Clara, CA 95952- 8090 

FAX: 408-739-6204 


AARP (Apple Address Resolution Protocol): A protoco! 
defined by Apple® for Appletalk® network similar} in function 
to ARP. 


ABI (Application Binary Interface): An application inter- 
face on AT&T’s UNIX® System V Release 4. This interface 
enables binary compatibility for applications that run with 
UNIX on different platforms, and CPUs. 


Access Method: In a data processing system, any of the 
techniques available to the user for moving data between 
main storage and an input/output device or channel. The 
techniques are usually part of the operating system. , 
ACK: Abbreviation for acknowledgement. 

Acknowledgement: A response sent by a receiver to indi- 


cate successful reception of information. Acknowledge- 
ments may be implemented on any networking level. 


Active Open: The operation that a client performs to estab- 
lish a TCP connection with a server at a known address. 


Address: A designator defining the ID of a DTE, peripheral 
device, or any other nodal component in a network. In 
Ethernet, each node is assigned a unique 6 byte address. 
Address Resolution: Conversion of an Internet address 
into a corresponding physical address. This may require 
broadcasting on a local network. See ARP. 

AFP (AppleTalk File Protocol): This is a network file sys- 
tem presentation layer protocol defined by Apple for use on 
Apple Macintosh® networks. It provides for access of re- 
mote file systems. ° 

ALAP (AppleTalk Link Access Protocol): A Link level pro- 
tocol that provides basic packet delivery transactions on 
Apple’s Macintosh based networks. 


ANSI: American National Standards Institute, an organiza- 
tion that sets information processing industry standards, 
represents the United States in the International Standards 
Organization (ISO). 

ANS X3T9.5: The committee sponsored by ANS! which de- 
veloped the standard for the Fiber Distributed Data Inter- 
face (FDDI). 


APPLETALK: Originally defined by Apple Computer ‘for 
Macintosh communication, AppleTalk protocols can now 
run over Ethernet networks, as well as the original, lower- 
speed AppleTalk network 230 Kbps (now called LocalTalk).. 
AppleTalk is similar to NetBIOST™ in function and is sup- 
ported by a number of vendors for communication between 
Macs and PCs, as well as simply between Macs. 


AppleTalk was designed to be easy to'use and requires little 
setup time compared to other networks. 


APPC (Advanced Program to Program Communica- 
tions): This is an interface that allows computers—and the 
programs running on them—to communicate over a net- 
work. APPC runs on IEEE 802.5, Ethernet, X.25 and SNA’s 
synchronous data-link control. Although it was developed by 
{BM® and remains |BM-proprietary, work is under way within 
ISO to define an international protocol for ‘‘transaction pro- 
gramming” similar to APPC. 


Application Layer: Level seven of the OSI model. which 
provides the type of information transfer required, for exam- 
ple: file transfer or electronic messaging. See OSI. . 


API (Application Program Interface): A pre-defined soft- 
ware routine, that includes standardized and consistent in- 
terfaces to operating system functions, available for use by 
applications programmers designed to ensure, portability 
and accessibility to network resources. 


ARCnet: A 2.5 Mbps baseband, token passing media- 
access protocol created by Datapoint Corp. 


ARP (Address Resolution Protocol): Originally a Trans- 
mission Control Protocol/Internet Protocol (TCP/IP) -pro- 
cess that maps IP addresses to Ethernet addresses; re- 
quired by TCP/IP for use with Ethernet. Also referred to in 
other protocols as an address resolution protocol. 











ARP HACK: See Proxy ARP. 


ARQ (Automatic Request for Retransmission): A com- 
munications feature whereby the receiver asks the transmit- 
ter to resend a block or frame, generally due to errors de- 
tected by the receiver. 


ASCII (American Standard Code for Information Inter- 
change): A system used to represent alphanumeric data; a 
7-bit-plus-parity character set established by ANS! and used 
for data communications and data processing; ASCII allows 
compatibility among data services; one of two such codes 
(see EBCDIC) used in data interchange, ASCII is normally 
used for asynchronous transmission. 


Asynchronous Data Transmission: A mode of data trans- 
mission wherein the occurrence of each character is not 
related to a fixed time frame of reference. See Synchronous 
transmission. 


ATP (Apple Transaction Protocol): A Transport jaye pro- 
tocol defined by Apple Computer. This protocol allows the 
reliable exchange of information between two Processors 
on a Macintosh internet. 


Attachment-Unit Interface (AUI): The interface between 
the Medium Attachment Unit (MAU) and the computing de- 
vice or repeater. 


Attenuation: The decrease in magnitude of the current, 
voltage or power of a signal transmitted over a wire, mea- 
sured in decibels per kilometer. As attenuation increases, 
signal power decreases. 


Backbone Network: High capacity network linking other 
networks of lower capacity. Example: FDDI as a backbone 
to multiple Ethernet and Token Ring LANs. 


Backoff: In IEEE 802.3 networks when two or more nodes 
attempt a transmission and collide. The function of stopping 
transmission, and waiting a specified random time before 
retrying the transmission is considered backoff. In 802.3 
networks a “truncated binary exponential backoff’ algo- 
rithm is employed. 


BALUN (Balanced/Unbalanced): In the IBM cabling sys- 
tem, refers to an impedance-matching device used to con- 
nect balanced twisted- -pair cabling with unbalanced coaxial 
cables. 


Bandwidth: 1. The difference, expressed in hertz, between 
the two limiting frequencies of a band. 2. The information 
capacity of a channel. 


Baseband: A transmission scheme in which the entire 
bandwidth, or data-carrying capacity, of a medium (such as 
coaxial cable) is used to carry a single digital pulse (i.e.,.a 
signal) between multiple users. Because digital signals are 
not modulated, only one kind of data can be transmitted. 
Ethernet is among the most popular baseband LANs. © 


Baud: A unit of modulation rate or signaling speed used to 
designate the number of bits per second that can be trans- 
mitted in a given computer system.. 

Big-Endian: A binary data storage/transmission format in 
which the most significant byte (bit) comes first: DARPA !n- 
ternet’s standard is Big-Endian. See Little-Endian. 
BISYNC (BSC): A family of IBM character-oriented binary 
synchronous communications protocols. 

Bit: The smallest information unit in data processing. It has 
two possible states, “0” and “1”. Bit is a contraction of 
Binary digiT. 


Bit Duration: The time it takes one encoded bit to pass a 
point on the transmission medium; in serial communica- 
tions, a relative unit of time measurement, used for compari- 
son of delay times (e.g., propagation delay, access latency) 
where the data rate of a (typically pape transmission 
channel can vary. 


Bit-Oriented: Used to describe communications protocols 
in which control information may be coded in fields as small 
as a single bit. 


BOOTP: A UNIX protocol that enables diskless worksta- 
tions to boot their operating system from across a network. 


BPS (Bits Per Second): The basic unit of measure for serial 
data transmission capacity; Kbps for kilo (thousands of) bits 
per second; Mbps for mega (millions of) bits per second. - 


Bridge: Network interconnection. device operating at the 
Media Access Contro! (MAC) sublayer of the OSI model’s 
Data Link layer which provides a communication path be- 
tween logically or physically separate networks. A hard- 
ware/software device that permits high-speed communica- 
tion between two local or remote networks with similar or 
dissimilar protocols. Provides packet filtering across net- 
works based on the Ethernet source and destination ad- 
dress fields. Two major bridge classifications supported are 
spanning tree and source routing. 


Broadband: A means of transmission in which users are 
allocated different frequency channels and can therefore 
send data across a common path simultaneously. A data 
transmission scheme in which multiple signals share the 
bandwidth, or data-carrying capacity, of a media. This allows 
transmitting voice, data and video signals, for example, over 


- asingle cable, such as coaxial cable. Cable television uses 


broadband techniques to deliver several dozen channels 
over a single cable. See Baseband. 


Broadcast: A method of transmitting messages to two or 
more stations simultaneously, such as over a bus-type local 
area network or by satellite; protoco! mechanism whereby 
group and universal addressing is supported. 


Buffering: The process of temporarily storing data in a soft- 
ware program or in RAM, to allow transmission devices to 
accommodate differences in data transmission rates. 


Bus: A length of wire or a set of parallel wires. Units which 
wish to intercommunicate are all connected to the bus. 
There must be a means of determining when each ‘can 
transmit to the bus (access control), and a common method 
of sending and receiving the data (protocol), which includes 
a means of addressing to determine which unit a piece of 
information is for. A transmission path or channel; an electri- 
cal connection, with one or more conductors, by which all 
attached devices receive all transmissions simultaneously. 
Bus Topology: The physical layout of a Local Area Net- 
work in which each node or workstation is connected direct- 
ly to a length of cable or set of parallel wires. . 
Byte-Oriented: Similar to bit-oriented; control information 
may be coded in fields of one-byte (character) length. 


Cable Access Method: The technique used to arbitrate the 
use of the communications medium by granting access se- 

lectively. (e.g., token passing and CSMA/CD). 

Cable Plant: The physical cabling connectors, splices ang 

patch panels in an installation. 

Caching: A data-retrieval technique that places often-used 

data, such as file-allocation tables, in a computer’s random- 

access memory where it can be accessed quickly. 

Carrier Sense: The ability of each node on an Ethernet 

LAN to detect any traffic on the channel. 





Carrier Sense Multiple Access with Collision Detect 
(CSMA/CD): The technique by which nodes on an Ethernet 
LAN share the transmission channel. See also Multiple Ac- 
cess; Carrier Sense; and Collision Detect. 


CATV: Cable television technology commonly employed by 
broadband LANs for signal distribution. 


CCITT (Consultative Committee International Telegraph 
and Telephony): An international association that sets 
worldwide communications standard (e.g., V.21, V.22, X.25, 
X.25, etc.). 


Circuit Switching: A method of communication whereby an 
electrical connection between calling and called stations is 
established on demand for exclusive use of the circuit until 
the connection is released. 


Channel: A path for the transmission of information. 


Character: Standard 8-bit unit representing a symbol, letter, 
number, or punctuation mark; generally means the same as 
byte. 

Character-Oriented: A communications protocol or a 
transmission procedure that carries control information en- 
coded in fields of one or more bytes; (compare with bit-ori- 
ented and byte-oriented). 

Character-Oriented Windows (COW) Interface: An SAA 
compatible user interface for OS/2® applications. 
Characteristic Impedance: The impedance termination of 
an (approximately) electrically uniform transmission line that 
minimizes reflections from the end of the line. 
CHEAPERNET: Colloquial term for thin wire Ethernet, de- 
fined by IEEE 802.3 as 10Base2. 


Checksum: The total of a group of data items or a segment 
of data that is used for error-checking purposes. Both nu- 
meric and alphabetic fields'can be used in calculating a 


checksum, since the binary content of the data can be add- 
ed. Just as a check digit tests the accuracy of a single num- 
ber, a checksum serves to test an entire set of data which 
has been transmitted or stored. Checksums can detect sin- 
gle-bit errors and some multiple-bit errors. 


Cluster: Several pieces of data terminal equipment (DTE) in 
close proximity such that it is easy to run cabling between 
them. 


CMIP/CMIS: Common Management Information Protocol 
(CMIP) and Common Management Information Services 
(CMIS) are two OSI protocols that provide a standard way of 
managing an OSI network. 


CMOT (CMIP/CMIS over TCP): Use of the ISO CMIP/ 
CMIS network management protocols to manage devices in 
an internet environment. See CMIP. 


Coaxial Cable: A transmission medium with a central cop- 
per-wire conductor surrounded by concentric layers of plas- 
tic/polyvinyl chloride, aluminum or aluminized mylar and a 
copper tube that acts as an insulator (ground) and source of 
shielding from electromagnetic and radio frequency interfer- 
ence (CMI/RFI). Two types of coaxial cable—known as 
“thick” and “thin” for their respective diameters—are used 
in Ethernet data transmission. 


Collision Detection: The ability of a transmitting node on 
an Ethernet LAN to sense a change in the energy level of 
the channel and to interpret the phenomenon as a collision. 


Communications Server: A hardware/software combina- 
tion that allows terminals and host computers to access a 
network without implementing the necessary network proto- 
cols. The communications server communicates with other 
devices using standard built in protocols. 


Compression: Any of several techniques that reduce the 
number of bits required to represent information in data 
transmission or storage (thus conserving bandwidth and/or 
memory), in which the original form of the information can 
be reconstructed; also called “compaction”. 


Concentrator: Any communications device that allows a 
shared transmission medium to accommodate more data 
sources that there are channels currently available within 
the transmission medium. 


Connectionless Service: The packet delivery service of- 
fered by most hardware and by the Internet Protocol. It 
treats each packet or datagram as a separate entity that 
contains both the source and destination address. Connec- 
tionless service can lose packets or deliver them out of or- 
der. 


Conditioning: Extra-cost options that users may apply to 
leased, or dedicated, voice-grade telephone lines in which 
line impedances are carefully balanced; will generally allow 
for higher-quality and/or higher-speed data transmission; in 
increasing order of resultant line quality and cost, condition- 
ing may be C1, C2, C4, or D1; allows improved line perform- 
ance with regard to frequency response and delay distor- 
tion. 


Contention: In communications, the situation when multiple 
users vie for access to a transmission channel, whether a 
PBX circuit, a computer port, or a time slot, within a multi- 
plexed digital facility. 


Core: The central region of an optical waveguide through 
which light is transmitted; typically 8 to 12 microns in diame- 
ter for single mode fiber, and 50 to 100 microns for multi- 
mode fiber. 


Core Gateway: One of a set of Internet gateways which 
exchange routing updates periodically to ensure consisten- 
cy in routing because all groups must advertise their net- 
work paths to core gateways using Exterior Gateway Proto- 
cols (EGP). 


CRC (Cyclic Redundancy Check): A basic error-checking 
mechanism for link-level data transmission; a characteristic 
link-level feature of (typically) bit-oriented data communica- 
tions protocols. The data integrity of a received frame or 
packet is checked via a polynominal algorithm based on the 
content of the frame and then matched with the result that 
is performed by the sender and included in a (most often, 
16-bit) field appended to the frame. 


CSMA/CD (Carrier Sense Multiple Access with Collision 
Detection): A LAN protocol access method for in which the 
nodes are attached to a cable. When a node transmits data 
onto the network and raises the carrier, the remaining 
nodes detect the carrier, Carrier Sense, and “listen” for the 
information to detect if it is intended for them. The nodes 
have network access, Multiple Access, and can send if no 
other transmission is taking place. If two attempt to send 
simultaneously a collision takes place, Collision Detection 
and both must retry at random intervals. 


CSNET (Computer Science Network): A network provid- 
ing Internet connections and mail delivery service using dial- 
up. CSNET also provides an Internet domain name server 
for members who cannot run their own. CSNET was origi- 
nally funded by the National Science Foundation, but is now 
self sufficient. 

CSU (Channel Service Unit): A component of customer 
premises equipment used to terminate a digital circuit (such 
as DDS or T1) at the customer site; performs certain line- 
conditioning functions, ensures network compliance with 











FCC rules, and responds to loopback commands from the 
central office, and ensures proper ‘‘ones” density in trans- 
mitted bit stream and corrects biploar violations. See DSU. 


CTI (Coax Transceiver Interface): Ethernet coaxial cable 
driver/receiver which interfaces the code electronics to the 
physical medium. National’s DP8392. 


D4 Framing: A T1 12-frame format in which the 193rd bit is 
used for framing and signaling information; ESF is an equiv- 
alent but newer 24-frame technology. 


DARPA (Defense Advanced Research Projects Agen- 
cy): Formerly ARPA. A government agency that funded 
ARPANET and later, the DARPA Internet. 


DARPA Internet: The collection of gateways and networks, 
including ARPANET, MILNET, and NSFnet, that use the 
TCP/IP protocol suite and operate as a single, virtual net- 
work providing reliable full duplex stream delivery and unreli- 
able connectionless packet delivery. It also features univer- 
sal connectivity and applications level services such as 
electronic mail. 


DAS (Dual Attach Station): A device attached to both rings 
of an FDDI network. 


Data Communications: The transmission, reception, and 
validation of data; data transfer between data source (origin 
node) and data link (destination node) via one or more data 
links according to appropriate protocols. 


Datagram: A packet that includes a complete destination 
address along with the data it carries. A finite-length packet 
with sufficient information to be independently routed from 
source to destination. Datagram transmission typically does 
not involve end-to-end session establishment and may or 
may not entail delivery confirmation acknowledgement. 


Data Link: 1. The physical means of connecting one loca- 
tion to another for the purpose of trasmitting and receiving 
data. 2. Synonymous with communication link. Any serial 
data-communications transmission path, generally between 
two adjacent nodes or devices and without intermediate 
switching nodes. 


Data Link Layer: Second layer in the OSI model; the net- 
work processing entity that establishes, maintains, and re- 
leases data-link connections between (adjacent) elements 
in a network to enable transmission over the physical link. 
See OSI. 


Data Terminal Equipment (DTE): The equipment that 
serves as a message source or a message destination and 
provides for the communication control function; subscriber 
equipment. , 

Data Transfer Rate: The average number of bits, charac- 
ters, or blocks per unit of time transferred from a data 
source to a data link. 


DCE (Data Circuit Terminating Equipment): Devices that 
provide the functions required to establish, maintain, and 
terminate a data transmission connection; e.g., a modem. 


DDCMP (Digital Data Communication Message Proto- 
col): Digital Equipment Corporation’s link level protocol. It 
uses serial lines, delimits frames with special characters 
and includes link level checksums. NSFnet incorporates 
DDCMP over its backbone lines. , 


DDN (Defense Department Network): MILNET and asso- 
ciated parts of the DARPA Internet which connect to military 
installations. DDN provides both local and long-haul data 
communications and interconnectivity for the Department of 
Defense systems and follows the DoD protocol suite. DDN 
is sometimes used to refer to MILNET, ARPANET and the 
TCP/IP protocols that they use. 


DDS (Dataphone Digital Service): A private-line digital 
service offered interLATA by BOCs and interLATA by AT&T 
Communications, with data rates typically at 2.4, 4.8, 9.6, 
and 56 Kbps; part of the services listed by AT&T under the 
Accunet family. 


DDS-SC: Dataphone® Digital Service with Secondary Chan- 
nel; also referred to as DDS II. A tariffed private-line service 
offered by AT&T and certain BOCs that allows 64 Kbps 
clear-channel data with a secondary channel that provides 
end-to-end supervisory, diagnostic, and control functions. 
DECnet®: Digital Equipment Corporation’s proprietary net- 
work architecture developed for use in WAN and includes 
significant Ethernet LAN capabilities, endowed with a peer- 
to-peer methodology. 


Dedicated Line: A dedicated circuit, a nonswitched chan- 
nel; also called a private line. See Leased line. 


Delay: In communications, the time between two events; 
See Propagation delay, response time. 


Demultiplexor: A hardware device which separates a sin- 
gle signal from a transmission line into several! signals 
based on time or carrier frequency. It is used on broadband 
systems in combination with a multiplexor to allow multiple, 
simultaneous signal transmissions over a single medium. It 
allows multiple hardware devices to use a single communi- 
cation link at the same time. 


DES (Data Encryption Standard): A scheme approved by 
the National Bureau of Standards that encrypts data for se- 
curity purposes. DES is the data-communications encryp- 
tion standard specified by Federal Information Processing 
Systems (FIPS) Publication 46. 


Destination Field: A field in a message header that con- 
tains the address of the station to which a message is being 
directed. 


Destination Node: A network node to which a message is 
addressed. a 


Disk/File Server: A mass storage device that can be ac- 
cessed by several computers; enables the creation, stor- 
age, and sharing of files. 


Disk Server: A network device which usually gives dedicat- 
ed non-shared space on a disk drive to client hosts. 


Distributed File Server: A system by which file systems on 
disks distributed throughout a network are made available 
to workstations distributed throughout the network. 


Distribution Frame: A wall-mounted structure for terminat- 
ing telephone wiring, usually the permanent wires from or at 
the telephone central office, where cross connections are 
readily made to extensions; also called distribution block. 


DLC (Data Link Control): The set of rules (protocol!) used 
by two nodes, or stations on a network to perform an orderly 
exchange of information. A data link includes the physical 
transmission medium, the protocol and associated devices 
and programs so it is both a physical and a logical link. 

DMA (Direct Memory Access): A technique for high speed 
data transfer between a device and computer memory. 

DNA (Digital Network Architecture): Digital Equipment 
Corporation's eight layer data communications protocol. 

DNIC (Data Network Identification Code): A four digit 


number assigned to public data networks and to specific 
services within those networks... . 


Domain: A part of the Internet naming hierarchy consisting 
of a series of names separated by periods. For example: a 
host named bar.vax.edu, bar is in domain vax, vax is in do- 
main edu. 





Dotted Decimal Notation: The method of representing a 
32-bit number with four 8-bit numbers written in base ten 
and separated by periods. For. example 255.128.52.1. 


Driver: See Network Device Driver. 


Drop Cable: The cable that allows connection to and ac- 
cess from the distribution and trunk cables on an Ethernet 
network. Also called a transceiver cable because it runs 
from the network node to a transceiver (i.e., a transmitter/ 
receiver) attached to the trunk cable. 


DSU (Data Service Unit): A component of customer prem- 
ises equipment used to interface to a digital circuit (say, 
DDS or T1) combined with a channel service unit (CSU) 
converts a customer’s data stream to bipolar format for 
transmission. 


DTE (Data Terminal Equipment): Equipment where a com- 
munications path terminates. The User’s equipment can be 
called DTE, and may include PCs, etc. 


EBCDIC (Extended Binary Coded Decimal Interchange 
Code): An 8-bit character code used primarily in IBM equip- 
ment; the code provides for 256 different bit patems com- 
pare with ASCII. 


EGP (Exterior Gateway Protocol): The siete between 
external gateways of autonomous systems to advertise the 
Internet addresses of their respective systems. Every auton- 
omous system must use EGP to advertise network reacha- 
bility to the core gateway system. 

Encryption: The process of systematically altering or en- 
coding data to prevent unauthorized access. 

ENDEC: Short for Encoder/Decoder. A functional block 
within network adapters, that performs two basic functions. 
First, this function encodes the data from the controller to 
be transmitted over the network.- Second, it decodes the 


data on the network to a form suitable for the network con- 
troller chip. In the case. of Ethernet, this function converts 
NRZ controller data to Manchester data (and back again). 


Ethernet: A branching broadcast communications system 
for carrying digital data.packets among locally distributed 
computing stations. A 10 Mbit/s baseband, Local Area Net- 
work that has evolved into the IEEE 802.3 specification. A 
data-link protocol! that specifies how data is placed on and 
retrieved from a common transmission medium. Ethernet is 
used as the underlying transport vehicle by several upper- 
level protocols, including TCP/IP and Xerox Network Sys- 
tem (XNS). See IEEE 802.3. 


FCC (Federal Communications Commission): Board of 
commissioners appointed by the President under the Com- 
munications Act of 1934, with the authority to regulate all 
interstate telecommunications. originating in the United 
States. , 


FCS (Frame Check Sequence): Often referred to as CRC. 
This is a field in a network packet that is used to check for 
transmission errors in a packet sent across the network. 
See CRC. 


FDDI (Fiber Distributed Data Interface): An ANSI Stan- 
dard for high speed 100 Mbps optical fiber-based LAN with 
dual counter-rotating rings. Incorporates token passing and 
supports circuit-switched voice and packetized data. Attach- 
ment device may be through SAS or DAS. 


FDM (Frequency Division Multiplexing): A method of 
transmitting multiple independent signals across a single 
medium by assigning each a unique carrier Lene See 
Multiplexor and Demultiplexor. 


FEP (Front End Processor): A dedicated computer linked 
to one or more host computers or multiuser minicomputers; 
performs data-communications functions and serves to off- 
load the attached computers of network processing, in IBM 
SNA networks, an IBM 3704, 3705, 3725 or 3745 communi- 
cations controller. 


Fiber-Optic Cable: A transmission medium that uses glass 
or plastic fibers to transport data or voice signals. Informa- 
tion is imposed on the glass fiber via pulses (modulation) of 
light from a laser or light-emitting diode (LED). Its high band- 
width, 100 to 1,000 times the information-carrying capacity 
of copper wire, and lack of susceptibility to electromagnetic 
or radio frequency interference, make fiber-optic cable ideal 
for use in long-haul or noley environments, and security ap- 
plications. 


File: A collection of logically related records, usually of the 
same type. A named increment of storage or an unstruc- 
tured or user structured form of data storage. 


File-Allocation Tables (FAT): An area of disk that acts as 
an index, or directory, that tells the operating system where 
data has been stored ‘on the disk. A FAT substantially in- 
creases a disk system’s ability to access stored information 
by “pointing” the operating system to the exact location of 
the data it is processing. 


File Server: A specialized computer attached to a LAN that 
provides data- cslorege service to users ona Local Area Net- 
work. 


File Transfer: The movement of files or data from one data 
terminal equipment to another. 


Flag: In communications, a bit pattern of six consecutive 
“41” bits (character representation is 01111110) used in 
many bit-oriented protocols to mark the beginning of a 
frame. 


Flow Control: The procedure or technique used to regulate 
the flow of data between devices; prevents the loss of data 
once a device’s buffer has reached its capacity. 


Fourth-Generation Language (4GL): A software produc- 
tivity tool that aids programmers in the desgin and imple- 
mentation of database management systems (DBMS). 


Fragment: Part of a packet that is transmitted on the net- 
work. Fragments are usually generated during node colli- 
sions on 802.3 networks when one node transmits part of its 
packet before colliding. Also, one of the pieces that results 
from an Internet Gateway dividing an IP datagram into 
smaller pieces for transmission across a network which can- 
not handle the original datagram size. , 


Frame: A packet transmitted over a serial line; a physical 
level transmission. Derived from character-oriented proto- 
cols which added start-of-frame characters and end-of- 
frame characters when sending packets. 


Framing: A control procedure used with multiplexed digital 
channels, such as T1 carriers, whereby bits are inserted so 
that the receiver can identify the time slots that are allocat- 
ed to each subchannel. Framing bits may also carry alarm 
signals indicating specific conditions. , 


Front End Processor (FEP): A communications computer 
associated with a host computer. It may perform line con- 
trol, message handling, code conversion, error control and 
applications functions such as contro! and operation of spe- 
cial purpose terminals. 

FTP (File Transfer Protocol): A protocol and application 
primarily on UNIX machines that uploads and downloads 
files from remote systems across a network. 








Full Duplex: The capability of transmitting in two directions 
simultaneously. 


Gateway: A network interconnection device through which 
data flows from network to network. The gateway may refor- 
mat the data as necessary and also may participate in error 
and flow control protocols. Used to connect LANs employ- 
ing different protocols or to public data networks. 


GBPS (Giga Bits Per Second): A measure of the rate of 
data transmission referring to billions of bits per second. 


GGP (Gateway to Gateway Protocol): The protocol used 
by core gateways to exchange routing information. GGP 
uses a shortest path routing computation. 


Hardware Address: The low level addresses used by phys- 
ical networks. Each type of hardware has its own address- 
ing scheme. 


Head-end: The point in a LAN where the inbound signals 
are transferred into outbound signals. The head-end may be 
passive or contain amplifier or frequency translation equip- 
ment. Used in broadband LANs and CATV. 


Header: The control information added to the beginning of 
a message; contains the destination address, source ad- 
dress, and message number. 


Heartbeat: In IEEE 802.3 networks this is a short burst of 
collision signal that is transmitted from the MAU to the DTE 
after every packet. Also called SQE (Signal Quality Error) 
test. 


Hierarchical Routing: Routing based on hierarchical ad- 
dressing by dividing the routing procedure into steps based 
on portions of the address. A gateway will use only the net- 
work portion of the address unless it can deliver the packet, 
then it also uses the host portion. Subnetting is a method of 
adding additional levels of hierarchical routing. 


HDLC (High-level Data Link Control): The link level proto- 
col defined by ISO for bit-oriented, frame-delimited data 
communications. An Internet standard link level communi- 
cation protocol. Each frame ends with a frame check se- 
quence for error detection. It is used in X.25 networks for 
link access protocol. It is increasingly used by PSN interfac- 
es to transfer frames between a host and PSN. 


Host: Any network node that a user can access for process- 
ing power, information files, and applications. Hosts are 
general purpose nodes that are not designed to perform 
network-specific functions. 

ICMP (Internet Control Message Protocol): A protocol 
use primarily in UNIX networking. This protocol! handles er- 
ror and control messages, and low level functions. 

Idling Signal: A signal used to communicate that no data is 
being transmitted but a connection is still established. With- 
out idling signals, a pause in transmissions could be deter- 
mined to be a lost connection and terminate. 


IEEE 802.3: Standard set by the IEEE for CSMA/CD net- 
work protocol, that is a Physical Layer definition including 
specifications for cabling in addition to transmitting data and 
controlling cable access. See Ethernet. , 

IEEE 802.5: Called token ring and typically used by PCs and 
large computers to communicate with IBM computers. IEEE 
802.5 can transmit up to 4 megabits per second, but with 
recent improvements can transmit up to 16 megabits per 
second. It runs on coaxial, twisted-pair and fiber-optic cable. 
Unlike IEEE 802.3, the IEEE 802.5 network has a circular 
rather than a linear topology. And, rather than contending 


for resources, computers on the network take turns sending 
data by passing an electrical signal, a token, from one com- 
puter to the next. A computer can transmit data on the net- 
work only with possession of the token. 


IGP (Interior Gateway Protocol): A term applied to any 
protocol used to communicate routing information and 
reachability within an autonomous system. 


IMP (Interface Message Processor): Former name for 
Packet Switched Nodes, the Packet switches: used in 
ARPANET. See PSN. 


Impedance: The resistance a wire offers to a change in 
current, measured in ohms, as the current runs down the 
length of the wire. The greater the impedance, the shorter 
the current that can be sent down the wire. Ethernet, for 
example, calls for using coaxial cable with a 509 imped- 
ance factor, while cable television coax offers a 750 imped- 
ance factor. 


Interface: A shared boundary; physical point of demarca- 
tion between two devices, where the electrical signals, con- 
nectors, timing, and handshaking are defined. The proce- 
dures, codes, and protocols that enable two entities to inter- 
act for exchange of information. 


Internet: A collection of interconnected packet switched 
networks and gateways which function as one large network 
by adhering to common protocols. 


Internet Address: The 32-bit address, consisting of an In- 
ternet address and local address, assigned to a host that 
wants to participate with the DARPA Internet using TCP/IP. 
Internet Layer: A network protocol layer providing host-to- 
host delivery over an internet. This layer encapsulates mes- 
sages in IP datagrams and determines delivery pathway in- 
formation. It is also responsible for handling these data- 
grams when they are received. 

Internet Protocol (IP): The TCP/IP Standard Protocol 
which defines Internet Datagram as the unit of information 
passed across the Internet and provides the basis for con- 
nectionless, best-effort delivery service. , 


Interoperability: The ability of many types of hardware and 
software to communicate and process information in a 
meaningful fashion. 

IP (Internet Protocol): See Internet Protocol. 


IP Datagram: The basic unit of information passed across 
the internet containing source and destination address 
along with data. 


IPG (Interpacket Gap): In IEEE 802.3 the minimum time 
between the end of one packet and beginning of another. 
This time is 9.6 ys. 

IPX/SPX (Internetwork Packet Exchange/Sequenced 
Packet Exchange): Network protocol. Similar in concept to 
TCP/IP. This is the proprietary protocol used by Novell in its 
NetWare products. Based on XNS protocol. 

ISDN (Integrated Services Digital Network): An integrat- 
ed digital network in which the same digital switches and 
digital paths are used to establish connections for voice and 
data. traffic on the same digital links. 


Inter-Networking: The connection of two or more networks 
so that work nodes on both can communicate with each 
other. 

ISO: International Standards Organization 

Jabber: A condition on an Ethernet LAN network when a 
node transmits for longer than the specified time. 





Jam: In IEEE 802.3, networks when a collision occurs the 
colliding nodes ensure that the collision is seen by the entire 
network by continuing to transmit for a minimum time ang 
a collision. Called jamming. 


Jitter: The slight movement of a transmission nan in time 
or phase that can introduce errors and loss of synchroniza- 
tion in high-speed synchronous communications. 

Jumper: A patch cable or wire used to establish a circuit for 
testing or diagnostics. 


Kilobyte (kB): Term denoting a thousand bytes, a group of 
adjacent and related binary digits. A kilobyte is really 
1024 bytes (this is arrived ay multiplying two by itself ten 
times, i.e., 219), - 


LAN (Local Area Network): A communications system 
linking computers together to form a network whose dimen- 
sions typically are less than five kilometers. Transmissions 
within a Local Area Network generally are digital, carrying 
data among stations at rates usually above one megabit per 
second..An assembly of computing resources such as mi- 
crocomputers ({i.e., PCs), printers, minicomputers and main- 
frames linked by a common transmission medium, including 
coaxial cable or twisted-pair wiring. 


LAN Manager: The multiuser network operating system co- 
developed by Microsoft and 3Com. LAN Manager offers a 
wide range of network management and control capabilities 
unavailable with existing PC-based network operating sys- 
tems. It runs on Microsoft’s OS/2 operating system. - 


LAP (Link Access Procedure): The data-link-level protocol 
specified in-the CCITT X.25 interface standard; original LAP 
has been supplemented with LAPB oe Balanced) and 
LAPD. 


LAPB (Link Access procedire Balanced): LAPB is the 
most common data link contro! protocol used to interface 
X.25 DTEs to X.25 DCEs. X.25 also specifies LAP (Link Ac- 
cess Protocol, not balanced). Both protocols are full duplex, 
bit synchronous protocols. The unit of transmission is a 
frame. Frames may contain one or more X.25 packets. 


LAPD (Link Access Procedure-D): Link-level protocol de- 
vised for ISDN connections, differing from LAPB (LAP-Bal- 
anced) in its framing sequence. Likely to be used as basis 
for LAPM, the proposed CCITT modem error-control stan- 
dard. TL 


Leased Line: A dedicated circuit, typically supplied by the 
telephone company, that permanently interconnects two or 
more user locations; generally voice-grade in capacity and 
in range of frequencies supported; typically analog, though 
sometimes it refers to DDS sub-rate digital channels 
(2.4 Kbps to 9.6 Kbps); used for voice (2000 Series leased 
line) or data. (3002 type); could be point-to-point or multi- 
point; may be enhanced with line conditioning; also, pivale 
line. 


Latency: The time interval between when a network station 
seeks access to a transmission channel and when access is 
granted or received; equivalent to waiting time. 

Link Integrity Test: A function specified by the 10BASE-T 
standard which provides indication of whether the cable 
linking the DTE to the HUB is properly connected. : 

Link Layer: Layer two of the OS! reference model; also 
known as the Data-Link Layer. 

Little-Endian: A binary data storage/transmission format in 
which the least significant byte (bit) comes first. See Big- 
Endian. 


6-10 


LLC (Logical Link Control): A protocol developed by the 
IEEE 802 committee for data-link-level transmission control; 
the upper sublayer of the IEEE Layer 2 OSI protocol that 
complements the MAC protocol; IEEE standard 802.2; in- 
cludes end-system addressing and error checking. 


LU 6.2: In Systems Network Architecture, a set of protocols 
that provides peer-to-peer communications between appli- 
cations. 


M Bit: The More Data mark in an X.25 packet that allows 
the DTE or DCE to indicate a sequence of more than one 
packet. 


Mail Bridge: A mail gateway which screens mail passing 
from one network to another for security and administrative 
purposes. 


Mail Exploder: A program 1 which accepts a piece of mail 
and a list of addresses, then sends a copy of the message 
to each listed address. 


Mail Gateway: A machine which Sennects 2 or more mail 
systems and transfers mail among them, usually used be- 
tween dissimilar systems on different networks; it will refor- 
mat messages according to destination’s mailing system 
rules before forwarding the message. 


Mail Server: The software and machine which provides 
message transfer services on a network.. 


MAN (Metropolitan Area Network): A high speed network 
provides facilities for data communication between sites 
within a neighborhood or city for distances up to 40 km aud 
typically at data rates up to 2 Mb/s. 


MAC (Media-Access Control): A sub-layer of the Data Link 
Layer, Level Two, of the ISO OSI model pevoney for me- 
dia control. 


Manchester Encoding: Digital encoding fennaue ispoek 
fied for. the IEEE 802.3 Ethernet baseband network stan- 
dard) in which each bit period is divided into two comple- 
mentary halves; a negative-to-positive (voltage) transition in 
the middie of the bit period designates a binary ‘‘1”, while a 
positive-to-negative transition represents a ‘‘O”. The encod- 
ing technique also allows the receiving device to recover 
the transmitted clock from the incoming data stream er 
cena): 


MAP (Manufacturing Automation Protocol): A General 
Motors® originated suite of networking protocols, which 
tracks the seven layers of the OSI model. 

Mapping: In networking operations, the logical association 
of one set of values, such as addresses on one network, 
with quantities or values of another set, such as devices on 
another network (e.g., name-address mapping, internetwork 
route mapping, protocol-to-protocol mapping). 


MAU (Medium Attachment Unit): The physical and electri- 
cal component that provides the means of attaching com- 
puting devices to the local network medium. In 10BASE-T 
networks, it is a repeater or a network interface adapter 
board equipped with a medium-dependent interface. 

MDI (Medium- Dependent Interface): The mechanical and 
electrical interface between the twisted-pair link and the 
MAU. In 10BASE-T networks, the MDI is an 8-pin RUA 
ee telephone connection. 











Medium: Any material substance used for the propagation 
or transmission of signals, usually in the form of electrons or 
modulated radio, light; or acoustic waves; such as optical 
fiber, cable, wire, dielectric slab, water, or air. 


MHS (Message Handling System): The standard defines 
by the CCITT as X.400 and by the ISO as Message Oriented 
Text Interchange Standard (MOTIS). 


Mid-Level Net: One of many networks funded by the NSF 
which operated autonomously but was connected to the 
NSFnet Backbone. 


MIF (Minimum Internetworking Functionality): A general 
principle within the ISO that calls for minimum Local Area 
Network station complexity when interconnecting with re- 
sources outside the Local.Area Network. 


MILNET (MiLitary NETwork): A network which was sepa- 
rated from ARPANET to provide reliable service to the mili- 
tary while ARPANET was used for continued research. 


Mini-MAP (Mini-Manufacturing Automation Protocol): A 
version of MAP consisting of only physical, link, and applica- 
tion layers intended for lower-cost process-control net- 
works. With Mini-MAP, a device with a token can request a 
response from an addressed device; unlike a standard MAP 
protocol, the addressed Mini-MAP device need not wait for 
the token to respond. 


MPR (Multi-Port Repeater): See Repeater. A repeater with 
numerous network connection ports at one point on the 
Ethernet. In coaxial networks these repeaters typically have 
8 ports; in twisted pair Ethernet up to several hundred ports 
are possible. 


MS OS/2® LAN Manager: The multiuser network operating 
system co-developed by Microsoft and 3Com. LAN Manag- 
er offers a wide range of network management and control 
capabilities unavailable with existing PC-based network op- 
erating systems. 


MTBF (Mean Time Between Failures): A stated or pub- 
lished period of time for which a user.may expect a device 
to operate before a failure occurs. 


MTTR (Mean Time To Repair): The average time ane 
to perform corrective maintenance on a failed device. 


Multimode: An optical fiber designed to carry multiple sig- 
nals, distinguished by frequency or phase, at the same time. 
Compare with Single mode. 


Multiple Access: The ability of any node on an Ethernet 
LAN to send a message immediately upon sensing that the 
channel is free. 


Multiple Routing: The process of sending a message to 
more than one recipient, usually when all destinations are 
specified in the header of the message. 


Multiplexor: A hardware device which combines multiple 
signals from a transmission line based on time or carrier 
frequency. It is used on broadband systems in combination 
with a demultiplexor to allow multiple, simultaneous signal 
transmissions over a single medium. It allows multiple hard- 
ware devices to use a ae communication link ‘simulta- 
neously. 


Multipoint Line: A single communications = ilae or. circuit in- 
terconnecting several stations supporting terminals in sev- 
eral different locations. This type of line usually requires a 
polling mechanism, with each terminal having a unique ad- 
dress. Also called a multidrop line. 
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Multipoint Link: A single fine that is shared by more than 
two nodes. 


Multitasking: The concurrent execution of two or: more 
tasks or applications by a computer; may also be the con- 
current execution of a single program that is used by many 
tasks. 


Multistation Access Unit (MAU): A multiport connector, or 
concentrator, for Token Ring networks which allows devices 
to be connected to the ring; also provides a built-in relay 
that prevents a break in the network when devices are at- 
tached or removed. 


MUX: See Multiplexor. 


NAK (Negative AcKnowledgement): A message sent 
from a receiver to a sender which indicates that the trans- 
mitted data contained errors from the transmission. Upon 
receiving a NAK, the sender will usually retransmit the data. 


Name Resolution: The process of converting a host's 
name into a corresponding network address. 


Named Pipe: The facility within the Microsoft OS/2 LAN 
Manager that allows processes on separate machines to 
communicate with each other across a network. Provide a 
simple way for application developers to write sophisticated 
distributed network applications. 


NCC (Network Control Center): Any centralized network 
diagnostic and management station or site, such as that of a 
packet-switching network. 


NDIS (Network Driver Interface Specification): Standard 
specification for network drivers for Microsoft's OS/2 LAN 
Manager. 


NetBIOS (Network Basic Input/Output System): A pro- 
gramming interface to a data exchange protocol. Associat- 
ed with several communications protocols and used to refer 
to the combination of the interface and the protocols. 


It allows users and software developers to write PC pro- 
grams that can communicate over a PC network i in a peer- 
to-peer fashion. 


Recent proposals define a way for NetBIOS—and, pro- 
grams supporting it—to run over TCP/IP and OS! protocols. 


NetView®: This is IBM’s proprietary network management 
system that monitors, manages, and controls SNA net- 
works. NetView allows other vendors’ network management 
programs to communicate with it. 


Network: An interconnected group of nodes; a series of 
points, nodes, or stations connected by communications 
channels; assembly of equipment with connections made 
between data stations. 


Network Address: Refers to characters that identity the 
location of a node on a network. See Address. 


Network Architecture: A set of design principles, including 
the organization of functions and the description of data 
formats and procedures, used as the basis for the design 
and implementation of a network (ISO). 


Network Interface Controller: Electronic circuitry that con- 
nects a workstation to a network, usually a card that fits into 
one of the expansion slots inside a personal computer. It 
works with the network software and computer operating 
system to transmit and receive messages on the network; 
also, network interface card. ° 


Network Layer: See OSI. 





Network Management: Administrative services performed 
in managing a network; e.g., network topology and software 
configuration, software downloading, network statistics 
monitoring, maintenance of network operations, and trou- 
bleshooting and diagnosis. 


Network Topology: The physical and logical relationship of 
nodes in building a network configuration; the schematic ar- 
rangement of the links and nodes of a network; networks 
are typically a star, ring, tree, or bus topology, or hybrid 
combination. 


NFS (Network File System): An extension of TCP/IP, de- 
veloped by SUN Microsystems, that allows files on remote 
nodes of a network to appear locally connected. 


NIC (Network Interface Controller): National’s Industry- 
Standard 8/16 bit Ethernet Controller. Part number DP8390. 


NLM (Netware Loadable Module): Novell’s NetWare 386 
supports the ability to load and run programs on the server 
to enhance features of the server. Programs are called 
NLMs. 


Node: An endpoint of any branch of a network, or a junction 
common to two or more branches of a network. In a data 
network, a point where one or more functional units inter- 
connect data transmission lines. Distributed system nodes 
include information processors, network processors, termi- 
nal controllers and terminals. 

ODI (Open Data Link Interface): Standard specification 
created by Novell to facilitate writing of drivers under Net- 
Ware 386. Similar intent as Microsoft’s NDIS. , 

Off-Line: When a user, terminal, or other device is not con- 
nected to a computer or actively transmitting via a network. 


On-Line: Condition in which a user, terminal, or other device 
is actively connected with the facilities of a communications 


network or computer. Opposite of off-line. 


Optical Fiber: Any filament or fiber, made of dielectric ma- 
terials, that is used to transmit laser- or LED-generated light 
signals. Optical fiber usually consists of a core which carries 
the signal, and cladding, a substance with a slightly higher 
refractive index than the core, which surrounds the core and 
serves to reflect the light signal. 


OSI (Open Systems Interconnection): A logical structure 
model for network operations standardized within the ISO; a 
seven-layer network architecture used for the definition of 
network protocol standards to enable any OSl-compliant 
computer or device to communicate with any other OSI- 
compliant computer or device for a meaningful exchange of 
information. The layers are: Physical, Data Link, Network, 
Transport, Session, Presentation, Application: 


1. Physical Layer—Network wire and cable systems, de- 
fines mechanical and electrical means by which devices 
are physically connected toa transmission medium. 


. Data Link Layer—Synchronizing the flow of data and 
handling error control across the physical data link. 


. Network Layer—Provides the means to establish, main- 
tain, and terminate connections between systems; con- 
. cerned with switching and routing of information. 

4. Transport Layer—Checks the integrity of data transport- 
ed over the network. —_ 
5. Session Layer—Standardizes the task of setting up a 
session and terminating it; coordination of the interaction 

between stations on the network. 


6..Presentation Layer—Defines the character set and data 
code, and the way data is displayed on a screen or printer 
format, character set, and language. 


7. Application Layer—Links the network operating system 
and the application programs to perform the type of infor- 
mation transfer required. 7 


OSINET: A test network, sponsored by the National Bureau 
of Standards (NBS), designed to provide a forum for doing 
interoperability testing for vendors of products based on the 
OSI model. 


Overhead: All information, such as control, routing, and er- 
ror-checking characters, in addition to user-transmitted 
data, including information that carries network status or op- 
erational instructions, network routing information, and re- 
transmissions of user data messages that are received in 
error.- 


Out of Window Collision: A collision on an IEEE 802.3 
network that occurs outside of the specified time (for 
10 Mbit/sec standards the legal collision occurs within the 
first 51.2 ws of the packet). 


Packet: A series of bits forming a complete unit of informa- 
tion that is sent across a network. The packet has a defined 
format which includes who the packet is for and who sent it 
(destination address source address). See Circuit Switch- 
ing. For |EEE 802.3 the physical layer packet consists of 
the following fields. 


Packet Buffer: A memory space set aside for storing a 
packet that is either waiting to be transmitted, or has been 
received. May be located in.either the network interface 
controiler or the computer attached to the controller. 


Packet Switching: A mode of data transmission in which 
messages are broken into smaller increments called pack- 
ets, each routed independently to the destination. 2. The 
process of routing and transferring data by means of ad- 
dressed packets, whereby a channel is then available for 
the transfer of other packets. 

PAD (Packet Assembler/Disassembler): For X.25, a PAD 
allows non-X.25 users to access an X.25 network. CCITT 
recommendations X.3, X.28 and X.29 define PAD parame- 
ters, terminal-to-PAD interface and PAD-to-X.25 host inter- 
face. 

Pass-Through: Describing the ability to gain access to one 
network element through another. 

PBX (Private Branch Exchange): A manual, user-owned 
telephone exchange. 

Peer-to-Peer Communications: The ability of intelligent 
computing devices to communicate without relying on a 
host computer. ; 

Physical Layer: See OSI. 

PLS (Physical Layer Signaling): Is the portion of the inter- 
face that enables MAC function communications with the 
AUI interface in IEEE 802.3 specifications. 








PLP (Packet Level Procedures): Defines protocols for the 
transfer of packets between X.25 DTE and X.25 DCE. X.25 
PLP is a full duplex protocol that supports data sequencing, 
flow control, BeeeUn ey and error detection and recov- 
ery. 

PMA (Physical Medium Attaching! In IEEE 802.3, the 
portion of the MAU that contains electronic circuitry. 


Pipe: A communications process provided by the operating 
system that acts as an interface between a computer’s de- 
vices—keyboard, disk drives, memory, etc.—and an appli- 
cation program. A pipe simplifies the development of appli- 
cations programs by “buffering” the application program 
from the intricacies of the hardware and/or the software 
that controls the hardware: The application developer writes 
“code” to a single pipe, not several individual devices. 


Point-to-Point Connection: 1. In data communications, a 
connection established between only two data stations for 
data transmission. The connection may include switching 
facilities. Describing a circuit that interconnects two points 
directly, where there are generally no intermediate process- 
ing nodes, computers, or branched circuits, although there 
could be switching facilities; a type of connection, such as a 
phone line circuit, that links two, and only two, logical enti- 
ties, see multipoint line, broadcast. 


Port: A point of access into a computer, a network , or other 
electronic device; the physical or electrical interface through 
which one gains access; the interface between a process 
and a communications or transmission facility. 


Presentation Layer: See OSI. 


Print Server: An intelligent device used to transfer informa- 
tion to a series of printers. 


Printer Spooler: The software that allows a user to send a 
file to a shared printer over a network even when the printer 
is busy; the file is saved in temporary storage, then printed 
when the printer is free. 


Promiscuous ARP: See Proxy ARP. 


Protocol: Formal set of rules governing the format, timing 
sequencing, and error control of exchanged messages on a 
data network; may be oriented toward data transfer over an 
interface, between two logical units directly connected, or 
on an end-to-end basis between two users over a large and 
complex network. 


Protocol Port: A method used by transport protocols to tell 
the difference between many possible destinations within a 
single host. Operating systems usually allow an application 
program to specify what port it wants to be. 


Proxy ARP: When one machine, usually a gateway, an- 
swers ARP request intended for another by supplying its 
own physical address, thus accepting responsibility for rout- 
ing packets to the correct machine. Proxy ARP is used to 
allow a site to use a single Internet address with more than 
one physical network. See ARP Hack. 

PSDN (Packet-Switched Data Network): A vendor-man- 
aged network that uses the X.25 protocol to transport data 
between customers’ computers connected to the PSDN. 
Tariffs for PSDNs are based on the volume of data sent 
rather than on the distance or connect time between com- 
municating computers. 

PSN (Packet Switched Node): The name for an ARPANET 
packet switch. Each PSN is connected to at least 2 others 
as well as up to 16 host computers. 
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Public Network: A network operated by common carriers 
or telecommunications administrations for the provision of 
circuit-switched, packet-switched, and leased-line circuits to 
the public. 


Queue: Any group of items, such as computer jobs or mes- 
sages, waiting for service. A line of prioritized tasks waiting 
to be executed. High priority tasks will be executed before 
low priority tasks. 


Queuing: Sequencing of batch data sessions. 


Radio Frequency (RF): A generic term referring to the 
technology used in cable television and broadband Local 
Area Networks. Uses electromagnetic waveforms, usually in 
the megahertz (MHz) range, for transmission. 


RARP (Reverse Address Resolution Protocol): The in- 
verse of ARP. A Transmission Control Protocol/Internet 
Protocol (TCP/IP) process that maps Ethernet addresses 
back to IP addresses; required by TCP/IP for use with 
Ethernet. Also referred to in other protocols as a reverse 
address resolution protocol. 


Real Time: Operating mode that allows immediate interac- 
tion with data as it is created, as in a process-control system 
or computer-aided design system. 


Redundancy: In data transmission, the portion of a mes- 
sage’s gross information content that can be eliminated 
without losing essential information; also, duplicate facilities. 


Repeater: A device used to extend the length and topology 
of a physical channel, particularly a LAN cable, up to the 
maximum allowable end-to-end channel propagation limit. 


Response Time: For interactive sessions, the elapsed time 
between the end of an inquiry and the beginning: of a re- 
sponse. 


Retransmissive Star: In optical-fiber transmission, a pas- 
sive component that permits the light signal on an input fiber 
to be retransmitted on multiple output fibers; formed by 
heating together a bundle of fibers to near the melting point; 
used mainly in fiber-based Local Area Network; also, star 
coupler. 


RFC (Request For Comment): A.series of notes which 
contain information about the development of the DARPA 
Internet, including proposed and accepted protocols for the 
Internet. 


RF MODEM: A MOdulator-DEModulator that converts digital 
signals to analog signals (and vice versa), then modulates/ 
demodulates them to/from their assigned frequencies. 
Used in broadband LANs. 


RFS (Remote File Service): AT&T’s network file protocol 
for UNIX networks. Similar to NFS, except that NFS was 
designed for connectivity of file structures across different 
platforms, and RFS provides complete support for the UNIX 
file system semantics, and therefore can only connect UNIX 
file systems across the network. 
Ring: Two or more stations connected by a physical medi- 
um wherein information is passed sequentially between ac- 
tive stations, each station in turn examining or copying and 
repeating the information, finally returning it to the oneinat 
ing station. 

Ring Network: A distributed system in which the informa- 
tion processors are connected via a circular arrangement of 
data communications facilities. 








Ring Topology: A LAN configuration in which each com- 
puter, or other node, is connected to the next, with the 
“last” connected to the “first” to form a complete loop, or 
ring. This ring may be a true physical ring or an electrical 
(also called logical) ring. In a physical ring, nodes are con- 
nected serially, one after the other, in a closed loop. In a 
logical ring, nodes are connected to a central device that 
routes the data-carrying signal in a circular fashion. 


RIP (Routing Information Protocol): An interior gateway 
protocol (IGP) used by Berkeley BSD 4.3 UNIX systems to 
exchange routing information between a small number of 
hosts. 


RJE (Remote Job Entry): A service offered by many net- 
works which allows a user to submit a batch job to a host 
from a remote site. 

RLOGIN (Remote Login): A service offered by Berkeley 
4.3 BSD UNIX systems allowing a user on one machine to 
connect with other internetworked UNIX machines as if their 
terminal were directly attached. 

Routed (Route DAEMON): A 4.3 BSD UNIX program which 
updates routing information on local area networks using 
RIP protocols. 

Route: The path taken by data traffic within a network or 
through an internet. 

Router: A hardware-software device that connects geo- 
graphically dispersed local area networks (often, of different 
types, such as Ethernet and token ring) together. 

Routing: The process of selecting the correct circuit path 
for a message. ; 
RPC (Remote Procedure Call): This is a UNIX session lay- 
er protocol for UNIX. 


RTT (Round Trip Time): The time it takes for a single pack- 


et or datagram to leave one machine, reach its destination 
and then return to the source machine. 


RUNT Packet: In 802.3 networks, a special case of a frag- 
ment packet when the length of the packet is less than 512 
bit time. 


SAA (System Application Architecture): An IBM devel- 
oped set of standards that provides identical user interfaces 
for applications running on PCs, minicomputers, and main- 
frames. 


SAS (Single Attach Station): A device attached to one ring 
of the FDDI network. 


SDLC (Synchronous Data Link Control): A predecessor 
of HDLC defined by IBM Corporation and used in their SNA 
network products. 


Segment: The unit of transfer between TCP’s on different 
machines. Each segment contains a stream of bytes being 
sent between the machines as well as additional fields for 
identifications, error checking etc. 


Serial Transmission: The sequential transmission of the 
bits constituting an entity of data over a data circuit. 


Server: A specialized computer that provides a particular 
service, such as file or print service, to a network; increas- 
ingly, it comprises both the hardware and software which 
manage a network operation. _ 

Session Layer: See OSI. - 

SFD (Start of Frame Delimiter): A bit pattern that enables 


the network board/controller to obtain byte synchronization 
to the incoming serial bit data from the network. 
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SFT (System Fault Tolerant): A version of Novell’s Net- 
Ware that provide reliability features such as disk and file 
mirroring. 

Shielding: Protective enclosure surrounding a transmission 
medium, such as coaxial cable, designed to minimize elec- 
tromagnetic leakage and interference. 


Signal Quality Error: See Heartbeat. 


Single Mode: Describes an optical waveguide designed to 
propagate light of only a single wavelength and perhaps a 
single phase; essentially, an optical fiber that allows the 
transmission of only one light beam, or data-carrying light- 
wave channel, and is optimized for a particular lightwave 
frequency; compare with multimode. 


SLIP (Serial Line Internet Protocol): Networking protocol 
to connect via a point-to-point serial link to network serv- 
ices. 


SMTP (Simple Mail Transfer Protocol): The DARPA Inter- 
net standard protocol for transferring electronic mail mes- 
sages from one machine to another. SMTP specifies how 
two mail systems interact and the format of control mes- 
sages they exchange to transfer mail. 


SNA (Systems Network Architecture): The IBM network 
architecture for communication among IBM devices, and 
between IBM and other IBM machines. 


SNI (Serial Network Interface): National’s Manchester en- 
coder/decoder. Part number DP8391, or CMOS version 
DP83910. 


SNIC (Serial Network Interface Controller): National’s 
newer 8/16 Controller that also incorporates the SNI encod- 
er/decoder function in addition to the controller. It is 100% 
software compatible with the NIC. 


SNMP (Simple Network Management Protocol): Used to 
monitor IP devices and the networks they are attached to. 
The device must maintain a set of variables that specifies 
that all operations on the device are an effect of retrieving 
and storing to the data variables. It contains three parts: 
Structure of Management Information (SMI), Management 
Information Base (MIB), and the protocol. SMI and MIB de- 
fine and store managed entities; SNMP conveys information 
to and from these entities. See CMOT or CMIP. 


Sockets: A Berkeley BSD 4.3 network interface Specifica- 
tion to the transport layer. This interface provides 3 basic 
services. 1) Stream services which guarantees delivery of a 
sequence of data. 2) Datagram services which provides de- 
livery of a data packet, but does not guarantee delivery. 3) 
Raw services which provide low level network functions. 


Source Node: A network node that sends a message. 


Source Route: A route is determined by the transmission 
source. The source establishes a sequence of machines 
that a datagram must visit to its destination. - 


SPOOL (Simultaneous Peripheral Operation On Line): A 
program or piece of hardware that controls data going to an 
output device. , 


STARLAN: A local area network design and specification, 
within the IEEE 802.3 standards, characterized by 1 Mbps 
baseband data transmission over two-pair twisted-pair. wir- 
ing. 

Star Network: 1. A computer network in which each periph- 
eral network node is connected only to the computer or 
computers at a single central facility. 2. A configuration in 
which remote terminals and/or processors are connected 
radially to a central processing location. 











STAR Topology: A LAN configuration in which nodes are 
connected individually to a common device, such as a con- 
centrator, which acts as a focal point for network cabling. 


Step-Index: A type of optical fiber that exhibits a uniform 
refractive index at its core and a sharp decrease in the re- 
fractive index at its core-cladding interface. 


Store-and-Forward: A communications technique in which 
mesages are received at intermediate routing points and 
stored temporarily, then re-transmitted to an additional rout- 
ing point or final destination. 


Structured Query Language (SQL): A formal data sub-lan- 
quage for specifying common database operations, such as 
retrieving, adding, changing or deleting. 

Subnet: A local area network which resides within another 
network. 


Subnet Address: An extension of the DARPA Internet ad- 
dressing scheme that allows a site to use a single internet 
address for many physical networks. The subnet address is 
not looked at by the Internet portion of the routing, it is only 
used by local gateways and hosts to deliver the datagram to 
the correct physical address. 


SYN (Synchronizing Segment): The first segment sent by 
the TCP protocol, used to synchronize the two ends of a 
connection in preparation for opening another connection. 


Synchronous: Communications link in which the data char- 
acters and bits are transmitted at a fixed rate with the trans- 
mitter and receiver are synchronized, eliminates the need 
for individual start bits and stop bits surrounding each byte, 
thus providing greater efficiency. Contrast with asynchro- 
nous transmission. 


Synchronous Transmission: Data transmission in which 
the occurrence of each signal representing a bit is related to 


a fixed time frame. Compare with asynchronous data trans- 
mission. 


TAP: A device that connects a device cable to a transceiver 
(on baseband networks), or transfers a signal from the trunk 
line to a drop line (on broadband networks). 


T Carrier: A time-division-multiplexed, typically telephone- 
company-supplied, digital transmission facility, usually oper- 
ating at an aggregate data rate of 1.544 Mbps and above. 


TCP/IP: The Transmission Control Protocol/Internet Proto- 
col was formerly used only in the military, technical and uni- 
versity communities, but it is enjoying a surge in popularity 
as the commercial sector discovers its value for communi- 
cating between computers of different vendors, especially 
Unix systems. 


TCP/IP is governed by a body of vendors and users, keep- 
ing it stable over more than a 15-year life span. TCP/IP 
predates OSI, and it includes several functions that properly 
belong in the upper level of the OSI model, such as applica- 
tions that provide electronic mail, terminal emulation and file 
transfer. ° 


TELCO: Telephone central office, in most usages; but also, 
a generic abbreviation for “telephone company”. 


Telecommunications: A term encompassing both voice 
and data communcations in the form of coded signals over 
media. 


TELNET: An application and protocol and program that pri- 
marily is to interface to UNIX computers. This allows termi- 
nal emulation across the network, allowing a user on one 
computer to log in to another computer as if the user’s com- 
puter were a terminal. 
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Terminal: 1. A device, such as a teletypewriter or a key- 
board/CRT device, which embodies a set of human/system 
interface functions. 2. A point in a system or communica- 
tions network at which data can either enter or leave; a 
device, usually equipped with a keyboard, often with a dis- 
play, capable of sending and receiving data over a commun- 
cations link; generically the same as data terminal equip- 
ment. 


Terminal Emulation: A program which runs at a worksta- 
tion or terminal that makes it appear to be a specific type of 
data terminal to both the user and the software. 


Terminal Server: A special purpose device on an Ethernet 
LAN that enables up to 32 terminals to be connected to the 
Ethernet cable via a single physical line. A terminal server 
frees network nodes of the burden of establishing connec- 
tions between local terminals and remote nodes. Terminals 
connected to the terminal server have access to all nodes 
on the network. 


Terminated Line: A circuit with a resistance at the far end 
equal to the characteristic impedance of the line, so no re- 
flections or standing waves are present when a signal is 
entered at the near end. 


Text: In communications, transmitted characters forming 
the part of a message that carries information to be con- 
veyed; in some protocols, the character sequence betwen 
start-of-text (STX) and end-of-text (ETX) control characters; 
information for human, as opposed to computer, compre- 
hension, intended for presentation in a two- dimensional 
form. 


TFTP (Trivial File Transfer Protocol): The DARPA Internet 
standard protocol for file transfer with minimal overhead and 
capability. It depends only on the unreliable, connectionless 
datagram delivery service (UDP), so it can be used on disk- 
less workstations that keep software in ROM in order to 
bootstrap themselves. 


T1: AT&T term for a digital carrier facility used to Ransrits a 
DS-1 formatted digital signal at 1.544 Mbps. 


Timeout: Expiration of predefined time period, at which time 
some specified action occurs; in communications, timeouts 
are employed to avoid unnecessary delays and improve 
traffic flow; used, for example, to specify maximum re- 
sponse times to polling and addressing before a procedure 
is automatically reinitiated. 


TPI (Twisted Pair Interface): National’s twisted pair Ether- 
net Transceiver for 1OBASE-T. Part number DP83922. 


Token: The password or character sequence used by net- 
work nodes to gain access to a token ring network. This 
character sequence (i.e., the token) passes from one node 
to another around the network; hence, the term “token 
passing” is used to describe the process. 


Token Ring: A data-signaling network architecture where a 
data packet and a token are passed from one station to 
another along an electrical ring. When a station transmits, it 
takes possession of the token, transmits its data, then frees 
the token after the data has made a complete circuit of the 
electrical ring. 


TOP (Technical and Office Protocols): A Boeing version 
of the MAP protocol suite aimed at office and engineering 
applications. 

Topology: Description of the physical connections of a spe- 
cific network’s nodes—such as bus, branching bus (tree or 
star), or ring. 








Transaction: In communications, a message destined for 
an application program; a computer-processed task that ac- 
complishes a particular action or result; in interactive com- 
muncations, an exchange between two devices, one of 
which is usually a computer; in batch or remote Job ays 
job or job step. 


Transceiver: A combined transmitter and receiver. An es- 
sential element of all LANs, its functions is required at each 
node of the network. For Ethernet it connects directly to the 
coaxial cable as a stand alone transceiver box. For Thin 
Ethernet the transceiver resides in the data terminal equip- 
ment. 


Transmission: The dispatching of a signal, message, or 
other forms of intelligence by wire, radio, telegraphy, teleph- 
ony, facsimile, or other means; a series of characters, mes- 
sages, or blocks, including control! information and user 
data; the signaling of data over communications channels. 


Transport Layer: Layer four in the OSI reference model; 
provides a logical connection between processes on two 
machines. See OSI: . 


Tree: A LAN topology that recognizes only one route be- 
tween two nodes on the network. The “map” resembles a 
tree or the letter T. 


Trunk: A dedicated aggregated telephone circuit connect- 
ing two switching centers, central offices, or data-concen- 
tration devices. , 


Twisted-Pair Transmission System: In 10BASE-T termi- 
nology, refers to the twisted-pair wire link and its two at- 
tached MAUs. 


Twisted-Pair Wire: A cable comprised of two 18 to 24 
AWG (American Wire Gauge) solid copper strands twisted 
around each other. The twisting provides a measure of pro- 
tection from electromagnetic and radio-frequency interfer- 
ence (EMI/RFI). Two types are available: shielded and 
unshielded. The former is wrapped inside a metallic sheath 
that provides protection from EMI/RFI. The latter, also 
known as telephone wire, is covered with plastic or PVC, 
which provides no protection from EMI/RFI. 


Type 3 Cable: An unshielded twisted-pair wire that meets 
IBM specifications for use in token ring networks. - 


UDP (User Datagram Protocol): The TCP/IP transaction 
protocol used for applications such as remote network man- 
agement and name service access; this lets users assign a 
name, such as “VAXTM 2”, to a physical or numbered ad- 
dress. 


UTP (Unshielded Twisted-Pair Cable): Also known as tel- 
ephone wire. See Twisted-Pair Wire. 


User Transparency: The quality in a network that enables 
users to access and transfer information without having to 
know how the network operates. 


VAN (Value Added Network): A network whose services 
go beyond simple switching. 


VC (Virtual Circult): For X.25 a VC is a PLP logical connec- 
tion between an X.25 DCE and an X.25 DTE. X.25 supports 
both switched VCs and permanent VCs. Switched VCs are 
analogous to dial up lines. They allow a particular X.25 DTE 
to establish connection with different X. 25 DTEs on a per 
call basis. In contrast, permanent VCs are analogous to 
leased lines because mney always connect two a: Palmculat 
X.25 DTEs. 


Virtual Disk: A portion of physical disk drive appearing to a 
dedicated host as a local disk resource. 
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Virtual Storage: Storage space that may be viewed as ad- 
dressable main storage, but is actually auxiliary storage 
(usually peripheral mass storage) mapped into real address- 
es; amount of virtual storage is limited by the addressing 
scheme of the computer. 


VMS™ (Virtual Memory System): An opeaing System 
developed by Digital Equipment Corporation for the VAX 
computer series. 


Well-Known Port: Any set of protocol port numbers preas- 
signed for specific uses by the transport layer protocols (i.e., 
TCP and UDP). Clients can locate servers at well-known 
port assignments. File transfer servers, echo servers and 
time servers are some examples of servers using well- 
known port assignments. 


Wide Area Network (WAN): A network covering a large 
geographic area (50 miles or more); may include packet- 
switched, public data, and Value-Added Networks. 


Wide Band: A system in which multiple channels access a 
medium (usually coaxial cable) that has a large bandwidth 
(10 Mbps is typical) using radio frequency modems. Each 
channel is modulated to a different frequency slot on the 
cable and is demodulated to its original frequency at the 
receiving end. 


Wiring Closet: Central location for termination and routing 
on-premises wiring systems. 


Workstation: Input/Output equipment that an operator 
works. ‘ 


XDR (External Data Representation): A presentation layer 
protocol used by SUN microsystems. It provides a common 
way of representing data on a network consisting of differ- 
ent machines. 


XNS (Xerox Network System): Used as the basis for many 
network operating systems, including early version of 
3Com’s 3+. It performs functions similar to those of TCP/IP 
and runs on top of IEEE 802.3. 


X.NN: The X.nn series of the CCITT standards relate to the 
connection of digital equipment to a public data network 
which employs digital signaling. 

XON/XOFF (Transmitter On/Transmitter oft): A method 
of flow control used when a computer is attached to a slow- 
er device which cannot process information as fast as the 
computer sends it. A common device using XON/XOFF is a 
printer. XON is sent as a CONTROL-Q, XOFF is sent as a 
CONTROL-S. 


X.25: Defined by CCITT, and used most commonly in Eu 
rope. 

The X.25 protocol is best suited for small to medium 
amounts of data traffic among multiple locations. It operates 
over telephone lines at up to 1.5 megabits per second (the 
maximum speed of a T-1 connection). X.25 breaks a data 
message into smaller pieces known as “packets” and trans- 
mits the packets individually to their destination, where they 
are reassembled. Because each packet is routed individual- 
ly, packets may travel different paths to their uae 
thereby speeding transmission. 

X.400: This standard, approved by ISO, defines a means for 
exchanging electronic mail between computers. Supporting 
this standard allows electronic mail packages from different 
vendors to exchange messages. 

X.500: Still under development, X.500 is a standard for di- 
rectory management. It will allow users to find files and data 
on networks of different types of computers. _ . : 








10BASE5: IEEE 802.3 Physical Layer Standard for thick ca- 
ble Ethernet, utilizing thick double shielded coaxial cable. 
10BASE5 stands for; 10 = 10 Mbits/sec. data rate, 
BASE = Baseband, 5 = 500 meters segment length. 
10BASE2: IEEE 802.3 Physical Layer Standard for thin wire 
Ethernet (sometimes called cheapernet). This standard 
uses RG58 standard coaxial cable. 10BASE2 stands for; 
10 = 10 Mbit/sec. data rate, BASE = Baseband, 2 = 200 
meter segment length (actually is 185m). 

1BASES: IEEE 802.3 Physical Layer Standard for StarLAN 
twisted pair network. 1BASE5 stands for; 1 = 1 Mbit/sec. 
data rate, BASE = Baseband, 5 = 500 meter segment 
length. 
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10BASE-T: IEEE 802.3 Physical Layer Standard for the new 
twisted pair Ethernet in a star topology. 10BASE-T stands 
for; 10 = 10 Mbit/sec. data rate, BASE = Baseband, T = 
twisted pair wire over 100 meters nominal segment length. 


802.x: The Institute of Electrical and Electronic Engineers 
(IEEE) committees that developed a set of standards defin- 
ing some networks. The IEEE committees generally work on 
standards below 50 Mb/s including: 


IEEE 802.3 Ethernet 

IEEE 802.4 Token Bus 

IEEE 802.5 Token Ring 

IEEE 802.6 Metropolitan Area Networks 

IEEE 802.9 Integrated Data and Voice 
3270 and 5250: These two IBM protocols have been 
around since the early 1970s. High Speed Serial Interface 
used with IBM mainframes and various peripherals. Data 
rates range from 1.2 Mbits/s to 52 Mbits/s. 
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